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INTRODUCTION. 


An  examtiiatioti  of  the  various  objects  in  this  department  of  the  Ex 
position  leads  to  the  conclusion  that  since  the  former  international  ex- 
hibitions very  little  has  been  presented  that  is  actually  new.  'WTiile  dis- 
playing a  great  variety  of  beautiful  modifications  of  instruments  em- 
ployed in  the  transmission  of  messages,  showing  the  utmost  mechanical 
skill  and  workmanship,  deserving  of  the  highest  praise,  it  is  found  that 
most  of  them  have  already  been  exhibited  in  former  international  exhi- 
bitions, and  have  been  noticed  and  described  in  the  various  reports  of 
those  exhibitions.  Such  instruments,  for  the  most  part,  therefore,  will 
require  but  a  brief  mention. 

Some  of  the  difficulties  that  were  encountered  in  the  pursuit  of  in- 
quiries may  as  well  be  statedin  theoutset.  The  articles  to  be  examined 
in  tbe  Exposition  were  not  collected  or  arranged  in  one  place  as  a  class, 
but  were  widely  dispersed'nnder  the  products  of  the  different  countries, 
and  had  to  be  sought  for  in  comparatively  obscure  parts  of  the  vast 
area,  surrounded  byobjectjuof  a  totally  difterent  character.  Some  of  the 
instruments  although  named  in  the  catalogue,  could  not  be  found ;  some 
named  were  actually  not  exhibited.  Others  had  their  complicated 
machinery  carefully  concealed  under  glass  cases,  or  in  their  close  frames 
of  wood  orbrass,  with  the  rather  repulsive  label"  Tie  (0!*cAe2j)ffl«,S.  V.  P.," 
to  be  met  ou  the  threshold,  and  which,  though  more  politely  expressed 
than  ourbluutAnglo-Saxon,"/MWtfs  off^  was  quite  as  effective  a  barrier  to 
free  inquiry.  To  add  to  this  inconvenience,  there  were,  in  most  instances, 
no  persons  at  hand,  when  the  instrumeuts  were  fouud,  to  explain  the 
apparatus,  and  no  printed  or  other  description  to  be  obtained.  If,  there- 
fore, some  of  the  instruments  deserving  of  notice  in  this  report  are 
unnoticed,  it  will  be  seen  that  thC  neglect  is  one  of  necessity,  and  not 
of  choice. 


>v  Google 


„Google 


CONTENTS. 


CnAPTEE  I. 

TELEGRAPHS. 

Definition  of  teiegrapil  and  seniapliore,  distinction  between  them  Etymology  of  tlio 
two  words — Clironograpli  and  chtonoscope— No  example,  of  a  telegraph  until  1832— 
Estension  of  telegtapHc  and  semapliorie  Bystenia  throughout  the  world — Results 
flowing  from  the  invention  of  the  genetic  telegraph — Science  advanced  by  the  tele- 
graph— Principal  diaooverica  in  electricity  and  nMLgnetiam  prior  to  the  invention  of 
the  telegrapli— The  Morse  system  adopted  by  the  international  convention  at  Paris — 
The  Morse  system  described. — The  relaj  or  secondary  cirouit — Modifloatioas  of  the 
Morse  apparatus — Siemens  and  Halske's — Austnan  military  telegraph— Hnghea'a 
printing  telegraph,  its  eonitmction  ind  operation — Ailincourf^s  printing  apparatus — 
Di^ardiu's  printing  telegraph — Pintelejiriphi—Bonelli'spaJitelegraphic  apparatus  as 
modified  by  Cook — Abb6  CaseUis  pantelugraph — Lenoir's  modification,  the  electro- 
graph. — pp.  7-36. 

CHAPTER  II. 

SEMAPHORES. 

The  dial  or  cadran  systems — Their  adaptation  to  special  service — Perfection  of  work- 
manship in  the  instrumentB  exhibited — Sounders  or  acoustic  semaphorcH — Caton'a 
sounder  for  use  in  the  field — Origin  and  nature  of  the  oooustio  Bemaphore— The 
Morse  code  adapted  to  recognirion  by  each  of  the  fonr  sensea — Professor  Steinheil's 
bell  aonnder — Bright'a  hell  soimder— Morse's  organ-pipe  sounder — Signal  semaphores 
^Night  signals  by  Madame  Coston — Coston  fixe  signals— Anstrian  field  signal  appa- 
ratus.— pp.  37-43. 

CHAPTER  in. 

CODES. 

Etymology  of  the  word  code — The  original  Morse  code  and  the  modem  modifications — 
Its  nnlvetsai  adoption — The  alphabet,  cipiiers,  punctuation  marks  and  official  signs — 
Space  letteis — Investigation  of  the  frequency  of  occurrence  of  the  various  letters 
in  the  language — Inconvenience  of  confonnding  the  space  letters  with  others — Tlie 
European  Morse  code  contains  five  additional  signs — Difficuitiea  attending  a  change 
in  the  established  code — Proposed  improvement  of  puuctuatiiMi  and  official  signa — 
The  Morse  code  as  modified  and  adopted  in  Europe  should  be  adopted  in  the  western 
coutiiieat.~pp.  44-50. 

OHAPTEE  IV. 

BATTERIES,  CONDUCTORS,  AND   INSULATORS. 

Failure  of  all  attempts  to  employ  firictional  electricity  for  communicating  at  a  distance 
— Use  of  various  forms  of  batteries  for  generating  dynamic  electricity — Use  of  mag- 
neto-eieotricity — FarmBl''s  tlicrmo-elcetrie  battery — Leclaneh^s  battery — The  mag- 


,A_,oogle 


6  CONTENTS. 

iioto-electric  battery  of  S.  Hjocth  of  Copeuliagen — Ladd'a  dynamo-electric  apparatus 
— Letter  from  Dr.  Werner  Siemens — Observations  upon  the  conversion  of  mechan- 
ical effect  into  electric  currents  witliont  the  employment  of  permanent  magnets,  by 
-Dr.  Werner  Siemens — Sulphate  of  magnesia  battery — Submarine  telegraph  cables — 
Farmer's  compound  telegraph  ■wire — The  Morse  bathometer — Prop<eed  new  mode  of 
laying  and  raising  submarine  telegraph  cables— Insulators  and  insuJation — Brooks's 
parafEue  insulator — Insulation  t«Btof  the  Brooks  and  other  insulators — Day's  kerite 
insulator  Memoir  by  Professor  SiUiman  upon  insulation,  and  the  protection  of  elec- 
trical conductors — Action  of  ozone  upon  tel^rapliio  insulation — Letters  upon  the 
value  of  kerite  aa  an  insulator. — pp.  51-89. 

CHAPTER  V. 

AUTOMATIC  RECORDING,  TEAJVSMITTING  AND  CONTROLLING. 

Automatic  recording— Improvemeut  and  modification  not  the  same — The  generic  tele- 
graph— The  electro-chemical  process — The  electro-magnetic  mode  of  recording — The 
pencil  point — Inking  processes — Triple  pen — Steel  point — Automatic  transmission — 
Embossed  paper  process — Automatic  process  of  Siemens  &  Halske — Speed  of  trans- 
mission—Blavier  on  speed  of  transmission — Comparative  speed  by  different  instru- 
ments— Becent  result  in  France  in  speed  of  transmission — Automatic  transmisaiou 
in  Prussia  and  speed  of  trausmiasion — Comparative  speed  of  transmission — Critical 
review  of  the  results — Automatic  control— Morse's  method— Sortais's  apparatus — 
Morse's  stopping  apparatus. — pp.  90-115. 

CHAPTER  VI. 

INFORMATION  CONCERNING   TELEGRAPHS  IN   VARIOUS  COUNTRIES. 

The  United  Kingdom  of  Great  Britain  and  Ireland,  statistics  of  electric  telegraphs  in— 
Letter  of  Sir  Charles  Bright— India — FraJioe,  questions  to,  and  answers  from  Vis- 
count de  Vongy — Holland — Prussia — Austria — Denmark — Letter  of  Director  General 
Faber — Sweden — Letter  of  Director  General  Bi^ndstrom — Spain — Italy — Egypt — 
Turkey- Australia— Peru.— pp ,  1 16-X  42. 


APPENDICES. 

Fage. 

A.  Number  OP  the  Moksb  apparatus  used  is  Eubope 143 

B.  Two  LF.ITERS  ON  THE  QUESTION,  IS  'THE  WOULD   INDEBTED   TO  ENGLAND  OR 

TO  THE  United  States  fob  the  invention  op  thk  telegraph 144 

C.  Statistics  orTELBGRAPHS  BY  George  Saubr,  3BSQ 151 

D.  Franklin  AND  ei:ectrical  SEMAPHORES 161 

E.  Catalogue  or  wOHics  ON  telegraphy 162 

F.  Catalouue  opmaterlils  a«t>  apparatus  bxhibiteo 162 


„Google 


TELEGRAPHIC  APPARATUS,  ETC. 


CHAPTER  1. 
TELEGRAPHS. 


of: 


TIOX  OF  TELEGRAPH  AND  SliMAPffi 

IB    TWO   WORDS — CHRO'OGSAPH   AND   CHBOSOSCOPB — NO   I 

H  tiSTiL  1832— Extension  of  telegkaphic  a 


K  woRijj— Results 
GRAFR — Science 

TRICITY  ASD  MAGNETISM 
SYSTEM  ADOPTED  BY  THE 

DBSCRiBED— The  relay 
APPAKATue — Siemens  and  Hai^ke' 
PRINTIKG  teleghaph,  r 

AFFAKATU8— DTJJABDIK' 


invimtion  0 
— Principal  i 

E  ENVEsnON  or    THE   TEKEORAPH — THB  MOKSK 

■.osvEsnos  AT  Paris — The  Morse  system 
ciFCtFiT — Modifications  of  the  Morse 
Austrian  militaby  telegraph — Hdghes'ii 
operation— Ablincourt's  printing 
■Pantblbgbaphs— BONBij-i's  pan- 
Cook — ABBii  Caselli's 


Lenoir's 

The  t-elegrapli,  in  the  comprehensive  sense  in  which  it  is  usually  but 
erroneously  applied  to  all  modes  of  communicating  at  a  distance,  is  a 
very  ancient  invention,  and  in  this  expanded  general  sense  cannot  there- 
fore be  claimed  by  any  modem  inventor.  But  in  the  true  sense  of  the 
word,  as  signifying  imprinting  or  writing  at  a  distance,  the  telegraph  is 
a  modem  invention,  and  does  not  date  further  back  than  the  year  1832. 

It  is,  therefore,  proposed  to  use  the  term  telegraph  in  its  strict  etymo- 
logical sense;  thus  distinguishing  it  from  all  other  modes  of  communi- 
cating at  a  distance  with  which  it  has  hitherto  been  confounded. 

The  terms  telegraph  and  semaphore  conveniently  comprise,  under  two 
generic  heads,  all  the  modes  of  communicating  intelligence  from  a  dis- 
tance not  dependent  upon  actually  sending  it,  either  written,  printed,  or 
verbal,  by  some  sort  of  couriers  who  travel  over  the  interval  betii'een 
two  or  more  points  of  int-ercommunication. 

If  the  etymology  of  the  two  words  telegraph  and  semaphore  l>e  exam- 
ined, it  will  be  perceived  that  the  term  telegraph  from  tt/Ae,  at  a  distance, 
and  rp^-f"-,  to  write  or  imprint,  and  the  tenn  semaphore,  from  stip-a,  a  sig- 
nal, and  spin,  to  hear  or  convey,  very  accurately  designate  the  difference 
between  the  two  modes  of  communicating  to  a  distance,  to  all  which 
modes  has  hitherto  been  indiscriminately  applied  the  appellative  fele- 
graph,  but  not  accurately,  for  it  cannot  strictly  be  applied  to  the  sem- 
aphore, since  the  semaphore  neither  wiites  nor  prints  its  signals  at  a 
distance.  Pi-ofessor  Wheatstone  (in  a  note  on  page  89,  Juror's  Report 
of  1862)  makes  a  verj'  proper  discrimination  between  two  instruments 
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which  lie  describes,  naming  them  tlie  chi'onoseope  and  the  chi'onograph. 
A  similar  discrimination  may  be  very  justly  made  between  the  telegraph 
and  the  semaphore.  Professor  "Wheatatone  defines  "chronoscope  as  an 
instrument  by  ■which  the  interval  of  time  is  observed,  and  chronograph 
an  instrument  by  which  it  could  be  recorded,"  This  is  precisely  the  dif- 
ference between  the  semaphore,  which  shows  a  signal  to  be  observed, . 
aud  the  telegraph,  by  whicli  the  signal  is  recorded. 

No  example  of  a  telegraph,  therefore,  in  the  strict  sense  of  the  word, 
appears  to  have  existed  previous  to  the  year  1832.  All  the  systems  of 
communication  to  and  from  a  distance  until  that  date  were,  without 
exception,  semaphores.  True,  in  most  instances,  they  befn:  the  general 
name  of  lielegraphs,  yet  an  examination  of  the  end  proposed,  the  modes 
employed,  and  the  results  obtained,  will  show  that  none  of  them  had 
moi-e  than  a  figurative  title  to  the  name  telegraph.  All  of  them  propose 
but  the  conveyance  of  an  evanescent  signal ;  none  of  them  ijropose  a 
written  or  printed  record  of  then?  intelligence.  None  of  them,  therefore; 
were  strictly  telegraphs. 

"Within  a  period  of  about  thh^y  years  the  telegraphic  systems,  as  well 
as  the  semaphoric,  by  electricitj  have  literally  been  extended  through- 
out the  world,  not  only  covering  the  vast  area  of  the  two  hemispheres 
each  with  a  net-work  of  these  intellectual  railways,  but  the  subtle  tele- 
graphic thread,  through  American  and  British  enterprise,  has  been  car- 
ried underneath  the  deep  Atlantic,  uniting  together  the  two  great  net- 
works of  the  two  hemispheres. 

This  vast  reticulation  of  electrical  conductors  is,  for  the  most  part, 
used  for  telegraphic  purposes ;  some  of  the  electrical  systems  for  com- 
municating at  a  distance  are,  indeed,  still  semaphoric,  but  even  these 
are  more  or  less  modified  by  the  electrical  and  mechanical  means  that 
have  been  so  ef&eaciously  applied  in  the  modem  telegraphs. 

The  birth  and  inauguration  of  the  generic  telegraph  has  not  only 
opened  a  new  field  for  the  labors,  and  given  direction  to  the  ingenuity  of 
the  mechanician,  suggesting  numerous  varieties  of  form  and  distribution 
of  parts,  but  it  has  also  given  a  fresh  impulse  to  the  researches  of  the 
philosopher  into  the  mysteries  of  its  most  efficient  agent,  electi-icity.  It 
has  been  the  servant  of  the  astronomer ;  it  has  assisted  in  the  determin- 
ation of  longitudes;^  it  has  pi-omoted  the  science  of  meteorology,  and 
been  tributary  in  many  ways  to  the  advancement  of  our  knowledge  of 
terrestrial  phenomena.  It  has  also  directly  stimulated  and  influenced 
the  various  systems  of  electrical  semaphores.    The  application  of  the 

I  "It  was  suggested  by  Professor  Morse  to  the  distiuguislied  Axago,  iu  1839,  that  the 
electro-magaetio  telegraph  would  1)e  tlie  means  of  determining  the  difference  of  longi- 
tude between  places  with  an  accuracy  bitlerto  unattainable."  The  first  esperiioent  of 
the  kind  resulted  in  the  fulfillment  of  the  prediction.  The  difference  of  longjtnde 
between  Battle  Monimient  Square,  Baltimore,  and  the  Capitol  at  Washington,  was 
accurately  determined  by  Captain  Wilfcea,  by  means  of  the  telegraph,  June  12, 1844. — 
See  Villi's  "  Aiiiarican  Electro -Mugn otic  Telegraph,"  p.  60,  1845. 


>v  Google 


TELEGRAPHIC    APPAKATUS,  ETC.  9 

electro-magnet  baa  produced  a  great  variety  of  most  ingenious  sema- 
pLoric  instruments.  It  has  modiiied  and  perfected  the  needle  systems 
and  the  disil  or  cadram  systems,  as  ■well  as  the  varieties  of  the  letter- 
printing  telegraphs.  These  all  owe  to  this  application  their  most  effect- 
ive results.  These  will  be  noticed  in  their  place.  While  thus  signaliz- 
ing some  of  the  more  important  results  to  science,  and  to  the  art  of 
communicating  intelligence  to  a  distance,  flowing  from  the  invention  of 
the  electro-magnetic  telegraph,  the  writer  would  not  assume  so  much 
the  position  of  a  discoverer  in  science  as  the  applier  of  the  results  of 
scientiflc  investigators  to  the  practical  development  of  the  telegraph. 
It  is,  therefore,  eminently  fitting  that  the  more  important  and  promi- 
nent of  these  discoveries  and  results  should  be  briefly  noticed. 

The  apparently  insignificant  and  unimportant  observation  of  Galvani 
rests  at  the  foundation  of  the  brilliant  series  of  discoveries  which  have 
made  electricity  the  servant  of  man  in  many  ways.  The  first  plans  of 
semaphores  by  electricity  were  confined,  tUl  the  year  1800,  to  machine  or 
static  electricit5',  but  &om  the  intractable  nature  of  the  agent  employed 
all  of  them  proved  unavailable.  Semaphores  by  electricity  were  at  that 
period,  fifty  years  from  the  reported  first  suggestion  of  the  idea  by 
Franldin,^  abandoned  as  impracticable.  In  the  year  1800  Tolta  con- 
trived the  pile  known  by  his  name.  The  chemical  effects  of  this  pile  sug- 
gested the  idea  of  electric  communication,  by  the  employment  of  the 
decomposing  effects  of  Voltaic  electricity,  and  a  semaphore  based  upon 
this  scientific  fact  received  a  definite  form  in  the  compHeated  and 
unavaila,ble  plan  of  Scemmering  in  1811.  In  the  year  1819  Oersted  dis- 
covered that  the  magoetie  needle  could  be  deflected  by  the  Voltaic 
current.  Schweigger  improved  upon  the  primary  element  of  Oersted's 
discovery  just  as  Volta  had  done  upon  his  own  primaiy  element  of  a 
single  pair,  and  demonstrated  that  the  magnetic  effect  of  the  cui'rent 
was  increased  by  repeating  the  primary  element,  and  hence  resulted  his 
celebrated  multipher.  Arago,  and  also  Davy,  in  the  year  1820,  observed 
the  attraction  of  iron  filings  by  a  conducting  wire,  and  Arago  subse- 
quently magnetized  steel  wires  by  inclosing  them  in  a  straight  helix  of 
wire,  through  which  the  Voltaic  current  was  passed.  Ampere  discovered 
that  when  the  Voltaic  current  is  passed  in  the  same  direction  through 
two  parallel  wires  they  attract  each  other^  and  that  when  passed  in 
opposite  directions  they  repel  each  other.  Upon  this  observation  is 
founded  his  theory  of  magnetism  and  electro-magnetism,  which  led  to  the 
method  of  magnetizing  adopted  by  Arago.  As  early  as  1824  investi- 
gations had  commenced  upon  the  power  of  wires  to  conduct  Voltaic  elec- 
tricity. Two  laws,  opposed  to  each  other,  bearing  upon  the  conducti- 
bility  of  the  current,  were  announced;  the  one  by  Barlow  in  182i,  the 
other  by  Ohm  in  1827.  Barlow's  law  was,  "that  the  conduetibility  was 
inversely  preportionate  to  the  square  root  of  the  lengths,  and  directly  as 
the  diameters  of  the  wires,  or  as  the  square  roots  of  their  sections."    The 
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other  and  the  tnie  law  is,  "the  resistance  by  hodies  to  the  conductioii 
of  electricity  is  directly  as  their  lengths,  and  inversely  as  the  areas  of 
their  cross-sections."  This  law,  says  Br.  Page,  was  proved  many  years 
since  by  Davy,  Pouillet,  Becquerel,  Christie,  Ohm,  Fecbner,  and  others. 
It  is  now  known  as  Ohm's  law. 

In  1825  Mr.  Sturgeon,  of  England,  made  the  first  electro-magnet  in 
the  horse-shoe  form,  by  loosely  winding  a  piece  of  iron  wire  with  a  spiral 
of  copi)er  wire.  In  the  United  States,  as  early  as  1831,  the  experimental 
researches  of  Professor  Joseph  Henry  were  of  great  importance  in  advanc- 
ing the  science  of  electro-magnetism.  He  may  be  said  to  have  carried 
the  electro-magnet,  in  its  lifting  powers,  to  its  greatest  i)erfection. 
Eeflecting  upon  the  principle  of  Professor  Schweigger's  galvanometer, 
he  constnicted  magnets  in  which  great  power  could  be  developed  by  a 
very  small  galvanic  element.  His  published  paper  in  1831  shows  that 
he  experimented  with  wires  of  different  lengths,  and  he  noted  the  amount 
of  magnetism  which  could  be  induced  tlirough  them  at  various  lengths 
by  means  of  batteries  composed  of  a  single  element  and  also  of  many 
elements.  He  states  that  the  magiietie  action  of  "a  current  from  a 
trough  composed  of  many  pairs  is  at  least  not  seusibly  diminislied  by 
passing  through  a  long  wire,"  and  he  incidentally  noted  the  bearing  of 
this  fact  upon  the  project  of  an  electro-magnetic  telegraph,  (semaphoret) 
In  more  recent  papers,  first  ifablished  in  1857,  it  appears  that  Profes- 
sor Henry  demonstrated  before  his  pupils  the  practicability  of  ringing  a 
hell  by  means  of  electro-magnetism  at  a  distance- 
It  is  claimed  for  JI.  Pouillet  that  in  1830  he  constructed  very  powerfal 
magnets  on  the  same  principle  of  the  electro-magnets  of  the  present  day ; 
and  about  the  same  time  Professor  Moll,  of  Utrecht,  experimented  to 
produce  great  magnetic  effects  with  a  powerflil  galvanic  battery. 

The  needle  system  or  electric  semaphore  owes  its  origin  to  a  sugges- 
tion of  the  renowned  La  Place,  in  1S20,  expanded  about  the  same  date 
in  more  of  detail  by  Ampere;  it  appears  to  have  been  first  experimented 
upon  by  Schilling,  of  Cronstadt,  hut  practically  realized  on  a  small  scale 
by  those  distinguished  German  savans  Messrs.  G-aua  and  Weber,  of  Grot- 
tingen,  in  1833.  It  was  improved  by  Messrs.  Oooke  and  "Wheatstone  in 
1837,  and  extensively  introduced  into  Great  Britain,  and,  so  far  as 
Eiiropean  countries  are  concerned,  first  transformed  by  the  genius  of 
Steinheil,  of  Munich,  in  1837,  from  an  electric  semaphore  into  an  electric 
telegraph.  In  the  mean  time  the  first  electro-magnetic  telegraph  was 
devised  in  the  United  States  in  1832,  and  shown  in  practical  operation 
in  1835. 

If  it  be  asked  wliat  telegraphic  system  is  specifically  announced  as 
most  developed  and  extended  throughout  the  world,  the  answer  would 
seem  to  be  definitely  and  summarily  given  in  the  proceedings  of  the 
International  Telegraphic  Conventiou  held  in  Paris  in  March,  1865,  com- 
posed of  the  representatives  of  twenty  of  the  principal  nations  of  Europe, 
assembled  for  the  special  purpose  of  examining  the  various  projects,  in 
order  to  adopt  a  uniform  system,  and  to  regulate  international  telegraphy 
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for  their  coinraon  benefit.  They  thus  decree  in  their  tliird  article:  "  I/ap- 
pareil  Morse  reste  piovisoirement  adopte  poiir  le  service  des  ills  inter- 
nationaux."  Concise  as  is  this  announcement,  as  the  result  of  their 
deliberations,  it  proclaims  that  the  Morse  system — an  American  system — 
is  preferred  for  special  international  service  throughout  Europe. 

Bussia,  Norway  and  Sweden,  Denmark,  Hamburg,  Hanover,  Prussia, 
Holland,  Belgium,  France,  Wurtemberg,  Bavaria,  Saxony,  Austria, 
Spain,  Portugal,  Baden,  Switzerland,  Italy,  Greece,  and  the  Ottoman 
Empire,  by  their  respective  ambassadors,  took  part  in  this  convention, 
and  these,  it  will  be  seen,  comprise  all  the  nations  of  continental  Europe. 

Great  Britain  is  the  only  nation  in  Europe  not  represented  in  this 
convention ;  but  even  in  Great  Britain  the  Morse  system  is  the  one  almost 
exclusively  used  in  all  her  colonial  possessions,  in  India,  Australia,  and 
Canada,  and  to  an  increasing  extent  also  in  the  United  Kingdom, 
especially  in  connection  with  the  continental  telegraph  lines. 

In  view  of  these  facts,  it  would  seem  to  be  proper,  if  not  indeed  neces- 
sary, to  inquire,  as  a  preliminary  step  to  any  examination  of  the  tele- 
graphic and  semaphoric  instruments  in  the  Exposition,  what  is  this 
Morse  system  which  has  obtained  such  universal  popularity? 

THE  MOESE  SYSTEM. 

The  Morse  system  was  the  introduction  and  the  addition  of  a  new  art 
to  the  means  of  communicating  at  a  distance.  It  is  the  invention  of  that 
art  which  remained  an  undeveloped  germ  until  1832,  shut  up  in  the  etymol- 
ogj'  of  the  word  telegraph.  It  is  the  ai't  of  writing  or  printing  at  a 
distance  in  one  or  more  places  at  the  same  time. 

When  the  first  practicable  mode  for  demonstrating  such  a  result  was 
devised  in  1832,  it  was  the  birth  of  a  new  art.  It  was  emphatically  the 
first  realization  of  a  telegraph. 

•An  art  proposes  a  result,  and  includes  the  means  and  processes  for 
producing  that  result. 

1.  The  new  art  proposes  as  its  result  the  marking,  writing,  or  printing 
at  a  distance. 

The  means  and  process  consist  of— 

2.  A  system  of  signs,  to  wit,  a  conventional  code  or  alphabet  adapted 
to  marking,  writing,  or  printing. 

3.  Of  clockwork  machiner;^  to  regulate  the  movement  of  a  strip  of 
paper  or  other  material,  upon  which  the  signs  are  to  be  marked,  written, 
or  printed. 

4.  Of  a  lever  bearing  a  pencil,  fountain  pen,  printing  wheel,  stylus,  or 
other  marking  instrument,  for  marking,  writing,  or  printing  the  code  of 
signs  upon  the  paper. 

5.  Of  the  application  of  an  electro-magnet,  the  power  of  which  medi- 
ately and  mechanically  actuates  the  marking  lever,  for  writing  or 
printing. 
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6.  Of  the  application  of  a  salt  to  paper,  to  prepare  it  for  recci^'ing 
marks  by  electro-chemical  decomposition. 

7.  Of  a  manipulator  to  close  and  open  an  electric  drctjit  at  regulated 
times,  to  cliaTge  and  discharge  the  electro-magnet,  or  to  bring  into  action 
the  decomjMsing  effects  of  electricity.  Directly  connected  with  the  pro- 
cess of  writing  or  printing  the  signs  of  the  code,  the  sounds  of  the  lever 
in  writing  or  printing  the  letters  were  found  to  address  the  ear,  adding 
a  semaphorie  result,  inherent  in  the  peculiar  code  of  signs  devised  for 
writing  and  printing. 

Thus  much  is  new  and  peculiar  to  the  Morse  system.  It  comprises 
part  of  the  means  for  operating  the  new  art,  and  is  precedent  to  the 
modes  of  application  of  the  power,  (electricity,)  the  effective  agent  for 
accomplishing  the  result. 

The  art  thus  invented  employs  as  its  most  effective  agent  dynamic 
electricity,  generated  in  some  of  the  well-known  methods  of  generating 
electricity. 

The  application  of  fchiM  power  is  (jffecteil  by  a  combination  with  tiie 
preceding  means : 

1.  Of  a  main  line  or  circuit  of  eleetiic  conductors,  connected  with  the 
poles  of  a  galvanic  battery  or  other  generator  of  electricity,  and  having 
the  helices  of  the  electro-magnet  as  part  of  the  drcult. 

2.  The  armature  of  this  magnet  affixed  to  a  lever  is  operated  by  the 
electro-magnet  and  an  adjustable  reacting  spring,  when  the  magnet  is 
charged  and  discharged  by  closing  and  opening  the  circuit. 

3.  The  lever  hearing  a  pen,  or  other  marking  inatrameut,  is  made  to 
mark  (as  well  as  to  sound)  the  signs  of  the  code,  or  by  the  closing  and 
opening  of  a  second  circuit,  having  within  it  a  battery  and  electro-magnet, 
armature,  and  pen-lever;  the  pen-lever  is  made  to  mark  the  signs  upon 
the  paper,  or  to  sound  them  at  any  desired  distance,  thus  producing  the 
final  result.    This,  in  brief,  is  the  Morse  system. 

An  instrument  embodying  these  essential  portions  of  the  invention 
was  constructed  and  seen  in  operation  by  many  witnesses  in  the  autumn 
of  1835,  demonstrating  the  practicability  of  the  art. 

THE   KETAT. 

The  relay  or  secomlary  circuit  was  devised  to  obviate  a  foreshadowed 
difficulty  In  the  possible,  not  to  say  pi-obable,  weakening  of  the  magnetic 
power  in  a  long  line. 

This  relay  (or,  as  it  was  at  first  named,  the  receiving  magnet,  because  it 
received  its  impnlse  irom  the  distant  station  to  be  transmitted  to  the 
register}  is  simply  an  electro-magnet,  whose  only  mechanical  duty  is  to 
close  and  open  another  circuit.  The  accompanying  figure  explains  its 
offtce. 

M  M  is  the  electro-magnet  with  its  coils  of  wire,  the  two  extremities 
of  which  are  connected  with  the  main  line  circuit  at  1/  L",  thus  consti- 
tuting the  eoUs  of  the  magnet  part  of  the  main  circuit,    "When,  therefore, 
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the  main  circuit  is  charged  &om  the  distant  station,  the  electro-magnet 
M  M  is  charged  and  becomes  a  magnet.  To  utilize  the  power  thus 
created,  a  delicate  upright  lever  of  metal  has  at  one  end  a  cross-axis  b, 
and  at  the  other  end  it  oscillates  between  the  points  of  two  adjusting 
screws  e  and  d. 


The  Eelay  Magnet. 

Erected  before  the  face  of  the  magnet  poles,  the  lever  has  attached  to 
it  a  soft  iron  armature,  which  is  attracted  to  the  point  of  the  adjusting 
screw  A  at  d,  when  the  magnet  ia  charged,  and  brought  back  to  its  rest 
by  an  adjustable  spring  g,  when  the  magnet  is  discharged  against  the 
insulated  point  c  of  the  other  adjustable  screw.  The  circuit  called  the 
local  cii-cuit,  connected  by  a  local  battery  with  the  magnet  of  the  regis- 
ter, is  connected  by  its  extremities  with  the  relay  at  the  binding  screT\'s 
I'  I". 

The  operation  of  the  relay  is  as  follows:  The  binding  screw  I',  holding 
one  extremity  of  the  local  circuit,  is  connected  with  the  metal  of  the 
lever,  which  oscillates  between  the  points  d,  and  c,  while  the  other  bind- 
ing screw,  holding  the  other  extremity  of  the  local  circuit,  is  connected 
with  the  metallic  frame  U.  "WTiile  the  lever  rests  against  the  insulated 
point  0,  the  local  circuit  is  open,  for  the  insulation  prevents  metallic  con- 
tact; but  when  the  relay  magnet  is  charged,  it  attracts  the  armature  a, 
thus  causing  the  lever  to  make  metallic  contact  afc  ^,  and  so  closing  the 
circuit,  as  long  as  the  magnet  is  charged;  when  it  is  discharged,  the 
spring  g  brings  back  the  lever  against  the  insulated  point  c,  and  opens 
the  circuit  at  ^. 

THE  irOKSE   SYSTEM  INTBODUOEB  TN   KL'EOPE. 

In  the  spring  of  1838  this  telegraph  was  introduced  to  the  European 
world  through  the  French  Academy  of  Sciences,  under  the  auspices  of 
the  distinguished  Arago,  and  in  the  autumn  of  that  year  it  was  breveted 
in  France. 

This  is  the  invention  which  has  received  the  ftee,  unsolicited  suffrages  of 
the  International  Telegraph  Convention.    It  has  features  of  individu- 
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ality  which  distiaguish  it  from  all  other  systems  of  commuDicating  intel- 
ligence at  a  distance,  and  its  universality  is  undoubtedly  mainly  due  to 
the  result  which  it  proposes  and  accomplishes,  (to  wit,  a  written  or 
printed  record,)  and  also  to  the  simplicity  of  the  mechanism  by  which 
that  result  is  obtained. 

Adopted  in  countries  renowned  for  consummate  skill  in  the  manufac- 
ture of  philosophical  instruments  and  delicate  instruments  of  precision, 
it  is  natural  to  expect  that  the  telegraphic  instruments  constructed  by 
the  accomplished  mechanicians  of  these  countries,  while  preserving  the 
essential  principles  of  the  original  telegraph,  would  take  many  forms  and 
display  a  great  variety  of  mechanical  adaptations  to  produce  the  result 
most  effectively. 

It  ought  to  be  here  mentioned,  however,  to  the  credit  of  the  mechani- 
cians of  the  United  States,  to  whom  was  intrusted  the  manufacture  of 
the  iiret  Morse  telegraphic  iustrumentfi  in  use  on  the  American  lines, 
that  most  of  the  instruments,  not  only  in  form,  but  in  point  of  efficiency, 
compactness,  and  finish  of  workmanship,  in  accuracy  of  mechanical 
adaptation  and  durability,  were  not  inferior  to  most  of  those  now  manu- 
factured and  used  in  Europe.  Many  of  the  modifications  in  form,  and 
the  varied  distribution  of  parts  of  the  mechanism  in  the  American  instru- 
ments, talce  precedence  in  time  of  the  European  instruments.  But  the 
beauty  and  accuracy  of  mechanical  flidsh  in  the  great  majority  of  the 
instruments,  it  is  conceded,  are  for  the  most  part  in  favor  of  the  Euro- 
pean mechanicians.  Especially  is  this  the  case  in  the  ingenious  instru- 
ments used  for  imprinting  the  common  or  Koman  letter,  first  attempted 
by  Vail  as  early  as  1837;  afterwards  effectively  accomplished  by  House, 
but  subsequently  the  instruments  for  which  were  so  admirably  perfected 
by  Hughes,  and  are  sent  forth  from  the  ateliers  of  Digney  frferes,  Fro- 
nient,  and  others,  in  France,  and  Siemens  &  Halake  in  Germany. 

SIEMENS  AND   HALSKE'S  MODIFICATION  OP  THE  MOUSE  APPARATUS. 

An  example  is  given  here  of  one  of  the  modifications  of  the  Morse 
apparatus  by  those  distinguished  savans  and  mechanicians,  Messrs. 
Siemens  &  Halske,  of  Berlin. 

The  magnets,  two  in  number,  m  m',  straight,  but  not  united  as  in  the 
ordinary  horseshoe  magnet,  are  placed  horizontally  instead  of  vertically, 
as  in  the  original  instruments.  The  poles  *■  of  the  magnet  m'  have  each 
a  facing,  outside  the  coil,  of  soft  iron.  The  core  of  the  other  magnet  m 
has  a  continuation  from  each  pole  of  soft  iron,  acting  as  an  armature,  to 
be  attracted  by  the  facings  of  soft  iron  of  the  magnet  W. 

A  ftame  p  p,  from  the  center  of  which  is  the  printing  lever  with  its 
embossing  point,  is  attached  to  the  armature.  The  ends  of  the  coils  of 
the  magnets  a  and  b  are  carried  to  the  terminals  A  and  B. 

By  this  arrangement  of  magnets  the  attraction  of  opposite  polarities 
is  eflcaciously  utilized.  In  all  other  respects  the  apparatus  is  not  mate- 
rially different  irom  the  original  Morse.    Xotwithstanding  the  theoretic 
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if  this  modiflcatioa,  an  experience  of  some  time  on  the  Ger- 
man, JJanish,  and  Russian  lines  has  led  to  its  general  abandonment  for 
other  modi  flea  tions,  or  for  the  origiual  Morse  pattern. 

Fig.  2. 


Another  modification  of  the  Morse  by  Messrs.  Siemens  &  Halske  is 
seen  ■  in  'Fig.  3.  It  consists  in  a  mode  of  supplying  the  inl;  to  the 
printing  wheel. 

An  inverted  bottle  B  E 
containing  the  ink  is  fixed, 
with  a  felt  stopper,  above 
and  touching  the  printing 
wheel  c.  In  all  other  respects 
it  is  e^entially  the  original 
printing- wheel  apparatus  ot 
one  of  the  first  Morse  in&tru 
ments,  which  was  supplied 
with  ink  from  a  sponge  It 
has,  however,  in  addition?  .?■ 
the  mode  of  bnngiug  the 
paper  to  the  wheel  mst^-ad  <if 
the  wheel  to  the  paper,  the 
device  of  Messr'^  Baudouin 
and  Digney  frere^,  whnh  is 
seen  in  the  next  dia^am 
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BAUDOTJIN  AND  DTGNEY  FRilUBS'  JIODIFIOATION. 

This  ingenious  modification  is  the  invention  of  Messrs.  Baudouin  and 
Digney  &eres,  of  Paris,  and  is  a  real  improvement-  It  consists  in 
bringing  the  paper  to  the  inking  ■wheel,  instead  of  the  wheel  to  the 
paper.  The  rest  of  the  apparatus  is  in  all  essential  respects  the  >Iorse 
apparatus. 

Fig,  4. 


M  is  the  electro-magnet.  A  is  the  armature  upon  the  lever  L  L,  hinged 
at  I.  The  improvement  consists  in  a  prolonging  of  the  lever  by  attach- 
ing to  the  writing  extremity  of  it  a  thin  metal  slip  K  K,  bent  slightly 
upward  toward  the  small  printing  wheel  B.  T  is  a  felt  ink  roller,  kept 
moistened  with  ink,  against  which  the  printing  wheel  J>  turns  to  receive 
the  ink  on  its  edge.  The  paper  from  the  paper  wheel  P  passes  through 
a  guide  G  down  and  around  a  pulley  wheel  U,  and  is  drawn  by  the 
rollers  E  R'  near  but  not  touching  the  printing  wheel  D.  So  long  as 
the  magnet  is  not  charged  the  paper  passes  beneath  the  printing  wheel 
without  a  mark,  but  so  soon  as  the  magnet  is  charged  the  sUp,  or  as  it 
is  tei'med  in  French,  the  "couteau,"  rises,  and  the  edge  of  the  couteau 
raises  the  paper  against  the  inking  wheel,  and  a  mark  longer  or  shorter, 
as  the  magnet  continues  charged,  is  made  upon  the  paper.  This  mode 
of  bringing  the  paper  to  the  wheel  requires  so  much  less  power  than 
bringing  the  wheel  to  the  paper,  that  for  vcrj-  considerable  distances 
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the  relay  necessary  to  fiu'nisli  greater  power  in  order  to  emboss  the 
paper  can  be  dispensed  with.  This,  we  have  said,  is  a  real  improvement, 
and  its  simplicity  has  given  it  a  wide  popularity.  It  is  the  simplest  of 
all  the  modes  of  recording.  It  is  this  instrument  that  goes  by  the  name 
of  the  "ink  writer." 

Still  another  modification  by  Messrs.  Siemens  &  Halske  is  seen  in 
Pig.  5. 

The   peculiarity  of  this  F's-  5- 

modification  is  in  the  man- 
ner of  supplying  ink  to  the 
printing  wheel  by  a  reser- 
voir of  ink  A  a,  in  which  the 
printing  wheel  e  revolves, 
half  immersed  in  the  fluid ; 
but  in  this  case  the  wheel 
is  brought  up  to  the  paper 

The  reservoir  is  hmged 
at  n,  and  is  laised  or  de 
piei'ied  bv  the  sciew  h  to 
regulate  the  flow  of  ink  to 
the  wheel. 

Of  all  these  modes  of 
ink-writing  that  of  Messrs.    ' 
Bandouin  and  Digney  frferes  is  the  simplest  and  best. 

Did  it  not  lead  too  far  away  from  the  special  duty  with  which  the 
writer  is  charged,  it  would  be  a  most  agreeable  occupation  to  notice  in 
detail  many  of  the  ingenious,  if  not  always  practical,  modifications  of 
the  telegraph  apparatus  by  the  German,  French,  and  English  eavans  and 
mechanicians,  such  as  the  mode  of  sending  dispatches  both  ways  at  the 
same  time  over  the  same  wire,  said  to  be  originally  devised  by  the  Aus- 
triaai  savant,  Dr.  Grntl ;  and  also  the  modifications  of  the  same,  by 
Herm  Frischen  and  Siemens  &  Halske;  also  the  method  devised  by 
Stark,  of  Vienna,  of  transmitting  two  messages  along  a  single  line  in 
the  same  direction,  together  with  the  modifications  of  this  device  by 
Kramer,  Bosseda,  Maron,  Edlund,  and  others ;  also  of  Wheatstone's 
automatic  printing  apparatus,  and  of  Stohrer's  double  style  apparatus- 

But  inquirers  must  be  referred  to  the  able  works  of  many  authors  of 
telegraph  treatises,  especialy  to  Sabine's  "History  of  the  Telegraph," 
and  to  Blavier's  "JfoMuea™  TraitS  de  TSUgraphie  £lectriqiie."  To  M. 
Sabine's  courtesy  the  writer  is  indebted  for  leave  to  use  many  of  his 
engravings  of  apparatus  which  are  introduced  into  tliis  report. 

AUSTRIAN  MILITARY  TELEGRAPH. 
Among  other  apparatus  is  the  military  telegraph  apparatus  of  Austria, 
exhibited  by  the  Imperial  Eoyal  Direction  of  Telegraphs  in  Vienna. 
Baron  Benedek  says,  according  to  the  Paris  Times  of  September  li 
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1866,  that  a  nation  before  entering  upon  a  war  should  provide  itself 
witli  three  great  elements,  and  "  the  Baron  classes  them  in  the  order  of 
their  ntiliy.  First,  a  good  comma/nder;  second,  iron  roaSs,  (railroads;) 
third,  the  electric  telegraph.^ 

The  whole  Austrian  group,  under  the  superintendence  of  the  Baron 
d'  Bbner,  colonel  of  engineers,  is  remarkable  for  the  completeness  and 
beautiful  workmanship,  aswell  as  scientific  skUl,  of  the  Tarious  appa- 
ratus pertaining  to  electricity  and  its  various  uses  in  modem  warfare, 
These  uses,  except  so  far  as  they  include  telegraphic  service,  are  irrele- 
vant to  the  present  report,  although  to  the  military  student  in  the  high- 
est degree  instructive  and  interesting.  Through  the  courtesy  of  the 
Baron  £dl  were  explained,  and  a  pamphlet  given  entitled  "  Notice  sur  hs 
oijets  formant  ^exposition  collective  du  ministire  de  la  guerre  I.  R. 
WAutriche  d,  VExpo8iUon  TTmverselle  de  Paris." 

The  Morse  apparatus,  compactly  and  beautifully  made  by  J.  Leopolder, 
of  Vienna,  is  the  principal  telegraphic  instrument  used  in  the  military 
telegraph.  The  Austrian  pamphlet  does  not,  however,  give  the  details 
of  the  mode  of  constructing  and  regulating  the  military  telegraph. 
These  have  been  obtained  from  a  very  excellent  and  lucid  pamphlet  of 
about  one  hundred  pages  by  B.  Ooata  de  Serda,  capitaine  d'etat  ma^or, 
published  in  Paris. 

A  short  extract  from  the  introduction  of  this  pamphlet  supplies  some 
of  the  desired  details.  The  whole  pamphlet  is  wortliy  of  careful  study. 
Under  the  head  of  different  species  of  campaign  telegraphs,  Capitaine 
de  Serda  says: 

"Two  species  of  telegraphic  apparatus  are  most  usually  employed  in 
a  campaign : 

"1.  The  Morse  apparatus,  modified  by  Digney,' compiisiiig — 

"  a.  Wagons,  with  the  materiel  necessary  to  the  eonstruetioii  of  a  line 
of  over  six  miles  English. 

*'  b.  Two  wagon  stations. 

"II.  Electro-magnetic  dial  apparatus,  comprisiiig  the  wagons  witli 
the  necessary  materiel  for  the  construction  of  a  line  about  sIk  miles 
English,  and  the  two  telegraph  apparatus," 

Under  the  head  of  Propri^tSs  pctrtieuli^es  et  emploi  de  ces  deux  sortes  du 
tSligrapke,  he  continues :  "The  Morse  apparatus  and  its  numerous  modi- 
fications are  found  in  use  on  the  greatest  number  of  permanent  lines. 
This  consideration,  joined  to  the  fecUity  with  which  they  can  be  con- 
nected with  the  existing  hn^,  has  caused  this  apparatus  to  be  adopted 
for  the  campaign  telegraph.  The  Digney  apparatus,  in  parHcular,  has 
the  advantage  of  producing  the  signs  printed  in  ink  upon  a  band  of 
paper,  and  that  whicti  is  of  greater  importance  it  can  be  ojjerated  with- 
out the  relay,  but  it  requires  experienced  operators. 

"The  magneto-electric  apparatus,  on  the  contrary,  is  much  more 

'The,  modification  iiec6  spoken  of  is  Digoey's  mode  of  ustog  tlie  origiual  mfcisg  ivhml, 
elsewliere  espiained  in  this  report. 
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simple.  It  ie  transported  upoo  the  wagons  at  the  same  time  ^ith  the 
materiel,  and  can  be  operated  by  less  able  telegraphists,  but  it  has  the 
inconvenience  of  leaving  no  written  record  of  the  dispatch. 

"At  all  times  it  is  essential  ioT  militory  purposes  to  have  both  these 
kinds  of  apparatus." 

!NOTE  BT  Mr.  db  SbkdA. — "These  two  kinds  of  telegraph  appai'atus 
are  not  the  only  ones  which  can  be  ailvantageously  used  in  a  campaign. 
Many  models  have  been  proposed  or  employed,  and  one  is  embarrassed 
to  make  a  choice  of  them.  The  essential  condition  is,  that  they  be 
strongly  ma<le,  and  easily  transportable.  Of  the  number  of  apparatus 
fulfilling  these  conditions,  we  cite  the  Morse  apparatus,  which  is  opera- 
ted by  the  Daniel  batterj'',  (it  is  in  use  in  many  of  the  German  armies,) 
and  the  military  telegraph  of  M.  Hipp,  described  in  the  Telegraphic 
Annals,  (first  year.)  As  to  the  two  apparatus  which  we  use,  in  accord- 
ance with  our  instructions,  they  have  ali'catly  been  proved.  The  tele- 
graph Digney  [Morse]  was  operated  in  the  Italian  campaign  in  1859. 
The  dial  electro-magnetic  telegraph  [semaphore]  of  Siemens  is  used  upon 
the  established  lines  of  Bavaria,  and  has  been  adopted  as  the  campaign 
apparatus  of  the  Hanoverian  army, 

"The  more  immediate  purpose  of  these  telegraphic  systems  is  their 
employment  in  the  defense  of  coasts,  of  rivers,  of  mountain  passes,  to 
put  an  army  in  communication  with  its  base  of  operations," 

For  more  minute  details  of  all  that  pertains  to  the  construction  and 
organization  of  the  military  telegraph,  reference  must  be  had  to  the 
pamphlet  of  M.  Serda,  ti'ansmitted  witJi  this  report,  which  mil  amply 
re^y  the  attention  bestowed  iu  its  perusal. 

From  the  statement  in  the  pamphlet  of  the  Austrian  ministry  of  war, 
that  "the  application  of  the  electric  telegraph  to  military  operations 
dates  from  the  year  1854,"  it  seems  not  to  be  known  that  the  proposal 
for  such  an  application  was  made  to  the  French  minister  of  war  as  early 
as  the  winter  of  1838~'30.  The  circumstances  are  these:  Morse,  in  Sep- 
tember, 1838,  exhibited  his  telegraphic  invention  to  the  French  Academy 
of  Sciences.  The  French  minister  of  war,  at  tluxt  period,  was  General 
Bernard,  a  personal  acquaintance  and  friend  of  the  writer  while  the  gen- 
eral was  in  the  service  of  the  United  States,  and  qn  my  risit  to  Paris, 
with  my  invention,  he  showed  me  many  attentions.  After  dinner  at  the 
minister'a  one  day,  while  some  of  the  guests  were  amusing  themselves  in 
the  billiard  saloon,  the  writer  was  engaged  in  describing  tlie  nature  of  his 
invention  to  tlie  general,  and  incidentally  the  manner  (almost  identical 
with  the  present  plans  in  use)  in  which  the  invention  coiiUl  be  used  in 
military  operations,  stating  his  belief  that  the  army  which  first  made  use 
of  the  telegraph  in  its  operations  must  inevitably  be  the  victor.  The 
general  listened  with  the  deepest  attention,  ami  requesting  reticence  on 
the  subject,  said,  "IwiU  send  an  ofBcer  to  you  for  further  explanation." 
Accordingly,  in  a  day  or  two  afterwai'ds,  an  oflftcer — a  marshal,  an 
aged  man — called  to  see  the  apparatus,  to  whoiii  I  imparted  the  plan. 
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The  mai-alial  was  skeptical,  opposing  objections  at  every  step,  the  prin- 
cipal one,  however,  being  the  fact  that  the  telegraph  wagon  proiJosed, 
with  the  necessary  apparatus,  would  add  greatly  to  the  materiel  of  the 
army,  and  so  to  its  incumbrance.  So  reasoning  that  any  such  disad- 
vantage would  be  more  than  counterbalanced  by  the  obvious  advan- 
tages availed  to  gain  his  favor  to  the  project.  He  could  not  be  moved 
from  his  position.  He  left  me  fully  persuaded  that  it  was  a  chimeri- 
cal plan,  and  probably  reported  against  it,  for  it  was  not  again  the  sub- 
ject of  conversation  with  the  minister.  It  should  be  borne  in  mind,  as 
an  apology  for  this  feeling  of  the  old  marshal,  that  at  that  time  the  tele- 
graph had  nowhere  been  practically  established,  and  that  serious  doubts 
were  entertained,  even  in  high  scientific  quarters,  whether  the  telegraph 
could  ever  be  made  a  practicable,  or,  at  least,  a  practical  enterprise.  The 
skepticism  of  the  marshal,  therefore,  had  a  plausible  basis.  It  was  not 
till  the  telegraphic  lines  had  been  extended  on  the  continent,  and  suc- 
cessfully tested,  that  the  ingenuity  of  the  skillful  was  turned  to  the 
obvious  advantage  to  be  derived  from  a  military  telegraph.  Modern 
warfare  has  been  materially  modified  by  its  means.  The  Crimean  cam- 
paign, the  campaign  in  Italy,  the  civil  war  in  America,  and  the  later 
campaign  in  Austria,  have  all  demonstrated  that  the  telegraph  is  a 
potent  engine,  and  has  become  an  indispensable  agent  in  military  opera- 
tions. 

PEiSTING  TELEGKAPH8. 
HUGHES'S  FEINTING  TELEGEAPH.' 

It  was  the  original  intention  to  give  full  descriptions  of  the  telegraphic 
apparatus  displayed  in  the  Exposition,  and  in  pui'suance  of  this  inten- 
tion much  labor  and  time  were  expended  in  examining  and  describing 
many  of  the  instruments — labor  and  time  which  might  have  been  spared 
had  the  fact  been  earlier  recognized  that  most  of  the  apparatus  had  been 
exhibited  in  previous  international  exhibitions,  and  had  been  fully  and 
much  better  described  in  the  Juror's  Eeports  of  these  exhibitions  by  learned 
and  competent  savans.  The  labors  of  this  report,  therefore,  are  rednced 
mainly  to  noticing  those  which  appear  to  possess  some  novelty ;  to  giv- 
ing references  to  descriptions  in  former  reports  and  in  other  published 
works  of  the  most  important  apparatus,  and  to  examining  and  discuss- 
ing any  professed  improvements. 

A  modification  of  the  telegraph,  by  J>.  E.  Hughes,  from  the  ateUers 
of  E.  Hardy,  of  P.  Dumoulin  Froment,  and  Digney  freres,  Paris,  Nos. 
4,  10,  and  13,  of  the  catalogue,  will  now  be  noticed. 

Among  the  many  modifications  of  the  telegraph  displayed  in  the 
Exposition,  the  adapting  of  it  to  the  imprinting  of  the  ordinary  alpha- 
betic characters  is  one  that  early  engaged  the  attention  of  the  inge- 
nious. ITone,  however,  have  so  just  a  title  to  pre-eminence  as  the 
ingenious  printing  instrument  of  Mr.  D.  E.  Hughes,  After  the  opera- 
tion of  the  first  instrument  of  Morse,  in  1835,  demonstrating  the  prac- 
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ticability  of  recording  iuteUigence  at  a  distance,  tlie  success  of  the 
original  instrument,  in  producing  this  new  result,  naturally  suggested 
the  idea  that  the  ordinary  letters  of  the  alphabet  might  he  also  recorded 
or  imprinted  as  aucces^ly  as  the  Morse  code  of  signs,  and  hence 
originated  the  earliest  device  of  Alfred  Vail,  esq.,  for  printing  the  Roman 
letters.  Mr.  Vail,  in  1837,  was  associated  with  Morse,  and  after  study- 
ing the  operation  of  this  first  Morse  instrument,  proposed  and  draughted 
his  plan  of  a  printing  instrument,  a  description  of  which  he  has  given 
in  full,  with  diagrams,  in  his  work  entitled  the  "American  Electro-Mag- 
netic Telegraph,"  published  in  1845.  The  comphcated  machinery  neces- 
sary to  produce  the  result,  which  seemed  more  curious  than  useful,  and 
its  slowness  of  operation,  compared  with  the  Morse  instrument,  were 
obstacles  to  its  practical  application.  It  was  never  practically  tested. 
The  I'csult,  however,  which  was  proposed,  to  wit,  the  actual  printing  of 
the  Roman  letter,  possessed  a  fascination  which  took  strong  possession 
of  the  minds  of  ingenions  men,  and  one  of  them,  E.  E.  House,  esq., 
devoted  his  genius  and  rare  mechanical  skill  to  the  conetnietion  of  an 
instrument  of  great  beauty  and  effectiveness,  which,  to  a  limited  extent, 
is  still  in  operation. 

Fig.  G. 
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K«y-l>oar(l  of  the  Iluglies  apparatus. 

The  Hughes  apparatus  is  of  too  much  importance  to  pass  uudescribed, 

or  to  be  dismissed  with  merely  a  reference  to  a  description  in  books. 

Not  being  able  to  obtain  from  the  accomphshed  inventor  (owing  to  Ms 

absence  in  the  East)  a  description  from  his  own  pen,  which  would  have 
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been  preferred,  the  ivriter  of  this  report  avails  himself  of  the  lucid 
description  and  illustrations  of  Robert  Sabine,  esq,,  who  has  courte- 
ously i>ermitted  duplicate  illustrations  to  be  made  for  this  report  from 
his  valuable  work,  "  The  Electric  Telegi'aph,"  published  in  London  by 
Virttie  Brothers,  in  1867  : 

"The  essential  principle  of  this  highly  ingenious  system  is  the  syn- 
chronous movements  of  the  type-wheels  at  two  or  more  stations,  and  of 
the  poTver  to  press  a  strip  of  paper  at  each  of  the  statious  simultane- 
ously against  the  types  on  the  corresiwnding  parts  of  the  wheels,  by  the 
action  of  a  single  electric  wave  or  impulse. 

"A  clockwork  at  each  station  turns,  with  a  coutinuoiis  and  uniform 
motion,  an  axle,  at  the  extremity  of  which  the  tj"pe-wheel  is  supported. 
Tlie  synchronism  is  attained  by  the  aid  of  a  vibrating  spring  and  anchor 
escapement.  The  rotation  of  the  tyjie-wheel  is  transniitted  to  a  vertical 
arbor,  furnished  at  its  lower  extremity  with  a  horizontal  arm  traveling 
over  a  circular  dislt,  in  which  is  arranged  a  series  of  contact  pins,  iu 
number  correspouding  to  the  types.  Each  pin,  therefore,  represents  a 
letter,  and  is  raised  when  it  is  wished  to  telegraph  this  letter  along  the 
line.  The  horizontal  arm,  which  travels  around  the  disk  with  a  motion 
uniform  with  that  of  the  type-wheel,  comes  iu  contact  with  the  pin  just 
at  tlie  moment  when  the  corresponding  tj-pe  is  at  the  lowest  point  and 
closes  an  electric  circuit,  by  which  the  paper  is  lifted  ap  against  the  type- 
wheel  and  the  letter  printed. 

"  The  key-board  used  to  elevate  the  contact  pins  is  showu  in  Fig.  6.  It 
consists  of  twenty-eight  keys,  alternately  white  and  black,  marked  with 
the  twenty-six  letters  of  the  alphabet,  a  full  stop,  and  a  blank,  corre. 
spending  to  an  empty  space  on  the  type- wheel.  Bdow  each  of  the  keys 
is  a  movable  lever  whose  fulcrum  is  at  K",  and  which  terminates  at  the 
bottom  of  one  of  the  contact  pins  K  K,  arranged  la  a  circle  iu  the  metal 
box  A,  in  the  top  and  bottom  of  which  are  holes  for  the  ends  to  pro- 
trude— the  upper  holes  being  long  to  allow  of  a  radial  motion.  Each 
pin  is  held  down  by  the  pressure  of  a  small  spring,  but  may  be  elevated 
by  pressing  down  the  corresponding  key  of  the  piano  board. 

"Fig,  9  gives  a  vertical  section  of  the  printing  instrument  and  key- 
board. The  section  shows  a  white  key  hinged  at  K",  connected  to  its 
lever  K',  a  contact  pin  ft,  on  the  right,  and  also  to  a  black  key,  whose 
lever  reaches  to  a  contact  pin  on  the  left  of  the  box  A.  The  contact 
pins  are  provided  mth  shoulders  to  limit  their  inovements  in  each  direc- 
tion. 

"The  horizontal  arm,  which  travels  over  the  circle  of  contact  points, 
is  attached  to  the  bottom  of  the  vertical  ai'bor  Q,  to  which  motion  is 
imparted  by  the  beveled  wheel  G-  on  the  shaft  Gj.  It  is  made  up  of 
three  principal  parts :  the  arm  r,  jointed  at  (t;  the  resting  piece,  or  earth 
contact,  r';  and  the  shovel  r".  The  vertical  shaft  of  Q  is  of  brass,  and 
is  divided  electrically  into  two  parts  by  an  insnlating  ring  of  ivory  g- 
The  lower  part  is  supported  by  the  central  pedestal,  which  is  insulated 
£tom  the  box  A  by  a  non-conducting  ring. 
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"  The  contiimation  of  the  jointed  arm  r,  which,  is  iield  by  the  portion 
of  the  shaft  above  the  insnlating  ring  q,  is  pressed  down  by  a  spring, 
which  keeps  a  emaU  scre^v  in  the  middle  of  the  continuation  in  metallic 
contact  with  second  piece  r',  supported  by  the  portion  of  the  shaft  below 
the  ring.    The  shovel  r"  is  of  atfiel. 


"  When  a  key  is  depressed  the  coiTesponding  contact  pin  is  elevated, 
and  if  the  arbor  Q  is  in  motion,  the  extremity  of  the  ana  r  mounts  upon 
the  elevated  pin,  by  which  contact  between  r  and  r'  is  interrnpted  and 
that  of  r  with  Jc  established.  The  arm  r  having  made  contact  with  the 
shovel  r",  which  immediately  follows  it,  pushes  the  pin  Jc  in  its  slot  out- 
side the  circumference  swept  over  byr;  so  that  if  the  latter  made 
another  revolution  while  the  finger  is  kept  down  on  the  key,  no  second 
contact  is  made,  and  the  same  letter  is  not  repeated.    The  operator  feels 
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s  by  tlie  pin,  aud  is  thus  made 


a  vibration  of  the  key  as  tlie  shovel  pass 
aware  tbat  the  letter  has  been  printed. 

"The  type-wheel  H  contains  on  its  circumference,  in  twenty-eight 
equal  spaces,  twenty-six  letters  of  the  alphabet,  a  dot,  and  a  blank  apace ; 
it  is  fixed  to  the  extremity  of  the  axis  0  0',  which  is  put  in  motion  by 
means  of  the  hollow  axis  G  enveloping  it  in  the  greater  part  of  its  length. 
The  connection  between  G  C  and  G  is  made  by  the  mediatiou  of  a  fine 
ratchetwheel  G5  attached  to  the  axis  G,  the  click  m,  being  on  the  axis 
C  C,  On  the  latter  are  supported,  besides  the  type-wheel  and  the  click, 
a  corrector  H',  or  wheel  with  long  narrow  teeth,  eqtial  in  number  to 
the  types,  serving  to  establish  precision  between  the  movements  of  the 
horizontal  arm  r  and  the  type-wheel.  On  the  same  axis  ig  a  wheel  Hi, 
having  a  notch  at  one  part  of  its  circiimfereuce  for  stopping  the  type- 
wheel  when  the  blank  space  is  opposite  the  printing  press,  in  case  it 
should  spring  forward. 

"The  hollow  axis  G  is  turned  by  clock-work  moved  by  a  weight,  a 
wheel  of  wliich  engages  with  the  pinion  Gi,  and  supports  besides  the 
ratchet  G5  and  beveled  wheel  Gj,  already  mentioned,  the  escape  wheel 
G4,  and  a  tooth  wheel  G3,  which  locks  into  the  pinion  I',  Fig.  8,  of  the 
printing  shaft  I. 

"The  printing-shaft  turns  seven  times  as  fast  as  the  type- wheel, 
Pig.  8.  and  carries  a  fly-wheel  I"  at  one  ex- 

tremity', in  order  to  overcome  the  inertia 
of  a  small  shaft,  whose  duty  is  to  lift  the 
paper  up  to  the  type- wheel  at  the  other 
extremity.  This  is  shown  partly  in  sec- 
tion in  Fig.  8.  The  printing-shaft  I,  and 
its  continuation  *,  are  locked  together  by 
means  of  a  ratchet-wheel  Ii  and  click  i'. 
"At  the  end  of  the  continuation  shaft 
i  is  a  cam  7*i,  for  lifting  the  press  and  the 
paper  against  the  type-wheel. 
"  The  printing  press  is  shown  in  Fig.  9.  Under- 
neath the  type-wheel  is  a  small  cylinder  a,  over 
which  the  paper  is  led,  its  axis  being  in  the  middle 
of  a  bent  lever  b,  turning  at  tii;  attached  to  it  is  a 
n  ratchet-wheel  in  the  teeth  of  which  catches  a  click 
affixed  to  a  movable  piece  &i,  terminating  in  the 
rectangular  arm  63,  which  is  forced  upward  by  a 
spring  attached  to  the  frame  of  the  apparatus,  but 
is  stopped  against  the  axis  i.  When  i  makes  one 
'  revolution,  the  cam  lifts  the  arm  6  of  the  leverj 
together  with  the  cylinder  a  and  paper  strip  up  to  the 
lowest  tooth  of  the  type-wheel,  by  which  the  paper 
strip  is  impressed  with  the  print  of  the  type,  kept  inked  by  an  inking- 
roller  M.    The  cam  being  very  sharp,  the  movements  of  ascent  and 


Fig.  9. 
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e  proportionally  rapid,  and  the  paper  touclies  tlie  type  during 
only  an  influitely  short  space  of  time.  The  axis  continuing  to  turn,  the 
cam  meets  the  arm  b,  and  depresses  it,  causing  the  click  to  draw  round 
the  i^liuder  and  advance  the  paper  a  certain  distance, 

"  By  the  side  of  the  ratchet-wheel  I',  the  printing-shaft  caiTies  an 
escapement  A  fe',  arrested  by  a  continuation  of  the  lever  L  L',  moving 
with  the  armature  of  the  electro-magnet.  The  armature  is  of  soft  iron, 
supported  at  the  extremity  of  a  lever  T>,  over  the  poles  of  the  electro- 
magnet, Fig.  10.    The  lever  turns  between  supports  on  the  axis,  and 


Hugbes's  appimutus — Veitical  view, 
tends  to  rise  by  the  force  of  a  spring  regulated  by  the  adjusting-screw  D'. 

"  The  screw  d',  Fig.  11,  on  the  end  of  the  lever  L  L',  turning  on  the 
axis  j,  sits  over  the  armatiire ;  the  Fig.  ii. 

other  end  of  the  lever  engages  with 
one  of  the  pallets  of  the  escapement 
h  h',  and  governs  the  motion  of  the 
axis  i.  "When  a  current  traverses 
the  coils  of  the  electro-magnet,  the 
armature  and  lever  are  i 
the  click  is  put  in  gear,  and  the  pallet  J 
h  of  the  escapement,  released,  turns  ' 
with  the  axis  t.  At  the  moment  when  the  pillct?  pi>-sts  miki  the 
lever,  it  relifts  it,  and  depresses  the  sciew  d ,  letuinino  thereby  the 
armature  to  the  poles  of  the  electro-magnet  ind  it  the  same  time 
throwing  the  click  out  of  gear. 

"  The  magnet  B  is  of  novel  construction  It  consists  ot  i  permanent 
horseshoe  magnet,  with  soft  iron  eylindiic^  continuations  on  the  pola 
These  continuations  are  each  encircled  by  a  coil  of  wiie.  "When  no  cur- 
rent passes  through  the  coils,  the  armature  is  attracted  to  the  poles  by 
the  magnetism  distributed  in  the  iron.  This  force  is  opposed  by  the 
adjusting  spring,  which  is  so  regulated  that,  the  armature  being  in  con- 
tact, a  very  weak  current  is  able  to  neutralize  the  attraction. 
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"  The  printing-aliaft  has  also  the  dnty  of  coiTectiiig  the  movement  of 
the  type-wheel,  and  of  insuring  always  that,  at  the  momeut  of  printing 
a  letter,  the  type  is  io  its  proper  position.  This  is  effected  by  means  of 
a  euired  cam  h^  on  the  axis  i.  The  instant  the  cam  h'  lifts  the  arm  b  of 
the  frame  carrying  the  printing  roller,  the  projection  k^  locks  into  the 
teeth  of  the  wheel  H',  and  adjusts,  if  it  be  necessary,  its  position.  If, 
on  entering  the  teeth  of  H',  the  cam  has  to  push  the  wheel  forward,  or 
to  accelerate 'the  motion  of  the  axis  0  C,  the  click  m  is  pushed  onward, 
passing  over  one  or  more  of  the  teeth  of  the  ratchet-wheel  Gj.  If^  on 
tbe  contrary,  the  cam  has  to  retard  the  motion,  the  click  pulla  the 
ratchet-wheel  backward,  for  which  purpose  the  latter  is  not  made  rigid 
on  the  axis,  but  is  formed  of  a  disk  held  between  leather  washers,  sup- 
ported by  two  plates  of  metal  flsed  on  the  hollow  shaft  G. 

"  Tlie  electric  circuits  of  the  apparatus  are  very  simple.  The  bottom 
of  the  vertical  shaft  Q  is  connected  to  earth,  and  the  upper  part  to  one 
end  of  the  coils  of  the  electro-magnet,  the  other  end  being  to  line.  One 
pole  of  a  battery  is  connected  to  the  levers  ft  of  the  contact  pins ;  the 
other  pole  to  earth.  At  two  corresponding  stations  the  iilates  of  the 
batteries  must  always  be  looking  the  same  way,  because  the  home  appa- 
ratus is  intended  always  to  work  as  well  as  that  of  the  distant  stations, 
and  the  armature  of  its  magnet  is  only  liberated  by  currents  in  one 
direction. 

"When  a  ciurent  arrives,  therefore,  from  the  Ime  it  passes  first 
through  the  coil  B  of  the  magTiet,  then  through  the  veitical  shaft  Q, 
which  it  descends  and  goes  over  from  the  scieii  m  the  lointed  arm  v  to 
the  resting-pieee  r',  and  fi'om  this  to  eai-th  'Wheu  a  cun'ent  is  to  be 
transmitted,  the  operation  consists  principally  m  mteimpting  the  earth 
circuit,  and  inserting  the  battery  into  the  break.  This  is  done  by  the 
contact-pins  and  jointed  arm  of  r,  A  key  being  depressed,  the  arm  r, 
in  its  journey,  rides  over  the  piu,  and  its  screw  is  lifted  tip  fi'om  contact 
with  r*,  which  breaks  the  direct  earth  circuit;  at  the  same  time  the  eon- 
tact  of  r'  with  the  pin  k,  which  is  in  communication  with  a  pole  of  the 
battery  tliroiigh  the  lever  K,  sends  a  current  &om  the  battery  (K  ft  r  Q) 
throiigh  the  coils  of  the  magnet  into  the  line,  &c, 

"Suppose  two  such  apparatus,  properly  adjusted,  at  the  extremities 
of  a  line  of  telegraph,  the  clock-work  wound  up,  the  electrical  connections 
properly  established,  and  the  type- wheels  locked;  the  employ^  who 
desires  to  transmit  presses  down  the  key  of  his  instrument;  this  pushes 
up  the  corresponding  contact  peg  in  the  circle  K,  and  when  tlie  chariot 
arrives  over  the  pin,  the  extremity  of  the  piece  r  rides  over  it,  separating 
the  earth  contact  and  introduchig  the  battery  into  the  line  circuit.  The 
current  passes  through  the  vertical  shaft,  the  coils  of  the  magnet,  and 
line  wire  to  the  other  st-ation,  where  it  circidates  m  the  coils  of  the  mag- 
net, the  vertical  shaft,  &c.,  and  goes  to  earth, 

"  In  traversing  the  coils  of  the  magnets  of  both  instruments,  the  cur- 
rent weakens  the  attractions  of  the  armatures  to  the  poles  of  the  electro- 
magnets ;  the  former  are  forced  off  by  the  spring,  the  sci-ews  d'  are 
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raised  and  the  levers  L  at  the  same  time  depressed.  The  pallets  h  of 
the  escapements  k  h'  are  thereupon  released,  the  axis  *  put  into  gear 
with  I,  and  the  type-wheels  released.  During  the  revolution  made  by 
the  axis  I,  the  cylinders  a  are  raised  by  the  cams,  and  lift  the  paper  up 
to  the  printuig- wheels  at  the  moment  when  the  latter  are  unlocked,  No 
letter  is  printed,  because  the  blank  space  in  the  tyi)e-wheel  ocuui's  just 
there.  The  paper  strips  and  cylinders  descend  again,  the  former 
advancing  a  step.  The  clicks  are  then  disengaged  from  the  ratchets,  aud 
the  pallets  ft  recaught  hy  the  levers  L',  which  were  lifted  up,  causing  the 
armatures  to  he  pushed  down  again  to  the  jxiles  of  the  magnets. 

"  If  a  bey  answering  to  anj'  letter  be  now  pressed  down,  the  current  is 
repeated  the  moment  the  chai'iot  passes  ovei'  the  raised  contact  pia ;  the 
printing  axis  is  put  in  motion,  the  letter  printed,  and  the  paper  pushed 
on  as  before,  tmd  so  on,  until  the  message  is  completed. 

"  It  sometimes  happens  that  the  apparatus  do  not  agree  when  one  of 
the  stations  sends  its  message.  In  this  case  the  employ^  a,t  the  receiv- 
ing station  advises  Ms  correspondent  of  it  by  giving  him  a  signal ;  both 
then  arrest  their  tyije-wheels,  and  tlie  transmission  is  recommenced, 
begiiiniug  always  with  the  blank. 

"  To  avoid  the  inconvenience  of  uTcgular  working,  which  might  arise 
from  changes  in  the  batterj'  power,  Pi'ofessor  Hughes  has  adopted  a 
method  of  short  cireoiting  tlie  coils  of  the  electro-magnet  the  instant 
after  the  annatnre  is  released,  that  the  current,  whatever  may  be  its 
intensity,  comes  into  play  only  long  enough  to  effect  the  required  weak- 
ening of  the  magnetic  attraction.  This  is  done  by  connecting  one  end 
of  the  electro-magnet  coils  with  D,  and  the  other  end  with  L,  in  addi- 
tion to  the  otiier  connections,  and  by  adjusting  the  screw  d',  so  that,  when 
at  rest,  the  armature  reposing  on  the  poles  does  not  touch  it;  but  as  soon 
as  the  neutralization  occurs  it  is  Kfted  up  by  the  force  of  the  spring,  and 
the  coils  short  circuited  by  contact  of  D  with  d'. 

"  The  speed  of  transmission  attained  by  this  apparatus  is  very  great. 
The  chariot  and  type-wheel  revolve  ahoixt  one  himdred  and  twenty  tunes 
in  a  minute,  and  an  expert  manipulator  can  transmit  on  the  average  two 
letters  during  a  single  revolution  of  the  shaft, 

"The  word  'telegraph,^  for  example,  is  completed  in  six  turns,  as  fol- 
lows: 

Pirst  torn blank  and  t. 

Second  turn e   J. 

Third  turn e. 

Fourth  turn c/  r. 

Fifth  turn a  p. 

Sixth  turn ft. 

"The  French  word  ^honW  is  done  in  four  turns — 

First  turn Blank. 

Second  turn bo. 

Thh-d  turn n  t. 

Fourth  turn 6. 
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"Another  example  is  the  word  ' d«fe,' more  fortunate  than  either, 
heing  transmitted  dnring  a  single  revolution." 

In  Bumming  up  the  advantages  and  disadvantages  of  the  Hughes 
apparatus,  Mr.  B.  E.  Blavier,  vol.  II,  pp.  268,  269,  says: 

"  The  dispatches  by  the  Hughes  apparatus  received  upon  the  strip  of 
paper  are  dii-ectly  transmitted  to  those  for  whom  they  are  destined  with- 
out any  transcribing.  The  strip  of  paper  is  cut  off  and  pasted  in  lines 
upon  a  leaf  of  ordinary  paper,        *        •        » 

"The  strip  upon  which  is  the  impression  at  the  place  of  departure  is 
preserved  for  the  control.  The  errors  and  the  delays  whicli  attend  the 
eopjing  of  the  dispatches,  and  the  expense  of  clerk-hii'e,  ai'e  thus  dimin- 
ished. 

"Errors  can  aimhe  revised  during  the  transmission  made  by  incorrect 
manipulation,  or  erroneous  reading  of  the  text  to  be  transmitted.  But 
there  occurs  no  confusion  in  the  signs  received,  as  may  happen  in  the 
Morse  system  when  certain  letters  resemble  each  other,  or  in  the  appa- 
ratus for  fugitive  signals  where  all  depends  upon  the  attention  of  the 
operator. 

"These  advantages  are  coaimon  to  all  the  printing  apparatus,  but 
that  which  distinguishes  the  apparatus  of  M.  Hughes  is  the  gi"eat  speed 
of  transmission  tJiat  he  gives,  which  is  due  to  tliis,  that  each  letter 
requii-es  but  a  single  passage  of  the  current,  and  to  this  that  there  is  no 
stopping  of  the  apparatus  duiing  the  transmission. 

"  This  speed  surpasses  greatly  tliat  attained  by  all  the  other  systems. 

"Upon  the  hues  of  four  hundred  or  five  hundred  kilometers,  (thirty- 
one  miles  English,)  for  example,  flfby-five  to  sixty  dispatches  of  twenty 
words  in  an  hour  can  be  easily  transmitted  with  the  Hughes  appa- 
ratus on  condition  that  the  labor  is  continuous  and  the  order  of  trans- 
mission is  not  often  changed.  Under  the  same  conditions  from  thirty- 
flve  to  forty  dispatches  can  with  diificulty  be  obtained  by  the  Morse. 
appaTatus,^  and  from  twenty  to  twenty-flve  with  the  dial  apparatus 
or  escapement  printing  instruments. 

"On  the  other  hand,  the  manipvdation  of  the  Hughes  instrument 
requires  expert  and  intelligent  operators  j  for  the  want  of  skill  cannot  be 
remedied  by  a  slower  transmission,  as  with  the  dial  or  Morse  instru- 
ments. It  is  very  complicated,  and  in  consequence  is  liable  to  frequent 
derangement.  It  cannot,  therefore,  be  used  for  ordinary  stations,  fpostes 
seoondaires,)  where  the  Morse  instruments  wUl  always  be  preferred 
because  of  their  great  simplicity.  For  the  Important  of&ces  connected 
directly  by  the  wires,  it  is  eminently  practical,  and  it  has  already  ren- 
dered gi'eat  ser\'ice8;  its  use  is  daily  extending." 

It  is  to  be  remarked,  in  regard  to  this  extremely  ingenious  instrument, 
that  it  is  not  the  special  result,  to  wit,  the  printing  of  the  ordinary  lettei 
of  the  alphabet,  that  gives  to  it  its  prominence  and  its  great  excel- 
lence; these  are  due  rather  to  the  greater  quantity  of  inteUigenee  it  pro- 


For  coiTection  of  these  erroneous  figures,  see  SlaUment  of  vomparaUve  speed,  &c.,  Chap. 
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fesses  to  tranamit  in  a  given  time.  It  must  be  admitted  that  aside  from 
tbe  simplicity  of  the  apparatus  by  which  the  Morse  characters  are  trans- 
mitted, one  of  the  chief  merits  of  the  Morse  apparatus  has  hitherto  been 
that  a  greater  anioimt  of  inteUigence  in  a  given  time,  and  by  simpler 
meai^  can  be  transmitted  and  recorded  by  it  than  by  any  other  system. 
It  is  now  asserted  that  the  Hughes  apparatus  transmits  more  than  the 
Morse,  as  the  latter  is  now  usually  operated.  If,  however,  it  shall  be 
ascertained  that  the  Morse  has  been  underestimated  in  its  speed  of  trans- 
mission, or  if,  by  some  modification  or  improvement  in  manipnlation,  or 
skill  in  the  operator,  it  should  be  demonstrated  that  the  Moi-se  transmits 
as  rapidly  as  the  Hughes,  or  even  if  it  should  be  with  somewhat  less 
rapidity,  the  improvement  of  whatever  nature  would  ui  all  probability 
cause  the  Hughes  apparatus  to  give  place  to  the  improvement,  provided 
it  was  not  encumbered  with  great  complication.  For,  be  it  remarked, 
the  public  as  well  as  the  telegraph  administrations  are  most  interested 
in  having  the  greatest  quantity  In  the  shortest  time,  and  will  care  very 
little  whether  the  telegraph  dei-k  who  receives  a  dispatch  lias  come  to 
the  knowledge,  for  example,  of  the  letter  E  by  the  simple  dot  [  -  ]  of  the 
Morse  code,  or  by  the  usual  E  of  the  Roman  alphabet.  It  is  the  same 
letter  in  eitiier  case,  and  that  process  which  can  with  due  economy  and 
least  complication  send  the  greatest  number  of  them  in  a  given  time 
will  be  prefeiTed  to  all  others^. 

ARLINCOtTRT'S  PEINTINft  APl'AEATUS. 

For  a  clear  description  of  this  very  ingenious  Eoman-letter  printing 
apparatus,  (which  was  also  exhibited  at  the  great  exhibition  of  1862,  and 
is  briefly  noticed  in  the  record  in  the  Practical  Mechanics'  Journal,) 
the  inquirer  is  referred  to  the  excellent  work  of  Blavier,  vol.  II,  pp.  226 
to  233.  Mr.  Blavier,  however,  after  describing  it,  says :  "  This  apparatus, 
notwithstanding  its  apparent  compKcation,  gives  good  results,  and  has 
been  employed  with  success  upon  some  lines.  It,  nevertheless,  has  the 
inconvenience  common  to  the  dial  apparatus  of  requiring  a  great  number 
of  emissions-  of  the  current  for  each  letter,  and  cannot  be  used  but  upon 
short  hues." 

Many  of  the  instruments  in  the  Exposition  bear  only  the  name  of  the 
mechanician  in  whose  ateliers  they  have  been  constructed,  but  in  the 
apparatus  mentioned  in  the  catalogue  under  the  following  numbers,  as 
well  as  in  some  of  the  apparatus  of  Messrs.  Digney  freres,  there  is  a 
distinct  recognition  of  the  original  inventor.  These  instruments  differ 
very  little  from  each  other,  and  not  at  all  in  the  essential  features 
of  the  original  Morse  apparatus.  They  are,  without  exception,  well 
made  and  practically  effective. 

'  The  above  remarks  were  made  in  the  autunrn  of  1867,  just  after  the  close  of  the  Expo- 
ation.  Since  that  time,  aa  will  he  seen  hy  reference  to  esperimenta  on  rapidity  of 
transmie^u  with  the  Morse  .ipparatna  in  the  United  States,  the  rapidity  of  the  manual 
operation  of  the  Morse  apparatus  is  shown  to  far  exceed  the  rapidity  of  Mr.  Hughes's 
apparatus. 
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"No.  64.  Longoni  &  Dell  Acqua,  of  Milan — T]ie  Morse  Telegraph,  modi. 

fled  by  Moroni. 
"No.  61.  Joseph  Pik,  Warsaw — Telegraph,  Morse  system. 
"No.  66.  Joseph  Poggioli,  Florence — ^The  Jlorse  apparatus  complete. 
"No.  7.  T.  A.  M.  Sortixs — ^The  Morse  apparatus. 
"No.  49.  Leon  de  Hamar,  Peath,   Hungary — Telegraph   apparatus   of 

Morse. 
"No.  50.  Jean  Leopolder,  Vienna — Tj"pographic  telegraph,  with   the 

Morse  characters," 

DUJABDIN'S  printing-   TliLEGKAI'H. 

This  apparatus  is  composed  of  a  manipulator  (Fig.  12.)  and  a  register 
(Fi«  1-) 


Printijlg  Telegrnpli  of  Dr.  Dujanliii,  of  Liile — Manipnliitoi-, 

The  manipulator  consists  of  a  wheel  {d,  gorge  smueuse)  of  fonxt*>en 

undulations,  making  the  commutator  A  oscillate,  which  sends  over 

the  line  at  each  turn  of  the  wheel  twenty-eight  currents,  alternately 
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po'JitiTe  and  negative,  succeeding  eatih  other  without  any  appTeeia.ble 
intPi^  al 

Thr  .IMS  ni  this  wheel  bears  i  crank  B,  which  moves  above  a  tlivided 
dh!,  u])on  A\lnch  .ire  engriTPd,  upon  two  concentric  eireles,  the  let- 


ters, the  numerals,  and  other  con^  entiourtl  signs  When  th*  crank  is 
stopped  before  any  letter,  and  i&  sunk  m  the  (.oriespondin^  notch,  the 
shaft  C,  whiuh  is  articulated  with  this  c]  ink   iml  imeines  the  axis  of 
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the  dial,  is  pressed  down,  and  causes  to  move  under  the  manipulator  a 
double  commutator,  which  produces  an  liiipressioo  of  the  letter  by  means 
indicated  presently.  During  the  reception,  the  crank  of  the  manipulator 
ought  to  be  constantly  kept  down. 

The  receptor  or  register  is  composed  of  two  trains  of  wheels  serving 
the  one  to  tnm  the  type- wheels,  the  other  to  produce  the  impression,  and 
(d^lanckes)  each  by  a  special  eleetro-miignet.  The  last  movable  wheel 
of  the  first  tram  of  wheels  carries  an  escapement  wheel  of  fourteen  teeth, 
and  two  type-wheels — the  one  for  letters,  the  other  for  numerals — acting 
alternately.  These  wheels  are  cut  out  in  the  form  of  rings  and  fitted 
into  one  another,  so  that  they  resemble  an  x ,  whence  their  name  of  cross- 
wheels.  The  electro-magnet  D  E  oscillates  the  pallet  F,  polarized  by  the 
piece  of  iron  G,  which  is  it-self  polarized  by  the  magnets  placed  under  the 
register.  The  last  movable  wheel  of  the  second  train  of  wheels  carries 
the  stop  H  and  the  eccentric  L  The  halting  magnet  {aiviant  hoiteux) 
J,  by  the  intervention  of  a  fork  with  two  prongs,  serves  to  release  the 
stop  H,  and  allows  it  to  make  a  complete  revolution.  Duringthis  revo- 
lution the  eccentric  I,  by  means  of  a  crank  K,  raised  above  the  lever  L, 
is  made  to  strike  the  paper  against  the  tj-pes.  The  axis  of  the  second 
movable  wheel  of  the  impression  wheel  carri^  the  cylinder  (entraiiieur) 
M  and  the  roller  F,  which  moves  forward  the  paper  during  the  revolu- 
lution  of  the  stop.  The  plug  or  ink-stopper  O  presents  a  particular 
arrangement;  it  is  a  brass  tube,  in  which  is  moved  a  piston  by  a  screw 
P,  and  which  contains  an  oleaginous  ink.  A  disk  of  velvet,  wliich  gives 
passage  to  the  ink,  shuts  the  tube,  and  is  foimd  constantly  in  contact  with 
the  types  of  the  wheel  which  does  the  work.  The  screw  of  the  regulator 
Q  allows  to  the  velvet  to  press  more  or  less  upon  tlie  types.  The  electro- 
magnet shut  up  in  the  box  B  serves  to  cause  the  local  current  in  the 
printing  electro- magnet  to  pass  at  the  proper  time. 

When  it  is  desired  to  transmit,  the  crank  of  the  dial  is  turned,  and, 
&om  this  movement  of  rotation,  a  series  of  currents,  alternately  positive 
and  negative,  result,  which,  in  a  bitbrked  manner  in  the  electro-mag- 
nets D,  E,  and  E,  produce  on  the  one  part  the  rotation  of  the  tyi>e- 
wUeels,  and  on  the  other  the  permanent  attraction  of  the  pallet  of  the 
electro-magnet  R,  which  carries  the  cnrrent  by  which  tlie  printing  is  done. 
When  the  crank  is  pressed  into  the  notch  corresponding  to  the  letter 
which  it  is  desired  to  print,  the  double  commutator  under  the  manipula- 
tor is  brought  into  action.  This  double  commutator  serves  on  the  one 
part  to  break  the  current  of  the  line  and  to  put  into  a  position  of  recep- 
tion the  apparatus  of  the  operator  who  transmits,  and  on  the  other  part 
to  transfer  the  battery  current  of  the  liue  to  the  local  circuit  which  is 
employed,  it  may  be  altogether  or  only  in  part.  Upon  the  divided  dial 
and  at  the  extremities  of  the  same  diameter  are  found  two  empty  divi- 
sions, which  serve  to  make  the  spaces  between  the  words,  and  work  the 
change  of  the  type- wheels.    When  the  crank  is  pressed  into  the  division 
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between  Z  and  A  the  wheel  for  the  letters  is  lironglit  into  action,  and 
when  the  crank  is  pressed  into  the  division  between  M  and  H  it  is  the 
other  wheel  which  is  brought  into  aotion. 

The  apparatus  which  is  here  described  permits  the  transmission  of 
twenty-three  words  per  minute,  and  has  operated  actually  between  Paris 
and  Lille  in  a  very  satisfactory  manner.  The  speed  of  transmission 
amounts  to  from  thirty  to  thirty-live  words,  by  substituting  for  the  dial 
manipnJator  a  key  manipulator,  and  employing  a  little  different  register 
from  that  described.  The  apparatus  thus  modified  can  operate  at  very 
great  distances.  It  has  operated  thus  very  regularly  during  sis  months 
between  London  and  Edinburgh,  and  if  it  has  not  been  definitely  adopted 
in  England  by  the  Electric  Telegraph  Company,  it  is  that  at  the  present 
time  it  does  not  print  the  numerals. 

PANTELEGEAPHS. 

One  of  the  two  modes  by  which  writing  or  printing  was  to  be  effected 
at  a  distance  was  the  mode  of  recording  by  the  chemical  decomposition 
of  a  metallic  salt  by  means  of  the  electric  or  galvanic  current.  Although 
the  earliest  experiments  successfully  proved  the  practicability  of  this 
mode  of  recording,  yet  the  simplicity  aimed  at  by  the  writer  of  this 
report  in  devising  his  process,  turned  his  attention  more  engrossingly  to 
the  second  or  mechanical  mode  of  recording  by  means  of  the  electro- 
magnet. Subsequent  to  these  results,  obtained  as  early  as  1833,  Davy, 
in  England,  devised  and  patented,  in  1839,  a  plan  of  marking  by  chemi- 
cal decomi)o8ition  which,  however,  has  never  been  in  practical  use. 
BaJD,  still  later,  in  18i6,  proposed  his  method  of  marking  the  Morse 
alphabet  by  the  successful  application  of  a  more  sensitive  salt  than  had 
been  employed.  Bakewell,  in  England,  in  1851,  further  developed  the 
electrochemical  mode  of  marking,  by  devising  and  accomplishing  an  inter- 
esting result,  which  has  since  been  expanded  and  improved  by  Bonelli,' 
of  Florence,  and  more  recently  by  Caselli  and  Lenoir.  By  the  genius 
and  skill  of  these  distinguished  men,  the  electro-chemical  process  has 
been  successfully  applied  to  the  production  at  a  distance  of  perfect  fac 
similes  of  writing  and  drawing. 

BOHELLl'S  APPARATUS  MODIPIET)  BY  COOK. 

Just  at  the  moment  of  transmitting  this  report  to  Washington,  an 
interesting  article  from  the  Anglo-American  Times,  London,  Pebruary 
27,  gives  the  latest  information  respecting  this  ingenious  modification  by 

'  The  lamented  deatli  of  the  gifled  Italian,  Bonelli,  has  retartled  the  perfecting  of  his 
autographic  syatem.  It  is,  nevertheless,  advancing  to  perfection  through  tie  genius, 
perseverance,  and  energy  of  his  friend,  Henry  Cook,  esq.,  who  showed  in  Paris  the  instm- 
ment  in  »  progressive  state.  It  gave  great  promise  of  taking  a  high  position  among 
the  telegraphic  instrumentalities  of  the  day. 

3t 
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Henry  Cook,  eaci.,  of  Bouelli's  autouiiitic  instmment.     The  article  is 
given  entire: 

"We  translate  the  following  from  a  French  paper: 

"'kew  system  op  telbgeaphy. 

"  *  This  morning  the  Emperor  Napoleoii  III  condescended  to  examine 
at  the  TuilerieB  the  new  telegraphic  system  invented  by  the  late  Mr. 
Bonelli  and  Mr.  Cook,  partner  of  the  American  banking  honse  of  Messrs. 
Norton  &  Co.  After  a  practical  and  complete  examination  of  the  new 
apparatus,  his  Majesty  expressed  Ms  satisfaction  on  all  points,  and 
invited  the  inventor  to  come  the  following  day  at  boon  to  show  the 
Empress  the  rapidity  and  accuracy  of  the  instruments,  which  far  snii>ass 
all  yet  seen  in  telegraphy.  The  advantage  of  Mr.  Oook's  system  con- 
sists in  the  absolute  exactness  of  the  messages  transmitted,  and  we  need 
not  point  out  this  value  to  men  of  business  who  are  aware  what  errors 
are  committed  with  the  instnimenta  in  nse,  occasioning  iaconvenience 
and  pecuniary  loss.  Mr.  Cook's  system  also  enables  three  messages  to 
be  transmitted  in  the  time  now  taken  for  one.  In  short,  his  Majesty 
considered  the  benefits  of  the  new  system  so  important  that  he  has 
authorized  M.  the  Count  de  Vougy,  director  general  of  telegraphs,  to 
give  the  inventor  every  facility  necessary  to  bring  his  telegraphic  appa- 
ratus into  general  use. 

'"Mr.  Cook,  in  connection  with  the  celebrated  Italian  telegrapher,  M. 
Bonelli,  has  devoted  many  years  and  very  large  sums  of  money  to  the 
perfection  of  BoneUi's  system.  Since  the  decease  of  the  latter,  the 
improvements  made  by  Mr.  Cook  have  been  so  satisfactory  as  to  attract 
much  attention  to  the  system,  not  only  in  Europe,  but  in  the  United 
States,  where  plans  are  being  arranged  for  its  general  introduction.  For 
Great  Britain  it  has  been  most  favorably  considered  by  Lord  Clarendon, 
who  has  had  an  opi)ortuiiity  for  a  careftil  examination  of  its  merits.  At 
the  second  interview,  both  the  Empress  and  Prince  Imperial  were 
present.  The  printing  and  autographic  instruments  were  tested  with 
gi-eat  success.  The  special  objects  of  the  improvements  of  Mr,  Cook 
are  perfect  accuracy  and  great  rapidity  in  aU  seasons.  No  action  of 
temperature  or  climate  have  any  detrimental  effect  ou  these  instruments, 
which  so  far  have  worked  better  in  bad  weather  than  in  fair.  The 
special  unportance  of  positive  accuracy  cannot  be  denied,  and  with 
these  iustraments  it  is  insured.  Mr,  Cook's  system  is  grounded  on 
Chevalier  Gaetano  Bonelli's  patent,  which  he  purchased  in  1860,  and  by 
years  of  labor  and  outlay  improved  into  the  instrument  just  submitted 
to  the  Emperor.  The  original  instrument  constructed  from  this  patent 
was  automatic^  and  required  fifty  wii'es,  working  simultaneously  yet 
independently,  while  the  present  needs  but  one.  The  first  improvement 
was  the  production  of  a  telegraphic  machine  reducing  the  number  to 
eleven  wires,  then  to  five,  though  even  this  number  barred  its  general 
adoption,  notwithstanding  iis  power  to  print  forty  messages  per  hour, 
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iosuriiig  accuracy,  and  being  independent  of  syncliromsin.  The  present 
instmmentiS  were  fnrtlier  modified  by  Messrs.  Bonelli  and  Hipp,  but  to 
Mr.  Cook  is  due  the  final  imiwovements  wliicli  now  nia.ke  them  so  nearly 
perfect.  The  machinery  is  simple  and  strong,  the  parts  delicate  in  sub- 
stance, are  of  steel,  and  there  is  nothing  which  with  ordinary  wear 
should  get  out  of  order.  The  instruments  are  said  to  be  capable  of 
transmitting  one  hundred  and  sixty  messages  per  hour,  but  in  reality 
they  can  accomplish  fcom  eighty  to  one  hundred,  the  maximum  of  other 
instruments  being  forty.  The  system  also  permits  greater  speed  in 
delivery.  The  address  is  first  print-ed,  and  the  envelope  can  he  atldresaed 
while  the  rest  of  the  dispatch  is  printing  off.  When  finished,  the  paper 
ie  passed  between  rollers  of  blotting  paper,  and  dispatched — ^no  heed  to 
read  it,  Its  accuracy  is  sure.  The  simpUeity  of  the  plan  enables  the 
authors  of  the  system  to  engage  to  send  messages  cheaply — children, 
boys,  or  girls  being  soon  able  to  set  up  the  type.  Experiments  prove 
that  fourteen  and  a  half  words  per  person  per  minute  ean  easily  he 
attained ;  thus  machines,  at  the  rate  of  eighty  messages  jier  hour,  would 
transmit  one  thousand  six  hundred  words  per  hour;  two  type-set'ters 
would  compose  one  thousand  seven  hundred  and  forty ;  one  machine 
clerk  and  two  type-setters  can,  therefore,  keep  the  instrument  at  the 
maximum  pace  of  work.  During  the  interruption  of  a  line,  the  time  by 
existing  systems  is  now  lost ;  by  Mr.  Oook's  apparatus  the  messages  are 
set  up  as  they  arrive.  The  moment  a  line  is  reported  good  the  messages 
are  sent  through  at  the  utmost  speed,  and  lost  time  may  thus  to  a  great 
extent  be  retrieved.' " 

It  maybe  remarked  that,  properly  to  estimate  the  value  of  this  modifi- 
cation, the  actual  result  must  be  considered,  assuming  that,  other  things 
being  equal,  that  system  which  can  transmit  the  greatest  quantity  of  dis- 
patches in  a  given  time  is  the  best. 

In  this,  as  in  the  other  .automatic  devices,  the  time  required  to  pre- 
pare the  dispatches  for  transmission  is  an  essential  element  in  the  cal- 
culation. Whether  this  time  of  preparation  can  be  economically  less- 
ened by  dividing  the  labor  of  preparation  among,  several  jiersons  is  a 
matter  mainly  of  finance.  Whether  it  is  economy  to  employ  one  person 
for  a  particular  work,  or  whether  several  persons  can  accomplish  it 
sooner,  is  outside  the  merits  of  the  transmitting  machiue.  The  prepara- 
tion is  a  work  to  be  accomplished  precedent  to  the  duties  of  the  machine. 
The  ability  of  the  instrument  to  transmit  that  which  has  been  prepared 
is  the  main  point  to  which  attention  will  be  directed. 

The  iustruments  are  said  to  be  "  capable  of  transmitting  one  hundred 
and  sixty  messages  per  hour,"  but  this,  we  presume,  is  the  maximum 
under  the  most  favorable  circumstances,  for  it  is  immediately  added, 
"  that  in  reality  they  can  accomplish  from  eighty  to  one  hundred." 

In  the  preparationfor  transmission  it  is  stated  ijiat "  experiments  prove 
that  tburteen  and  a  half  words  can  be  set  up  hy  one  person  in  a  minute ;" 
that  is  to  say,  if  one  person  is  employed  to  prepare  a  dispatch  for  trans- 
a  of  sixteen  hundred  words,  then  twenty  words  {or  one  dispatch) 
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would  require  five  and  a  half  words  more  than  could  be  prepared  in  one 
minute.  But  allowing  that  even  eighty  dispatches,  equaling  sixteen 
hundred  words,  could  thus  he  prepared  in  one  hour,  it  will  be  perceived 
by  reference  to  the  speed  tests  of  the  Morse,  given  in  the  table,  Chapter 
V,  that  Morse  operators  have  far  exceeded  that  rate,  having  in  fact 
transmitted  the  entire  eighty  in  the  time  that  the  Bonelli  inatrument 
was  ready  to  commence  transmission. 

Nevertheless,  the  beauty  and  (compared  with  the  automatic  methods 
of  other  modifiers  of  the  system)  the  simplicity  of  Mr.  Cook's  modiflca. 
tion  and  improvement  of  Bonelli's  method  were  greatly  admired.  Expe- 
rience alone  will  determine  whether  it  can  be  economically  and  advan- 


It  is  to  be  heartily  and  sincerely  hoped  that  its  ingenious  improver 
may  realize  his  most  sanguine  expectations,  and  the  objections  we  have 
hinted  at  find  a  successful  solution. 

From  the  well-known  liberality  of  the  French  administration,  under 
the  able  guidance  of  its  distinguished  chief  director,  it  is  sure  to  have 
a  fair  trial. 

APPAEATTJS  OF  THE  ABEfi  CASELLI. 

The  apparatus  of  the  Abb6  Caselli  is  somewhat  complicated,  and  is 
very  expensive,  but  it  is  a  beautiful  and  efficient  apparatus,  producing 
its  results  with  perfect  success. 

It  is  easy  to  imagine  many  cases  in  the  affairs  of  a  government,  as 
well  as  in  common  Kfe,  where  the  result  accomplished  by  such  an  appa- 
ratus would  be  of  immense  advantage,  and,  although  too  expensive  for 
general  or  ordinary  use,  it  is  destined  to  become  a  necessity  to  govern- 
ments as  an  adjunct  to  other  systems,  furnishing,  in  many  exigencies,  a 
verification  of  official  orders  and  other  acts,  demanding  a  more  imme- 
diate conveyance  than  by  the  mail. 

For  a  complete  description  of  this  exceedingly  beautiful  apparatus, 
the  inquirer  is  referred  to  the  lucid  and  accurate  description  of  it  in 
Blavier,  vol.  ii,  fi'om  page  274  to  301. 

LBKOIB'S  MODIFIOATION— THE  BLEOTROGRAPH. 

No.  13  of  the  catalogue  is  an  apparatus  for  producing  a  similar  result, 
by  M.  E.  Lenoir,  which  he  calls  an  "  electrographe."  It  is  much  less 
complicated  in  appearance  than  the  Abb6  Caselli's,  occupying  scaJX^ely 
more  space  than  an  ordinary  Morse  apparatus.  A  specimen  of  its  results 
in  fac-aimile  drawing  is  transmitted  to  the  department.^  The  specimen 
was  produced  in  the  Exposition  on  a  short  circuit,  and  no  opportunity 
was  afforded  of  proring  its  efficacy  at  a  distance,  or  to  ascertain  at  what 
distance  it  was  capable  of  operating.  It  is  regretted  that  a  description 
promised  has  not  been  received,  as  the  apparatus,  from  its  simplicity, 
prepossessed  one  strongly  in  Its  favor.  Specimens  by  Lenoir's  process 
are  also  transmitted.' 


1  Deposited  in  tlio  library  of  tiie  Department  of  State, 
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CHAPTER  n. 

SEMAPHORES. 


N  SYSTEMS — Their  adaptation  to  special  service — Peri^ctioh 

■HE  IN8TEUMBNTS  BXaiBlTEB — SOUHDEKS  Oil  ACOliaTIC  SEMA- 
PHOEBS— CATON'8  SOTJKDBK  FOU  USB  IN  THE  FIELD— OEIGIK  ASD  NATUKB  OP  THE  ACOUS- 
TIC SEMAPHORE— The  Mouse  code  adapted  to  recognition  by  each  op  the  i'our 
8EK8BS — Professor  Steinhbil's  bell  sounder — Bmght's  bell  soundf.e — Morse's 
oitoAN-piPB  SOUNDBB-— Signal  semaphohbs^Nioht  signals  by  Madame  Coston — 

COSTOS  EIRE  SIGNALS — AUSTRIAN  FIELD  SIGNAL  APPARATUS. 

DIAL  OR  CADEAM"  SYSTEMS. 
In  tlie  semaplionc  class  of  iustniments,  for  comuiunicatiug  at  a  dis- 
tance, a  great  variety  of  forms  adapted  to  various  service  were  displayed 
in  the  Exposition.  The  most  common  form  was  that  of  the  dial  or  cad- 
ran,  containing  around  the  eircumfei'ence  of  a  disk  the  letters  of  the 
ordinary  alphabet  and  the  numerals.  This  kind  of  instrnment  is  ope- 
rated by  a  handle,  which  moves  an  indicator  to  the  desired  letter  npon 
the  disk.  This  movement  causes,  by  a  "  step  by  step"  action,  an  index 
upon  a  dial  at  a  distance  to  move  and  stop  at  the  same  letter.  The  in- 
terior machineiy  of  these  various  instruments  is  as  various  as  in  ordi- 
nary clock  movements  for  the  indication  of  time.  All  of  this  class  of 
■  semaphores  have  long  been  invented  and  in  use  in  the  United  States, 
and  are  well  adapted  to  special  service,  usually  on  more  limited  circuits, 
and  for  private  use,  between  places  of  business  in  or  near  cities,  between 
private  residences,  and  between  railway  stations.  The  indication  of  the 
common  letter  on  the  dial  dispenses  with  the  necessity,  in  the  ordinary 
operator,  of  becoming  familiar  with  a  conventional  code;  but  the  opera- 
tion is  necessarily  slow,  and,  therefore,  not  so  well  adapted  to  adminis- 
trative or  commercial  purposes  as  the  telegraphic  apparatus,  which  has 
the  paramount  advantage  of  leaving  its  record,  a  convenience  which  the 
simple  dial  or  cadran  apparatus  does  not  possess.  Many  of  these  dial 
semaphores  in  use  in  Europe  are  admirably  constructed  in  the  ateliers  of 
those  accomplished  mechanicians  Digney  freres, -Br^guet  and  Proment, 
in  Paris,  Siemens  &  Halsfce,  in  Berhn,  Hipp,  in  Neufehatel,  and  many 
ill  England  and  in  other  countries,  displaying  the  greatest  beauty  and 
perfection  of  workmanship. 

SOTISDERS,  OB  ACOUSTIC  SBMAPIT0RE8. 
oaton's  field  sotjndjsk. 
Ifo.  75  is  designated  in  the  catalogue  as  "  Pocket  field  telegrajDh  ajjpa- 
ratns,"  and  is  exhibited  by  J.  D.  Caton,  esq.,  of  Ottawa,  Illinois.  It  is 
what  is  called  a  sounder  in  some  of  the  treatises  on  the  telegraph.  It  is 
a  direct  offspring  of  the  semaphoric  quality  of  the  Morse  recording  in- 
instrument.    The  sound  of  the  pen  lever  in  recording  with  the  Morse 
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apparatus  indicates  also  to  the  ear  the  signs  of  the  Morse  code  that  are 
at  the  same  time  being  indicated  to  the  eye  upon  the  moving  strip  of 
paper.  The  sounds  of  these  letters  hold  the  same  relation  to  the  written 
telegraphic  letters  that  speech  does  to  -written  or  printed  language. 

As  some  misapprehension  exists  as  to  the  origin  and  nature  of  the 
acoustic  semaphore,  a  few  words  of  explanation  and  correction  will  not 
he  considered  out  of  place. 

There  is  a  peculiarity  inherent  in  the  nature  of  the  original  Morse  code, 
which  adapts  it  for  recognition  by  each  of  four  at  least  of  the  senses.  It 
addresses  not  merely  the  sight  by  its  written  character,  but  the  hearing, 
the  taste,  and  the  touch.  It  allows  therefore,  of  course,  recognition  by 
sound.  This  quality  of  the  Morse  code,  of  being  recognized  by  more 
than  one  of  the  senses,  does  not  belong  to  ordinary  alphabetic  charac- 
ters, and  arises  from  its  novel  construction.  The  principle  of  the  Morse 
code  is  this :  it  is  formed  from  broken  or  unequal  parts  of  a  continuous 
line.  It  is  composed  of  shorter  and  longer  lines,  or,  as  they  are  usually 
styled,  dots  and  dashes,  the  shorter  line  being  a  dot,  and  the  longer  a 
dash.  Each  letter  therefore  is  a  line,  or  group  of  lines  of  different 
lengths,  each  group  being  a  combination  of  these  elementary  parts,  dif- 
fering flx>m  aU  the  other  groups.    For  example,  A  is  represented  by  a 

short  and  a  long  line,  thus, ;  B,  by  a  long  line  and  three  short  ones, 

thus, ;  N,  by  a  long  line  and  a  short  one,  thus, ,  and  so  on. 

These  differences  are  at  once  recognized  by  the  eye  when  written,  but 
in  the  process  of  writing  them  by  the  Morse  apparatus  each  group  or 
letter  is  also  indicated  to  the  ear  by  its  sound.  The  rationale  of  this 
peculiarity  is  this :  in  writing  or  printing  either  the  dot  or  the  dash  in 
these  groups  the  pen-lever  produces  two  sounds,  as  well  in  making  a  dot 
as  in  making  a  dash.  One  of  the  two  sounds  is  caused  by  the  stroke  of 
the  pen-lever  against  the  stop,  which  limits  its  motion  in  one  direction, 
and  the  other  of  the  two  sounds  is  caused  by  the  stroke  a-gaiust  the  stop, 
which  limits  its'motion  in  theother  direction.  These  sounds  are  the  natu- 
ral and  ordinary  accompaniment  of  the  process  of  writing  or  printing 
the  letters. 

It  might  seem,  at  first  blush,  that,  as  each  dot  and  each  dash  has 
eqn^ly  two  sounds,  the  one  would  be  confounded  with  the  other  j 
but  the  difference  by  which  a  dot  and  a  dash  is  distinguished  the  one 
from  the  other  is,  not  by  the  number  of  the  sounds,  but  by  the  difference 
of  the  interval,  in  the  respective  cases,  between  the  first  and  second  sound. 
In  the  one  case,  that  of  the  dot,  the  two  sounds  which  indicate  it  are 
separated  by  a  short  interval  of  time ;  in  the  other  case,  that  of  a  dash, 
the  two  somids  have  a  longer  interval  between  tliem.  This  difference  of 
inter^'al  very  soon  becomes  familiar  to  the  ear,  and  enables  the  operator 
to  hear  as  well  as  to  see  the  transmitted  dispatch.  This  acoustic  effect 
is,  in  fiict,  the  halfway  result  of  a  process  arrested  before  its  entire  com- 
pletion ;  completed,  indeed,  to  the  ear,  but  not,  as  yet,  to  the  ej'e.  Or 
the  whole  process  may  perhaps  be  better  described  as  producing  two 
results,  either  of  wMch  suffices,  and  therefore  either  may  be  dispensed 
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with  at  pleasure,  or  both  used  together.  This  choice  of  results  is  exem- 
plified in  the  various  instraments  using  the  Morse  code.  This  sounder, 
for  example,  dispenses  with  the  writing  apparatus,  and  thus  becomes  a 
semaphore ;  on  the  other  hand,  the  rarions  inking  instruments  dispense 
with  the  sound,  and  are  wholly  dependent  upon  the  written  record,  while 
the  embossing  instruments  using  the  dry  point  liave  the  double  advan- 
tage of  both  results:  they  have  the  aid  of  the  ear  as  well  as  of  the  eye. 
The  inking  process,  therefore,  it  will  be  perceived,  while  gaining  an 
advantage  in  one  direction,  loses  an  advantage  in  another.  It  is  noise- 
less, and  in  consequence  has  the  disadvantage  of  the  electro-chemical 
process.  On  this  point  Mr.  Sabine  hints  at  this  disadvantage  of  noise- 
lessness  as  a  probable  cause  that  the  electro-chemical  process  has  not 
been  popular.  He  says  (p.  180)  "the  noiseless  operation  of  the  electro- 
chemical telegraphs  may  have  assisted  in  keeping  this  method  of  recortl- 
Ing  out  of  more  general  use.  It  is  always  indispensably  necessary  to 
combine  an  alarm  with  the  system,  to  call  the  attention  of  the  manipu- 
lator— ^not  so  necessary  with  the  Morse,  which  is,  in  working,  always 
accompanied  by  the  rattle  of  the  beam  and  armature."  Another  dis- 
advantage of  the  electro-chemical  process  is  hinted  at — ^that  it  lacks  an 
economic  arrangement  for  translation;  that  is,  as  a  relay  or  means  of 
repetition,  which  is  an  inherent,  natural  advantage  in  the  Morse  em- 
bossing system. 

The  first  acoustic  semaphore  using  the  Morse  code  weis  the  original 
recording  instrument  shown  by  the  writer  in  1835,  at  which  time  this 
acoustic  peculiarity  was  not  only  noticed,  but  was  then  made  known  to 
others,  and  was  considered  of  sufiftcient  importance  to  be  secured  by 
letters  patent  drawn  up  in  1837.  The  claim  therein  is  for  a  mode  of 
eommunicating  intelligence  "by  signs  and  sounds,  or  either." 

The  pen-lever  in  all  the  earlier  instraments,  as  at  this  day,  had  this 
acoustic  character,  and  whether  recording  or  not  upon  the  moving  strip 
of  paper,  distinctly  indicated  the  letter  by  its  sound.  It  should  be 
remarked  that  this  acoustic  quality  rendered  any  other  alarm  unne- 


The  sounder  exhibited  in  the  American  section  is  the  Morse  pen  lever, 
without  the  pen,  thus  separating  &om  the  register  the  acoustic  portion, 
wliich  is  neatly  compacted  in  a  box  no  larger  than  a  snuff-box.  The 
following  description  of  the  instrument  is  taken  fi-om  the  report  upon 
the  United  States  section :  "  This  instrument  consists  of  a  pair  of  helices, 
each  two  inches  long  and  three-fourths  inch  in  diameter,  encased  in  a 
thin  cylinder  of  hard  rubber.  They  are  wound  with  So.  36  insulated 
copper  wire.  The  armature  is  one  and  ftve-eighths  inch  long,  one- 
t^ventieth  of  an  inch  thick,  and  one-quarter  of  an  iach  wide.  The 
sounding  lever,  of  brass,  is  one  and  a  half  inch  long,  is  placed  hori- 
zontally, from  the  center  of  which  drops  a  perpendicular  arm,  to  which 
the  armature  is  attached.  The  free  end  of  the  sounding  lever  plays 
between  the  milled  heads  of  two  set  screws,  the  upper  of  which  is 
inserted  in  the  lower.    This  connects  with  a  branched  anvil,  the  two 
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legs  of  wliich  rest  upon  a  brass  sounding  board,  one  and  three-eighths 
inch  in  diameter,  whicli  is  concave  beneath,  and  is  attached  with  three 
screws  to  the  bottom  of  the  ease,  a  diminutive  adjusting  spring,  act- 
uated by  a  milled  head,  adjusting  post  with  nulled  headed  connecting 
screws.  At  the  opposite  end  of  the  magnet  is  a  key  of  very  thin  tem- 
pered brass,  one-quarter  of  an  inch  wide  and  one  and  three-quarters 
inch  long,  with  ivory  finger-piece,  connecting  points  of  platinum,  and 
a  current  breaker  with  ivorj'  handle.  This  completes  the  mechanical 
contrivances,  and  the  whole  is  inclosed  in  a  hard  rubber  case,  with 
a  cover  like  a  snuff-bos. 

''  The  external  dimensions,  when  shut,  are,  length,  five  inches ;  breadth, 
two  and  a  quarter  Inehesj  height,  one  and  a  quarter  inch.  The  ends  of 
the  box  are  semi-circular.  The  case  stands  upon  four  brass  legs,  three- 
eighths  of  an  inch  diameter  and  three-eighths  of  an  inch  long.  Entire 
weight,  ten  and  a  quarter  ounces. 

"  Here  are  all  the  instruments  necessary  for  a  complete  telegraph  offlce, 
where  the  operator  receives  by  sound,  Ho  local  circnit  is  required,  but 
it  is  operated  on  the  main  circuit.  The  report  is  as  clear,  distinct,  and 
audible  as  that  of  an  ordinary  sounder  actuated  by  a  local  circuit.  It  is 
designed  for  use  in  the  field  or  out  of  doors.  A  telegrapher  will  attach 
it  to  the  main  line  anywhere  in  the  country  in  Ave  minutes,  when  he  can 
send  and  receive  messages  with  the  same  fiicility  and  accuracy  that  he 
can  in  a  regidar  telegraph  office.  Mr.  Caton  states  that  during  the  war 
he  supplied  the  government  with  a  large  number  of  these  instruments, 
biit  was  unable  to  fiU  all  of  the  orders  of  General  Stager,  who  had  charge 
of  the  government  telegraph  department.  Nearly  all  telegraph  super- 
intendents are  supplied  with  them,  as  well  as  very  many  operators,  who 
never  travel  without  them.  Their  invaluable  services  in  case  of  railroad 
accidents  may  be  readily  appreciated,  and  at  the  west  they  are  in 
constant  use.  An  account  of  their  services  thus  rendered  each  year 
would  flU  a  volume,  and,  really,  no  train  should  ever  move  without  one, 
in  the  hands  of  a  competent  operator." 

It  was  beautifully  finished,  and  was  sent  to  the  Exposition  by  Judge  J.  D. 
Caton,  of  Ottawa,  Illinois,  and  manufactured  in  Ottawa  by  Mr.  Robert 
Heming,  whose  telegraphic  instruments  are  among  the  bestinthe  country. 

Varions  modifications  of  the  acoustic  apparatus  have  subsequently 
been  made  in  Europe. 

PllOPESSOR  stbinheil's  sotjndbb. 

Professor  SteinheU  was  the  first  in  Europe,  who  attempted  an  acoustic 
method  by  causing  the  magnetic  needle,  by  which  he  also  recorded  signs, 
to  strike  upon  two  bells  of  different  tone,  according  as  positive  or  nega- 
tive currents  were  made  to  pass  through  the  conductor. 

Sm   CKABLES  BEIGHT'S   SOUHDBE. 

Sir  Charles  Bright,  in  England,  introduced,  at  a  still  more  reeeutdate, 
an  efficient  modiheation  of  the  acoustic  apparatus  upon  the  lines  of  the 
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British  and  Irish  Magnetic  Telegraph  Oompany,  The  modiflcatiou  con  ■ 
sisted  iu  substituting  two  bells  of  different  tones  to  indicate  the  Morse 
code  in  place  of  the  stops  used  in  the  original  Morse  instrament,  by  which 
a  louder  as -well  as  a  varied  sound  was  given,  and  utilizing  the  negative  and 
positive  currents  to  operate  the  hells.  Experience  would  seem  to  have 
proved  that  of  the  two  modes  originally  indicating  the  Morse  code,  to  wit : 
bywritingand  by  sound,  the  acousticmodeisbecomingmore  extended  and 
is  even  preferred  iu  large  districts  for  ordinary  conununieation.  The 
reports  from  various  parts  of  the  tluited  States,  fl^im  Great  Brifaiin,  and 
from  the  East  Indies  show  that  it  has  some  advantages  over  the  writ- 
ing mode ;  but  when  used  as  an  instrument  separated  from  the  writing 
apparatus,  it  has  the  disadvantage  common  to  all  semaphores  of  having 
no  record  for  justification  or  control.  The  hell  apparatus  is  also  said  to 
he  complained  of  in  the  larger  offices,  on  account  of  the  greater  noise 
they  produce  creating  confusion,  but  this  defect  is  easily  obviated  by 
deadening  the  sound  to  any  desired  degree  of  loudness. 

The  substantial  improvement,  howevei-,  in  Sir  Charles  Bright's  modifi- 
cation of  the  sounder  consists  in  applying  the  Morse  adaptation  of  the 
electro-magnet  to  Steinheil's  plan  of  using  two  beUs  of  different  tones, 
and  opei-ating  them  by  the  alternations  of  the  positive  and  negative  cur- 
rents of  electricity.  In  a  recent  letter  of  Sir  Charles  Bright  to  Professor 
Morse  he  says:  "The  sound  instniment  which  I  adopted  for  the  mag- 
netic company  consists  of  two  heUs,  dull  iu  sound  and  differing  iu  note, 
placed  on  each  side  of  the  operator  about  on  a  level  with  his  eai-.  These 
are  worked  by  a  relay  sending  currents  through  one  or  the  other,  accord- 
ing to  the  si^ials  required.  Two  keys  are  used  for  sending,  one  for  the 
right  hand,  or  positive  current,  the  other  for  the  left,  or  negative  current. 
One  wire  is,  of  course,  used.  There  is  no  difference  in  the  duration  of 
either  signal,  and  in  this  is  the  saving  of  time,  compared  with  the 
sounders  (the  Morse)  used  here,  (in  the  United  States,}  where,  in  employ- 
ing dots  and  dashes,  the  latter  {I  take  it)  require  three  times  the  dura- 
tion of  a  dot.  In  the  other  the  signals  are  all  dots,  hut  a  Morse  opera- 
tor can  use  it  by  considering  one  key  as  a  dot,  the  other  as  a  dash, 
but  sending  dots  on  both.  It  is  the  quickest  instrument  of  a  non- 
mechanical  kind." 

On  this  it  may  he  remarked  that,  theoretically  at  least,  this  modifica- 
tion of  Sir  Charles  Brighf  s  is  the  perfection  of  the  sounder.  In  view, 
however,  of  the  skiU  and  abihty  displayed  by  the  American  operators 
in  their  results  in  speedy  transmissioJi  with  the  Morse  sounder,  it  is  diffi- 
cult to  conceive  that,  practically,  any  improvement  of  it  could  be  made. 
Yet,  as  there  is  theoretically  an  economy  of  time  in  Sir  Charles  Brighf  s 
modification,  it  may  prove  to  be  practically  as  well  as  theoretically 
better. 

mokse's  obgah-pipb  soundeb. 

One  of  the  modlflcationa  by  Morse  himself,  experimented  upon  by 

him  as  early  as  1845,  gives  the  sound  of  each  letter  of  the  Morse  code 


y,GoogIc 


42  PAKIS   UNIVEESAL   ESPOSITION. 

more  accurately  than  any  yet  devised;  and  although  not  practically 
adopted,  because  of  the  greater  adYantagea  of  the  written  mode  in  sim- 
plicity of  apiiaratus,  is  yet,  perhaps,  worthy  (at  a  time  when  the  acoustic 
method  is  received  with  favor)  to  be  revised  and  made  practical,  at  least 
so  far  as  to  satisfy  cnrioaity.  The  metliod  devised  by  him  was  by  an 
organ  pipe  so  connected  with  a  small  hellowa  as  to  be  opened  and  closed 
by  the  pen-lever,  in  the  act  of  writing  a  dot  or  a  dash.  It  is  at  once 
obvious  that  in  indicating  a  dot,  the  pipe  would  give  a  short,  sharp 
sound,  but  in  indicating  a  dash  the  sound  would  be  correspondingly  pro- 
longed. The  short  and  long  intervals,  therefore,  by  which  the  dot  and 
the  dash  are  now  distingnished,  in  the  ordinary  acoustic  instruments,  are, 
by  this  method,  more  completely  expressed,  reducing  the  code  to  mtisleal 
ea^essiom,  to  crotchets,  and  semibreves.  The  disadvantage  which  sng- 
gete  itself  is  the  necessity  of  a  bellows  apparatus  for  a  constant  supply 
erf  air  to  the  pipe,  adding  materially  to  the  complication  of  the  machin- 
ery ;  and  it  has  also  the  inconvenience  just  alluded  to,  by  its  loudness, 
(which  indeed  might  easily  be  moderated,)  of  confusing  the  ear  where 
many  instruments  are  within  hearing  of  each  other. 

SIGNAL  SEMAPHORES. 

NIGHT  SIGNALS,  BY  MADAME  MAETHA  J.   COSTON. 

This  is  a  very  ingenious  and  effective  semaI)hore,  which  commends 
itself  from  its  simplicitj'.  Three  lights  of  different  colors,  white,  red, 
and  green,  are  so  flashed  or  burned  in  combinations  representing  the 
numerals  1,  2,  3,  4,  5,  6,  7,  8,  9,  0,  and  also  two  letters  A  and  P — in  all 
twelve  combinations.  The  light  is  produced  by  the  combustion  of  a 
peculiar  pyrotechnic  comjwsition  for  each  of  the  desired  colors. 

A  handle  or  holder  is  all  that  is  necessary,  ordiuarily,  to  hold  the 
selected  color : 

A  flash  of  white  indicates  the  niuneral 1 

A  flash  of  white  followed  by  red 2 

Jt  flash  of  white  followed  by  green -    3 

A  flash  of  red 4 

A  flash  of  red  followed  by  white - - - 5 

A  flash  of  red  followed  by  green 6 

A  flash  of  green - 7 

A  flash  of  green  followed  by  white 8 

A  flash  of  green  followed  by  red - - - 0 

A  flasli  of  white,  red,  and  green 0 

A  flash  of  white,  red,  and  white P 

A  flash  of  red,  white,  and  red A 

When  a  communication  is  to  be  made,  the  white,  red,  and  white  are 
quickly  and  successively  flashed,  indicating  the  letter  P,  (prepare,)  and 
when  answered  by  red,  white,  and  red,  iiidii'.atiug  the  letter  A;  the  cor- 
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respondeuf  p  commentes  by  flashing  tlie  respective  colors  of  tlie  numTjors 
desired  to  be  sent 

Bxpenence  his  demonstrated  the  usefuhiess  of  the  "  Costoii  fire 
signals,"  ind  thej  ha^  e  passed  the  practical  test  with  success.  Tliey 
have  been  ippro\  ed  and  recommended,  not  only  by  our  own  accom- 
plished navil  officers,  and  our  marine  department,  but  also  by  the  French 
ministry  of  the  marine,  and  distinguished  French  officers.  They  have 
been  definitively  introduced  into  our  own  aenice,  and  also  into  that  of 
Prance. 

The  accomplished  inventor  has  more  recently  improved  her  system,  by 
the  use  of  what  she  calls  pai'ach^ite  rockets  discharged  from  a  pistol  or 
gun ;  but  on  the  same  principle  of  colored  lights. 

AtJSl'EIAN  FIELD  SIGNAL  APPABATUS, 

The  seinaphoric  apparatus  No.  52,  "  Austrian  field  apparatus,"  is  an 
example  of  the  adaptability  of  the  Morse  code  not  merely  to  the  tele- 
graph, but  to  almost  every  kind  of  semaphore,  whether  they  be  signals 
on  land,  or  through  the  Atlantic  cable,  or  by  flags  in  the  marine.  Vari- 
ous semaphores  have  adopted  this  convenient  code,  by  some  modifica- 
tion of  it  on  the  same  principles. 

This  field  apparatus  consists  of  a  pole  some  fifteen  feet  in  height,  hav- 
ing at  its  top  three  disks  of  thin  metal,  each  turning  upon  a  horizontal 
axis  within  a  circular  frame,  so  as  to  present,  at  will,  its  fall  orb,  or  the 
thin  diameter.  These  three  disks  are  thus  arranged  ^  .  The  upper 
disk  represents,  when  shown  singly,  the  dot  of  the  Morse  code ;  the  two 
lower  disks,  shown  together,  represent  the  dash  or  line  of  the  Morse 
code.  The  mode  of  its  action  may  be  illustrated  by  describing  the  pro- 
cess in  conveying  to  a  difl'erent  station  the  word  Jire.    This  word  in  the 

Morse  code  would  be  thus  written,  [ — -.]    The  disks 

in  their  normal  state  are  supposed  to  present  to  the  spectator  their  thin 
edge,  and  so  are  invisible  at  a  distance.  The  first  movement,  therefore, 
in  conveying  to  a  distance  the  word  fire,  is  to  darken  the  upper  disk,  by 
turning  it  so  as  to  show  its  full  orb  thus,  ®  ;  when  this  is  recognized 
at  the  distant  station,  by  a  siraUar  movement  there,  the  disk  resumes  its 
normal  condition,  having  indicated  a  dot.  This  movement  is  repeated, 
conveying  a  second  dot,  and  then  the  two  lower  disks  are  darkenedgj  g, , 
indicating  a  Hne,  after  which  the  upper  disk  is  once  more  darkened,  add- 
ing another  dot  to  complete  the  letter  F,  its  completion  being  indicated 
to  the  distant  station  by  the  darkening  of  all  the  disks  at  once.  In  this 
manuer  Edl  the  letters,  numerals  or  signs  of  the  Morse  code  can  be  indi- 
cated, and  correspondence  to  any  extent  may  be  carried  on  semaphori- 
cally  by  this  simple  arrangement.  This  mode  is  slow,  but  other  circum- 
stances being  favorable,  it  is  efficient. 
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CHAPTER  III. 
CODES. 

lETYMOLOBT  OP  THE  WORD  COPE— The  original  Morse  code  and  the  modekn  modi- 
fications—Its USIVBltSAL  ADOPTION— Tae  AXJPHABET,  CYPHERS,  PUNCTUATION 
M.VKK8,  AND  OFFICIAI.  8I0NS— SPACE-LBTTEES^:NYESTIGATI0N  OF  THE  FREQUENCY 
OP  OCCCEltBNCE  OF  TSR  VARIOUS  LETTERS  IN  THE  LANGUAGE— INCONVENIESCE  OF 
CONFOUNDING  THE  aPACE-LBTTERS  WITH  OTHERS — THE  EUROPEAN  MORSB  CODE  CON- 
TAJSe  FIVE  ABDinONAL  SIGNS — D1FFICUI.TI11S  ATTENDING  A  CHANGE  IN  THE  ESTAB- 
LISHED CODE— Proposed  improvement  of  punctuation  and  official  signs— The 
Morse  code  as  modified  and  adopted  in  Europe  should  be  adofied  in  the 
western  costinfjjt. 

THE  MOESE  CODE. 

Without  occupying  time  in  discussing  the  etymology  of  the  word 
code,  (which  strictly  meaus  a  digest  or  collection  of  laws  reduced  to 
order,)  or  the  propriety  of  its  use  iu  the  present  connection,  It  is  found 
to  be  applied  in  the  various  reports  on  telegraphy,  Eind  it  is  therefore 
adopted  as  a  concise  term  to  designate  the  system  of  signs,  or  signals, 
employed  in  the  telegraphic  and  semaphoric  instnimentalities  of  the 
present  day. 

As  pertinent  directly  to  these  instrumentalities  the  codes  adopted 
and  proposed  come  to  be  treated  of. 

Given  the  first  idea  of  a  telegraph  in  its  strict  etymological  sense,  or 
the  possibility  of  writing  or  printing  at  a  distance,  the  most  natural  first 
thought  would  be  to  devise  some  mode  of  expressing,'  by  writing  or 
printing,  at  a  distance,  the  letters  or  numerals  of  the  inventor's  native 


The  complication  of  machinery  reijuired  for  this  purpose  was  then  the 
first  serious  dif&oolty  to  be  overcome.  To  express  numerals  by  dots 
seemed  to  be  the  simplest  mode  of  obviating  this  difficulty,  for  when  this 
simplicity  was  left  out  of  view,  the  complication  of  machinery  to  produce 
the  ordinaay  letters  or  numerals  seemed  an  insarmouutable  obstacle. 

Therefore,  in  considering  the  mechanical  means  at  command  for  pro- 
ducing at  a  distance  any  permanent  mark.  It  was  perceived  that  by 
means  of  the  electro-magnet  the  motion  of  a  lever,  up  and  down,  could 
be  easily  and  surely  commanded ;  and  if  a  pencil  at  one  extremity  of  it 
were  made  to  strike  upon  a  piece  of  paper  a  dot  would  be  made  Avhen- 
ever  the  magnet  was  charged  and  quickly  discharged.  This  action, 
however,  without  a  farther  device,  would  be  unavailing  to  produce  vari- 
ety, since  the  lever  motion  is  Ihnited  to  the  simple  movement  of  up  and 
down.  Hence  the  idea  of  moving  the  paper  at  a  regular  rate  beneath 
the  pencil.  Thus  a  dot  could  be  made  on  the  moving  ribbon  of  paper, 
which,  passing  onward,  the  paper  was  ready  to  receive  (after  an  interval 
more  or  less  extended)  another  dot  or  series  of  dots.     Thus  the  ability 
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IVte  oriijiiuU  Morse  code'am,d  its  modem  modifications. 
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to  produce  dots  in  groups  at  pleasure  was  demonstrated,  and,  conse- 
quently, groups  of  dots  expressive  of  the  various  numerals  were  devised. 
In  pursuing  the  experiments  with  the  numerals  whose  elements  were  a 
simple  dot  and  space,  it  was  perceived  that,  by  means  of  the  moving 
l)aper,  not  merely  a  dot  could  he  produced  at  pleasure,  but  if  the  mag- 
net was  kept  charged  while  the  paper  was  in  movement,  the  pencil  pro- 
duced a  line  long  in  proi>ortion  to  the  time  in  which  the  magnet  was 
charged.  This  fact  introduced  a  third  element  for  combination,  to  pro- 
duce variety  in  the  groups,  indicatingletters  as  well  as  numerals,  to  wit: 
the  line  or  dash,  so  that  dots,  spaces,  audlines,  in  any  variety  of  combi- 
nation, were  at  command  for  forming  a  code  of  signs.  Hence  origuiated 
what  is  now  universally  recognized  as  the  Morse  code. 

OKiaiNAL  MOESE  CODE. 

To  enable  the  inquirer  to  understand  the  modifications  of  that  code 

which  has  become  the  universal  telegraphic  means  of  correspondence, 

the  original  code  is  given,  (see  diagram)  together  with  the  slight  modern 

changes  which  experience  has  suggested  as  improvements. 

THE  MODIFIED  MOESB  CODE. 

The  following  is  the  modified  Morse  code,  adopted  throughout  the 
world,  as  used  in  France,  Belgium,  Holland,  Prussia,  Austria,  Italy, 
Spain,  Portugal,  Switzerland,  Kussia.  Sweden,  Denmark,  Norway,  Tur- 
key, Greece,  Syria,  Persia,  Egypt,  India,  Africa,  Great  Britain,  and 
also  in  Australia,  and  in  other  coiuitries: 
1.  Aljihabet. 
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3.  Functuation,  &c. 
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4.  Official  signs. 
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The  length  of  a  dot  being  talven  as  a  uuit,  the  lengths  of  the  diiJ'erent 
signs  will  be  as  follows : 

A  dash  =3  dote. 

The  space  between  the  signs  of  a  letter=:l  dot. 
The  space  between  the  signs  of  2  letters=3  dots. 
The  space  between  the  signs  of  2  words=6  dots. 

On  examining  these  codes  with  their  modifications  it  will  he  seen  that 
there  are  six  letters  or  signs  in  the  original  Morse  code,  to  wit, 
C,  0,  B,  Y,  Z,  t6,  called  space  letters,  because  they  a,re  distinguished  by 
spaces  in  the  body  of  the  letter.  These  letters  were  devised  on  the 
baisis  of  simplicity,  or  economy  of  space,  the  inventor  being  anxious 
that  no  letter  should  exceed  the  exte.nt  of  five  units  or  dots  in  length, 
and  it  will  be  perceived  that,  with  the  single  exception  of  the  letter  J, 
none  of  them  exceed  that  number. 

Another  principle  in  constructing  the  eorle  was  also  specially  ob- 
served, the  frequency  of  occurrence  of  the  various  letters  in  the  lan- 
guage wa^  studied,  and  for  this  purpose  the  arrangement  of  tlie  type 
boxes  in  the  cases  of  a  printing  office  was  examined  in  order  to  ascer- 
tain the  relative  frequency  of  the  letters  by  the  size  of  the  type  boxes. 
Those  found  to  be  most  nsed  were  E,  I,  T,  A,  K,  O,  8,  the  letter  B  being 
the  most  copious  of  all;  then  followed  the  letters  C,  D,  F,  H,  L,  M,  R, 
U.  These  letters  occurring  most  frequently  in  the  language  were,  there- 
fore, constructed  of  the  fewest  and  shortest  elements.  The  letter  B  is 
represented  by  a  siitgle  dot  [-] ;  the  I  and  T  within  the  space  of  two 
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dots  or  units ;  and  so  on,  none  of  the  rest  (with  tlie  single  exception 
mentioned  above  of  the  letter  J)  exceeding  five  dots  or  units. 

All  the  unmerals,  the  more  readUy  to  distingmsh  them  fi'om  the  let- 
ters, were  each  comprised  within  tlie  value  of  six  dots  or  units. 

The  spEice  letters  were  very  early  found  in  practice  to  have  the  incon- 
venience of  being  confounded  with  other  letters.  For  example,  the  C, 
[-  -  -]  was  apt  to  be  mistaken  for  I,  [-  -],  E,  [-],  or,  if  iiot  well  rendered, 
for  S,  [ — ],  &c.  But  after  the  introduction  of  .the  alphabet  into  prac- 
tical use,  it  became  next  to  impossible  to  make  the  desired  change, 
which  was  attempted  by  the  inventor,  even  on  the  first  public  line;  so 
it  was  reluctantly  suffered  to  exist.  Notwithstanding  the  defect  has 
always  been  acknowledged  by  the  inventor,  and  the  substitution  of 
other  combinations  for  the  space  letters  often  proposed,  yet  so  soon  aa 
the  first  operators  bad  acquired  the  practical  use  of  the  original  code, 
the  change  seemed  hopeless, 

The  construction  of  this  code  originally  on  the  basis  of  simplicity  and 
economy  of  space,  resulting  in  economy  of  time,  furnishes  an  example 
of  a  good  general  principle,  the  principle  of  simplicity,  carried  to  excess. 

TMs  defect  in  the  code  through  the  ingenuity  of  European  savans, 
■who  have  given  it  their  attention,  has  been  remedied  in  conformity  with 
the  general  principles  of  the  original  code,  but  it  stOl  required  more 
than  ingenuity  to  accomplish  the  remedy.  Governmental  power  was 
necessary  to  command  the  change,  and  thus  to  overcome  the  diffi- 
culty of  change  so  early  encountered  in  the  United  States  in  attempts 
to  improve  the  original  code. 

The  remedy  consists  in  the  substitution  of  other  combinations  of  the 
short  and  long  lines,  in  place  of  the  space  letters.  This  has  been  done, 
indeed,  by  some  sacrifice  of  simplicity,  aud  an  increase  of  the  aggregate 
amount  of  units  in  the  entire  code,  but  the  inconvenience  of  the  space 
letters  has  thus  been  remedied,  and  the  modification  is  a  substantial 
improvement. 

The  substituted  groups  for  the  space  letters,  however,  were  but  five  in 
number.-  In  five  other  instances,  indeed,  the  combination  of  dots  and 
dashes  in  the  original  code  representing  a  particular  letter  is  changed  to 
represent  another.  The  original  Q  [. .  —  .]  now  represents  F  j  the  origi- 
nal X  [ .]  represents  L;  the  original  numeral  1  [. ]  represents 

P;  theoriginalF[.^.]representsE;  and  the  original  numeral  9  [— . .—] 
represents  X.  These  latter  changes  appear  to  be  arbitrary,  and  no 
improvement.  On  the  contrary  the  change  adds  a  unit  in  extent  to 
each  of  four  of  the  letters,  while  the  fifth  alone  (the  E}  remains  the 
same  in  length  as  before. 
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The  original  F  is 4  units. 

The  original  L  is 4  units. 

The  original  Pis 5  units. 

The  original  !R  is 4  nnits. 

The  original Xis 5  units. 

23  units. 
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ThenewSis 

....  6  units. 

It  will  be  noticed  that  the  establishetl  European  Morse  code  contains 
five  additional  signs  constraetetl  on  the  same  general  principles,  to  repre- 
sent peculiar  accented  letters  not  in  the  English  alphabet,  but  necessary 
in  the  alphabets  of  the  continent ;  these  are : 

A     [ j       ==6  units. 

15     [ J       ==  6  units. 

0     [ ]    =  7  nnits. 

U     I ]     =  G  luiits. 

CII  [ ]  =  8  units. 


Each  of  the  numerals  in  the  original  Morse  code  is  of  the  value  of  sis 
units.  The  ten  characters,  therefore,  for  numerals  amount,  in  aggregate 
value,  to  sijcty  units,  while  the  aggregate  value  of  the  new  signs  for  nume- 
rals is  seventy-flve  units.  Notwithstanding  this  addition,  there  is  a  sub- 
stantial improvement  in  the  construction  of  the  new  signs  for  nmnerals. 
Although  the  first  four  numerals,  1,  2,  3,  4,  of  the  original  code  were  as 
readily  recognized  as  in  the  new  arrangement  by  the  number  of  dots 
commencing  tlie  sign,  yet  the  last  six  numerals  were  not  so  ingeniously 
arranged  for  recognition  as  in  the  new  arrangement,  which  is  perfect. 
The  first  five  munerals  are  rea-dily  recognized  by  the  number  of  dots, 
while  the  last  five,  by  coimting  each  Mne  of  the  sign  as  two,  and  adding 
the  number  of  dots  which  end  the  sign,  the  cypher  intended  is  uner- 
ringly given. 

As  a  rule,  it  is  not  well  hastily  to  insist  on  changes  in  the  established 
code,  to  the  disturbance  and  discomfort  of  so  large  and  skillful  a  body  as 
are  the  telegraph  operators,  for  by  every  change  they  are  compelled  not 
merely  to  leam  a  new  sign,  but  to  forget  an  old  one;  and  it  is  a  qxiestdon 
for  international  settlement  whether  it  is  not  better  to  suffer  a  little  incon- 
venience from  an  acknowleded  imperfection  than  to  attempt  a  remedy 
which  must  necessarily  give  annoyance  to  t 


IMPE0VE3EENT  OP  PUHCTUATION  AND  OFFICIAL  SIGNS. 


This  remark  is  not  intended  to  deter  from  the  attempt  to  improve  the 
defective  punctuation  signs  and  ofBcial  signs  which  appear  cumbersome 
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and  ■wasteftil  of  space,  and  therefore  of  time, 
the  following  substitute  for  these  signs ; 
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This  proposed  improTement  condenses  tliis  part  of  the  code  by  reduc- 
ing the  aggregate  valae  of  the  eleven  pxxuetuation  eigne  to  forty-tour 
units  of  space;  the  original  punctuation  signs,  only  six  in  number,  being 
of  the  aggregate  value  of  forty-seven  units  of  spac«,  and  the  piuictna- 
tion  sigus  of  the  present  adopted  code  being  of  the  aggregate  value  of 
one  hundred  and  eight  units  of  space. 

In  this  proposed  change  iu  the  punctuation  signs,  two  of  the  ofBcial 
signs  are  appropriated  which  can  be  ti'ansferred  to  the  punctuation  signs, 
and  their  places  supplied  in  the  oflcial  signs  by  other  letters,  to  wit : 
The  S  [. . .]  now  used  to  signify  "  Public  message,"  and  proposed  by  the 
inventor  to  be  transferred  to  signify  "  semicolon,"  may  be  supplied  by  I 

[. .],  K  [ —  —J;  and  the  A  [ ]  now  used  to  signify  "Official  telegraph 

message,"  and  proposed  by  the  inventor  to  be  transfeiTcd  to  signify 

"  apostrophe,"  may  be  supplied  by  T  [ ■].    This  adds,  indeed,  seven 

units  of  space  to  the  aggregate  length  of  the  sum  of  official  signs,  but 
the  "  call  signal "  might  easily  be  reduced  to  0  [  — .  — .],  which  at  once 
subtracts  five  units  from  the  seven,  and  "con<ilusion"  might  be  repre- 
sented by  I)  [ ],  which  subtracts  sixunitsmore;  and  "receipt "would 

bear  reduction  to  E.  T  [ ] ,  which  subtracts  Ave  xuiits  more  from  the 

aggregate,  resulting  in  an  aggregate  gain  of  nine  units. 

The  comparison  between  the  present  and  the  proposed"official  signs" 
gives  the  following  result. 

The  present  of&cial  signs  contain  in  the  aggregate  sixty-six  units  of 
space. 

4t 
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The  proposed  official  signs  contain  in  tlie  aggregate  flfty-seven  nnits 
of  space,  thus : 

Official  signs. 

Public  message  - 
Official  message 
PriTate  report 
Call  signal 
Uadei'stood 
Interruption 
Conclnsioii 
"Wait 
Receipt 

Since  the  Morse  code  as  modified  prevails  throughout  tbe  eastern  con- 
tinent, it  is  very  desirable  that  in  the  United  States — and,  indeed, 
throughout  the  whole  western  continent — also,  the  slight  changes 
adopted  and  proposed  should  be  practically  carried  out  by  the  telegraph 
companies,  thus  producing  a  uniformity  in  one  great  element  of  inter- 
national intercourse,  the  telegraphic  alphabet  of  language,  and  furnishing 
one  realized  example  of  that  uniformity  which  so  many  of  the  master 
minds  of  the  world  at  this  day  aspire  to  create  in  other  world-wide  inter- 

For  some  farther  remarks  on  the  principles  of  tlte  code^  see  the  arti- 
cle in  this  report  on  the  acoustic  character  of  the  code,  in  ti'eating  of 
semapJMres  and  the  soimder. 
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CHAPTER    IV. 
BATTERIES,  CONDUCTORS,  AND  INSULATORS. 

FaILUUE  of  AU.  attempts  to     employ  PKICTIONAI.  ELECTfilCnrV  rOK    COM3aONICiT- 

DYNAMIC  BLECTKICITY— Use  OF  MAGUKTO  ELECTRICITY— FAHMEr 
TMC  BATTEKY — LBCLANCHfi'S  BATTERY — THB  MAGUETO-ELFX^RK 
HJORTH,    of    OOPEKHAG35N — LaD^S    DYNAMO-GLECTKIC    APiTUtlTOB — LKTTEB    PHOM 

D»,  Wernek   Siemens — Obsekvatioks   upon  the   ooNVBiisiON  oi'   mechakical 

EFFECT    INTO     ELECTRIC     COBBBNTS    WITHODT    THE    EMPLOYMENT    OP     PERMASBNT 

MAGNETS,  BY  Dk.  Werner  Siemens — Sulphate  op  ma&nesia  battery— Subma- 
[  CABLEa— Paemkk's  compound  telegraph  wire — The  Morse 
—Proposed  new  mode  of  layino  and  raising  submarine  tele- 
graph cables^Insulatoks  anv  insulation- Brooks's  par.vfpine  insulatoh— 
Insulation  test  of  the  Brooks  and  otheb  insulators — Day's  keeite  insula- 
tor— Memoir  by  Professor  Siluman  u 
electrical  conductors- Action  of  ozos 

IdiTTBBa  UPON  THE  VALUE  OF   KERITE  AS  AN  INSrL,lTOR. 

BATTERIES  OE  GESEEATOES  OF  EI-ECTEIOITY. 
Static  or  Metioual  electricity  has  long  since  been  discarded  as  an 
agent  in  the  electricid  instruraeiitallties  for  conlmunicatiug  at  a  distance. 
All  attempts  hitherto  to  make  it  practicable  have  failed,  and  all  the 
devices  for  that  purpose,  however  ingenious,  as  most  of  them  were,  must 
be  consigned,  to  the  category  of  failures.  The  principal  form  of  electri- 
city, which  has  been  effective,  either  in  the  semaphore  or  in  the  telegraph, 
is  dynamic  electricity,  usually  generated  by  tlie  chemical  a<;tion  of  acids 
upon  metals,  or  the  decomposition  of  metallic  salts.  The  earliest  form  of 
Voltaic  battery,  even  the  first  column  of  Volta,  is  available  to  produce  the 
actual  result  required  either  of  showing  a  signal,  as  in  the  semaphore,  or 
mafctiig  a  record,  as  in  the  telegraph.  The  earliest  form  employed  by 
Morse  in  1835,  and  with  success  so  far  as  to  show  the  practicability  of 
recording,  was  the  weU-known  Cmikshanks  battery.  Since  this  early 
period  many  modifications  and  substantial  improvements  in  the  battery 
have  been  made,  and  the  constant  batteries  of  Daniel,  of  Grove,  and  of 
Smee,  in  England,  and  others  on  the  European  continent,  have  given 
greater  facility  in  operating  the  instruments  both  of  the  telegrajih  and 
semaphore.  But  the  introduction  of  magneto-electricity,  one  of  the 
grand  results  of  the  generic  discovery  of  Oersted,  and  of  the  more 
recent  discoveries  of  Faraday,  have  furnished  the  means  of  constructing 
a  new  generator  of  electricity,  which  tates  its  place  intermediately  be  ■ 
tween  the  ftictional  and  the  Voltaic,  having  less  quantity  than  the  Voltaic 
and  less  uncoutrolable  intensity  than  the  frictioual  instruments.  The 
Voltaic,  however,  has  the  qaality  of  giving  more  readily  a  eontiuuous 
current,  and  is  therefore  better  adapted  to  recording  in  all  the  instra- 
ments  using  the  Morse  code. 
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FiP-VrEPfa    illERMO-ELECTKIC  HATTBEY. 

The  bitteiie->  exliibited  liave  littlti  of  originality.  With  one  or  two 
excephone,  tile's  geneiiliy  -^liow  unimportant  inodiflcatious  of  those  long 

The  theinio  electnr  b  itterj'  of  Farmer,  of  Boston,  (No.  74,}  is  one  of 
novel  constnxetion,  and  deserving  of 
special  notice. 

The  engraving  (Fig.  15)  represents 
tills  battery.    It  consists  of  three  rings 
ot  nine  jjairs  each.    A  common  rubber 
tube  conveys  ordinary  street  gas  to 
1  gis  burner  or  gas  stove  under  the 
centei  of  tlie  battery.     A  deflector 
IS  pla^'ed  at  the  top  to  keep  the  heat 
down  m  the  center.    All  that  is  re- 
yuued  to  put  the  battery  in  operation 
^  IS  to  turn  on  the  gas  and  light  at  the 
=f^P~    bnmei    The  battery  acquires  itg  masl- 
'^'^  mum  activity  in  a  few  moments,  wlien 
FaimersTln- mod   tn  Eitteiy      it  woiks  continnonsly  and  constantly 

as  long  as  it  receives  heat. 
These  batteries  are  made  of  vaiious  sizes,  weighing  from  a  few  pounds 
to  half  a  ton.    One  of  this  lai'ger  class  is  now  in  operation,  and  is  capa- 
ble of  depositing  about  one  pound  of  copper  per  hour,  at  an  expense  of 
five  or  six  pounds  of  coal  in  the  same  time. 

The  smaller  batteries  are  more  conveniently  operated  by  gas  or  lamp. 
These  latter  are  very  convenient  for  medical  use  or  for  telegraph  local 
batteries.  The  somewhat  larger  battery  gives  all  the  effects  of  a  series 
of  cells,  (of  the  acid  batteries  in  common  use.) 

These  batteries  are  admirably  suited  to  the  wants  of  the  exact  experi- 
menter, and  render  the  most  useful  assistance  in  their  investigations 
where  an  absolutely  constant  cun'ent  is  required,  being  capable  of  work- 
ing for  an  indefinite  period  without  a  perceptible  variation  in  the  strength 
of  current  which  they  deliver.  Their  utilityis  very  apparent  to  the  elec- 
ti-otyper  who  desires  a  uniform  cuiTcnt,  and  to  the  electro-gilder  and 
silver-plater  they  are  especially  commended,  because  they  require  no 
acids,  mercury,  or  liquids  of  any  kind  in  their  operation. 

The  savingwhich  tiiey  effect  in  time,  attention,  waste,  their  cleanliness, 
the  readiness  with  which  they  can  be  put  into  operation,  the  small  expense 
of  working  tliem,  and  their  durability,  commend  them  to  all. 

Where  an  establishment  is  doing  sufficient  work  to  require  the  use  of 
one  of  such  size  as  can  be  operated  by  coal  as  a  fuel,  the  economical  pro- 
duction of  electricity  by  their  use  is  very  obiious,  five  or  six  pounds  of 
coal  being  capable  of  evoMng  as  much  electricity  as  one  and  a  half 
pound  of  zinc,  five  or  six  pounds  of  sulphuric  acid,  and  one  ounce  of 
mercury. 
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These  batteries,  like  any  series  of  cells,  can  be  com^led  to  siiit  the  work 
tliey  have  to  perform.  As  compared  with  the  acid  batteries,  these  bat- 
teries have  been  worked  with  Boston  gas  as  follows :  ten  pairs  equal  to 
one  Siaee  cell  in  power ;  twenty-fonr  pairs  equal  to  one  Daniels  cell  in 
power ;  forty-four  pairs  equal  to  one  Grove  cell  in  power.  But  in  calcu- 
lating for  a  battery  to  perform  work  for  an  indefinite  period,  an  addition 
of  50  per  cent,  upon  the  above  list  is  recommended,  as  the  heating  power 
of  gas  differs  very  materially  in  different  places.  Naphtha  has  been  used 
with  perfect  success,  and  found  very  economical. 

The  principal  objects  kept  in  view  ui  this  invention  are,  first,  to  make 
a  battery  of  sufficient  power  to  be  available  for  industrial  uses ;  second, 
that  it  should  be  reasonably  durable ;  third,  that  it  should  be  convenient 
to  use ;  fourth,  that  it  should  not  be  too  costly. 

With  regard  to  the  first  object,  one  has  been  constructed  and  used 
which  has  deposited  12  pounds  of  copper,  from  a  sulphate  of  copper  so- 
lution, in  twenty-four  hours,  by  the  consumption  of  less  than  110  pounds 
of  anthracite  coal.  Smaller  ones  have  been  constructed  that  are  most 
conveniently  operated  by  a  gas  flame,  and  which  will  evolve  50,000  feet- 
pounds  of  electricity  by  the  consumption  of  one  pound  of  common  coal 
gas. 

These  latter  are  made  of  various  sizes,  and  capable  of  evolving  from 
20  to  300  feet-pounds  of  electricity  per  minute.  A  common  pint-cup 
Grove  cell  will  evolve  80  feet-pounds  of  electricity  per  minute.  The  cur- 
rent from  this  (gas-consuming)  thermo  battery  is  the  most  constant  and 
uniform  of  any  that  I  have  ever  used,  and  is  admirably  adapted  to  the 
requirements  of  exact  research. 

With  regard  to  the  second  head,  the  durability  of  the  thermo  battery 
depends  much  on  the  temperature  at  which  it  is  worked.  At  all  tem- 
peratures there  appears  to  be  a  gradual  increase  in  the  specific  resistance 
of  the  alloys  which  enter  into  its  composition,  but  the  more  slowly  the 
lower  the  temperature  of  the  heated  junction.  One  of  about  150  feet 
pounds  per  minute  power  has  been  in  nightly  use  for  nearly  a  year.  Its 
I>ower  has  not  been  recently  measured,  but  it  is  still  in  working  order. 
Some  have  been  in  almost  dally  use  by  physicians  for  nearly  two  years. 

Third.  The  gas-consuming  batteries  are  as  convenient  as  need  be,  re- 
quiring only  to  be  attached  by  a  flexible  or  othei'  pipe  to  a  gas-buraer. 
The  large  battery  fired  with  coal  needed  attention  every  three  or  four 
hours. 

Fonrtt.  The  thermo  battery  is  much  more  costly  than  an  acid  battery 
of  equivalent  power,  in  the  first  instance ;  but  the  cost  of  daily  main- 
tenance is  less.  A  tbermo  battery,  equivalent  iit  power  to  four  or  live 
Grove  cells,  costs  about  ninety  dollars. 

A  thermo  battery,  to  be  heated  by  waste  steam,  could  be  oi>erated  at 
trifling  cost,  and  would  be  very  durable,  but  the  amount  required  to  do 
a  given  amount  of  work  with  only  120  degrees  difference  of  temperatnre 
between  the  Junctions,  might  be  of  inconvenient  size  and  first  cost. 
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In  this  battery  the  two  elements  used  are,  German  silver  for  the  nega- 
tive pole,  and  an  alloy  of  zinc  and  antimony  for  the  positive  pole.  The 
proportions  of  the  ziiic  and  antimony  used  are,  about  oitiety-six  parts  an- 
timony and  fifty-  three  parts  zinc,  as  mixed  in  the  melting  pot.  The  pairs 
are  arranged  around  a  central  source  of  heat;  and  the  outer  junctions 
are  cooled  by  radiation  and  connection. 

LKOLAKCUB'S  UATTllRY, 

This  battery  is  much  in  nse  in  the  French  telegraph  administration. 
It  consists  of  a  prism  of  carbon  for  its  positive  pole,  which  is  surrounded 
by  a  mixture  of  peroxide  of  manganese  and  carbon  pulverized,  filling  the 
porous  jar.  Tliis  jar  is  put  into  the  glass  jar  containiug  a  solution  of 
sal  ammoniac ;  within  the  same  glass  jar  and  solution  is  a  prism  of  amal- 
gamated zinc,  formingtlie  negative  pole.  Its  action  is  thus:  On  closing 
the  cu-cuit,  the  sal  ammoniac  is  decomposed,  the  ehlorln,e  of  the  solution 
is  absorlwd  by  the  zinc,  the  negative  pole ;  while  the  hydrogen  and  the 
ammonia-e  pass  to  the  positive  pole,  reducing  the  peroxide  of  manganese. 
According  to  the  inventor's  explanation,  "  the  peroxide  of  manganese 
mixed  with  carbon  being  a  good  conductor  of  electricity,  the  system  may 
be  considered  as  a  single  fluid  element,  in  which  the  positive  pole  is  formed 
of  an  artificial  metal  haring  a  great  affinity  for  hydrogen." 

MAGNETO-ELECTRIC  BATTERY  OF  S.  HJOETH. 

This  invention  by  S.  Hjorth,  of  Copenhagen,  relates  to  improvements 
introduced  into  the  construction  of  magneto-electric  batteries,  with  a  view 
to  obtaining  by  a  slow  motion  of  the  armatures  any  required  quantity  or 
intensity  of  electric  fluid. 

The  improved  battery  may  be  constructed  of  different  circles  of  bar 
magnets,  set  partly  around  and  partly  above  each  other,  with  corre- 
sponding intermediate  armatures  mounted  on  wooden  or  other  suitable 
dislis  on  a  central  shaft,  made  to  rotate  by  suitable  mechanism.^ 

Wlien  quantity  of  the  electric  fluid  is  required,  the  currents  are  col- 
lected by  rings,  and  from  thence  pass  by  conductors  to  a  commutator 
mounted  at  the  upper  end  of  thecentral  shaft.  When  intensity  is  desired, 
the  conductors  may  be  connected  in  one  length  according  to  circum- 
stances. 

The  armatures  are  provided  with  false  poles,  the  dimensions  of  which 
correspond  with  those  of  a  certain  number  of  magnets  of  similar  polar- 
ity ;  say  for  instance  eight  or  nine  bars.  The  changes  of  polarity  in  the 
armatures  at  each  revolution  will  consequently  be  equal  to  the  number 
of  these  armatures  multiplied  by  the  respective  series  of  magnets  of 
similar  polarity. 

The  power  developed  being  in  ratio  with  the  number  of  changes  of 

'  Driiwiuga  of  this  apparatus,  submitted  with,  the  report,  aw  deposited  in  tlie  library 
of  tlio  Dupiirtiiioiit  of  Stato.^EDiTOR. 
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polarity  produced  at  each  revolutiou,  an  advantage  may  be  obtained  by 
the  application  of  equal  numbers  of  armatures  and  magnets.  This 
arrangement  is  composed  of  tkree  disks,  each  provided  with  ninety-six 
armatures,  eorrespouding  with  the  same  number  of  magnetic  bars,  so  that 
each  revolution  gives  rise  to  changes  of  polarity  equal  to 
96  X  96=9,216  x  3=27,648. 

The  armatures  are  coOed  with  wire  internally  and  externally.  The 
two  intermediate  circles  of  permanent  magnets  are  fixed  to  brass  rings. 

The  armature  wheel  or  dislc  is  formed  of  hard  wood  or  other  suitable 
material,  and  is  provided  with  two  rings,  composed  of  vertical  bars  over- 
lapping each  other,  in  which  the  armatures  are  geared. 

It  is  evident  that  the  concentric  series  of  magnets  and  armatures,  as 
also  the  number  of  these  elements,  may  be  increased  or  decreased 
according  to  the  effect  to  be  produced.  In  all  cases,  the  armature  disks 
should  be  arranged  "  step-ways,"  so  that  when  the  armatures  of  the  first 
series  have  completely  passed  between  the  magnets,  those  of  the  follow- 
ing series  reach  but  half  way,  and  those  of  the  third  series  only  com- 
mence to  be  drawn  in  between  the  magnets.  The  force  of  attraction 
being  thus  added  to  the  power  applied  to  the  central  shaft,  the  motion 
of  the  latter  is  necessarily  facihtated  by  increase  in  the  power  of  the 
magnets. 

The  form,  dimensions,  and  general  details  of  construction  of  the  appa- 
ratus above  described  may  be  varied  according  to  its  intended  application. 

LABD'S  DYNAirO-ELECTEIC  APPARATUS. 
This  apparatus  is  not  in  the  catalogue,  but  was  exhibited  in  the  Eng- 
lish department. 
A  French  journalist  thus  enthusiastically  speaks  of  it : 
"  In  the  judgment  of  all  competent  persons,  the  most  astonisliing 
object  in  the  galleries  of  the  Champ  de  Mars  is  the  machine  of  Mr. 
Ladd,  constructor  of  physical  instruments,  of  London,  exhibited  under 
the  name  of  Dynamo-Electric  Apparatus.  Very  extraordinary  in  its 
principle,  in  its  construction,  and  in  its  action,  it  is  comimsed  essentially 
of  two  plates  of  soft  iron  about  two  feet  long,  one  foot  wide,  and  four 
inches  tliick,  kept  at  a  distance  of  a  few  inches  from  each  other.  They 
are  both  of  them  attached  by  their  ends  to  two  kinds  of  cylindrical  sur- 
faces, also  of  soft  iron,  in  the  bosom  or  hollow  of  which  turn  two  arma- 
tures of  Siemen's  cylinders,  of  soft  iron,  grooved  upon  their  two  faces  and 
covered  according  to  their  length  by  insulated  copper  wire.  An  insu- 
lated copper  wire  sufficiently  large  surrounds  also  the  two  plates  in  com- 
pacted spirals  perpendicular  to  their  length,  and  going  from  one  plate  to 
the  other,  so  as  to  form  a  closed  circuit.  The  current  pervades  it  through 
a  commutator  designed  to  maintain  it  always  in  the  same  direction. 
The  second  armature,  on  the  contrary,  is  entirely  out  of  the  circuit  of 
the  first  armature  and  of  the  plates  of  soft  iron.  It  turns  simply  oppo- 
site the  second  poles  of  the  plates,  and  becomes  the  seat  of  an  induction 
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cuiTent  always  in  the  same  direction,  whieli,  conducted  by  the  ■wires  sol- 
dered to  the  two  poles,  goes  to  produce  outside  the  effects  of  light,  of 
heat,  of  motion,  of  afflnity,  or  of  chemical  decomposition,  as  may  be 


"  It  is  perceived  that  in  itself  this  whole  mass  of  soft  iron,  of  copper 
wires,  without  steel,  without  magnets,  is  absolutely  inert.  How  can  life 
and  activity  be  given  to  it !  By  providing  it  with  a  small  quantity  of  mag- 
netism, by  priming  it  magnetically.  It  is  sufficient  for  this  strictly  to 
place  properly  the  plates  by  putting  them  in  the  magnetic  meridian,  so 
that  the  terrestrial  magnetism  may  communicate  to  it  a  slight  magnet- 
ism. But  it  is  better  to  make  to  pass  once,  and  once  for  all,  through  the 
wire  which  surrounds  the  plates,  the  current  from  a  Daniels's,  Smee's,  or 
Bunseii's  battery,  which,  after  having  made  them  temporarily  electro- 
magnets, leaves  them,  the  circuit  being  broken,  with  a  little  of  residual 
magnetism,  which  magnetism  for  the  future  (and  if  they  are  not  left  too 
long  to  themselves)  renders  them  always  ready  for  action,  or  to  create 
torrents  of  electricity  of  which  they  become  the  source.  "We  have  thus 
passed  from  absolute  inertia  to  static  or  powerful  activity.  Motion 
completes  all  the  rest.  It  is  suflflcient,  in  fact,  to  turn  at  the  same  time 
the  two  armatures,  so  that  m  returning  constantly  upon  itself,  the  induc- 
tive current  engendered  at  first  by  the  residual  magnetism  incessantly 
increases  the  polarity  or  the  activity  of  the  plates,  which  have  become 
powerful  electro- magnets,  and  so  that  the  second  armature  becomes  the 
point  of  departure  of  an  electric  current  of  quantity  and  intensity  pro- 
portional to  tlie  rapidity  of  rotation  of  the  armatures,  or  to  the  force 
expended  by  the  operator.  With  the  machine  exhibited,  of  which  we 
have  given  the  dimension  so  small,  the  exterior  current  is  eqidvalent  to 
that  of  twenty-flve  or  thirty  Bunsen  elements. 

"  It  supplies  a  Foucault  regulator  of  medium  size,  and  maintains  at  a 
white  heat  a  platinum  wire  of  more  than  a  yard  in  length  and  half  a 
millimeter  lu  diameter.  Here  then  is  the  immediate  transformation, 
from  the  only  condition,  a  small  quantity  of  residual  magnetism,  by 
means  of  mechanical  motion,  first  of  power,  next  of  electrical  effects, 
then  luminous,  calorific,  and  chendcal,  &c.  Nothing  in  fact  is  more  sim- 
ple, more  effective.  iNothlng  also  Is  more  grand,  more  unexpected,  more 
mysterious.  Mr.  Ladd  has  borrowed  from  Mr.  Wyld  his  plates,  leav- 
ing out  the  magneto-electrical  apparatus,  substituting  for  it  simply  the 
residual  magnetism  and  adding  a  second  armature,  which  is  the  new  ele- 
ment of  his  inventiou.  He  has  taken  from  Messrs.  Wheatstone  and 
Siemens  their  return  of  the  curreat  upon  itself,  forcing  it  thus  to  Increase 
itself,  constantly  multiplying  itself,  and  like  them  rejecting  the  battery, 
for  which  there  is  no  necessity." 

If  othei^  do  not  go  quite  so  far  as  this  earnest  French  writer  in  desig- 
nating the  apparatus  of  Mr.  Ladd  as  the  "most  astonishing  object"  in 
the  whole  Exposition,  they  will  certainly  agree  with  him  in  his  admira- 
tion of  the  effects  of  this  beautiful  instrument,  and  in  his  d 
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them  as  "  grand,  unexpected,  and  mysterious."  Mr.  Ladd  is  stated  to 
have  borrowed  from  Messrs.  Wheatstone  and  Siemens  their  method  of 
causing  the  current  to  return  upon  itself. 

An  account  is  given  of  this  discovery  from  the  pen  of  the  discoverer, 
the  eminent  Dr.  Werner  Siemens,  of  Berlin,  who  seems  to  have  observed 
this  effect  and  utihzed  it,  apparently  concurrently  with  Professor  Wheat- 
stone,  but  in  reality  a  little  before  him,  as  will  be  seen  by  the  following 
letter  addressed  to  Professor  Morse : 

"  Berlin,  J)eemher  30, 1867? 

"  Herewith  I  send  you  the  translation  of  my  communication  to  the 
Academy  of  Sciences  in  Berlin.  I  have  had  it  done  in  London,  for  we 
are  very  weak  in  English  here.  As  you  see  by  the  date  of  the  eommn- 
nication,  the  publication  took  place  about  one  and  a  half  month  sooner 
than  my  brother's  and  Mr.  Wheatstone's  speech  in  London.  Already,  in 
November  of  last  year,  my  first  machine  was  in  working  and  made  known 
to  the  scientific  men  here.  Wheatstone  a<lded  something  new  to  it. 
Ladd  has  the  merit  of  having  shown  a  larger  machine  than  that  in  opera- 
tion in  Paris.  I  had  not  enough  macliine  power  in  the  Prussian  depart- 
ment, and  on  that  account  did  not  take  a  very  large  machine  with  two  cyl- 
inders, like  Ladd's.  If  you  should  visit  Berlin  on  your  return  journey, 
(which Ihope,)  I  can  show youthis  macliine,  which  givesabrillianteleetric 
light  and  produces  ten  cubic  centimeters  of  oxygen  and  hydrogen  gas 
per  second.  I  could  also  show  you  other  interesting  apparatus.  A  new 
mechanical  tachygrapher  for  Morse  writing,  and  an  electric  distance 
measurer.  This  would  be  especially  useful  to  steamships,  as  with  them 
we  can  measure  the  exact  dist-ance  of  steamers,  light-houses,  coasts,  &c., 
while  in  motion." 

"  On  the  C0NVEE.8I0N  0^  MECHANICAL  EFFECT  INTO  ELECTRIC  CUE- 
EENT  ■WITHOUT  THE  EMPLOYMENT  OF  PERMANENT  MACNETS. — WheU 
two  parallel  wires  forming  part  of  the  circuit  of  a  galvanic  battery  are 
approached  to  or  separated  from  each  other,  a  diminution  or  augmenta- 
tion of  the  strength  of  current  in  the  whole  circuit  is  observed,  accord- 
ing as  the  movement  is  in  the  direct  or  the  inverse  direction  of  the 
forces  which  the  currents  in  two  wires  exercise  reciprocally  upon  each 
other, 

"The  same  phenomenon  is  observable  still  more  remarkably  when  the 
poles  of  two  electro-magnets,  whose  wires  form  parts  of  the  same  galvanic 
circuit,  are  made  to  approach  or  recede  from  each  other.  If  the  direction 
of  the  current  in  one  of  the  wires  is  changed  at  the  moment  of  their 
greatest  or  least  distance,  as  is  the  case  in  all  electro-dynamic  rotating 
apparatus,  a  lasting  diminution  of  the  current  occurs  as  soon  as  the 
apparatus  is  put  into  motion.  This  diminution  of  the  eurrentofthe  bat- 
tery by  opposite  induction  cun-ent  it  is  which  renders  it  impossible  to 
employ  galvanic  electricity  aaceessfully  as  a  motive  for  the  production  of 
mechanical  effects.  Suppose  such  a  machine  to  be  turned  backward  by 
some  foreign  force,  it  is  evident  that  these  induction  currents  must  add 
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themselves  to  that  of  the  battery,  which  they  proportioually  strengthen; 
and  since  an  increase  of  this  circuit  current  is  necessarily  followed  by 
an  increase  of'  magiietisni  in  the  soft-iron  cores,  and  then  again  by  a 
fiirther  corresponding  increase  of  currents,  and  so  on,  the  accumulation 
very  soon  reaches  a  point  at  which  the  galvanic  battery  may  be  removed 
fcom  the  circuit  without  occa-sioning  any  perceptible  diminution  in  the 
resulting  curreftt.  The  moment  the  rotation  is  interrupted,  however, 
the  current  ceases  and  the  magnetism  vanishes.  Sufficient  magnetism 
remains,  nevertheless,  in  the  iron  to  cause  the  proeess  of  accumulation  to 
recommence  from  the  niomeut  tliat  the  rotation  is  renewed.  It  is  only 
necessary,  therefore,  to  magnetize  the  iron  once  by  a  galvanic  current 
of  short  duration  in  order  to  render  it  forever  afterwards  capable  of  being 
recalled  into  action  by  simple  rotation. 

"  The  direction  of  the  current  depends  upon  the  polarization  of  the 
residuary  magnetism ;  and  it  can  only  be  changed  when,  by  means  of  a 
galvanic  current,  the  residuai-y  magnetism  of  the  iron  is  changed. 

"  The  effects  here  described  take  place  also  with  every  electro-mag- 
netic machine  whose  movements  depend  upon  the  atti"action  and  repul- 
sion of  elec'ro-magnets  whose  wires  form  a  single  circuit.  Neverthe- 
less, in  order  to  provide  apparatus  especially  for  showing  powerfully  the 
phenomena  of  the  dynamo  element,  a  particular  construction  is  found  to 
give  the  best  results.  The  wire  of  the  stationary  electro  magnet  must 
have  a  sufficient  magnetic  inertia,  so  that  the  strength  of  the  attained  mag- 
netism does  not  diminish  during  the  reversing  of  the  current  in  the  wire 
of  the  rotating  armature.  It  ia  also  essential  that  the  armature  should 
be  so  constructed  that  during  its  rotation  the  opposite  polar  faces  of  the 
electro-magnet  should  be  always  magnetically  closed.  These  conditions 
are  best  fuliilled  by  the  employment  of  thetiand  form  of  armature  pro- 
posed by  me  some  years  ago,  and  which  has  since  then  come  very  gen- 
erally into  use.  The  armature  in  question  consists  of  a  cylinder  of  soft 
iron  rotating  upon  its  axis.  It  carries  an  insulated  wire  wound  in  two  deep 
longitudinal  grooves,  one  in  each  side.  The  poles  of  a  battery  of  per- 
manent raaguets,  or,  in  this  case,  those  of  the  stationary  electro-magnet, 
are  cut  out  so  as  to  let  the  armature  rotate  with  the  least  possible  space 
between  them. 

"  By  means  of  a  machine  constructed  upon  this  principle,'  if  the  pro- 
portions of  the  various  component  parts  are  justly  determined  and  the 
commutator  properly  placed,  and  a  sufficient  velocity  of  rotation  given 
to  the  barrel  armature,  a  current  may  be  produced  in  the  wire  which  is 
so  intense  that  it  develops  heat  enough  to  bum  the  covering  with  which 
the  wire  is  insulated.  This  accident,  however,  can  be  avoided,  when  tlie 
machine  is  required  to  be  kept  in  constant  action,  by  the  introduction 
of  resistances  or  by  moderating  the  velocity  of  rotation. 

"  Magneto-electro  inductors  do  not  increase  in  power  proportioually 
with  an  increase  of  dimension,  whereas  with  the  machine  in  question  the 
reverse  is  the  case.    The  reason  of  this  is  that  in  permanent  magnets  the 
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magnetism  increases  in  a  very  small  ratio  to  .the  weightof  metal  of  which 
tliey  are  made,  and  that  wdth  a  battery  of  permanent  magnets  it  is  im- 
possible to  concentrate  their  action  upon  a  limited  surface  without  their 
mutually  diminishing  their  strength  to  a  very  material  extent.  On  this 
account  steel  magnets  are  not  well  adapted  for  employment  in  magnet 
inductors  which  are  required  to  produce  very  strong  currents.  It  is 
true  that  such  machines  have  been  made  with  permanent  magnets, 
which  have  given  an  intense  electric  light,  but,  in  order  to  attain  this, 
they  were  required  to  be  of  colossal  dimensions,  and  were  correspond- 
ingly expensive.  In  addition  to  tliis,  the  magnets  lost  very  soon  the 
major  part  of  their  magnetism,  and  the  machine  therefore  its  forc«. 

"  Mr.  Wyld,  of  Birmingham,  has  lately  constructed  a  machine  for  the 
production  of  powerful  magneto-electric  currents,  whose  capability  he 
has  increased  by  the  employment  of  two  barrel  inductors  of  my  cou- 
Htruction,  as  described  above.  In  the  larger  of  the  two  he  has  substi- 
tuted an  electro-magnet  for  the  battery  of  permanent  magnets,  setting  it 
in  action  by  the  current  of  the  smaller  one,  and  as  the  electro-magnet 
becomes  more  strongly  magnetic  than  permanent  magnets  conoid,  the 
reshlting  current  is  correspondingly  stronger. 

"  It  is  easily  seen  that  Wyld  has,  by  this  construction,  considerably 
obviated  the  difficulties  found  in  employing  steel  magnets.  But  inde- 
pendently of  the  inconvenience  attending  the  use  of  two  inductors,  his 
apparatus  has  still  the  disadvantage  that  it  is  directly  dependent  upon 
the  steel  magnets  of  the  first  inductor  for  the  efficiency  of  its  opera- 
tions." 

SULPHATE   OF  MAGNESIA    BATTEEY. 

A  new  battery  is  described  by  Mr.  McG-owan,  generid  superintendent 
of  telegraphs  In  Victoria,  Australia,  as  producing  an  economy  over  the 
sulphate  of  copper  batterj-,  used  for  the  local  battery  to  work  the  regis- 
ter. 

This  form  is  known  as  the  sulphate  of  magnesia  battery,  and  has  been 
pat-ent-ed.  "The  containing  cell  is  of  more  than  ordinary  large  dimen- 
sions ;  the  negative  and  positive  elements  are  copper  and  zinc,  cylindri- 
cal in  form,  and  the  exciting  fluids  are,  1,  sulphate  of  magnesia,  in  the 
form  of  a  nearly  saturated  solution ;  2,  sulphate  of  copper  in  broken 
crj'stals.  The  former  surrounding  the  metals  in  the  "containing  vessel ; 
the  latter,  in  partial  solution,  admitted  through  a  perforation  at  the 
extremity  of  a  conical  glass  receiver  placed  within  the  interior  cylin- 
der." 

CONDUCTOES,  CABLES,  ETC. 

SUBMAEINE    TELEGRAPH    CABLES. 

In  consequence  of  the  success  which  has  attended  the  use  of  subma- 
rine telegraph  cables,  and  especially  the  great  success  of  the  Atlantic 
cable  enterprise,  the  attention  of  the  skillful  has  of  late  been  turned  to 
the  importance  of  improving  and  perfecting  them. 
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Tliere  were  many  electrical  experiments  made  with  submarine  con- 
ductors for  varioHB  scientific  purposes  previous  to  their  application  to 
telegraphy. 

It  is  beiieved  that  the  first  submarine  telegraph  line  was  laid  and  ope- 
rated in  Few  York  harbor  by  Morse,  in  October,  1842.  Although 
destroyed  early  after  its  submersion,  by  the  anchor  of  a  vessel  getting 
under  way,  it  was  not  destroyed  xintil  the  fact  of  its  ability  to  transmit 
dispatches  was  fully  demonstrated.  The  gold  medal  of  the  American 
Institute  was  bestowed  for  this  success. 

Since  that  date  the  skill  of  European,  especially  of  English,  French, 
and  Prussian  savans,  has  succeeded  not  only  in  unproving  the  construc- 
tion of  submarine  cables,  but  in  extending  them  in  various  directions 
from  the  United  Kingdom  across  rivers,  straits,  and  channels,  and  through 
seas,  until  the  islands  and  continents  of  the  eastern  hemisphere  are  to 
a  great  extent  telegraphically  united,  and  the  great  enterprise  of  the  day, 
the  Atlantic  telegraph,  through  the  skill  and  perseverance  and  capital 
of  English  and  Americans,  has  been  the  overcoming  of  the  apparently 
insurmountable  obstacle  of  an  ocean  deemed  until  recently  unfathom- 
able. It  is  unnecessary  here  more  than  to  allude  to  this  well-known 
enterprise,  since  the  exhaustive  history  of  it  is  familiar  to  all  who  have 
read  the  history  of  the  Atlantic  telegraph  in  the  gi-nphic  pages  of  Doctor 
Bnssell  and  the  Eeverend  Henry  PielcL 

COMPOUHD  TBLEGEAPH  WIEE. 

As  directly  connected  with  the  improvement  of  submarine  cables, 
attention  is  drawn  to  the  "compound  telegraph  wire,"  the  invention  of 
Moses  G.  Farmer,  esq.,  of  Boston,  who  exhibit«d  the  thermo  electric 
battery,  already  described,  page  52, 

Mr.  Farmer,  in  a  letter  to  Professor  Morse,  dated  Boston,  July  2Q, 
1868,  thus  describes  this  valuable  improvement,  and  the  tests  to  which 
it  has  been  subjected : 

"  I  sent  to  you,  a  little  time  since,  a  pamphlet  relatmg  to  our  new  com- 
pound telegTaph  wire,  composed  of  a  steel  core  and  a  copper  covering, 
the  whole  coated  with  an  alloy,  principally  tui,  for  preservative  purposes. 
You  will  take  in  at  a  gliince  the  numerous  advantages  of  this  wire. 

"As  has  been  most  fiilly  shown  by  Thomson's  researches,  and  amply 
demonstrated  by  the  working  of  the  Atlantic  cable,  the  speed  at  which 
a  hue  can  he  worked  is  directly  as  its  conductivity,  and  inversely  as  its 
electro-static  capacity.  The  distance,  also,  which  can  be  reached  is 
directly  as  the  conductivity,  and  as  the  degree  of  insulation.  Anything, 
therefore,  which  improves  the  conductivity,  or  diminishes  the  static 
capacity,  or  increases  the  insulation,  is  a  benefit- 

"  Let  us  look  for  a  moment  at  the  comparative  conductivity,  strength, 
and  specific  weight  of  iron,  steel,  and  copper.  1  have  carefully  measured 
and  recorded  one  or  all  of  these  elements  for  more  than  fifty  samples  in 
cominon  use.  I  find  upon  an  average  that  fi?om  two  and  three-quarters 
to  three  miles  of  common  telegraph  iron  wire  would  break  of  its  own 
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weight  if  suspended  vertically ;  about  one  mile  and  three-quarters  of 
copper,  and  about  seven  and  a  half  miles  of  the  steel  -which  we  use.  I 
copy  my  coethcieuts: 

Steel,  7.47  "J       /■'£i\ 

Galvanized  iron,  2.'J1  j-      (  ,^  I 
Copper,  1.72  3 

"Now,  for  weight  per  mUe,  take  the  diaineter  of  the  wire  in  inches, 
and  midtiply  its  square  by — 

For  steel,     13373.'") 
For  iron,      13SO0.  [     (  ^» ) 
For  copper,  15400.  j 
"The  result  will  be  the  weight  per  mile,  5280  feet. 
"  Sow,  for  conductivity,  assume  as  unity  a  roimd  wire  of  chemically 
pure  copper,  one-twentieth  of  an  inch  in  diameter;  it  would  weigh  thirty- 
nine  and  one-ninth  pounds  per  mile.    I  will  copy  my  latest  coeffleients, 
which,  if  midtiplied  by  the  weight  per  mile,  will  give  the  actxial  con- 
ductivity in  terms  of  the  unit  above  a 


it) 


For  steel,  m2(J2. 

For  copper,  .02045. 

For  g'idvanized  iron,  .00355. 

' '  The  coefaeicnt  for  copper,  .02045,  is  one  for  commercial  copper,  which 

T  used  in  making  up  the  tables  in  the  pamphlet  referred  to.     We  now 

use  a  copper,  for  which  the  proper  coefflcient  is  .02301,  or  ninety  per 

cent,  of  pure  copper,  (which  would  be  .02556.) 

"The  resistance  of  52Si}  feet  of  pure  copper  wire,  weighing  39.11 
pounds,  would  be  about  21.3  B.  A.  units. 

"Xow,  with  the  help  of  these  coefficients,  let  us  examine  two  or  three 
wires.    No.  8  iron  wh'e  weighs  three  hundred  and  seventy-five  pounds 
per  mile.    {Tide  Shaffner,  L.  Clark,  M.  G.  Farmer.)    Hence  its  tensile 
strength,  or  the  weight  which  would  break  a  short  length  of  it,  would  be 
T=2.9x375=1087  pounds,  and  its  conductivity  would  be  C=.00355x 
375=1.331— Farmer's  latest;  (C=1.298,  L.  Clark.)    This  refers  to  ordinary 
galvanized  iron  wire,  at  about  ten  or  ten  and  a  half  cents  per  pound,  and 
not  Washburn's  best  at  fourteen  cents. 
"  Now,  take  fifty-six  poimds  per  mile  of  steel : 
ItsT=7.47x56=418. 
Its  C=.00262x50=.1467. 
"Take,  now,  fifty-sis  pounds  of  copper  per  mile,  and  we  have: 
ItsT=1.72       x56=      96. 
ItsC=  .02045x56=1.145. 
Or  it8C=  .02301x56=1.288. 
"  Now  the  combined  strength  of  the  two  would  be — 
T  steel  -f  T  copper  =  T  compound. 
418+96=514  pounds. 
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"And  the  combintMl  conductivity  would  be — 

C.  steel  +  C  copper  =^  G.  coinpound. 
.146+1.145=1.291. 
"Or,  as  we  now  make  it — 

.146+1.288=1.434. 
"Tlius  we  have  a  compound  wire  weigliiiig  one  hundred  and  twelve 
pounds  per  mile,  having  a  conductivity  of  from  1.291  to  1.434,  according 
to  the  copper  used,  fully  equal,  if  not  superior,  to  that  of  average  No.  8 
galvanized  iron  wire,  (1.298  to  1.331,)  which  compound  wire  wUl  require 
^J4=*-5Sj  or  four  and  a  half  miles,  to  be  suspended  vertically  to  break  of 
its  own  weight,  being  more  than  fifty  per  cent,  stronger  than  iron  Tvire  in 
proportion  to  the  weight  which  it  has  to  sustain.  Hence  it  can  proba- 
bly be  put  up  Avitli  fewer  poles  per  mile,  thus  increasing  the  degi'ee  of 
insulation. 

"I  will  here  insert  two  tables : 

Galvanized  iron  wire. 
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"  So  that  with  twenty-three  posts  per  mQe,  instead  of  thirty-eight,  the 
insulation  would  be  33— 23-7-23=jS^=  sisty-flve  per  cent,  better,  and 
with  a  sag  of  two  feet,  the  strain  on  the  wire  at  the  insulator  would  be 
only  about  one-seventh  of  that  required  to  break  a  short  length  of  the  wire ; 
and  with  a  sag  of  only  one  foot,  the  strain  would  be  less  than  one-third  of 
its  ultimate  strength.  The  imiformity  and  homogeneity  of  the  steel  ren- 
der it  less"  likely  to  break  from  flaws,  (and  the  short  experience  wliich  we 
have  had  with  it  shows  this.}  The  saving  of  cost  per  transportation  is 
evident  at  a  glance. 

''Now  let  ns  look  at  a»larger  wire.  Suppose  187  pounds  per  mile  of 
ateel  and  188  poimds  per  mile  of  copper  equal  375  pounds  per  mUe, 
(same  weight  as  a  No.  8  galvanized  iron,  which  has  a  tensile  sti-ength  of 
1087,)  and  a  conductii-ity  of  1.331  (at  best  average :) 
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"Here  we  have  an  increase  over  Ko.  8  of  1720— 1087 4-1087=/^,  or 
flfty-eiglit  per  cent,  m  tensile  strength,  anincreaaeof  4.814—1.331-^-1.331 
=261  per  cent. ;  or,  in  other  words,  we  cotild  reach  three  and  a  half  times 
as  fer  with  the  compound  wire  as  with  the  iron  of  equal  weiglit  per  mile, 
while  the  insulation  could  be  improved  by  the  use  of  fewer  poles  per 
mile,  this  wire  being  nearly  sixty  per  cent,  the  stronger." 

Table  shotoing  the  relative  weight,  strength,  and  eonducUvit;/  of  the  com- 
pound and  other  wires. 
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Table  NO.  8. 
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ErplmuUian  lif  Coiliinns.— lul.  ij")  weiglit  per  mile;    ad,   (TJ    te 
4th.  (^)  Bonduotivlty  oonjpated  wltL  common  No.  8  galyanizei  wi 

poond  wire  of  eqnal  oonducHyily ;  table  No.  5,  componnd  wire  of  ei 
So.  6,  compDuDd  wire  of  equal  weight  aod  conducIiTlt;  i   table  t4 
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The  improvement  of  Mr.  Fanner  ia  the  construction  of  telegraph  wire 
is  considered  of  so  much  importance  as  to  warrant  the  insertion  here  of 
a  more  detailed  specifteation  of  its  advantagesj  and  in  view  of  the  obsta- 
cles encoimtered  in  the  construction  of  lines  in  the  Ottoman  Empire,  to 
■which  the  energetic  director  of  Turkish  telegraphs  alludes  in  his  letter 
to  the  United  States  minister  resident  in  Constantinople,  inserted  in 
Chapter  VI,  (obstacles  occasioned  by  the  accumulation  of  ice  upon  the 
wires  in  certain  localities,)  we  specially  commend  the  fact  that  the  com. 
pound  wire  seems  specially  adapted  to  ob\-iate  these  difficulties : 

"There  is  a  growing  tendency  in  this  and  other  countries  to  employ 
larger  wire  for  telegraph  purposes,  in  order  to  obtain  a  greater  conduct- 
ing capacity. 

"  Notwithstanding  the  many  disadvantages  attending  the  use  of  large 
telegraph  wire,  Ko,  i  has  been  adopted  on  important  Itues  and  for  long 
circuits,  in  England,  Russia,  and  other  countries,  solely  for  its  superior 
conductivity;  and  it  is  well  understood  by  telegraphers  in  general,  that 
for  the  rapid  and  successful  operations  of  the  circuits,  much  depends 
upon  this  element.  Especially  is  this  the  case  in  wet  weather  and  upon 
long  lines. 

"Under  certain  conditions  of  the  Unes,  consequent  upon  wet  weather, 
superior  condueUvity  will  accomplish  that  wMch  increased  battery  power 
utterly  fails  to  do;  and  repeaters  at  intermediate  offices,  with  their  ne- 
cessary main  batteries,  accomplish  but  imperfectly  and  unsatisfeetorily, 
as  a  general  rule,  and  in  many  cases  fail  to  do  altogether. 

"Pure  copper  wire,  having  a  conduetiug  capacity  of  nearly  seven  times 
that  of  galvanized  iron  wire,  has,  of  course,  a  great  advantage  in  this 
respect  for  telegTaph  purposes.  Its  use,  however,  has  been  i^revented 
in  consequence  of  lack  of  sufficient  strength  to  sustain  itself. 

"In  the  American  compound  telegTaph  wire  this  vital  objection  to  the 
em.ployment  of  copper  alone  for  this  purpose  is  obviated,  and  a  conduc- 
tivity and  relative  strength,  superior  to  that  of  galvanized  iron,  are 
combined  in  a  lighter  wire. 

"The  composite  parts  of  this  wire  are  steel  and  copper,  the  steel  form- 
ing the  core,  and  serving  mainly  for  strength,  while  the  copper  serves 
more  especially  as  a  superior  conductor. 

"  In  regard  ta  relative  strength  it  is  well  known  that  the  breaks  in 
ordinary  galvanized  telegraph  wire,  occasioned  by  accunmlations  of  ice 
and  snow,  and  fix>m  other  causes,  occur  at  weak  points,  or  at  imperfec- 
tions which  are  caused  by  flaws  existing  in  the  iron  before  galvanizing, 
as  well  as  from  the  effects  of  that  process. 

"We  therefore  claim  that  our  compound  wire,  even  with  a  relative 
strength  no  greater,  theoretically,  than  that  of  a  galvanized  iron  wire, 
win  be  much  less  liable  to  breakage  from  these  causes,  in  consequence 
of  the  uniformity  of  strength  in  the  steel  core,  while,  in  fact,  the  relative 
strength  itself,  of  the  compound  wire,  is  very  much  the  better  of  the 
two.     (See  table  beyond.) 
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"Steel  wires,  of  sizes  varying  from  No.  12  to  No.  16,  stretche-d  fi-oni 
pole  to  pole,  across  streams  from  one-qiiarter  to  three-quarters  of  a  mile 
in.  widtli,  in  the  United  States,  wMcli  have  withstood  the  accumulations 
of  ice  and  sleet  for  years,  are  good  illnstrations  in  tliis  connection.  One 
special  instance  may  be  cited  of  a  No.  16  steel  wire,  between  foiirteen 
hnndred  and  fifteen  himdred  feet  in  length,  which  has  been  in  operation 
across  the  Kennebec  Eiver,  in  Maine,  for  the  past  eight  years;  and  which, 
we  are  informed  by  the  superintendent  of  the  line,  has  parted  twice  only 
during  that  period — in  each  case  having  teen  untwisted  at  a  joint  by 
the  great  strain  upon  it  caused  by  an  immense  accumulation  of  ice,  the 
■wire  itself  remaining  intact, 

"  The  advantages  of  increased  conductivitj'  and  strength  having  been 
briefly  set  forth,  there  are  other  practical  advantages  to  be  gained  in  the 
use  of  the  American  compound  telegraph  wire,  to  which  we  would 
respectfiilly  call  the  attention  of  contractors  and  telegraph  companies. 
"Large  wire  is  used  only  because  of  its  superior  conductivity;  and  it 
is  obvious  that  a  light  wire  is  preferable  in  handling  and  stringing",  which 
can  be  done  with  less  labor. 

"Also,  maintaining  a  superior  conductivity  and  relative  strength,  the 
lightness  of  this  wire  will  admit  of  an  average  of  at  least  ten  poles  to 
the  mile  less  than  would  be  otherwise  neeessaiy. 

"  This  reduction  in  the  number  of  poles  per  mile  will  not  only  conduce 
to  economy  in  construction,  but  it  will  effect  a  decrease  of  twenty-flve 
per  cent,  or  more  in  escape  of  the  electric  current. 

"  In  stringing  over  the  tops  of  buildings,  stretches  may  be  safely  made 
double  the  length  of  those  taken  with  the  ordinary  telegraph  wire,  and 
yet  with  less  strain  upon  the  insulators. 

"Another  jioint  in  its  favor  is  the  imperishable  nature  of  copper, 
which,  in  this  wire,  is  the  exposed  metal;  the  zinc  coating  of  the  gal- 
vanized iron  being  deteriorated  near  the  sea,  and  from  the  effect  of  gases, 
&c.,  ft-om  chimneys,  while  copper  will  remain,  under  such  conditions, 
unimpaired.  In  fact,  under' all  circumstances,  the  durability  of  the  com 
pound  wire  is  greatly  superior  to  that  of  the  galvanized  wire  in  general 
use. 

"In  the  construction  of  lines  there  are  many  cases  in  which  the 
expense  of  transportation  of  telegraph  wire  from  the  manufiictory  to  its 
destination  is  an  item  of  considerable  magnitude.  By  reference  to  the 
accompanying  table  it  will  be  readily  seen  thaH  with  the  same  or  a  much 
greater  conductivity,  as  compared  with  galvanized  h'on,  the  compoimd 
wire  weighs  very  materially  less,  with  no  disadvantage  whatever  arising 
from  its  lightness. 

"Referring  again  to  'conductivity,'  which  has  been  the  chief  object- 
ive point  in  the  production  of  this  wire,  it  will  be  observed  that  this  ele- 
ment may  be  largely  increased  without  sacrificing  strength,  and  without 
recourse  io  an  unwieldy  and  cumbersome  medium  for  conduction. 
"Increased  conductivity  admits  of  a  rediiction  in  battery  power,  with 
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a  consequent  decrease  iu  the  escape  of  electricity.  Long  circuits  are 
worked  with  greater  facility,  and  the  rains  and  the  fogs  lose  their  time- 
honored  power  to  prevent  the  passage  of  the  electric  cnn-ent  where  it 
should  properly  flow. 

So.  I. — Commercial  taMeshmcing  the  absolute  and  relative  strength  and  con- 
duetimty  of  the  compound  wires. 
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"  The  term  relative  streugtli,  used  iu  tlie  preceding  tables,  denotes  the 
quotient  obtained  by  dividing  tlie  strain  wliicli  would  break  the  wire  by 
ita  weight  per  mile. 

"The  gauge  here  used  is  that  employed  by  Washburn  and  other  tele- 
graph-wire makers. 

"  Table  I  compares  several  sizes  of  galvanized  iron  wire  with  the 
American  compound  telegraph  wire  of  equal  conductivity  and  a  relative 
strength  from  thirty  to  ninety  per  cent,  greater,  showing  that  _  the  com- 
pound wire  need  have  only  about  one-third  the  weight  of  galvanized 
iron  wire  to  be  relatively  stronger,  and  at  the  same  time  to  possess  equal 
or  greater  conductivity. 

"  It  is  evident  why  this  should  be  so,  since  the  best  commercial  cop- 
per possesses  more  than  six  times  the  average  conducting  capacity  of 
galvanized  iron  wire ;  and  the  steel  which  enters  into  the  compound 
wire  has  nearly  three  times  the  tensile  strength  of  galvanized  iron  wire  of 
equal  size. 

"The  relative  strength  of  the  steel  which  is  used  in  the  American 
comiH>iind  telegraph  wire  averages  7.47 ;  that  of  the  copper,  1.72 ;  whUe 
the  average  relative  strength  of  galvanized  iron  wire,  as  found  by  testing 
\tarlous  samples  of  the  best  iu  the  market,  is  only  2.9. 

"Hence  it  is  clearly  evident  that,  by  varying  the  proportions  of  steel 
and  copper  in  the  compound  wire,  any  desired  relative  strength  can  be 
given  between  the  limits  of  1.72  and  7.47 ;  and,  at  the  same  time,  any 
desired  conductivity  can  be  had  along  with  it. 

"  It  will  he  seen,  however,  that  a  high  relative  strength  is  more  costly 
than  a  low  one,  for  the  reason  that  steel  possesses  a  less  specific  conduc- 
tivity than  copper,  and  this  dilterence  of  conductivity  is  greater  than  the 
difference  of  cost. 

"  But,  in  the  construction  of  lines  of  telegraph,  while  an  increased 
relative  strength  adds  to  the  cost  of  the  wire  used,  it,  on  the  other  hand, 
effects  a  saving  iu  the  number  of  poles  and  insulators  required,  thus 
reducing  the  total  cost  of  material  and  its  transportation,  which  is  often 
of  great  importance ;  therefore  increased  relative  strength,  is,  on  the 
whole,  more  economical. 

"  Table  II  shows  wires  of  difterent  conductivities,  all  possessing  a  rela- 
tive strength  of  four. 
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"  In  table  III  the  wires  all  show  a  i-elative  strength  of  five,  while 

"Table  lY  shows  wires  with  a  relativeetrengthof  only  three,  whicli  is 
at  least  three  per  cent,  better  than  the  average  of  telegraph  wire,  and 
the  strength  of  the  larger  sizes  is  certainly  ample.  Prom  this  table  it 
appears  that  we  can  get  the  eondnctivity  of  a  No.  8  galvanized  iron  wire 
by  using  a  compomid  wire  weighing  only  eighty  poiuids  per  mile.  Such 
a  wire  wonld  be  handled  with  the  greatest  ease,  as  a  man  coxild  readily 
carry  a  mile  or  more  upon  his  back. 

"  By  using  either  of  the  two  larger  sizes  sho  wn  in  this  table,  all  the 
advantages  of  a  heavy  iron  wire,  which  would  weigh  from  five  hundred 
to  seven  hundred  poxmds  per  mile,  can  be  secured  by  a  compound  wire 
weighing  less  than  one  hundred  and  seventy-five  pounds  per  mile. 

"  Other  sizes  than  these  in  the  above  tables  can  be  made  possessing 
intermediate  or  greater  relative  strength  and  of  any  desirable  conduc- 
tivity. 

"  The  foregoing  tables  are  based  on  the  employment  of  a  copper  which 
shall  possess  seventy-eight  one-hundred  ths  of  the  conductivity  of  a  chemi- 
cally pure  copper  wire. 

"The  standard  unit  of  conductivity  here  emiiloyed  is  that  of  a  round 
copi>er  wire  one-twentieth  of  an  inch  m  diameter,  chemically  pure,  and 
one  foot  in  length, 

"  In  making  up  tie  coefBcients  of  tensile  strength,  conductivity,  and 
weight  per  mile  of  galvanized  iron  wire,  for  comparison  ■with  the  com- 
pound, as  per  tables,  careful  tests  were  made  and  an  average  taken  from 
several  samples,  including  some  of  the  best  qualities  found  in  the  mar- 
ket." 

At  the  risk  of  some  repetition  the  following  observations  upon  con- 
ductors and  insulation  are  extracted  from  a  more  recent  publication  by 
the  American  Oompound  Telegraph  Wire  Company,  of  which  Mr.  Moses 
G-.  Farmer  is  the  consulting  electrician : 

"The  method  most  commonly  in  use  now,  and  always  likely  to  be,  for 
the  construction  of  lines  of  telegraph,  is  to  stretch  a  line  of  wire  in  the 
air  trom  one  pole  to  another,  attaching  it  to  the  pole  by  the  intervention 
of  an  insulator,  connecting  each  end  of  the  circuit  with  the  ground.  Tlie 
reason  we  use  an  insulator  is  that  we  wish  to  transmit  as  much  as  pos- 
sible of  the  current  to  the  far  end  of  the  line  before  it  enters  the  ground. 

"Now,  as  a  current  of  electricity  divides  itself  into  as  many  branches 
as  there  are  paths  open  for  it  to  travel  in,  and  since  the  proportion  of  the 
whole  current  flowing  in  any  particular  path  depends  on  the  conductirity 
of  that  particolar  path,  in  comparison  with  the  sum  of  the  conductivities 
of  all  the  paths,  we  wish  to  diminish  the  number  and  value  of  the  paths 
of  escape  down  the  several  posts  which  support  the  line. 

"To  maintain  a  current  of  electricity  in  a  line  of  telegraph  we  employ 
some  form  of  galvanic  battery.  Tliose  most  generally  used  are  the  Grove 
nitric  acid  and  the  Daniel's  sulphate  of  copper  battery.  About  five  of 
tho  latter  are  equivalent  to  three  of  the  former  in  ability  to  work  a  long 
line. 
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"  Since,  however  good  the  insulator  may  l>e,  aome  small  portion  of  the 
current  escapes  from  the  line,  over  it,  dowii  the  post  to  the  ground,  it  is 
mauifest  that  if  the  line  be  long,  the  posts  many,  and  the  insulators  very 
poor,  a  small  portion  only  of  the  entering  current  may  reach  the  far  end 
of  the  line. 

"The  law  which  governs  this  may  be  thus  enunciated.  If  thecurrent 
upon  the  line  near  the  battery  be  called  the  entering  current,  and  that 
upon  the  distant  end  near- where  it  enters  the  ground  be  called  the  arriv- 
itig  cxirrent,  then  the  distance  to  which  any  stated  fraction  of  the  enter- 
ing current  will  reach  is  proportioned  directly  to  the  square  root  of  the 
conductivity  of  the  wires,  to  tlie  square  root  of  the  insulating  power  of 
the  insulator,  and  inversely  to  the  square  root  of  the  number  of  poles  per 
mile  used.  It  is  customary,  of  late,  to  compare  the  resistance  of  differ- 
ent wires  with  one  another,  by  referring  them  to  the  standard  adopted  by 
the  British  Association  for  the  Advancement  of  Science. 

"This  unit  is  sometimes  called  an  ohm,  or  an  ohmad,  a  name  given  in 
honor  of  Dr.  G.  S.  Ohm,  who  so  fully  developed  the  laws  which  govern 
tie  distribution  and  action  of  a  galvanic  current ;  an  unit  a  million  times 
larger  than  this,  and  called  a  megohm,  is  used  to  compare  the  resistance 
of  insulators. 

"A  round  wire  of  pure  copper,  one-twentieth  of  an  inch  in  diameter  and 
about  two  hundred  and  fifty  feet  in  length,  nearly  represents  this  unit  of 
resistance;  a  nearer  representation  of  it  is  a  round  wire  one  foot  in  length, 
and  one  hundred  and  forty-eight  one-thousandths  of  an  inch  in  diameter, 
made  from  an  alloy  composed  of  two  parts  of  sUver  and  one  part  of  pla^ 
tinura. 

Since  a  pure  copper  wire  is  from  six  to  eight  times  as  good  a  conductor 
as  an  average  iron  wire  of  the  same  size,  and  since  the  distance  to  which 
we  can  work  a  line  of  telegraph  depends,  among  other  things,  upon  the 
conductivity  of  the  line,  it  is  plain  that  it  would  be  desirable  to  uSe  cop- 
per if  it  answered  as  well  in  other  respects  as  it  does  for  conductivity; 
and  the  first  lines  in  this  country  were  actually  constructed  of  copper, 
but  it  was  soon  found  that  its  ductility  and  inferior  tenacity  rendered  it 
inapplicable  to  the  piirpose.  So  iron  wires  soon  came  to  be  substituted 
for  copper,  and  size  Ifo.  9,  weighing  about  three  hundred  and  twenty 
pounds  per  mile,  was  selected,  as  it  seemed  to  generally  possess  about  the 
same  conductivity  as  did  the  No.  16  copper  wire,  which  had  been  hitherto 
used. 

"  Since  1847  iron  ivire  has  been  almost  wholly  used  in  this  country, 
until  within  the  past  year,  when  the  American  compound  telegraph  wire 
made  its  appearance.  This  wire  is  the  result  of  almost  numberless 
attempts  which  liave  been  made  to  utilize  the  well-known  conducting 
power  of  copper ;  and  it  is  at  last  accomplished  by  uniting  copper,  the 
best  conductor,  with  steel,  the  stixingest  known  material ;  thus  at  once 
securing  lightness  and  strength  with  great  conductivity  in  the  same  wire, 
copper  being  six  or  eight  times  as  good  a  conductor  as  iron,  and  steel 
being  twice  or  thrice  as  strong. 
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"The  American  compoimd  telegraph  wire  has  a  core  of  carefully- 
selected  and  well-manipulated  steel,  which  core  is  first  tinned,  and  then 
has  drawn  upon  it  a  strip  or  ribbon  of  the  very  best  Lake  Superior  cop- 
per, which  is  selected  with  the  greatest  care. 

"  In  the  course  of  its  mannfacture  it  goes  through  a  great  nnmber  and 
variety  of  processes,  such  as  annealing,  tempering,  drawing,  &c,,  and  the 
completed  wire  is  finished  by  passing  it  through  a  bath  of  melted  tin,  by 
which  the  copper  and  steel  are  welded  into  and  made  one  complete  whole. 

"The  smaller  sizes  are  generally  drawn  into  lengths  of  one  thousand 
to  fifteen  hundred  feet,  and  are  put  up  in  mile  bundles,  three  or  more 
pieces  being  carefully  joined  together  at  the  factory. 

"  A  wire  of  ordinary  iron,  weighing  about  three  hundred  and  twenty 
pounds  per  mile,  and  known  to  the  trade  as  No.  9,  will  offer  from  seven- 
teen to  twenty-two  units  of  resistance  or  ohms  to  the  mile.  A  compound 
wire  composed  half  of  steel  and  half  of  copper,  offering  the  same  mileage 
resistance,  will  weigh  only  about  one  hundred  pounds  per  mile ;  an  iron 
wire  of  average  quality,  weighing  three  hundred  and  seventy -five  jjounds 
per  mile,  and  known  as  No.  8,  will  offer  the  same  mileage  resistance  as  a 
compound  wire  of  less  than  one-third  that  weight. 

"  None  is  suffered  to  go  out  from  the  factory  as  first-class  wire,  in 
which  the  conductivity  of  the  copper  is  less  than  ninety  per  cent,  that  of 
chemically  pure  copper. 

"It  is  manifestly  a  great  advantage  to  use  a  light  wire,  if  it  presents 
the  required  ability-  to  sustain  itself,  since  it  produces  less  strain  upon 
the  insulators,  which  are  always  brittle,  and  requires  posts  of  less 
strength  to  sustain  it.  The  cost  of  transportation  is  also  less,  as  also  is 
the  cost  of  haudliug  in  strioging,  &e. 

"The  compound  wire  possesses  another  advantage,  based  on  the  fact 
that  steel,  even  at  a  low  temper,  possesses  a  gi'cat  degree  of  elasticity, 
so  much  so  that  it  can  be  stretched  or  elongated  one  two  hundred  and 
fiftieth  part  of  its  length  without  taking  a  permanent  set ;  but  will,  upon 
removal  of  the  strain,  return  to  its  original  leugth ;  and  it  is  a  fact  that 
when  a  tree  falls  upon  a  line  of  the  compound  wire  and  does  not  break 
it,  when  the  tree  is  removed  the  wire  returns  nearly  or  quite  to  its  original 
position,  instead  of  remaining  stretched  as  does  an  iron  wire. 

"  From  this  cause  a  line  of  compound  wire  keeps  np  to  ita  original 
height,  and  does  not  sag  more  and  more  year  after  year,  as  au  iron  wire 
does. 

"In  order  to  show  clearly  the  advantages  which  the  compound  wire 
offers  in  the  construction  of  lines  of  telegraph,  it  may  be  well  to  com- 
pare the  relative  conditions  as  to  strength  and  ability  to  work  lines 
built  of  iron  wire,  with  equally  effteient  lines  constructed  with  compound 
wh'e. 

"  A  very  common  mode  of  construction  has  been  to  use  No.  0  iron  wire, 
weighing  three  hundred  and  twenty  pounds,  and  putting  it  up  on  thirty- 
five  poles  per  mile,  with  glass  insulators  on  wooden  pins,  which  insula- 
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tors,  in  a  long-eontiQued  rain-storm,  would  not  offer  more  than  two  or 
tlir&e  megohms  of  resistance.  We  will  suppose  one  wire  used,  the  posts 
to  be  twenty-five  feet  above  ground.  If  the  wire  be  of  very  good  quality 
it  will  offer  eighteen  ohms  per  mile  of  resistance,  and  if  it  be  soft  it 
will  generally  breat  at  a  strain  of  about  one  thousand  pounds;  hnt  there 
being  always  more  or  less  of  flaws  in  a  mile  of  the  wire,  if  it  he  put  up 
very  taut  it  will  breat  a  few  times  the  first  year.'  We  will  suppose  the 
posts  one  hundred  and  fltfty  feet  apart,  and  the  sag  of  the  wire  midway 
between  the  posts  to  be  nine  inches ;  this  would  be  called  pultfed  up  pretty 
straight.  The  strain  ou  the  wire  near  the  insulator  would  be  two  hun- 
<lred  and  fifty  pounds,  or  twenty-five  per  cent,  of  the  ultimate  strength 
of  the  iron ;  and  it  would  be  more  than  that,  as  the  streng-th  of  a  wire  is 
that  of  its  weakest  cross-section,  and  tliere  being  occasional  flaws,  two 
hundred  and  fifty  pounds  would  sometimes  be  as  much  as  one-third  of 
the  real  strength  of  the  wire. 

"  With  a  mileage  resistance  of  eighteen  ohms,  and  with  thirty-five  in- 
sulators per  mile,  which  offer  three  megohms  resistance  each  in  a  very 
rainy  day,  the  fraction  of  the  entering  current  which  would  reach  the 
end  of  the  line,  two  hundred  and  fifty  miles  distant,  would  be  about  five 
and  one-third  per  cent.  The  api»arent  resistance  of  the  line,  measured 
from  one  end,  wonld  be  only  about  two  hundred  and  thirty-eight  ohms, 
instead  of  four  thousand  five  hundred,  which  it  would  be  if  the  line  were 
insulated  to  absolute  perfection.  Suppose  now  that  ordinarily  thirty 
Grove  cups  are  used  at  one  end  only,  the  total  electro-motive  force  of  the 
thirty  cups  wOl  be  about  forty-eight  volts,  and  the  internal  resistance  of 
the  thii:ty  cups  should  not  exceed  twelve  ohms ;  then  the  tot-al  resistance 
of  the  circuit,  with  all  the  relays  ea:  out,  would  be  238 +12^250  ohms, 
and  the  strength  of  the  entering  eui'rent  -would  be  one  hundred  and 
ninety-two  thousandths  of  a  megafarad,  or  one  hundred  and  ninety-two 
thousand  fiirads. 

"This  is  from  ten  to  fifteen  times  as  much  strength  of  current  as  is 
ordinarily  required  to  work  a  relay;  and,  indeed,  the  live  and  one-third 
per  cent,  of  it,  or  ten  thousand  one  hundred  and  seventy-six  farads  is 
amply  sufBcient  to  work  the  relay  at  the  distant  end  of  the  line. 

"  We  will  now  suppose  that  we  employ  a  compound  wire  weighing 
two  hundred  pounds  per  mile,  ninety  pounds  of  this  wire  being  steel 
and  one  hundred  and  ten  pounds  of  it  being  copper — its  breaking  stfain 
will  be  about  one  thousand  and  forty  pounds;  one-fourth  of  this  will  be 
two  hundred  and  sixty  pounds,  and  if  it  be  put  up  on  nineteen  posts 
per  mile,  with  a  sag  of  sixteen  inches  midway  between  the  poles,  the 
ratio  of  the  span  to  the  sag  will  be  the  same  as  In  the  former  case.  The 
tension  on  the  wire  will  be  the  same  fraction  of  its  ultimate  strength, 
as  in  the  case  of  the  iron  wire  on  thirty-five  poles  per  mile;  and  from  its 
superior  homogeneity  it  will  be  less  likely  to  break. 

"N'ow,  on  aline  thus  constructed,  the  conducting  resistance  being 
7.72  ohms  per  mile,  and  there  being  only  ninete'en  insulators  of  three 
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megohms  each  per  mile,  we  ahall  fiud  that  tMrty-four  per  cent,  of  the 
euteiiiig  curreut  am\'es  at  the  terminal  station,  two  hundred  and  fifty 
miles  distant,  instead  of  five  and  oue-third,  as  with  the  No.  9  iron  wire; 
and  we  shall  find  that  twelve  cups  of  ©rove's  battery  will  canse  as  strojig 
a  cnrrent  to  arrive  at  the  distant  end  as  did  the  thirty  cupa  on  the  pre- 
vious iron  wire. 

"Some  of  the  best  constructed  lines  in  the  United  States  use  a  wire 
of  extra  quality,  weighing  three  hundred  and  eighty  pounds  per  mile, 
with  as  Iowa  mileage  resistance  as  thirteen  ohms. 

"These  lines  are  built  on  thirty-eight  tfl  forty  posts  per  mile,  with 
glass  insulators  that  in  a  hard  rain  do  not  show  more  than  nine  meg- 
ohms resistance  each. 

"A  line  so  constructed  would  be  capable  of  transmitting  ninety  per 
cent,  of  the  entering  curreut  to  a  tenninal  station  seventy  miles  distant, 
and  ten  per  cent,  of  the  current  to  a  terminal  station  four  hundred  and 
eighty-four  miles  distant. 

"  But  if  a  compound  wire,  half  of  steel  and  half  of  copper,  weighing 
one  hundred  and  forty  pounds  per  mile,  and  having  a  mileage  resistance 
of  twelve  ohms,  be  put  on  twelve  posts  instead  of  thirty-eight,  with  the 
same  kind  of  insulators,  we  should  find  that  ninety  per  cent,  of  the 
entering  current  could  be  ti'ansmitted  over  a  line  one  hundred  and 
thirty-one  miles  long,  and  ten  per  cent,  over  a  line  seven  hundred  and 
fifty  miles  in  length. 

"  If,  instead  of  the  compound  wire,  weighing  one  hundred  and  forty 
pounds — only  about  three-eighths  the  weight  per  mile  of  the  iron — we 
mate  it  weigh  the  same,  namely,  three  hundred  and  eight  pounds  per 
mile,  its  mileage  resistance  would  be  only  four  and  five-tenths  ohms; 
and  if  it  be  put  up,  as  in  the  last  example,  we  shonld  find  that  ninety 
per  cent,  of  the  cirrrent  would  be  received  at  a  terminal  station  two 
hundred  and  thirteen  miles  distant,  and  similarly  ten  per  cen.t.  at  a  sta- 
tion twelve  hundi'ed  and  twenty-five  miles-  away. 

"  It  is  clear  that  the  principle  involved  in  the  foregoing  examples, 
namely,  transmitting  an  increased  percentage  of  the  curreut  by  means 
of  superior  conductivity,  or  insulation,  or  both,  is  applicable  to  the 
double  transmission  and  other  intricate  systems,  as  well  as  to  the  work- 
ing of  long  circuits,  and  general  operations  in  humid  weather. 

"Ina-eased  conductivity  becomes  of  special  importance  to  those  sys- 
tems which  strive  for  greatly  increased  rapidity  of  transmission,  par- 
ticularly on  long  lines,  as  this  feature  fltowe  aids  us  to  overcome  the 
retardation  due  to  lateral  indoction. 

"  Its  special  advantages  are  also  manifest  on  lines  which  may  be  liable 
to  contact  with  trees,  as  the  percentage  of  a  current  which  will  pass 
beyond  a  given  local  fe>ult  will  be  greater  as  tlie  conductivity  of  the 
wire  is  increased.  In  other  words,  the  greater  the  conductivity  of  the 
wire  the  less  the  escape  from  it. 

"  We  have  thus  endeavored  briefly  to  set  forth  a  few  of  tlic  advan- 


.A_iOOg[c 


TELEGRAPHIC  APPARATUS,  ETC.  73 

tages  whieli  this  wire  offers  to  enterprising  contractors  and  companies 
whicli  desire  to  remove  tlie  odium  that  has  liitlierto  been  tlie  staudiog 
rei)roa«b  of  American  lines." 

THE   MORSE   BATHOMETER. 

This  is  an  instrnment  designed  to  aid  submarine  telegraphy  exhibited 
by  Sidney  E.  Morse  and  G.  Livingston  Morse,  of  Ifew  York.  In  reg-ard 
to  this  bathometer  the  pertinent  remarks  of  C.  W.  Siemens  upon  the 
apparatus  in  the  Exhibition,  in  England,  of  X862,  may  be  quoted.  He 
says:  "New  discoveries  and  inventions,  represented  most  hkely  by  some 
ill-executed  model,  will  naturally  occupy  only  a  modest  position  among, 
the  great  crowd  of  brilliant  objects  soiTounding  us  at  a  great  exhibition, 
and  are  overlooked,  or  only  half  appreciated,  nntil  their  real  worth  be- 
comes gradually  apparent,  in  the  course  of  years,  through  the  results 
they  are  destined  to  produce."  This  it  is  believed  very  aptly  applies  in 
the  present  ease.  The  instrument  referred  to  attracted  little  attention, 
from  its  unpretending  size  and  appearance,  and  the  jurors  who  examined 
it  evidently  misapprehended  or  overlooked  its  peculiarities.  Its  main 
principle  was  supposed  to  be  the  compression  of  air,  which  experience 
has  long  since  proved  cannot  be  successfully  used  as  a  means  of  ascer- 
taining the  depth  of  very  deep  water,  and  this  erroneous  impression 
probably  turned  away  the  attention  of  the  jurors  from  the  novel  contri- 
vances ill  this  curious  instrument. 

The  Morse  bathometer  is  a  double  bathometer,  by  which  the  depth 
of  the  water  in  the  deepest  parts  of  the  oc«an  may  be  ascertained,  at 
one  sounding,  by  two  entirely  distinct  aaid  independent  methods. 
Messrs.  Morse,  in  the  course  of  their  exiieriments,  made  the  remai'kable 
and,  in  its  applications  to  investigations  of  the  bottom  of  the  sea,  ines- 
timably important  discovery  that  small  hollow  glass  spheres  can  be  con- 
structed which  will  retain  their  buoyancy  in  the  deepest  pariis  of  the 
ocean,  being  neither  crushed  nor  permeated  by  water  under  the  enor- 
mous pressure  at  tliose  great  depths.  They  have  made  hollow  glass 
spheres  so  light  that  they  would  float  in  water  with  more  than  half  of 
their  bulk  above  the  surface,  the  spheres  being  between  three  and  four 
inches  in  diameter,  and  the  glass  less  than  a  t-enth  of  an  inch  thick,  and 
they  subjected  these  light  and  fragile  bodies, ,  in  the  cistern  of  an 
hydraulic  press,  to  a  pressure  of  seven  tons  on  the  square  inch,  which  is 
the  pressure  at  the  depth  of  about  thirty  thousand  feet,  or  nearly  six  miles 
in  theoeeaii.  The  spheres  came  out  from  this  severe  tilal  of  their  strength 
and  impermeability  whole,  and  empty  of  everything  but  air.  In  the  con- 
struction of  their  bathometer  Messrs.  Morse  deposit  these  spheres,  in 
any  required  number,  in  a  tube  of  tin,  wood,  or  other  suitable  material, 
the  tube,  being  commonly  of  four  inches  interior  diameter,  several  feet 
long,  ballasted  at  its  lower  end  so  that  it  will  stand  and  float  upright  in 
the  water,  and  surmounted  at  the  upper  end  by  a  conical  or  paraba- 
loidal  cap,  having  a  socket  on  tlie  top,  in  wbicli  a  very  light  straight  rod 
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of  any  desired  lengtli  may  be  eeciirely  fastened.  Wben  a  sounding  is 
to  be  made  an  elongated  weight,  sufficiently  heavy  to  carry  the  whole 
Instrument  rapidly  down,  is  attached  to  the  lower  end  of  this  upright, 
ballasted  tube,  and  so  attached  that  the  moment  a  small  weight,  which 
moves  in  advance,  strikes  the  bottom  of  the  sea,  the  large  weight  will 
be  infallihly  detached  and  allow  the  tube,  by  its  own  buoyancy,  to 
ascend  with  the  rest  of  the  apparatus  to  the  surface.  As  this  instru- 
ment is  not  encumbered  with  a  line,  or  with  anj-thing  causing  irregu- 
larity of  motion,  it  moves  throngli  the  water  with  uniform  velocity,  botli 
in  its  dtescent  and  ascent,  and  the  time  of  its  disappearance  below  the 
surfiice  may,  therefore,  be  taken  as  a  correct  measure  of  the  dearth  of 
the  water.  If,  for  example,  it  should  be  found  to  occupy  just  ten  min- 
utes in  descending  to  and  ascending  from  a  depth  of  one  thousand  fath- 
oms, its  disappeai'ance  for  just  twenty  minutes  would  indicate  that  the 
depth  was  two  tliousand  fathoms.  The  rapidity  of  the  descent  and  of 
the  ascent  of  each  instrument  will  be  regulated,  of  course,  by  the  amount 
of  weight  suspended  from,  and  of  buoyancy  iuclosed  in,  the  tube.  It 
can  easily  be  made  to  go  down  and  return  in  very  deep  water  in  less 
than  a  tenth  part  of  the  time  required  when  a  line  is  used. 

But  this  bathometer,  as  has  already  been  remarked,  is  double.  In 
determining  the  depth  of  the  water  at  any  point,  Messrs.  Morse  do  not 
confine  themselves  to  calculations  based  on  the  interval  of  time  elapsing 
bet^'een  the  disappearance  and  reappearance  of  their  instrument  at  the 
surfiice.  They  inclose  in  any  convenient  part  of  their  tube,  to  be  car- 
ried down  and  brought  back  with  it,  another  instmment,  which  enables 
them,  on  its  retnm  to  the  snrface,  to  mark,  with  the  greatest  precision, 
the  true  depth  of  the  sea  at  the  place  of  the  sonnding.  This  instrument, 
which  is  based  on  the  principle  of  the  comju-ession  of  water,  and  is  the 
proper  Morse  bathometer,  ig  thus  consti'ucted.  A  glass  bottle  (it  may 
be  of  the  capacity  of  a  pint,  more  or  less)  is  completely  filled  with 
freshly  distilled  water,  and  closed  at  its  neck  with  an  India-rubber 
stopper.  Through  the  center  of  this  stopper  passes,  longitudinally,  a 
short  glass  tube  of  very  small  bore,  oiwu  at  both  ends,  and  extending 
beyond  the  stopper  in  botli  directions,  namely,  an  inch  or  more  within 
the  bottle  and  two  or  three  inches  on  the  outside.  Oue  end  of  an  ludia- 
rnbber  tube  three  or  four  inches  long,  open  at  both  ends,  and,  when 
open,  of  about  an  inch  in  diameter,  is  then  passed  over  the  neck  of  the 
bottle  and  made  tight  there  by  winding  around  it  flne*wire  or  cord, 
which  presses  it  close  to  the  glass.  The  bottle  is  tlien  sunk  in  3,  vessel 
of  distilled  water  till  tlie  water  rises  above  the  month  of  the  India- 
rubber  tube,  which  is  held  uj)  and  open  to  receive  it.  Mercury,  suffi- 
cient to  fill  the  tube  to  the  ext-ent  of  one-half  or  more  of  its  capacity,  is 
then  i>oured  in,  the  mouth  of  the  tube  closed,  and  a  cord  or  wire  wound 
tightly  around  at  the  end,  under  water,  thus  converting  the  India-rubber 
tube  into  a  bag  filled  in  nearly  equal  portions  with  merciuy  and  distilled 
water.     On  inveiiiiig  the  bottle,  the  mercury,  from  its  specific  gravity. 
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occupies  the  lower  half  of  the  India-rnbber  bag,  and  keeps  tlie  water 
from  access  to  the  lower  orifice  of  the  glass  tube,  which  passes  now 
from  the  bottom  of  the  bag  through  the  stopper  into  the  bottle.  When 
this  bottle  of  water,  thus  prepared,  is  placed  at  the  bottom  of  the  sea, 
the  pressure  of  the  ext-emal  sea  water,  acting  through  the  liidia-rubber 
bag,  and  .through  the  mercury  in  the  bag  and  in  the  glass  tube,  com- 
presses the  fresh  water  in  the  bottle,  and  the  mercury  is  forced  from  the 
bag  into  the  bottle  to  iill  the  TOid  caused  by  the  compression.  The  quan- 
tity of  the  mercury  forced  into  the  bottle  is  a  perfect  measure  of  the 
extent  of  the  compression  of  the  water,  and  thig  compression  is.always 
exactly  proportioned  to  the  height  of  the  compressing  column — that 
is,  of  the  depth  of  the  sea.  It  is  only  necessary,  therefore,  to.  measure 
the  meroury  forced  from  the  bag  into  the  bottle  to  know  ■n'ith  the  gi'eat- 
est  precision  the  deptli  of  the  sea  at  the  lowest  point  of  descent  of  the 
bottle.  To  facilitate  the  measuring  of  the  mercury,  Messrs.  Morse,  in 
constriicting  their  bottle,  cause  a  glass  tube  several  inches  long,  of  even 
bore  and  closed  at  the  outer  end,  to  be  inserted  in  the  end  of  the  bottle 
opposite  to  the  neck,  so  that  on  inverting  the  bottle  the  mereury,  which 
at  first  rests  in  the  neck  on  the  stopper,  falls  into  this  meter  tube,  which 
is  gi-aduated,  and  thus  shows  the  depth  of  the  sea  by  the  hei'ght  of  the 
mercury,  as  in  the  barometer  and  thennometer  the  height  of  the  mer- 
cury indicates  the  weight  and  heat  of  the  air. 

As  the  bulk  of  aU  liquids  is  greatly  affected  by  temperature,  as  well 
as  by  pressure,  the  indications  of  any  bathometer  based  on  the  princi- 
ple of  the  compression  of  water,  in  the  construction  of  which  this  con- 
sideration has  been  overlooked,  will  be  wholly  unreliable.  Messrs. 
Morse  have  guarded  effectually  against  all  error  from  this  source,  as  the. 
bottle  containing  the  water  which  they  compress  is  kept  during  the 
whole  period  of  every  sounding  in 'a  smaU  wooden  case  surrounded  by 
ice,  and  the  temperature  &f  its  contents,  therefore,  is  always  precisely 
thirt-y-two  degrees  of  Fahrenheit.  It  is,  of  course,  not  necessary  to  send 
down  a  deep-sea  thermometer  with  their  instrument. 

The  following  are  among  the  advantages  of  the  Morse  bathometer : 

1.  The  rapidity  with  which  it  does  its  work. — Six  hours  and  more, 
it  is  said,  are  commonly  consumed  in  paying  out  and  hauling  in-  a 
line  with  a  sinker  attached  to  it  in  water  two  thousand  fathoms  deep. 
The  Morse  bathometer,  it  is  estimated,  can  be  made  to  go  down  to  this 
depth  and  return  in  less  than  thirty  minutes. 

2.  The  certainty  of  its  operation. — When  properly  consti'ucted,  it 
it  can  never  fail.  The  various  contrivances  for  sounding  the  sea  by 
sinking  weights  or  instruments,  which  are  raised  agaia  with  a  line  from 
the  bottom,  fail  so  frequently  in  very  deep  water  that  explorers  have 
now  abandoned  the  tral  of  them  there,  and  it  seeras  to  be  generally 
admitted  hy  scientific  men  that  in  the  greatest  depths  of  the  ocean  no 
reliable  sounding  has  evei'  yet  been  made.  In  the  Morse  bathometer 
the  weight  always  cariies  the  instrument  to  the  bottom;  the  detachment 
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of  the  weight  at  the  bottom  is  made  by  their  device  perfectly  certain, 
and  when  the  weight  is  detached  the  rest  of  the  apparatus  can  never 
fail  to  rise  to  the  surface. 

3.  The  Morse  bathometer  is  automatic, — The  momentary  attention  of 
a  single  opera,tor  is  all  that  is  necessary  to  effect  a  sounding  in 
the  greatest  depths  of  the  ocean.  He  puts  ice  into  the  ease  with  the 
bottle,  marks  the  latitude  and  longitude  on  the  tube,  screws  the  long, 
straight  rod  into  the  socket  at  the  upper  end  of  the  tube,  hangs  the 
weight  on  the  hook  at  the  lower  end,  and  drops  the  instrument  into  the 
sea.  It  then  takes  care  of  itself.  By  its  own  power  it  moves,  rapidly 
and  nnifonnly,  from  the  surface  to  the  bottom,  deposits  its  load  there, 
and  returning  as  rapidly,  or  (if  desired)  more  rapidly,  to  the  surface. 
The  operator  need  not  even  wait  to  pick  it  up.  The  tube,  with  the  bot- 
tle which  it  incloses  and  the  rod  which  rises  from  it  into  the  air,  will 
live  and  ride  triumphantly  above  the  surface,  amid  the  lashings  of  the 
waves  and  winds  of  all  the  storms  it  may  encounter,  and  whoever  picks  it 
up,  at  any  time  or  at  any  place,  however  distant,  may  know,  merely  by 
examining  the  bottle,  the  true  depth  of  the  sea  at  the  point  marlied  on 
the  tube,  and  may  publish  the  information  to  the  world.  If  he  chooses 
he  may  then  mark  on  the  tube  the  time  when,  and  the  latitude  aud  lon- 
gitude of  the  place  where,  the  instrument  was  picked  up,  adjust  the 
bathometer  by  dropping  the  mercury  into  the  bag,  and  re-inserting  the 
stopper  in  the  neck  of  the  bottle,  put  ice  in  the  ease,  hang  a  new  weight 
on  the  hook  of  the  detaching  apparatus,  and  cast  the  whole  instrument 
again  into  the  aea,  to  be  again  picked  up  by  another  person  at  another 
place;  and  thus  one  instrument,  iu  process  of  time,  may  be  used  to  make 
scores  or  hundreds  of  soundings,  at  the  cost  for  each  sounding  of  only 
the  bag  of  sand  required  to  sink  the  instmment,  the  few  ounces  of  ice 
that  surround  the  bottle,  and  the  few  minutes  of  time  occupied  in 
readjusting. 

i.  The  mathematio'M  acGwracy  of  its  m%r1cs  of  depths.  —  The  Morse 
bathometer  in  its  indications  of  depth  is  not  affected  by  currents. 
A  line,  during  the  long  time  consumed  in  its  descent,  may  be-so  swayed 
by  currents  and  counter-currents  that  a  length  of  twice,  and  more  than 
twice,  the  perpendicular  depth  of  the  water  may  be  required  to  reach 
the  bottom.  The  measure  of  the  depth  of  the  sea  by  a  line  is  there- 
fore eminently  unreliable;  but  this  instmment,  constructed  on  the  prin- 
ciple of  the  compression  of  water,  which  is  always  precisely  as  the  per- 
pendicular height  of  the  compressing  column — that  is,  as  the  depth  of 
the  sea,  without  regard  ip  currents — must  mark  this  depth  with  scien 
tiflc  precision. 

5.  The  cheapness  of  the  instrument. — A  tin  tube  a  few  feet  long  and 
three  or  four  inches  in  diameter;  four  or  five  hollow  glass  spheres 
of  a  size  adapted  to  the  tube ;  a  small  glass  bottle  in  a  wooden  case  i 
three  or  four  ounces  of  mercury;  a  hght  fishing  rod,  ten  or  twelve  feet 
long,  with  any  glittering  substance  at  the  end  that  will  attract  attention 
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at  a  distance ;  and  a  twenty-}JOiind  weight,  *hich  can  be  made  for  a 
[lime  by  casting  plaster  of  Parisi  into  tlie  form  of  a  loug  narrow 
bucket,  and  filling  the  bucket  with  sand  or  stones  —  these  are  the 
Items  in  the  cost  of  an  instrument  with  which  the  greatest  depths  of 
the  ocean  can  be  sounded,  quickly,  certainly,  automatically,  and  with 
perfect  scientific  exactness. 

Is  it  too  much  to  expect  that,  with  the  facilities  afforded  by  this  in- 
strument, we  shaU  soon  have  at  least  one  sounding  on  every  square  mile 
accessible  by  ships  of  the  three-fourths  of  the  surface  of  the  earth  cov- 
ered by  water,  aud  that  with  these  soundings  artists  will  construct  a 
perfect  model  of  the  bottom  of  the  sea,  in  which  all  its  depressions  be- 
low the  level  of  the  surface  will  be  minutely  and  accurately  represented  ? 
How  long  wiU  it  be  before  we  can  have  am  equally  accurate  map-in- 
relief  of  the  one-fourth  of  the  earth's  surface  that  rises  above  the  water  ¥ 
Fot  until  man  has  visited  every  square  mile  of  Central  Africa,  of  Cen- 
tral Australia,  and  of  every  empire,  and  eveiy  island  fix)m  which  he  is 
now  excluded  by  inhospitable  climates  and  inhospitable  men. 

Strange!  that  the  bottom  of  the  sea — the  widest  field  of  the  geogra- 
pher, three-fourths  of  his  entire  field,  hitherto  covered  with  a  thick  veil, 
defying  all  attempts  to  penetrate  it — should  at  last,  by  such  simple 
means,  be  opened  everywhere  for  the  investigation  of  everybody,  so 
that  the  true  shape  of  its  whole  vast  expanse  can  now  be  more  readily, 
accurately,  and  minutely  dotted  down  on  paper,  and  represented  in 
sculpture,  than  the  true  shape  of  any  large  district  of  the  dry  land 
inhabited  by  man  and  revealed  daily  in  the  light  of  the  sun ! 


Messrs.  Sidney  E,  Morse  and  G.  Livingston  Morse,  of  New  York,  pro- 
pose a  new  method  of  laymg  submarine  telegraph  cables.  Submarine 
telegraph  cables  have  hitherto  been  laid,  as  nearly  as  possible,  in  one 
contiuuous  straight  line  on  the  bottom  of  the  sea.  It  is  obvious  that 
when  a  cable  has  been  thus  laid,  it  cannot  be  raised  from  the  bottom  to 
the  surface  in  the  deep  sea  without  breaking  it,  and  then  raising  suc- 
cessively each  of  the  two  parts,  and  that  it  cannot  be  repaired  there  and 
relaid  without  splicing  to  the  two  broken  ends  new  cable  of  a  length 
equal  to  at  least  twice  the  depth  of  the  sea  at  that  point.  Messrs.  Morse 
propose  to  lay  the  cable  on  the  whole  line,  in  the  fijst  instance,  in  such 
a  way  that  it  can  be  raised  at  any  time  for  repair,  or  for  any  other  pur- 
pose, at  any  assigned  station  or  stations  on  the  line,  and  then  relaid, 
without  breaking  it. 

In  laying  a  submarine  cable  entirely  across  the  ocean,  Messrs.  Morse 
propose  to  employ  two  vessels.  The  first  and  larger  vessel  is  to  carry 
the  telegraph  cable  iu  any  required  length,  either  enough  for  the  whole 
line,  or  for  one  or  more  sections  of  the  line,  as  may  be  desired,  together 
with  the  ordinary  apparatus  for  laying  this  cable  on  the  bottom  of  the 
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sea.  The  seconcl  and  smaller  vessel  is  to  carry,  fii'st,  a  lifting  cable,  long 
enough  at  least  to  reach  the  bottom  Qt  the  sea  at  the  deepest  poiut  ou 
the  line,  and  strong  enough  to  support  a  weight  equal  to  the  weight  in 
water  of  ten  miles  of  the  telegraph  cable,  if  the  depth  of  the  sea  ou  any 
part  of  the  line  shoiild  be  as  much  as  two  miles,  and  proportionally 
stronger  if  the  water  should  be  deeper,  this  lifting  cable  having  firmly 
attached  to  its  lower  end  a  strong,  heavy  iron  ring,  seven  or  eight  inches 
or  more  in  diameter;  and,  secondly,  as  many  properly-constructed  iron 
hooks  as  there  are  stations  on  the  line,  at  which  provision  is  to  be  made 
for  raising  the  telegraph  cable;  each  hook  to  be  strong  enough  to  sup- 
port the  ten  miles  or  more  of  telegraph  cable ;  the  shank  of  each  hook  to 
be  provided  at  short  intervals  with  five,  six,  or  more  barbs,  all  pointing 
downwards,  but  in  various  directions,  each  barb  being  as  stout  and 
strong  as  the  hook  itself,  and  the  shank  terminating  in  an  eye,  in  whiiih 
is  firmly  fastened  the  end  of  a  galvanized-iron  wire  rope;  it  may  be  five 
or  ten  miles  long,  or  more,  and  between  one-eighth  and  one-fourth  of  au 
inch  in  diameter;  the  sti'ands  of  this  wire  rope  to  be  untwisted  at 
suitable  intervals  to  embrtice  wooden  cases  in  the  form  of  cylinders, 
about  four  inches  ia  diameter  and  of  indefinite  length,  but  with  tapering, 
conical  ends ;  the  cylindrical  part  of  each  wooden  case  to  contain  a  suffi- 
cient number  of  three-and  a-half-inch  hollow  glass  spheres  to  give  the 
wire  rope  any  required  buoyancy  at  any  required  intervals. 

Thus  freighted  the  two  vessels  leave  a  terminus,  let  us  suppose,  in 
France,  to  proceed  along  the  arc  of  a  great  circle,  nearly  due  west,  to 
Newfoundland,  a  distance  of  about  two  thousand  miles,  to  lay  the  telegraph 
cable  so  that  it  may  be  raised  at  any  future  time  without  breaking  ^t,  at 
any  one  of  nineteen  stations  one  hundred  miles  apart.  The  smaller  ves- 
sel goes  ahead  on  a  nearly  due  wffit  course,  and  is  foUowetl  by  the  larger 
vessel,  from  which  the  telegraph  cable  is  payed  out  and  laid  on  the  bot- 
tom of  the  sea  in  the  usual  way.  After  the  smaller  v^sel  has  proceeded 
one  hundred  miles  it  stops,  turns  .with  its  bow  to  the  north,  and,  one  of 
the  hooks  having  been  suspended  from  ite  stem,  with  the  ring  at  the  end 
of  the  lifting  cable  under  one  of  the  barbs  ou  the  shank  of -the  hook, 
waits  for  tlie  larger  vessel,  which,  as  it  passes  on  its  westerly  course, 
deposits  its  cable  in  the  hook  and  proceeds  until  the  telegraph  cable  rests 
again  on  the  bottom,  leaving  a  certain  length  suspended  IJrora  the  stem 
of  the  smaller  vessel  in  the  form  of  two  catenarian  cur^'cs,  extending  each 
from  the  hook  to  the  bottom  of  the  sea,  one  in  an  easterly  and  the  other 
in  a  westerly  direction.  If  the  depth  of  the  sea  at  that  point  should  be 
two  miles,  the  speed  of  the  larger  vessel  in  laying  the  cable  could  be  so 
regnlated  that  the  span  between  the  two  points  at  which  the  cable  would 
touch  the  bottom  would  be  eight  miles,  and  in  that  case  the  length  of 
cable  included  in  the  two  catenarian  curves  would  be  about  nine  miles, 
and  the  hook  and  lifting-cable  would  support  nine  miles  of  telegraph 
cable  at  the  stern  of  the  smaller  vessel.  The  smaller  vessel  should  then 
proceed  due  north  for  two  miles,  the  lifting-cable  meanwhile  being 
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allowed  to  sink  and  unwind  itself  from  a  reel  till  the  whole  of  the  nine 
miles  of  telegraph  cable  included  in  the  catenarian  curves  is  dei>osited  on 
the  bottom  of  the  sea,asneariy  as  possible  at  right  angles  to  the  general 
course  of.  the  rest  of  the  line.  The  lifting-cable  should  then  be  made,  by 
the  weight  of  the  ring  at  its  end,  to  detach  itself  from  the  hook,  aiid 
should  be  drawn  up  and  wound  again  around  its  reel  in  the  smaller  ves- 
sel, which  should  all  the  while  be  continuing  on  its  course  due  north 
paying  out  the  iron- wire  rope  and  it-s  inclosed  glass-sphere  buoys  to  any 
desired  distance — five  miles,  or  ten  miles,  or  more  if  deemed  expedient. 
The  galvanized-iron  wire  rope  should  be  made  to  terminate  iu  an  anchor, 
and  when  this  anchor  is  dropped  in  the  sea  the  rope  may  be  made,  by  a 
previons  proper  disposition  of  the  glass-sphere  buoys,  to  assume  any 
desired  form,  either  that  of  one  long  arcb  or  of  a  succession  of  arches, 
rising  in  the  water  from  the  bottom,  and  as  near  the  bottom  or  as  fax 
from  it  as  may  be  deemed  best.  The  deposit  of  the  anchor  at  the  end  of 
the  galvanized-iron  wire  rope  completes  the  laying  of  the  first  section  of 
the  line,  and  the  other  sections  may  be  laid  by  repeating  the  whole  pro- 

The  process  of  raising  again  totlie  surface  a  telegraph  cable  thus  laid 
is  very  simple.  The  latitude  and  longitude,  both  of  the  hook  and  of  the 
anchor  of  the  wire  rope,  it  should  hav^e  been  remarked,  must  be  accu- 
rately taken  when  tliey  are  depositeil  on  the  bottom  of  the  sea.  When 
the  telegraph  cable  is  to  be  raised,  the  smaller  vessel,  with  the  liffcing- 
cable  on  board,  and  a  small  Une,  long  enough  to  reach  nearly  to  the 
bottom  of  the  sea,  and  having  a  small  hook  or  grapple  of  proper  construc- 
tion at  its  lower  end,  must  be  sent  to  any  point  of  latitude  between  the 
latitude  of  the  hook  and  the  latitude  of  the  anchor  of  the  wire  rope,  and 
to  any  meridian  withui  a  few  miles  either  east  or  west  of  that  on  which 
the  wire  rope  is  floating  below,  supported  by  the  encased  glass-sphere 
buoys.  With  the  small  line  depending  from  it-a  stern,  and  extending, 
with  its  sinker  and  hook,  nearly  to  the  bottom  of  the  sea,  the  vessel 
must  then  be  moved  to  the  east  or  to  the  west,  till  this  line  shall  cross 
the  wire  rope  and  bring  it  to  the  surfeee.  When  brought  to  the  surface 
the  wire  rope  must  be  parted,  and  the  part  connected  with  the  anchor 
temporarily  buoyed,  while  the  end  of  the  other  part  is  taken  on  board 
the  vessel,  and,  after  paasiug  the  heavy  iron  ring  of  the  lifting-cable 
over  it,  must  be  held  on  boai-d  until  the  ring  carries  the  lifting-cable 
down  to  the  bottom,  the  wire  rope  guiding  it  till  the  ring  passes  the 
barbs  on  the  shank  of  the  book  which  holds  the  telegraph  cable  in  its 
grasp.  Then,  by  drawing  up  the  lifting-cable  the  ring  wiU  catch  under 
one  of  the  barbs  of  the  hook,  and  by  continuhig  to  draw  up,  while  the 
smaller  vessel  is  moved  two  miles  on  a  southerly  course,  or  on  a  course 
directly  opposite  to  that  pursued  in  laying  it,  the  part  of  the  telegraph 
cable  included  originally  in  the  two  catenarian  curves  \rill  be  raised 
again  to  the  surfiice  without  being  broken. 
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Among  the  aKlvantagea  of  this  mode  of  laying  suhmaiine  telegraph 
cahles  are  the  following : 

1st.  All  riak  of  losing  the  cahle  -while  laying  it  is  avoided.  More  than 
three  hundred  miles  of  the  Atlantic  telegraph  cable  of  1857  were  finally  lost, 
and  more  than  half  of  the  Atlantic  telegraph  cable  of  1S65  was  temporarily 
lost,  while  the  operators  were  in  the  act  of  laying  them.  These  losses 
would  not  have  occurred  if  those  cables  had  been  laid  on  the  plan  here 
proposed  and  described.  After  the  parting  of  the  telegraph  cable  in 
each  case  the  vessels  would  have  returned  'to  the  last  raising-station 
■with  a lifting-ciible,  and  after  raising  the  telegraph  cable  from  the  bot- 
tom to  the  surface  at  that  point,  the  operators  would  have  underran  the 
raised  part  till  they  had  come  to  the  broken  end,  spliced  this  end  to  the 
broken  end  of  the  cable  in  the  ship,  and  proceeded  with  the  work  of 
laying  the  cable  on  the  bottom. 

2d.  The  risk  of  losing  the  cable  after  it  has  been  laid  is  divided  by  the 
number  of  raising-stations  on  the  line.  The  Atlantic  telegraph  cable  of 
1858,  although  successfttlly  laid  through  its  whole  line,  aft«r  a  few  days 
of  feeble  life  was  totally  and  finally  lost.  No  one  knows  where  or  what 
was  its  malady.  It  may  have  been  confined  to  a  few  feet  or  to  a  single 
point  on  the  line.  If  it  had  been  laid  on  the  plan  herein  proposed  the 
place  of  the  fault  might  soon  have  been  found,  the  defective  part  might 
possibly  have  been  easily  removed,  and  the  whole  cable  restored  to 
permanent  and  efficient  life. 

3d.  The  danger  of  encountering  storms  and  fogs  while  laying  the  cable 
is  avoided.  On  the  plan  proposed  by  Jlessrs.  Morse  the  cable  is  laid  by 
sections,  and  after  one  section  is  laid  the  work  may  be  left  for  weeks,  or 
for  any  length  of  time,  and  tiien  resumed.  The  sections  may  be  of  such 
length  that  a  single  section  can  be  laid  in  a  single  day ;  and,  if  the  day 
is  judiciously  selected,  embarrassment  from,  the  weather  will  rarely  occur, 
and,  when  it  does  occor,  will  be  of  comparatively  little  importance ;  but 
when  the  cable  is  laid  in  one  continuous  line  for  two  thousand  miles  with- 
out stopping  during  the  fourteen  days  neccessary  to  lay  such  a  length  of 
line,  experience  proves  that  it  will  be  very  difficult  to  avoid  serious 
embarrassment  from  the  weather,  even  in  the  most  favorable  season  of 
the  year. 

4th.  Less  length  of  cable  will  be  required  to  connect  the  termini  of 
the  line.  The  length  of  cable  actually  used  to  connect  the  termini  in 
Ireland  and  Newfoundland  of  the  Atlantic  telegraph  cable  of  1858  was 
about  fifteen  per  cent,  greater  than  the  distance  of  tJie  two  points  from 
eEich  other,  measured  on  the  arc  of  the  great  circle  between  them,  and, 
in  the  cable  of  1866,  it  was  about  twelve  per  cent,  greater.  As  this  dis- 
tance in  each  case  is  nearly  two  thousand  miles,  it  is  clear  that  more  than 
two  hundred  miles  of  telegraph  cable  were  lost  by  unnecessary  slack  in 
attempting  to  lay  the  cable  across  the  Atlantic  Ocean  in  one  continuous 
straight  line  under  circumstances  uncommonly  favorable  to  economy  in 
the  length  of  cable  used ;  for,  in  1866,  the  weather  was  so  favorable 
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that  the  ships  deviated  very  little  from  tbe  true  line  iu  their  coarse.  The 
loss  of  these  two  hundred  miles  is  not  merely  the  loss  of  the  cost  of  so 
much  cable,  hut,  as  more  words  could  be  transmitted  through  the  cable 
in  any  given  time  if  it  were  two  hundred  mUea  shorter,  the  loss  will  con- 
tinue to  bo  felt  throngh  the  whole  life  of  the  cable  in  the  diminution  of  its 
capacity  to  earn  income.  If  the  cable  had  been  laid  in  sections,  on  the 
plan  proposed  by  Messrs.  Morse,  and  had  been  carefully  and  deliberately 
laid  upon  that  plan,  aftersonndiiigs  at  very  short  intervals  along  the  line 
with  the  aid  of  the  bathometer  of  Messrs.  Morse,  it  could  have  been  made 
to  conform  so  accurately  to  the  arc  of  the  great  circle,  and  to  all  the 
swells  and  hollows  of  the  bottom  of  the  sea,  that  the  slack  might  have 
been  almost  confined  to  the  stations  at  which  it  would  have  been  pur- 
posely made,  in  order  to  furnish  at  those  stations  the  necessary  means  for 
raising  the  cable  from  the  bottpm  to  the  surface  without  breaking  it.  The 
loss  of  cable  by  slack  at  one  of  these  statious,  a  loss  by  which  an  advan- 
tage so  desu'able  is  gained,  need  be  only  one  mile,  even  when  the  water 
is  two  miles  deep,  as  has  been  already  stated  in  the  account  of  the  Morse 
process  of  laying  the  cable.  The  loss  at  twenty  stations  need,  of  course, 
be  only  twenty  miles,  or  less  than  one-tenth  part  of  the  length  superflu- 
ously expended  in  the  method  hitherto  pucsixed  in  laying  submarine 
telegraph  cables. 

Instead  of  a  lifting-eable,  Messrs.  Morse  propose,  in  some  ca-see,  to  send 
down,  to  be  attached  to  one  of  the  barbs  on  the  shank  of  the  hook,  a  buoy, 
composed  of  very  large  hollow  glass  spheres.  Inclosed  in  a  tube,  the 
spheres  being  sufficient  in  number  and  buoyancy  to  support  and  raise 
through  the  water  to  the  surfiice  the  whole  of  that  part  of  the  t-elegi'aph 
cable  included  originally  in  the  catenarian  curves.  They  would  put  the 
hea^-y  iron  ring  over  the  end  of  the  galvanized-iron  wire  rope  held  on 
board  of  the  vessel,  and  then  attach  the  buoy  to  the  upper  side  of  the 
ring,  whUe  to  the  lower  side  they  would  attach  a  weight  sufficiently 
heavy  to  draw  the  hnoy  slowly  to  the  bottom.  After  the  ring,  guided 
by  the  wire  rope,  has  passed  the  barbs  on  the  shank  of  the  hook  at  its 
end,  (the  hook  which  holds  the  telegraph  cable  in  its  grasp,)  Messrs. 
Morse  would  cause  the  weight,  by  a  simple  device,  fo  detach  itself  fronr. 
the  ring,  and  the  ring  would  then  be  drawn  under  one  of  the  barbs  by 
the  buoy,  which,  at  iirst  very  rapidly  and  afterwards  slowly,  would  rise 
and  draw  the  telegmph  cable  to  the  surface.  The  weight  may  be  made 
at  little  cost  by  inclosing  sand  and  stone  in  a  bag,  or  in  any  suitable 
cheap  material.  By  this  mode  of  raising  the  telegraph  cable  the  time 
and  labor  of  men  at  a  windlass  woidd  be  dispensed  with.  The  whole 
work  would  be  performed  automatically  by  the  buoy  and  the  weight,  and 
at  tlie  expense  only  of  the  sand  necessary  to  sink  the  buoy  from  the  sur- 
fece  to  the  bottom,  and  the  cable  would  be  raised  far  more  speedily  and 
satisfactorily  by  this  process  than  it  could  be  by  human  labor. 

Messrs.  Morse  also  propose  to  apply  their  above-described  method  of 
laying  and  raising  a  long  galvanized-iron  wire  rope,  suspended  by  inclosed 
6t 
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glass-sphere  buoys  in  tlie  form  of  an  arch  or  archea  neai'  the  bottom  of 
the  sea,  to  the  end  of  a  submarine  telegraph  cable  laid  in  cue  continuous 
straight  line  from  a  station  on  shore  to  any  assigned  point  of  latitude 
aod  longitude  in  mid-ocean,  which  point  would  thus  be  constituted  a 
telegraph  station  on  the  bottom  of  the  sea,  accessible  for  use  by.  the 
master  of  any  ship  who  should  have  a  telegraph  instruinent  on  board, 
and  a  small  tine  long  enough  to  reach  the  bottom  at  that  point,  and  who 
might  l>e  acquainted  with  the  latitude  and  longitude  of  the  mid-ocean 
terminus  of  this  telegTaph  cable,  and  also  with  the  latitude  and  longitude , 
of  the  anchor  at  the  outer  end  of  the  galvanized-irou  wire  rope.  Knowing  ■ 
these  points,  andallowing  the  small  line  with  a  sinker  and  hook  at  its  outer 
end  to  run  out  &om  the  stem  of  his  ship  till  the  hook  approached  the  bot- 
tom, this  ship-master  woiild  cross  the  galvanized-iron  wire  rope.with  his 
small  line,  bring  the  rope  on  board,  and,  ^without  breaking  it,  undemin 
it  towards  the  telegraph  cable' till  he  came  to  the  light  insulated  cop- 
per wire  in  which  the  telegraph  cable,  for  a  distance  equal  to  the  depth 
of  the  sea  at  that  point,  shoidd  be  made  to  terminate,  and  then,  by  con- 
necting this  insulated  copi>er  wire  with  his  telegraph  instrument,  he 
could  seud  and  receive  communications  to  and  from  the  shore.  After 
doing  this  he  might  drop  the  iron  wire  rope  and  the  light  insulated 
copper  wire  into  the  sea,  and  they  would  automatically  assume  the  posi- 
tion from  which  they  wei-e  raised,  aiid  be  ready  to  render  their  services 
to  any  other  ship-master  traversing  that  part  of  the  ocean. 

EXHIBITORS   OP   CABLES. 

Specimens  of  cables  were  also  exhibited  by  J.  L.  A.  Machab6e,  i6  Itue 
de  "Venves,  Palis ;  by  Eattier  &  Co.,  4  Eue  des  Fosses,  Montmartre; 
by  A.  Holtzman,  of  Amsterdam ;  by  W.  T,  Henly,  27  Leadenhall  street, 
London;  by  Wilham  Hooper,  7  Pall  Mall,  London  ;  and  byD.Mcoll, 
Oakland's  Hall,  Kilburn,  London. 

iNSULiVTOEs  a^;d  issulatios. 

THE  BBOOKS  PAEAFFINB  INSULATOR. 
This  insulator  was  exhibited,  but  is  not  in  the  catalogue.  The  Brooks 
insulator  has  a  wide  popularity.  The  tests  of  its  efiaeiency,  in  compari- 
son with  many  other  insulators,  show  it  to  be  deserving  of  the  popularity 
it  has  acqiiired.  It  is  extiensively  sought  after  on  European  lines.  The 
only  plausible  drawback  is  the  apprehension  that  the  pai'affine  may 
deteriorate  in  the  course  of  time.  Hitherto,  however,  it  has  stood  the 
test  of  years.  Whether  the  objection  is  a  substantial  one  time  alone  can 
determine.  In  conversation  with  some  of  the  jurors  at  the  Exhibition, 
this  insulator  was  spoken  of  as  the  best  that  had  been  submitted  to  them. 
There  is  an  insulator  in  use  in  India  called  tlie  "  Brooke  Insulator,"  which 
must  not  be  confounded  with  the  Brooks  insidator.  In  alluding  to  the 
former,  the  director  general  of  telegraphs  in  India,  in  his  return  to 
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Parliament,  says :  '*  I  attribute  the  bad  working  of  the  better  Indian  lines 
to  the  department  being  inflicted  with  the  Brooke  bracket  and  insulator, 
both  of  which  are  most  thoroagMy  nnflt  for  the  purpose  for  which  tliey 
were  designed."  The  American  Brooks  insulator  is  a  totally  different 
nvention 


The  Brooks  ParafQue  luBiiliitor. 

It  is  conatrncted  as  follows :  An  iron  stem  or  wire  holder  is  cemented 
into  a  glass  bottle  or  vessel ;  the  bottle  is  again  cemented  into  a  cylin- 
drical iron  shield.  The  cement  is  composed  of  sand  and  aulphnri  The 
cement  and  cast  iron  are  saturated  with  paraffine,  and  the  whole  surface 
of  the  insulator  covered  with  paraffine. 

Sulphur  of  itself  is  a  great  dialectric,  or  insulating  material  when  diy, 
but  upon  crystallizing,  it  checks  and  becomes  porous,  admitting  moist- 
ure when  exposed  to  the  air,  whicli  is  prevented  by  the  use  of  paraffine, 
as  herein  stated,  Paraffine  is  repellant  of  moiatiire,  and  prevents  it  set- 
tling in  continuous  surface  upon  the  insulator.  In  form  the  insulator 
has  great  length  and  small  sectional  area  in  order  to  obtain  greatest  cur- 
rent resistance, 

Either  point  of  the  hook  is  nearer  the  iron  shield  than  any  other  part 
of  the  hook,  consequently  surcharges  of  atmospheric  electricity  pass 
outside  the  glass  and  prevent  fracture  or  irgury  to  the  insulator. 


>v  Google 


PARIS    UNIVERSAL   EXPOSITION. 


j 

i 

Isl 
1 

ill 

piii 

i 

1 

5 

s 

i 

.-    „ 

i 

: 

1 
il 

IP' 
ilii 

II    i    i    -"•    s 

3  S     S     =• 

■1 

1 

i 

g 

j 

}iS 

lilt: 

1 

5 

1 

1 

1 

phi 

Sj      1       S       =  =  =      S 

• 

: 

g 

1 

Si 

11    1     s     ""-     S 

1 

; 

' 
' 

i 
1 

if 

1 

,,       ...... 

"3 
1 

1 
1 

i 

w ; 

a 

■ 
> 

1 

1 

r 

i 

i 

r 

1 

i 
1 
1 

ji 

|i 

111 

ii.ll 

Ml* 

Il 

,v^,oogle 


TELEGRj\PHIC    APPARATUS,  ETC. 


DAY'S  KEEITE   INSULATOE. 


The  kerite  compounds  of  Austin  Goodyear  I>ay,  mentioned  in  the 
following  memoir,  were  honored  by  two  medals  and  an  honorable  men- 
tion by  the  jury  of  the  Exposition  TJniverselle,  to  whom  the  subject  was 
refen'ed.  These  awards  covered  other  jiroducts  than  the  electrical 
cables  and  insulators  which  are  the  special  object  of  the  descriptive 


MOTE  XJPON  INSULATION  AND  KEEITE,  BY  PROFESSOR  SILLDIAN. 

The  exhibition  of  the  kerite,  this  product  of  the  iiersevering  labors 
ajid  experiments  of  Mr,  Day  for  so  many  years,  furnishes  an  example 
of  the  not  infreq^ueftt  inappreeiation,  or  rather  overlooking,  of  an  inval- 
uable discovery,  when  modestly  presented,  as  in  this  case,  among  the 
more  showy  articles  by  which  it  was  snrrotmded. 

Trae|  it  received  honofiible  mention  as. "  artificial  India-rubber,"  and  a 
bronze  medal  for  its  very  limited  application  te  "  India-rubber  cases ;" 
but  its  superlative  value  as  a  substitute  in  insulation  for  India-rubber 
and  gutta-percha  was  not,  for  it  could  scarcely  be,  api^reciated,  presented 
as  it  was  simply  in  one  of  its  more  ordinary  applications ;  so  that  heedless 
neglect  is  not  charged  upon  the  jury,  but  it  is  mentioned  rather  as  an  ex- 
ample of  the  existence  of  an  unnoticed  quality  in  an  apparently,  trifling 
discoverj',  necessarily  latent  to  superficial  inquiry ;  a  quality  which  is 
destined  in  this  case  to  have  a  most  important  bearing  upon  submarine 
and  subterranean  telegraphy. 

The  kerite,  in  its  condition  simply  as  artificial  rubber,  is  classed  under 
G-roup  V,  Class  44 ;  but  in  its  application  to  telegraph  wires  as  an  insu- 
lator, is  properly  treated  of  in  the  present  Group  VI,  Class  64. 

The  following  memoir  upon  insulation  and  protection  of  electrical  con- 
ductors for  telegraphic  puri>oses,  describing  the  new  insulating  cover- 
ing for  telegrapliic  conductors  known  as  kerite,  of  Austin  G.  Day,  has 
been  supplied  for  this  report  by  B.  Sillimau,  professor  of  general  and 
applied  chemistry  in  Yale  College : 

"Among  the  American  products  exhibited  at  the  Exposition  at  Paris 
in  1867  was  a  series  of  specimens  produced  from  a  new  artificial  caout- 
chouc, prepared  by  Mr.  Austin  G.  Day,  of  Seymour,  Connecticut. 

"Among  these  specimens  was  a  new  telegraphic  covering  and  insulator, 
which  constituted  one  of  the  applications  of  Mr.  Day's  invention.  The 
product  in  this  and  many  other  forms  is  termed  by  the  inventor  '  kerite,' 
and  "at  the  Exposition  it  was  presented  as  it  existed  in  1867.  Since  that 
datBi  however,  some  important  improvements  have  been  made  in  the 
preparation  of  this  insulator,  which  render  it  yet  more,  completely  inde- 
structible by  natural  and  other  agencies  than  any  otjier  material  which 
has  yet  been  discovered,  leaving,  in  fact,  nottiing  more  to  be  desired  in 
this  duwction.  By  means  of  these  improvements  the  use  of  a  consider- 
able proportion  of  the  sidphiir  previously  employed  in  the  vulcanization 
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is  dispeiiaed  with,  a  miicb  less  quantity  of  tliat  ageut  aufBcing  to  effect 
vulcanization  on  bodies  tiius  oxidized,  while  at  the  same  time  new  and 
highly  liseftil  properties  aj"e  developed,  m  virtue  of  the  less  liability  of 
the  keiite  produced  to  attack  by  oxidizing  agents,  like  ozone.  In  this 
manner  a  body  has  been  produced  which  resists  in  the  most  remarkable 
manner  the  solvent  and  destructive  action  of  the  most  powerfiil  chemi- 
cal reagents,  including  ozone,  wliile  presen'ing  all  the  required  physical 
qualities  of  perfect  inanlation,  resistance  to  extremes  of  heat  and  cold, 
and  flexibility  with  firmness, 

"Action  op  ozone  upon  tblbgeaphic  insulators. — In  the  course 
of  the  investigation  connected  with  this  siibject  I  have  discovered  that 
the  most  destructive  of  all  agents  upon  tjiese  insulators  is  an  ozonized 
atmosphere.  Exposed  for  a  short  time  to  such  an  atmosphere,  electrical 
conductors,  covered  with  the  most  carefully  prepared  English  gntta. 
percha  or  vulcanized  caoutchouc,  begin  even  in  a  few  hours  to  show 
signs  of  disintegration,  and  shortly  the  covering  breaks  up  and  cleaves 
off,  leaving  the  conducting  wire  exposed.  The  rapidity  of  this  action  is 
proportioned  to  the  activity  of  the  ozonized  atmosphera  With  the  slow 
oxidation  of  phosphorus  as  the  source  of  the  ozone  at  temperatures 
below  12°  C,  the  action  is  slow,  requiring  one  or  two  days'  time  to  mani- 
fest itself  \vith  gntta^percha,  but  with  the  same  means  at  a  tempera- 
ture of  20°  or  25°  C,  the  action  of  the  ozone  becomes  much  more  rapid, 
and  will  sometimes  develop  itself  even  in  an  hour  or  less. 

"  This  is  especially  true  if  the  covered  conductor  is  coiled  in  a  close 
spiral  of  short  radius — e.  g.,  of  two  or  three  centimeters ;  the  state  of 
tension  thus  produced  is  peciiliarly  favorable  to  the  rapid  actiou  of  the 
destructive  agency  of  the  ozone. 

"  This  important  observation  I  have  confirmed  by  many  experiments 
variously  modified,  and  upon  every  description  of  insulating  material 
which  I  have  been  able  to  procure.  The  residts  explain  why  it  is  that 
no  covering  for  aerial  lines  has  yet  been  discovered  which  will  mthstand 
for  any  reasonable  period  the  action  of  tie  atmosphere  without  soon 
cleaving  off  and  hanguig  in  shreds  fl.'om  the  conductor.  The  atmosphere 
is  never  without  this  allotropic  modification  of  oxygen,  and  its  action 
upon  the  insulation  is  not  the  less  certain  because  it  is  somewhat  slow. 

"  The  feet  of  greatest  practical  importance  in  this  connection  is  that 
certam  si)ecimens  of  Day's  kerite  have  withstood  perfectly,  in  my  exi>er- 
iments,  this  powerful  agent  of  destruction,  even  where  exposed  to  an 
atmosphere  so  highly  charged  with  ozone  as  to  destroy  in  tiiirty  mmntes 
other  electiical  insulators  usually  esteemed  the  best.  I  have  continued 
such  trials  on  the  kerite  in  question  for  thirty  consecutive  days  in  such 
an  atmosphere,  without  developing  the  slightest  fault  in  the  covering. 
By  the  use"  of  this  test  I  have  been  able  to  declare  to  the  inventor,  irom 
time  to  time,  which  of  his  numerous  products  were  worthless  or  im- 
perfect, and  thus  to  eliminate  the  valuable  results  of  his  synthetic  exper- 
iments, mitil  at  last  he  lias  obtained  a  product  which  fully  meets  the 
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requirements  of  the  problem,  leaving  notMng  more  to  l>e  desired  in  tliis 
direction,  For  aeiial  and  imderground  electrical  cables  tbie  invention 
offers  the  solution  of  the  great  obstacle  which  has  hitherto  obstructed 
the  progress  of  telegraphy ;  while  for  submarine  cables  the  Icerite  offers 
a  fer  more  economical  insulation  than  any  which  has  yet  been  obtained, 
and  one  fully  equal  if  nQt  greatly  superior  to  any  other  in  its  insulating 
power  against  electrical  leakage.  On  this  latter  point  I  appeal  to  the 
electrical  tests  of  Mr.  Farmer,  the  well  known  electrician  of  Boston, 
which  are  appended : 

"  Of  the  value  of  this  new  insulator,  as  tested  by  the  actual  experi- 
ence of  telegraphic  lines,  we  are  fiiUy  assured  by  the  experience  of  well 
known  telegraphic  constructors  who  have  employed  it.  To  this  point  is 
the  testimony  of  Messrs.  Chester,  of  New  ¥ork,  and  of  Mr.  Callahan, 
whose  opinions,  founded  upon  their  own  experience,  are  given  in  their 
letters,  which  are  also  appended. 

"  Action  of  other  chemical  agents  "Upok  kerite. — As  respects 
the  action  of  other  chemical  reagents  upon  the  keiite  covering,  I  have 
to  add  very  briefly  that  I  have  submitted  it  to  the  test  of  numerous  pow- 
erful bodies  in  contrast  with  other  insulators  or  eovering-s,  and  always 
with  the  most  marked  advantage  in  favor  of  the  kerite.  The  most 
important  of  these  agents  are  carbonic  disulphide,  (CSj),  nitric  acid, 
(Hi  NO,),  snlphiu'ie  acid,  (H^SO*),  sulphuric  dioxide,  (SO2),  nitric 
per  oxide,  (N 2  0  3 ),  chlorine  gas  and  alkaline  hydrates,  e.  g.,  sodic  hydrate 
(H  Ka  O)  and  potassic  hydrate,  {H  K  0).  Such  reagents  are  useful  in 
.  guiding  the  inventor  in  perfecting  his  synthetic  experiments ;  but  it  is 
hardly  necessary  to  say,  that  ui  the  actual  experience  of  telegraphy, 
cables  are  never  exposed  to  these  powerful  reagents  which  the  chemist 
resorts  to  in  his  laboratory.  "We  may  safely  conclude,  also,  that  a  pro- 
duct which  can  withstand  the  continued  attacks  of  atmospheric  ozone 
must  be  regarded  as  safe  from  all  other  causes  of  destruction  which  may 
be  encountered  in  nature. 

"This  last  remark  is  open  to  only  one  important  qnaliflcation.  It 
remams  to  be  seen  whether  the  marine  borers  of  tropical  seas  and  the  rav' 
ages  of  the  white  ants  of  tropical  regions,  which  are  known  to  destroy 
gutta-percha  coverings,  may  not  also  attack  wit"h  effect  the  kerite.  I 
have  caused  cables  to  be  prepared  to  test  this  question  in  the  waters  of 
the  Bay  of  AspinwaU,  and  also  to  be  buried  in  situations  where  they  are 
folly  exposed  to  the  ravages  of  the  white  ant.  These  specimens  of 
kerite  tave  been  prepared  with  carbolic  acid,  (phenol,)  compounds  of 
which,  as  applied  to  ship  timber,  I  have  found  in  certain  inveatig-ations 
undertaken  some  years  since  for  the  naval  department  of  the  United 
States  government,  to  offer  the  only  effectual  cure  to  the  attacks  of  the 
marine  animals. 

"The  trials  now  in  progi-ess  in  Aspinwall  and  upon  the  Isthmus  of 
Panama  will  soon  decide  this  question  for  the  kerite  cable. 

"  lu  conchisioii,  Wc  arc  led  as.  the  result  of  this  investigation  to  express 
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the  opinion,  that  in  the  present  state  of  o«r  knowledge  the  'kerite'  of 
Day  is  the  best  material  yet  found  for  telegTapMe  use,  offering  at  once 
the  greatest  resistance  to  electrical  leakage  and  to  all  the  causes  of 
destruction,  whether  chemical,  atmospherie,  or  vital,  to  ■which  electrical 
cables  are  liable,  whether  iu  air,  earth,  or  water." ' 

LETTERS  UPON    THE  YALUE   OF   KEBITE   AS   AN  INSULATOR. 

The  following  is  the  letter  referred  to  from  Mr.  Moses  Gr.  Parmer,  dated 
at  Boston,  Pebruary;12, 1869,  and  addressed  to  Mr.  Day : 

"I  have  made  numerous  tests  of  the  insulating  power  of  your  'kevite' 
covering  for  telegraph  wires. 

"It  is  well  known  that  in  cables  which  have  the  same  relation  subsist- 
ing between  tlie  diameters  of  the  core  and  of  the  contained  strand,  the 
relative  insulating  jiower  is  in  proportion  to  the  time  which  it  takes  for 
the  cable  to  lose  half  of  a  given  chai'ge. 

"■The  Atlantie  cables  fall  to  half  charge  in  about  one  and  one  tejith 
hours,  while  a  sample  of  your  kerite-covei-ed  wire,  which  I  operated  upon, 
was  thirteen  hours  in  falling  to  half  charge,  fdiomng  it  to  be  a  most  won- 
derful insulator, 

"Wishing  for  you  the  utmost  success  in  introducing  this  truly  valu- 
able invention,  I  remain." 

The  letter  of  Messrs.  Charles  T.  &  J.  N.  Chester,  dated  New  York, 
November  13, 1868,  is  as  follows : 

"  In  reply  to  your  inquiries  as  to  om-  experience  in  the  coiijpound  Imown 
as  kerite  wire,  we  would  say  that  we  have  been  familiar  with  your  experi- 
ments and  have  examined  your  jiroducts  during  the  last  two  or  three 
years,  and  have  been  so  well  satisfied  that  Idiis  kerite-covered  wire  ful- 
flUed  many  requirements  not  hitherto  found  in  insulated  wire,  that  we 
have  induced  many  of  our  friends  to  purchase  and  test  the  ^•/ire,  and  the 
result  of  these  tests  has  been  to  establish  the  excellence  of  the  fabric  as 
superseding  any  other  for  the  purpose  of  insulation.  These  tests  have 
been  made  in  at  least  two  hundred  exposed  places  in  the  prominent  cities 
of  the  Union  and  Canada,  in  connection  with  fire-alarm  telegraphs.  They 
have  also  been  made  with  underground  wires,  as  at  Vassar  College  and 
Dartmouth  College.  Some, of  these  wires  have  been  laid  two  years; 
they  have  given  excellent  satisfaction.  Li  the  course  of  our  experience 
we  have  had  occasion  to  test  many  insulated  wires  under  water,  and  find 
it  rare  to  obtain  a  piece  of  much  length  without  an  escape,  even  with 
delicate  instruments.  A  few  days  since  we  were  about  to  ship  one  thou- 
sand feet  of  small  size  office  keiite  wire,  not  intended  for  subaqueous 
use.  A  test  of  this  with  a  battery  of  fifty  cells  and  a  delicate  acting 
apparatus,  gave  no  deflection  whatever.  We  believe  its  insulating  prop- 
erties very  extraordinary." 

Edward  A,  Callahan,  esq.,  the  superintendent  of  the  Gold  and  Stock 

'Dated  at  New  Haveii,  Coimecticut,  January,  1869. 
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Telegraph  Company,  makes  the  follomng-  statement  in  his  letter  to  Mr. 
Daj',  dated  at  Jfo.  18  ISew  street,  New  York,  November  10, 1868 : 

"In  reply  to  your  inqiihles  with  reference  to  yonr  kerite  insulated 
wire,  I  take  great  pleasure  in  making  you  the  tbllowing  statement : 

"It  has,  under  all  circumstances,  given  us  the  fullest  satisfaction. 
The  peculiar  natnre  of  om-  business  renders  it  necessary  for  us  to  use  the 
most  perfectly  insulated  Trire.  I  have  tried  several  and  various  kinds  of 
insulated  wii'e  before  using  yours,  but  have  been  obliged  to  take  it  all 
down,  and  have  now  substituted  your  kerite  insulated  wire  in  its  stead. 

"Tonr  wire,  which  I  strung  in  December,  1867,  is,  so  far  as  we  are 
able  to  judge,  as  good  as  the  first  dsiy  we  pat  it  up.  We  have  tested  it 
after  three  days  constant  rain,  and  could  not  find  one  degree  of  escape. 
We  nse  it  in  gas-pipes,  where  we  twist  six  wirestogether.  We  hold  this 
to  be  as  severe  a  teat  of  its  insulating  properties  as  it  can  be  put  to,  and 
have  never  been  obUged  to  look  at  one  of  these  gas-pipes  for  crasses, 
grounds,  or  escapes.  We  now  use  it  for  office  wire,  where  it  is  sometimes 
placed  near  furnaces,  subjected  to  a  very  high  temperature,  and  again 
where  it  is  exposed  to  the  most  intense  cold,  and  I  have  not  been  able  to 
detect  the  slightest  change  from  its  original  condition. 

"I  ain  very  favorably  hnpressed  with  it,  and  can  see  no  reason  why  it 
will  not  last  for  an  indefinite  number  of  y-ears. 

"  You  ask  my  opinion  for  undergroaud  purposes.  We  have  exposed 
it  to  the  extreme  cold  and  heat  of  the  past  year ;  strung  oyer  the  roofs 
of  buildings,  which  we  consider  the  best  test  of  its  indestructible  and 
insulating  qualities  that  it  can  be  submitted  to,  while  placing  it  under 
ground  would  be  favorable  as  a  protection." 
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CHAPTER  V. 

AUTOMATIC   RECORDING,  TRANSMITTING,  AND 
CONTROLLING. 

Automatic  recordstg— Ikprovj'»ibnt  anb  modhtcation  not  the  siwE— The  oen- 

—  The  pesoil  point— Isekg  peooessbs — Teiplk  i>i!n  — Steel 
POINT— Automatic  transmission — Embossed  paper  process— Adtomatio  appa- 
RATua  OP  Siemens  akd  Haiske— Speed  op  transmission— Blavibe  on  speed  of 

TRANSMISBIOK— COMPAKATnTB  SPEED  BY  DIFFnHEST  INSTRKMBNTS— EEOEST  RESTJtT 

IK  Frasce  in  SPEED  OF  TRANSMISSION— AoTOMATtc  TRANSMISSION  IN  Prussia  and 
SPEED  OP  transmission- Comparative  speed  oe  tsansmihsios —Critical  review 
OP  the  results- Automatic  control— Morse's  method— Sortais  apparatus- 
Morse  stopping  appaeatus. 

AUTOMATIC   EECOEDING. 

At  the  very  earliest  conception  of  the  art  of  writing-  or  imprinting  at 
a  distance,  in  one  or  more  distant  places  at  the  same  time,  the  best  modes 
of  practically  demonstrating  it  were,  as  a  matter  of  course,  the  subject 
of  absorbing  attention  in  the  mind  of  the  inventor.  No  sooner,  there- 
fore, did  the  idea  of  the  possibility  of  making  an  automatic  record  of 
intelligence  from  a  distance  occur  to  its  originator,  than  it  became  his 
main  purpose  to  demonstrate  by  some  means,  and  by  the  simplest  means 
he  could  then  devise,  that  it  was  not  merely  possible,  .but  that  it  must 
be  realized  in  some  way,  and  ma,de  an  accomplished  fact.  Indeed,  the 
production  in  some  way  of  this  automatic  record  was  the  key-note  of  his 
whole  theme. 

It  cannot,  therefore,  be  thought  strange,  that  a  great  variety  of  possi- 
ble modes  suggested  themselves  to  him ;  nor  la  it  more  strange  that,  after 
he  had  demonstrated  one  mode  as  practicable,  subsequent  inventors,  in 
folloTTing  the  original  track  which  led  to  the  demonstration  of  that  mode, 
should  find  that  many  of  the  devices  occurring  to  them  in  their  specula- 
tions, which  seemed  to  them  new,  had  been  anticipated  by  the  original 
discoverer  of  the  new  road.  It  could  scarcely  be  otherwise,  nor  does  this 
consideration  by  any  means  involve  a  charge  of  plagiarism  against  claim- 
ants to  these  same  devices ;  a  more  charitable  position  is  that  while  put- 
suing  the  new  route  opened  to  them,  the  same  objects  would  independ- 
ently attract  their  notice.  Such,  however,  woiild  be  ready  to  allow  that 
the  objects  which  to  them  are  novelties  may  not  be  novelties  to  him  who 
opened  and  first  explored  the  new  path. 

The  original  proposition  of  writing  or  printing  at  a  distance  must  not 
be  considered  as  merely  a  brilliant  but  crude  idea,  sent  forth  by  its  orig- 
inator to  be  developed  and  ecpiipped  by  othci's ;  it  was  from  tlie  moment 
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of  its  conception  the  hourly  occupation  of  his  thoughts  for  days  and 
months,  long  before  it  was  deemed  by  others  to  be  more  than  the  chi- 
mera of  an  ill-regulated  imagination.  These  modes  in  their  embrj'O  state 
were  conceived,  hideed,  in  comparative  seclusion,  \rithout  even  the  oppor- 
tunity or  the  means  to  put  them  except  in  part  into  tangible  shape,  other 
thaii  in  di'awings,  until  months  and  even  years  had  elapsed;  for  the  first 
apparatus,  although  conceived  in  its  essential  characteristics  as  early  as 
1832,  and  mainly  existing  in  drawings,  (partly  embodied,  indeed,  at  that 
date,)  was  not  in  a  shape  to  give  a  substantial  practical  demonstration 
of  the  successful  result  until  1835.  This  is  not  the  date  given  by  the 
inventor  but  by  numerous  witnesses,  who  are  in  agreement  in  testitying 
to  seeing  it  in  operation  at  that  time. 

That  the  earliest  instrumentalities  should  be  crude  and  capable  of  more 
or  less  improvement,  every  one  experienced  in  invention  will  readily 
allow.  But  what  is  improvement  ?  An  improvement,  or,  as  the  French 
stjle  it,  ferfeeUonTwment,  ha.s  a  dittterent  meaning  from  improvement  in 
the  strict  sense  of  that  word.  As  often  loosely  used  at  the  present  day, 
the  word  modification  would  more  accurately  express  the  change  or 
changes  made  in  the  instrumentalities  of  an  invention.  An  improve- 
ment is  a  modification,  but  the  reverse  is  not  always  true ;  a  motUflcation 
is  not,  of  coiu'se,  an  improvement,  but  it  would  be  technically  styled  so 
at  the  Patent  Office.  Even  a  change  in  an  apparatus,  tor  the  pui-pose  of 
gaining  some  presumed  advantage,  may  accomplish  its  immediate  piir- 
pose,  while,  at  the  same  time,  it  may  involve  countervailing  disadvan- 
tages in  complication  and  expensii'eness  which  may  more  than  neutralize 
the  advantage,  and  so  the  result  of  modification  may  be  on  the  whole  a 
loss  and  not  a  gain. 

It  is  not  uncommon  to  misapprehend  the  true  native  and  extent  of  a 
modification.  While  ignorant  of  the  nature  of  that  invention  ui>on  which 
a  modification  is  based,  it  is  not  so  ea-sy  to  know  if  the  modification  is 
an  tmimportant  change,  or  is,  indeed,  an  improvement.  A  casual  ob- 
server, without  a  thorough  knowledge  of  an  original  invention  is  very 
apt  to  confound  the  new  and  the  old,  and  in  noticing  a  new  arrangement 
is  often  led  to  consider  the  whole  as  new.  Proper  discrimination  is 
necessary,  that  no  iiyustice  be  done  to  any  of  the  laborers  in  the  same 
field  of  invention. 

It  will  not  be  deemed  egotistical  on  the  part  of  an  iiiventor,  if  in  the 
attempts  of  others  to  improve  his  invention  he  should  now  and  then 
recognize  the  familiar  features  of  his  own  offspring,  and  claim  their 
paternity.  The  attempts  at  improvement  in  the  telegraph  have  been 
mainly  directed  to  modes  of  recording,  to  mt:  to  modifications  of  the 
origiual  inking  apparatus;  to  modes  of  imprinting  the  ordinaiy  alpha- 
betic character ;  to  automatic  transmission  of  dispatches ;  to  autograjihic 
transmission  of  dispatches  and  designs,  and  to  automatic  control  of  a 
distant  apparatus.  There  have  also  been  attempted  impi-ovemeuts  in 
batteries  or  ge]ierators  of  electi'iisity. 
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The  more  tlion 
Fig. 


In  order,  therefore,  to  demonstrate  and  elucidate  any  professed  improve- 
ment upon  an  art  in  any  of  its  processes,  it  hecomes  not  a  matter  of  choice 
but  of  necessity  in  the  very  outset,  first,  to  set  forth  clearly  the  original 
processes  or  instrumentalities  professed  to  be  improved.  This  necessity 
must  be  an  apology  (if  any  aix)logy  is  required)  for  so  often  recurring  to 
the  oiiginal  invention  of  the  Morse  telegi'aph. 

THE  GENERIC  TELEGEAPH. 

'ougldy  its  early  history  becomes  known  the  more  clearly 
will  it  be  ereeived  and  acknowledged  to 
be  the  generic  telegraph.  The  means  and 
processes  of  this  first  telegraph  have 
been  adopted,  arid  liave  become  not  only 
the  efficient  instrumentaUtiea  of  all-  tlie 
modern  telegraphs,  but  the  modem  sema- 
phores have  also  derived  from  the  instru- 
mentalities apphed  in  the  telegmph  some 

of  their  most  efficient  means  of  accom- 

^^^^'^^  l)Ushing  their  more  limited  results ;  for 
example,  the  adoption  of  the  electro-mag- 
net, giving  to  the  telegraph  its  semaiilioric 
or  acoustic  quality. 

In  illustration,  therefore,  of  the  earlier 
lirocesses  of  the  telegraph,  diagrams  of 
some  of  the  modes  of  recording  first  tried 
by  the  inventor  are  given — modes  used 
by  him  with  more  or  less  of  success  in 
the  first  conatmcted  instrumeuts. 


I 


THE  ELECTRO-CHEMICAL  PROCESS. 


The  earliest  mode  devised  for  producing 
a  record  was  an  electro-chemjcal  process. 
The  inventor  hEbd  the  idea  before  landing 
from  the  ship  in  1832  that  his  purpose  of 
recording  might  he  accomjihshed  by  the 
use  of  some  salt,  so  easily  decomposable, 
or  so  sensibly  influenced  by  electricity  in 
its  passage  through  a  conductor  that  a 
mark  upon  paper  impregnated  with  such 
a  salt  might  be  the  result,  by  simple 
contact  with  the  conductor  at  the  moment 
of  an  electrical  charge.  A  magnetic  effect 
was  known  to  exist.    Was  .there  aiiy  other 

effect  available  to  produce  a  marM  This  was  the  problem  to  be  solved. 
With  no  means  on  board  the  ship  for  any  experiment,  this  suggested 

mode  was  reserved  to  be  tried  at  the  close  of  the  voyage.    Coincident 
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witli  the  electro-eliemical  mode  the  electro-magnetic  or  mechanical  moile 
of  marking  was  elaborated,  and  the  various  derices  for  using  the  power 
of  the  electro-raagnet  reduced  to  drawings. 

On  testing  the  first  electro^chemical  mode  by  simple  contact  with  a 
conductor  in  an  electric  state  with  the  hope  to  produce  the  result  in 
the  diagram,  the  experiment  failed  with  the  salt  that  had  been  suggested, 
and  with  several  other  salts  that  were  experimented  upon  in  that  man- 
ner. The  paper  impregnated  with  the  salt  in  this  case  was  made  simply 
to  pass  beneath  and  in  contact  with  the  conducting  wire.  If  no  current 
was  passing  in  the  wire  the  paper  would  show  no  mark,  but  when  a  cur- 
rent was  .sent  throiigh  the  wire  the  paper  should  show  marks  across  the 
strip  like  those  in  the  diagram.  The  thinner  lines  represent  the  dots, 
the  thicker  hues  the  dashes  of  the  conventional  code,  This  was  the 
theory.  Submitted  to  experiment,  as  has  been  stated,  it  failed  in  prac- 
tice. But  bypassing  theelectriccurrentthronghthepaperimpregnated 
with  various  salts  the  marking  was  produced  more  or  less  perfectly,  yet 
attended  with  so  many  inconveniences  that  the  electro-chemical  mode 
was  temporarily  reserved  for  fiiture  experimenting,  in  order  to  perfect 
the  electro-magnetic  mode,  which"  promised  a  surer  and  better  result. 
Perceiving  that  by  the  electro-magnet  he  had  command  of  a  power  capa- 
ble at  will  to  make  a  line  of  any  length  upon  a  moving  strip  or  ribbon 
of  paper,  the  inventor  found  that  the  dots  and  spaces  and  eventually  the 
dashes  of  the  code  he  had  already  de^-ised  were  readily  made  by  any 
convenient  marking  instrument,  such  as  a  pencil  or  pen  or  printing  wheel. 
The  object,  then,  of  the  inventor  was  to  adopt  the  best  of  the  several 
■devices  which  had  suggested  themselves  to  him. 

THE  ELECTRO-MAGNETIC  MODnil. 

The  first  and  moat  obvious  was  that  of  a  pencil  at  one  extremity  of 
the  lever,  as  in  Fig.  18. 

Fig,  18. 


The  Pencil  Point, 
The  marking  with  the  pencil  B  gave  a  successful  result,  but  the  blow 
n  striking  the  paper  often  broke  the  point  of  the  pencil  and  required 
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constant  attention,  and  pixKluced  many  interniptions,  so  that  the  use  in 
the  manner  seen  in  the' diagram  was  early  abandoned;  but  the  pencil 
was  imfuediately  used  in  the  manner  shown  in  the  first  constnieted  instru- 
ment of  1835,  as  seen  in  Pig.  IS,  by  which  the  damage  to  the  point  of 
the  pencil  ^va,s  avoided,  yet  still  the  constant  wearing  away  of  the  i>en- 
cil  presented  a  diiflcnlty  to  be  removed. 

Thib  was  attempted  by 
the  u&e  ot  fountain  pens 
ot  vanons  construction; 
at  fli  st  1  single  pen  formed 
a  capilliry  tube,    which 
Iml  the  inconvenience  of 
out  not  {,n  uig  out  its  ink  if 
of  ictioii  for  any  length 
of  time     To  remedy  this 
detect  the   form    of   the 
lountam  i^en  was  like  tliat 
shown  in  Fig.  19. 
The  triple  pen. 
This  gave  the  dispatch 
The  Triple  Pen.  by  a  three-fold  line,  so  that 

in  case  one  pen  should  be  clogged  and  fail  to  record,  one  or  both  of  the 
other  pen  secured  the  record.  This  method  for  some  time  produced  good 
results.  It  was  the  mode  exhibited!  to  the  Congress  at  Washington  in 
the  session  of  lS37-'38,  and  to  the  Academy  of  Sciences  in  Paris  in  1838, 
described  by  M,  Arago  from  its  appearance  as  "  ««  petit  rateauj"  or  little 
rake. 

The  PKINTINO-  WHKEL. 

Thei'C  was  also  another  joode  successfully  used  in  the  early  experi- 
ments, seen  in  Fig,  20,  by  a  printing  wheel,  as  in  the  modern  iuk-writers, 
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the  only  difference  lietw»5en  this  original  mode  and  the  present  ink-writers 
heing  the  supply  of  ink  to  the  wheel  originally  by  a  sponge  iDstesid  of  the 
modem  felt  wheel.  All  these  modes  are  distinctly  specified  in  Morse's 
caveat  of  1837,  in  the  Patent  Office  at  Washington.  Why  was  not  tlielast 
mode,  80  identical  with  the  modern  ink-writers,  which  are  so  popular,  at 
once  adopted  in  practice  S  The  inventor  was  desirous  of  avoiding  several 
inconveniences  attendant  on  all  the  modes  of  using  ink.  The  diTiug  of 
the  ink  upon  the  ink-wheel,  especially  iu  dry  climates  and  in  warm 
weather,  would  often  render  the  inking  process  unreliable.  Again, 
unless  care  were  specially  taken  there  was  constant  danger  of  an  over- 
charge of  ink,  soiling  the  paper  and  producing  grave  interruptions. 

THE   STEEL   POINT. 

To  avoid  these  inconveniences  a  steel  point  (point  seelie)  was  devised 
and  used,  which  marked  the  paper  strip,  by  the  interposition  of  a 
blackened  or  colored  paper  between  the  point  and  the  paper  strip,  as 
in  the  ordinary  manifold  copying  process.  This  also  \tas  successful, 
but  did  not  remove  every  inconvenience.  It  was  then  that  the  idea  of 
embossing  the  paper  directly  with  the  same  stylus,  in  the  mode  now 
known  as  the  dry  point  or  embosser,  (the  point  sMie,)  was  conceived  and 
adopted.    Fig.  '21  shows  this  mode. 

Fig.  21. 


Tlie  Steel  Point. 

This  was  considered  by  him  a  substantial  improvement,  since  the 

simple  stylus  at  the  extremity  of  the  lever  was  always  in  order,  requiring 

no  attention.    It  dispensed  with  ink  and  all  its  inconveniences  and 

complication,  and  reduced  the  apparatus  to  its  minimum  of  simplicity. 

MODES  OF  MABKINS  OR  EECOEDING. 

It  is  customarj',  in  treating  of  this  part  of  the  telegraphic  apparatus, 
by  many  historians  of  the  telegraph,  to  consider  this  steel  point  or 
embossing  mode  as  the  primary  mode  devised  by  the  inventor,  and  the 
inking  or  printing  wheel  as  a  modern  improvement  upon  it  by  others. 
This  is  a  mistake.  The  inventor  considered  the  dry  point  or  embosser 
as  an  improvement  on  his  original  inking  apparatus  devised  and  used 
as  early  as  1845,  and  was  patented  in  April,  1846,  and  in  the  employment 
of  his  inking  wheel  by  modem  mechanicians,  he  thinks  that  some  of  the 
advantages  of  the  dry  point  have  been  overlooked,  while  some  of  its 
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disadvantages  have  been  unduly  exaggerated.  These  latter  are  stated 
to  be — ^first,  the  disadvantage  of  being  obliged  to  read  the  letters  by  a 
particular  light  and  shadow  fatigniing  to  the  eye.  A  simple  remedy  to 
this  is  the  application  of  a  light  ink  roller  to  the  top  of  the  embossed 
letter  as  it  issnes  fiMjm  the  stylus,  in  such  a  way  that  the  ink  touches 
the  top  oidy  of  the  raised  letter.  This  has  been  successfully  done,  and 
is  a  mechanical  arrangement  easily  made,  and  it  obviates  this  disadvan- 
tage, and  at  the  same  time  obviate  the  second  disadvantage,  which  is, 
that  au  embossed  message,  when  the  paper  is  rolled  up,  loses  its  raised 
character,  and  leaves  the  paper  blank,  so  that  the  record  is  obliterated. 
If  inked  in  the  way  just  suggested  this  difficulty  disapiiears.  The 
third  disadvantage  is,  that  it  requires  a  relay  ui  order  to  furnish  the 
requisite  power  to  emboss  the  characters.  This  is  the  moat  plausible  of 
aU,  and  so  far  as  it  is  desirable  to  disi>ense  with  the  relay,  the  mode  of 
inking  the  characters  devised  by  the  Messrs.  Diguey  freres,  to  irit :  by 
bringing  the  paper  up  in  contact  with  the  ink  wheel,  mstead  of  the  ink 
wheel  down  upon  the  paper,  as  in  the  original  mode,  is  a  successM  and 
valuable  improvement.  It  must  be  said,  however,  on  the  other  side 
that  the  dispensing  with  the  relay,  is,  under  some  aspects,  of  tloubtt'ul 
economy,  esiJecially  in  view  of  the  acoustic  effect  of  the  pen  lever  in  the 
act  of  embossing;  this  eftfect  is  destroyed  in  the  silent  operation  of  the 
inking  process,  but  with.the relay  and  steel  point  is  retained,  and  is  of 
so  impoi'tant  a  character  as  to  have  modified  to  a  considerable  extent 
the  wliole  process  of  telegraphic  or  rather  se&iaphoric  commimioation  by 
the  Morse  apparatus. 

To  offset  these  disadvantages  charged  against  the  dry  point  there  is 
one  manifest  advantage  in  its  employment  which  seems  so  ob\'iona  that 
it  is  a  matter  of  some  surprise  that  no  one  of  the  ingenious  mechaniciaus, 
who  have  been  intent  on  improvements,  should  not  have  long  since  dis- 
covered and  applied  it.  This  advantage  is  the  special  applicability  of 
the  dry  point  process  to  automatic  trausmissiou. 

AUTOMATIC  TRANSMISSION. 

The  automatic  process  was  the  original  mode  devised  for  the  first 
demonstration  of  a  stiictly  telegraphic  result.  As  special  attention  in 
the  present  day  is  being  given  to  this  mode,  in  the  hope  so  to  perfect  it 
as  to  supersede  other  processes,  it  jnay  not  be  amiss  to  dwell  a  moment 
upon  its  character. 

The  original  automatic  process  of  the  first  instrument  in  1835 
was  accomplished  by  metallic  tj^pe,  set  up  in  composing  sticks  or 
rules,  and  carried  beneath  the  lever  by  an  apparatiis  called  the  "port 
rule,"  which  bore  forward  the  prepared  rules  in  proper  succession. 
This  mode  required  several  distinct  operations:  First.  The  prepara- 
tion of  an  indeflnite  quantity  of  the  metallic  type  to  be  fiimished 
to  each  office.  Second.  The  setting  up  of  these  tyiie  in  the  ndes  or 
composing  sticks.     Third.  The  placing  of  these  rules  in  their  order  in 
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the  transmitting  apparatus.  Foiirth.  The  mechanical  operating  of  the 
port  rule.  Fifth.  The  distribution  of  the  tj-pe  after  the  whole  operation 
of  transniisBion  has  been  completed. 

The  automatic  type  process  of  Siemens,  which  we  shall  presently 
examine,  requires  the  same  several  operations  as  the  original  automatic 
type  process. 

An  automatic  process  by  Wheatstone,  not  in  the  catalogue,  requires, 
iirst,  a  peculiar  apparatus,  called  the  perforator,  for  punching  holes  in  a 
strip  of  paper;  second,  another  apparatus,  eaUed  a  transmitter,  by  ■which 
the  paper  tlras  prepared  is  carried  forward  to  operate  the  levers  of 
contact;  third,  another  apparatus,  called  the  receiver,  which  gives  the 
recording  resiUt  upon  a  strip  of  paper  at  a  distance. 

These  last  two — transmitter  and  receiver — are  modifications  of  the  origi- 
nal Morse  manipulator  or  key,  and  the  Morse  register,  in  order  to  increase 
the  speed  of  the  mechanical  movements  of  each  instrumentality. 

In  Wheatstontfs  process  the  perforator  is  a  different  instrument  from 
the  Morse  manipulating  key,  and  much  more  complicated,  and  requires 
a  different  mode  of  operating  it,  a  new  manipulating  process  is  to  be 
learned  by  the  operator  in  addition  to  his  usual  a€quirements.  The 
punched  paper  requires  more  time  in  its  preparation  than  the  usual 
embossing  or  writing  process  of  the  Morse  system.  When  once  prepared, 
however,  it  haa  the  advantage  over  the  tyi>e  setting  mode  that  no  dis- 
tribution of  type  is  necessary  after  the  transmission  has  been  completed. 

The  transmission  and  reception  of  the  message  in  all  these  modes 
differ  very  little  from  each  other. 

EMBOSSED  PAPER  PROCESS. 

The  general  advantage  proposed  to  be  obtained  by  automatic  trans- 
mission is  that  a  greater  quantity  of  iuteUigence  can  be  transmitted  in 
a  given  time  by  this  mechanical  mode  than  by  the  .ordinary  or  hand 
manipulation  with  the  Morse  key,  or  manipulator,  and  that  this  may  be 
accomplished  by  having  the  dispatch,  if  of  great  length,  setup  or  prepared 
by  dividing  it  into  what  are  called  by  printers  "takes"  or  convenient 
portious,  and  employing  several  operators  who,  at  the  same  time,  pre^ 
pai-e  their  several  takes,  by  setting  up  the  type,  or  preparing  the  punched 
paper  to  be  used  in  the  transmission.  The  mode  proposed  by  the  writer 
of  this  report  has  the  advantage  of  greater  simplicity  as  a  result  of  the 
embossing  process  with  the  point  seche.  For  this  mode  requires  no  type 
setting,  no  new  instrument  for  preparing  the  paper;  no  new  process  of 
punching  paper  to  be  learned  by  the  operators.  The  operator  prepares 
his  dispatch  in  the  usual  way,  by  embossing  the  paper,  as  if  sending  a 
dispatch.  It  is  then  at  once  ready  for  transmission;  needing  no  perfora- 
tions nor  other  preparation.  The  paper  strip  with  the  embossed  char- 
acters is  simply  passed  beneath  a  delicate  lever  like  that  of  the  relay 
magnet.  As  every  embossed  part  passes  under  the  lever,  contact  is 
made  longer  or  shorter  according  to  the  length  of  the  embossed  line. 
7t" 
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The  result  is  tlie  same  as  by  the  tj-pe  process  and  the  puuclied  paper 
process. 

The  only  variation  which  may  possibly  be  roc|.im'e<i  in  the  present 
Morse  apparatus  is  a  more  perfect  mechanical  embossing  point,  a  small 
■wheel,  for  example,  instead  of  a  blunt  point,  by  which  the  embossed  char- 
acters shall  receive  a  stronger  and  bolder  relief,  and  paper  more  capable 
of  this  stronger  embossing. 

These  are  within  the  ordinary  mechanical  capabilities  of  good  work- 
manship. 

AUTOJMATIO  APPAKATUS  OP  SIEMENS  AND  HAISK^. 

H"o,  .39  of  the  catalogue  comprises  the  telegraphic  and  semaphoric 
instmmenta  of  those  accomplished  mechanicians  and  savans,  the  Messrs, 
Siemens  and  Halsk^,  of  Berlin,  so  profound  in  scientific  research  and 
prolific  in  every  variety  of  ingenious  and  novel  philosophical  instruments. 
Among  the  most  noteworthy  in  the  Exposition  is  their  automatic  appa- 
ratus, which,  it  appears,  has  been  operated  with  successful  results  upon 
the  German  lines.  Those  who  are  familiar  with  the  early  history  of 
the  generic  telegraph  wUl  recognize  the  feet  that  the  automatic  mode 
of  recording  was  embodied  in  the  first  telegraphic  iustrament  devised  by 
the  writer  in  1832,  and  it  was  the  first  mode  by  which  the  new  art  was 
demonstrated  in  1835.  At  that  early  peiiod  the  automatic  was  deemed 
to  be  the  only  practical,  if  not  practicable,  mode  of  insuring  a  perfect 
record.  The  details  of  this  process  are  to  be  foimd  in  the  earliest  sjpecifl- 
cations  and  descriptions  and  models  of  the  Morse  invention  in  the 
Patent  Office  at  Washington,  and  the  instrumentalities  are  very  fully 
described  and  illustrated  by  diagrams  in  VaU's  earliest  work  on  the 
telegraph,  published  in  1845. 

The  general  features  of  tliis  fli-st  Morse  automatic  process  may  lie 
briefly  stated  to  consist  of — 

First.  The  embodiment  in  a  species  of  cogged  type  of  the  numerals  to 
be  recorded,  consisting  of  lines,  dots,  and  spaces — the  elements  of  the 
Morse  code.  This  was  accomplished  in  November  and  December  of  1832. 
Subsequently  the  inventor  extended  the  principles  of  his  code  to  the 
letters  of  the  alphabet,  which  were  added  to  the  numerals,  and,  with 
some  special  signs  for  punctuation  and  office  signals,  completed  his 
original  code. 

Second.  Of  rules  or  composing  sticlis,  in  which  the  desired  type  were 
set  up. 

Third.  Of  the  port  rule  or  instrument,  by  which  the  rules  when  pre- 
pared with  their  type  were  canied  forward  to  oi^erate. 

Fourth.  A  lever  to  close  and  open  the  electric  circuit  at  the  regulated 
times. 

Til  this  part  of  the  automatic  process  of  the  new  art,  the  inventor  early 
made  many  modifications,  some  of  which  are  also  fully  described  by  Vail. 

Experience  soon  suggested  that  however  desirable  on  account  of  accu- 
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racy  was  this  automatic  mode,  maniptdation  liy  the  hand  with  a  simple 

rocking  lever  possessed  m^iy  advantages,  among  which  wa-s  the  dispens- 
ing with  the  complicated  machinery  of  tji>es,  composing  sticks,  and  port 
rnles,  and  the  consumption  of  time  in  preparation,  and  this  simple  manip- 
ulator was  found  to  be  sufflcientiy  accnrate  for  the  ordinary  require- 
ments of  the  telegraph.  This  manipuLitor  holds  its  place  in  the  telegraph 
uistraments  at  this  day. 

SPEED  OF  TRANSMISSION. 

To  ascertain  the  quantity  of  intelligence  that  could  be  recorded  in  a 
given  time  was  not  in  the  early  period  of  the  history  of  the  telegraph  so 
much  a  desideratum  as  to  know  that  any  could  be  recorded;  and  the 
comparatively  little  that  was  accomplished  by  the  new  art,  iu  its  first 
essays,  was  in  such  vastly  greater  quantity  than  could  possibly  be 
transmitted  by  any  of  the  semaphoric  modes  previously  in  use,  that  for 
some  time  the  public  were  content  with  the  success  already  aehievetl. 

In  process  of  time,  however,  stimulated  chiefly  by  the  enterprising 
spirit  of  the  conductors  of  the  American  Associated  Press,  the  hghtning 
was  invoked  to  send  what  it  sent  more  rapidly,  or  rather  to  send  more 
in  a  specified  time,  and  hence  the  minds  of  the  ingenious  were  concen- 
ti-ated  on  modes  of  manipulating  a  greater  quantity  in  a  given  time. 

In  estimating  the  speed  of  transmission,  it  is  obvious  that  other  circmn- 
stances  than  the  time  oecnpled  in  manipulation,  whether  by  the  hand 
key,  (the  circuit  closer,)  or  by  automatic  machinery,  must  be  considered 
iu  making  a  fair  estimate. 

Precedent  to  transmission  there  must  be  taken  into  the  account,  first, 
the  cost  and  nature  of  the  apparatus;  second,  the  number  of  employes 
neeessarj'  to  prepare  the  copy  for  transmission;  third,  the  number  of 
employes  necessary  to  receive  and  prepare  it  tor  delivery  at  the  distant 
station;  fourth,  the  comparative  time  required  to  prepare  the  copy  for 
transmission;  and  then  follows,  fifth,  the  time  occupied  in  transmission; 
and,  sixth,  the  distance  to  which  It  can  be  transmitted. 

To  illustrate  the  necessity  for  taking  into  the  account  these  propositions, 
let  a  given  quantity  of  intelligence,  tmd  the  same  intelligence,  be  presented 
at  the  same  moment  to  be  sent  by  the  several  apparatus  respectively. 
That  system  which  first  deUvers  the  intelligence  complete  at  the  distant 
station  will  {other  things  being  equal)  bear  away  the  palm.  I  say  other 
things  being  equal,  for  in  an  economic  point  of  view,  the  first,  second, 
and  third  propositions  must  be  insisted  on.  For  it  is  easy  to  conceive 
twenty  wires  with  an  apparatus  and  operators  furnished  to  each,  and 
the  copy  divided  into  twenty  parts  or  "takes,"  (to  use  the  nomen- 
clature of  the  printing  office,)  and  each  operator  sending  his  allotted 
portion  or  "take"  at  the  same  time,  and  thus  the  whole  could  be  trans- 
mitted in  a  twentieth  part  of  the  time  required  to  send  the  whole  by  a 
8inglewire,apparatns,andoperator.  Itisatoncepereeivedthat,  although 
this  might  be  successfully  accomplished,  it  could  not  be  accomplished 
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with  economy.    Hence  the  economic  means  enter  materially  into  the 
estimate  of  the  final  result. 

Again,  in  the  test  of  the  Mprse  apparatus,  its  semaphorie  quahty,  by 
means  of  the  simple  acoustic  arraugemeut,  has  shown,  in  mere  rapidity 
of  transmission,  at  least,  its  superiority  over  the  proper  telegraphic 
quality  of  the  same  apparatus.  The  telegraphic  quality,  however,  is  that 
which  is  considered  inmost  of  the  European  administrations  as  anecessHy, 
because  it  furnishes,  by  its  permanent  recorded  result,  that  control 
which  the  system  of  government  surveillance  makes  absolutely  necessary, 
and  which  does  not  belong  to  any  mere  semaphorie  mode.  This  fii«t  is 
to  be  taken  into  the  account  in  estimating  speed  of  transmission.  All 
the  automatic  processes  are  telegraphic  There  is  a  limit  to  the  quantity 
that  can  be  transmitted  and  recorded  in  a  given  time,  for  the  most  part 
quite  inside  of  the  result  of  the  acoxistic  or  semaphorie  mode- 
Experience -alone  can  decide  on  the  comparative  advantages  of  these 
two  modes. 

The  Morse  process  of  recording  by  electro-chemical  decomposition 
attracted  early  attention,  and  occupied  the  time  and  employed  the  skill 
of  several  ingenious  men  in  Europe,  but  especially  of  Bain,  who  gave  it 
greater  efficiency  by  the  application  of  a  more  sensitive  salt  than  had 
been  previously  applied.  This  process  is  attended  with  great  inconven- 
iences, but  these  have  not  prevented  its  use  to  some  limited  extent.  In 
theory,  however  capable  of  producing  greater  speed,  (sometimes  obtained 
in  exceptional  cases,)  there  are  practical  as  well  as  theoretical  difficulties 
which  have  hitherto  disappointed  the  flattering  exi>ectations  of  its  friends, 
and  interposed  serious  obstacles  to  its  general  adoption. 

The  immense  rapidity  of  the  passage  of  the  electric  current  suggests 
that  there  is  scarcely  a  limit  to  the  quantity  of  inteUigence  that  might 
be  transmitted  in  a  given  time.  Theoretically,  indeed,  any  speed  yet 
attained  could  be  increased  almost  indeflnitelyj  but  this  speed  is  limited 
not  by  the  speed  of  electricity,  but  by  the  action  of  the  necessary  inter- 
vening mechanical  instrumentalities.  Were  the  speed  of  electricity  the 
sole  element  to  be  taken  into  consideration,  the  amount  of  intelligence 
thatcoidd  be  transmitted  can  scarcely  be  computed;  but  the  mechanical 
agencies  of  a  more  sluggish  nature  which  mingle  in  the  process  fore- 
shadow a  limit,  and  it  is  precisely  here  that  the  ingenious  savant  and 
mechanician  find  a  profitable  employment  for  their  research  and  skDl  in 
modifying  and  im]>rovnig  the  automatic  process. 

BLAVIBR  ON  SPEED  OF  TRANSMISSION. 

As  pertinent  to  this  subject,  a  quotation  is  made  from  the  eseeUent 
work  of  M.  Blavier,  volume  i,  page  188,  of  his  calculations  of  the  possible 
speed  of  transmission: 

"  The  speed  of  transmission  which  can  be  obtained  with  an  instrument 
depends  not  only  on  the  rapidity  of  manipulation  that  can  be  increased, 
by  mechanical  means,  almost  indefinitely,  but  also  on  the  nature  and 
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length  of  the  line.  It  depends,  in  fact,  on  the  register  itself,  and  it  is 
well  to  ascertain  for  each  instrument  the  maximum  number  of  signs 
that  it  can  give — that  in  which  its  power  of  transmission  consists. 

"For  the  Morse  apparatus,  the  question  reduces  itself  to  know  how 
many  dots  (or  points)  the  register  can  receive  in  a  minute, 

"A  movable  armature  over  against  an  electro-magnet  can,  under  the 
influence  of  interrupted  currents,  effect  at  least  from  five  thousand  to 
six  thousand  oscillations  in  a  minute,  hut  on  condition  that  their  extent 
shall  be  extremely  small,  and  it  would  be  insufficient  to  produce  signs 
upon  a  band  of  paper,  even  admitting  that  the  speed  of  unrolling  the 
paper  can  he  definitely  increased.  For,  in  order  that  the  lever  shall  be 
lifted  and  mark  a  sign,  there  must  be  a  determinate  time  which  varies 
with  the  form  of  the  apparatus,  and  above  all  with  the  mass  of  the  lever. 

"When  in  the  Morse  apparatus  the  (point  siehej  dry  point  is  used,  the 
lever  is  always  very  massive ;  it  allows  aLso  the  addition  of  a  relay,  and  even 
with  a  very  rapid  unrolling  of  the  paper  not  more  than  300  or  400  dots 
per  minute  can  be  obtained.  An  apparatus  (h  molettej  with  printing 
wheel,  operating  by  the  intervention  of  a  relay,  can  give  from  800  to  900 
dots.  In  fact,  a  Morse  apparatus  fit  mohttej  with  printing  wheel,  with- 
out a  relay,  constituted  in  the  best  possible  manner,  that  is  to  say,  in 
wliich  the  armature,  the  lever,  and  the  knife  are  as  light  as  possible,  a 
condition  which  may  be  obtained  by  reducmg  their  dimensions,  and  even 
their  densities,  by  the  employment  of  aluminum,  can  give  even  2,000  dots 
per  minute. 

"When  the  number  of  dots  that  can  be  transmitted  is  known,  it  is  easy 
to  estimate  the  corresponding  number  of  words. 

"  In  considering  the  duration  or  extent  of  a  dot  as  unity,  and  in  desig- 
nating it  by  1,  the  duration  or  extent  of  a  line  is  3;  the  separation  (or 
space)  between  the  signs  in  the  same  letter  is  1;  that  of  two  letters,  3; 
that  of  words,  6  units.  In  taking  at  hazard  a  great  number  of  words, 
(one  or  two  pages  of  a  book  for  example,)  and  in  writing  in  the  signs, 
I'very  dot  and  line  and  space  can  be  counted  for  the  number  of  corre- 
sponding nnits,  to  calculate  the  total  number  of  units  necessary  to  express 
the  aggregate  of  the  words;  and  then,  if  the  sum  is  divided  by  the  num- 
ber of  words,  we  have  the  mean  number  of  units  which  correspond  to  a 
word. 

"Thus  it  is  found  that  each  word,  including  the  blank  space  between 
the  words,  is  represented  by  the  average  of  48  units. 

"If,  then,  the  apparatus  can  receive  2,000  dots  in  one  minute,  which 
with  their  blanks  {or  spaces)  represent  4,000  units,  the  number  of  words 
which  can  be  transmitted  will  be  ^^,  or  eighty-four  words  per  minute. 
Besides,  it  is  necessary  that  the  signs  be  made  distinct  upon  the  paper 
band.  In  ordei-  to  read  them  easily,  the  separation  of  the  signs  and  the 
length  of  the  dots  ought  to  be  at  least  three-quarters  of  a  millimeter .^ 

"If  the  paper  is  unrolled  at  the  speed  of  1".20  per  minute,  the 

'  A  millimftter  is  ,0J94  of  an  inoli,  i.  e,,  al)t>ut  ona  tweiitj-fiftli  of  an  iacli. 
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greatest  number  of  milts  equal  to  three-quarters  of  the  millimeter, 
.02955  of  an  inch,  is  1,600,  which  corresponds  to  thirty-five  words  per 
minute.  If  this  speed  is  to  he  surpassed,  the  speed  of  unrolling'  the 
paper  must  be  increased  either  by  employing  a  more  powerful  spring  or 
by  contracting  the  wings  of  the  fly. 

"  The  speed  of  unrolling  the  paper  at  the  rate  of  1".20  is  more 
than  sufficient;  for  twenty-flve  words  per  minute  can  never  be  in 
practice  surpassed,  only  in  exceptional  cases,  and  the  space  that  each 
dot  occupies  must  be  above  three-quarters  of  a  millimeter  to  render  the 
reading  more  easy." 

"Manipulation  by  the  hand,  by  means  of  the  manipulator  previously 
described,  presents  many  inconveniences.  It  cannot  be  absolutely 
regularj  it  varies  according  to  the  skiU  and  even  to  the  character  of 
the  operator.  Besides,  it  is  forcibly  limited,  since  the  greater  part  of 
-  the  operators  attain  with  difBeulty  to  fifteen  or  eighteen  words  per  minute 
and  the  most  skillful  do  not  exceed  twenty-flve." 

From  this  calculation  of  M.  Blavier,  therefore,  it  would  seem  to  be 
demonstrated  that  twenty-five  wokIs  in  one  minute,  or  fifteen  hundred 
in  one  hour,  is  the  greatest  number  that  can  be  given  by  hand  manipula- 
tion, yet  this  can  only  apply  to  the  distinct  recording  of  the  signs  upon 
the  band  of  paper.  The  hand  manipulation  upon  the  sounder,  which 
involves  the  use  of  the  Morse  manipulator  in  the  same  manner  as  if  re- 
cording, gives  a  greater  number  of  words  in  a  minute  than  any  automatic 
recording  process  yet  practically  employed,  as  will  he  presently  sboivn. 

OOMPAEATIVE   SPEBB  BY  DIFFERENT   IKSTBUMEKTS. 

The  comparative  speed  of  transmission,  or  the  quantity  of  words  in  a 
given  time,  by  different  instruments  is  stated  in  the  official  documents 
of  tyo  national  administrations  as  follows : 

The  single  dispatch  is  calculated  at  twenty  words,  and  the  number  of 
dl8i)atches  at  so  many  in  one  hour. 

Of  such  dispatches — 

^In  France  the  Morse  is  rated  at  twenty  in  one  hour;  the  Hughes,  at 
fifty  in  one  hour  j  the  dial  system,  at  fifteen  in  one  hour ;  the  Oaselli, 
(hesitatingly,)  at  forty  in  one  hour, 

In  Prussia  the  Morse  is  rated  at  twenty  to  thirty  in  one  hour ;  the 
Hughes,  at  forty  to  fifty  in  one  hour ;  the  Siemens,  at  sixty  in  one  hour. 

The  distance  or  the  length  of  the  conductors,  or  their  equivalent,  in 
resistance,  is  an  important  element  in  the  calciUation.  This  element  is 
not  given  in  the  French  calculation. 

In  the  Prussian  experiments  the  distance  measured  by  resistance 
coils  is  stated  in  one  instance  at  2,700  English  miles,  and  in  another 
at  640  English  miles. 

Not  satisfied  that  justice  had  been  done  to  the  Morse  system  in  this 

comparative  statement  by  rating  it  at  twenty  telegrams  in  au  hoxir,  a 

I  See,  Clsaiiter  V,  questions  to,  anil  answers  of,  Viscount  do  Vougy. 
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request  was  made  to  the  president  of  tlie  "Western  Union  Telegrapli 
Company  to  have  the  speed  of  transmission  fairly  tried  apon  the  Ameri- 
can lines.  Accordingly,  an  executive  circnlar  was  issued,  and  in  con- 
formity with  its  requirements  the  results  were  duly  sworn  to  and  attested 
by  notaries  public. 
The  following'  taWe  embodies  these  results : 

Taile  of  residts  of  the  trial  of  speed  by  the  Morse  apparatus. 
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Sjpeerl  of  the  Hughes  apparatus  and  of  Sietnm^- 
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RECENT  RESULT   IN  FRANCE   IN  SPEED  OF   TKANSMISSION. 

At  the  late  opening  of  the  Legislative  Assembly  in  Paris,  (I860,}  the 
speech  of  the  Emperor  ou  the  occasion  was  transmitted  from  Paris  to 
various  capitals.  It  ■will  be  seen  that  extraordinary  efforts  were  ma-de 
to  transmit  it  by  telegraph  with  the  utmost  speed.  We  copy  from  the 
French  journals  the  following  account  of  the  result: 

"Nothing  cotild  be  more  curious  and  interesting  than  the  aspect 
which  was  presented  yesterday  after  the  speech  of  the  Emperor,  in  the 
central  telegraph  station. 

"The  day  before,  orders  had  been  given  that  the  lines  and  apparatus 
should  be  inspected  with  care  and  put  in  order.  At  half  past  12  o'clock 
the  entire  body  of  officials  were  at  their  posts  waiting  the  woixi  of  com- 
mand. 

i' Scarcely  had  the  first  copies  been  distributed  to  them  than  two  hun- 
dred employes  were  put  to  work,  and  the  transmission  was  made  with  a 
dizzy  rapidity,  of  which  the  following  figures  will  give  some  idea : 

"The  imperial  speech  contains  about  1,200  words. 

"London  received  it  in  fourteen  minutes;  Berlin,  in  one  hour  aud  nine 
minutes;  Florence,  in  one  hour  aud  forty  minutes;  Brussels,  in  forty-five 
minutes;  Vienna,  in  one  hour  and  fifty  minutes. 

"The  difference  in  time  to  the  advantage  of  London  is  explained  by 
this  feet:  that  four  wires  (or  circuits)  were  used  for  the  transmission  of 
the  speech  to  that  capital,  while  only  one  was  used  for  the  others." 

This  feat  of  transmission  by  telegraph,  scrutinized,  gives  the  follow- 
ing comparative  result.  The  speech  containing  1,300  words  was  sent 
entire  to  London  in  fourteen  minutes;  but  four  wires  (with,  of  course, 
.as  many  instruments)  were  needed  to  accomplish  the  result,  so  that, 
divided  between  the  four,  each  wire  or  instrument  transmitted  300  words 
in  fourteen  minutes,  equivalent  to  fifty-six  minutes  by  one  wire,  to  send 
"the  whole  1,200  words.  By  referring  to  the  table  of  results  in  the  trial 
of  8i>eed  of  the  Morse  apparatus,  {in  1868,)  it  wDl  be  perceived  that  the 
minimum  of  the  results,  by  the  American  operators,  amounted  to  1,600 
words  in  one  hour,  which  is  in  excess  of  the  estimated  number  per  hour 
■of  the  greatest  speed  attained  in  this  late  European  feat. 

The  time  in  which  the  speech  was  transmitted  to  Brussels  upon  one 
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iHre,  to  wit,  forty-five  minutes,  is  the  greatest  speed  in  tliis  case ;  but  this 
is  equivalent  to  1,500  words  only  x>er  hour. 

Prom  these  results  it  will  be  seen,  in  compai'ing  theiu  with  the  results 
of  othei-  modifications  of  the  apparatus,  that  the  original  pimple  Morse 
apparatus  maintains  its  superiority  in  the  telegraphic  field.  Its  sim- 
plicity of  construction,  its  cheapness,  its  efficiency,  its  requirement  of 
so  few  employes  in  its  management,  are  the  qualities  which  have  given 
it  its  world-wide  popularity,  and  have  caused  its  universal  adoption. 

Notwithstanding  this  simple  apparatus  has  proved  its  ability  to 
accomplish  so  much,  the  desire  for  more  has  turned  the  minds  of  the 
ingenious  upon  devising  many  modifications  of  the  apparatus. 

The  automatic  type  telegraph  (No.  39}  exhibited  by  Messrs.  Siemens 
and  Halsk6  of  Berlin  is  an  apparatus  of  the  same  general  character  as 
the  original  Morse  apparatus,  bnt,  it  is  scarcely  necessary  to  add,  of 
superior  beauty  of  mechanical  execution,  like  everything  that  comes 
from  their  extensive  ateliers. 

AUTOMATIC  TBANSMISSIOK  IK  PBtJSSIA, 
Being  in  Berlin  in  February,  1868,  the  writer  called  on  the  courteous 
and  obliging  directors  and  superintendent  of  the  Prussian  telegraph, 
the  Colonel  Herr  von  Chauvin,  and  Herr  von  Frischen.  By  the  lat- 
ter officer  he  was  shown  into  the  apartment  in  which  was  arranged  the 
automatic  modification  of  Messrs.  Siemens  and  Halst^,  a  duplicate  of 
their  apparatus  in  the  Exposition,  (No.  39.)  Besides  the  instruments  for 
transmission,  there  were  cases  of  type,  (giving  to  the  apartment  the 
appearance  of  a  printLug  office,)  and  a  coi'ps  of  some  ten  or  twelve 


The  following  written  questions  were  put  to  Herr  von  Friscben,  to 
which  he  gave  their  annexed  answers : 

"1.  Question.  What  instraments  are  necessary  in  this  automatic  pro- 
cess! 

"Answer.  Two  instruments,  a  transmitter  and  receptor, 

"2,  Question.  What  is  their  respective  cost  ? 

"Answer,  Transmitter,  with  150  Iotmj  rules  and  35  sliort  ones,  and 
15,000  types,  cost  700  Prussian  thalers,  (orabout  $535ingold,)  Receptor 
costs  105  thalers,  (or  about  $78  75  gold.) 

"3,  Question.  What  time  does  it  take  to  prepare  the  message  in  type, 
for  transmission! 

"Answer,  Three  mmutes  to  prepare  a  message  of  twenty  words,  to- 
gether with  eight  words  for  the  direction,  or  address,  in  all  twenty-eight 
words  J  and  half  a  minute  to  revise  and  see  that  all  is  right. 

"4.  Question.  What  is  the  practical  speed  of  transmission  and  recep- 
tion by  the  type  process  t 

"Answer.  Forty-jive  single  messages  in  one  hour  by  the  present  sized 
wire  for  120  German  miles,  or  540  English  miles.  We  can  send  at  the 
same  time  in  four  different  directions  to  Kiinigsberg,  Frankfort-on- 
the-Main,  Cologne,  and  Brussels. 
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"5,  Question,  Wliat  is  the  practical  speed  of  preparation,  transmit' 
ting,  and  reception  by  tbe  punched-paper  process? 

"Answer.  Experiments  in  the  room  with  600  German  miles  {or  2,700 
English  miles)  resistance,  a  single  message  of  twenty  words  can  be  sent 
in  half  a  minute  with  the  magneto-electric  current ;  and  with  double 
battery  (galvanic)  current,  one  minute.  With  better  apparatus  tlie 
same  speed  can  he  attained  in  both  cases.  The  preparation  of  the 
paper  by  hand  for  a  single  message  of  twenty  words  takes  three 
minutes;  prepared  by  the  key-board,  like  Hughes's  key-board,  a  single 
message  is  prepared  ui  one  minute. 

"6.  Question.  What  distance  is  the  magneto-electric  current  availa- 
ble practically  in  telegraphing? 

"Answer.  The  same  distance  a-s  the  galvanic  current. 

"7.  Question.  What  difficulties  do  you  experience  in  the  present  mode 
of  automatic  transmission! 

"Answer.  The  great  number  of  employes  necessary. 

"  8.  Qiiestion.  How  many  employes  axe  necessary  ui  preparing  and 
transmitting  a  certain  amount  by  one  instrument? 

"Answer.  Ten  (10)  persons  to  prepare;  two  (2)  to  transmit;  and  two 
(2)  to  revise;  in  all  fourteen  (14)." 

For  the  purpose  of  corroborating  these  statements,  the  following  letter 
■was  addressed  by  the  writer  in  February,  1868,  to  Messrs.  Siemens  and 
Halslce,  the  mechanicians  of  the  automatic  type  process,  which  was  ex- 
amined in  the  Prussian  office,  the  coimt«rpai't  of  Ho.  39  in  the  Exposi- 
tion: 

"  Will  y»)u  oblige  me  ivith  answers  to  the  following  questions,  which  I 
shall  be  happy  to  insert  in  my  report  ^ 

"  1.  What  kind  of  instruments,  and  how  many ,_ for  one  apparatus  com- 
plete, are  required  in  your  automatic  processes  !  How  many  in  the  type 
process  f    How  many  in  the  puncked^aper  proems  f 

"  2.  What  is  the  cost  of  each  separate  instrument  in  a  single  set,  and 
what  the  cost  of  all  together  ? 

"  3.  How  much  time  is  required  to  prepare  a  message  of  twenty  words 
tor  transmission  by  the  type  mode?  How  much  by  the  punched  paper 
mode? 

"  i.  What  is  the  regular  practical  speed  of  ti-ansmission  and  of  re- 
ception by  the  type  process,  and  what  by  the  punched  paper  process  1 

"  5.  What  are  the  difficulties  you  encounter  in  your  automatic  pro- 

"  6.  How.many  employes  are  required  to  prepare,  to  transmit,  and  to 
receive  messages  f ' 

To  the  above  questions  the  following  replies  were  courteously  ac- 
corded; 

"  We  beg  you  to  excuse  the  lateness  of  the  answer  to  your  fkvor  of  the 
17th  February.  The  delay  was  caused  by  the  condition  of  the  punched- 
paper  apparatus,  not  so  far  finished  as  to  be  able  to  give  you  the  desired 
information. 
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"  1,  The  complete  electro-magnetieal  type  transmitter,  sufficient  for 
transmitting  seventy  messages  in  one  liour,  consists  of — 

Ttalers. 

1  transmitting  inetrmnent 150  00 

1  receiving  instrument,  inkwriter,  with  variable  speed  of  its 

clock-work 110  00 

150  letter  rods  (tj^pe  rules)  in  which  to  set  up  the  type,  at  5 

thalers 750  00 

15,000  types,  at  20  thalers  per  1,000 300  00 

6  letter  cases,  at  6|  thalers 34  00 

15  cases  for  the  rods,  (type  rules,)  at  1^  thalers 23  15 

The  complete  instrument,  (ahout  $1,024  in  gold) 1,  ?>m  15 


"  The  time  for  composing  one  dispatch  of  twenty  words,  five  minutes ; 
for  distributing,  four  minutes ;  so  that  all  preparatious  of  every  message 
require  nine  minutes, 

"  For  the  above-named  speed  of  transmission  there  Avill  be  necessary, 
twelve  men  for  setting  up  and  distributing ;  two  meu  for  transmitting ; 
and  two  men  for  receiving  and  writing  do\('n  the  messages. 

"  2.  For  transmission  by  the  punched-paper  arri'aiigentent  there  mil 
be  required  the  following  instruments : 

Thalers. 

1  key-board  puncher 250  00 

1  handle  puncher SO  00 

1  magneto-dectrical  transmitter 125  00 

One  complete  Jnstrujnent 455  00 


*'  The  speed  of- transmission  by  this  arrangement  is  one  hundred  and 
twenty  messages  in  one  hour.  By  the  key-board  puncher,  one  letter  is 
completely  finished  as  soon  as  the  corresiwnding  key  is  touched ;  there- 
fore one  man  will  be  able  to  prepare  the  same  number  of  messages  as  the 
transmitter  gives  away. 

"However,  we  add  the  hand  puncher  for  reserve  or  corrections.  Instead 
of  the  magneto-electrical,  transmitter,  we  employ  likemse  a  transmitter 
for  reversed  batteiy  currents.     The  cost  of  such  instruments  is  120 


"  This  manner  of  transmission  requires  paper  furnished  with  holes  to 
drive  it  regularly. 

"  We  manufacture  also  machines  especially  constructed  for  this  per- 
foration, at  the  price  of  90  thalers  each. 

"  For  the  service  of  this  inslitiment  ace  sufficient :  one  man  for  punch- 
ing ;  one  man  for  transmitting ;  two  men  for  receiving  and  writing  down 
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' '  This  number  of  officers  is  necessary  only  if  the  automatic  transmitter 
is  continually  in  use,  and  it  is  only  in  this  case  the  employing  of  the  in- 
strument seems  hicrative. 

"  If  there  are  always  two  lines  at  disposal,  one  for  transmitting  and 
the  other  for  receiving,  there  is  no  difficulty  in  this  automatic  arrange- 
ment. 

"  Inclosed  is  a  sample  of  a  message  prepared  by  the  hand  puncher,  aud 
transmitted  by  the  magneto-electrical  instrument.  We  have  written  on 
it  the  time  occupied  in  preparation  and  transmission.  The  dispatch  was 
worked  through  a  resistance  of  500  German  miles,  or  30,000  Siemens 
units  of  resistance,"  {equivalent  to  about  2,000  English  mUes.)    *    *     • 

Table  of  tlte  comparative  speed  of  tranamissimi,  hy  the  different  mstrvmen- 
talities,  on  the  basis  of  one  dispateh  of  ticenii/  words. 
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•  Tbe  sample  referred  to  of  the  punched-pnpor  process  coaMoa  aae  b 
s  preparation  and  trBBBmisBlon  [wo  and  a  half  mlaatea,  equivalent  lo 
■  sixty  words,  or  tJiree  diripatcheB  of  twenty  wordu  eacli  in  five  mlQi 
apatchfiB  in  one  hoar. 

f  If  i(  takes  three  minutet.  to  prepare  a  single  meflsflge  of  twenty  won 
ioates  to  prepare  seventy  dispatches  for  transinisMOn,  equivalent  to  tl 


id  fifty  letters,  occupying  ii 
drod  letter H  in  Ave  minutes 


CRITICAL  REVIEW  OF  THESE  RESULTS. 
In  presenting  this  table  of  results,  it  ought  in  fairness  to  be  stated 
that,  in  all  these  automatic  processes,  the  number  of  dispatches  in  an 
hour  is  estimated  from  a  recorded  dispatch  made  by  the  instrument 
itself,  while  the  number  by  the  Morse  apparatus  is  the  result  of  the 
acoustic  method,  recorded,  indeed,  but  by  an  employ^  or  clerk.  The 
difference  is  in  the  efficiency  of  the  two  kinds  of  record  for  control.  In 
the  one  case  it  is  dependent  on  the  automatic  mechanism,  which  records 
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Upon  the  paper  ribbon;  in  the  other,  it  is  dependent  on  the  skUl  and 
faithfnluesa  of  the  clerk  transcribing  as  he  hears  it  from  the  soimder. 
Sir  Charies  Wheatstone  has  recently  devised  an  automatic  punched- 
paper  process,  somewhat  similar  to  the  process  of  Messrs.  Siemens  and 
HaJsk^,  for  a  description  of  which  we  must  refer  to  the  jurors'  reports 
of  the  London  International  Exhibition  of  1863,  Class  Xni,  pp.  69,  70. 
It  is  stated  in  that  report  that  one  hundi-ed  and  sixty-six  letters  per  min- 
ute were  transmitted  by  it  on  a  line  of  three  hundred  and  twenty-four 
miles,  equivalent  to  about  one  hundred  dispatches  in  one  hour.  But  in 
this  case,  as  in  the  other  automatic  processes,  the  essential  element  of 
the  time  necessary  to  prepare  the  message  previous  to  its  transmission 
does  not  enter  into  the  calculation.  It  is  also  stated  in  the  same  report 
that  1,476  words,  eciuivaleut  to  seventy-three  dispatches  per  hour,  are 
the  greatest  number  that  can  be  transmitted  by  the  most  expert  clerk 
in  the  English  telegraphic  service.  This  rate,  it  wiU  be  seen,  is  greatly 
exceeded  by  the  American  operators  in  the  late  test  of  speed  of  trans- 


5  a  comparison  of  the  relative  speed  of  transmission  from  the 
moment  it  is  presented  for  that  purpose  until  received  at  the  distant  sta- 
tion, it  is  necessary  to  take  into  the  account — 

1.  The  time  required  to  prepare  the  dispatch  for  transmission. 

2.  The  time  of  actual  transmission. 

3.  The  time  for  imbodyiug  the  received  dispatcli. 

4.  The  number  of  employes  necessary  to  accomplish  the  whole  process. 

5.  The  comparative  cost  of  the  apparatus. 

6.  The  cost  of  maintenance  of  the  employes,  and  the  expense  of  repairs 
to  the  instruments. 

For  our  purpose  it  is  necessary  at  present  only  to  consider  the  first 
and  second  of  these  points.  On  the  supposition  that  a  dispatch,  say  of 
1,600  words,  is  presented  at  the  office,  at  the  same  moment,  for  trans- 
mission, to  he  sent  by  the  respective  instruments,  to  wit,  the  Siemens 
and  Halsk^  automatic  type  telegraph,  the  Siemens  and  Halsli4  punched- 
paper  process,  the  Wheatstone  punched-paper  process,  the  Hughes  ap- 
paratus, and  the  Morse  apparatus,  what  would  be  the  result  of  each  ? 

The  Siemens  and  Halsk^  type-process  takes  three  and  a  half  minutes  to 
prepare  each  dispatch  of  twenty-eight  words  for  transmission;  1,600 
words  contain  fifty-seven  such  dispatches,  consuming,  therefore,  in  the 
preparation,  three  hours  and  thirty-  minutes  before  transmission.  Forty- 
five  of  these  messages  can  then  be  transmitted  in  one  hour,  or  the  fifty- 
seven  in  one  hour  thirteen  and  a  half  minutes,  which,  added  to  the  time 
of  preparation,  gives  four  hoars  forty-three  and  a  half  minutes  as  the 
time  consumed  in  transmitting  1,600  words. 

If  the  punched-paper  process  of  Siemens  and  Halsk^  be  tested,  the 
preparation  of  a  dispatch  of  twenty  words  takes  three  minutes  by  hand, 
or  one  minute  by  a  key-board  instrument  or  perforator.  Taking  the 
lowest  estimate,  of  one  minute,  then  eighty  messages,  or  1,600  words,  are 
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prepared  for  transmission  in  one  liour  and  tweuty  minates,  and  in  their 
transmission  forty  minutes  more  are  consumed,  ma,king  the  time  for 
completing  the  dispatch  of  1,600  words  two  hours, 

If  from  the  data  given  of  the  capacity  of  the  automatic  punched-paper 
process  of  Sir  Charles  Wheatstone  we  make  a  comparative  test,  (the 
time  of  preparation  not  being  stated,)  we  must  assume  that  the  time  of 
preparation  of  a  dispatoh  of  1,600  words  previous  to  transmission  can 
scarcely  lie  leas,  by  his  perforator,  than  by  the  perforator  of  Messrs.  Sie- 
mens and  Halsk^,  One  hour  and  twenty  minntes  are  therefore  consumed 
in  this  preparation.  If  now  the  transmission  of  these  eighty  dispatches 
is  accomplished  at  the  rate  given  of  one  hundred  dispatch^  in  one  hour, 
we  must  add  forty-eight  minutes,  making  the  whole  process  two  hours 
eight  minntes. 

The  Hughes  consumes  no  time  in  preparation,  but  commences  trans- 
mitting at  once,  and  the  1,600  words  are,  therefore,  transmitted  in  one 
hour  and  thirty-sis  minutes. 

The  Morse  consumes  no  time  in  preparation,  but  commences  trans- 
mitting at  once,  and  the  1,600  words  ai'C,  therefore,  transmitted  in  one 
hour. 

This  examination  gives  the  following  result : 

iroiirs.  MId. 

The  Siemens  &  Halsk4  type-process,  80  dispatches 4    43J 

The  Siemens  &  Halsk^  punched-paper  process,  80  dispatches. .     3    00 

Wheatstone's  puuched-pai)er  process,  80  dispatches 2    08 

Hughes  apparatus,  80  dispatches 1    36 

Morse  apparatus,  80  dispatches 1    00 

It  is  urged  in  favor  of  the  automatic  type-process,  as  well  as  the 
pnnched-paper  process,  that  the  preparation  of  the  dispatches  by  type 
or  punched  paper  can  be  expedited  by  multiplying  the  number  of  per- 
forators and  employes,  and  thus  the  difficulty  of  Hie  time  consumed  in 
preparation  (which  is  stated  to  be  an  objection)  is  obviated;  for  if  1,600 
words,  or  eighty  dispatches,  be  divided,  for  example,  into  eight  "  takes," 
or  sections,  and  eight  perforators  be  used  by  eight  employes,  each  pre- 
paring his  own  "  take"  at  the  same  time,  then  the  whole  eighty  dis- 
patches are  prepared  in  one-eighth  of  the  time,  and  the  time  by  the — 

Type  process,  ih.  43^m,,  is  reduced  to 35) 

Puuchcd-paper  process,  Ih.  20m.,  is  reduced  to Khn. 

To  this  time  of  preparation  add  time  of  transmission,  respectively,  and 
we  have- 
Type  process,  40m. — altogether  to lA.  15m. 

Punched-paper  process,  48m. — altogether  to 58m, 

So  that  we  have  this  result :  The  punched-paper  process  requires  eight 
perforators  and  eight  employes  to  accomplish  what  the  Morse,  with  but 
one  operator,  accomplishes  in  the  same  time,  (less  only  by  two  minutes.) 
Where  wages  are  very  low,  and  the  employment,  therefore,  of  an  in- 
creased operative  force  is  comparatively  of  little  importance,  there  may 
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be  am  advantage  in  employing  the  pimched-paper  process ;  but  in  an 

economic  point  of  view,  where  the  wages  of  employ^.8  are  high,  there 
would  be  no  advantage  in  its  adoption,  except  in  exceptional  cases. 

AUTOMATIC  CONTEOL. 
SOBTAIS'S  APPARATUS. 

T.  A.  M.  Sortais,  of  Liaienx,  exhibited  a  mode  of  automatic  control  of 
a  distant  apparatus,  (No.  7,}  devised  about  the  year  1861  or  1862. 

It  was  early  considered  to  be  a  great  desideratum,  so  to  have  a  dis- 
tant apparatus  under  the  control  of  a  corresponding  office,  that  even  in 
caae  of  the  absence  of  the  operator  of  that  apparatus,  a  dispatch  might 
stiU  be  recorded  by  the  instrument,  and  so  be  independent  of  the  pres- 
ence of  any  attendant.  One  of  Morse's  earliest  devices,  for  this  purpose, 
patented  in  France  in  1S38,  as  well  as  In  the  United  States,  consisted  of 
the  union  of  two  operations :  1st,  of  a  means  of  settmg  in  motion  the 
distant  recording  apparatus ;  and,  2d,  of  a  means  of  arresting  the  motion 
of  the  apparatus  at  any  desired  time.  Both  these  operations  being  suc- 
cessfully accomplished,  it  is  plain  that  a  dispatch  could  be  recorded, 
whether  the  attendant  was  present  or  not. 

These  means  were  based,  first,  on  the  sudden  release  of  the  fly 
that  regulates  the  speed  of  the  cloct-work,  by  the  first  movement 
of  the  pen  lever,  in  recording  a  dispatch.  This  part  of  the  opera- 
tion was  simple  enough.  The  detent  that  arrested  the  fly,  being  a 
small  lever  in  contact  with  a  friction  wheel  upon  the  axis  of  the  fly,  was 
easily  removed  by  this  first  movement,  and  the  cloek-work  set  in  motion, 
and  the  strip  of  paper  was  then  ready  t-o  receive  any  amount  of  written 
charactei's.  The  second  operation,  that  of  arresting  the  apparatus,  after 
the  desired  characters  were  completed,  was  based  upon  a  replacement  of 
the  detent  of  the  fly,  or  the  small  friction  lever,  upon  the  friction  wheel, 
after  the  completion  of  the  dispatch.  This  was  accomplished  in  the  very 
first  instance  successfully  by  an  apparatus  not  now  necessary  to  describe, 
in  which  there  was  the  addition  of  a  second  electro-magnet,  so  adding 
complication  to  the  instrumentalities.  This  was  abnost  immediately  mod- 
ified by  the  improvement  which  Morse  has  described  and  sjwcifled  in  his 
French  letters  patent  of  August  18,  1838,  as  well  as  in  his  American 
patents.  This  improvement,  ia  brief,  consisted  in  slightly  attaching,  but 
not  fixing,  the  detent  or  small  lever  by  one  extremity  to  the  axis  of  one 
of  the  slower  wheels  of  the  clock-work  in  such  a  manner  as  to  slip  upon 
the  axis  when  the  friction  lev^-  was  raised,  but  not  so  easily  as  not  to 
hold  its  position  when  raised  by  the  action  of  tlie  pen  lever.  The  other 
extremity  of  the  small  lever  acted  as  a  detent,  by  its  friction,  upon  a 
friction  wheel  upon  the  fly  axis,  when  brought  in  contact  with  it,  and 
thus  arrested  the  movement  of  the  apparatus.  The  arm  of  the  small 
friction  lever  was  connected,  by  a  thread  or  wire,  with  the  pen  lever 
above  the  friction  lever,  in  such  a  manner,  that  when  the  pen  lever  rose 
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it  lifted  the  Mctiou  lever  from  the  friction- wheel,  and  allowed  the  move- 
ment of  the  apparatus ;  hut  when  the  pen  lever  fell,  it  did  not  by  that 
act  abase  the  friction  lever,  which  remained  in  it«  raised  position,  and 
was  kept  raised  slipping  on  the  axis  of  the  slower  wheel  of  the  appara- 
tus at  every  movement  upward  of  the  pen  lever,  and  could  only  return 
to  its  position  on  the  friction-wheel  by  the  slower  movement  of  the  axis 
to  which  it  was  attached  after  the  pen  lever  had  for  a  given  time  ceased 
to  act. 

Another  and  an  earlier  mode,  and  the  one  fully  described  and  illustrated 
by  diagrams  in  Vail's  work,  of  1845,  as  well  as  in  the  specifications  of 
Morse's  patents,  and  which  may  also  be  found  copied  into  the  work  of 
the  Count  du  Moncel,  is  on  the  same  principle.  This  earlier  mode  for 
antomatic  control  is  herein  described  with  a  diagram,  following  the  de- 
scription of  M.  Sortais's  method. 

Tlie  method  of  M.  Sortais  seems  to  have  been  devised  without  a  con- 
sciousness that  the  same  result  had  been  already  achieved  by  a  mode 
similar  in  principle  to  his  ingenious  device. 

The  reasons  so  well  given  by  M.  Sortais  for  mailing  this  improvement 
upon  the  recording  instrument,  it  wiU  be  seen  by  reference  to  Morse's 
patents,  were  those  that  suggested  to  him  his  original  device  for  the 
pnipose. 

M,  Sortais  says:  "Tbe  Morse  apparatus,  such  as  are  in  use  at 
the  present  day,  present  a  grave  inconvenJenee.  They  can  neither  be 
put  in  motion,  nor  be  arrested  by  themselves  after  being  put  In  motion ; 
in  other  words,  they  are  not  automatic.  GonsequenUy,  during  the  absence 
of  ike  employs  from  the  receiving  office,  no  dispatch  can  he  transmitted  ;  *( 
would  he  the  same  if  this  employ^  is  absorbed  in  some  urgent  labor.  As  to 
tJie  control  of  tlte  service,  no  signal  indicative  of  delay,  is  indicated  either 
in  the  receptions  or  the  esspediUons. 

"  An  automatic  system,  on  the  contrary,  will  aUow  of  the  transmission 
and  the  recording  of  correspondence  in  the  absence  of  the  employes,  and 
besides  it  offers  to  the  administration  the  means  of  vigorously  controlling 
■the  vigUanee  of  the  employes. " 

M.  Sortais,  in  these  remarks,  was  undoubtedly  unaware  that  against  the 
"  grave  inconveniences"  he  enumerates, Morse  had  ahready  devised  and 
applied  a  complete  remedy  more  than  twenty  years  before  Mr.  Sortais's 
modification  of  it. 

M.  Sortais  has  politely  furnished  a  diagram,  which  illustrates  his 
method  of  accomplishing  tliis  automatic  control.  It  is  an  improvement 
on  the  Morse  mode  of  automatic  control,  since  it  requires  less  power  to 
put  it  in  action,  and  it  can  be  affixed  to  those  Morse  instruments  of 
Messrs.  Digney  and  Siemens's  improvement,  which  dispense  with  the 
relays. 

There  has  been  a  question  of  utility  raised  in  regard  to  the  advantage 
of  this  automatic  conti'oL  Experience  alone  can  determine  the  occasions 
when  it  may  be  of  use. 
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The  fact  that  the  telegraphic  service  requires  for  the  most  part  the 
constant  presence  of  an  operator  would  seem  to  indicate  that  this  auto- 
matic control  was  considered  more  curious  than  useful ;  but  upon  lines 
established  for  infrequent  or  only  occasional  use,  {for  example  such  as 
may  be  established  between  the  residence  of  a  manufacturer  and  his  dis- 
tant workshops  or  offices,)  there  can  be  no  doubt  of  its  utility,  since  it 
enables  him  to  dispense  with  the  constant  attendance  of  an  operator.  In 
such  cases  M.  Sortais's  ingenious  and  heautiftil  improvement  is  recom- 
mended as  specially  valuable, 

The  following  is  the  description  of  M.  Sortais's  method  of  control : 


Yig.  22. 


The  apparatus  of  M, 
Sortais  consists  of  a 
ratchet-wheel  G,  bear- 
ing a  lever  fd^embray- 
agej  h,  and  above  which 
reacts  one  of  the  mov- 
able parts  of  the  clock- 
work of  the  telegraph 
apparatus,  and  in  a 
detent  E,  put  in  action 
by  the  aid  of  the  print- 
ing lever  of  the  electo- 
magnet,  by  the  pin  d'. 

The  lever  fembray- 
eurj  h  is  balanced  by  a  Sortais's  Controllmg  Apparatus, 

counter-weight  *',  which  has  a  tendency  to  disengage  it  from  the  fly-wheel 
upon  which  it  should  react  to  stop  the  mechanism.  Bufin  its  normal 
state  it  cannot  yield  to  this  movement  because  of  the  catch  of  the  detent 
which  maintains  the  ratchet-wheel  in  a  determinate  position.  At  that 
time  it  strikes  against  the  detent  n  fixed  to  the  axis  of  the  last  but  one 
wheel,  which  at  each  revolution  of  itself  makes  the  rachet- wheel  advance 
one  notch. 

When  the  apparatus  is  put  in  action  by  the  electro-magnet  the  catch 
of  the  ratchet-wheel  is  disengag-ed,  and  as  this  is  no  longer  sustained,  the 
lever  k  which  is  upon  it  is  disengaged  by  its  counter- weight  i',  and  the 
(d&sla/aehment)  is  in  action.  If  this  action  is  instantaneous,  the  catch  of 
the  ratchet-wheel  moves  with  it,  and  at  each  turn  of  the  last  but  one 
wheel  in  the  clock  train,  the  ratchet-wheel  advances  one  tooth,  the  lever 
(^embrojyage)  falls,  to  encounter,  after  a  certain  number  of  impulses  of 
the  ratchet-wheel,  the  finger  »  of  the  axis  which  commands  the  fly-wheel 
and  stops  the  movement  of  the  apparatus.  If  the  play  of  the  electro- 
magnet occurs  in  the  slighter  intervals  corresponding  to  the  signals,  the 
ratchet-wheel  will  keep  itself  separated  from  the  catch,  consequently  it 
will  only  be  after  interruptions  of  a  sufficient  length  of  time  that  the 
stopping  will  be  produced. 
St 
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mouse's  stopping  apparatus. 

This  was  invented  in  1837,  and  is  here  ilhistrated  with  the  diagram 
fix)m  Van's  book  of  1845. 

Pift-  '-iS-  B  is  the  slowest  wheel 

in  the  train.  Upon  its 
axle  R',  prolonged  out- 
side tlie  walls  of  the 
eloek,-work,  is  fixed  a 
pulley  wheel  E',  of  small 
diameter,  and  another 
pulley  wheel  Q,  of  much 
larger  diameter,  on  the 
prolonged  axle  of  an- 
other of  the  slow  wheels 
of  the  train.  An  endless 
band  10  unites  these 
two  wheels.  A  Bent 
arm  H  D  fixed  upon 
the  axle  of  Q,  under  and 
parallel  to  the  pen  lever 
Morse's  stopping  Apparatus.  L,  restS    at   P    upon    a 

friction  wheel  C,  fixed  upon  the  axle  of  the  fly.  The  pen  lever  L  having  the 
stylus  for  marking,  R,  has  a  light  rod  or  small  wire  A  loosely  hinged  at 
I  in  the  bent  arm,  and  playing  loosely  throogh  an  aperture  in  the  lever 
L,  and  held  by  its  head  G.  The  paper  2  2  passes  imder  the  groove  cyl- 
inder S,  drawn  between  the  two  rolling  cylinders  E  and  F. 

When  the  pen  lever  L  is  brought  into  action  in  striking  the  stylus  E 
against  the  paper  at  S,  the  rod  A  lifts  the  bent  lever  D  H  from  the  fric- 
tion wheel  C  upon  the  fly  shaft,  and  allows  the  movement  of  the  clock- 
work. The  endless  band  10  is  thus  made  to  slip  upon  the  smaller  pul- 
ley wheel.  Butthe  penleverin  descending  does  not  carry  down  the  bent 
lever  D  H,  because  the  rod  A  has  free  play,  and  rises  in  the  lever 
at  G;  so  that  the  lever  L  in  descending  does  not  replace  P  upon  the 
friction  wheel  C.  This  can  be  accomplished  only  by  the  slower  action  of 
E'  gradually  acting  by  the  band  10  to  replace  P  upon  the  ftiction-wheel. 
So  long  as  the  pen  lever  is  in  action,  the  rod  A  repeats  its  action  upon 
the  bent  lever  I)  H,  and  keeps  the  point  P  raised  from  the  friction- wheel. 
But  so  soon  as  the  pen  lever  ceases  to  act,  the  slow  movement  of  the 
band  10  moving  in  the  direction  of  the  arrows,  gradually  replaces  P  upon 
tlie  friction- wheel  and  stops  the  machinery. 

This  was  one  of  the  flrat  modes  devised  and  used  by  Morse  to  control 
the  distant  apparatus.  By  comparing  this  with  the  mode  by  which  M. 
Sortais  accomplishes  the  same  result,  it  i&  perceived  that  although  the 
original  mode  called  the  stopping  apparatus,  and  eariy  patented  by 
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Morse,  accomplished  ita  result  well,  tlie  more  recent  one  of  M.  Sorfcais 
aceomplisties  it  better. 

The  following  appears  in  the  New  York  Express  of  May  19,  1863, 
showing  that  the  same  result  auhstaiitially  was  obtained  by  the  ingen- 
ious Professor  Wheatstone,  apparently  nnconscious  that  it^had  been 
accompUshetl  some  twenty-flve  years  previous  in  the  United  States : 

"Automatic  Conteol  of  the  Telegeaph, — Professor  Wheatstone 
has  just  perfected  a  most  extraordinary  and  valuable  improvement  in 
telegraphs — a  private  letter-printing  apparatus  working  by  itself,  so  that 
no  clerk  or  attendant  is  required.  A  merchant  can  now  lock  up  his 
counting-house,  and  on  his  return  find  every  message  faithftilly  recorded 
in  legible  type  during  his  absence  by  this  beautiful  little  machine.  (So 
tells  us  the  Boston  Transcript.)" 

The  only  novelty  in  this  "  improvemeiit"  is  the  adapting  to  machinery 
for  printing  the  ordinary  letters  the  automatic  controlling  apparatus 
invented  by  Ptofessor  Morse  in  1837,  and  which  he  patented  in  France 
in  1838,  and  in  Washington  in  April,  1846,  and  by  which  "no  derk  or 
attendant  is  necessary  at  the  distant  terminus,  and  by  means  of  which 
a  merchant  can  now  lock  np  his  counting-house,  and  on  his  return  find 
every  message  recorded  during  his  absence."  AH  this  is  substantially 
announced  in  theEeport  of  the  Committee  of  Commerce  of  the  House  of 
Representatives,  December  30, 1842.  In  detaihng  the  superior  advan- 
tages of  Professor  Morse's  invention,  the  chairman  says:  "Possessing 
an  advantage  over  electric  telegraphs  heretofore  in  use,  inasmuch  as  it  rC; 
eordainpermanentlylegible  characters  on  paper  any  communication  which 
may  be  made  by  it,  vnthout  the  aid  of  any  agent  at  the  ])lace  of  recording, 
except  the  apparatus,  which  is  put  in  motion  at  the  point  of  communication. 
Thus  the  recording  apparatus,  called  the  register,  may  he  l^  in  a  closed 
chamber,  wJiere  it  will  give  notice  of  its  commencing  to  write  by  a  bell,  and 
the  communication  may  he  found  on  opening  the  apartment'" 
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INFORMATION     CONCEIWINQ-     TELEGRAPHS     IN 
VARIOUS  COUNTRIES. 

The  Pnitbd  Kingdom  or  Great  Britajs  asd  Ireland,  statistics  op  electric 
IN— Letter  of  Sir  Ckablbs  Bright — India — France,  questions 
)M  Viscount  de  Vougy — HoliuVnd — Prussia — Austria — 
Denmauk— Lettek  or  Director  Gbsebai,  Fabbb— Sweden— Letter  of  Direc- 
tor Geseral  BranostrSm — Spain— Italy— Egypt— Tun  key — Australia— Peru. 

GREAT  BBlTAIif. 

The  following  questions  were  addressed  by  Professor  Morse  to  the 
eminent  secretary  of  the  Sabmarine  Telegraph  Company,  Sir  James 
Oarmichael,  Baronet,  Loudon,  directing  the  telegraphic  correspondence 
between  the  United  Kingdom  and  the  Continent.  Sir  James  has  courte- 
ously sent  tlie  subjoined  answers : 

"1.  What  telegraphic  systems  are  used  in  the  British  domiuionsf 

"  Answer.  The  system  used  by  the  Submarine  Telegraph  Company  for 
correspondence  between  Great  Britain  and  the  continent  of  Europe  is 
the  Morse  exclusively.  The  systems  used  by  the  United  Kingdom  Tele- 
graph Company  are  the  Morse  and  the  Hughes  type-printing  instru- 
ment. The  systems  in  use  by  the  Magnetic  Telegraph  Company  are^ 
Blight's  patent  bells  for  the  most  important  circuits,  t.  e.,  for  lines  on 
which  rapidity  of  working  is  essential,  and  on  which  there  is  a  large 
amount  of  business.  For  other  circuits  {railway  lines,  &c.)  Highton's 
single-needle  instrument  is  used.  The  system  used  by  the  London  Dis. 
trict  Telegraph  Company  is  one  brought  out  by  Mr.  Tyers,  and  is  a  single- 
needle  instrument  which  is  worked  with  the  Morse  code.  The  Electric 
and  International  Telegraph  Company  use  the  Morse  system  for 
international  work,  and  also  for  large  circuits ;  Dnjardin's  type-printing 
instrument,  and  the  double-needle  instrument,  (Cooke  and  Wheatatone.) 

"  2.  How  many  of  ea«h  system  ! 

"  Answer,  The  number  of  instruments  in  use  by  each  company  is 
given  in. the  accompanying  table,  extracted  from  the  volume  of  mis- 
cellaneous statistics  issued  in  March,  1867.  A  later  volume,  to  the  end 
of  1867,  is  now  in  course  of  publication.  The  number  of  instruments 
of  submarine  company  is  fifty-one,  as  per  last  return. 

"  3.  "What  are  the  advantages  add  disadvantages  of  each  system,  in 

'The  "patent  bells"  instrument  of  Sir  Charles Briglit  18  an  improvement,  as  well 
as  a  modifioation  of  the  original  Morse  sounder.  The  improvement  consists  in  utiliz- 
ing the  positive  and  negative  currenls,  to  vary  the  sound,  creating  an  economy  of  time 
in  transmiaaion. — S.  F.  B.  M. 
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C08t  of  instraments  and  repairs,  in  rate  of  speed  or  quantity  of  intelli- 
gence iu  a  giyen  time  f 

"Answer.  Highton's  single-needle  instrument  is  said  to  be  the 
cheapest,  costing  only  about  50s.  or  £3.  The  type-printing  instruments 
are  the  most  costly,  but  transmit  with  great  rapidity.  The  instrument 
known  as  '  Brighf  s  patent  bells,'  transmits  an  average  of  forty  words 
a  minute.  The  Submarine  Telegraph  Company  working  direct  between 
London  and  Paris  can  transmit  forty  messages  an  hoiur,  takihg  long  and 
short  together,  by  one  Morse  circuit. 

"  4.  How  many  miles  of  conductors  are  constructed  f 

"Answer.  This  question  is  answered  by  the  annexed  extract,  (See 
table.) 

"5.  What  are  the  expenses  and  receipts  per  annum,  and  the  net 
revenne  to  the  state  or  to  the  companies  ? 

Answer.  Copies  of  the  reports  of  the  various  companies,  for  the  year 
1867,  are  annexed  and  wiU  show  these  particulars." 


ELECTRIC  TELEGRAPHS  IN  THE  "UBITED  KINGDOM. 

Statistics  of  electric  teUgrapJis  for  ■  the  use  of  the  pvhlic,  in  tlte   United 
Kingdom,  in  each  of  the  years  1863, 1864,  and  1865. 


Lengtb  In  miles  ol  tele- 
graph lines. 

Lenelh  in  miles  DC  wires 
nsed. 

open  for  tbepuUic, 
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1864. 
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1864,    1865. 

Bi  t  ■      ait      (■     1 

8,asa 
4,im 

107 

8,658 

ai7i 

9,306 
333) 

S40i 

39,756 
17,  S57i 
a.64!li 

54H 

J5,09B 

18,551 
a,  9961 

45,014 
18,668 
3,064t 

470 
9,  SOB 

m 

Z 

lOM 

Brltlsb  and  IrlBb  Maenettc 

491 

Lonflon,    Brighton,      and    SouUi 

T  tal 

13, 9441 

U,9S1 

16,0S6i 

65,7S6t 

Ta,ST4i 

n.im 

1,7.5 

1,8H 

1  883 
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Statistics  of  electric  telegraplis — Coijtinued. 
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LETTER  OF  SIR  CHARLES  BRIGHT. 

From  a  letter  received  from  Sir  Charles.  Bright  in  August,  1868,  at  the 
moment  of  liis  leaving  Hew  York  for  Livei'pool,  the  following  extracts 
are  made.    Sir  Charles  says : 

"Generally,  as  regards  the  instruments  in  the  United  Kingdom,  the 
Electric  Telegraph  Company  ase  the  Morse  instruments  on  the  principal 
commercial  circuits,  and  the  needle  instniment  on  small  and  unimport- 
ant circuits,  and  also  for  the  railway  stations  and  signaling. 

'*  The  magnetic  company  use  my  sound  instrument  since  1854,  for  nearly 
all  the  circuits,  (some  railway  stations  exceiiteti,  where  a  single  needle 
system  is  used.)  The  railway  companies  seem  to  preter  the  needle  instru- 
ment; so  we  su]jply  them. 

"The  Submarine  Company  use  the  Morse  instrument  only,  their  wires 
being  aU  in  circuit  with  the  continental  system. 

"The  United  Kingdom  Company,  (a  small  company,  started  since  you 
were  in  England  in  1857,)  use  the  Morse  instniments,  and  also  several 
Hughes  type-printing  instruments. 

"The  only  modification  in  the  Morse  instrument  is  the  use  of  ink 
instead  of  the  point  in  registering  the  marks.  The  needle  instrument  is 
much  the  same  as  of  old,  except  that  a  single  wire  and  single  needle  is 
used. 

"The  sound  instrument,  which  1  adopted  for  the  Magnetic  Company^ 
consists  of  two  hells,  duU  in  sonnd,  and  differing  in  note,  placed  on  each 
side  of  the  operator  about  on  a  line  with  his  ear.  These  are  worked  by 
a  relay  sending  currents  through  one  or  the  other,  according  to  the  sig- 
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iials  required.  Two  keys  are  used  for  sending;  one  for  the  right  or 
positive  ( -f )  current ;  the  other  for  the  left  or  negative  ( — )  current.  One 
wire  is,  of  course,  used.  There  is  no  dtflference  iu  the  duration  of  either 
signal,  and  this  is  the  saving  of  time,  compared  with  one  of  the  sounders 
used  here,  (in  the  United  States,}  wheVe,  in  employing  dots  and  dashes, 
the  latter,  (I  take  it,)  i-eqaire  three  times  the  duration  of  a  dot.  In  the 
other  the  signals  are  all  dots;  but  a  Morse  operator  can  use  it  by  con- 
sidering one  key  as  a  dot,  the  other  as  a  dash,  but  sending  dots  on  both. 
It  is  the  quickest  insti'ument  of  a  non-mechanical  kind." 

IMDIA. 

The  total  number  of  miles  of  telegraph  lines  iu  India,  in  1866,  was 
13,390J^  miles,  and  of  offices  174.  At  the  rate  of  three  instruments  to 
two  offices,  tliere  would  be  261  instruments. 


QUESTIONS  TO,  AND  ANSWEES  FEOM,  VISCOUNT  DE  VOUGY. 

In  January,  1867,  the  following  questions  were  addressed  to  the  admin- 
istrator of  the  I'rench  telegraphs,  the  Count  de  Vougy,  at  the  request 
of  the  Western  Union  Telegraph  Company : 

"Can  you  oblige  me  by  furnishing  me  with — 

"  1.  A  copy  of  the  tariff  of  charges  on  telegxams  in  Prance,  and,  so  far 
as  practicable,  in  other  European  countries^ 

"  2.  The  number  and  names  of  the  telegrai>h  systems  in  use  iu  France; 
how  many  of  each  system  are  employed,  and  their  adapteduess  or  fitness 
for  particular  serviced 

"  3.  The  average  mimber  of  messages  or  telegrams,  of  a  certain  length, 
sent  daily? 

"4.  The  comparative  number  capable  of  being  sent  by  each  system? 

"5.  The  proportion  between  those  for  the  government  service  and  for 
private  or  commercial  service  f 

"6.  Where  can  be  obtained  telegraphic  maps  of  lines  in  France  aud  in 
other  countries? 

"  7.  Is  the  English  needle  system  anywhere  in  use  in  France? " 

The  following  is  the  answer  of  Count  de  Vougy,  dated  Paris,  Feb- 
ruary 20, 1867 : 

"I  have  collected  the  different  documents  that  you  had  the  goodness, 
to  request  from  me,  and  I  have  the  pleasure  of  sending  them  to  you: 

"I.  ^The  first  is  the  general  tariff  of  telegraphic  dispatches  of  the 
French  empire.  It  comprises  two  distinct  parts — the  one  relating  to 
the  interior  correspondence,  the  other  to  the  international  correspond- 
ence.   There  is,  besides,  as  complementary,  the  Moniteur  T^l^graphique 

'The  dociimeuts  here  mentioned  were  aent  to  the  company  in  New  York  thre* 
months  heforo  my  apjioiiitmeut  as  United  States  Commissiouer. — S.  F.  B.  M. 
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of  Deeemljer,  1865,  remaining  iu  use,  to  determine  the  taxes  of  the  offices 
(not  numerous)  elsewhere,  which  have  not  yet  adhered  to  the  roles  of 
the  international  convention,  concluded  at  Paris  the  17th  of  May,  1865. 

"1  have  also  added  to  the  tariff  the  text  of  then'  convention,  and  the 
regulations  made  in  consequence. 

"  A  note,  in  which  is  collected  the  information  that  the  administration 
in  France  possesses  on  the  interior  tariffs  of  different  states  of  Europe, 
in  short,  completes  this  first  series  of  documents. 

"II.  Four  systems  of  apparatus  are  employed  by  the  French  adminis- 
tration: 1.  TheMoraeapparatus.  2.  The  dial  apparatus.  3.  TheHughes 
apparatus.  4.  The  Caselli  apparatus.  There  are  counted  ia  the  service 
of  the  Morse  system,  1,600;  dial  system,  1,180;  Hughes  system,  135; 
Caselli  system,  6. 

"The  inherent  merits  of  the  Morse  system,  and  of  which  the  principal 
o»es  are  its  marvelous  simplicity,  and  great  reliability  in  its  action, 
maintain  its  use  on  the  greatest  number  of  the  network  of  lines. 

"The  Hughes  apparatus  replaces  it,  however,  with  advantage  upon 
the  conductors  of  great  length,  when  the  quantity  of  dispatches  to  be 
transmitted  is  in  abundance. 

"The  apparatus  d,  cadran,  or  dial  apparatus,  is  employed  in  a  certain 
number  of  city  and  semaphoric  offices,  the  agents  of  communes  and  of 
the  marine,  who  manage  these  posts,  not  being  always  in  a  condition  to 
acqnii'e  the  knowledge  necessary  to  work  an  apparatus  less  elementary. 

"  As  to  the  pantelegraph  of  CaeeUi,  the  public  has  not  been  permitted 
to  make  use  of  it  but  upon  two  or  three  principal  lines,  and  besides  has 
not.  shown  much  eagerness  to  profit  by  the  advantages  it  presents.  A 
printing  dial  apparatus,  invented  by  M.  d' Arlincourt,  has  been  tried  with 
success  upon  some  lines  of  small  extent,  but  it  has  not  yet  been  admitted 
into  definite  practice. 

"III.  Statistics,  drawn  up  in  1860,  have  permitted  us  to  ascertain  that 
the  number  of  telegrams  of  twenty  words,  transmitted  during  this  same 
year,  amount  to  sixty-three  per  cent,  of  the  telegrams  of  all  lengths  sent 
in  the  same  period.  There  has  not  been  kept  an  account  sin<!e  then,  in  a 
precise  manner,  of  the  comparative  number  and  extent  of  these  dispatches. 
I  am  inclined  to  think,  nevertheless,  that  the  proportion  of  these  tele- 
grams which  do  not  exceed  twenty  words,  the  minimum  limit  of  the  tax, 
is  angmentM  during  the  last  years  iu  the  same  proportion  as  telegraphic 
correspondence  has  been  popularized. 

"  The  pamphlet  bearing  the  title  '  Tableau  des  produits  des  lyureavx  de 
mtat  en  1865,'  will  furnish  you  with  many  interesting  indications  upon 
the  extent  of  the  French  net-work  of  ivires,  and  upon  the  results  of  its 
working.  It  is  in  place  to  remark,  at  all  times,  that  these  results  do  not 
include  the  state  correspondence,  free  from  tax,  and  of  which  the 
receipts,  estimated  by  order,  have  amounted  for  the  year  1865  to  the  sum 
of  1,800,631  francs  18  centimes.    The  French  administration  publishes 
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this  document  every  year.    I  will  hasten  to  send  to  you  that  which  relates 
to  the  year  1866  as  soon  as  it  shall  appear. 

"IV.  The  productive  power  of  the  different  apparatus  used  in  the 
service  is  represented  in  practice  by  the  following  means,  determined 
(upon  the  interval  in  the  space  of  an  hour)  for  telegrams  composed 
uniformly  of  twenty  words: 

The  Hughes  apparatus 5'* 

The  Morse  apparatus 20 

The  dial  apparatus 15 

The  Caselli  apparatus 40 

The  mean  attributed  to  this  last  cannot,  however,  be  considered  as 
precise,  the  surface  of  the  paper,  which  serves  as  the  basis  of  tlie  tax, 
bearing  a  numlwr  of  words,  more  or  less  large,  according  to  the  form  of 
the  writing  of  the  sender. 

"T.  In  1864  the  total  number  of  private  dispatches  has  been 
1,967,748;  that  of  the  offlcial  dispatches,  526,613;  1865  has  furnished 
for  the  one  3,473,747,  and  for  the  other  568,647.  The  approximative 
proportion  between  the  transmissions  of  the  state  and  those  of  private 
persons  is  then  al>out  one-fourth. 

"  VI.  The  map  or  chart  of  the  telegraphic  net-worii  in  France  is  not 
in  the  market.  It  is  published  by  the  administration,  but  the  works 
executed  in  the  last  year  have  rendered  it  incomplete  and  inexact  upon 
so  many  points  that  it  cannot  at  the  present  time  give  a  just  idea  of  the 
state  of  our  telegraphic  communications.  A  new  edition  is  going  to  be 
put  to  press,  and  you  may  be  sore,  my  dear  sir,  that  you  shall  receive 
one  of  the  first  proofs. 

"  I  send  you,  to  supply  in  some  degree,  in  the  absence  of  this  docu- 
ment, and  also  to  inform  you  upon  the  telegraphic  net-work  of  the  dif- 
ferent European  states,  a  copy  of  a  chart  published  about  a  year  ago 
by  the  Prussian  government.  Bnt  I  expect,  likewise,  to  transmit  to 
you  soon  a  more  detailed  document  on  the  international  net-work  of 
our  continent. 

"  Vn.  The  English  needle  system  is  not  in  use  in  a  single  office  in 
France. 

"  I  add  to  the  different  pamphlets,  which  answer  the  questions  con- 
tained in  your  letter,  a  late  document  which  includes  the  complete  col- 
lection of  the  laws,  decrees,  rides,  and  instructions  which  regulate  the 
French  telegraphy.  It  bears  the  title  of  "  Eeeueil  Administratif,"  and 
comprises  five  volumes  bound,  and  a  bundle  destined  to  form  the  sixth 
volume,  to  the  end  of  1867. 

"  If  these  different  publications,  and  the  indications  contained  in  this 
letter,  do  not  entirely  meet  the  wishes  of  the  Western  Union  Company, 
I  remain,  my  dear  Mr.  Morse,  with  pleasure,  at  your  disposal  to  complete 
them  as  far  as  possible. 

"  I  avail  myself  of  your  obliging  offer  to  furnish,  on  the  part  of  the 
company,  all  the  information  that  may  appear  intci'csting  to  my  admin- 
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ietration  to  obtain  Hpon  American  telegraphy.  For  this  purpose  I  am 
preparing  a  series  of  questions,  and  I  will  have  the  honor  of  soon  send- 
ing them  to  yon, 

"  In  conclusion,  I  take  advantage  of  this  communication  to  give  you, 
aa  a  mark  of  my  personal  respect,  a  volume,  in  which  is  collected  the 
diplomatic  documents  of  the  international  conference  of  Paris."    *     * 

HOLLAND. 

The  following  is  a  letter  of  M.  Faring,  the  referendai-y  charged  with 
the  direction  of  the  state  telegTaphs  in  Holland,  to  Hon.  Hugh  Ewing, 
United  States  minister  to  Holland,  dated  the  Hague,  April  27, 1S68  ; 

*'  In  answer  to  the  letter  of  Professor  Morse,  of  the  22d  instant,  which 
I  have  i-eceived  through  you,  I  have  the  honor  to  communicate  to  you 
that  the  telegraphic  system  known  by  the  name  of  the  English  needle 
system  is  not  employed  anywhere  by  us,  neither  on  the  lines  of  the 
state,  nor  on  those  of  private  companies. 

"  I  propose  to  send  you  soon  an  answer  to  the  other  questions  of  Pro- 
fessor Morse,  which  were  addressed  to  me  in  your  letter  of  the  22d 
instant."    •    •    * 

As  proposed  in  the  preceding,  the  following  letter  of  the  referendary 
Fai-ing  to  the  minister  resident  of  the  United  States  at  the  Hague,  the 
Hon.  Mr.  Ewiug,  dated  the  Hague,  May  7, 1867,  was  written  as  a  fur- 
ther auswei"  to  the, questions  proposed  by  Professor  Morse ; 

"  In  accordance  with  the  promise  of  my  letter  of  the  27th  April  last. 
No.  3,188, 1  have  the  honor  to  address  you  the  inclosed  information 
respecting  the  Netherland  telegraphs,  requested  by  Professor  Morse,  in 
your  letter  of  22d  April  last. 

"  In  that  which  follows,  the  order  of  the  questions  proposed  has  been 
observed : 

"  I.  There  are  two  telegraphic  systems  now  established  upon  the  tele- 
graphic state  lines,  the  Morse  system, -{^  molette,]  with  the  inking  wheel, 
after  the  construction  of  Messrs.  Digney,  and  the  Hughes  system.  This 
last  has  been  but  lately  iutroduced,  and  is  not  used  but  upon  the  most 
frequented  lines. 

"  On  the  Ist  of  January,  18(58,  there  were  in  use,  of  the  Morse  appa- 
ratus, 216;  of  the  Hughes,  3. 

"  The  railroads  which  are  operated  by  private  companies,  (and  of 
which  I  cannot  give  more  precise  information,)  employ  about  150  instru- 
ments, of  which  the  greater  part  are  constructed  after  the  Morse  sys- 
tem, with  or  without  a  constant  current.  Ui>ou  some  of  these  railroads 
the  dial  instruments  are  still  used,  but  these  instruments  are  rapidly  dis- 
appearing. 

"  II.  On  the  Ist  of  January  last  the  net- work  of  telegraph  lines  of  the 
state  had  an  extension  of  2,328.3  kilometers,  with  a  total  length  of  wire 
of  6,863.2  kilometers. 

"  III.  From  the  preceding,  it  results  that  the  telegraph  service  of  the 
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state,  as  well  as  of  the  railroad,  is  almost  exclusively  performed  by 
Instruments  constructed  after  the  Morse  system,  the  Hughes  instrument 
doing  service  only  on  the  most  frequented  lines,  and  the  dial  instruments 
disappearing  more  and  more.  It  is  not,  therefore,  necessary  to  discuss 
the  question  of  the  relative  value  of  the  different  systems  for  greater  or 
lesser  distances,  nor  for  the  railroad  service. 

"  The  use  of  the  telegraph  for  domestic  life  or  for  cities  scarcely 
exists  with  us. 

"  IV.  The  receipts  of  the  state  telegi'aphs  amounted  in  1867  to  about 
500,000  florins  of  Holland ;  the  expenses  to  750,000  florins.    The  ex- 
pense of  the  maintenance  of  tlie  lines  during  the  same  year  was  about 
175,000  florins;  the  expense  of  new  constructions,  240,000  floiius. 
The  price  of  a  Morse  apparatus  (^  molette)  constructed  by 

Digney  fr^res,  Paris,  is 180  florins. 

Of  a  relay  magnet 80  florins. 

Of  a  key  or  manipulator 14  florins. 

Of  a  commutator 10  florins. 

_ 15  florins. 


Total  Morse  appai'atus 21)!)  florins. 

Total  cost  of  a  Hughes  instrument  constructed  by  P.  Du- 
moulin  Proment -  ■ .      800  florins. 

"V.  The  number  of  persons  attached  to  the  state  telegraphs  are 
found  in  a  circular  to  the  dififerent  European  telegTaph  administrations, 
a  copy  of  which  I  have  the  honor  to  inclose  herewith.  1  also  inclose  a 
copy  of  the  report  to  the  King  upon  the  condition  of  the  Netherland 
telegraphs  in  1806,  and  a  copy  of  the  new  map  of  our  telegraph  lines." 

The  circular  alluded  to  in  the  foregoing  letter  is  here  given.  It  is 
signed  by  Faring,  charged  with  the  direction  of  the  telegraphs,  and 
dated  the  Hague,  February  11, 1868 : 

"  Conformably  to  the  article  57  of  the  convention  of  Paris,  I  have  the 
honor  to  send  to  you  below  some  statistical  information  upon  the  per- 
sonnel and  the  offices  on  the  1st  January,  1868,  the  extent  of  lines  and 
telegraphic  wires,  as  well  as  the  number  of  dispatches  over  the  net- work 
of  the  Netherlands  during  the  year  1867 : 

"  DutEOTiON. — The  referendary,  charged  with  the  direction  of  the 
telegi'aphs  of  the  state;  the  controller,  charged  with  the  working  and 
responsibilities  of  the  hues;  three  principal  clerks ;  the  engineer,  charged 
with  the  technical  service ;  two  assistant  engineers. 

"EiaPL0Y:6s  of  the  Oppiobs. — Nine  inspectors  of  the  lines,  direc- 
tors of  the  offlces;  44  directors  of  offices;  23  sub-directors;  225  telegTaph- 
ists,  (operators;)  49  clerks;  142  manufacturers  of  instruments. 
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"Pbksonnel  op  Teohnical  Srrtioe.— Teneoiidiietors;  lOinspee- 
tors. 

"Net -WORK  of  the  State. — Length  of  lines,  2,328.3  kilometers, 
(about  447  English  miles;)  length  of  -wires,  6,863.2  kilometres,  (about 
1,340  English  miles.) 

"Number  of  Offices. — Of  the  state,  including  four  ausiUary,  87 ; 
of  private  companies,  107,  (Among  those  last  offices,  there  are  38  which, 
being  estabhshed,  [dans  des  JocalitSs  de  service,]  by  the  bureaus  of  the 
state,  are  not  inserted  in  this  list.) 

"Number  of  Apparatus. — Morse  system,  216.  Some  steps  have 
been  taken  to  introduce  the  Hughes  apparatus  upon  some  of  the  lines  of 
the  Netherlands  net-"work. 

"Work  of  1867.— Number  of  internal  dispatches  492,733 

Number  of  international  dispatches. . .      370,340 

Number  of  in  tramitu  dispatches 349,964 

Number  of  dispatches  {de  semiee)  in  serv- 
ice of  the  line  7,188 

Total  1,120,225 


"  Eeceipts,  495,800.40  florins  Holland. 

"  The  uniform  tax  for  the  telegraphic  correspondence  between  two 
Netherland  offices,  whether  they  pertain  to  the  state  or  to  some  private 
company,  has  been  reduced  since  the  1st  of  January,  1868,  from  0.50  to 
0.30  florins  of  Holland  for  one  simple  dispatch."  »  #         « 

PEUSSIA. 

In  a  letter  from  Professor  Morse,  dated  Eebruary  15,  1868,  to  Herr 
von  Chauvin,  director  general  of  the  Prussian  telegraphs,  he  requested 
answers  to  the  following  questions: 

"  1.  Can  you  oblige  me  by  furnishing  me  with  a  copy  of  the  tariff  of 
charges  on  telegrams  in  Prussia,  and,  as  far  as  practicable,  in  other  coun- 
tries ? 

"2.  The  number  and  namesof  the  telegraph  systems  in  use  iu-Prussia; 
how  many  of  each  system  are  employed,  and  their  adaptedness  or  fitness 
.  for  particular  service? 

"  3.  The  average  number  of  messages  or  telegrams  of  a  certain  length 
sent  daily? 

"4.  The  comparative  number  capable  of  being  sent  by  each  system! 

"5.  The  proportion  between  those  of  government  service,  and  for 
private  or  commercial  service  ? 

"  6.  Where  can  telegraphic  maps  be  obtained  ? 

"  7.  Is  the  English  needle  system  anywhere  in  use  on  the  Prussian 
lines?" 
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To  these  questions  the  obligiug  director  general  made  the  following- 
answers,  in  a  letter  dated  March  6, 1868 : 

"1.  The  tariff  applicable  to  the  telegraphic  correspondence  of  North 
Germany  is  determined  as  follows: 

"a.  For  dispatches  exchanged  between  the  bureaus  of  the  Korth  Ger- 
man Confederatiou :  First  zone,  (distance  of  14  German  miles,)  5  silver 
groschen;  second  zone,  (distance  of  60  German  miles,)  10  silver  groschen ; 
third  zone,  (distance  over  50  German  miles,)  15  silver  groschen. 

"6.  For  dispatches  exchanged  between  North  Germany  and  the  other 
states  belonging  to  the  South  German  Telegraphic  Union,  (Austria) 
Bavaria,  Wurtemberg,  and  Baden;)  First  zone,  (distance  of  10  lailes,) 
8  silver  groschen;  second  zone,  (dist-ance  of  45  miles,)  16  silver  groschen; 
third  zone,  (over  45  miles,)  24  silver  groschen. 

"c.  Dispatches  destined  for  other  European  states  are  taxed  in  con- 
formity with  the  tariff  prescribed  by  the  convention  of  Paris.  «  *  • 
(This  tariff  fixes  the  terminal  or  final  tax,  which  reverts  to  each  state 
for  the  correspondence,  (en  prov4ntmce,)  or  at  the  destination  of  its 
offices,  and  that  of  transit,  which  reverts  to  ea«h  state  for  the  corre- 
spondence which  passes  through  its  territory.)  The  taxes  mentioDed 
above  apply  to  the  simple  dispatch  of  twenty  words. 

"  3.  The  telegraphic  systems  adopted  by  my  administration  are  the 
Morse  apparatus,  the  Hughes  apparatus,  and  the  Siemens  type  appai^tus. 

"The  Hughes  apparatus  is  principally  fitted  to  operate  upon  the  direct 
lines  which  are  freed  from  the  labor  of  the  intermediate  offices,  and  upon 
which  the  correspondence  is  very  active  and  continuous.  It  operates 
between  Berlin  on  the  one  side,  and  Paris,  Yieuna,  "Warsaw,  Frankfort- 
on-the-Main,  Ereslau,  Koenigsberg,  Hamburg,  Cologne,  on  the  other 
side. 

"The  type  apparatus  of  Siemens  is  emplojed  m  thi  exchange  of  cor- 
respondence between  the  large  cities  of  Piusiia 

"In  the  North  German  offices,  (not  including  those  of  the  railways,) 
there  are  in  actual  use  of  the  apparatus  Morse,  3,692 ;  apparatus  Hughes, 
34;  apparatus  Siemens,  6. 

"3.  The  mean  number  of  dispatches  daily  transmitted  by  the  North 
German  offices  (not  including  the  dispatches  in  transit)  is  7,075. 

"i.  The  comparative  number  of  dispatches  which  can  be  transmitted 
by  the  different  systems  in  the  space  of  one  hour  is,  ^  30  to  30  for  the 
Morse  apparatus ;  40  to  50  for  the  Hughes  apparatus ;  60  for  the  Siemens 


"5.  The  dispatches  indicated  above  are  in  the  following  ratio :  2.6  per 

cent,  dispatches  of  the  state;  2.2  per  cent,  dispatches  of  the  service; 

95.2  per  cent,  private  dispatches. 

"6.  The  English  needle  apparatus  has  never  been  in  use  in  Prussia^" 

Two  Morse  instruments  cost  111  florins  each,  or  222  florins.     The 


e  Chapter  V  for  a  correction  of  this  estimate. 
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two  together  cost  less  than  one-thinl  of  the  cost  of  one  of  the  Hughes 
apparatns.  If,  then,  two  Morse  iustriunents  are  employed,  with  one 
operator  to  each  instrument,  which  is  equivalent  to  the  manning  of  one 
Hughes,  we  have  the  means  of  doubling  the  nnmber  of  dispatches,  in  the 
comparison  of  the  two  apparatus,  (the  Morse  and  the  Hughes.)  But  the 
recent  tests  of  the  capacity  of  the  Morse  show  that  a  single  Morse  instru- 
ment can  transmit  even  as  high  as  130  dispatches,  of  twenty  words  each, 
in  one  hour,  whileasingleHughesinstramentcan  transmit  at  the  utmost 
from  fifty  to  sixty  per  hour. 

We  have,  therefore,  this  result :  Two  Morse :  two  operators ;  cost,  222 
florins ;  260  dispatches.  One  Hughes:  two  operators ;  cost, 700  florins ; 
60  dispatches. 

Eewaek. — If  two  Morse  apparatus  are  employed  at  the  same  time, 
each  requires  a  circuit,  that  is,  two  circuits,  while  the  Hughes  requires 
but  one.  This  makes  an  important  diflEerence  in  the  calculation;  but 
still  the  result  is  one  hundred  and  forty  in  favor  of  the  work  of  the  two 
Morse  apparatus  against  the  work  of  one  Hughes  apparatus. 

DENMARK. 

I.BTTEE  OP  DIRECTOR  GENERAL  PABEIl. 

In  answer  to  questions  similar  to  those  addressed  to  the  telegraphic 
administrations  of  other  countries,  the  following  information  has  been 
furnished  by  the  director  general  of  Danish  telegraphs  in  a  letter  to  the 
Hon.  G-eorge  H.  Yeamau,  United  States  minister  to  Denmark,  dated 
May  2, 1868 : 

"  1.  Throughout  this  kingdom  the  Morse  telegraphic  system  is  the  only 
one  used  on  the  government  lines  as  weUas  on  private  and  railway  lines, 
the  instruments  being  partially  of  an  older  construction  with  relays, 
partially  newer  ones  mthout  relays,  and  writing  with  ink.  The  Are 
telegraph  in  this  city  has  magnetic-induction  dial  instruments  of  the 
manvtfeeture  of  Messrs.  Siemens  and  Halste,  in  Berlin.  The  English 
needle  system  is  nowhere  in  public  use  in  Denmark.  On  the  lines  of  the 
government  we  have  124  Morse  instruments ;  on  private  liaes,  21  Morse 
instruments ;  on  railway  lines,  58  Morse  instruments ;  on  the  flre  tele- 
graph line  in  Copenhagen,  22  induction  dial  instruments. 

"2.  The  government  lines  have  an  extension  of  950  miles  English, 
containing  2,298  miles  of  single  wire;  the  private  lines  have  an  exten- 
sion of  324  miles,  with  338  miles  of  .single  wire ;  the  railway  lines  have 
an  extension  of  265  miles,  with  275  miles  of  single  wire  ;  the  fire  tele- 
graph in  this  city  contains  11  miles  of  line  by  20  miles  of  single  wire. 

"3.  According  to  the  experience  made  in  this  country,  I  should  prefer: 

"  For  long  distances  and  for  short  ones,  the  Morse  system  with  a  line 
current ;  for  railway  service,  the  same  with  constant  current ;  tbr  city 
or  domestic  use,  the  magnetic-induction  dial  apparatus  of  Messrs.  Sie- 
mens and  Halske. 
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"4.  The  account  of  the  last  year,  as  we  take  it  here  from  April  1  to 
March  31,  having  not  yet  been  qnite  finished,  an  exact  indication  of  the 
aggregate  receipts  and  expenses  cannot  be  given.  Approximately  the 
receipts  of  the  government  telegraph  have  amounted  to  151,500  rigsda- 
ler,  and  the  expenses  to  142,330  rigadaler,  of  which  latter  24,650  rigsda- 
ler  are  costs  of  maintenance.  One  hundred  and  fifty  functionaries  are 
engaged  in  the  telegraph  ser\ice  of  the  government.  The  number  of 
those  in  private  and  railway  telegraph  service  I  cannot  state  exactly, 
but  calculate  it  to  be  about  eighty. 

"5.  According  to  the  desires  expressed  by  Professor  Morse,  I  append 
to  this  a  map  of  the  telegraph  lines  and  stations  in  Denmark,  a  statistical 
survey  of  the  traffic  on  the  Danish  lines  in  the  year  1867,  and  a  repre- 
sentation of  the  extension  of  the  government,  from  their  first  establish- 
ment to  the  expiration  of  the  year  1866." 

SWEDEN. 

LETTER  OF  DIBBCTOE  GBNEEAL  BRAKDSTEOJI. 

The  following  is  a  letter  from  the  director  general  of  Swedish  tele- 
graphs to  his  excellency  General  Bartlett,  United  States  minister  resi- 
dent at  the  court  of  Sweden,  dated  Stockholm,  April  19,  1868 : 

"  I  have  the  honor  to  acknowledge  the  receipt  of  your  letter  of  the  14th 
instant  accompanied  with  that  of  Professor  Morse,  addressed  to  you  of 
the  date  of  March  18  last,  and  I  hasten  to  answer  the  questions  of  the 
professor  respecting  Sweden, 

"As  to  Norway,  whose  offices  and  telegiaph  lines  are  under  the  juris- 
diction of  a  special  administration,  I  am  persuaded  tltat  you  will  obtain 
all  necessary  explanations  by  addressing  the  chief  of  tliis  admiuistration, 
M.  le  Direeteur  Nielson,  whose  address  is  Ohristiania. 

"It  is  the  system  Morse,  which  is  exclusively  adopted  tor  all  the 
offices  of  the  administration  of  telegraphs  in  Sweden.  This  system  is 
also  employed  for  all  the  telegraph  offices  of  the  railways,  except  in 
some  small  offtees  where  the  dial  apparatus  is  used. 

"The  English  needle  system  has  not  been  used  in  any  part  of  Sweden. 

"  It  is  probable  that  sooner  or  later  the  administration  of  the  tele- 
graphs wiil  adopt,  for  some  of  the  principal  lines,  the  Hughes  system, 
but  at  the  present  time  we  have  none  of  this  apparatus. 

"In  regard  to  the  organization  of  the  Swedish  telegraphs,  the  exten- 
sion of  the  lines  belonging  to  the  administration  of  the  telegraphs,  the 
expenses  for  repairs  of  these  lines,  the  internal  taxes  of  the  country, 
&c.,  I  hope  that  Mr.  Morse  will  find  sufficient  explanations  in  consulting 
the  accompanying  prints  papers,  to  wit :  First,  notices  of  the  organization 
of  the  Swedish  telegraphs,  and  statistical  table  of  the  action  (du  mouve- 
mmt)  of  the  dispatches  during  the  year  1866 ;  and,  second,  international 
notification  of  the  Swedish  administration  of  the  telegraphs,  to  the  date  of 
April  27, 1868,  containing  statistical  information  for  the  year  1867. 
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"The  accompanying  map  indicates  all  the  telegraph  offices  of  the 
country.  The  Hues  marked  as  being  in  construction  are  already  com- 
pleted." ■     *  •  *  * 

The  following  is  the  information  alluded  to  in  the  foregoing  letter, 
issued  as  a  circular  by  Director  General'  Brandstrom,  and  dated  April 
37, 1868 : 

"  Conformably  to  article  57  of  the  convention  of  Paris,  we  have  already 
had  the  honor  to  send  to  you,  on  Pebruary  27  last,  the  map  of  our  tele- 
graphic net-work  prepared  to  the  end  of  the  year  1867. 

"Here  is  some  statistical  information  upon  the  personnel,  the  offices 
in  service,  and  the  extent  of  the  lines  and  the  telegraph  wires  at  the 
same  epoch,  as  well  as  a  table  of  the  action  of  the  dispatches  upon  the 
Swedish  net-work  during  the  said  year, 

PEESONSEL. 

a.  Central  adminisPration. — One  dii'ector  general,  2  inspectors  general, 
2  assistant  inspectors  general,  1  professor  of  physics,  (physicien,)  1  in- 
tendant  general  of  economy  and  accounts,  1  secretary-in-chief,  1  keeper 
of  the  records,  1  keeper  of  the  books,  1  cashier,  1  intendant  of  the 
materials,  2  examiners,  6  other  employes — total,  19  persons, 

"  6.  Employ4s  in  the  electric  offices. — Thirteen  directors,  chiefs  of  the 
principal  offices ;  86  commissaries,  chiefs  of  offices  of  the  second  and 
third  classes,  or  placed  in  an  office  of  the  first  class,  either  as  assistants 
of  the  chief  or  as  cashiers ;  169  assistants,  chiefs  of  the  smaller  offices, 
(of  whom  21  are  women,)  or  employed  in  the  others — in  all,  268  persons. 

"  c.  BmphySs  in  the  optical  offices. — Eighteen  chiefs  of  offices ;  22  em- 
ployes, subalterns — in  all,  40  persons. 

"Telegraphic  offices. — Oflices  belonging  to  the  telegraphic  admin- 
istration— 

{a.)  Electric 96 

{J>.)  Optical 18 

114 
Offices  of  state  railways,  (of  which  21  are  open  for  international 

correspondence) '. 91 

Offices  of  private  companies,  (of  which  23  are  open  for  interna- 
tional cori'espondence) 70 

Total 275 

"  The  number  of  apparatus,  (Morse  system,)  employed  in  the  offices  of 
the  telegraph  administration  is  277. 
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^^  Lines  of  the  telegraflt  administration. 
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Total  length  of  the  wires 5,604 


"  The  submarine  cable  between  Sweden  iiud  Prussia,  whi<;h  is  seventy- 
three  Itilometers  in  length,  and  contains  three  wire  conductors,  belongs. 
ill  common  to  the  two  countries. 

"  At  the  same  time  Sweden  possesses,  in  conjunction  with  Denu)aTk, 
the  cable  laid  in  the  Sound.  This  cable  is  fifteen  kilometers  long,  and 
contains  four  wire  conductors,  of  which,  however,  only  two  are  in  use. 

"  International  correspondence  in  1867. 


Kiirobar 

of  diapatches 

Naml«r  tf  dL«paKh.» 

Buraesof  th<,sMsa. 

v«,e. 

Htaie,  and  pn- 
.patflheB  sent 

prlvHlB  aiapatchea  i-e- 
eawedinS^ed^afrom 

To,al. 

7Z^ 

fo«,gneo«n. 

ZTZu^r'"'"^' 

Norwa 

1153'' 

SfiSM 

fil 

Austria 

U" 

ML 

233 

Baden 

17 

4fi 

K) 

7«4 

aw 

Bre^ii 

599 

Denmark                        

14,705 

16,  ess 

3l,4U;i 

„Google 


130  PAKIS   UNIVEE8AL   EXPOSITION. 

"  International  cot }  espondeiice  in  lSfi7 — Continued. 
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"  Comparative  table  of  the  transviixsion  of  dispatches,  and  their  receijjt  in 
1866,  1867. 
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"  Revenues  ami  receipts  for  the  year  1307. 
"  For  the  electric  lines : 

1.  Eeveniies: 

traces. 

a.  Receipt  proceeding  from  the  correspoiuleiice 961,328 

6.  Contritiution  from  certain  communes  for  the  rents  of 

the  offices,  &c !),556 

c.  Subsidy  accorded  by  tlie  government  for  the  construc- 
tion of  new  lines,  and  the  miiltipliciitiou  of  wire  con- 
ductors       203,320 

Total - 1,234,204 

2.  Expenses: 

ft.  Salaries  of  the  offtcera,  repair  of  the  old  liues,  &e 005,150 

h.  Oonstmction  of  new  lines,  and  miiltiplieatiou  of  wires.      248,504 

"  For  the  optical  lines,  (semaphores :) 

1.  Revenues : 

ft.  Receipts  proceeding  from  correspondence 3,332 

h.  Subsidy  accorded  by  government 40,781 

Total 44,113 

2,  Expenses : 

Salaries  of  officers,  and  repairs  of  the  telegrapli,  &e 42,06(3 

SPAIN. 

LETTER  FROM  DIRECTOB  GENEEAL  SAKZ. 

The  following  is  a  letter  from  the  director  general  of  Spanish  tele- 
graphs to  the  minister  of  the  United  States,  John  P.  Hale,  dated  Madrid, 
April  27, 1868; 

"In  reply  to  your  valued  favor  of  the  21st  instant,  I,  to-day,  have  the 
pleasure  of  g)\'iug  you  the  following  mformation,  which  you  have  re- 
quest«d  of  me : 

"  The  system  of  telegraphs  used  in  the  government  Hnes  in  Spain  is 
solely  and  exclusively  that  of  Morse.  As  an  auxiliary  to  this  apparatus, 
there  is  also  used  an  English  needle  for  the  pui'pose  of  observing  the 
calls  at  one  end  of  the  line  when  the  Morse  apparatus  is  being  used  at 
the  other. 

"The  extent  of  the  hues  is  10,735  kilometers,  and  of  the  wires  24,134 
Icilometers. 

"  As  the  Morse  system  is  the  only  one  used,  there  is,  of  course,  no 
means  of  comparing  it  wit}|i  others. 

"  The  railway  companies  use  for  their  purposes  Breguet's  dial  appa- 
ratus. 

"  The  receipts  for  charges  on  dispatches  amount  to  8,424,510  reals, 
(equal  to  $42,122  55  gold.) 
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"The  personal  expeDses  (pay  of  officers,  operators,  &c.)  amoiiiit  to 
9,044,500  reals,  ($45,222  50  gold,)  and  tlie  expenses  for  working  mate- 
rials (wires,  chemicals,  &o.)  to  3,704,020  reals,  ($18,520  10  gold.) 

"I  inclose  a  telegraphic  mai)  and  otlier  documents,  which  may  serve 
to  give  a  detailed  knowledge  of  the  organization  of  the  telegi-aphic  sys- 
tem in  Spain,  and  also  the  letter  whicli  was  put  into  my  hands  at  the 
central  office." 

ITALY. 

From  Italy,  in  addition  to  answers  to  questions,  there  have  been  re- 
ceived, tlu'ougii  the  prompt  attention  of  the  United  States  minister  to 
Italy,  his  excellency  George  P.  Marsh,  a  large  number  of  valuable  public 
documents,  relating  to  the  telegi'aph,  which  have  been  sent  to  the  de- 
imrtment  at  Washington. 

The  following  are'  the  statistical  data  of  Italian  telegraphs  furnished 
by  the  director  general,  in  answer  to  the  same  questions  whicli  h;\il 
been  addressed  to  other  telegraph  administrations : 

"I.  On  January  1, 1868,  there  were  in  operation — 

Morse  apparatus 1,01 7 

Hughes  apparatus 1+ 

Total 1,031 

"  II.  Miles  of  line,  9,4%  English  miles;  miles  of  wire,  22,211  English 
miles. 

"  III.  Appai'atus  best  adapted  for  long  distances  and  for  short  ones : 
The  Hughes,  if  the  lines  are  in  the  best  condition,  and  with  much  diffi- 
culty, otherwise  the  Morse.  For  railway  service :  The  Morse.  For  city 
or  domestic  use :  This  service  has  not  yet  in  Italy  had  any  great  devel- 
opment. What  there  is  now  in  the  city  is  done  by  the  Morse  apparatus. 
If  this  service  becomes  more  active  the  Hughes  may  be  better,  or  better 
the  tabular  system  adopted  in  Paris  and  Berlin. 

"  Effective  revenues  for  private  dispatches  of  1867,  4,278,925  francs  ; 
ordinary  expenses,  4,100,000  firancs;  extraordinary  expenses,  180,000 
francs;  Cost  of  apparatus  and  otlier  material,  (seoallegato  o;)  personal 
expenses  for  maintenance  of  the  apparatus  of  1867,  24,168.50  francs, 
adding  a  small  sum  for  the  purchase  of  small  materials  for  repairs. 
Total  number  of  employes, 2,374.  (For  distinction  of  grades  and  classes 
see  table  marked  a,  and  the  manuscript  of  the  allegato  a.) 

"  IV.  No  English  sj-stera  is  in  use  in  any  part  whatever  of  Italy. 

"  V.  For  fuller  information  on  the  condition  of  the  telegraph  in  Italy 
see  the  accompanying  documents."  ^ 

'  Tlie  doeumenta  alluded  to  have  Leen  forwarded  to  the  dupnrtiuoiit,  and  are  as  fol- 

(a.)  Organioo'  dell'  Amminiatrazlone  del  Telegraii  Italiani,  del  18Settemhre,1865,  e 
successive  variazioni,  17  Ottohre,  1866,  e  8  Dieemhre,  1867. 
(6.)  Eegohimeiito  pel  servizio  dei  telegrafi,  del  4  Marzo,  1866. 
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EGYPT. 

The  telegraph  administration  iu  Egypt  was  addressed  through  the 
United  States  consul  general,  Hon,  Charles  Hale,  in  Alexandria^  and, 
through  hjs  prompt  attention,  the  foUoiring  information,  supplied  by 
Hartley  J.  Gibson,  esq.,  director  of  Egyptiau  telegraphs,  was  received 
in  reply  to  questions  proposed : 

"  Question  1.  Please  give  the  names  of  the  telegraph  systems  employed 
in  the  Egyptian  dominions,  and  the  number  of  each  system, 

"Answer,  The  Egyptiau  government  telegraphs  under  my  direction 
are  confined  to  tlioee  in  the  Soudan  country,  the  whole  of  which  are 
worked  on  the  '  Morse'  sj'stem. 

"Question  2.  How  many  miles  (English)  of  telegraph  connection,  and 
how  many  miles  of  telegTaph  wires  ? 

"Answer.  They  commence  at  Assouan,  and  are  all  in  construction. 
The  whole  Hues  are  constructed  with  two  wires,  (So.  S,  not  galvanized,) 
thus  affording  two  lines. 

Telegraph  lines  In  Egypt. 


Mnes  line. 

Miles  wire. 

A    -         to  W  <!    H  It 

i 

430 

.    0^  -d  h 

-39 

310 

i' 

4*0 

5T0 

i.m 

3,494 

i  tolej[riifica  nell'  i 


J  dollo  stato,  del  10 


(c.)  Regolameuto  per 
Dicembre,  186S. 

{d.)  Sexffizio  del  vaglia  telegraSci. 

(e.)  Serf izio  <tei  vagjia  Bemafbvioo. 

(/.)  Servizio  (lei  nell'  Interao  delli  citt4. 

(ff.)  Taiiffa  generale  tlei  despacci. 

(h.)  Guida  indioe  del  circaiti  «  uffid  del  regno, 

(i)  Casto  delle  liiiea  telegraficlie  di  c«irespondeiiEa  generale  ed  jiiteriiiiziouiiIt>,  1 
Gingnio,  1867. 

(ft.)  Casta  delle  liiies  telegraflche  di  tutti  i  flli,  1  Gingnio,  1867. 

([.)  Casta  delle  Ilnea  telegntttche  delle  distauze  del  1865. 

(jH.)  Tavoltt  delle  eommflnieaaione  pel  systema  "  Morse." 

(m.)  Modelli  degli  iaolatori  ia  nso, 

(o.)  Nomenclature  e  prezzi  del  inateriale. 

(p.)  Eelflzione  Btatiatica  pel  biennio  1865'-66. 

(g.)  Bnllettiiio  telegrafico.    Pulilicazione  mensile  continento  diaposizioni  ufficiali,  e 
una  parte  non  nfSeiale  di  studi,  inveuzioni  e  notizie  divorsa  si  niiUce  quello,  di  Marzo, 
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"  The  liue  between  Assouan  and  Berber  is  completed,  witli  tlie  ex- 
ception of  the  section  between  Wady  Haifa  and  Ourdeli.  This  part  of 
the  country  is  so  infested  with  -white  antsthat  iron  posts  are  anecessity. 
These  have  accordingly  been  procui'ed  and  sent  to  their  destination,  and 
before  the  end  of  November,  (1868,)  this  section  will  be  completed. 

"  The  section  between  Maseouali  and  Kassala  has  not  yet  been  com- 
meuced.  That  between  Berber  and  Ka^ala  is  under  construction,  and 
on  its  completion  in  November  next,  that,  between  Berber,  Metammeh, 
and  Khartum  will  be  undertaken. 

"Independentlyof  the  towns  mentioned,  there  are  others  on  the  route 
where  stations  exist,  and  many  intermediate  ones  will  be  hereafter 
organized. 

"  Of  the  delta  telegraph  lines  I  refrain  now  from  speaking ;  but  I 
believe  there  are  about  820  miles  of  line,  a  considerable  portion  of  which 
comprise  two  or  more  wires. 

"  Between  Alexandria  and  Cairo  (135  miles)  they  have  one  wire, 
worked  on  the  'Morse'  system.  The  line  also  from  Cairo  to  Gaza 
(300  miles)  is  worked  by  that  system;  on  all  the  rest,  including  about 
600  miles  from  Cairo  to  Assouan,  the  double  needle  is  used, 

"  Question  3.  Which  system  has  experience  shown  to  be  best  adapted 
to  the  following  purposes,  to  wit:  A,  for  long  distances;  B,  for  short 
distances;  C,  for  railway  service ;  D, for  city  or  domestic  use! 

"Answer.  With  regard  to  your  question  3,  my  experience  goes  to 
prove thefoUowing:  A,  the  *Morse;'  B,the  'needle;'  C,the  'needle;' 
D,  the  'Morse.' 

"  Question  4.  "What  are  the  aggregate  expenses  and  receipts,  cost  of 
instruments,  of  maintenance,  and  number  of  employes  i 

"  Answer.  Quite  unanswerable. 

"  As  a  postscript  to  my  note,  I  add,  that  the  telegraph  lines  owned 
by  foreign  nations  in  Egypt  are  three,  to  wit :  1st.  The  Mediterranean 
and  Malta  Company's  line,  Alexandria  to  Suez,  220  miles  of  line,  4i0 
miles  of  wire.  '  Morse  system.'  2d.  The  Suez  Canal  Company,  from 
Zagazig  tothe  Isthmus,  (distance  unknown.)  'Morse  system.'  3d.  The 
Alexandria  and  Bamleh  EaUway  Company's  line,  {five  miles,)  ten  miles 
wire.    '  Needle.' 

*'  A  liue  is  projtosed  by  the  Egyptian  government  from  Zagazig  to 
Wady." 

TURKEY. 

LETTER  PROM  HON.  J.  P.  BROWN. 

The  following  letter,  of  the  date  of  June  1, 1868,  has  been  received 
from  Hon.  John  P.  Brown,  secretary  of  legation  to  the  Ottoman  Porte, 
in  answer  to  one  addressed  to  him  in  relation  to  Turkish  telegraphs : 

"  Many  thanks  for  your  interesting  pamphlets  on  the  subject  of  your 
invention  of  the  telogi'aph.    Dr.  Staniatades,  of  this  city,  was  a  pupil  at 
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the  college,  {Wew  York  City  univ  ersity,)  when  your  discovery  was  origi- 
nally made  known,  and  can  vouch  for  what  you  have  stated  therein.  He 
remembers  clearly  that  you  were  the  sole  inventor.  I  feel  much  interest 
in  all  that  concerns  yourself  and  the  telegraph,  from  the  fact  that 
I  first  spoke  of  it  personally  to  his  late  Majesty  Sultan  Abdul  Mejid, 
and  with  Dr.  J.  L.  Smith,  of  Louisville,  Kentucky,  and  Dr.  0.  Hamlin, 
exhibited  the  wonderful  invention  to  his  Majesty  and  all  of  his  minis- 
ters and  others  at  the  palace  of  Beyler  Bey  on  the  Bosphorus. 

"  His  Majesty  wished  them  to  have  it  pat  up  between  his  capital  and 
Smyrna,  and  I  told  him  that  I  feared  the  people  would  cut  the  wires.  Since 
then  '  Morse's  telegraph'  is  spread  over  the  whole  of  the  empire. 

"  The  minister  resident  has  sent  me  your  two  letters  of  inquiry,  and  I 
will  in  a  day  or  two  report  to  him  on  the  same.  In  the  mean  time  I 
have  been  able  to  report  to  him  that  the  'English  needle  system'  is 
Moi  used  in  any  part  of  this  empire.  The  present  minister  of  public 
works,  telegraphs,  &c.,  is  H,  G,  Daftd  Pacha,  a  Catholic  Ohristian,  (late 
govenior  general  of  the  Lebanon,)  and  a  very  learned  and  intelligent 
man. 

"A  Mr.  Hughes  (an  American)  was  here  some  time  since,  at  the 
request  of  the  Porte,  to  instruct  pupils  in  his  system,  (I  believe  one 
which  prints  tlie  letters ;)  and  I  suppose  the  report  which  I  am  promised 
from  the  director  will  show  this.  At  all  times  ready  to  be  of  any  ser- 
vice to  you." 

The  following  is  a  letter  to  his  excellency  B.  Joy  Morris,  United 
States  minister  to  the  Ottoman  Porte,  fi^m  James  MiDiugen,  esq., 
director  of  telegraphs,  dated  Pera,  June  4, 1868 : 

*'  I  have  the  honor  to  communicate,  according  to  your  request,  the 
information  respecting  the  Ottoman  telegraph  administration,  accom- 
panied with  a  map  of  the  telegraphic  net-work. 

"In  1863  our  net- work  comprised  0,490  kilometers  of  lines,  and  13,821 
kilometers  of  wires,  and  52  stations. 

"  To-day  we  possens  27,500  kilometers  of  lines,  56,230  kilomet-ers 
of  wires,  and  310  stations,  divided  into  stations  of  international 
service,  and  stations  of  interior  service.  Consequently,  in  the  space 
of  Ave  years,  our  net-work  has  more  than  quadrupled. 

*'  We  are  connected  directly  with  Austria  by  three  routes,  Mostar- 
Melkovich,  Scodra-Castellastua,  and  Gradiska ;  Italy,  by  Valona, 
Otrente;  the  principalities  Moldo-Yalques,  by  three  routes,  Tultcha- 
Ismail,  Tultcha-Galatz,  and  Bustchuk-Giurgevo ;  Serbia,  by  two  routes, 
Nissa-Alexinatz  and  Widdin-Negotin ;  Persia,  by  Hanuokin  (haggi 
Cara)  Kirmauohah;  Egyjjt,  by  Gaza-Elarieh ;  Greece,  by  Polo- Lamia; 
and,  finally,  with  the  Indian  telegraphic  net-work,  by  the  cable  ending 
at  Fao. 

"  The  cables  which  put  the  Ottoman  empire  in  communication  with 
the  Archipelago,  and  which  belong  to  an  English  company,  are  nearly 
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all  interrupted ;  but,  accordiag  to  advices  we  have  recently  received,  we 
liope  they  will  shortly  be  re-establisbed. 

"  We  have  hut  a  few  small  cables  in  tlie  Bosphonis,  to  the  Darda- 
nelles, and  in  the  Danube:  four  in  the  Bospliorus,  of  1,500  meters  ea«h, 
of  which  two  ai'e  for  the  Indian  transit ;  two  to  the  Dardanelles,  of  3,000 
meters  each ;  five  in  the  Danube,  of  which  two  above  Ismail,  of  1,000 
meters  each;  one  above  Galatz,  of  1,500  meters;  one  above  Soulina,  of 
], 500  meters;  and  one  above  Rust-chnk,  of  1,500  meters. 

"  All  our  great  lines  are  constructed  with  two  wires  of  galvanized 
iron  of  four  milliiueters  in  diameter.  Some  small  branch  linesj  or  far 
intei-iot  service,  are  constructed  with  wire' of  three  millimetera  diameter. 

"  The  great  Asiatic  line  ftom  Ooustantiuople  to  Fao  has  been  con- 
structed with  two  wires  of  six  millimeters,  because  of  the  great  distances 
of  the  stations.  In  fact,  the  mean  distance  of  these  stations  is  102  kUo- 
raeters ;  but  from  Kerhuk  to  Bagdad  it  is  calculated  at  little  less  than 
350  kilometers ;  and,  in  short,  Moussoul  works  with  Bagdad,  a  distance 
of  520  kilometers,  without  intermediate  relays. 

"  Upon  the  line  from  Asia,  Pera  works  sometimes  dbreet  with  Sivas^ 
a  distance  of  910  kilometers,  -nathout  intermediate  relays.  All  these 
wires  of  the  first  quality  are  annealed  with  charcoal. 

"  The  insulators  employed  are,  of  the  Siemens  model,  in  castings  of 
metal;  the  French  model,  in  porcelain,  furnished  by  the  house  of  Ere- 
quet.  For  some  time  we  commenced  to  emjiloy  the  Belgian  collar- 
model. 

"  In  consequence  of  the  difflcnlties  of  the  ground,  the  want  of  rail- 
roads, and  of  cari'iage  ways,  the  lines  followed  tracts  for  the  most  part 
arbitrary.  But  the  present  direction  is  turning  its  attention  to  rectify- 
ing these,  as  far  as  i>ossible,  by  taking  advantage  of  new  routes,  which 
are  being  constructed  in  different  parts  of  the  empire, 

"  Our  posts  EH'e  of  oak^  and  some  of  them  of  pine,  (spruce.)  They  are 
neither  injected  nor  carbonized  at  their  base. 

"The  administration  thinks  seriously  of  the  improvement  of  con- 
struction,which  owes  its  delay  only  to  some  local  difficulties, 

"The  apparatus  employed  are  all  of  the  Morse  system,  furnished  by 
the  mauufeeturers,  Er^guet,  Siemens  &  Mouilleron,  to  the  number  of 
1,020.  We  employ,  also,  the  apparatus  Hughes,  upon  the  great  line  of 
transit  from  Pera  to  Valona,  and  also  between  Per^i  and  Semlin ;  soon  it 
wUl  be  put  between  Pera  and  Bagdad  to  facilitate  the  ludiau  correspond- 
ence. This  apparatus  is  better  for  along  line,  while  for  shorter  dis- 
tances the  apparatus  Morse  is  more  convenient. 

"The  dial  apparatus  are  no  longer  employed  upon  ouv  lines.  Tbey 
require  to  operate  all  these  apparatus  about  16,000  Daniel  elements, 
French  model, 

"  Towards  Bagdad  we  have  some  posts  (enfonte)  of  cast  iron,  which 
have  not  given  the  results  that  we  exi>ected,  as  the  administration  has 
given  them  up  to  be  employed  ou  other  lines.     During  the  winter  we 
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have  hiid  to  conteiiil  against  violent  winds,  tempests,  and  inuntlatious, 
wliicb  have  raised  and  prostrated  the  posts,  for  our  lines  traverse  for- 
ests, precipices,  raviiies,  and  some  abrupt  mountains,  where  the  saper- 
intendenee  and  the  repairs  were  difficult  to  be  executed,  l)ut  with  the 
actaal  repairs  of  the  tracks  these  inconveniences  have  neatly  com- 
pletely disappeared.  In  certain  countries  some  turbulent  hordes  often 
interrupt  the  communication  from  midevolence  or  from  simple  curiosity, 
believing  tliat  they  can  by  this  means  discover  the  mysteries  of  the  tele- 
gi-aph.  Accustomed  to-day  to  this  new  mode  of  correspondence  and 
intiuenced  by  snch  measures  that  they  are  interested  iu  the  good  repair 
of  the  line,  we  have  no  longer  any  fear  on  that  score. 

"Upon  certain  parts  of  our  lines  tlie  wires  are  covered  every  winter 
with  a  layer  of  frost  which  attains  sometimes  a  prodigious  thickness,  so 
as  to  render  the  wires  ten  times  heavier  than  in  their  normal  state,  pro- 
ducing numerous  breaks. 

"  This  fact,  which  oeciu^  always  in  the  Same  places,  and  the  results  of 
which  are  so  difficult  to  avoid,  is  not  known  to  be  explained  but  by  a 
special  meteorological  tendency  of  the  places. 

"The  direction  seeks  to  avoid  these  places  in  removing  the  lines  every 
time  that  repairs  are  necessary.  In  spite  of  these  inconveniences  with- 
out number,  thanks  to  au  inspection  well  organized,  the  inten'uptions  are 
of  less  duration,  and  for  nearly  Ave  mouths  the  ludiau  transit  has  not 
been  interi'upted  a  single  instant.  In  fact,  Constantinople  is  in  direct 
communication  every  night  with  Vienna  on  the  one  side,  and  Fao  upon 
the  Persian  Gulf  on  the  other.  Vienna  has  worked  many  times  with 
Diarbekir,  Alexiuatz,  and  Seuilin  with  Pao.  Pera,  at  the  same  time, 
communicates  with  Busliire,  iu  the  south  of  Persia,  and  with  Kurachee, 
the  first  Indian  station,  a  distance  of  about  five  thousand  kilometers. 

"  Notwithstanding  the  above-mentioned  obstacles,  result-s  like  these 
malce  comment  unnecessary,  for  they  sufllee  to  give  an  exact  idea  of  fclie 
actual  Ottoman  telegraph. 

"These  ameliorations  are  due  to  measures  taten  nearly  two  years  ago 
at  the  creiition  of  responsible  inspectors,  and,  in  short,  to  the  complete 
reorganization  of  the  direction. 

"  Before  closing  it  will  not  be  amiss  to  notice  the  existence  of  two 
services,  distinct  and  very  differeiit — the  international  service  in  the 
European  languages,  and  the  interior  service  in  the  Turkish  language, 
services  wliich  cannot  be  confounded,  seeing  the  impossibility  of  assimi- 
lating the  letters  of  the  two  alphabets,  that  which  requires  a  double 
personnel  and  involves  a  multitude  of  other  difficulties  that  cannot  be 
overcome,  but  by  practice  the  experience  of  many  yeiirs,  and  some 
recent  improveuxents. 

"  The  Indian  dispatches  reach  us  ordinarily  on  tlie  same  day,  and  are 
transmitted  immediately  to  Valona,  Belgrade,  or  Vienna;  but  the  Eng- 
lish public  has  raised  many  complaints  on  the  suhjeiit  of  the  delay 
experienced  in  these  dispatches.    We  ought  to  remark  ou  this  subject, 
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tliatthe  said  dispatches  do  not  come  all  the  way  in  onr  tenitovy,  and 
that  we  often  even  receive  them  from  the  foreign  post  offices  witli  an 
ancieht  date,  and  that,  in  short,  the  person  to  whom  they  are  addressed 
seldom  knows  by  what  way  his  dispatch  is  to  come  to  him, 

"Dispatches  for  India  can  go  tliree  different  ways:  1.  The  way 
through  Turltey  to  Fao,  and  the  cable  in  the  Persian  Gulf.  2.  The  way 
through  Turkey  as  far  as  Haiin^kin,  and  from  there  the  Persian  route 
by  Bnsliire.  3,  Finally,  the  Russo-Persian  way,  without  passing  through 
Turkey. 

"After  a  special  convention  the  dispatches  we  receive  from  Europe  for 
the  Indies  ought  to  be  transmitted  by  us  in  equal  parts  by  the  way  of 
Fao  and  by  the  way  of  Hann^kiu.  "VVe  receive  them  ordinai'ily  from 
Europe  by  the  way  of  Valona  or  Belgrade. 

"Tliere  are  also  some  errors  which  render  the  dispatches  sometimes 
undecipherable.  Tlie  Tiu'ks,  to  remedy  these  inconveniences,  have 
placed  upon  all  thelines  of  the  great  Asiatic  line  special  employes,  for 
the  most  part  English,  and  who  are  charged  with  the  control  of  these 
dispatches.  Further,  it  is  a  recognized  fact  tliat  nearly  all  our  employes 
are  more  or  less  lingoist-s,  a  feet  which  necesaaiily  facilitates  the 
exchange  of  international  correspondence."  «  •  • 

AUSTliALIA. 

Samuel  AV,  McGowau,  esq.,  general  superintendent  of  electric  tele- 
graph in  Victoria,  (Australia,)  has  politely  furnished  two  reports  of  the 
advancement  and  condition  of  his  department  for  1807  and  1868,  which 
have  been  forwarded  to  the  St-ate  Department  at  Washington.  They 
contain  maps  of  telegraph  lines  in  a  portion  of  Auab-alia,  and  tables  of 
the  financial  condition  of  the  department  under  his  charge. 

In  hia  report  of  18G7  he  alludes  to  orders  for  two  of  "Messrs.  Siemens 
&  Halake's  patent  rapid  writuig  tj-pe  instruments,"  and  also  for  "one  of 
Professor  Wheatstone's  patent  rapid  writing  instruments,"  which  it  was 
thought  would  afford  greater  facilities  for  speedy  transmission.  Respect- 
ing these,  Mr.  McGowan  remarks:  "In  working  either  apparatus  it  is 
essentially  necessary  that  the  line  should  be  in  tlie  best  possible  state  of 
electric  conductivity  and  insulation.  Atmospheric  disturbances  or  other 
existing  cause  would  militate  much  more  against  successful  .transmission 
than  under  ordinary  circumstances.  It  must  also  be  borne  in  mind  that 
in  using  the  rapid  writing  instruments,  the  staff  of  operators  at  each 
terminal  of  the  line  will  require  to  be  largely  augmented — the  one  for 
preparmg  the  type  or  other  transmittijig  material,  the  other  for  effecting 
the  task  of  transcribing  the  matter  an  received  from  the  recording  instru- 
ment." 

This  necessity  for  the  augmentation  of  the  number  of  employes  is  a 
disadvantage  complained  of  at  Berlin  as  one  of  the  great  difficulties  in 
the  automatic  type-printing  apparatus  of  Messrs.  Siemens  &  Haiske. 
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By  reference  to  Mr.  McGowaii's  report  for  186S,  tbis  remarlt  will  be 
fomul:  "The  order  for  a  supply  of  the  rapid  writing  automatic  instru- 
ments mentioned  in  my  last  report  lias  been  canceled,  owing  to  tlie 
enhanced  cost  of  manufacture,  and  the  probable  gain  in  the  working  of 
the  lines  being  overborne  by  the  large  expenditure  involved." 

The  following  questions  were  addressed  to  Samuel  Walker  McGowan, 
esq.,  superintendent  general  of  telegraphs  in  Victoria,  Australia,  and  the 
answers  annexed  returned  under  date  of  November  9, 1868 : 

"1.  What  systems  of  electro-telegraphic  communication  are  iii  use  in 
Australia  t 

"3.  How  many  instruments  of  each  system  f 

"3.  Which  system  has  your  experience  shown  to  be  the  best  adaiited 
to  the  various  serrices  required! 

"4,  Is  the  English  needle  system  in  use  in  Australia;  and  if  so,  to 
what  extent  r' 

"Answer  1.  The  system  known  as  Morse's  electro-magnetic  recording 
telegraph,  and  (to  a  small  extent  for  local  purposes,)  Wheatstone's  visual 
alphabetical  magneto-induction  telegraph. 

"Answer  2.  Of  the  Morse  system  there  are — 

In  Victoria 87 

In  New  South  Wales 62 

In  Queenslaud - 33 

In  South  Australia C6 

In  New  Zealand 2r> 

In  Tasmania 7 

Total 2iH> 

"  I  do  not  take  into  account  any  other  system,  as  none  otlier  is  employed 
on  the  lines  throughout  the  country.  Professor  Wheatstone's  instrn- 
meuts  are  employed  for  local  lines  between  the  government  offices,  &c,, 
and  ai'e  not,  so  far  as  I  am  aware,  used  on  any  of  the  ordinary  lines. 

"Answer  3.  I  have  no  hesitation  in  giving  my  opinion  in  favor  of  the 
Motse  system  for  all  puriM>se8  requiring  the  transmission  of  large  corre- 
spondence, where  simplicity,  accuracy,  and  the  retention  of  a  record  of 
all  messages,  as  actuaUj'  transmitted,  are  matters  of  importance.  Dur- 
ing an  exjierieuce  of  nearly  twenty -two  years  solely  devoted  to  my  pres- 
ent profession,  I  have  seen  many  other  systems  in  practical  operation,  but 
none  with  which  I  am  acquainted  appears  to  me  to  fiillill  so  thoroughly 
all  the  requb-ements  of  a  really  efficient  telegraph  as  the  particular  sys- 
tem now  under  mention. 

"  Answer  i.  The  English  single  and  double  needle  system  (Henley's 
magneto-induction  instruments)  was  in  use  on  some  short  railway  lines 
in  South  Australia  for  a  few  years,  but  it  has  since  been  replaced  by 
ilorse  iiistnimeiits." 
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The  expansion  of  the  telegraph  in  Australia,  in  the  three  years  1863, 
18)i4, 1865,  is  indicated  in  the  following  table : 

Telegraph  lines  in  Australia. 


Ve.. 

;  .m° 

1 

No.  ot  mile  3 

,..., 

,..*. 

i^J 

6G 

2.mi 
3,110} 

3M,520 
356,^80 

£24  733 

SS  1'^ 

1 

*34  770 

lu  the  Australian  Eetiim  to  Parliament  for  1867,  in  the  Appendix  B, 
at  p.  26,  there  is  a  column  headed  "  Average  number  of  words  per  hour." 
The  miuimumia  800  word8=i0 dispatches;  the  maxiummis  1,500  words 
=  75  dispatches  per  hour.  It  is  worthy  of  notice  that  these  dispatches 
are  sent  by  the  Morse  apparatus,  and  that,  therefore,  the  skill  of  the  Aus- 
tralian operators  is  far  greater  than  that  of  their  European  brethren, 
their  inijiimnni  being  double  the  number  of  dispatches  sent  by  the  same 
apparatus  in  Europe,  and  nearly  equal  to  the  number  ordinarily  trans- 
mitted by  the  operators  in  thft  United  States,  while  their  niasimum 
number  is  triple  the  rnimber  of  the  European  operators  in  the  same 
time. 

PEEU. 

Through  the  courtesy  of  his  excellency  Signor  Bareda,  the  Peruvian 
minister  to  the  United  States,  the  following  information  has  been 
obtained  in  answer  to  questions  proposed  to  the  Telegraph  Adminis- 
tration of  Peru: 

"  Question  .1.  What  systems  of  telegraphy  are  in  use  in  Peru,  and  the 
number  of  instruments  under  each  system  ?" 

"  Answer,  In  the  first  line  established  in  Peru  (from  Lima  to  CaUao) 
the  French  system  of  Br^guet  (the  dial  system)  was  used.  This  was 
changed  on  the  formation  of  the  '  National  Telegraph  Company,'  which 
substituted  that  of  Morse  with  closed  eireait,  {mrcuito  eerrado.J  There 
is  a  double  line  between  those  places,  and  four  apparatus  are  employed. 
Since  the  ye^rs  1865, 1866,  two  lines  were  built  by  the  government,  one 
between  Taeua  and  Arica,  (44  miles,)  and  another  between  Arequipa 
and  Islay,  (90  miles,)  and  both  of  these  lines  employ  the  Morse  system. 
Each  line  is  simple,  and  consequently  only  four  apparatus  are  in  use, 
(one  for  each  station.") 

"  Question  2.  How  many  English  miles  of  telegraph  co7ineGUon,'^  and 
bow  many  miles  of  wire  ? 

"  Answer.  By  supreme  decree  of  July  26, 1S67,  permission  was  given 


tmen  "  telegraphi 


;e  this  question  was  ijiisapprehended,  uud  is  answered  as  if  it  had 
3U,"  instead  of  "telegraph  cuuuectioa. " 
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to  Don  Carloz  Paz  Soldaii,  without  goaruiitee  or  subsidy,  to  organize  a 
*  National  Telegraph  Oonipauy/  which  shouM  build  a  line  between  Cal- 
lao  and  Lima,  and  aa  far  aa  Lambayeque,  (500  miles,)  with  stations  in 
Ohaneay,  Huaclio,  Casma,  Santa  Triijillo,  San  Pedro,  Chiclayo,  and 
Lambayeque,  and  iiermission  to  extend  lines  to  intermediate  points. 

"  The  government,  by  way  of  protection,  and  as  compensation  for  a 
discount  of  fifty  per  cent,  from  the  tariff  in  its  fiivor,  on  messages,  gave 
(as  a  loan  at  slsl  per  cent.,  payable  in-  twenty  years,)  $50,000  worth  of 
materials  and  telegraphic  articles,  whieli  it  had  in  tlie  euBtom-house,  at 
the  cost  of  the  wliole  at  Callao. 

"  The  company  lias  already  in  operation  the  line  between  Callao  and 
Lima,  and  to  Hiut«ho,  (90  miles,)  and  is  constracting  between  Huaeho 
and  Casma,  (CO  miles  of  this  finished,  and  tlie  work  goes  on.)  Also  it 
h^  a  line  to  Cliorillos,  which  is  being  extended  to  Pisco  and  lea,  and 
the  completion  of  this  line,  already  built  as  far  as  Mala,  (60  miles  from 
Lima,)  is  expected  by  the  end  of  September,  (160  miles  to  lea.) 

'•  The  company  has  also  commenced  work  on  the  line  from  Lima  to 
Cerro  de  Pasco,  (180  miles,)  and  this  will  be  extended  to  larma,  Jauja, 
Huancayo,  Ayaeucho. 

"  At  the  time  of  giving  the  concession  named  to  Paz  Soldan,  the  gov- 
ernment conceded  permission  to  build  the  line  between  Lima  and  lea, 
to  one  Morse,  an  American,  with  concession  also  of  $25,000  in  materials. 
Tliis  individual  did  not  do  anything,  and  has  since  died,  and  the  con- 
cession now  remains  void,  as  the  National  Telegraph  Company  is  finish- 
ing this  line. 

"The  government  of  the  dictator.  Colonel  Prado,  offered  $46,000  sub- 
sidy to  an  American  company,  which  proposed  to  place  a  cable  from 
Panama  to  Chiloe. 

"  As  the  acts  of  the  dietator8hJi>  have  been  annulled,  that  concession 
also  remains  void. 

"  Recapitulating,  there  is  no  other  pending  concession  than  the  one 
granted  to  the  '  National  Telegrajdi  Company'  for  the  line  to  Lambay- 
eque, (500  miles.) 

Lines  already  built : 

Arequipa  to  Islay,  on  ac(s>unt  of  government 90  miles. 

Tacna  to  Arica,  on  account  of  government 1-1  miles. 

Lines  of  National  Company- : 

Lima  to  Callao 0  miles. 

Lima  to  Huaeho 00  miles. 

Lima  to  Mala 00  miles. 

Line  completed  in  Casana  and  Huamey CO  miles. 

Total  already  built 350  miles. 

In  constrnction : 
Mala  to  Yea 100  miles. 
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Euamey  to  Huaclio 66  miles. 

Lima  to  Cerro  de  Pasco 1 80  miles. 

Total 340  miles. 

"  It  can  be  stated  that  at  the  end  of  this  year  (1S6S)  we  will  have  in 
operation  700  miles  of  telegraph. 

"  Question  3.  Which  system  has  experience  shown  to  be  best  adapted 
to  the  following  jjurposes,  to  wit:  A,  for  long  distances;  B,  for  short 
distances ;  0,  for  railway  serpice;  D,  for  city  or  domestic  use  ? 

"  Answer.  To  this  question  we  cannot  give  particulars,  on  account  of 
our  short  experience. 

"  Question  4.  Wliat  are  the  aggregate  expenses  and  receipts,  cost  of 
instrumeuts,  and  maintenance,  and  number  of  employes  ? 

"Answer,  The  expenses  have  not  as  yet  been  very  large.  Xou  can 
state  them  now  at  $200  per  mile.  The  receipts  are  calculated  to  give 
nine  per  cent,  now,  but  when  all  the  lines  are  in  operation,  will  be 
twenty-five  per  cent,  on  capital.  The  cost  of  iostruments  is  the  same 
in  all  the  markete  from  which  we  ask  them,  adding  exchange.  The 
number  of  employes  which  the  government  has  on  the  two  lines,  be- 
tween Arequipa  and  Islay,  and  Arica  and  Tacua,  is  twelve,  and  four 
directors,  which  is  more  ttan  necessary.  The  B"ational  Company  has 
now  in  five  stations  already  opened,  and  three  about  to  be  opened,  (also 
one  at  the  palace  for  the  use  of  the  government,)  say  nine  stations  alto- 
gether, nineteen  employes  and  ten  conductors,  and  four  horses,  for  the 
use  of  these ;  altogether  twenty-nine  employes. 

"  All  its  service  is  American,  It  has  a  building  in  Lima,  with  its  vari- 
ous departments  separate ;  another  in  Callao,  and  is  aboat  to  buy  in 
Huacho  and  Chancay — twelve  instruments  altogether, 

"  Question  5.  Have  you  maps,  documents,  or  other  works  illustrative 
of  the  extent  and  condition  of  the  telegraph  in  any  part  of  South 
America! 

"  Answer.  We  have  no  maps.  By  next  steamer  I  will  send  more  par- 
ticulars, regulations,  &c.,  and.  a  letter  I  have  written  for  the  instruction 
of  telegraphers. 

"  Question  6.  Is  the  English  needle  system  employed  on  any  of  the 
lines  in  South  America  ? 

"Answer.  No." 
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A.— NUMBER  OF  THE  MORSE  APPARATUS  USED  IN 
EUROPE. 

Tlie  fo]lowi]ig  is  the  number  of  tlie  Morse  appai'atns  eiuployeil  in  tlie 
various  European  and  Australian  telegrapli  administrations  in  tlie  year 
1867: 

France - - 1,  6C0 

Holland 216 

Italy 1, 017 

Denmark 203 

Austria 1, 300 

Switzei'land 478 

Belgium - 590 

Prussia 2, 692 

Ottoman  Empire - 1, 020 

Sweden 277 

Australia 280 

9,673 

In  England,  in  one  company,  (the  Electric  and  Intemational'Telegrapli 
Company,)  it  is  stated  that  there  are  7,245  instruments.  From  this 
statement,  taken  in  connection  with  another  by  the  chairman  of  the 
company,  that  "the  needle  system  first  used  had  been  snperseded  by 
the  Morse,"  and  "the  ink-writer,"  which  is  also  a  Morse  instrument, 
it  may  he  infenred  that  the  greater  part  of  the  7,245  instruments  aie  the 
Morse.    Mr.  Sabine,  however,  states  that — 

Tliis  company  has  ui  use  of  the  Morse  instruments 662 

The  United  Kingdom  Company 300 

British  and  Irish  London  District  Company 100 

Total 1, 062 

From  Euseia,  Spain,  and  Norway  no  official  statement  of  the  number 
of  Morse  instruments  ha»  been  obtained ;  but  an  estimate  made  from  a 
comparison  of  the  proportion  between  the  number  of  stations  and  instru- 
ments in  other  countries,  renders  it  safe  to  estimate  at  a  minimum — 

Eu^ia 624 

Spain 262 

Norway 110 
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Exclusive,  therefore,  of  the  number  of  Morse  instruments  employed  in 
the  entire  western  continent,  and  Greece  and  Egypt,  on  the  eastern  con- 
tinent, the  immbers  amount  to  11,731  Morse  instruments  in  nae  on  the 
eastern  continent,  Ko  direct  statement  of  the  mimber  of  Morse  instm- 
nients  in  India  has  been  obtained,  but  from  the  "return"  to  the  House 
of  Commons  on  the  East  India  telegraphs,  made  June  22,  18C8,  suta- 
cient  information  is  gathered  to  give  an  estimate  of  the  probable 
number.  In  casual  conversation  with  one  of  the  firm  of  a  house  which 
furnishes  a  good  proportion  of  the  telegraph  apparatus  for  the  United 
States,  and  mentioning  the  estimate  of  the  number  of  Morse  apparatus 
in  use  exclusive  of  America,  (placing  it  at  nearly  12,000,)  he  was  asked 
for  an  estimate  of  the  number  in  America.  He  replied  that  that  num- 
ber might  be  safely  doubled  for  America  alone,  stating  at  the  ssime  time 
that  every  office  had  at  least  two  instruments,  and  that  in  tlie  last  two 
mouths  alone  he  had  filled  orders  for  500  of  the  Morse  sounder. 

Li  the  appendix  of  the  "Eeturii,"  D,  p.  52,  under  "Tests  upon  which  a 
signaller"  (operator)  "is  to  be  promoted,"  one  of  the  tests  is  "profi- 
ciency in  transmitting  and  reading  Morse  signals."  If,  theretbre,  the 
Morse  is  employed  in  the  same  proportion  to  the  number  of  offices'  as  in 
other  countries,  the  number  of  offices  in  1866  is  found  to  be  172,  which 
mates  the  number  of  instruments  258.  This  number,  added  to  the 
aggregate  of  11,731,  gives  a  total  of  11^989  Morse  instruments.  Most 
office  or  stations  have  two  Morse  instruments,  sometimes  more;  hence 
in  estimating  the  number  of  instruments,  it  has  been  assumed  that  the 
proportion  between  offices  and  instruments  may  sately  be  estimated  at 
one  and  a  half  instruments  to  an  office,  or  three  instruments  to  two 
offices.  On  this  basis  the  number  of  instruments  in  countries  where  the 
number  is  not  definitely  given  has  been  estimated. 


B— INVENTIOX  OF  THE  TELEGRAPH. 

TWO    LETTERS     ON    THE    QUESTION  r     "  IS    THE    "WORLD    INDEBTED    TO 
THE    UNITED   STATES   FOE    THE   IKVEKTION   OP   THE  TELEGRAPH?" 

Paris,  July  18,  1868. 
Dear  Sir  :  Being  in  company  with  some  English  &iends  a  few 
evenings  ago,  there  was  a  shaq*  coutioversy  (condncted,  however,  with 
general  good  feeling)  on  the  subject  of  the  telegraph,  and  the  question 
was  raised :  "  To  whom  is  the  world  indebted  for  the  invention  of  the 
modem  telegraph?"  I  contemled  that  it  was  to  the  United  States, 
while  my  English  friends  insisted  that  it  was  to  England,  On  asking 
their  authority  for  such  a  dictum,  one  of  the  gentlemen  referred  me  to 
an  article  in  the  London  Times,  published  in  March  or  April,  in  which 
it  was  distinctly  claimed  tliat  the  world  was  indebted  to  England  for 
the  telegraph.    He  alao  seemed  well  posted  in  other  documents,  which 
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he  took  from  bis  libraiy,    I  asked  the  fiiyor  of  a  loau  of  them  for  a  fe^' 
days.    Let  me  quote  from  them : 

1.  In  preseiitiug  the  Albert  Gold  Medal  of  the  Society  of  Arts  in 
London,  in  November  of  last  year,  (1867,)  to  William  Fothergill  Cooke, 
esq.,  the  chairman  of  the  society  claimed  that  it  was  conferred  for  the 
''practice  iutroduction  of  the  electric  telegrai^h,  not  only  to  this 
country,  (England,)  bat  to  every  country  in  the  world." 

2.  In  a  note  also  (p.  6)  of  editor's  preface  of  a  pamphlet  by  Rev.  T. 
F.  Cooke,  (brother  of  the  distinguished  introdncer  of  the  electric 
semaphore  into  England,)  he  thus  writes  in  commenting  on  the  award 
of  the  society :  "  The  award  says,  speaking  of  Mi'.  Cooke,  '  To  whom  this 
country  (England)  is  indebted.'  Mr.  Varley  extends  this  claim,  'To 
whom  Europe  is  indebted ;'  and  another  writer  makes  the  claim  absolute, 
'  To  whom  the  world  is  indebted,'  including  Aineriea." 

3.  Then  follows  a  note,  which  requires  some  explanation.  He  says : 
"  This  country  (Gi'eat  Britain)  was  the  only  country  in  which  practical 
telegraphy  was  introduced  at  the  date  of  the  award,  (April  27, 1841.) 
And  on  Dr.  Hamel's  authority  we  learn  that  Mr.  Samuel  Morse,  of 
America,  dates  back  his  idea  of  an  electric  telegraph  to  1832,  and  seems 
not  to  have  known  that  the  idea  had  existed  for  a  ceutiu'y  before.  His 
signal  apparatus,  original,  simple,  and  highly  meritorious,  was  worked 
out  gradually  and  very  much  later.  It  was  not  tm  1844  that  the  first 
telegraph  line  from  Washington  to  Baltimore  was  completed;  when,  on 
the  24th  March,  the  first  short  telegram  of  fonr  words  (dictated  by  a 
MisB  Ellsworth,  and  still  preserved  in  the  Historical  Museum  at  Hart- 
ford, Connecticut,  as  the  first,)  announced  the  existence  of  a  practical 
telegi-aph  on  the  American  continent.  This  was  just  five  years  after 
the  Great  Western  Railway  Telegraph  was  at  work  daily  between 
London  and  Drayton,  and  after  the  varied  experience  of  England  waa 
known  and  studied,  both  in  Europe  and  America;  aild  three  years  after 
the  Brunei  award  was  made  pubhcly  known." 

4.  In  the  very  able  pamphlet,  ".Government  and  the  Telegraphs," 
presented  to  Parliament  in  opposition  to  the  bill  for  the  government 
purchase  of  the  telegraphs,  (attributed  to  the  distinguished  chairman  of 
the  Electric  and  IntematiouEd  Telegraph  Company,  (Mr.  Grimeton,)  the 
same  claim  is  made  to  having  given  the  telegTaph  to  the  world.  It  is 
in  these  words,  at  page  19:  "  The  system  they  (the  compaay)  introduced 
has  become,  within  a  period  of  about  twenty  years,  the  basis  from  which 
has  sprung  not  only  all  the  systems  of  the  United  Kingdom,  but  the 
entire  network  of  telegraphs  throughout  the  globe." 

5.  As  pertinent  in  this  connection,  I  quote  from  page  11  of  the  same 
pamphlet  the  tbilowing  passage  relating  to  the  instruments  used  by  the 
company.  After  stating  that  "  everything  that  has  ever  been  proved 
to  be  practically  useful  had  been  adopted,"  he  says :  "  This  has  been 
specially  the  case  with  regard  to  instruments.     The  earlier  needle 
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instromeuts  used  in  the  principal  circuits  were  soon  superseded  by 
Bain's  printer.  That  again  was  superseded  by  the  Morse  instruments, 
which  are  now  gradually  giving  way  to  the  ink  writer,  an  improved 
instrument  on  tlie  same  system." 

These  are  a  few  of  the  extracts  made  firom  the  journals  and  pamphlets 
which  my  English  Mend  thoxight  substantiated  the  English  claim  to 
the  position,  "  that  to  England  the  world  was  indebted  for  the  electric 
telegraph."  I  called  at  your  hotel  yesterday  U)  show  tbem  to  you,  but 
to  my  grief  you  bad  lett  the  country.  I  feel  an  interest,  in  common 
with  some  others  of  our  countrymen,  to  know  the  truth  in  this  matter, 
and  I  am  sure  1  cannot  apply  to  a  more  competent  person  than  yourself 
for  the  fact-s.  Will  you  not  spare  a  little  time  to  give  them  to  me  1  I 
know  some  English  women  of  high  intellectual  position  who  are  quite 
as  enthusiastic  in  espousing  my  side  of  the  qnestion  as  any  American 
can  be.  Please  direct  care  of  0.  B.  Norton  &  Co.,  16  Eue  Auber. 
I  remain,  with  friendly  regard,  yours, 

Prof.  S.  F.  B.  MOESE,  STexv  lorlc,  U.  8.  A. 


POUGHKEBPSIE,  Sej/Uriiber  25,  18C8. 

My  Dear  Sik  :  Although  absorbed  just  now  in  the  labors  of  arrang- 
iug  my  materials  for  my  commissioners'  reijort  on  the  telegraph  ap 
paratus  of  the  Paris  Exposition,  I  snatch  a  few  moments  to  answer 
your  letter  of  the  18th  July,  and  to  remark  on  the  extracts  which  you 
have  quoted  from  publications,  some  of  which  I  Lad  already  seen. 
Although  the  position  taken  by  the  English  writers,  ffora  whose  works 
you  have  made  your  extracts,  is  certainly  untenable  in  the  sense  of 
having  given  the  modern  iustnimental  system  of  telegrai)hs  to  the 
world,  yet  the  boast,  regarded  in  the  sense  of  extending  the  tele- 
graph wires,  cables,  and  laud  Hues  throughout  the  world,  has  some 
plausibility,  since  this  extension,  particularly  in  submarine  lines,  is 
greatly  due  to  English  capital,  energy,  and  skill.  Biit  even  in  these 
qualities,  the  palm  must  be  divided  with  the  United  States,  France, 
Prussia,  and  Eussia,  to  say  nothing  of  the  local  assistance  of  other 
states  through  which  the  wires  are  carried. 

If  we  look  more  closely  into  the  composition  of  the  telegraph  as  a 
whole,  it  will  be  seen  that  it  is  di\ided  into  two  very  distinct,  yet 
correlative  parts,  to  wit:  The  wire  conductors  or  electrical  thorougbfere, 
and  the  terminal  instruments  using  this  thoroughfare.  A  good  illustra- 
tion of  these  correlative  parts  is  found  in  the  railway  system;  there  is 
the  iron  roadway  and  the  locomotive.  So,  in  the  telegraph  system, 
there  is  the  iron  roadway  (the  electrical  conductors)  and  the  instru- 
mental system,  for  transmission  over  the  way.  Tlie  two  parts,  both  in 
the  railway  and  the  telegraph,  separated,  would  be  inoperative  for  any 
useful  purpose.    The  locomotive  without  the  rail,  and  equally  the  rail 
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■withont  the  locomotive,  are  inoperative.  So  the  recording  or  signal 
instrumeuts,  without  the  conductora  and  the  conductors  without  termi- 
nal iustrumeuts,  are  equally  inoperative  for  any  useful  purpose. 

There  may  be  a  differeuoe  of  opinion  regarding  the  relative  import- 
ance of  these  two  correlate<l  parts,  as  there  once  was  between  the  organist 
and  tlie  bellows-blower,  (excuse  the  badinage,)  the  latter  contending  that 
Ln  the  production  of  the  nmsic  the  organist  must  use  the  copulative 
pronoun  "we,"  when  boasting  of  his  performance,  since  without  the 
labors  of  the  blower  the  organ  would  be  dumb. 

Yet,  to  revert  to  the  raihoad  illustration,  the  inventor  of  the  locomo- 
tive, or  its  improver,  works  iu  a  distinct  department,  and  the  builder  of 
the  road  would  not  be  entitled  to  claim  for  himself  the  merit  of  an  im- 
proved locomotive,  or  the  whole  railroad,  because  he  hatl  extended  the 
latter  to  a  greater  distance. 

Since  you  have  numbered  your  extracts,  I  will  allude  to  them  bj'  tiieir 
numbers. 

Kos.  1,  2,  and  i.  On  these  exti'acts  I  observe  that  they  furnish  good 
examples  of  history  made  erroneous,  by  confounding  things  wholly 
nnlilce,  by  not  regarding  proper  distinctions.  Many  errors  proceeding 
from  this  aouree  made  it  necessary  for  me  to  draw  attention  to  the  im- 
portant distinction  between  the  semaphore  and  the  telegraph.  I  say 
important,  because  the  proper  definition  of  these  terms  removes  from 
conflict  the  tneum  and  tunvi  of  two  modes  of  communicating  at  a  distance, 
differing  in  essential  particulai-s  in  proems  and  means  from  each  other, 
yet  treated  of  as  conjoined  under  the  name  "telegraph"  by  most  writers. 
The  general  use  of  the  word,  as  applied  to  all  modes  of  communicating 
at  a  distance,  ought  not  to  be  cited  as  au  objection  to  strict  defluition, 
when  the  progress  and  accuracy,  of  history  render  such  a  defluition  a 
necessity.  The  improvement  of  the  semaphore — indeed,  the  mvention 
of  the  electrio  iieedle  semaphore,  so  far,  at  least,  as  the  making  it  a  pracH- 
eal  instrummtaiitif — belongs  to  William  Fothei-giU  Cooke;  but  the  tele- 
graph, m  its  strict  deiinition  as  a  meaus  of  recording  at  a  distance, 
belongs  to  Morse.  The  philological  or  etymological  distinction,  there- 
fore, is  not  a  fanciful,  or  captious,  or  capricious  quibble. 

3.  In  the  note  here  quoted  the  telegraph  and  semaphore,  as  you 
perceive,  are  assumed  to  be  the  same  iuvention,  whereas  the  invention 
of  Morse  is  a  telegraph,  and  the  invention  of  Cooke  is  a  semaphore- 
Hence  the  events  and  dates  set  tbrth  in  this  uote  are  inappoaite  to  prove 
priority.  The  question,  which  of  the  two  systems  was  first  practically 
introduced  to  public  use,  .is  discussed  by  the  writer  as  if  the  date  of  the 
introduction  settled  the  date  of  the  iuvention. 

Tlie  iuvention  is  one  thing;  its  practical  introduction  quite  another. 
They  are  referable  each  to  different  times.  The  time  of  the  invention 
is  one  time,  the  tiflie  of  its  practical  iuti"oduction  is  another;  they  may 
or  may  not  be  coincident.  The  invention,  strictly  speaking,  must  be 
precedent  to  its  practical  introduction.    The  agencies  for  the  latter  may 
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be  indefiuitely  delayed,  withont  affecting  the  fact  of  tbe  previous  exist- 
ence of  that  which  is  to  be  pj'actically  introduced, 

There  waa  no  necessity  for  tlie-'writer's  citation  of  Hamel  as  an  au- 
thority that  Morse  dates  back  his  idea  of  an  electric  telegraph  to  1832. 
(Hamel,  I  may  say  in  passing,  is  no  authority  for  any  statement  affect- 
ing nie.)  Tills  citation  is  accompanied  by  a  reflection  upon  my  sup- 
posed ignorance  of  the  fact  that  the  "idea"  had  existed  "acentnry 
befowi."  What  idea  ?  The  idea  of  the  possibility  of  using  electricity  as 
a  means  of  communicating  at  a  distance  may  have  been  a  century  old, 
bat  that  was  not  my  idea  of  1832.  The  idea  of  1832  was  the  possibility 
of  producing  an  automatic  record  at  a  distance  iy  meam  of  electridtp — ^the 
idea  of  a  true  telegraph — and  tliis  original  idea  was  immediately  fol- 
lowed by  devising  the  process  and  means  for  carrying  the  idea  into 
effect.  This  was  the  new  idea  of  1832,  now  realized  in  the  adoption  of 
the  Morse  telegraphic  system  throughout  the  world, 

If  it  was  necessary  for  the  writer  to  cite  an  authority  to  prove  that  I 
dated  back  my  idea  of  au  electric  telegraph  to  1832,  there  was  better 
authority  at  hand  than  that  of  the  prejudiced  I>r.  Hamel  to  show  what 
that  idea  was.  The  Chief  Justice  of  the  United  States,  in  deUvering  the 
decision  of  the  Supreme  Court,  says:  "The  evidence  is  full  and  clear 
that  when  he  (Moi-se)  was  retui-ning  fi'om  Europe  iu  1832,  he  was  deeply 
engaged  upon  this  subject  during  the  voyage,  and  that  the  process  and 
means  were  so  far  deoelopeA  and  arranged  in  his  own  mind  that  he  was 
con^deut  of  ultimate  success." 

Now,  "process  and  means,  developed  and  arranged,"  pertain  to  some- 
tliiug  more  than  a  barren  idea, 

The  note  ftirther  says :  "  It  was  not  till  1844  that  the  first  telegraph 
line  from  Washington  to  Baltimore  wjis  completed,  when  the  first  short 
telegram  announced  the  existence  of  a  practical  telegraph  on  the  Amer- 
ican continent."  In  other  words,  1844  was  the  date  of  the  practical  in- 
troduction of  the  invention  of  1832 ;  and  the  "  first  telegram  of  four 
woMs"  was,  indeed,  the  first  on  this  first  public  line,  but  not  the  first 
produced  by  the  invention. 

The  electric  semaphore  of  Mr.  Cooke  was  demonstrated  and  practi- 
cally intTOduced  on  a  short  line  on  the  25th  of  July,  1837.  This  is  the 
date  of  its  practical  introdnction,  but  not  the  date  of  his  iuventiou. 
His  invention  goes  back  to  an  earlier  date,  at  least  to  1836. 
Tlie  electric  telegraph  of  Morse  was  demonstrated  in  1835,  before 
many  witnesses;  it  was  practically  introduced  for  public  use  in  1844; 
but  neither  of  these  dates  is  the  date'  of  the  invention,  to  wit :  the  date 
when  "the  process  and  means  were  developed  and  arranged,"  This  was 
in  1832, 

5.  From  the  statement  in  this  extract,  it  appears  that  on  the  Hues  of 
the  company  in  Great  Britain,  which  has  the  greatest  extent  in  the  United 
Kingdom,  (the  Electric  and  International  Telegraph  Company,}  the 
electric  needle  semaphore  was  origioaUy  practically  introduced  througli 
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the  genius,  still,  aud  energy  of  Mr.  Cooke.  But  the  writer,  the  chair- 
man of  the  company,  says,  "this  system  was  superseded  by  what  is 
called  the  Eaiu  printer ;"  and  that  was  iu  turn  "  superseded  by  the  Morse 
instruments,"  (that  is,  by  the  Amei'iean  telegraph.)  But  this  again,  it 
seems,  was  superseded  by  an  instmnieat,  which  has  received  the  name 
of  "  Ink- writer,"  a  new  name  only  for  the  original  Morse  instrument — one 
of  his  earliest  modes  of  recording. 

Oil  the  general  subject  of  your  letter  I  would  say,  if  England's  claims 
are  sound,  and  the  worid  is  indebted  to  England  for  the  telegraph,  there 
should  be  the  evidence  of  it  in  every  country.  The  English  needle  sys- 
tem ought  to  be  seen  iu  lise  everywhere,  not  merely  iu  Europe,  but  in 
America  also,  since  America  is  included,  by  the  writer  you  quote,  in  the 
class  of  debtors  to  England  for  the  telegraph.  It  may  be  well,  therefore, 
to  inquire  in  what  countries  of  the  world  the  English  needle  system  is  in 
use.  In  reply  to  this  question,  I  have  the  means  of  correct  information 
from  the  highest  sources,  elicited  iu  theanswers  from  the  various  national 
administrations  to  the  direct  question  I  proposed  to  them,  when  engaged 
iu  my  labors  at  the  Exposition  in  1867,  "  la  the  English  needle  system 
in  use  in  your  country  i " 

The  several  administrations  have  given  the  following  answers : 
FUANCE. — "Not  in  a  singte  office."— ^OoM-ttf  de  Yoiigy,  Administrator  of 

French  Telegraplts. 
Holland. — "It  is  not  employed  anywhere  with  us,  neither  on  the  lines 

of  the  state,  nor  of  private  companies." — Ueferendary's  letter. 
Italy. — "The  EngUsh  needle  system  is  no  longer  in  pubhc  use  in  any 

part  of  Italy." — JJnited  States  Legation,  Flormce. 
Denmark. — "  The  English  needle  system  is  not  in  use  anywhere  in  Den- 
mark."— United  States  Miimter,  Copenhagen.  "  Throughout  tbe  kmgdom 
the  Morse  system  is  the  only  one  in  use,  whether  on  government,  pri- 
vate, or  railroad  lines.     The  English  needle  system  is  nowhere  in 
public  use  in  Deaiaark."— Director  General  Faber. 
Austria. — "The  Enghsh  needle  system  is  nowhere  in  use  iu  this  em- 
pire."—  Utiited  States  Charge  df  Affaires  in  Vienna, 
SwiTZBRLAHD. — "  There  is  no  use  made  in  Switzeriand  of  the  English 
needle  system;  in  fact,  none  other  than  the  Morse  system." — Sit-perin- 
teiident  Telegraph  Bureau,  Berne.    "The  only  telegraph  system  em- 
ployed in  Switzerland  is  that  of  Morse.    We  do  not  hesitate  to  express 
our  conviction  that  no  known  system  at  this  day  better  fulfills  the 
required  conditions  than  that  which  we  have  iu  use,  and  of  which  M. 
Professor  Morse  is  the  inventor." — Director  General  of  Telegraphs. 
Belgium. — "It  is  long  since  the  Belgian  telegraphs  have  used  the 

English  needle  apparatus." — Farsia. 
Egypt. — "The  Egyptian  government  lines  are  confined  to  those  in  the 
Soudan  country,  the  whole  of  which  ai-e  worked  on  the  Morse  system." — 
Director  of  Telegraphs. 
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Spain. — "In  Spain  tlie  telegraph  system  employed  on  the  government 

lines  is  solely  and  exclusively  that  of  Morse." — Director  Gmeral  of 

Spanish  Telegraphs, 
Prussia. — "  The  systems  of  Prussia  are  Morse,  Siemens,  and  Hughes. 

The  English  needle  system  has  nevei'  been  iu  use  in  Prussia." — Direc- 
tor General  De  Chaiimn. 
SlVEDEN. — "It  is  the  Morse  system  which  is  exclusively  adopted  for  all 

the  offices  of  the  telegraph  administration  of  S^veden.    The  English 

needle  system  has  not  been  employed  iu  any  part  of  Sweden." — Direo- 

tor  Genej-al  Bratidstrom. 
Ottoman  Empirb. — "The  English  needle  system  is  not  used  in  any  part 

of  tliis  empire." — XTniterl  States  Seeretarg  of  Legation,  J.  P.  Brown. 

"The  English  needle  system  is  not  in  use  in  any  part  of  the  Ottoman 

Empire." — United  States  Minister  E.  J.  Morris. 

Indirectly  I  learn  it  is  not  used  in  Eussia.  It  is  nowhere  used  in 
North  or  South  America,  not  even  in  the  British  possessions. 

To  these  fects,  from  so  many  of  the  telegraph  administrations  of  the 
world,  add  the  significant  additional  f^ets,  stated  hy  Mr.  Grimstou  in 
your  extract  No.  5,  which  shows  that  the  English  needle  System,  at  first 
so  widely  extended  and  nsed  in  the  United  Kingdom,  is  now  for  the  most 
part  abandoned  in  Great  Britain,  as  it  has  been  universally  on  the  con- 
tinent, and  its  place  supplied  hy  other  systems,  the  Hughes  and  the 
Morse,  but  chiefly  the  latter,  (both  Aii\eriean  systems.)  If,  therefore, 
in  every  nation  where  the  telegraph  has  been  established,  it  is  the  original 
Morse  system,  or  in  part  the  Hughes,  which  is  adopted,  and  that  even 
in  the  United  Kingdom  itself  the  English  system  has  been  abandoned 
for  the  American,  it  appears  to  me  yon  have  the  fkets  j'ou  have  desired 
to  sustain  your  position  that  the  world  is  indebted  to  the  United  States 
ratiier  than  to  Great  Britain  for  the  modem  telegraph.  If  these  facts 
are  not  in  accord  with  the  preconceived  opinions  of  your  English  friends, 
1  wish  I  had  the  time,  and  indeed  the  ability,  to  do  anything  like  justice 
to  the  multitude  of  Britain's  master-minds  in  science  and  inventions,  for 
whom  I  have  the  highest  admiration.  My  list  of  these  honored  names 
would  swell  this  already  prolix  letter  to  too  great  a  built.  At  the  risk, 
nevertheless,  of  making  an  invidious  selection,  I  cannot  forbear  mention- 
ing the  names  of  Professor  Faraday,  of  William  PothergiU  Coote,  esq., 
of  Sir  William  Thompson,  of  Dr.  Wbitebouse,  of  Sir  Charles  Bright,  and 
of  Uromwell  F.  Varley.  The  labors  of  the  last  four  savans  in  giving 
effect  and  practicality  to  the  Atlantic  telegTaph  ought  to  be  held  in 
lasting  remembrance. 

But  I  must  close  with  the  assurance  of  my  sincere  respect. 
Your  friend  and  servant, 

SAMUETj  f.  b.  moese. 

0 , 

Care  of  C.  B.  S'orton  <£  Co.,  10  Bve  A«&flr,  Paris. 
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C— TELEGRAPH  STATISTICS. 

[Compiled  tiy  Geoi'ge  Saner,  Esq.] 

Tlirough  the  coiirtesy  of  George  Sauer,  esq.,  who  liiis  bestowed  nracli 
labor  and  statistical  talent  in  collating  and  arranging  telegraph  statis- 
tics, aiad  who  has  prepared  for  publication  a  valuable  work  on  the  tele- 
graph, intereating  tables  have  been  furnished  in  proof-sheets,  which  he 
has  kindly  transmitted  in  advance  of  the  publication  of  his  work. 
And  in  this  connection,  the  opportunity  is  improved  to  acknowledge 
obligations  not  only  to  him,  but  also  to  very  many  distinguished 
men  in  various  countries.  General  acknowledgments  are  made  to 
the  United  States  diplomatic  agents  at  the.  various  courts  of  the 
Eastern  Continent,  and  also  to  the  chiefs  of  the  telegraph  administra- 
tions of  the  various  countries,  for  their  prompt,  coiu'teous,  and  satisfac- 
tory replies  to  the  inquiries  addressed  to  them.  An  indebtedness  is 
also  felt  to  many  individual  Mends  iu  the  United  Kingdom  for  valu- 
able information ;  among  these  ai'e  Sir  James  Carmichael,  Bart.,  Sir 
Charles  Bright,  M.  P.,  and  Eobert  Sabine,  esq.,  the  latter  the  author  of 
a  valuable  treatise  on  the  telegraph.  From  Australia  also  statistics 
have  been  received  fi'om  the  energetic  and  experienced  general  sui>erin- 
tendent  of  telegraphs  m  Victoria,  S.  "W".  McGowan,  esq.,  the  first  Intro- 
ducer of  the  telegraph  into  Australia. 
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D.— FHANKLIN    AND    ELEOTKlCxVL    SEMAPHORES. 

It  lias  frequently  been  asaerteil  {on  what  suithority  I  know  not)  that 
the  flrat  idea  of  au'eleetric  semaphore  originated  'witli  Franklin.  I  have 
sought  ill  vain  in  the  ynhlicatioua  of  Franklin's  experiments  and  works 
for  anything  eonflnuatory  of  this  assertion.  On  mentioning  the  auhjeet 
to  niy  Mend,  Professor  Blake,  he  kindly  proposed  examining  the  writings 
of  Franklin  in  order  to  elicit  the  truth.  From  him  I  liave  I'eceivetl  (he 
following ; 

"[have  consulteil  several  works  for  the  ym-poseof  ascertaining,  if 
possible,  the  foundation  for  the  statement  that  Franklin  suggested  the 
idea  of  semaphores  by  statie  electricity.  I  have  not  yet  found  any  such 
saggestiouy  but  I  have  not«d  that  following  the  experiments  by  Dr. 
Watson,  and  others,  in  England,  "to  determine  the  -velocity  of  the  electric 
discharge,  and  the  time  supposed  t-o  be  required  for  the  electrical  dis- 
charges across  the  Thames,  by  which  si>irits  were  kindled,  &c,,  (in  1747,) 
Dr.  Franklin,  in  1748,  made  some  similar  experiments  upon  the  banks  of 
the  Schuylkill,  and  amused  his  friends  by  sending  a  spark  '  from  side  to 
side  through  the  rh'er  without  any  other  conductor  than  the  water." 
(This  was  in  1748,  at  the  end  of  tlie  year.)  In  175G,  '  J.  A.  esq.,'  of  New 
York,  (James  Alexander,)  presented  to  the  Eoyal  Society  a  proposition 
'  to  measure  the  time  taken  by  the  elecbic  spark  in  moving  through  any 
given  space'  by  sending  the  diseliarge  or  spark  down  the  Susquehanna  or 
Potomac,  and  around  by  way  of  the  Mississippi  and  Ohio  rivers,  so  that 
the  'electric  fire'  would  have  a  circuit  of  some  thousands  of  miles  to  go. 
All  this  was  upon  the  supposition  or  assumption  that  the  electric  lire 
would  choose  a  continuous  water  conductor  rather  than  to  retvu'n  or  pass 
thimigh  the  earth.  Franklin  presented  a  paper  in  reply,  in  which  he 
says,  'the  i)roposed  experiment  (though  well-imagined  and  very  ingeni- 
ous) of  sending  the  spark  round  througJi  a  vast  length  of  space,  &c., 
&c.,  would  not  afford  the  satisfaction  desired,  though  we  could  be  sui'e 
that  the  motion  of  the  electric  fluid  would  be  in  that  tra<:t,  and  not  under- 
ground iu  the  wet  earth  by  the  shortest  way.'^ 

"Can  it  he  possible  that  Franklin's  experiment  of  firing  spirits  and 
showing  the  spark  and  other  effects  of  the  electric  discharge  across  the 
river  originated,  or  forms  the  fouudsition  for,  the  statfuiKirit  tliat  his  sug- 
gested the  semaphoric  use  of  electricity?" 

'  Vide  Prieatley'a  History  of  Electricity. 

'Franlditt's  Experimenta  on  Eleetrieity,  and  Letters  :iud  I'lipcrs  mi  i'liil.isopliieiil 
Subjects,    4to.    London,  mdcClxix,  pages  282,  283. 
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E,— CATALOGLIE  OF  WOKKS  ON  TELEGRAPHY. 


Tlie  followiug  iire  the  titles  of  a  few  of  tln>  noiistantly  iiiureasiiig' 
iiimiber  of  treatises  on  flie  telegraph: 


F.-MATERIALS  AND  APPARATCTS  EXHIBITED. 


The  following  catalogue  of  the  apparatus  aucl  articles  exhibited  iii 
Class  04,  Group  VI,  is  from  the  French  catalogue  of  the  Exposition, 
arranged  under  the  various  countries  exhibiting  them,  but  renumbered 
for  the  greater  convenience  of  reference. 

For  reasons  given  in  the  introduction,  many  of  these  aro  nnimtiocd  ii) 
the  report. 
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FBANOE. 


1.  MmiSTBY  OP.THB  INTERIOR.— Exhibit  by  tlie  iidministration  of  the 

telegraph  lines,  the  varions  iiistraments  employed  on  their  lines, 

2.  A.  JOL  Y,  29  nie  Saint  Snlpice,  Paris. — A  printing  telegraph  apparatus. 

3.  J.  L.  A.  Machaei^e,  46  rue  de  Veuves,  Paris. — Telegraphic  catiles. 
i.  E.  Hardy,  21  rne  de  Sevres,  Paris. — ^The  telegraphic  apparatus  of  M. 

M.  Vavio,  of  Priboorg,  the  aTitographie  apparatus  of  M.  Darid, 
and  the  printing  apparatus  of  M.  Hughes. 
■5.  A.  Oatjmont,  79  Ixmlevard  Malesherbes,   Paris. — Telegraphic  ap- 
paratus, &c. 

6.  Oh.  Ceos,  14  rue  Royale,  Paris. — Telegraphic  apparatus. 

7.  T.  A.  M.  SoRTAis,  of  Lisieux,  (Calvados.) — The  Morse  apparatus. 
S.  Leclanche  ,22  rne  Fontaine  St.  Georges,  Paris. — Galvanic  battery. 
9.  E.  Gbesset,  14  me  Castighone,  Paris. — Galvanic  battery. 

10.  P.  DuMOULiN  PEoarENT,  83  rne  Notre  Dame  dea  Champs,  Paiis.— 

Telegrapli  epparatns,  Hughes  &  Caselli. 

11.  P.  A.  J.  DujAEDiN,  of  Lille. — Telegraph  apparatus  and  battery. 

12.  Zalinski  Mikoeski,  103  rue  d'Enfer,  Paris.— Galvanic  battery. 

13.  B.  LENom,  109  boulevard  dii  Prince  Eugene,  Paris. — Autographic 

telegraph. 

14.  H.  L^GEE,  34  rue  des  Bourdonnais,  Paris. — Acoustic  apparatus. 

15.  P.  Gtjillot,  29  route  de  Choisy,  Paris,  and  J.  Gatget,  00  boulevard 

Mazas,  Paris Magneto-electric  telegraph  apparatus. 

16.  L.  Bb:bguet,  39  quai  de  I'Horioge,  Paris. — Telegraphic  apparatus, 

paratonuerea,  &e. 

17.  G.  A.  Tabourin,  of  Lyons. — Telegraph,  called  liydro-dyuamic. 

18.  DiGHEY    ERfcEES  &  Co.,  8  rue  de  Poitevins,  Paris, — Telegraph 

apparatua. 

19.  The  Abb£  J.  Caselei,  20  rue  de  I'Ouest,  Paris. — The  pantelegrapli. 

20.  Kattiee  &  Co.,  4  rue  dea  Fosaes  Motitinartre,  Paris. — Telegraph 

cables. 

21.  L.  GuYOT  d'Aexincouet,  3  bis  rue  de  la  Bruyere,  Paris. — Printing 

telegraph. 
32.  A.  F.  Cacheleux,  103  rue  de  Greuelie  Bfc,  Geriiiaiii,  Piiris.^Tele- 
graph  apparatus. 

23.  E.  B.  Blaviee,  of  Nancy,  (Meurthe.) — Treatise  on  the  telegraph,  2 

vols. 

24.  P.  D.  Peud'hojimb,  4  bis  rue  St.  Martin,.  Paris. 

paiutus. 

HOLLAND. 
23.  A.  iloLTZiiAN,  iif  Anisterdiiiii. — Telegraphic  c;^bli? 

BELGIUM. 
26.  Leon  Delpeedange,  15  rue  Zerezo,  Brns^cis,— ' 
subteiTiuiean  telegrapli  lines. 
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27.  Ch.  Devos,  8  r«e  des  Oroisades,  St.  Josse-ten-Noode,  Brussels. — 

A  commut-ator  for  40  lines  for  the  bureau  central  of  the  telegraphs. 

28.  Ant.  J.  G-brabd,  o  PUiee  St.  Lambert,  Iii^ge. — Autographic  tele- 

graph. 

29.  Michael  (tloesekek,  J55  nw  <les  Augnstins,  Liege. — Telegraphs, 

electric,  ordinary,  and  submarine;  printing  telegraph;  autographic 
telegraph ;  needle  telegi'aph ;  dial  telegi-aph ;  model  of  electric  bells; 
paratonneres,  or  lightning  arresters. 

30.  Lesage  &  Co.,  8  rue  duGazom^tre,  Brussels Telegi-aph  apparatus. 

31.  Jean  Michael  J.  Naplb,  of  Farciemies,  (Namur.) — Telegraph  ap- 

jiaratus,  comprising  two  systems,  tliat  of  the  dial  and  letters,  and 
that  called  artistic.  They  canbe  alternately  used.  Another  appa- 
ratus with  keys.  The  clocfe-work  serves  alternately  for  sending 
or  receiving. 

ENCiLANlX 

32.  JosEi'H  Boui^'E  &  aoN,  Denby  Potteries,  Deubysbire.^VitrJftcd 

stone- ware  insulators. 

33.  W.   E.  BteNLEY,  27   Leadonbiill   street,   LoihIoh.— Subinimiio  tele- 

graph cables. 

34.  William  Hoopek,  7  Pall  Mall  east,  London. — Telegraph  cables. 

35.  D.  NiooLL,  Oakland's  hall,  Kilbuni,  London. — ^Wire  and  telegraph 

cables. 
30.  SiEiiENS  Beothbrs,  3  Great  George  street,  Westuiinstej-,  London. — 
Telegraphic  appai'atus. 

CANAI>A. 

37.  Ei;xEaT  Oiiakteloup,  of  Montreal. — Telegraph  appariitiiw. 

rilUSSIA,  xVSl)  STATES  OF  SOETHERN  OEiniASY. 

38.  liovAL  DiBBCTiox  OF  TUB  I'ltussiAN  TELEGEAi'ir,  Berlin.— .1  HSU- 

lators  complete. 

39.  Weemee  SIE3IEHS  AKD  J.  G.  Halske,  Berlin,  and  Chaelbs  H. 

Siemens  of  St.  Petersburg,  &c. — Apparatus  for  distributing  type 
dispatches;  machine  for  composing;  machiuefordistribating;  ap- 
paratus for  I'apid  writing;  threeapparatua  for  writing  in  color;  appa- 
ratus for  writing  in  relief;  apparatus  of  wheels,  fappareils  it  roues; J 
magnet  indicators ;  two  small  magnet  indicators  for  a  private  tele- 
graph ;  an  electric  indicator  of  the  Iteigli  t  of  water ;  small  bridge  in 
portable  boxes  for  measuring  resistance,  &:c. 

40.  GtjILLAtxmb  Hoen,  45  Brandenburgstrasse,  Berliu. — Polanned  tele- 

graph for  writing  in  blue,  with  its  accessories. 

41.  W.   GuRLT,    (II   Krausenscrttsse,  Berlin. — Telegr;i;>h   <-()iupleto   of 

Morse. 

42.  Levin  &  Co.,  r.criiii.— Two  t{'logr;ipli  ajipiimtus. 
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43.  Beenaed  Beheehd,  Coeslin. — Specimens  of  pai>er  for  tlie  telegrapli. 

44.  Ohaeles  Jules  Vogel  and  A.  Habeestoltz,  39  Eitteratrasse, 

BerliiL — Speeinieus  of  copper  wire,  mid  {de  maillecJiort  recoitverfu 
de  soie  et  de  coton)  for  telegraph  and  offices. 

45.  EiCH,  BeluS,  Aix-la-Chapelle. — Electric  bells. 

GEAJs^O  DdCHY  OF  BADES. 

4(j.  H.  Meidino-er,  of  Oarlsmhe. — Electric  liattcry. 
BAVAllIA. 

47.  The  Society  of  Pasigrapiey,  of  Municli. — Pasigi-apliic  books,  in 

eighteen  sheets,  for  the  use  of  international  telegraphy. 

ATJSTIUA. 

48.  The  Ohevaliee  Cn.  Adolphe  de  Bekg-mullee,  8  Angustiiier- 

stra'ase,  Vienna. — Telegraph  for  the  service  of  tlie  police  and  fire- 
department. 

49.  IjSon  de  Hajiae,  Pestli,  .Hungary.— Tclegmi>h  apparatus  of  Morse, 

with  ke5'. 

i50,  JBAKLBOPOLDER,yThei-esiaQumgasse,Yienna, — Station telegi'aphs 
typographic  telegrax>h,  with  the  Morse  characters;  i>ort.able  tele- 
graph. 

51.  JeAITMoekatII,  25Alsengrund,Vienna. — Plan  and  process forlaying 
submarine  cables. 

.j2.  IMPBEIAL  EoYAL  DiEEOTiON  OP  TELEGitAPiis,  Vienna.— Tele- 
graphic niateiiiils  adopted  for  war  service  ;  carbon  battery. 

SWITZEBLASI). 

o'd.  The  Fedeeal  Manupactoey  of  Telegraphs,  Hastise  & 
ESCHEE,  Berne. — Telegraph  apparatus. 

54.  M.  Hipp,   Neufchatel.     Apparatus  for  the  telegrapli,  clocks,  and 

cluvmogniiihs. 

SPAIN. 

55.  The  Biebction  General  of  Telegeaphs,  Moueuil  &  Boket, 

Madrid. — Printing  telegraphs,  and  material  for  telegraph  sta- 
tion .s. 

POBTUGAL'. 

iiO.  Maxuiu.iak  llER.iiAXX,  Li.sbon. — Eiectnc  telegraph  :ippiirati!H. 

BESMAliK. 

57.  8.  IIjOETii,  of  (_'openUagen. — Magneto-electric  batter^-. 

58.  Jules  Thompseti,  of  Oopenliagen, — Batter;^"  of  polarization. 
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JiUSSTA. 


59.  Eu^IAN  COMPAMY  FOR  THE  MANUFACTURE  OF  CAOUTOHOUO,  at  St. 

Petersburg.— Telegraph  wire  and  insulators. 
i>0.  Galvanic  Establishment  op  Engineers,  at  St.  Petersburg. — 

Electric  telegraph  apparatus. 
61.  Joseph  Pik,  Waraa-w. — Telegraph,  Morw  syKtciii. 

ITALY. 

02.  Thomas  Picco,  Alexjiinlria. — A  lightning  arrester. 

03.  (xASPARD  SACtio,  Turin. — Telegraph  apparatus. 

G4.  The  Longsoni  &  Dell'Acqua,  Milan, — ^Morse  Telegraph,  luodihed 

by  Moroni,  with  accessories, 
(iy.  CiABTAN  BoNELLi,  Florence. — A  type  telegraph  called  "  Telegrapli 

with  a  shuttle," by  Bonelli  &  Hipp;  the  simple  autographic  appa- 
ratus ;  the  accessories  for  the  use  of  this  last. 
06.  Joseph  Poggiali,  Florence. — The  Morse  apparatus  complete. 
67.  Joseph  and  laNAOB  Trevisani,  and  Pban^ois  Erkest  Hallie, 

of  Aseoli  Piceno. — A  submarine  cable. 
OS.  B^LiSAiSE  Dbtti  &  Son,  Naples. — A  submarine  cable ;  i>en  proper 

to  substitute  for  the  pencil  for  writing  telegraphic  dispatches. 
09.  Albert  BAUSBTErcTB,  pans Electric  plummet  with  its  line,  called 

the  sounding  line;  model  of  subinarine  stations,  for  the  telegraph; 

model  of  a  machine  for  laying  the  cable ;  ]>Ian  of  a,  transatlantic 

line;  profde  of  Ave  stations. 

TURKEY. 

70.  Harische  Oglou",  of  E.valet  and  city  of  Sivas. — Electric  batteries 

for  the  telegraj)!!. 

I'^GYPT. 

71.  Porous  cups  of  the  earth  of  Keuch,  for  tiie  electric  battericK. 

UNITED  STATES  OP  AMERICA. 

72.  S.  E.  and  G.  L.  Morse,  of  Harrisoii,  New  Jersey. — Model  of  a  new 

mode  of  laying  and  raising  submarine  cables,  and  a  bathometer 
for  deep-sea  soundings. 

73.  Mrs.  M.  J.  Coston,  Washington,  D.  0. — Telegraphic  night-signals. 

74.  M.  G.  Paembr,  Boston,  Massachusetts. — ^Thermo-electric  battery. 

75.  J.  D.  Caton,   Ottawa,  Dlinois. — Pocltet  fleld-telegraph  apparatus ; 

the  Morse  sounder. 
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PREFACE. 


"  Harteee  House,"  Biac-AE,  Scotland, 

August,  1867. 
G-ENTLEMBN :  The  scope  of  these  remarks  embraces  the  general  sub- 
ject of  steam  engineering,  as  iilustrated  by  the  Paris  Exposition  Univer- 
selle.  Our  instractions  limit  the  field  of  research  to  "those  products 
which  are  most  advanced"  in  the  varions  departments  of  engineering 
science.  Although  they  thus  direct  special  inquiry  towards  the  inven- 
tions of  rare  merit  and  novelty  developed  since  the  International  Exhi- 
bition of  X862,  their  spirit  is  understood  to  include  those  which  have 
endured  the  test  of  long  service  in  foreign  countries,  and  have  yet  to 
receive  an  appropriate  recognition  in  our  own  land.  The  analysis  is 
necessarily  brief,  and  on  most  subjects  miist  be  regarded  as  indicative 
rather  than  exhaustive. 

Points  of  novelty  and  difficulty  have  as  far  as  possible  been  simplified 
by  illustrations,  and  the  addresses  of  inventors  and  owners  procured 
with  care  for  the  assistance  of  those  who  may  desire  more  detailed  infor- 
mation. It  is  hoped  tliat  the  effort  may  assist  in  diffusing  some  of  the 
practical  lessons  flowing  from  this  remarliahle  achievement  of  f'reueh 
genius,  system,  and  refinement. 
Very  sincerely  yours, 

WM.  S.  AUCHINCLOS8, 

Oivil  Ungineer. 
The  CoivrjiissioKEBS  op  the  United  States. 
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SCALE- Railway  dynamometer- Kailwav  carriages- Car  intercommunica- 
tion-Railway CARRIAGE  SPRINGS  AND  WHEELS. 

I— LOCOMOTIVES. 

Among  the  33  looomotives  on  exhibition  may  be  studied  almost  every 
phase  of  modern  practice.  Of  these,  fourteen  are  furnislied  by  France, 
five  each  by  England  and  Belgium,  four  by  Prussia,  two  by  Austria,  and 
one  ea«h  from  the  United  States,  Eussia,  and  Bavaria.  They  vary  in 
magnitude  between  the  two  French  extremes,  as  found  in  the  colliery 
engine  of  2'.9J"  gauge,  weighing  6J  tons,  and  the  immense  four-cylinder 
freight  engine  of  Messrs-  Ernest  Gouin  &  Co.,  whose  weight,  loaded, 
equals  59  tons. 

The  physical  geography  of  each  country  indehbly  impresses  itself  on 
the  character  of  the  engines  required  for  its  traffic  service.  With  the 
necessity  of  surmounting  great  elevations  and  following  sharp  curves, 
imperative  in  Alpine  passes,  has  appeared  a  new  class  of  engine 
specially  designed  for  the  purpose.  Where  railways  traverse  level  coim- 
try,  increased  powers  of  traction  and  greater  economy  of  fuel  are  the 
essential  desiderata.  The  belief  that  an  inteUigent  idea  of  the  relative 
dimensions  and  proportions  obtaining  in  these  different  countries  can 
most  concisely  be  formed  by  placing  side  by  side  the  practice  of  promi- 
nent makers,  has  led  to  the  preparation  of  the  following  table,  in  which 
the  dimensions  have  all  been  converted  to  the  United  States  standards. 
It  should  here  be  remarlced  that  the  most  liberal  minded  manufaeturers 
attached  a  cai'efuUy  prepared  eard  to  their  engines  and  greatly  facilitated 
such  a  comparison. 
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THE  LOCOMOTITE  ' 


Our  own  country  was  moat  creditalily  represented  in  the  engine 
"America,"  furoislied  by  the  Grant  Locomotive  Works,  of  Paterson,  New 
Jersey.  The  class  of  engine  and  workmanship  produced  by  this  com- 
pany and  its  predecessor,  {the  New  Jersey  Locomotive  and  Machine 
Company,)  are  too  favorably  known  to  admit  of  extended  remark.  As 
presented  in  this  engine  they  were  a  source  of  conscious  pride  to  those 
who  had  crossed  the  Atlantic,  as  well  as  surprise  to  continental  minds, 
the  majority  of  whom  are  imbued  with  exceedingly  plain  ideas  on  the 
subject  of  locomotive  ornamentation.  Some  go  so  far  as  to  consider  any 
attempt  at  the  latter  a  grave  misdemeanor,  and  paint  their  entire  engines 
a  solemn  lead  color  or  funereal  black,  without  a  single  pencilling  of  gay 
colors  to  relieve  the  dull  monotony.  Of  course,  the  contrast  was  very 
marked  between  such  and  the  "  America,"  with  her  bright  German  silver 
jacketing  on  boiler,  cylinders,  chimney,  and  head-light,  her  cab  beautifully 
inlaid  with  ash,  maple,  black-walnut,  mahogany,  and  cherry;  with  the 
tender,  shaded,  striped,  and  ornamented  in  a  manner  common  to  Ameri- 
can practice.  The  cast-iron  tender  truck  wheels  and  hollow-spoked  driv- 
ing wheel  centers  gave  rise  to  many  speculations  among  those  who  have 
not  yet  learned  their  value.  Much  skill  is  evinced  in  the  arrangement 
of  the  parts,  and  the  reduction  of  their  weight  to  a  minimum  consistent 
with  strength.  The  link  motion  is  well  schemed  and  counter  weighted 
by  volute  springs,  instead  of  the  clumsy  weights  so  general  on  foreign 
engines.  A  fitting  acknowledgment  of  the  high  order  of  workmanship 
displayed  was  made  in  the  award  of  a  gold  medal  to  the  builders. 

STEPHBKSOK  &  CO.'S  LOCOMOTIVES. 

The  locomotives  of  Messrs.  Kobert  Stephenson  &  Co.,  Newcastle-on- 
Tyne,  and  the  Lilleshall  Company,  of  Shropshire,  are  similar  to  each 
other  in  proportion  and  design.  The  boiler  of  the  first  engine  is  made  with 
Alton's  patent  thick  edged  plates,  the  longitudinal  joints  being  lap- 
welded,  and  the  transverse  butt  under  a  welded  covering  strip,  to  which 
they  are  double  riveted.  Both  longitudinal  and  transverse  sections  of 
Sttch  boilers  are  exhibited  by  the  Low  Moor  Jjon  Company,  who  own  the 
exclusive  right  of  manufacture.  The  plates  are  roUed  with  a  uniform 
thickness  of  three-eighths  of  an  inch,  to  within  about  eight  inches  of  each 
transverse  butting  edge,  where  they  gradually  increase  to  a  thickness  of 
five-eighths  of  an  inch,  through  which  portion  the  holes  are  drilled  or 
punched  for  the  rivets,  A  section  of  the  covering  strip  measures  eight 
by  five-eighths  of  an  inch.  The  ordinary  shifting  link  motion  (without 
rocker)  operates  the  valves.  Its  reversal  can  be  accomplished  either 
with  the  regular  hand  lever,  or  by  a  hand  wheel  operating  a  horizontal 
screw,  into  the  groove  of  whose  thread  the  latch  of  the  lever  catches. 
To  accommodate  itself  to  the  arc  described  by  the  latch  in  the  motion  of 
the  lever,  the  screw  is  swollen  at  its  center,  being  turned  to  the  same 
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radius  of  curvature  as  the  arc.  The  hand  wheel  performs  its  daty  rap- 
idly, and  famishes  a  very  simple  and  efficient  means  for  reversal.  A  gen- 
eral employment  of  the  acrew-reversing  motion  is  observable  on  foreign 
locomotives,  in  fact  almost  sufBciently  so  for  the  practice  to  be  regarded  as 
universal.  Another  featnre,  and  one  that  is  common  in  Prussia  and  other 
continental  countries,  consists  in  the  use  of  sliding  double  furnace  doors. 
Horizontal  slides  are  bolted  to  the  furnace  front,  and  receive  the  plate 
doors  which  are  operated  by  two  plain  levera  and  a  connecting  link.  The 
arrangement  serves  a  good  purpose  in  event  of  a  tube  collapsing,  as  it 
more  effectnally  protects  the  fireman.  This  engine  is  one  of  great  excel- 
lence, and  a  model  of  good  workmanship.  That  of  the  Lilleshall  Com- 
pany differs  principally  in  the  constroction  of  the  boiler,  the  arrangement 
of  the  link  motion,  which  is  of  the  Allan  variety — giving  virtually  con- 
stant lead  and  equal  opening  of  the  ports  in  front  and  back  stroke,  for 
every  notch  of  the  reversing  lever — and  by  the  addition  of  a  comfortable 
wrought  iron  cab. 

The  engine  of  Messrs.  Kitson  &  Co.,  of  Leeds,  is  remarkable  for  the 
same  excellence  of  workmanship  displayed  on  the  Stephenson  locomo- 
tive. 

THE   TAKE  ENGINE    "TITAN." 

"  Titan"  is  the  name  of  an  immense  tank  engine  built  by  Messrs.  Gouin 
&  Co.  for  the  Korthem  Railway  of  France.  It  was  designed  specially  for 
heavy  freight  service,  and  completes  an  order  for  ten,  the  balance  of 
which  are  now  actively  employed.  Its  novelty  lies  principally  in  the 
arrangement  of  the  boiler;  the  main  shell  and  fire  Ijox  are  the  same  as 
used  in  ordinary  practice,  but  instead  of  the  products  of  combustion 
passing  away  through  a  vertical  stack  after  leaving  the  tubes,  they  enter 
a  front  connection,  return  through  two  horizontal  dome  shells  on  the 
back  of  the  boiler,  and  then  into  a  horizontal  escape  pipe  which  conducts 
them  far  enough  away  to  prevent  interference  with  the  duties  of  the 
engineer.  They  pass  through  wrought-lron  tubes  in  the  first  of  the*ie 
horizontal  domes,  which  are  surrounded  by  the  live  steam,  thus  insuring 
a  perfectly  dry  supply  for  the  cylinders,  and  in  a  measure  superheating 
the  steam.  Feed  water  fills  the  second  dome  and  is  heated  by  the  main 
escape  pipe  through  its  center. 

The  gi-ate  bars  (cast  in  accordance  with  the  system  of  Mr.  Belpaire) 
are  only  three-eighths  of  an  inch  wide  on  the  head  and  spaced  five-six- 
teenths of  an  inch  apart.  Of  these  there  are  three  sets  running  longitudi- 
nally, and  terminated  by  a  transverse  one  at  the  tube  end  of  the  fire-box. 
The  vast  volume  of  steam  generated  by  this  boiler  supplies  four  cylinders, 
each  pair  of  which  connecte  with  six  coupled  wheels.  Although  capable 
of  drawing  great  loads,  these  engines  are  said  to  have  an  undue  oscilla- 
tion when  moving  at  high  velocities,  and,  as  might  be  supposed,  are 
peculiarly  severe  on  the  road-bed.  For  a  drawing  of  this  engine  with 
dimensions,  see  Plate  I,  Fig.  1. 
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The  Graffeiistadeii  engine  is  the  only  one  exhibited  having  a  steam 
tender.  The  armngenient  of  the  parts  is  clearly  shown  by  the  ontline 
sketch,  Plate  I,  Fig.  2,  in  which  the  dimensions  axe  gii'en  in  metres  and 
decimal  parts  of  the  same.  The  internal  diameter  of  the  connecting 
inflexible  steam  pipe  is  3  ^j  inches.  A  screw  reversing  gear  throws 
the  link  into  forward  or  back  motion.  Its  workmanship  is  of  the  first 
order  and  much  skill  is  evinced  in  the  counterbalancing  of  the  out  and 
inside  cranks  with  their  connecting  rods. 

SMOKE-BURNIKG  ENGINES. 

Tlie  Paris  and  Orleans  Company  send  an  engine  built  at  their  Ivry 
shop  for  express  passenger  service,  and  furnished  with  the  smoke-con- 
suming appviratus  of  Mr.  Tenbrinek.  Since  its  first  appearance  on  the 
road  in  1864,  it  has  travelled  91,W)0  miles,  or  on  an  average  3,500  per 
month.  The  mean  consumption  of  fuel  during  that  time  was  twenty- 
one  pounds  per  mile,  and  expenses  for  repairs  amounted  to  $532,  a  little 
in  excess  of  one-half  cent  per  mile. 

Twelve  engines  of  the  same  type  were  subsequently  constructed  by 
the  companyand  have  given  equally  aa  satistactoryresults.  The  Krnpp 
tyres  on  the  carrying  wheels  of  this  engine  were  replaced  after  having 
travelled  over  43,000  miles,  hut  the  drivers  have  neither  required  turning 
down  nor  renewal.  A  word  about  the  smoke-consumers  so  much  in  favor 
on  this  railway.  The  object  of  the  invention  is  to  prevent  the  direct 
passage  of  the  products  of  combustion  from  the  fire  to  the  tubes  of  the 
boiler,  thus  concentrating  a  more  intense  heat  in  the  flre  box.  It  is  ac- 
complished by  an  inclined  bridge  wall  extending  across  the  fire  box, 
which  springs  trom  a  point  immediately  below  the  tubes,  and  has  an  in- 
clination of  about  30°  with  a  horizontal  line.  From  the  tube  sheet  the 
wall  projects  over  a  dist-ance  of  about  two-thirds  the  length  of  the  fire 
box.  A  similar  inclination  is  given  to  the  grate,  which  causes  it  to  run 
nearly  pamllel  with  the  wall.  This  wall  is  merely  a  copper  box  having 
a  3J-inch  water  space,  it  is  hung  inside  the  furnace  by  suitable  angle 
iron  cleats  and  maintains  a  circulation  by  four  pipe  connections  with 
the  water  legs  of  the  boiler,  while  a  little  cement  closes  the  fissure  be- 
tween its  edges  and  the  sides  of  the  furnace.  Copper  plate  five-eighths 
of  an  inch  in  thickness  is  used  for  such  bridge  walls,  and  the  circulating 
tubes  are  made  with  internal  diameters  of  three  inches.  The  system 
was  first  applied  to  engine  So,  91,  of  the  Eastern  railway  of  France,  in 
the  montli  of  November,  1859,  where  it  continued  to  work  with  perfect 
satisfaction  until  the  date  of  removal,  viz :  February,  1867,  during  which 
time  the  engine  had  traveUed  162,000  miles.  On  examination  the  copper 
box  was  found  to  be  in  nearly  as  perfect  condition  externally  as  when 
first  adjusted.  For  the  purposes  of  firing  three  doors  are  considered 
necessary.  That  nearest  the  grate  is  made  33  inches  wide  by  6J  high, 
and  immediately  over  this  two  circular  ones,  each  9J  inches  in  diame- 
ter.    Steel  is  ftxtensively  used  by  this  company  in  the  construction  of 
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their  engines,  the  boiler  shell  of  the  locomotive  in  question  is  Jivaile  of 
plates  iive-sixteeiitlis  of  an  inch  in  thickness. 

The  Paris  and  Lyons  Railway  Company  ai'e  represented  by  a  well  de- 
signed and  neatly  executed  locomotive,  to  which  the  system  of  Mr.  Tliier- 
ry  is  applied  for  introducing  fine  jets  of  steam  over  the  fire.  This  device 
will  he  mentioned  at  greater  length  in  connection  with  the  subject  of 
steam  boilers.  It  has  already  been  applied  to  over  500  locomotives  be- 
longing to  this  company. 

Mr.  Walschaert's  system  of  operating  the  valves  may  be  seen  on  sev- 
eral locomotives  in  the  Belgian  department.  The  parts  are  so  arranged 
that  the  desired  motion  results  from  the  combined  action  of  a  single 
eccentric  and  the  cross  head  of  the  piston  rod,  through  the  medinm  of 
arocking  link  and  lever  connections.  From  the  amount  of  space  required 
in  the  location  of  the  details  it  can  more  readily  be  adapted  to  outside 
than  to  inside  cylinder  engines.  The  motion  develoiied  is  analogous  to 
that  of  a  stationary  link,  but  cannot  be  ranked  its  sui)erior,  when  suf- 
ficient care  is  bestowed  in  proportioning  the  latter  j  besides  this,  theeftbrt 
expended  in  reversing  the  engine  is  no  less  arduous.  The  locomotive 
built  by  Messrs.  Krauss  &  Co.,  of  Munich,  is  the  firot  one  produced  by 
theirnewestabUshment.  A  glance  at  the  dimensions,  weights,  aud  power 
given  in  the  table,  furnishes  satisfactory  evidence  of  its  success.  Mr.  K. 
ia  convinced,  after  seventeen  years  experience  on  Swiss  and  German  rail- 
ways, that  the  greatest  strength  with  the  least  material  can  beg.iinedby 
80  incorporating  the  water  tank  with  the  main  frame  of  the  engine  that 
it  will  form  a  deep  box  girder  of  the  structure,  wlule  the  rigidity  is  se- 
cured by  frequent  staying.  On  this  principle  the  tank  plates  are  sufEi- 
dently  strong  if  made  only  one-fonrth  of  au  inch  in  thickness,  but  with 
a  depth  of  three  feet.  The  boiler  is  formed  of  steel,  as  well  as  the  recip- 
rocating parts  of  the  machinery,  its  fire  box  plates  are  corrugated  and 
the  grate  bars  widely  sepai'ated  for  the  purpose  of  burning  peat.  The 
details  of  the  connecting  rods,  injector,  lubricators,  &c.,  are  well  studied 
and  possess  several  ingenious  features. 

The  most  perfect  specimens  of  workmanship  in  the  French  depart- 
ment are  supplied  by  the  widely -known  firm  of  Messrs.  Schneider  &  Co.,  of 
Creuzot.  Theyarethree  in  number;  the  first  has  16x24  inch  cylinders, 
and  was  built  from  drawings  prepared  in  England.  The  second,  named 
the  "St.  Laurent,"  is  a  six-coupled  tank  engine  designed  for  service  on 
the  railways  in  the  neighborhood  of  Oreuzot,  and  the  third  engine  for 
the  collieries  of  the  same  place.  The  latter  is  exceedingly  compact, 
simple,  and  represents  a  type  which  may  to  advantage  be  extensively 
copied. 

AUSTRIAN  LOOOMOTIVES. 

In  the  Austrian  department  may  be  seen  a  ten-wheeled  coupled 
locomoti\*e,  built  by  the  State  Railway  Society  for  service  on  a  short 
road  in  Hungary,  on  wliich  thei'e  are  ascents  of  one  in  fifty  and  curves  of 
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360  feet  radius.  Six  of  the  wheels  are  coupled  together  and  connected 
with  two  eyiiiidera  eigliteeu  and  one-third  inches  diameter  by  twenty- 
four  and  seven-eighths  inches  stroke.  The  other  fonr  support  a  truck, 
between  whose  axles  the  fire  box  of  the  boiler  is  situated ;  its  front  is 
pivoted  to  the  frame  of  the  six  wheels.  A  crank-shaft  over  the  forward 
wheels  of  the  truck,  with  connecting  rods  to  their  crank-pins,  and  the 
pins  of  the  drivers  serves  for  transmitting  motion  fix>ia  the  drivers  to 
the  wheels  of  the  latter.  This  engine,  with  its  tender,  (loaded,)  weighs 
flfty-seveti  and  one-half  tons,  is  exceedingly  complicated,  and  under  no 
circumstances  likely  to  be  reproduced  in  the  United  States. 

THE   MAHOVOS. 

A  curious  invention  has  recently  been  produced  by  Mr,  0.  Schoubers- 
zky,  of  13  Wosnesenscaja,  St.  Petersburg.  Its  object  is  to  dispense  with 
steep  gradients  on  railways  by  the  addition  of  a  carriage  to  each  train, 
which  shall  act  the  part  of  a  storehouse  for  momentum  developed  during 
a  descent,  whence  it  may  be  reproduced  at  will  and  assist  the  locomotive 
on  the  opposite  ascent.  He  has  given  the  title  of  "Mahovos"  to  this 
new  motor  and  iutix)duced  a  working  model  in  the  Russian  department 
of  tlie  Exposition.  The  track  for  the  same  is  110  feet  in  length,  having 
a  rise  of  four  foet  in  this  distance.  Hear  its  lowest  point  is  located  a 
Jnm-tahle  for  reversing  the  "Mahovos"  and  a  tank  to  receive  the  water 
contained  in  its  train  of  Ave  cars.  The  model  weighs  275  pounds.  The 
machine  itself  wiU  readily  be  understood  from  the  accompanying  draw- 
ings on  Plate  I,  where  an  end  view  and  section,  a  side  view  and  a  verti- 
cal view  are  given.  The  ponderous  fly-wheels  a,  a,  are  seen,  in  the  end 
■view,  resting  by  the  rollers  b,  upon  the  central  pair  of  wheels  d,  d,  which 
run  upon  the  ti"ack  between  two  larger  truck  wheels  c,  c.  The  five 
cars  filled  with  water  weigh  in  the  aggregate  1,390  pounds,  and  are 
coupled  in  front  of  the^"  Mahovos"  at  the  top  of  the  grade.  When 
ready  for  starting  the  two  large  fly-wheels  are  lowered  until  their 
axle  rests  on  the  four  friction  rollers  and  these  in  turn  on  the  six  car- 
rying wheels  of  the  truck  through  the  medium  of  four  rolls  on  their 
shaifts.  Under  the  impulse  of  gravity  the  train  commences  its  slow 
descent,  during  which  a  high  velocity  is  ultimately  imparted  to  the 
fly-wheels.  It  reaches  the  tnrn-table  after  a  lapse  of  two  minutes.  At 
this  point  the  cars,  being  detached,  continue  their  journey  until  the  tank 
is  reached,  into  which  having  discharged  about  SOO  pounds  of  water,  they 
are  then  led  back  to  the  tarn-table.  In  the  mean  time  the  fly-wheels  with 
their  shaft  are  raised  out  of  gear,  the  Maliovos  turned  end  for  e«d,  and 
made  ready  to  reascend  after  the  coupling  of  the  cars  takes  jilaee. 
This  being  accomplished,  the  fly-wheels  are  lowered  a  second  time,  when 
the  cius  rise  quickly  to  the  starting  point.  The  principle  would  have 
been  more  iutelltgiblyillustrated  by  a  track  of  double  the  length,  ha\'ing 
both  a  descending  and  an  ascending  grade.  Although  claimed  by  the 
inventor,  that  it  is  peculiarly  adapted  to  conducting  the  loaded  cars  of  a 
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colliery  down  a  steep  hill  and  reaaecnding  with  the  empty  ones,  it  is  dif- 
flcultto  diseoverwhat  advantage  such  ail  expensive  substitute  wonldhave 
over  the  ordinary  method  of  rope  and  pulleys.  In  the  practical  appli- 
cation of  tliis  method  Mr.  Schouberszky  designs  making  the  fly-wheels 
of  east-steel  and  so  proportioning  them  that  each  will  contain  twelve 
tons  of  metal,  and  resist  the  centrifngal  force  due  to  a  velocity  of  800 
revolutions  per  minute.  He  estimates  the  work  developed  by  a  velocity 
of  500  revolutions  at  500  horse-power,  and  that  such  machines  are  avail- 
able on  grades  of  one  in  twenty-five.  The  beneiits  to  be  derived  seem 
most  apparent  when  considered  as  an  assistant  of  railway  motors  in 
thinly  settled  hilly  countries,  where  the  traffic  will  not  warrant  heavy 
outlay  in  tunnels,  grades,  viaducts,  &c.  The  principal  restriction  to  its 
application  one  would  naturally  suspect  will  be  found  in  the  necessity 
of  constructing  entirely  free  of  curves  that  portion  of  the  line  where  its 
assistance  is  demanded. 

l-'AIELIE'S   DOUBLE    ENG&'E. 

But  this  method  of  overcoming  grades  tends  to  increase  an  element 
of  evil  already  too  prevalent  on  railways,  viz:  the  transportation  of 
nnremunerative  weight.  In  connection  with  this  subject  the  models 
submitted  by  Mr.  E.  F.  Fairlie,  of  56  Gracecharch  street,  London,  in  the 
English  department,  are  worthy  of  the  closest  examination.  This  gentle- 
man has,  as  it  were,  condensed  the  old  idea  of  placing  an  engine  and 
tender  in  front  and  another  in  the  rear  of  a  train  destined  to  ascend  a 
steep  grade.  He,  having  first  discarded  the  two  tenders  as  useless  in 
whatever  light  they  may  be  considered,  has  joined  the  fire  boxes  of  the 
engines,  thus  forming  one,  and  so  arranged  each  of  the  frames  with  its 
wheels,  cylinders,  &c.,  that  it  is  free  to  vibrate  around  a  central  pivot  in 
conlbrmity  with  any  curvature  given  to  the  rails.  By  this  arrangement 
the  furnace  must  be  fired  from  either  side,  along  which  also  are  the 
tanks,  bunkers,  &c.,  as  clearly  shown  on  Plate  I,  Fig.  5.  The  advan- 
tages accruing  are  numerous.  \VTiat  was  previously  nnremunerative 
weight  immediately  becomes  effective ;  not  by  overburdening  a  certain 
set  of  wheels,  hut  by  assigning  a  uniform  amount  to  each.  The  engine 
may  be  run  in  either  direction,  and  is  consequently  independent  of  turn- 
tables. At  the  same  time,  and  on  account  of  the  position  held  by  the 
two  pivots,  it  is  able  to  pass  any  curve  that  was  possible  with  the 
single  engine,  and  by  the  increase  of  its  tractive  force  to  surmount 
grades  otherwise  impassable.  Mr.  Fairlie,  however,  has  advanced 
further  than  models,  and  already  has  engines  built  on  his  principle  and 
running  on  the  Neath  and  Brecon  railway,  a  line  which  passes  through 
the  mountainous  disti'ict  of  South  Wales.  They  have  worked  with 
admirable  success  on  grades  of  one  in  fifty.  It  should  not  be  overlooked 
in  estimating  the  value  of  this  system  that  the  parts  of  such  engines 
are  readily  interchangeable,  not  only  admitting  of  greater  facility  in 
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the  repairs,  but  also  diiniuishing  the  number  of  engines  large  roads  are 
usually  compelled  to  keep  in  stock.  Mr.  Fairlie's  agents  in  the  United 
States  are  John  Cooke,  esq.,  of  the  firm  of  Danforth,  Oooke  &  Co., 
Paterson,  New  Jersey,  and  Gteorge  E.  Gray,  esq.,  consulting  engineer  to 
the  Centra]  Pacific  railroad. 

MEYER'S   LOCOMOTIVE. 

The  system  of  Messrs.  J,  J.  &  Adolphe  Meyer,  of  Mulhouse,  France, 
is  analogous  to  that  just  mentioned,  but  makes  use  of  the  ordinary 
locomotive  boiler,  and  places  one  of  the  frame  pivots  under  the  centre 
of  the  fire  grate,  the  other  under  that  of  the  smoke  bos.  These  gentle- 
men furnish  their  engines  with  the  Stradel  coupling  link,  of  which 
Messrs.  J.  F.  Call  &  Co.,  of  Lille,  are  the  agents.  The  parts  of  this  link 
are  so  disposed  that  the  strain  exerted  by  the  train  acts  as  if  applied  at 
the  centre  of  gi-avity  of  the  locomotive,  even  during  its  passage  around 
the  sharpest  ciurves.    PI.  I,  Kg.  6. 

Ere  the  publication  of  these  remarks  a  new  era  will  have  been  inaugu- 
rated in  the  history  of  railway  engineering.  The  rails  spanning  Mount 
Cenis  from  St.  Michel,  in  Prance,  to  Susa,  in  Italy,  a  distance  of  forty- 
nine  mites,  are  now  laid  and  the  ballasting  nearly  accomplished.  So  that 
within  a  few  months  the  toilsome  ride  often  hours,  by  diligence,  will  be 
reduced  to  one  of  sis,  besides  saving  the  frequent  changes  of  baggage 
now  inevitable.  Mr,  J.  E.  Fell,  the  patentee  of  the  adopted  system, 
exhibits  drawings  of  his  locomotives  and  a  model  passenger  car.  The 
former  are  being  built  by  Messrs.  Gouiu  &  Co.,  of  Paris,  the  latter  is 
from  the  mannfactory  of  Messrs.  Chavelier,  Cheilns,  Jr.,  &  Co.,  of  61 
Quai  de  Grenelle.  As  this  very  ingenious  system  will  then  have 
appeared  and  been  discussed  in  the  light  of  actual  experience,  any  further 
remark  at  this  time  seems  unnecessary. 

CAST-STEKL  CYXINDERS. 

Before  passing  from  the  subject  of  locomotives  it  should  be  mentioned 
that  the  Society  of  MinesaudSteelWorksofBochum,  Prussia,  exhibit  a 
remarkable  cylinder  formed  of  ca^t  steel.  It  has  been  bored,  and  the 
valve  seat  faced  off,  and  although  many  of  the  cores  used  in  the  moulding 
were  quite  intricate,  In  no  portion  can  the  slightest  imperfection  be  dis- 
covered. Again,  in  the  French  department  are  immense  copper  plates 
rolled  by  the  flrans  of  Messrs.  Estivant  Brothers,  and  L.  L.  Etrange 
&  Co.,  of  the  following  dimensions ;  16'  5"  x  7'  1"  x  |^";  17'  4J  x  5' 
24"  X  1^" ;  24'  5f"  X  5'  7"  X  i"  i  24'  7  J"  X  6'  7^"  x  J." 

Thek  unusual  size  suggests  the  propriety  of  using  them  for  the  two 
sides  and  roof  of  copper  fire  boxes  now  so  much  in  vogue,  thereby  sav- 
ing two  unnecessary  seams. 
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"BEIQUETTE  FUEL." 


The  general  use  on  the  continent  of  "hriqiiettea,"  as  fuel  for  locomo- 
tiTes  is  a  matter  of  deep  interest  to  our  railway  companies,  both  as 
respects  economy  of  consumption  and  room  required  for  storage.  They 
are  composed  of  finely-powdered,  washed  coals,  cemented  with  a  mate- 
rial which  forms  the  refiise  of  starch  factories,  or  with  coal  tar.  The 
mixture  is  subjected  to  the  pressure  of  a  piston  in  a  cylindrical  orpolyg- 
onal  case,  and  then  exposed  to  a  current  of  hot  air  in  a  kiln  for  about 
three  hours.  The  resulting  blocks  weigh  on  an  average  eight  pounds, 
and  bam  with  a  residue  of  from  four  to  seven  per  cent,  of  ashes.  The 
experience  of  the  Austrian  railways  is,  that  they  evaporate  7.2  pounds 
of  water  per  pound  of  eoal.  Their  introduction  has  been  most  rapid  on 
the  prominent  roads  of  France  and  Belgium. 

n.— RAILWAY  PLAJifT. 

SLEEPEES,  TIES,  AMD  CLIPS. 

The  rapid  extension  of  railway  iuterests  in  tropical  countries,  as 
Egypt,  India,  Algeria,  and  South  America,  with  the  increased  scarcity 
of  timber  for  ties  in  more  civilized  portions  of  the  world,  have  concen- 
trated the  efforts  of  inventive  talent  towards  the  production  of  what 
may  justly  be  termed  a  permanent  road-bed.  The  present  Exposition 
contains  some  interesting  signs  of  progress  in  this  direction ;  a  few  only 
will  be  selected  as  types,  uniting  simplicity  of  construction  with  prac- 
tical utility. 

The  cast-iron  pot  sleeper  introduced  on  the  Alexandria,  Cairo  and  Suez 
railway,  by  Mr.  E.  Stephenson,  in  the  year  1851,  receives  the  unqualified 
approbation  of  the  local  engineers,  as  best  adapted  to  the  compact  sands 
of  the  Suez  isthmus  and  the  loose  alluvial  soil  of  the  Nile  delta.  Even 
hea\'y  engines  running  at  high  speeds  over  the  Egyptian  rails  (which 
weigh  65  pounds  per  yard)  have  no  serious  effect  on  these  sleepers.  As 
to  tiie  rigidity  of  the  road-bed  compared  with  the  wooden-sleeper  system, 
we  are  sure  that  those  who  have  travelled  the  length  of  this  route  must 
have  discovered  no  cause  for  complaint ;  but,  on  the  contrary,  have 
admired  the  smooth  running  of  the  trains.  This  sleeper  is  exhibited  in 
the  English  department,  together  with  two  of  similar  principle,  but  dif- 
terent  in  design.'  That  known  as  Griffen's  patent  is  an  oval  casting, 
(26  inches  by  17  inches)  having  a  channel  along  the  dome-like  surface  for 
the  reception  of  the  rail ;  distance  bars  are  let  into  cored  sockets  and 
maintain  the  uniformity  of  the  gauge.  The  Economic  Permanent  Way 
Company,  of  London,  manufacture  a  hollow  chair  whose  upper  surfe.ee 
forms  portion  of  a  cylinder  30  inches  long,  the  chord  of  the  arc  13  inches 
and  vers-siue  five  inches.  A  channel  cored  in  the  back  of  the  easting 
receives  the  rail,  which  is  held  in  place  by  two  bolts  passing  through 
fourlugs,two  fixed  and  two  movable.     Distance  bars  regidate  the  gauge, 
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and  the  chairs  are  placed  44  incbes  between  centres.  The  system  of  Mr. 
J.  Vantherim,  of  Fraisans,  is  adopted  on  portions  of  the  Northern  rail- 
way of  France  and  the  railway  of  LyoniS.  He  substitutes  a  rolled  iron 
sleeper  for  wood,  and  retains  the  raU  with  gibs  and  keys  passing  through 
wrought-iron  clamps  and  the  sleeper.  The  latter  has  a  base  of  10  inches, 
height  of  2|  inclies;  is  5  inches  in  width  at  the  top  and|  inch  in  thick- 
ness. A  curvature  with  a  vers-sine  of  3  inches  is  impressed  on  all  the 
sleepers,  thus  carrying  their  ceuti-es  below  tie  ballast,  and  by  the  arched 
form  imparting  greater  rigidity  to  the  beam.    See  figures  on  Plate  I. 

The  Marcinelle  CouUlet  Company,  of  Charleroi,  Belgium,  exhibit  a 
section  of  railway  with  its  wrought-iron  ties  attached,  which  has  been 
in  actual  service  during  four  and  a  half  years,  and  givesevidenee  of  great 
durability.  It  is  worthy  the  attention  ot  parties  opposed  to  wronghtriron 
ties,  (from  their  want  of  the  elasticity  peculiar  to  wooden  ones,)  since  it 
forms  a  compromise  between  the  two ;  in  which  wood  acts  as  *"he  mere 
cushion ;  iron  the  solid  foundation.  The  rails  are  4^  inches  deep,  with 
2|-inchhead  and  4J-iuch  base,  the  gauge  4  feet  8^  inches;  all  the  joints 
are  formed  on  the  "  fished  principle,"  and  secured  with  4|-inch  bolts. 
The  sleepers  are  simply  rolled  I-beams  8  feet  5  inches  long,  (7  inches  deep , 
■^-inch  web  and  2^-inch  heads,)  placed  36  inches  between  centres. 
Instead  of  resting  directly  on  these,  a  painted  oak  block  is  interpt^ed 
between  them  and  the  rail.  Such  blocks  are  10  inches  long,  by  6J  inches 
wide,  by  2J  inches  thick,  and  have  a  channel  4J  inches  wide  by  J  inch 
deep,  in  which  the  base  of  the  rail  rests.  Two  |-inch  bolts  (with  l|-iuch 
round  washers)  secure  the  rail  to  the  I-beam;  the  latter,  it  should  be 
observed,  lies  with  its  web  in  a  horizontal  position.  The  bolt  holes  are 
bored  close  to  the  flanges  of  the  rails,  to  allow  of  the  washers  clamping 
the  latter,  and  the  points  of  the  bolts  are  slightly  burred  to  prevent  the 
loosening  of  the  nut.  An  increase  in  the  diameter  of  the  washer  might 
be  made  with  evident  advantage. 

The  Hartwich  system,  introduceii  on  the  Rh^nan  and  Cologne  railway 
dispenses  with  sleepers  altogether,  by  using  very  deep  rails  having  broad 
bases.  Their  rails  are  rolled  9f  inches  deep,  (with  2f -inch  head,  4f -inch 
base,  §-inch  web,)  and  the  gauge  regulated  by  1-inch  rods  placed 
six  feet  three  inches  apart,  having  threads  on  their  ends  and  a  nut  on  each 
side  of  the  raU  webs.  To  preserve  the  upper  parts  of  these  deep  rails 
from  variation,  the  rods  pass  through  holes  only  three  inches  below  the 
head,  and  every  fourth  space  between  rods  has  an  intermediate  one  neai- 
the  lower  flanges  of  the  rails.  Fish-joints  give  the  rails  the  rigidity  pos- 
sessed by  continuous  beams,  while  the  ballasting  covers  all  except  their 
heads.  Steel  rails,  and  iron  rails  with  steel  heads,  are  well  represented 
in  all  the  departments  and  produce  the  impression  that  the  plain  iron 
rail,  for  roads  of  very  extensive  traffic,  will  soon  be  a  reUc  of  the  past. 
Several  manufacturers  show  specimens  of  steel  reversible  crossings, 
while  Austria  and  Holland  are  creditably  represented  by  those  of  chilled 
iron. 
Mr.  G.  E.  Deriiig,  of  Lochleys,  Welwyn  Herts,  England,  exhibits 
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samples  of  i  teinperpd  steel  spnng  dip  for  rail  loints,  which  appeared 
in  the  Exlnliition  m  Isb*  xnd  hih  sine*  peiformtd  goodseiMce  on  hues 
like  the  UiPat  Ncithein   iKj  Greit  Soiitheiii   mil  ^^estern  riiln  i>s. 
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This  clip  forms  a  steel  case  enveloping  the  extremities  nf  the  rail,  and 
binds  the  same  with  increased  tenacity  under  the  piessuie  of  heavy 
loads.  A  joint  constructed  on  this  principle  was  carefully  tested  by 
D.  Klrkaldy,  esq.,  and  found  to  have  a  deflection  of  1.31  inch  under  a 
load  of  26,000  pounds,  with  supports  36  inches  apart.  When  the  load 
was  removed  the  clip  assumed  its  normal  condition  free  of  permanent 
set.  He  also  tested  under  the  same  conditions  two  rails  united  by  the 
ordinary  flshgoint.  Seventeen  thousand  pounds  serv^ed  to  produce  a 
deflection  of  2.78  inch,  from  which  the  joint  tailed  to  recover  after  the 
removal  of  the  load.  This  clip  is  entirely  free  of  bolts,  nuts,  &c.,  which 
are  liable  to  become  loose  even  under  the  closest  inspection. 

The  subject  of  railway  plant  should  not  be  concluded  without  first 
aUudiug  to  a  new  spike  thimble.  One  serious  objection  to  soft,  cheap 
timber  for  railway  ties  has  hitherto  been  the  Hability  of  the  spikes  hold- 
ing down  the  rails  to  become  loosened.  This  results  in  part  from  the 
tendency  of  the  rails  to  spread  under  the  action  of  heavy  trains  run- 
ning at  high  speed,  thus  crowding  the  spike  latei'ally  into  the  soft 
fibre.  Mr.  Desbriere,  68  Rue  de  Provence,  Paris,  has  patented  a  cast- 
iron  thimble  for  surrounding  the  spike  and  bringing  a  greater  number 
of  the  fibres  to  bear  in  resisting  its  crushing  effect.  These  thimbles  are 
two  inches  in  diameter,  one  and  one-quarter  inch  thick,  having  a  three- 
quarter-inch  square  or  round  hole  cored  in  the  centre,  and  are  slightly 
dished  on  the  under  side.  A  recess  one-quarter  inch  deep  is  left  on  the 
upper  side  in  which  the  rail  rests,  and  prevents  any  tendency  to  its 
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rotation.  Either  spikes  or  galvanized  wood  screws  (three-lburths  inch 
by  four  and  a  balf  inches)  are  used  for  retaining  the  rails.  Speciinene 
of  ties  laid  with  these  thimbles  in  April,  1862,  on  the  Algerian  railway, 
near  Blidah,  well  illustrate  the  benefits  to  be  derived.  They  are  in  use 
on  the  Northern  raUway  of  France,  at  Charentes  and  at  Mount  Cenis. 
This  principle  might  render  important  service  in  parts  of  our  own  country 
where  ties  of  durable  close-grained  woods  are  difficult  to  procure. 


A  stranger  travelling  on  Austrian  railways  during  the  night  cannot 
fail  to  observe  that  all  the  switch  taigets  are  Ulumiuated,  and  present 
the  same  red  and  white  signal  at  night  as  in  the  day.  The  engineer  is 
thus  obhged  to  lemember  but  one  system  of  signals,  lights  cmnot  be 
misplaced,  "wd  i  iruitiul  source  of  iccident  is  ^volded  Pre\  lonis  to  the 
year  1851  it  was  customary  on  the  same  railwajs  to  hang  i  red  lintern 
on  one  extremity  of  the  target,  and  a  white  on  the  othei  As  this 
practice  constantly  gi^  e  rise  to  accidents  by  the  misplacement  of  the 
lanterns,  it  ittracted  the  ittention  of  Mi  "^olfBendei,  engineer  of  the 
Austnau  State  Bailnij  Society,  who  in\ented  ind  applied  to  ill  the 

switch  sti^e^  in  the 
empire  a  (iicularme^ 
tallic  taii^et  thick 
enough  to  receive  a 
limp  The  t<ices  of 
thit  tiiget  weie  con- 
en  t  and  in  tront  of 
the  lamp  on  both  sides 
w  eie  placed  conical 
acieens,  which  reflect- 
ed the  direct  horizon- 
til  lays  of  hght  back 
on  the  colored  faces  of 
the  target  Mr  Ben- 
d(i  ihso  enteied  into 
m  eUboiite  mathe- 
matical dittcussion  of 
the  proper  angle  for 
the  face  of  the  screen 
and  radii  of  curvature 
for  that  of  the  target, 
which  he  published  in 
Vienna.  His  latest 
improvement  consists 
Bender's  Hoilway  Sig-nals,  in  forming  the  target 

like  a  short-  tMck  arrow,  painted  red  and  white,  and  the  use  of  glass 
reflectors,  which  has  a  decided  advantage  over  the  former  arrangement. 
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The  idea  is  one  -which  might  advantageously  be  adopted  hy  all  com- 
panies using  targeted  switches.  The  Austrians  not  only  illuminate 
their  switch  targets,  but,  on  the  arrival  of  a  train  at  any  station  where 
supper  ia  served,  they  place  a  triangular-shaped  lant«m  on  the  side  of 
one  cat,  the  glasses  of  which  are  inscribed  with  the  train's  destination. 
This  is  a  great  convenience,  where  stations  ai-e  large,  trains  numerous, 
and  a  sudden  departure  imperative. 

The  other  railway  lanterns  and  lamps,  such  as  those  exhibited  by  Mr. 
B.  Masson,  7  Ene  Lagufe,  and  Messrs.  Leou  Luchaire  &  Co.,  25  Rue 
Erard,  Paris,  are  specially  adapted  to  continental  railway  coaches,  and 
for  the  most  part  of  little  interest  in  connection  with  our  system  of  con- 
struction. 

The  well-digested  system  of  railway  points  and  signals  invented  by 
Messrs.  Saxby&  Farmer,  of  London,andextensive]yapp]ied  on  English 
railways,  is  too  generally  known  and  appreciated  to  require  a  lengthy 
description  of  the  illusti-ated  model  they  have  placed  on  exhibition. 

in.— SOALES— DTKAMOMETEE. 

EEnABDT'S  PORTABLE  SCALE. 

Locomotive  and  car  builders  often  experience  the  want  of  suitable 
scales  by  which  they  can  determine  the  total  weight  of  different  classes 
of  rolling  stock,  as  well  as  the  distribution  of  that  weight  upon  the  springs. 
Platform  scales  for  weighing  loads  between  Ave  and  fifty  tons  are  ne- 
cessarily large,  complex,  and  very  costly.  On  railways  generally,  the 
scale  is  ei-ected  at  a  prominent  station,  and  the  rolling  stock  sent 
thither  tor  inspection,  instead  of  the  moi'e  economical  method  of  send- 
ing a  set  of  scales  to  the  stock.  Mr.  Richard  Hartmann,  of  Chemnitz, 
Saxony,  exhibits  in  the  Prussian  department  a  form  of  scale  recently 
patented  by  Mr.  Erhardt.  The  construction  is  shown  by  a  figure  upon 
Plate  1.  The  apparatus  combines  two  levers  of  the  first  and  third 
kinds  on  a  light  iron  frame.  One  extremity  of  this  frame  is  drawn  down 
in  the  form  of  a  lip,  and  rests  on  the  outer  flange  of  the  rail  upon  which 
the  engine  to  be  weighed  stands.  The  other  arm  of  the  frame  is  main- 
tained in  a  vertical  position  by  a  stand  plate.  The  fulcrum  of  the  lever 
of  the  first  kiad  is  near  the  lip  of  the  frame.  This  lever  has  a  lip  turned  on 
its  short  arm  designed  to  cateh  under  tbe  tread  of  the  wheel  close  to  its 
point  of  contact  with  the  raiL  The  long  arm  of  the  lever  extends  behind 
the  vertical  arm  of  the  frame,  and  there  forms  its  connection  with  a 
lever  of  the  third  kind,  g,  which  performs  the  functions  of  a  steelyard. 
For  properly  ascertaining  the  weight  of  an  engine,  as  many  of  these 
scales  are  required  as  thei-e  ai'e  wheels  to  the  engine,  or  as  there  are 
wheels  having  springs  united  by  equalizers.  The  engine  should  be 
placed  on  a  level,  well-ballasted  track ;  during  the  process  of  weighing  it 
will  be  raised  about  one-sixteenth  of  an  inch  from  the  rails.  The  stand 
plate  attached  to  the  scale  frame  can  be  adjusted  by  the  screw  at  e. 
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to  meet  the  ineqtialitiea  of  the  ground  and  preserve  its  vertical  position. 
Each  scale  ■weighs  107  pounds,  exclusive  of  the  weights,  which  are  42 
pounds.  Its  capacity  ranges  between  1,600  pounds  and  16,000  pounds. 
A  very  marked  contrast  was  obser^'able  between  these  compact  porta- 
ble apparatuses  of  Mr,  Brhardt  (which  are  generally  adopted  on  the 
continent)  and  the  five  scale  platforms  in  the  French  department,  on 
which  stood  a  ten-wheeled  engine.  Tlic  latter  were  very  cumbrous  fix- 
tures, and  mounted  in  an  elaborate  manner,  quite  regardless  of  expense. 

EAILWAY  DYNAMOMETEE. 

The  only  apparatus  designed  to  indicate  the  force  and  speed  of  rail- 
way trains  is  that  contributed  by  tbe  director  of  the  Eastern  railway  of 
Prussia,  and  was  invented  by  Mr.  E.  Holzt,  of  Bromberg,  (Plate  II,  Figs. 
1,2,3.) 

The  idea  of  this  device  is  to  cause  tbe  coupling  link  between  the  draw- 
hooks  of  amy  two  cars  to  act  through  a  compound  lever  and  spriug,  reg- 
istering the  tension  exerted,  by  means  of  a  pencil  on  a  piece  of  paper 
moved  by  clock-work.  The  model  represents  the  end  sills  of  the  cars 
with  their  regular  attachments  of  plunger  buffers  and  draw-hooks ;  the 
hooks  are  intended  to  connect  rigidly  by  a  draw-bar  with  their  mates  on 
the  opposite  extremities  of  the  cars.  The  coupling  link  is  composed  of 
two  shackles  united  by  a  right  and  left-threaded  bolt,  which  is  turned 
by  an  attached  handle  and  ball.  The  only  difference  between  it  and  the 
ordinary  attachment  is  that  instead  of  both  shackles  looping  over  the 
draw-hooks  only  one  is  thus  fastened,  while  the  other  connects  with  the 
short  arm  of  a  lever  (of  the  first  kind)  whose  long  arm  hangs  down 
towards  the  ground.  This  lever  is  in  turn  attached  to  the  draw-hook 
by  two  triangular  plates,  which  pass  each  side  of  it  and  are  secured  by 
a  pin  forming  its  fulcrum.  The  long  arm  is  connected  by  a  horizontal 
link  with  a  second  lever  whose  fulcrum  occupies  the  remaining  angle  of 
the  triangle,  and  is  restrained  at  its  opposite  extremity  by  means  of  a 
spring.  At  this  point  a  pencil  is  fastened,  which,  during  the  motion  of 
the  train,  traces  an  irregular  line  on  a  paper  passing  over  di'ums  and 
caused  to  rotate  at  a  definite  speed  by  clock-work.  The  tin  box  con- 
taining this  mechanism — the  drums,  paper,  &c. — ^is  readily  detached,  so 
that  any  adjustment  can  be  effected  without  a  stoppage  of  the  train. 

Mr,  Holzt  publishes  a  neat  lithograph  of  this  apparatus,  (a  portion  of 
which  is  reproduced,  Plate  II,Figs.  1  to  5 ;)  among  other  points  of  interest 
it  gives  a  sectional  view  (Fig.  5)  of  79  miles  of  the  Eastern  railway,  between 
the  cities  of  BrombergandDirschalli  immediately  over  this  (Fig.  5,  a,)  is 
drawn  a  card  taken  by  the  dynamometer  while  attached  to  a  train  passing 
over  that  route.  The  apparatus  seems  well  adapted  to  accurately  test 
the  merits  of  different  car  bearings,  the  resistances  developed  at  varying 
speeds,  and  kindred  subjects  of  inquiry. 
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TV.— EAILWAY  CA1111IAGE8. 

TWO-STOBY  EAILWAT  CABBIAGES. 

The  inspector  of  plant  and  rolling  stock  on  the  Western  raiwiiy  of 
France  exhibits  two  carriages,  combining  in  a  clever  manner  the  con- 
tinental and  American  systems  of  constructioii.  This  gentleman,  Mr. 
J.  B.  Vidard,  also  the  patentee  of  the  system,  has  his  office  at  49  Ene 
de  Locdres,  Pai'is.  The  object  aimed  at  in  his  invention  is  to  cany 
the  greatest  number  of  passengers  {comfortibly)  with  the  minimum  of 
dead  weight  in  the  roUing  stock     It  is  accomplished  by  buUding  upon  the 
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Vida  d  B  T  V  atorv  B*  Iwaj  Cfli  age 
roof  of  a  carriage  constructed  on  the  European  principle  of  compart- 
ments, a  second  nmowei  uiinage  having  seats  md  i  centnl  passage, 
as  common  in  the  emigrant  ears  of  the  United  States.  This  second  story 
communicates  by  end  doors  with  four  flights  of  wrought-iron  stairs  pass- 
ing down  the  ends  of  the  car  from  platforms  in  front  of  each  door,  and 
terminated  by  the  main  tbot-boarda  which  run  along  the  sides  in  front 
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of  the  compartment- doors.  The  impreasioD  first  produced  by  such  a 
combination  is  that  in  practice  it  would  be  found  top-heavy.  This 
difBculty  is  obviated  by  reducing  the  height  of  the  two  stories  to  a 
minimum ;  the  second-story  roof  is  arched  over  the  passage  way  in  a 
manner  similar  to  that  adopted  on  our  street  cars,  and  the  main  body 
is  framed  low,  so  that  the  wheels  pass  up  through  the  floor  and 
under  the  seats,  as  practised  by  the  same  car-builders.  This  of  course 
places  the  main  sills  below  the  height  of  buffers  common  on  conti- 
nental roads.  In  order  to  make  the  new  system  conform  to  the  old, 
it  is  necessary  to  bend  up  the  sills,  like  sleigh  runners,  to  the  height  requi- 
site for  the  central  stroke  of  buffers.  Ou  those  American  roads  where 
the  standard  of  buffer  height  is  30  inches,  this  additional  expense 
would  not  he  iucurred.  The  Eastern  railway  of  France  has  26  of  these  car- 
riages in  constant  service,  and  has  yet  to  discover  any  lack  of  stability. 
The  main  body  of  the  carriage  is  24  feet  4  inches  by  9  feet  2  inches  wide- 
The  sills  are  made  of  I-beams,  the  poets  of  wood,  the  first  roof-beams  of 
T-iron,  and  the  second  of  troiigh  iron.  The  outside  panelling  of  the  entire 
carriage,  as  well  as  that  of  the  doors,  is  of  galvanized  sheet  iron ;  inside 
sheathing  of  wood,  which  in  the  first-class  compartments  is  covered  with 
cloth,  in  the  second  with  leather.  The  upholstering  conforms  to  the 
requirements  of  the  different  classes.  The  lamps  are  inserted  from  the 
side  instead  of  the  roof.  The  body  is  mounted  on  two  hammered  asles 
4J  inches  in  diameter,  with  collarless  journals  S§  by  3J  inches  in  diam- 
eter. The  wheel  centres  are  of  wrought  iron,  and  to  them  tires  of  36 
inches  diameter  are  bolted.  The  pedestals  are  of  the  same  material, 
formed  after  the  continental  pattern.  In  these  fit  axle  boxes  possessing 
many  remarkable  features  They  are  of  a  cylindrical  form,  6^  inches  in 
diameter  and  bored  4J  inches  on  the  wheel  side,  (the  same  as  the  axle 
diameter.)    From  that  end  to  the  fi'ont  of  the  box  they  are  recessed  as 


First,  a  suitable  cavity,  in  which  ai-e  sprung  leather  packing  gaskets ; 
second,  the  recess  into  which  are  placed  a  series  of  steel  rollers,  {4| 
inches  long  by  fj-  inch  diameter,}  completely  enveloping  the  journal  and 
bearing  against  the  smooth  interior  of  the  box.  Longitudinally  these 
are  confined  by  two  brass  journal  rings  IJ  inch  wide,  bored  the  same 
diameter  as  the  journal.  The  rollers  are  united  at  their  extremities  by 
a  succession  of  small-link  plates.  AH  of  these  articles  are  entered  to 
then:  place  from  the  front  of  the  box,  over  which  a  brass  cap  is  secured 
on  threads  cut  in  the  cast  iron.  The  cap  is  locked  by  a  pawl-catch, 
which  prevents  its  rotation.  The  thrust  of  the  axle  is  received  on  a 
steel  pin  (IJ  inch  diameter  by  3  inches  long)  screwed  in  the  centre  of 
the  brass  cap,  being  held  to  its  work  by  a  lock-nut,  and  bearing  on  a 
corresponding  pin  inserted  in  the  end  of  the  axle  journal,  thus  greatly 
reducing  the  thrnst  friction.  The  joum^  friction  is  converted  into  roll- 
ing friction  by  means  of  the  steel  roUers.  Below  the  box  is  cast  a  cellar, 
from  which  the  rollers  lap  up  oil  continuously.    The  links  prevent  them 
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from  wearing  ridges  in  the  soft  parts  of  the  box.  It  will  merely  be  re- 
marked, in  passing,  that  this  system  of  employing  rolling  friction  on  a 
car  journal  possesses  many  advantages  over  another  exhibited  in  the 
same  department.  In  the  latter  a  series  of  balls  are  confined  between 
two  grooved  circular  plates ;  the  top  plate  is  fastened  rigidly  to  the  main 
spring,  the  lower  travels  on  a  ring  turned  on  the  axle  journal  as  well  as 
on  the  balls.  The  axle  is  transversely  guided  by  a  small  loosely-fitting 
box  entered  in  the  pedestal.  The  axle  boxes  of  Mr.  Vidard's  car  are  sur- 
mounted by  four  semi-elliptic  springs.  Bach  spring  is  composed  of  seven 
leaves  3  inches  wide,  two  f  inch  thick,  and  five  of  i  inch  thickness ;  span 
of  spring  equal  to  six  feet.  The  brake  is  applied  &om  the  interior  of  the 
upper  compartment,  while  its  staff  passes  down  outside  of  the  car.  The 
highest  point  of  the  roof  equals  thirteen  feet  six  inches  from  the  rails ; 
the  main  foot  boards,  along  which  the  guard  travels,  are  two  feet  ftom  the 
same.  The  coupling  links  are  composed  of  two  shackles  united  by  a  right 
and  left-threaded  bolt,  after  the  plan  universally  adopted  on  continental 
railways,  and  which  contributes  sensibly  to  the  passengers'  comfori;  by 
always  keeping  the  buffers  in  contact,  preventing  thereby  sudden  shocks 
while  the  train  is  in  motion.  The  following  comparative  table,  extracted 
from  a  pamphlet  issued  by  Mr.  Vidard,  clearly  sets  forth  most  of  the 
economic  results  to  be  derived  from  this  system: 

Comparative  table  of  railway  carriages. 


— ^ 

Wflght,  emply. 

Seats  fumlBhed. 

B»«™.ted 

C03.,  (gold.) 

Dead 

,.,..,„.„ 

Total. 

Carr'ga. 

Total. 

Carriage. 

Train 

15carrLage«,like«ioB6onth6 
Weslem  raUway  of  Fraace: 

Fourcfliriagen,  flrrtolaas 

Four  carriages,  second olasa... 

Seven  carriagos,  tiiia  cIbeh  . . . 

13,190 
13,450 
13,TaO 

63,8Q0 
89,530 

M 

i 

$1,BOO 

5,9B0 

Pouiii. 

IM,™ 

id,m 

eight  csmagea : 

S 

m 

"    ' 

IS,  000 

180,000 

000 

$1,800 

S14,  400 

Whence  it  appears,  that  with  eight  carriages  weighing  120,000  pounds, 
he  is  able  to  transport  as  many  passengers  as  would  formerly  require  a 
train  of  fifteen.  Besides  a  saving  in  the  first  cost  of  the  rolling  stock, 
he  effects  the  transportation  with  a  dead  weight  of  only  200  i>ounds  per 
passenger  agaiust  320.  If  our  American  system  is  scrutinized,  we  believe 
it  will  appear  that  few  roads  effect  their  transportation  with  less  than  500 
pounds  dead  weight  per  passenger.     Of  course  sleeping  coaches  are  not 
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considered,  forwith  them  the  weight  fi'equently  reaches  twice  this  amount. 
It  is  problematic  whether  or  not  thia  system  could  be  generallly  adopted 
in  the  United  States,  where  passengers  are  accustomed  to  so  great  lati- 
tude iu  their  movements.  But  on  lines  converging  towards  large  cities, 
as  New  Yorii,  Philadelphia,  St.  Louis,  &e.,  where  the  laboring  classes 
reside  within  a  radius  of  Ave  or  ten  miles,  it  could  be  made  to  them  a  great 
boon,  as  well  aa  source  of  profit  to  the  railway  companies.  For  instance, 
where  the  companies  now  transport  120  passengers  in  two  cars  weighing 
60,000  pounds,  they  could  carry  2iO  passengers  in  three  ears  weighing 
45,000  pounds,  thus  keeping  the  actual  roUing  weight  at  about  the  same 
figure,  also  the  cost  of  transportation.  But  they  could  diminish  the  rate 
of  fare  to  them  fully  25  per  cent,  and  still  receive  50  per  eeuL  in  excess 
of  their  gross  profits  from  the  120  passengers.  Cheaper  travel  would  be 
attended  by  its  legitimate  results — an  increase  of  those  who  would 
make  the  suburban  districts  their  homes — and  greatly  extend  the  business 
of  roads  adopting  so  liberal  a  policy. 

IRON  FRAMES  FOE  RAILWAY  CARRIAGES. 

As  at  home,  so  on  the  continent,  the  advantages  possessed  by  iron 
frames  for  railway  carriages  and  cars  over  those  of  wood  have  of  late 
been  universally  conceded.  The  superior  rigidity  thereby  imparted 
maintains  the  integrity  of  the  whole  fabric  and  throws  the  function  of 
elasticity  entirely  upon  the  springs,  instead  of  sharing  that  attribute 
between  the  main  aiUs  or  girders  and  the  springs,  Pi'actice  seems 
divided  between  the  use  of  trough  and  I-beams.  The  I-beam  is  con- 
venient for  attaching  the  cross-framing  of  the  floor,  and  the  trough 
beam  for  a  seeui*e  fastening  of  the  pedestals.  The  end  sill  or  buffer  is 
usually  of  hard  wood,  posts  of  the  same,  and  roof  beams  of  T-iron. 
Freight  c^s  with  deep  sides  are  furnished  with  small  trougli  beams  in 
lieu  of  stakes.  The  I-beams  of  carriages  30  feet  long  are  usually  rolled 
to  a  depth  of  9  inches,  with  heads  of  3J  inches  width. 

It  may  be  of  interest  here,  to  note  the  progress  of  the  French  in  the 
general  manufacture  of  I-beams.  The  celebrated  house  of  Petin  H. 
Gaudet  &  Co.,  Rive  de  G-ier,  Loire,  furnish  most  remarkable  samples. 
Each  beam  weighs  between  4,900  and  5,500  pounds,  and  shows  signs  of 
good  roUing.    Their  dimensions  are  given  in  the  subjoined  table : 

t&  Co.'s  rolled  I-beams. 
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EESSBMBE  STEEL  PAHBLS. 


There  is  one  other  use  of  iron  which  seems  to  promise  signal  diminu- 
tion in  the  weight  of  structure  as  well  as  increased  durability.  It  con- 
sists in  forming  all  the  panels  of  a  railway  carriage  fix)m  large  sheets 
of  galvanized  iron,  attaching  the  same  by  screws  to  the  wooden  posts, 
and  covering  the  joints  with  a,  neat  moulding.  A  still  greater  refine- 
ment is  the  employment  of  Bessemer  steel,  as  shown  on  a  flrst-class 
carriage  in  the  French  annex.  These  plates  of  ^  of  an  inch  in  thick- 
ness are  of  large  area,  very  smooth,  and  susceptible  of  a  good  finish 
In  the  hands  of  the  painter.  The  general  effect  of  this  piece  of  work- 
manship would  be  difticnlt  to  surpass. 

AMERICAN  HOSPITAL  CAB. 
The  well-known  firm  of  Wm.  Cummiugs  and  Son,  of  Jersey  City, 
New  Jersey,  exhibit  a  beautifully  executed  model  of  an  American  hos- 
pital car,  complete  in  all  its  appointments,  and  built  to  the  scale  of 
quarter.  The  system  adopted  for  hanging  the  litters  is  clearly  shown, 
the  details  of  the  trucks  perfect.  The  patent  brake  of  Wm.  G.  Creamer, 
affixed  to  the  platform,  is  too  generally  appreciated  to  require  comment. 
It  must  be  confessed  that  the  system  of  axle-boxes  and  pedestals 
regarded  with  most  favor  on  our  railways  seems  nnnecessarily  bulky 
and  heavy  when  compai'ed  with  many  sanctioned  by  foreign  practice. 
That  of  Mr.  De]annoy,engiaeerof  the  Sceaux&Orsay  railway,  France, 
may  be  cited  among  others  as  combining  great  simplicity  and  com- 
pactness, with  a  judicious  arrangement  of  the  parts  respecting  lubrica- 
tion and  tlie  effect  of  strains. 

STREET   CARS. 

Mr.  John  Stephenson,  of  Kew  York,  has  sent  a  car  built  for  the  India 
Street  EaUway  Company.  The  furnishings  are  made  with  special  refer- 
ence to  the  requirements  of  the  climate,  and  the  roof  fitted  with  two 
longitudinal  seats,  to  which  the  ascent  is  made  by  la<^lders  at  the 
extremities  of  the  car.  The  careful  selection  of  material  for  resisting 
the  various  strains,  the  shaping  of  the  same  for  securing  the  greatest 
strength  with  the  minimum  quantity,  and  the  total  absence  of  braces, 
ties,  &e.,  saveat points  subject  to  severe  strains,  are  characteristic  features 
in  the  cars  produced  by  this  maker,  and  present  a  valid  claim  to  the 
highest  regard  as  models  of  their  class. 

FREIGHT    CARS. 

The  employment  of  short  cars  mounted  on  four  wheels  for  the  trans- 
portation of  freight  is  weU-idgh  universal  in  England  and  France.  In 
parts  of  Germany  the  freight  cars  are  mounted  on  two  four-wheeled 
tracks  similar  to  the  American  pattern.  The  practical  limit  of  wheel- 
base  to  a  car  having  four  wheels  has  hitherto  been  regarded  as  small, 
on  account  of  the  parallelism  of  its  axles,  which  can: 
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of  the  rails  on  sharp  curves.  An  invention  of  Messrs.  Boumique  & 
Vidard,  exhibited  in  the  Prencli  annex,  obviates  this  difficulty  by 
allowing  each  axle  to  assume  a  radial  position  with  reference  to  the 
curve.  The  principle  of  construction  is  clearly  shown  in  the  sketches  on 
Plate  ni,  Figs.  1, 2,  and  3.  The  car  was  built  by  Messrs,  Gargan  &  Co., 
in  1866.  Since  then  it  lias  traveled  continuously  on  the  Western  rail- 
way of  I'rance  (between  Paris  and  Havre)  with  an  average  load  of  li 
Ions.  It  has  also  made  journeys  with  loads  of  16  tons  on  curves  of  380 
feet  radius,  working  with  perfect  regularity.  Its  general  dimensious 
are:  26  feet  by  8  feet  6  inches  wide;  13  feet  6  inches  between  centres  of 
axles.  The  wheels  are  of  wrought  iron,  and  39  inches  in  diameter;  total 
weight  equals  14,500  pounds.  The  inventors  make  the  following  com- 
parison between  their  system  and  that  in  general  practice: 
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From  which  it  appears  that  this  system  effects  the  passage  of  27  per 
cent,  more  goods,  with  a  corresponding  diiinution  of  dead  weight  in 
rolling  stock,  and  a  reduction  in  first  cost  of  the  train  of  about  33  per 
cent. 

CAE  INTBECOKMUNIOATION. 

It  is  curious  to  note  how  the  various  principles  of  philosophy  are 
being  marshaled  into  the  service  of  those  who  may  have  occasion 
to  communicate  with  the  guards  of  railway  trains,  in  such  a  mode- 
rately exciting  event  as  the  coup6  taking  fire  or  the  attack  of  an 
assassin.  Direct  application  to  the  engineer  under  such  circumstances, 
by  means  of  a  bell  rope  properly  protected,  is  apparently  esteemed 
a  dangerous  liberty.  Hence  the  use  of  galvanic  batteries,  lights, 
pneumatically  struck  bells,  &c.  In  the  English  department,  Mr.  W. 
H.  Preece,  of  Southampton,  exhibits  a  system  of  electric  signals, 
which,  so  far  as  concerns  the  traveler,  is  illustrated  by  the  model  showing 
the  interior  of  a  coup6,  near  the  roof  of  which  is  placed  a  circular  glass 
plate  about  7  inches  diameter  covering  a  small  ring;  surrounding  this  are 
inscribed  the  following  directions:  "To  warn  the  guard,  break  glass  and 
pull  the  ring."  The  French  department  contains  three  specimens  of  elec- 
trical appai^tus  contributed  respectively  by  Messrs.  Prudhomme,  of 
Paris;  A.  Archad  &  Co.,  of  the  same  city,  and  the  Eastern  Railway  of 
France;  also,  a  pneumatic  system.  The  latter  is  the  invention  of  Mr. 
Jolly,  61  Quai  de  G-renelle,  Paris,  and  is  shown  applied  to  two  highly  fin- 
ished ears  manufactured  by  Messrs.  Chevalier  Obeilus,  jr.,  &  Co.    Upon 
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his  system  there  is  placed  iu  the  roof  of  each  coupe  a  small  brass  cylin- 
der, from  one  end  of  wliieh  communication  is  maintained  by  lead  pipes 
along  the  sides  and  under  the  cars,  (rubber  tubes  between  ears,)  with  a 
corresponding  cylinder  in  the  guard  van.  The  cylinders  in  the  coupes 
are  fitted  with  pistons  having  handles  on  the  euds  of  the  piston-rods ;  a 
spiral  spring  keeps  the  piston  at  the  pipe  end  of  the  cylmder.  In  the 
guard  van  the  spring  tends  to  keep  the  piston  away  from  that  end,  and 
the  piston-rod  supports  an  escapement  of  clooli-work  arranged  for  impart- 
ing motion  to  a  bell-hammer.  The  operation  is  simple:  the  passenger 
pulls  the  handle  of  the  coup^  cylinder ;  rai'efaction  of  the  air  within  takes 
place,  which  being  propagated  to  the  guard-van  cylinder,  its  piston  yields 
and  brings  the  clock-work  immediately  into  action. 

In  Prussia  and  Austria  the  cause  of  difficulty  is  in  great  measure 
removed  by  carrying  the  partitions  between  coupes  no  higher  tlian  the 
backs  of  the  seats,  except  for  smoking  carriages.  The  backs  being  high, 
one  feels  as  great  a  degree  of  seclusion  as  in  a  box  eoup^,  yet  with  the 
privilege,  if  necessary,  of  calling  in  assistance  from  the  adjoining  com- 
partment. In  cases  of  fire,  the  guard's  running-board  aftbrds  a  means  of 
escape,  as  in  most  cases  the  door  fastening  on  one  side  or  the  other  is 
not  secured.  The  use  of  such  running-boards  and  hand-rails  Is  justly 
made  compulsory  in  many  countries, 

RAILWAY  CAEEIAGB   SPRINGS. 

It  is  an  interesting  fact,  in  regard  to  steel  springs  for  railway  car- 
riages and  wagons,  that  Prussia,  Austria,  and  Belgium  combine  the 
leaves  in  a  manner  not  yet  practised  in  France.  Only  a  single  spring 
prepared  on  this  principle  can  be  found  in  the  English  department, 
among  the  specimens  of  Messrs,  J.  Brown  and  Co,,  (limited,)  of  Shef- 
field. The  leaves  of  elliptic  and  semi-elliptic  springs  are  usuaJly  bound 
together  by  means  of  a  central  strap  or  buckle  of  wrought  iron,  held  in 
place  with  a  rivet,  or  by  indentations  in  the  buckle.  To  prevent  a 
transverse  motion  of  the  ends  of  the  leaves,  it  has  been  customary  to 
forge  near  the  extremities  of  each  leaf  two  "slots"  and  projecting 
pins,  arranging  them  in  such  a  manner  that  the  slots  and  pins  will 
match  those  on  the  adjacent  leaves.  The  new  system  consists  in  roll- 
ing the  spring  steel  with  a  single  central  corrugation,  thus  forming  on 
the  one  side  a  groove  ^  inch  wide  by  ^  inch  deep,  and  on  the  other  a 
corresponding  rib.  When  these  plates  are  cut  up  and  built  into  springs 
theyare  bound  byabuckle  aswell  as  ay\-inch  central  rivet.  It  is  evi- 
dent that  the  action  of  the  leaves  is  not  impeded  in  a  longitudinal 
direction  while  perfectly  guided  in  a  transverse,  and  one  would  naturally 
conclude  that  their  thickness  (on  account  of  increased  depth)  might  in  a 
measure  be  reduced.  The  corrugations  in  no  way  interfere  with  the 
spring  bolts  or  hangers,  but  are  caused  to  fade  away  near  the  extremities 
of  those  leaves  to  which  the  attachments  are  made.  Nearly  all  the  rail- 
way carriages  sent  by  the  coim tries  mentioned  are  furnished  with  springs 
of  this  character. 
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CAR   WHEELS. 

The  practice  of  nations  seems  mueli  cli\i(led  on  tlie  subject  of  the 
proper  material  for  car  wheels.  The  wronght-iron  wheel  is  almost 
exclusively  adhered  to  in  England,  France,  and  Prussia;  while  Holland 
and  Austria  discover  features  worthy  of  attention  in  the  cast  iron.  The 
general  properties  of  the  wrought-iron  spoke  wheel  are  familiar  to  all. 
The  Society  of  Providence,  (limited,)  whose  office  is  at  208  Quai  Jemma- 
pea,  Paris,  display  specimens  of  rolled  wrongh  t-iton  wheel  centers,  without 
weld,  whose  radial  section  is  similar  to  an  I-beam.  Upon  such  centers 
the  tire  is  held  with  four  ^-inch  rivets. 

The  Society  of  Mines  and  Steel  Works,  Bochum,  Prussia,  exhibits  a 
remarkable  cast  of  wheels.  It  was  formed  by  stacking  the  flasks  22 
wheels  high,  with  the  hubs  in  contact,  and  then  pouring  in  crucible  steel 
through  a  side  runner.  Although  this  east  was  made  more  as  a  matter 
of  curiosity,  it  is  quite  customary  with  this  company  to  arrange  them  in 
tiers  of  six  wheels  each,  and  thus  save  the  numerous  side  runners 
required  when  cast  singly.  One  swinging  of  the  set  in  the  lathe  answers 
for  facing  up  all  the  treads  and  flanges.  These  wheels  have  a  single 
plate  and  are  40  inches  in  diameter. 

Mr.  Krupp,  of  Essen,  Ehenish  Prussia,  is  also  extensively  engaged  in 
the  manufacture  of  cast-steel  wheels. 

Messrs,  I>e  Dietrich  &  Co.,  of  Niederbronn,  Bas-Bhin,  send  two  sam- 
ples of  their  cast-iron  double-plate  chilled  wheels,  from  the  TJtreeht 
Foundry,  HoUand,  of  which  Messrs.  Kreuseman  &  Vanden  Wall  Bake 
are  the  proprietors.  There  are  four  wheels :  one  cast-iron  double-plate 
wheel  38  inches  diameter,  and  three  of  various  diameters,  having  ea«h  six 
ribbed  spokes. 

The  Austrian  contributions  are  by  A.  Ganz,  of  Ofen ,  Hungary,  and  Mr. 
Demfl,  of  the  same  section  of  country.  The  former  gentleman  is  the 
most  extensive  manufacturer  in  Austria,  and  makes  a  double  plated 
wheel  similar  in  design  to  that  known  in  America  as  the  "  Snow  patent." 
He  exhibits  a  wheel  (No.  2,410)  38  inches  diameter  east  in  1856,  which  has 
served  under  a  10-ton  four-wheeled  wagon  for  the  last  11  years.  The 
tread  of  this  wheel  appears  in  excellent  condition,  the  metal  close  grained 
without  signs  of  honey-combing.  The  director  general  of  the  Austrian  I. 
B.  P.  State  Railway  Society  certifier  to  the  fact  of  this  wheel  having  run 
50,0ai  miles.  The  road  on  which  these  wheals  are  used  is  419  miles  in 
length,  and  pursues  a  southeasterly  course  from  Vienna  through  Hun- 
gary. In  respect  to  climate  the  trial  is  most  severe.  Its  merits  are  cer- 
tainly appreciated  or  the  shop  number  would  not  extend  as  high  as 
84,981,  which  was  noticed  on  a  wheel  cast  during  the  present  year. 
The  wheels,  as  usual,  have  three  core  holes  in  the  back.  Tbe  only 
peculiarity  about  these  holes  is  a  V  groove  cast  near  the  opening,  into 
which,  when  the  core  is  removed,  an  eighth  of  an  inch  sheet-iron  disk  is 
sprung.  This  method  is  employed  on  wheels  designed  specially  for 
passenger  coaches,  and  prevents  the  entrance  of  stones,  which,  rattling 
within  a  wheel  of  so  large  diameter,  become  a  source  of  much  annoyance. 
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PORTABLE    AND    TRACTION    EN&INES— CRANES 
AND  rOK&INGS. 

Engines— Cranes— Single  pivot  t 
CRANES — Boiler  for  Thompson's 
Pressed  foroinos— Universal 


I.— ENGINES. 

A  growing  prefcreaee  for  steam  over  manual  power  for  agricultural 
purposes,  is  clearly  shown  by  the  number  and  variety  of  traction  and 
portable  engines  exhibited  in  the  English,  French,  and  Belgian  depart- 
ments. !No  very  marked  novelties  are  noticeable  upon  inspecting  the 
same,  but  rather  the  evidence  of  careful  study  on  the  part  of  the  design- 
era  to  eftfect  economic  use  of  fuel  by  means  of  steam  Jacketing,  heated 
feed  water,  expansion  valves,  and  a  correct  balancing  of  the  parts.  In 
England  the  manufacturers  have  been  stimulated  by  competitive  trials, 
instituted  under  the  auspices  of  the  Royal  Agricultural  and  other  socie- 
ties, to  a  healthy  emulation,  resulting  in  a  marked  elevation  of  the 
standard  of  excellence.  Her  principal  manufecturers  are  Messrs.  Avel- 
ing  &  Porter,  73  Cannon  street,  Loudon ;  Bansomes  &  Sims,  of  Ipswich; 
John  Fowler  &  Co.,  of  Leeds;  Clayton  Shuttleworth  &  Co.,  of  Lincoln  ; 
and  Messrs.  Ruston  Proctor  &  Co.,  also  of  the  same  town.  The  traction 
engine  of  Messrs.  Aveling  &  Porter  achieved  in  the  park  the  feat  of 
drawing  five  loaded  wagons  (weighing  thirty-five  tons)  up  a  gentle  as- 
cent. Its  workmanship  is  of  the  first  order,  and  superior  to  that  of  its 
rivals. 

Messrs.  Ransomes  &  Sims  exhibit  self-moving  as  well  as  portable 
engines.  One  of  the  latter  drives  a  section  of  the  British  machinery 
department,  but  receives  its  steam  from  the  supply  boilers  without  the 
main  building.  Under  ordinary  circumstances  a  pressure  of  100  pounds 
per  square  inch  is  carried  in  the  boiler ;  the  cylinders  are  9  inches  diam- 
eter by  12  inches  stroke,  the  engine  speed  125  revolutions  per  minute, 
thereby  developing  (under  a  full  load)  from  25  to  30  horse-iwwer,  at  an 
expense  of  2J  pounds  of  coal  per  indicated  horse-power.  Most  of  this 
engine's  working  parts  are  made  of  case-hardened  iron  or  forged  from 
steel,  a  copper  heater  is  placed  in  the  chimney,  and  independent  expan- 
sion valves  on  the  back  of  the  main  valves.  The  forward  axlo  of  their 
self-moving  engine  is  mounted  with  hemispherically  concave  and  convex 
3  g  £ 
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king-bolt  plates,  enabling  tbe  ■wheels  to  adapt  themselves  to  the  ine- 
qualities of  a  road  without  causing  an  inclination  of  the  engine. 

Mrasrs.  John  Fowler  &  Co.,  the  celebrated  manufactui'ei's  of  steam- 
ploughing  machinery,  have  introduced  an  important  improvement  in  the 
gearing  of  their  engines.  By  casting  all  the  driving  gears  of  steel,  they 
do  away  with  exaggerated  proportions  and  save  the  diflicnlties  experi- 
enced through  frequent  breakage. 

A  diflferential-motion  device  is  the  main  feature  in  the  engine  of 
Messrs.  Clayton,  Shuttleworth  &  Co.  It  enables  the  driving  wheels  to 
accommodate  themselves  free  of  strain  to  sharp  curves,  at  the  same  time 
they  remain  in  gear  and  receive  the  full  power  of  the  engine. 

Among  the  French  houses  of  note  may  be  mentioned :  Messrs.  J,  F. 
Cail  &  Co.,  of  Paris;  F.  Calla,  54  Rue  Philippe  de  Girard,  Paris;  and 
Hermann  Lachapelle,  144  Eue  du  Faubourg  Poissonniere.  Their  engines 
are  mounted  on  solid  bedplates  and  these  in  turn  bolted  to  the  boilers, 
in  place  of  the  direct  attachment  so  much  in  tavor  among  British  manu- 
facturers.     Expansion  valves  and  other  refinements  are  quite  common. 

A  very  neat  road  engine  of  three  horse-power,  the  invention  of  Mr. 
Larmanjat,  is  exhibited  by  A.  M.  Ed.  Yiaune,  of  18  Eue  Dauphine,  Paris. 
The  boiler  is  constructed  on  the  locomotive  principle  and  mounted  on 
three  wheels,  the  pilot  sits  in  front  of  the  smoke  box,  while  the  engineer 
performs  his  duties  from  a  foot  board  behind  the  Are  box.  The  design  of 
the  machinery  is  also  like  that  of  a  locomotive,  with  the  exception  that 
the  crank  shaft  caiTies  on  its  opposite  extremities  pinion  and  spur  wheel  s, 
gearing  with  corresponding  ones  on  the  main  wheel  shaft.  Accordingly 
as  one  or  the  other  of  the  clutches  (which  transmits  the  motion  of  these 
gears)  is  thrown  into  action,  the  speed  of  the  engine  is  increased  or 
diminished.  Two  parallel  levers  with  boxes  on  the  wheel  shaft,  extend 
beyond  the  back  seat  of  the  platform ;  they  carry  near  the  main  a 
counter  axle,  having  small  driving  wheels,  and  to  these  motion  is 
imparted  by  an  endless  chain  over  pulleys  on  both  shafts.  It  follows, 
that  when  the  extremities  of  the  levers  are  forced  down  (by  a  screw  on 
the  end  of  the  carriage)  the  small  drivers  rest  upon  the  ground  and  the 
large  ones  become  elevated.  Four  degrees  of  velocity  result  from  this 
combination,  so  that  a  proper  speed  for  ascending  grades  may  be  readily 
selected.  On  an  ordinary  road  from  6  to  10  miles  per  hour  is  considered 
the  engine's  average  speed,  (when  loaded,)  but  where  the  incline  equals 
1  in  150  the  small  wheels  must  be  thrown  into  action  and  the  speed  is 
reduced  to  about  two  and  a  half  mUes.  The  quality  of  the  workmanship 
is  best  judged  by  the  fact  that  this  engine  has  already  run  over  1,000  miles 
without  the  slightest  repair.  It  is  valued  at  $1,600,  (gold.)  Tbe  ease 
with  which  it  is  manipulated,  both  as  resiMcts  speed  and  direction,  com- 
bined with  the  comfort  and  security  aft'oided,  strongly  recommend  the 
system  to  public  favor. 
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II.— CRANES. 


England,  France,  Belgium,  and  Prussia  are  the  only  countries  contri- 
butingcranes  to  the  Exposition.  Of  these,  there  are  six  stationary,  eight 
portable,  and  four  self-propeUing.  They  haveall  seen  service  previous  to 
the  public  opening  of  the  building,  during  which  time  the  latter  class 
proved  themselves  of  special  benefit  by  carrying  heavy  machinery  and 
locating  it  upon  prepared  foundations.  They  will  also  assist  in  remov- 
ing the  same  at  the  close  of  the  Exposition.  The  principal  feature 
■worthy  of  note  in  the  stationary  cranes  is  the  inveation  of  Mr.  C.  Neustadt, 
71  Bue  de  Chabrol,  Paris.  He  makes  use  of  a  plate  link  chain,  which, 
instead  of  winding  on  a  drum  until  two  or  three  successive  layers  are 
formed,  merely  passes  three  quarters  of  the  distance  aroimd  a  pinion 
having  teeth  entering  between  the  links,  and  is  then  discharged  into  a 
box  on  the  crane  post.  The  diameter  of  a  pinion  for  a  crane  of  six  tons 
capacity  will  not  exceed  4  inches,  and  since  there  is  no  possibility  of  the 
chain  coiling  successively  on  the  pinion,  the  leverage  will  continue  the 
same  when  the  weight  reaches  the  point  of  the  jib,  as  it  was  on  leaving 
the  ground.  Mr.  Neustadt  also  counterbalances  the  handles  of  his  crane 
with  a  suitable  casting.  He  exhibits  two  cranes,  one  for  lifting  aix  and 
the  other  10  tons.  This  system  will  prove  of  benefit  in  the  construction 
of  hand  cranes  for  heavy  weights,  also  in  positions  where  it  may  be  diffi- 
cult to  place  a  drum  capable  of  carrying  a  long  chain. 

SINGLE  PIVOT   CEASES 

Messrs.  Haute  Viveaux  &  Co.,  of  Dammarie-siir-Saulx,  France,  send 
four  single  pivot  cranes  composed  of  cast  and  wrought  iron,  one  limited 
to  six  tons  and  the  others  10  tons  each.  By  them  the  principle  of  Mr. 
Neustadt  is  followed,  but  with  the  use  of  straight  mstead  of  plate  link 
chains.  Their  jibs  are  elliptical  in  section  and  formed  by  riveting 
together  boiler  plates  bent  with  the  proper  curvature.  The  "Society 
Hauts  Fourneaux  de  Maubeuge"  exhibit  a  self  counterpoising  portable 
crane.  The  track  carrying  the  weighted  box  rises  at  its  extremity  with 
a  carv-e  resembling  a  semi-cycloid  and  overhangs  the  crane  car  to  the 
same  extent  as  the  jib.  The  "  fall,"  although  double,  has  not  its  extremity 
fastened  at  the  end  of  the  jib,  laut  returns  over  a  second  sheave  to  a 
third  at  the  extremity  of  the  counterpoise  track  arms,  over  which  it 
passes  and  is  seciired  to  the  counterpoise  weight.  By  this  arrangement 
the  counterpoise  is  made  to  travel  out  on  its  track  arms  far  enough  to 
equalize  the  action  of  the  weight  raised  by  the  crane.  It  should  be 
observed  in  this  disposition,  that  the  chain  is  continuous  over  all  the 
sheaves,  one  extremity  being  fastened  to  the  counter-weight  box  while 
the  other  is  secured  to  the  hoisting  drum.  In  like  manner,  when  the  time 
arrives  for  landing  the  load,  the  counterpoise  returns  to  a  position  near 
the  pivot  of  the  crane,  thus  removing  at  the  same  time  all  weights  tend- 
ing to  destroy  the  equilibrium. 
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CHRETIEN'S   PORTABLE   CRANE. 

Themost  novel  portable  crane  in  the  Exposition  is  ttie  invention  of  Mr.  J. 
Chretien,  150  Boulevard  Richard  Lenoir,  Paris,  Plate  HE,  Figs.  4, 5,  and  6, 
In  place  of  donble  cylinders  acting  on  gearing  with  link  valve  motions, 
&C.,  the  lower  extremity  of  his  crane  jib  is  a  steam  cylinder  about  14  inches 
bore  bynine  feet  stroke.  The  cross-head  of  the  piston  rod  works  on  guides 
attached  to  the  inner  surfaces  of  the  two  I-beams  forming  the  remaining 
portion  of  thejib.  Where  the  connecting  rod  would  properly  be  attached 
is  introduced  a  sheave  over  which  the  hoisting  chain  passes.  One  end 
of  this  chain  is  fastened  to  the  extremity  of  the  jib,  the  other,  having 
taken  one-half  a  turn  around  this  sheave,  runs  over  another  at  the  ond  of 
thejib  and  so  down  to  the  load.  The  combination,  therefore,  is  that  of 
a  single  movable  pulley,  in  which  the  weight  is  attached  to  the  fall,  and 
the  power  to  the  movable  pulley.  If  the  weight  must  be  raised  30  or  40 
feet,  as,  for  instance,  the  dumb-waiter  of  a  public  building,  the  length  of 
cylinder  need  not  be  altered,  but  the  cross-head  should  have  three  or  four 
sheaves  instead  of  one,  which  is  also  true  of  the  fixed  pulley.  Mr.  C 
exhibits  a  specimen  of  this  character  in  constant  service  at  the  restaurant 
of  the  "  International  Circle  building."  On  the  side  of  the  pivot  opposite 
the  jib  is  a  trough  girder,  at  whose  extremity  the  boiler  is  attached. 
Within  this  girder  the  operator  stands,  for  firing,  giving  steam  to  the 
jib  cylinder,  and  rotating  the  crane.  Its  sides  carry  tanks  for  water  and 
fuel.  Rotation  on  the  axis  is  produced  by  means  of  a  spur  wheel  fixed 
on  the  car  and  a  pinion,  whose  shaft  runs  up  the  side  of  the  girder  to  a 
haodwheel  connection  above.  A  pawl  attachment  is  made  at  the  end  of 
the  jib  to  the  sheave,  for  arresting  its  motion,  and  an  automatic  device 
secured  to  the  valve  for  reversing  the  same  if  by  accident  the  piston 
should  approach  too  near  either  head  of  the  cylinder.  This  style  of  crane 
is  rapid  and  perfectly  noiseless  in  its  action,  is  cheaply  fitted,  and  acts 
directly  on  the  load,  without  gearing  or  clutches  between  power  and 
weight. 

BRITISH   CRANES. 

The  cranes  of  Messrs.  Geo.  Russell  &  Co.  and  Alexander  Shanks  & 
Son,  of  Scotland,  similar  in  design,  are  limited  to  burdens  of  five  and  six 
tons  in  weight.  Their  average  pressure  of  steam  is  CO  xK>nnds  per 
square  inch,  and  consumption  of  coal  abont  56  pounds  per  hour. 

On  the  crane  of  Messrs.  Geo.  Russell  &  Co.  the  rotation  gear  is  actuated 
by  an  endless  chain  from  the  main  shaft,  tightened  with  an  idler  pulley, 
which  yields  in  the  event  of  the  jib  meeting  an  obstruction,  thus  sus- 
pending the  rotation. 

BOILER  FOR  THOMPSON'S  CEANE. 

Mr.  E.  W.  Thompson,  of  Edinburgh,  Scotland,  exhibits  a  portable  two- 
tone  crane  equipped  with  a  boiler  and  winding  engine  of  his  own  inven- 
tion. The  boiler  belongs  to  the  upright  tubular  class  constructed  with 
a  high  fire-box.   Its  tube  sheet  is  first  pierced  by  a  circle  of  tubes  near  the 
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flre-box  walls,  then  by  the  flanged  opening  of  a  spherical  vessel,  depend- 
ing from  the  sheet  within  the  upper  portion  of  the  fire-box.  The  water 
of  the  boiler  freely  circulates  within  this  vessel,  which  is  designed  to  be 
themain  steam  generator,  and  deflects  with 
its  surface  all  the  flamesarisiug  from  the  fii  e, 
against  the  sides  of  the  fire-box.  The  en 
gine  is  called  a  "  dififereutial  rotary."  It 
has  but  one  cylinder,  parallel  to  whose  axis 
lies  a  shaft  with  two  fixed  elliptic  spur 
wheels,  separated  by  a  distance  greater  than 
exists  between  the  heads  of  the  cylindex 
and  keyed  as  shown  in  the  sketch.  The  I 
cylinder  contains  four  closely  fitting  sectoi  | 
blocks  whose  combined  cubic  contents  ; 
equals  nearly  three-quarters  that  of  th* 
cylinder.  Two  of  these  blocks  are  rigidh 
attached  in  a  diametral  line  to  a  shoit 
shaft  passing  through  only  one  head  of  th( 
steam  cylinder,  the  other  two  similarly  witl  i 
a  shaft  passing  out  through  the  oppositt 
head.  Both  of  these  short  shafts  carry  elbp 
tic  spur  wheels  which  gear  with  those  un 
the  main  parallel  shaft.  The  effect  pi 
duced  by  these  elliptic  spurs  (if  the  fl\ 
wheel  is  turned  by  hand)  is  that  of  causing 
two  diametral  sides  of  the  sectors  on  the 
one  shaft  to  approach  two  on  the  other,  _ 
when  having  almost  reached  their  line  ot  BoUei  for  Thompson  a  Crane 
contact  a  retrograde  motion  begins.  While  lotation  of  the  s(ctoi->  goes 
on  within  the  steam  cylinder,  they  continut  the  independent  motions  ot 
oscillating  to  and  fro.  In  regulating  the  steam  supply  these  sector 
blocks  act  as  valves  for  the  two  steam  and  two  exhaust  ports  in  the  cyl- 
inder. In  other  respects  Mr.  Thompson's  crane  does  not  differ  materially 
from  other  portable  articles  of  the  same  class. 

The  four  self-propelling  cranes  are  the  workmanship  of  Messrs.  St«thert 
&  Pitt,  Bath ;  Appleby  Bros.,  London ;  James  Taylor  &  Co.,  Birkenhead ; 
and  the  Belgian  Manufacturing  Co.  Their  hoisting  powers  range 
between  five  and  six  tons.  Two  of  them  are  arranged  for  raising  and 
lowering  their  jibs  by  power,  a  useful  feature  in  the  accurate  location  of 
massive  articles.  Double  cylinders  and  link  motions  are  common  to  all, 
while  friction  clutches  take  the  place  of  those  having  teeth.  The  crane 
of  Messrs.  Stothert  &  Pitt  is  specially  worthy  of  note  from  the  simplicity 
of  its  gearing  combination,  in  which  respect  it  greatly  excels  the  one 
contributed  by  the  Belgian  Manufectnring  Company.  The  chain  of  the 
latter  company's  crane  is  arranged  upon  the  system  of  Mr.  Neustadt. 


>v  Google 


PARIS   UNIVERSAL   EXPOSITION. 


HYDRAULIC  HOIST. 


In  additloii  to  the  applications  of  manual  and  steam  power  for  rais- 
ing weights,  hydraulic  force  has  its  representatives  in  two  platform 
elevators,  designed  hy  Mr.  Leon  Edoux,  of  Paris,  for  carrying  visit- 
ors from  the  floor  to  the  roof  of  the  main  building.  Each  platform 
ia  inclosed  by  a  wire  cage  and  fiiraiahed  with  seats  for  twelve  passen  gers. 
They  are  guided  in  their  ascent  by  eight  hollow  cast-iron  columns  and 
counterbalanced  by  as  many  weights  within,  to  which  they  are  at- 
tached by  chains.  The  two  rams  (each  9J  inches  external  diameter) 
are  made  in  joints  of  cast  iron  screwed  together;  they  each  fit  cylinders 
98  feet  in  length,  which  are  sunk  in  the  ground.  When  the 
platform  reaches  the  landing  stage  near  the  roof  69  feet  of  the 
ram  tube  has  left  the  forcing  cylinder;  its  surplus  length  steadies  the 
amount  then  in  the  air.  The  motive  power  is  said  to  be  that  of  the  city 
of  Paris  water  pressure,  or  45  pounds  per  square  inch.  If  allowed 
to  act  with  full  force  it  accomplishes  the  ascent  of  the  platform  iu  75 
seconds,  its  descent  in  55,  Although  these  two  elevators  are  the  only 
working  illustrations  of  the  principle,  its  adaptability  to  iron  smelting 
famaces,  railway  freight  stations,  &c.,  is  clearly  shown  by  drawings 
adorniugthe  neighboring  walis. 

Ill— FOEGIXG. 
STEAM  HAMMERS. 

The  complete  revolution  which  has  taken  place  in  the  manufac- 
ture of  steel  has  developed  tools  capable  of  workiug  large  ingotg 
uito  shafts,  plates,  &c.  Hammers  suitable  for  drawing  down  iron 
are  found  totally  inadequate  to  the  demands  of  steel,  which  must  be 
worked  at  much  lower  temperature  and  with  increased  rapidity.  For 
large  steam  hammers  of  the  ordinary  construction,  a  solid  firm  founda- 
tion nearly  equals  the  first  cost  of  the  tool,  and  even  when  laid  is  of 
doubtful  permanence.  Messrs.  Thwaites  &  Carbntt,  of  Bradford,  England, 
exhibit  a  most  interesting  set  of  models,  drawings,  and  photographs  of 
hammers,  designed  by  Mr,  Ramsbottom  for  overcoming  these  difficulties. 
Their  analysis,  however,  lies  in  the  province  of  another  committee.  Messrs. 
Thwaites  &  Carbutt  have  greatly  improved  their  own  steam  hammers  by 
the  substitution  of  wrought  for  cast  iron  in  the  standards.  Their  work- 
manship is  of  the  finest  character ;  all  holes  are  drilled  and  reamed  to  fit 
exactly  the  rivets  they  receive  and  the  edges  of  the  plates  are  carefully 
planed.  They  exhibit  the  drawings  of  a  hammer  just  patented  which 
gives  fair  promise  of  success.  On  opposite  sides  of  its  anvil  block  are 
sunk  two  veiiical  cylinders  whose  covers  are  flush  with  the  forge  floor; 
their  piston  trunks  rise  to  a  point  higher  than  the  face  of  the  anvil  where 
they  are  rigidly  fastened  to  a  heavy  horizontal  cross-head  carrying  the 
hammer  head  proper  on  its  under  side,  yet  virtually  the  cross-head, 
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trunks,  and  tliis  head  combined,  form  the  hammer.  The  valve  motion 
is  80  arranged  that  both  cylinders  re<;eive  and  exiiaast  steam  at  the  same 
instants.  It  will  be  observed  that  the  piston  areas  for  the  down  stroke 
are  reduced  by  the  areas  of  the  trunks.  The  patterns  for  a  hammer  of 
this  description  are  preparing;  its  merits,  therefore,  will  he  discovered 
before  many  months. 

In  the  Belgian  department  Mr.  Auguste  Detombay,  of  Marciuelle, 
exhibits  a  ten-tons  steam  hammer  with  cast-iron  forked  standards  bolted 
on  a  large  oblong  bed  plate.  Each  standard  bifurcates  at  the  bend, 
{where  breakage  usually  occurs,)  and  by  its  improved  proportions  increases 
the  strength  of  that  weak  point  as  well  as  adding  materially  to  the  sta- 
bility of  the  machine ;  the  standards  are  cored,  forming  box  beams.  This 
arrangement,  however,  reduces  the  room  available  around  the  anvil  for 
tte  manipulation  of  large  forgings,  and  in  this  respect  is  not  as  desirable 
as  the  wrought-iron  system  adopted  by  English  manufacturers. 

Near  the  hammer  just  mentioned  stands  one  buUt  by  Lueien  &  Co.,  of 
Brainele  Oomte,  which  is  double-action  in  the  distribution  of  the  steam, 
and  has  an  automatic  hand  motion.  The  cast-iron  standards  have  the 
same  section  as  an  I-beam  and  bolt  to  a  bed  plate  independent  of  the 
anvil  block.  It  is  rated  at  three-tons  hammer  and  recommended  for 
shafts  under  twelve  inches  in  diameter. 

The  steam  hammer  of  Messrs.  Varrall,  Elwell  &  Poulot,  9  Avenue 
Trudaine,  Paris,  has  a  single  bos-beam  standard  bolted  to  the  same  bed 
plate  as  the  anvU  block.  It  is  automatic,  also  double-acting  when 
required.  The  valve  is  operated  by  bell  cranks  connected  with  levers 
and  wedge-shaped  "dogs"  against  which  a  roller  on  a  short  stud  in  the 
hammer  head  presses,  when  the  head  reaches  either  extremity  of  its 
stroke.  The  arrangement  scarcely  admits  of  an  explanation  without 
complete  drawings. 

PRESSED   FORGINGS. 

Fur  the  many  intricate  shapes  into  which  it  is  necessary  to  forge 
ivrought  iron  the  hydraulic  press  is  becoming  an  indispensable  appa- 
ratus to  the  large  shops  of  Great  Britain  and  the  continent.  At  the 
London  exhibition  of  1862  there  was  introduced  by  the  Austrian  So- 
ciety of  State  Eailways  a  powerful  machine  of  this  character  designed 
for  the  rapid  forging  of  piston  spiders,  cross-heads,  wheel  centers,  &c. 
The  machine  was  invented  by  Mr.  T,  Haswell,  manager  of  the  company's 
Vienna  machine  shops.  Its  pressure  capacity  was  840  tons,  and  per- 
formed its  work  with  perfect  satisfaction.  The  details  of  the  press  are 
clearly  shown  by  the  accompanying  illustrations,  (Plate  TV",  Figs.  1. 
2,  and  3.)  To  the  present  Exposition  the  company  have  only  sent 
pies  of  the  work  performed  by  their  machine.  Ajnong  these  are  a  box- 
shaped  locomotive  cross-head,  two  driving  axle  boxes,  one  piston  spider, 
and  a  crank  axle.  The  cross-head  has  a  socket  punched  in  it,  (for  receiv- 
ing the  end  of  the   connecting  rod,)  which   is   8  inches  long  by  3 
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inches  wide  by  11  inclies  deep,  also  a  boss  for  the  piston  rod  and  its 
key ;  the  dies  have  suceessfiilly  formed  tlie  other  inequalities  on  the  block 
as  grooves  for  guides,  &e. 

Mr.  F.  A,  Egells,  of  Berlin,  exhibits  a  large  press  (built  from  these 
drawings  of  Mr.  Haswell)  which  has  seen  service  during  the  nine  months 
previous  to  its  departure.  He  values  this  press  at  $4,400,  (gold.)  The 
cylinder  has  a  steam  jacket  with  mahogany  lagging,  the  castings  are  well 
proportioned,  their  finish  workmanlike. 

By  far  the  finest  display  of  pressed  wheel  forgings  are  those  of  Messrs. 
L.  Arbel  Deflassieux  Bros.  &  Peillon,  of  Eive  de  Gier,  Loire.  Their 
wheels  are  nine  in  number,  vai'ying  in  size  from  26  inches  to  6 
feet  6  inches  diameter.  Those  designed  for  locomotive  use  have  the 
dead  weights  and  bosses  pressed  on  during  their  mannfiicture.  Through 
lack  of  actual  contact  between  the  dies  "  fins  "  ace  always  formed  on  the 
forgings,  but  these  seldom  exceed  in  thickness  one-eighth  of  an  inch  for 
wheels  of  moderate  diameter. 

The  economy  of  press  forgings  is  strikingly  apparent  in  the  manufae- 
ture  of  drawhooks  for  cars,  butter  plates  on  the  ends  of  stems,  fixtures 
for  brakes,  &c.  Samples  of  such  articles  are  exhibited  by  Mr.  Delletrez, 
senior,  61  Avenue  d'Eylau,  Paris,  and  Messrs.  Constant  Bros,,  of  Ivry, 
Seine. 

The  Messrs.  Russery  &  Larcombe,  of  Eive  de  Gier,  Loire,  employ  the 
hydraulic  press  in  the  manufacture  of  locomotive  crank  axles.  They 
illustrate  the  method  by  which  the  pressure  is  applied  with  two  sample 
axles.  One  of  these  shows  the  effect  of  iiressure  exerted  on  three  points 
of  a  straight  shaft,  by  which  means  a  rough-shaped  crank  is  crushed 
down;  the  other,  the  transforming  effect  of  powerful  dies  in  moulding 
the  rough  crank  to  the  ordinary  form.  The  Eastera  and  Western  rail- 
ways of  France  are  among  the  largest  customers  of  this  firm. 
DAVIES'S  UNIVEESAI,  STRIKER, 

For  general  smithy  purposes  no  tool  will  be  found  so  acceptable  aa 
i"'e-  •<■  the  universal  striker  exhib- 

ited by  Mr.  D,  Davies,  of 
Crumlin,  near  Newport, 
England,  (Figs.  5,  6,  and  7.) 
It  possesses  rare  novelty 
and  has  but  recently  been 
,  reduced  to  a  perfectly  sim- 
ple practical  form.  One  of 
these  machines  gives  em- 
plovnient  to  eight  flres,  dis- 
penses with  a  gang  of  help- 
eis,  and  produces  the  for- 
gmgs  for  one-third  the  or- 
dinary  cost;    at  the  same 
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time  it  occupies  but  one-quarter  of  the  area  usually  required.  The 
hammer  is  worked  directly  by  strain,  and  with  its  cylinder,  steam 
chest,  &c.,  is  mounted  in  a  horizontal  cylindrical  casing  on  top  of  a 
hydraulic  column.  This  column  has  a  range  of  four  feet,  through  which  it 
can  raise  the  hammer  to  suit  the  work.  The  horizontal  cylindrical 
casing  is  cast  with  teeth  around  its  edge  into  which  a  pinion  meshes  and 
is  operated  with  a  hand-wheel.  By  this  means  the  inclination  of  the 
blow  is  accommodated  to  the .  forging  of  oblique  surfaces,  as  in  Fig.  5. 
A.  foot  lever  in  front  of  the  anvil,  see  Fig.  6,  connects  ■with  the  throttle 
and  places  the  admission  of  the  steam  entirely  under  the  control  of  the 
smith. 


o 


Daviea's  Uulversttl  Striker — , 

The  steam  and  exhaust  passages  of  this  apparatus  are  all  central  pipes 

with  stuffing  boxes,  and  ia  no  way  interfere  with  either  the  rotation  of 

the  horizontal  cylinder  or  that  of  the  column.    Hence,  around  it  may  be 

located  four  swage  blocks  or  anvils  on  any  of  which  work  can  be  arranged 
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Iius  saving  the  time  ordina- 

fastening  of  tiic  work.    On 

o  nt  of  its  quick,  rapid  motion 

more  efficient  than  hand  labor 

n  w  Iding  together  plates,  which 

wb  n  forged  by  it  require  no  scarf- 

ng     It  can  hardly  Ml  to  become 

an  nensdispable  tool  in  all  shops. 


STEAM   OLIVER. 

B  &  S.  Ma.asey,  of.  Manchester, 
exh  a  ste^m  Oliver,  with  si)eci- 
m  n  of  its  work.  The  hammer 
h  ndle  has  a  fixed  fulcrum  on  the 
o  p  s  e  extremity  of  the  machine 
to  th  anvil,  and  is  grasped  mid- 
wi  y  the  forked  piston  rod  of  an 
s  lating  cylinder.  This  cylinder 
f  t  ever  extending  to  the  front 
of  he  machine,  and  so  counter- 
w  ghted  that  the  hammer  will  al- 
ways rise  from  the  anvil  when  there 
1^  no  pressure  on  the  lever.  The 
workmg  parts  are  suitably  protected 
Iiom  iron  scales  and  arranged  for 
renewal  when  worn  out.  The  ma- 
chine oujupies  an  area  of  only  three 
feet  se\  en  inches  by  two  feet,  and  is 
specially  adapted  to  the  wants  of 
bolt  manufacturers  and  ear  build- 
ers Its  construction  is  indicated  in 
F]g  8 

The  forging  of  threads  on  wood 
screws  has  heen  practised  in  France 
'  with  much  success.  Messrs.  Auguste 
Jubert  Brothers,  of  Charleville,  Ar- 
dennes,   exhibit   in    their   case  of 
Ma5«e^  1  '■team  01  \Lr  "genei^  furnishing"  three  bolts  for 

armorplatcs.  The  machine  with  which  theyi>erform  this  work  (being  anal- 
ogous to  the  Eyder  forging  machine)  is  fitted  with  top  and  bottom  swages 
to  match  the  desired  thread.  The  point  of  the  heated  bolt  is  inserted 
between  these  swages,  which  rapidly  form  the  threads;  it  is  then  fed 
along  with  a  constant  motion  of  rotation,  being  guided  by  the  lower 
swage  until  the  thread  is  perfected  the  proper  distance.  The  quality  of 
the  bolts  thus  produced  is  so  much  superior  to  those  cut  cold  with  dies, 
that  these  gentlemen  receive  twenty  per  cent,  more  for  their  work  than 
others  are  able  to  command. 
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EKDLESS  BAKD  SAW  POE  IRON. 


Since  the  invention  of  the  endless  band  saw  by  Mr.  I.  L.  Periu,  of  97 
Faubourg  St.  Antoine,  Paris,  and  its  entry  in  the  Exposition  of  1855, 
the  circular  plate  saw  has  been  rapidly  loosing  ground  in  public  estima- 
tion, so  that  at  present  every  country  in  Europe  is  represented  by  finely 
finished  samples  of  these  wood-cutting  tools.  In  France  it  has  been 
applied  to  ivory,  and  in  Great  Britain  to  iron.  The  latter  adaptation 
was  first  made  by  Colonel  Clerk,  at  Woolwich.  In  the  war  department 
annex  are  specimens  proving  his  great  success.  The  first  one  is  an 
Archimedean  spiral  (of  three  turns)  cut  from  a  block  9  inches  square  by  6 
inches  in  thickness.  The  second  is  mounted  in  a  glass  case  on  a  red  velvet 
background  and  is  comjHJsed  of  a  crown  on  either  side  of  which  ate  the 
letters  "W.  D."  below  the  words  "Eoyal  Carriage  Department,  1867." 
These  were  sawed  from  a  plate  of  iron  one  inch  in  thickness.  The  letters 
are  quite  artistically  executed,  and  the  sawed  surfaces  smooth.  The 
experience  of  the  department  lea^ls  them  to  recommend  aspeed  of  250  feet 
per  minute  for  a  band  saw  cutting  1-inchiron  plates.  The  teeth  of  their 
saws  are  set  and  filed  straight,  having  10  to  the  inch,  the  width  is  ^  of 
an  inch.  They  use  the  hardest  saw  steel  that  can  be  obtained  and  with 
soap  and  water  as  a  lubricant  run  the  saw  for  four  or  five  hours  without 
sharpening ;  the  latter  operation  requires  half  an  hour  for  its  completion. 
Any  curved  Kne  can  be  cut  in  plates  of  the  above  thickness  with  a  feed 
of  1 J  inch  per  minute.  By  this  system  very  little  waste  of  material  is 
incurred  and  the  sawed  surfaces  are  so  smooth  that  they  require  but 
slight  after-finishing.  It  may  not  be  inappropriate  to  note  that  previous 
to  Colonel  Clerk's  experiments  with  the  band  saw,  Mr.  Krupp  used  the  cir- 
cular saw  for  cutting  out  his  steel  crank  axles,  lubricated  witli  soap  and 
water,  and  found  the  expedient  so  much  more  economical  than  redaction 
by  a  slotting  machine  that  he  has  continued  the  practice. 
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CHAPTER    III. 
STEAM     GENERATORS. 

New  boilers— Howard's  and  Belleville's  boiler— Boii-kr  op  Messrs.  Edwahd 

GkEEN  &  SlIN — IMBEHT  &  Co.'S  IIOHIZONTAL   AND   TUBULAR    BOILER — THB    EXPOSI- 
TION   BTIPPLY — Boiler    fixturbs— Thierry's    fuel    economizer^Beren dorp's 

I.— NEW  BOILERS. 

It  is  qnito  evideut  from  an  examination  of  the  boilers  recently  invented 
tliat  the  aim  of  their  constructors  has  been  greater  security  against 
explosion  and  ability  to  carry  steam  at  a  higher  than  ordinary  pressure. 
They  are  naturally  divided  into  two  classes  by  the  materials  which  pre- 
dominate in  their  construction,  viz:  wrought  or  cast  iron.  In  all, 
the  primary  object  is  to  subdivide  the  mass  of  the  water  acted  upon  by 
the  flame,  thus  rendering  an  explosion  local,  and  not  such  as  would 
shatter  the  whole  fabric.  The  ones  claiming  particular  attention  are: 
First,  those  composed  of  a  series  of  lap- welded  tubes,  as  exhibited  by 
Messrs.  J.  &  F.  Howard,  Bedford,  England,  and  I.  Belle%'ille  &  Co.,  Ko.  6 
Avenue  Trudaine,  Paris ;  second,  the  cast-iron  boiler  of  Messrs.  Ed. 
Green  &  Son,  li  St.  Ann  Square,  Manchester ;  and  third,  the  rivetless 
boiler  of  Messrs,  Eugene  Imbert  &  Co.,  of  St.  Charmond,  France. 

HOWARD'S  AND   BELLEVILLE'S  BOILEK. 

The  boiler  of  the  first  makers  combines  flfty-four  vertical  tubes  and 
assists  in  supplying  steam  to  the  British  machinery  department.  The 
tubes  with  their  connections  stand  in  a  chamber  of  brick  work  immedi- 
ately beyond  the  furnace,  which  is  bmlt  of  flee  bricks  and  shaped  as 
shown  in  Plate  V,  Figs.  1  and  2. 

The  products  of  combustion  freely  circulate  among  the  tubes,  and  hav- 
ing passed  through  a  return  flue  below  the  chamber,  where  the  lower 
extremities  of  the  tubes  reduce  the  remaining  heat  to  a  temperature 
of  about  250°  Fahrenheit,  they  escape  into  the  stack.  The  tabes  are  cut 
from  wrought  iron  pipes  7  inches  diameter,  4  of  an  inch  in  thickness,  with 
a  length  of  5  feet.  One  end  of  each  is  closed  by  welding  on  a  wrought-iron 
disk.  Six  or  eight  of  these  tubes  are  then  placed  in  row  and  have  their  open 
ends  stepped  in  as  many  grooves  cast  around  the  openings  in  the  horizon- 
tal pipe,  the  latter,  it  will  be  seen,  forms  a  means  of  intercommunication 
for  the  tubes  in  a  row.  When  thus  placed  a  gland  ring  and  rubber  gasket 
are  slipped  over  each  tube  and  drawn  flrmly  down  to  the  ca-st-iron  pipe 
by  two  bolts  whose  heads  are  let  into  sockets  cast  on  the  sides  of  the 
pipe.    It  will  be  observed  that  these  pipes  unite  at  diagonally  opposite 
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corners  and  lie  in  the  same  horizontal  piano  with  the  union  plates  which 
rest  OQ  flanges  oast  along  their  sides.  These  plates  form  the  division 
between  the  combnstion  chamber  and  the  lower  flue,  exposing  the  upper 
portion  of  the  cast-iron  tabes  to  the  products  of  combustion  in  the 
chamber,  their  lower  half  to  those  in  the  flue.  Into  the  head  of  each 
wrought-iron  tube  is  screwed  an  inch  nipple  six  inches  in  length,  a  trans- 
verse tube  carries  the  steam  received  through  these  nipples  to  a  long 
cast-iron  pipe  which  serves  the  purpose  of  a  steam  dome.  From  the  top 
of  the  chamber  (which  rests  immediately  on  the  tops  of  the  tubes)  hang 
transverse  curtain  plates  for  compelling  the  products  of  combustion  to 
circulate  near  the  lower  extremities  of  the  tubes  that  otherwise  would 
course  near  the  roof  of  the  chamber  and  too  highly  superheat  the  steam. 
The  rows  of  tubes  also  are  so  arranged  that  the  currents  of  heated  gas 
are  constantly  caused  to  impinge  against  the  tubes  and  pursue  a  sinuous 
pathway  to  the  flue.  There  remains  but  one  essential  feature  of  the 
boiler  to  be  described,  viz :  the  maintenance  of  the  circulation.  This  is 
accomplished  by  standing  a  short  tube  of  small  diameter  within  each 
wrought-iron  tube  having  its  lower  extremity  serrated  for  the  free  pas- 
sage of  the  water  and  its  upper  extending  to  a  point  below  the  proper 
water  level.  The  effect  of  these  tubes  is  to  secure  the  particles  of  water 
within  from  the  action  of  the  heat  on  those  without  their  surface,  thereby 
establishing  water  columns  of  different  densities  whose  efforts  to  equalize 
each  other  develope  constant  currents.  In  the  event  of  an  accident  to 
any  of  the  tubes  the  removal  is  readily  accomplished  through  the  top  of 
the  chamber  without  affecting  the  others.  Their  vertiealposition  facili- 
tates the  rapid  escape  of  the  steam  particles,  while  their  comparatively 
thin  shells  offer  a  ready  passage  to  tlie  caloric  for  the  speedy  generation 
of  the  steam.  In  firing  these  boilers  a  pressure  of  75  ponuds  per  square 
inch  is  U8nallyproducedintwentyminuteswith220pound8of  fuel.  The 
manner  in  which  the  heated  chamber  incloses  the  steam  portions  of  the 
tubes  is  feivorable  for  the  production  of  slightly  superheated  steam. 
Messrs.  J.  &  F,  Howard  give  the  following  as  the  results  of  experiments 
conducted  with  a  "  Cornish"  and  "  safety  boiler"  placed  side  by  side,  of 
the  same  nominal  horse-power  under  the  same  conditions. 

Results  of  experiments  with  the  Cornish  and  safety  ioiler. 
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A  pressure  of  1,200  pounds  has  been  put  on  one  of  these  boilers  with- 
out any  indications  of  leakage  or  rupture ;  the  bursting  pressure  of  the 
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tubes  ia  about  2,000  pounds  per  square  inch,  but  they  are  only  8' 
a  hydraulic  test  of  500  pounds  per  square  inch.  One  important  con- 
sideration in  boilers  of  like  construction  is  the  fact  that  the  water  level 
has  with  safety  a  wide  range ;  instead  of  being  limited  to  a  few  inches 
it  may  recede  more  than  a  foot  without  danger.  It  is  natural  to  suppose 
that  a  system  of  scrapers  with  these  tubes  would  be  found  beneficial; 
even  if  made  to  travel  slower  than  those  of  Messrs.  Ed.  Green  &;  Son, 
they  would  still  be  conducive  of  more  perfect  heat  absorption  and  leave 
less  for  radiation  from  the  brick  work  of  a  long  flue.  Engineers  who 
have  had  the  pleasure  of  transporting  (within  the  last  few  years)  any  of 
the  immense  boilers  that  have  crossed  the  plains  for  Colorado  and  Mon- 
tana Territories  cannot  Ml  to  recognize,  among  other  advantages,  the 
extreme  portability  possessed  by  this  boiler. 
FiB.  9. 


TI  f  bo  ler  of  Messrs  I  Belleville  &  Co  like  the  foregoing,  is  com- 
posed ot  wiought-iron  lap-welded  tubes,  but  of  much  smaller  diameter, 
and  arranged  in  a  horizontal  stack  over  thefiirnace.    Mr.  B.  hasstudied 
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tbe  aabject  of  non-explosive  steam  generators  since  tlieyeac  1850  and  is 
now  being  rewarded  with  the  general  adoption  of  his  boilers  by  the 
largest  manufacturing  companies  of  France,  as  well  as  the  imperial 
marine.  His  combination  comprises  a  number  of  tubes,  having  an 
external  diameter  of  two  and  three-fourths  to  three  and  one-fourth 
inches,  cut  to  a  certain  length,  and  with  threads  chased  on  each  of  their 
ends.  These  tubes  are  united  in  a  series  of  horizontal  layers  by  a  spe- 
cies of  "  return  bend,"  but  differing  from  the  commercial  article  by 
having,  in  the  back  of  each,  two  small  hand-hole  plates  for  access  to  the 
interior  of  the  tubes.  The  layers  of  tubes  thus  united  over  each  other 
form  a  series  of  folds,  the  first  and  last  layer  of  which  terminate  on  the 
same  side.  They  enter  two  wrought-iron  boxes,  small  in  section  but  in 
length  equal  to  the  width  of  a  fold.  The  boxes  are  called  "  collectors ;" 
the  lower  receives  the  feed-water,  while  the  upper  one  contains  the  T- 
headed  extremity  of  the  steam  pipe,  which  is  perforated  with  small  holes 
to  prevent  priming.  This  combination  of  piping  is  inclosexl  within 
suitable  walls,  as  shown  in  Fig.  9.  The  water  space  compared  to  the 
steam  room  bears  about  the  ratio  of  one  to  two;  the  object  of  this  is 
to  subject  as  little  water  as  possible  at  one  time  to  the  action  of  the 
flames;  the  quantity  being  small  renders  an  automatic  feed  essential. 
Mr.  B.  accomplishes  this  by  suspending  a  drum  outside  of  the  boiler 
near  the  water  line  aud  placing  a  float  in  the  same  which  acts  on  the 
valve  of  the  feed  pump.  A  top  and  bottom  pipe  connection  between 
th^  drum  aud  the  boiler  maintains  a  uuiform  pressure  within  the  drum. 
The  steam,  after  leaving  the  collector,  enters  a  dome  on  top  of  the  boilei', 
where  it  is  obliged  to  pass  under  a  diaphragm  plate  and  deposit  any 
grit  or  impurity  it  may  contain  before  it  enters  tlie  engiue  cylinder.  As 
the  French  law  of  1856  is  very  stringent  iu  the  event  of  an  accident 
from  an  explosion,  it  is  not  surprising  that  such  a  boiler  whose  security 
is  guaranteed  should  meet  with  popular  favor.  On  the  transport  La 
Yienne  and  dispatch  boat  Argus  the  usual  evaporation  of  these  boUers 
is  eight  pounds  of  water  per  pound  of  coal.  Their  compact  compass 
and  exceeding  lightness  strongly  recommend  them  for  "  steam  launch  " 
boats. 

nOILEE   OF   ED.    GEEEN  &   SON. 

Messrs.  Ed,  Green  &  Son's  boiler  is  made  entirely  of  cast  iron.  It  is 
composed  of  a  series  of  hollow  foruses  or  rings,  whose  shortest  diameter 
is  three  feet,  and  diameter  of  a  right  section  about  ten  inches.  Flanges 
for  pipe  connections  are  cast  at  the  quadrant  points,  on  the  outer  circum- 
ference of  each  forus ;  a  cap  is  bolted  on  those  flanges  that  will  stand 
vertically  in  the  combination,  while  the  other  two  are  bolted  to  pipes. 
The  lower  one  of  these  pipes  is  supported  by  saddles  which  give  it  an 
inclination  like  the  keel  of  a  vessel  on  the  stocks.  Upon  openings  in 
the  same,  one  flange  of  each  forus  is  bolted  until  they  form  a  row  stand- 
ing on  the  pipe  like  the  ribs  of  a  vessel  on  its  keel.    The  second  parallel 
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pipe  is  bolted  to  the  remaining  top  flanges.  Looking  at  the  combina- 
tion in  the  direction  of  the  pipes  a  cylindrical  opening  three  feet  in 
diameter  is  left,  their  full  length,  at  one  end  of  ■which  grate  bars  are 
supported.  The  whole  is  arched  in  with  flre-briek;  the  radius  of  this 
arch  being  three  inches  greater  than  that  of  a  forus,  i>ermits  a  free  cir- 
culation of  the  products  of  combustion.  A  cast-iron  front  closes  the 
fuma«e  extremity,  the  opposite  connects  with  the  chimney.  The  lower 
cast  iron  pipe  receives  the  feed- water;  it  is  also  used  for  the  blow-off. 
The  upper  connects  with  a  third,  forming  the  steam  dome.  Bach  forus 
stands  so  perfectly  distinct  that  the  products  of  combustion  are  at 
liberty  to  circulate  around  them  and  rise  to  the  under  side  of  the  arch. 
No  provision  seems  to  have  been  contemplated  for  preventing  their 
passage  solely  along  the  arch  and  consequently  their  too  rapid  escape. 
It  is  claimed  in  addition  to  the  great  strength  of  this  combination  that 
the  expansion  and  contraction  of  the  foruses  will  tend  to  keep  them  free 
of  scale.  The  existence  of  four  oi>enings  in  each  forus  adds  greatly  to 
the  probability  of  these  castings  being  uniform  in  their  thickness  by 
preventing  the  possibility  of  the  core  floating  in  the  molten  metal,  and 
admits  of  a  aemi-revolution  of  the  piece  after  a  long  exposure  to  the 
flames. 

IMBBET   &  CO.'S   HORIZONTAL  TUBULAR  BOILER. 

The  boiler  of  Messrs.  Eugene  Imbert  &  Co.  is  of  the  horizontal  tubular 
class,  having  a  cylindrical  furnace  introduced  through  one  head;  its 
novelty  lies  in  the  total  absence  of  rivets.  The  dimensions  of  the  shell 
are  three  feet  one  and  one-fourth  inch  in  diameter  by  nine  feet  six  inches 
long ;  of  the  flre-box,  twenty-three  inches  diameter  by  four  feet  three 
inches  long,  both  of  which  parts  are  welded  and  form  one  piece ;  the 
steam  dome  twenty  inches  diameter  by  two  feet  high  is  also  a  single 
piece,  flanged  and  fastened  to  the  shell  with  tap  bolts.  Total  heating 
surface  is  162  square  feet,  and  government  pressure  stamp  150  pounds 
per  square  inch.  The  grate  bars,  bearers,  bridge-wall,  and  furnace  door 
are  arranged  for  withdrawal  en  masse.  In  welding  the  heads  to  the  cylin- 
drical portion  of  the  boiler,  there  appears  first  to  have  been  formed  a 
small  rib  on  the  inner  surface  a  short  distance  from  the  edges ;  after  the 
heads  were  entered  against  these  ribs  the  lips  were  worked  down  until 
a  perfect  weld  was  produced.  As  a  piece  of  workmanship  this  boiler 
is  very  remarkable,  and  dispels  all  doubt  in  the  mind  of  an  obser^'er 
as  to  the  possibility  of  working  iron  to  any  required  shape. 

The  only  process  exhibited  for  burning  the  vapors  of  petroleum  mixed 
with  air  in  the  tubes  of  a  boiler,  is  the  invention  of  Mr.  A.  L^vSque,  6 
Bue  St.  Foy,  Paris,  and  is  located  in  one  of  the  annexes. 

THE  EXPOSITION  SUPPLY. 

All  boUers  that  render  active  service  are  excluded  from  the  grand 
building  and  have  had  suitable  places  assigned  tSiem  iu  the  park.    The 
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English  department,  draws  its  main  supply  of  steam  from  three  boilers 
manufactured  by  Messrs.  W.  &  J.  (ralloway  &  Son,  of  Manchester.  They 
were  built  from  the  same  drawings  and  are  collectively  rated  at  138 
nominal  horsepower.  The  type  is  that  of  the  Cornish  tubular,  with  a 
cylindrical  shell  two-thirds  of  whose  surfe«e  is  encased  by  brick-work. 
Bach  boiler  is  six  feet  and  six  inches  in  diameter  by  twenty  (bur  feet  in 
len^h  and  furnished  with  the  pat«nt  conical  flue  tubes  of  the  firm.  The 
boilers  are  covered  with  Spencer's  "non-conducting  composition,"  (a 
mixture  of  vegetable  and  mineral  substances  with  the  residue  of  i-eflned 
cod-liver  oil,)  which  is  claimed  to  be  more  durable  than  felt  and  to  be 
non-combustible. 

The  American  department  draws  its  supply  from  a  boiler  exhibited  by 
Mr.  Jules  Lecherf,  of  38  Eue  du  Grand  Balcon,  Paris ;  it  is  built  on 
what  is  commonly  known  as  the  French  principle. 

The  departments  of  France  and  Belgium  are  furnished  with  steam 
from  the  boilers  of  Messrs.  Tenbrinck  &  Bonnet,  13  Eue  Servandou, 
Paris ;  Meunier  &  Oo,,  Lille ;  and  L.  Vassivi^re,  of  Lyons.  The  boilers 
of  the  first  makers  consist  of  three  shells  arranged  on  the  French  princi- 
ple, with  the  single  difference  that  the  lower  shells  are  only  co-extensive 
with  the  length  of  the  grate.  The  products  of  combustion  having  passed 
under  and  over  the  upper  shell,  escape  from  a  side  opening  into  a  brick 
chamber  enclosing  three  heater  tubes,  and  away  by  a  flue  near  the 
ground  into  the  chimney.  Their  heating  surface  equals  580  and  grate 
surface  38  square  feet.  Messrs.  Meunier  &  (Jo.  furnish  plain  cylindrical 
boilers  whose  fire-boxes  are  of  cast  steel;  the  products  of  combustion, 
after  crossing  a  bridge  wall,  ti-avel  through  the  tubes  to  a  back  connec- 
tion, afterwards  by  two  return  passages  under  the  boiler  to  the  chimney. 
The  two  boiler  of  Mr.  Vassiviere  are  respectively  40  and  50  nominal  horse- 
power. They  aie  guaranteed  to  evaporate  between  eight  and  a  half  and 
nine  pounds  of  water  per  pound  of  coal ;  their  heating  surfaces  are  650 
and  710  square  feet,  working  pressure  60  pounds  per  square  inch. 

n.— BOILEK  FIXTUKES. 

In  the  department  of  boiler  attachments  and  fixtures  it  is  observable 
that  nearly  all  safety-valves  are  made  double;  on  long  boilers  one  is 
placed  near  each  end  of  the  same.  Besides  glass  water-gauges  metallic 
floats  are  used ;  their  stems  trip  the  valves  of  small  whistles  when  the 
water  reaches  too  low  a  level.  There  are  two  generally  approved  ways 
for  indicating  the  actual  level  by  the  stems.  That  of  the  celebrated 
mechanician,  Mr.  E.  Bourdon,  is  to  move  a  lever  attached  to  the  stem, 
whose  extremity  records  the  height  over  a  graduated  scale,  while  Mr. 
Pinel,  of  Eouen,  secures  to  the  float  stem  an  L-shaped  bar  magnet,  see 
Plate  III,  Fig.  7.  The  attraction  of  the  magnet  point,  exerted  through 
the  dial  plate  upon  a  piece  of  soft  iron  wire,  causes  the  same  to  roll  up 
and  down  the  face  of  the  dial  as  the  volume  of  water  is  increased  or 
diminished.  The  advantage  of  this  system  lies  in  the  freedom  of  motion 
4  S  B 
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allowed  the  stem  of  tlie  float ;  having  do  pnokiaga,  it  is  impossible  for  it 
to  rust  fast  in  its  bearings.  The  French  exhibit  several  automatic  boiler 
feeders  in  their  annex,  but  none  as  well  worthy  of  attention  as  that  of 
Mr,  G.  A.  Eiedel,  of  Philadelphia,  which  preserves  the  water  level  at 
a  uniform  height,  and  vastly  increases  the  seenritj'  of  boilers  against 
explosion.  Pipe  connections,  such  as  T-joiuts,  crosses,  elbows,  &c.,  are 
made  of  wrought  instead  of  malleable  iron,  and  present  a  neat  finished 
appearance.  Among  the  prominent  exhibitors  are  Messrs.  Lloyd  & 
Lloyd,  of  Tlinuingham,  and  Gandillot  &  Comi>any,  22  Euc  Olansel,  Paris. 

THIERRY'S   FUEL  ECOKOMIZER. 

The  subject  of  siiccessfiil  fuel  combustion  as  obtained  by  a  limited 
p.     (II  escape  of  steam  within  the 

furnace  of  a  boiler  has  met 
a  practical  solution  by  the 
invention  of  Mr.  Thierry,  of 
146  Faubourg  St.  Denis.  He 
places  within  a  boiler  fur- 
nace and  over  the  door  a 
horizontal  pipe  having  con- 
nections with  the  steam 
dome.  Several  holes  one- 
sixteenth  of  an  inch  in  di- 
ameter are  drilled  in  this 
pipe,  and  so  located  that  the 
escaping  steam  wUl  be  pro- 

Tliieiry's  Fuel  Economizer.  jected  illtO    the    furuace,  tO 

which  a  sufficient  quantitj  of  air  is  admitted  through  a  damper  in  the 
furn<ii.e  door     Mr  Thieirv  hai  introduced  his  "  economizer  "  in  Eng- 
J-,     ,  ]  land,  Austria,  Spain,  Portugal, 

Tuikey  Italy,  Belgium,  and  in 
all  insti'Uces  guarantees  a  sav- 
ing of  fiom  eight  to  twelve  per 
cent  Mr.  GrandpeiTin,  of  lil 
Eue  de  Charenton,  aims  at  the 
same  result  ivith  his  invention; 
he  dispenses  with  the  horizontal 
pipe,  and  screws  in  through  the 
pl  ites  of  the  water  space  mi  ap- 
ppiatus  shaped  like  a  conical 
hi  11  This  is  formed  with  two 
inner  cases  which  divide  the 
Thierry  s  Fuel  Economizpr— seel  on  interior    into    three    compart- 

ments, the  central  one  of  which  opens   to  the    atmosphere  on  one 
extremity,  while  small  pipes  piercing  the  other  spaces  form  channels 
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for  the  air  to  the  funiace.  TLo  flrst  annular  space  surrounding  this 
inner  shell  has  a  pipe  connection  with  the  steam  dome  and  by  small 
tubes  with  the  furnace.  Through  the  second  annular  space  the  hot 
water  freely  circulates.  A  shell  for  a  boiler  of  100  horse-power  is  about 
five  inches  in  diameter,  with  16  (f^-ineh)  steam  jets  and  14  (J-incli)  air 
jets  intermingled  ou  the  upper  surface  of  the  shell.  Such  a  disposition 
of  the  holes  tills  the  upper  part  of  the  fire-box  with  heated  air  and  steam, 
instead  of  projecting  the  same  directly  over  the  tire. 

berendobf's  boiler  tubes, 

Mr.  Bereudorf,  of  294  Eue  Mouffetard,  exhibits  a  system  for  entering 
and  remo\Tng  the  tubes  of  boilers.  He  brazes  a  conical  thimble  on  the 
extremities  of  each  tube,  and  draws  them  into  the  holes  of  the  tube 
sheets  by  means  of  a  nutted  bar  and  two  steel  caps ;  one  cap  presses 
only  on  the  tube,  the  other  on  tbe  opposite  tube  sheet.    Their  removal 


Berentiorf' s  Boiler  Tiibea, 
it,  (.flLCted  with  equal  facility  by  simply  reversing  the  caps  before  apply- 
ing the  pressure.  Messrs.  Farcott  &  Sons  bolt  the  heads  of  their  cylin- 
drical boilers  to  tbe  slieUs,  and  are  able  at  any  time  to  remove  the  entire 
furnace  tuhes  and  heads  with  but  little  difficulty.  In  the  French  depart- 
ment is  exhibited  by  E.  Bourdon,  Esq.,  74  Faubourg  du  Temple,  Paris,  a 
steam  gauge  designed  for  registering  pressure  (during  all  hours  of  the 
day)  with  a  pencil  upon  a  pasteboard  card  caused  to  rotate  by  clock- 
work. Badial  lines  on  the  card  represent  the  hours  and  their  fractional 
parts,  while  concentric  circles  show  the  varying  degrees  of  pressure. 
An  apparatus  of  this  description  can  render  very  valuable  service  in 
experioieutal  trials  of  engines  and  boilers.  If  priority  of  Invention 
formed  an  element  in  the  classification,  it  could  readily  be  proved  that 
a  transfer  of  the  above  to  the  American  department  would  be  appropri- 
ate.    Among  the  manometers  of   Messrs.  Schiiffer  &  Budenburg,  of 
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Magdeburg,  Prassia,  is  an  ai>paratiia  for  registering  pressures  of  less  tliau 
600  atmospheres.  This  is  accoraplislied  with  a  Richard's  indicator,  having 
a  small  piston  and  powerful  spring.  A  motion  of  rotation  is  imparted  by 
internal  clock-work  to  the  card-paper  drum ;  on  the  p^iper  a  pencil  traces 
a  presaare  line  during  the  continuance  of  the  force  and  the  action  of  the 
clock-work.  From  this  card  the  mean  daily  pressure  is  deduced  and  the 
times  when  the  greatest  pressure  was  exei'ted. 

green's  fuel  economizer. 
The  boilers  supplying  steam  to  the  British  department  are  furnished 
with  Green's  patent  "fuel  economizer,"  Plate  V,  Pig.  3,  This  simple 
and  efficacious  apparatus  for  supplying  boilers  with  feed-water  of  a 
high  temperature  is  now  reported  as  applied  to  823,000  horsepower  in 
Great  Britain,  Bussia,  France  and  Prussia.  The  title  of  the  Arm  is 
Messrs.  Edward  Green  &  Son,  14  St.  Ann  square,  Manchester.  It  is 
many  years  since  Mr.  Green  first  conceived  the  idea  of  keeping  con- 
stantly clear,  by  means  of  ascending  and  descending  external  scrapers, 
a  series  of  feed  water  pipes  placed  vertically  in  the  liue  between  boilers 
and  their  chimney.  Previous  experimenters  had  failed  to  extract  in 
any  marked  degree  the  heat  from  the  products  of  combustion,  simply 
because  they  ignored  the  fact  that  the  soot  constantly  deposited  on  feed- 
water  pipes  forms  a  most  perfect  uon-eonduetor.  Since  the  discovery  he 
has  developed  improved  apparatus  for  operating  the  scrapers  and  supe- 
rior methods  of  mechanical  detail  in  fitting  the  pipes.  At  the  present 
time  he  possesses  a  well-nigh  perfected  invention  which,  upon  the  con- 
current testimony  of  the  principal  manufacturers  in  Great  Britain, 
effects  a  positive  saving  iu  fuel  consumption  of  20  per  cent,  and  delivers 
feed-water  with  a  temperature  varying  from  240°  to  270^  Fahrenheit. 
In  tlie  British  annex  Mr.  Green  exhibits  a  combination  of  36  pipes 
{occupying  a  space  six  feet  long  by  two  feet  three  inches  wide  by  seven 
feet  ten  inches  in  height.)  By  means  of  these  dimensions  and  the  accom- 
panying  figure  on  PI.  V.  the  details  of  the  construction  may  be  most 
readily  understood. 

The  cast-iron  pipes  are  four  and  one-half  inches  external  diameter, 
and  arranged  in  four  rows  of  nine  each ;  the  distance  between  those  in 
row  is  three  and  one-half  inches  and  that  between  rows  is  two  and  three- 
fourth  inches.  The  pipes  in  row  have  all  their  upper  extremities,  united 
by  horizontal  pipes,  their  lower  by  pipes  parallel  to  the  same.  The  hori- 
zontal pipes  are  closed  on  two  of  their  diagonal  extremities,  and  open  on 
the  otlier  two  for  the  reception  and  delivery  pipes  of  the  feed-water. 
Before  uniting  the  system  of  piping  the  fitting  portions  are  aU  turned 
and  bored  with  a  slight  taper  and  finally  forced  together  by  powerful 
machinery  expressly  designed  for  the  purpose.  Two  vertical  scrapers  of 
cast-iron  bear  against  the  opposite  sides  of  each  pipe,  in  the  same  man- 
ner that  a  pawl  rests  against  a  ratchetwheel.  One  extremity  of  each 
scraper  expands  into  a  semi-circular  blade  and  embraces  oue-half  the 
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circumference  of  the  pipe ;  the  other  extremity  has  its  axis  on  a  cast-iron 
T-bar.  This  bar  is  hung  horizontally  betweeu  the  rows  of  pipes  and 
extends  the  length  of  the  row.  Attached  to  its  upper  surface  and  at 
right  angles  to  its  direction  are  as  many  pius,  (one  inch  diameter  by 
twelve  inches  long.)  plus  one,  as  there  are  tubes  in  the  row.  These  pins 
form  the  axes  on  which  the  scrapers  freely  vibrate  during  the  ascent  and 
descent  of  the  bar.  It  should  be  observed  that  the  scrapers,  on  account 
of  their  position  on  the  upper  side  of  the  bar  and  inclination  towards 
the  pipes,  have  a  tendency  to  bear  more  firmly  against  them  during  the 
ascent  of  the  bar  than  in  the  reverse  motion.  Each  T-bar  thus  arranged 
carries  the  scrapers  for  the  two  rows  of  pipes  at  its  sides,  and  a  sufficient 
bearing  against  the  pipes  is  given  to  the  bar  for  the  preservation  of  its 
horizontal  position  during  motion.  Each  set  of  two  bars  is  connected 
by  a  chain  passing  over  a  chain  pulley  mounted  outside  and  above  the 
"economizer."  This  chain  is  of  such  a  length,  that  when  one  bar  with 
its  scrapers  is  at  the  foot  of  two  rows  of  pipes,  its  mate  is  at  tlie  upper 
extremities  of  the  other  rows.  A  number  of  these  drums  with  worm- 
wheels  on  their  sides  are  driven  by  a  horizontal  shaffc  belted  from  a  main 
line.  This  shaft  is  arranged  with  an  automatic  reversing  gear,  which 
imparts  to  the  bars  and  their  scrapers  a  unitbrm  reciprocating  motion. 
Of  course  the  number  of  pipes  comjiosing  any  system  depends  upon  the 
number  and  capacity  of  the  boilers,  but  the  foregoing  dimensions  give 
an  idea  of  how  closely  the  tubes  can  be  arranged. 

As  a  general  rule,  however,  the  heating  surface  of  the  "economizer" 
is  made  equal  to  that  of  the  boilers.  The  apparatus  as  a  whole  is 
remarkable  unique,  in  no  way  liable  to  become  disordered,  neither  is  it 
constmcted  in  a  way  that  impairs  the  draught  of  the  chimney.  Its 
economic  results  are  beyond  question. 
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CHAPTEK  IV. 
STATIONARY  ENGINES. 

Engines  fhom  the  United  States— Corliss's  e noise— Allen's  engine— HitK's 
ENGINE — Behrens's  engine— Shaw's  engine— Great  Bhitain  and  EvnoPE— Van- 
desk  erchovb's  ENGINE — Scribe's  engine— Rotary  and  gas- engines- Leather 
belting— Transmission  op  power  to  great  distances— Hi hn's  telodynamic 
cable— Caixbs's  hydro-aebo-dvnamic  wheel. 

I— ESGESES  FROM  THE  UNITED  STATES. 
To  the  American  engineering  public  but  few  striking  novelties  ai'C 
presented  amid  the  large  collection  of  stationary  steam-engines  on  exhi- 
bition. For  the  most  part,  these  comprise  special  and  ingenious  adapta- 
tions of  well-known  mechanical  devices  to  the  old  varieties  of  the  beam 
and  horizontal  engines,  but  seldom  evincing  the  development  of  new 
principles.  In  the  latter  field  it  is  a  matter  of  congratulation  that  our 
own  country  has  made  most  rapid  progress ;  as  represented  by  the  inven- 
tions of  Messrs.  Corliss,  Allen,  Hicks,  Behrens,  Ericsson,  and  Shaw,  it 
contributes  the  typical  engines  in  the  Exposition  of  1867.  Although  the 
majority  of  these  builders  are  widely  known  and  well  represented  through- 
out the  Union,  it  may  not  be  amiss  to  briefly  describe  their  several  con- 
tributions. 

CORLISS'S  ENGINE. 

The  Corliss  Steam-engine  Company,  of  Providence,  Rhode  Island,  have 
sent  a  30  horse-power  horizontal  engine,  finished  with  all  the  mechanical 
refinement  for  which  their  works  are  justly  celebrated.  This  engine  has 
a  large  fly  wheel  which  serves  as  a  pulley  for  the  broad  driving  belt ;  the 
frame  is  light  and  directly  connects  the  main  pillow-block  with  the  head 
of  the  cylinder.  So  massive  bed-plate  is  required  for  its  support,  but 
merely  a  solid  foundation,  on  which  may  rest  the  cast-iron  legs  bolted  to 
the  pillow-block  and  the  cylinder.  There  are  four  valves,  two  steam  and 
two  exhaust,  placed  at  the  extreme  ends  and  directly  upon  the  bore  of 
the  cylinder;  being  made  independently  adjustable,  it  follows  that  the 
time  of  commencement,  extent,  and  rapidity  of  the  movement  of  each 
may  be  arranged  accurately  to  correspond  with  the  theoretical  require- 
ments. Motion  is  imparted  to  them  by  a  single  eccentric  acting  through 
the  medium  of  a  vibrating  disk,  sometimes  called  a  "  wrist-plate,"  from 
which  radiate  tlie  valve  connections.  Apart  from  the  simplicity  of  the 
device,  an  important  advantage  is  gained  in  the  utilization  of  the  crank 
motion's  known  irregularity,  to  give  the  valves  a  rapid  motion  at  the 
instant  of  opening  or  closing.    The  closing  iiiovcmeut  of  the  liberated 
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steam-valves  is  effected  by  straight  steel  spriugs,  coiled  upoa  an  arm  of 
gentle  curvature,  wliereby  undue  tension  is  avoided  and  a  fulcrum  always 
furnished  for  the  action  of  the  springs.  Air  "dash-pots"  arrest  the 
motion  of  these  springs  when  released.  In  the  mechanism  pertaining  to 
the  steam- valves  is  embodied  a  provision  whereby  in  the  course  of  its 
ordinary  reciprocative  movement  (and  at  any  point  of  the  same)  the 
parts  directly  and  permanently  connected  with  the  valve  may  be  detached 
from  the  control  of  tlie  "wrist-plate"  and  surrendered  to  the  action  of 
the  steel  spring.  This  detachment  is  efl'ected  by  the  impinging  of  a  cer- 
tain movable  arm,  or  "latch,"  (tbrming  part  of  the  opening  mechanism 
of  the  valve,)  against  a  "stop"  connected  with  and  held  in  position  by 
the  governor.  By  this  contact  a  slight  deflection  of  the  moveable  arm 
is  cansed,  resulting  in  such  a  disengagement  of  the  apparatus,  that  white 
the  parts  impelled  by  the  "wrist-plate"  continue  their  movement  uuim- 
Ijeded,  the  valve,  on  the  contrary,  becomes  subject  to  the  tension  of  the 
bent  spriug,  which  instantly  draws  it  over  the  port.  The  detachment 
and  consequent  closing  of  the  steam-valves  is  thus  made  dependent  upon 
the  position  of  the  governor,  while  the  latter,  having  no  labor  to  perform, 
remains  sensitive  to  the  changes  in  speed.  This  engine,  on  account  of 
its  perfectly  noiseless  automatic  motion ;  the  extreme  sensitiveness  of  its 
cut-off;  its  graceful  and  carefully  studied  proportions,  as  weU  as  its 
highly  polished  surfaces,  has  attracted  marked  and  appreciative  atten- 
tion. In  a  comparison  of  the  different  classes  exhibited,  it  is  significant 
to  observe  how  minutely  its  features  have  been  copied  by  noted  builders 
of  other  nations,  as  indicative  of  the  esteem  with  which  they  legard  its 
novelties. 

ALLEN'S  ENGINE. 
The  engine  invented  by  Mr.  J.  F.  Allen,  of  New  York,  has  been  greatly 
modified  in  the  hands  of  Mr.  Ohiirles  T.  Porter,  of  the  same  city,  and 
made  a  special  branch  of  manufacture  by  tlie  Whitworth  Company,  Man- 
chester, England.  The  latter  have  placed  three  representative  engines 
on  exhibition  in  the  British  department,  one  for  driving  a  poi-tion  of  the 
line  shafting  in  the  main  building,  and  two  of  smaller  proportions 
arranged  with  excellent  forethought  for  illustrating  the  principle  and 
detail  of  the  parts.  The  former  has  a  cylinder  12  inches  diameter  and 
24  inches  stroke  of  piston ;  200  revolutions  per  minute  is  tlie  average 
velocity,  giving,  consequently,  a  piston  speed  of  SOO  feet  per  minute- 
While  one  of  the  latter  has  certain  sections  removed,  revealing  thereby 
the  valves,  steam  passages,  piston,  &c.,  a  slow  speed  imiiarted  through 
a  belt  to  the  fly-wheel  clearly  demonstrates  the  manner  in  which  the 
governor  and  valves  perform  their  respective  functions.  Its  consort  is 
operated  by  steam,  and  astonishes  engineers  who  have  been  accustomed 
to  speeds  varying  between  200  or  300  feet  per  minute,  by  its  wonderftil 
rapidity.  The  maximum  number  of  revolutions  attained  has  been  as 
high  as  700,  corresponding  to  a  piston  speed  of  1,400  feet  per  minute,  and 
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yet  tliia  remarkable  feat  was  accomplished  without  jar  or  noise,  so  per- 
fectly are  the  parts  fitted  and  balanced.  The  large  engine  is  furnished 
with  a  jet  condenser,  which  is  simply  a  modification  of  the  approved 
form  used  in  marine  engines.  It  is  placed  on  a  separate  foundation, 
immediately  back  of  the  steam  cylinder,  and  has  for  a  displacement  piece 
a  single-acting  cast-iron  plunger,  operated  by  the  prolonged  piston-rod. 
To  adapt  this  to  the  requirements  of  the  high  speed  incident  to  its  connec- 
tion, the  point  of  the  plunger  is  turned  with  the  same  radius  of  curva- 
ture that  Mr.  Whitworth  has  found  most  efficient  on  big  celebrated  pro- 
jectiles, also  its  weight  exactly  equals  that  of  the  amount  of  water  displaced. 
Besides  these  precautions,  small  diaphragm  plates  are  attached  inside 
of  the  condenser,  to  prevent  the  generation  of  waves  which  would  result 
from  the  sudden  impact  of  the  plunger  against  the  water.  The  rubber 
disk-valves  have  but  a  short  motion,  and  are  self-closing,  by  means  of 
spiral  springs.  The  main  bed-plate  of  the  engine  extends  from  the  cylin- 
der-head, to  which  it  is  bolted,  to  a  point  sufficiently  beyond  the  crank- 
shaft for  receiving  tlie  large  pillow-block  of  the  same.  This  bearing  is 
made  unusually  long,  and  thus  insures  absolute  rigidity  of  the  shaft. 
The  connecting-rod,  formed  of  steel,  has  a  length  equal  to  thrice  the 
stroke.  Since  Mr.  Allen's  engine  is  based  on  tlie  principle  that  work 
should  be  performed  by  the  development  of  high  velocity  in  a  small 
mass,  the  fly-wheel  is  consequently  of  much  less  magnitude  than  used 
on  engines  of  equal  indicated  power.  The  cylinder  is  duplex,  that  car- 
rying the  piston  forms  a  sleeve-like  casting,  which  is  bored  and  turned, 
then  forced  into  the  outer  cylinder  where,  being  supported  only  by  fitting 
strips  at  the  extremities,  it  is  effectually  guarded  by  a  complete  enve- 
lope of  steam  from  irregular  expansion.  With  reference  to  the  proper 
piston  for  a  high-speed  engine,  Mr.  Porter  has  found  the  most  satisfec- 
tory  resnlte  to  accompany  the  use  of  one  without  packing,  but  with  a 
wide  face  carefully  turned  to  the  same  diameter  as  the  bore  of  the  cylin- 
der, and  having  the  same  channeled  by  small  V-grooves.  These  lodge 
the  water  condensed  from  the  first  steam  that  enters  the  cyUnder,  and 
thus  create  a  packing  of  sufficient  resistance  for  the  steam.  There  are 
two  valve-chests  on  the  side  of  the  cylinder,  one  for  the  valves  regu- 
lating the  steam,  the  other  for  those  eonti'olling  the  exhaust.  The  former 
valves  are  rectangular  and  work  between  scraped  surfaces ;  they  are 
balanced  by  the  pressure  of  the  steam  on  their  opposite  sides,  while  the 
latter  ai*  of  the  same  construction  as  the  orduiary  flat  shde-valves. 
These  valves  being  placed  near  the  extremities  of  the  cylinder,  the  cubic 
contents  of  their  passages  is  reduced  to  a  minimum,  a  condition  of  econ- 
omy too  often  overlooked  in  high-speed  engines,  especially  locomotives. 
All  the  valves  are  actuated  by  one  stationarj'  link.  Motion  is  transmitted 
to  those  regulating  the  exhaust  through  a  "rocker"  having  opijosite 
arms ;  the  connecting  stem  being  pinned  rigidly  to  the  top  of  the  hnk 
imparts  an  invariable  action  to  the  valves.  The  steam- valves  have  their 
stems  attached  to  two  other  rockers,  and  these  in  turn  have  connecting 
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stems  pinned  to  the  sliding-bloct  of  the  link.  To  this  block  the  "Porter 
patent  governor"  is  connected,  which,  acting  under  an  increased  or 
diminished  velocity,  causes  the  block  to  traverse  the  link,  and  effects  an 
earlier  or  later  cut-off  of  the  steam.  The  combination  is  very  sensitive, 
and  when  nmning  with  a  light  load  cuts  off  almost  simultaneously  with 
the  commencement  of  the  stroke.  An  invariable  "lead  "results  from  the 
employment  of  the  stationary  link,  which  latter  is  a  curious  modification 
of  the  ordinary  form ;  for  Instead  of  receiving  its  motion  from  two  eccen- 
trics, having  each  a  connecting-rod,  the  Jink-bloek  is  cast  on  the  strap  of 
the  eccentric.  Its  position  is  maintained  by  the  ordinary  mode  of  sus- 
pension, and  the  distance  from  its  centre  to  that  of  the  main  shaft  is 
made  thrice  that  of  the  eccentric's  throw ;  the  latter  is  placed  in  the 
radial  plane  of  the  crank-pin  axis,  and  on  the  same  side  of  the  main  shaft 
as  the  pin.  As  already  intimated,  the  Allen  engine,  by  using  velocity 
instead  of  mass  for  the  development  of  "work,"  has  been  brought  to  an 
exceedingly  compact  compass.  It  is  perfectly  under  the  control  of  its 
steady,  yet  keenly  sensitive  governor,  while  the  rapid  expansion  of  high- 
pressure  steam  in  its  jacketed  cylinder  is  accomplished  free  of  conden- 
sation, and  attended  with  well-known  economic  results.  It  has  worked 
with  remarkable  smoothness  and  regularity  during  the  Exposition,  and 
daily  furnished  indicator  cards,  clejiriy  illustrating  the  perfection  of  its 
parts.     (See  Plate  V,  Fig.  4.) 

hick's  engine. 
Of  all  the  direct-acting  engines  (with  a  fixed  cut-off)  in  the  Exposition, 
that  furnished  by  the  Hick's  Engine  Company,  of  Newcastle,  Delaware, 
is  the  most  simple,  compact,  and  ingenious.  Its  working  parts  consist 
of  four  trunk  pistons  with  their  connecting  rods  strapped  to  the  pins  of 
a  double  crank-shaft,  They  operate  in  one  casting  forming  the  four  cyl- 
inders, while  the  direction  of  rotation  imparted  to  the  shaft  is  governed 
by  a  slide-valve  moved  with  a  simple  hand-lever.  Eaoh  of  these  trunks 
is  single-acting,  and  so  cored  within  as  to  form  three  chambers.  At 
proper  intervals,  passages  open  from  these  chambers  which,  in  the  course 
of  the  trunk's  stroke,  communicate  with  corresponding  ones  leading  to 
the  steam-supply,  as  well  as  the  channels  for  the  exhaust.  But  one  of 
the  three  chambers  opens  into  the  vacant  cylinder;  this  serves  as  an 
inlet  for  the  steam  in  the  commencement  of  the  effective  stroke,  and  as 
outlet  for  the  same  during  the  latter  part  of  the  return.  It  is  not  used 
in  the  first  part  of  the  return  stroke,  because  when  the  trunk  piston  has 
nearly  completed  its  effective  stroke,  it  uncovers  an  exhaust  passage 
through  which  the  steam  can  escape.  This  channel  is  immediately 
closed  on  the  passage  of  the  crank  over  its  dead  center;  hence  the  neces- 
sity of  opening  au  escape  for  the  remaining  vapor,  which  would  other- 
wise be  greatly  compressed  and  offer  serious  i-esistance.  The  steam  for 
each  cylinder  enters  its  trunk  through  that  of  the  adjoining,  while 
its  own  truuk  cffocts  the  cut-off  of  the  same ;  as  this  occurs  in  the  most 
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rapid  portion  of  the  truuk's  travel,  the  ciit-off  is  iiecesaarilj  sharp 
and  decisive.  Its  extent  i«  regulated  by  the  length  assigned  to  the  lon- 
gitudinal passage  in  the  construction  of  the  engine.  From  the  nature 
of  the  passage  uncovered  hy  the  trunk  the  exhaust  anticipates  the  com- 
pletion of  the  stroke,  and  thus  always  exhibits  a  free  line  on  an  indicator 
card  quite  independently  of  the  direction  in  which  theengine  is  running. 
Hence,  from  this  engine  a  much  better  theoretical  card  can  be  procured 
than  is  possibly  the  case  with  an  ordinary  slide-valve  actuated  by  a  sin- 
gle eccentric.  Leakage  of  the  steam  between  the  tnmks  and  their  cyl- 
inders is  prevented  by  a  key  in  each  trunk  which  is  able  to  expand  the 
same  in  a  circumferential  direction.  Compared  with  two  double-acting 
locomotive  cylinders  of  the  same  stroke,  it  will  be  observed  that  three 
or  four  times  the  length  of  cylinder  is  required  by  this  arrangement  to 
accomplish  the  same  work.  The  simplicity  of  the  parts  strongly  recom- 
mend its  use  in  places  where  skilled  engineering  assistance  is  difficult 
to  procure.    An  indicator  of  this  engine  is  given  on  Plate  V,  Fig.  5. 

BEHEENS'S  EHGIKE. 

Mr.  Behrens,  of  New  York,  exhibits  a  rotary  engine  and  pump  com- 
bined similar  to  that  invented  by  Mr,  Eepsold,  of  Hamburg,  in  1862. 
Fis-  14.  It  consists  of  two  double  cylinders 

mounted  horizontally  on  a  bed-plate; 
through  their  axes  run  two  parallel 
shafts,  whose  motions  are  rendered 
synchronous  by  spur  gears  keyed 
>n  tirmlv  in  the  intervening  space. 
>\  ithin  these  double  cylinders  and 
attiched  to  their  shafts  are  four  seg- 
mental piston  blocks,  whose  curved 
ends  match  cich  other  in  the  prog- 
II. -to  of  their  rotation.  Top  andbot- 
t  "im  p-issages  to  one  of  these  cylin- 
ders admit  and  release  the  steam, 
ind  conesponding  ones  on  the  other 
peiform  the  same  functions  for  the  liquid  to  be  riised.  AH  four  cylin- 
ders are  boied  to  the  same  diameter,  but  the  length  of  the  steam  double 
cylinder  is  proportioned  to  the  power  required  for  forcing  the  liquid. 
Whatever  may  be  the  defects  of  the  steam  cylinder  with  reference  to  its 
packing,  the  design  for  a  pump  is  well  worthy  of  attention,  as  it  pos- 
sesses remarkable  qualities  for  both  suction  and  forcing  combined  with 
admirable  simplicity.  The  last  two  engines  are  furnished  with  gov- 
ernors patented  by  Mr.  Pickering,  of  New  York,  This  gentleman 
exhibits  samples  of  the  various  sizes  he  manuiiietures,  from  those 
adapted  to  engines  of  a  few  horse-power  to  others  suitable  for  marine 
engines  of  several  hundred.  His  governor  balls  ai'e  riveted  in  the  cen- 
ters of  three  laminated  straight  steel  springs.    Each  spring  is  composed 
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of  five  leaves,  which  are  riveted  at  their  upper  and  lower  extremities  to 
collars  upon  the  governor  spindle.  The  valve  operated  is  of  the  piston 
variety  and  perfectly  balanced,  so  that  little  labor  is  required  of  the 
balls.  This  peculiar  combination  and  riveting  of  the  springs  renders 
the  goveraor  highly  scnsitire  to  the  least  variation  iu  speed.  Its  sim- 
plicity is  very  prominent  in  a  comparison  with  the  specimens  in  the 
French  department. 

SHAW'S  KNGIKK. 
Mr.  Philander  Shaw,  of  Boston,  exhibits  a  roughly  constructed  hot-air 
engine  in  the  American  section  of  the  park,  but  one  which,  by  its  origi- 
nality of  design,  has  attracted  much  attention.  The  engine  is  constructed 
with  two  vertical  cylinders,  having  single-acting  trunk  pistons  hung  from 
the  opposite  extremities  of  an  overhead  working-beam.  The  beam  center 
is  prolonged  on  the  side  towards  the  furnace  sufficiently  for  receiving  a 
fixed  arm,  from  which  the  connecting  rod  runs  to  the  crdnk  of  the  main 
shaft.  The  furnace  is  hermetically  closed;  fix>m  it  the  heated  air  and 
products  of  combustion  pass  over  to  the  cylinders,  with  an  average 
pressure  of  fourteen  pounds  per  square  inch,  to  which  they  are  admitted 
by  suitable  valves.  While  one  piston  is  making  the  upward  stroke  its 
annular  face  acts  as  an  air-pump  for  forcing  cold  air  into  a  heater,  whence 
it  flows  under  the  grate,  to  sustain  combustion.  This  is  succeeded  by 
the  down  stroke,  which  draws  cold  air  into  the  annular  apace  and  expels 
the  gases  just  used,  through  the  tubes  of  the  heater  to  the  stack.  By  a 
neat  arrangement  of  the  parts  the  fine  ci  nders  are  prevented  from  cutting 
the  cylinders,  and  the  sameai-ekept  sufftciently  cool.  A  diagram  of  the 
working  wUl  be  found  on  Plate  V,  Fig.  6. 

II.— GREAT  BEJTAra  ANT>  EUROPE. 

The  three  most  notable  copies  of  the  Corliss  engine  principle  are  by 
Messrs.  Hick,  Hargraves  &  Co.,  of  Bolton,  England,  Messrs.  Gebriider 
Sulzer,  of  Winter thur,  Switzerland,  and  Mr.  A.  Duvergier,  Lyons,  France. 
The  leading  difl'erence  in  the  engine  of  the  first  manufacturers  is  in  the 
release  of  the  cut-off  valves;  the  finger  clips  are  double;  it,  however, 
substantially  corresponds  in  other  details.  The  Swiss  engine  is  the  same 
in  respect  to  the  frame,  speed,  functions  of  valves,  &c.  It  has  four  puppet 
instead  of  as  many  circular  slide-valves,  and  these  are  operated  by  cams 
on  a  shaft  running  parallel  to  the  axis  of  the  engine.  The  governor  varies 
the  point  of  cut-off  by  merely  altering  the  radial  lines  of  contact  between 
the  valve  connections  and  their  cams,  but  leaves  the  exhaust  motion  in- 
variable. The  French  engine  is  characteristic  more  for  the  imitation  of 
principle  than  details.  Its  bed-plate  and  overhanging  cylinder  are  like 
those  of  the  Allen  engine.  The  governor  acts  on  the  cut-off  valves  through 
the  block  of  a  rocking  link  to  which  their  stems  are  secured,  and  whose 
oscillating  motion  is  derived  from  the  same  eccentric  that  actuates  the 
exhaust  valves. 

The  Woolf  system  of  working  steam  of  high  pressure  iu  one  cylinder, 


.A_iOOg[c 


bU  PAEIS    UNIVERSAL   EXPOSITION. 

and  expanding  the  same  in  a  second  of  greater  diameter,  has  many  ex- 
ponents eontributed  from  the  different  countries  of  Europe.  A  large 
double  beam  engine  (built  by  Mr.  T.  Powell  of  Rouen)  having  four  cylin- 
ders, drives  the  machinery  in  a  section  of  the  French  departmeut.  Ita  two 
high-pressure  cylinders  occupy  the  relative  position  to  those  in  which 
the  expansion  takes  place,  that  the  air-pump  of  an  ordinary  beam-engine 
does  to  its  cylinder.  Cam  shafts  geared  from  the  main  shaft  regulate 
the  operation  of  the  puppet-vaJves.  The  workmanship  of  this  engine  is 
of  the  first  order,  yet,  like  many  of  its  contemporaries  in  the  same  depart- 
ment, it  furnishes  but  meager  material  for  a  report  on  novel  forms  of 
stationaries. 

vakdenkerchove's  engine. 

Mr.  Prosper  Vandenkerchove,  of  Gaud,  Belgium,  has  labored  earnestly 
towards  reducing  to  a  minimum  the  cubic  contents  of  the  numerous  steam 
pasJ^ages  incident  to  a  double-cylinder  expansion  engine.  His  system  is 
embodied  in  a  large  horizontal  engine  having  two  opposite  cranks  on 
the  main  shaft,  double  guides,  cross-heads,  connecting-rods,  &c.  The 
two  cylinders  receive  the  live  steam  in  jackets  surrounding  each,  whence 
having  passed  through  puppet- valves  to  the  high-pressure  cylinder  and 
performed  a  portion  of  its  duty,  it  is  allowed  to  escape  and  expand  in 
the  large  cylinder  by  the  opening  of  the  intermediate  slide-valves. 

Its  final  escape  is  effected  through  separate  exhaust- valves  in  the  large 
cylinder.  For  these  various  duties  six  valves  are  required,  thus  attain. 
ing  the  object  at  a  sacrifice  of  simplicity,  yet  the  engine  in  other  respects 
gives  promise  of  the  most  economical  results.  The  drawings,  Plate  V, 
Figs.  7  and  8,  are  self-explanatory  of  the  system. 

scribe's  engine. 

The  engine  of  Mr.  Gustave  Scribe  differs  from  the  ibregoing  in  the 
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position  of  the  cylinders  and  valve  motion.  Ho  places  tlie  axis  of  the 
high-pressure  cylinder  coincident  with  that  of  the  low  and  immediately 
ahead  of  the  same,  towards  the  crank  shaft.  The  two  piston-rods  of  the 
low-pressure  cylinder  run  parallel  to  tlie  sides  of  the  high  and  are  attached 
to  the  same  cross-head  that  holds  its  single  piston  rod;  thus  one  connect- 
ing rod,  crauk,  cross-head,  &c.,  satisfy  the  requirements  of  the  engine. 
The  main  objection  to  this  anangement  is  that  the  port  carrying  the 
exhaust  high-pressure  steam  from  the  front  end  of  the  small  cylinder  to 
the  back  end  of  the  large  is  necessarily  of  great  length ;  in  the  50  horse- 
power engine  on  exhibition  this  distance  equals  eight  feet. 

An  engine  in  the  Swedish  department  constructed  by  the  Bergsn  nd  Com- 
pany of  Stockholm  displays  a  ready  means  of  obviating  this  difficulty. 
They  (so  to  speak)  slide  the  highpresaareoylinderof  Mr.  Scribe's  engine 
into  the  low-pressure,  afterthe  manner  of  atelescope;  thereby  prodiiciog 
a  central  high-pressure  cylinder  surrounded  by  a  low-pressure  one  having 
an  annular  piston.  The  three  piston-rods  as  before  are  connected  with 
the  same  cross-head  and  transmit  motion  to  one  crank  arm.  This  sys- 
tem is  highly  esteemed  in  Sweden  and  appears  destined,  by  the  ingenious 
distribution  of  the  steam,  coupled  with  a  compact  arrangement  of  parts, 
to  attract  the  careful  study  of  maiine  engineers. 

EOTAEY  AND  GAS-ENGISBS. 

Among  the  varieties  of  foreign  rotary  engines  the  most  prominent  are 
from  the  works  of  Messrs.  Pillner  &  Hill,  Ifewport,  England,  and  R.  W. 
Thompson,  of  Edinburgh,  Scotland.  In  the  engine  of  the  former  firm, 
the  steam  acts  upon  two  spur-wheel  pistons ;  the  prolonged  main  shaft 
is  designed  to  drive  directly  a  wire  rolling-mill,  and  revolve  at  500  turns 
per  minute.  That  of  the  latter  is  termed  a  "  differential  rotary,"  and  has 
already  been  noticed  in  connection  with  the  subject  of  steam  cranes. 

The  "disk  engine"of  Mr.  A.  Molard,  Laneville,  France,  stands  in  the 
annex,  but  so  closely  resembles  in  detail  those  constructed  for  screw 
steamers  by  Messrs.  J.  &  G-.  Bennie,  London,  that  it  claims  no  special 
attention. 

There  are  three  forms  of  illuminating  gas-engines  on  exhibition.  The 
two  first  differ  principally  in  the  method  of  ignition;  Mr.  Lenoir  employing 
a  galvanic  battery,  while  Mr.  Hugon  employs  a  simple  flame  introduced 
and  cut  off  by  an  ordinary  slide-valve.  The  third  form  is  the  invention  of 
Mr.  N.  A.  Otto,  of  Cologne,  Prussia;  in  it  the  Hugon  Same  is  used;  the 
gaa,  having  been  ignited,propels  the  piston  freely  up  the  vertical  cylinder, 
until  the  partial  vacuum  produced  by  the  explosion  causes  its  less  rapid 
return;  dimngwhichtherodaetsonthedi-iving  shaft  by  meansof  gearing, 
and  imparts  the  desired  rotation.  Beside  gas-engines,  are  several  others 
actuated  by  water  pressure  and  electro-magnetism.  The  latter  seem 
interesting  when  regarded  as  mere  skirmishing  efforts  with  a  power  whose 
future  influence  can  scarcely  be  estimated.  It  is  understood  that  another 
(committee  have  prepared  papers  on  those  varieties  of  motive  power  whose 
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adaptation  is  more  modern  than  that  of  steam,  and  to  this  fact  must  be 
attributed  the  cursory  character  of  the  foregoing  remarks. 

Aftttr  having  glanced  at  the  different  novelties  for  the  development  of 
power,  the  next  subject  of  interest  will  be  the  transmission  of  the  same 
for  the  performance  of  work ;  and  first,  with  reference  to  one  of  the  oldest 
means,  viz :  leather  belting. 

III.— TKA]^8M1SSI0J;  OF  POWER 

LEATHER   BELTING. 

An  cxaininatioii  of  the  different  leather  departments,  and  the  varieties 
of  belting  in  actual  use,  reveal  a  tendency  on  the  part  of  manufacturers 
to  improve  the  quality  of  wide  belts  by  securing  2-ineh  strips  along  their 
edges.  Specimens  of  this  character  are  exhibited  by  Messrs.  Webb  & 
Son,  Stowmarket,  England;  Mr.  William  Bidand,  of  Bonn,  Prussia;  H, 
Lemaistre  &  Co.,  Brussels,  Belgium;  Placide  Peltereau,  32  Ene  d'Haute- 
ville,  Paris ;  Poullain  Brothers,  99  Eue  de  Flandre,  Paris ;  and  others  of 
less  note.  The  material  forming  these  strips  is  (with  a  single  exception) 
leather  of  the  same  quality  as  the  belt.  The  methods  of  attachment  are 
variable,  as  laces,  threads,  rivets,  eyelets,  and  brass  screws.  The  Eng- 
lish use  tlie  threads,  Prussians  the  laees,  and  the  French  all  the  varieties 
enumerated.  Mr.  P.  Peltereau,  proprietor  of  one  of  the  largest  houses 
in  Prance,  makes  a  remarkable  display,  not  only  of  belts  and  their  mount- 
ings, but  of  different  kinds  of  leather ;  sucb  as  tanned  elephant  hide, 
varying  in  thickness  from  one-fourth  to  one  -half  an  inch,  and  bippopot 
amus  hide,  from  one  inch  to  one  and  a  half  inches  in  thickness.  His 
8-inch  and  10-inch  belts  have  leathei-  facings  two  inches  wide  on  their 
edges.  Each  of  these  facings  is  attached  by  two  leather  laces,  whose 
stitches  have  three-fourths  of  an  inch  span,  and  run  in  parallel  lines,  sep- 
arated by  one  and  one-fourth  inch. 

The  "  inestensible  belt,"  for  whicb,atapreviou8  exposition, he  received 
a  gold  medal,  has  steel  instead  of  leather  edging  strips.  These  strips,  for 
a  10-inch  belt,  are  two  inches  wide  by  onesixty-fonrth  of  an  inch  in 
thickness,  and  attached  by  two  riveted  rows  of  copper  tacks.  These 
tacks  are  one-eighth  of  an  uich  in  diameter,  and  placed  three  and  one- 
half  inches  between  centres. 

Messrs.  PouUain  Brothers  join  their  single  and  compound  their  double 
belts  with  headless  one-eighth  of  an  inch  brass  screws.  This  is  accom- 
plished with  ft  very  ingenious  machine,  of  which  there  are  several  types 
in  the  French  department.  It  carries  a  coil  of  plain  brass  wire,  which, 
while  beingfedtothe  work, passes  through  a  die  of  twenty-eight  threads 
to  the  inch.  The  screw  thus  formed  enters  the  belt  at  a  point  closely 
clamped  by  a  foot-lever,  and  having  passed  through  is  cut  off.  Finally, 
the  belt  being  placed  on  a  surface  plate,  the  points  of  all  the  screws  are 
slightly  riveted.  The  most  compact  and  expeditious  of  these  machines 
is  the  invention  of  Mr.  Oabourg,  74  Eue  St.  Houor^,  Paris. 
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Mr.  E.  Scellos,  of  74  Boulevard  An  Prince  Eugene,  exhibits  wbat  he 
terms  a  "homogeneous  belt,"  for  150  horse-power.  This  belt  is  nineteen 
and  one-half  inches  wide  by  three-fourths  of  an  inch  in  thickness.  It  is 
composed  of  104  leather  strips  three-fourths  of  an  inch  in  width,  laid 
longitudinally  with  reference  to  the  belt,  and  laced  transversely ;  the  dis- 
tance between  laces  is  one  and  one-fourth  inch,  and  diameter  of  lace 
equals  three-sixteenths  of  an  inch.  The  advantage  of  edge-bound  wide 
belts,  where  frequent  shipping  is  an  essential,  we  think  will  be  readily 
conceded ;  and  to  what  extent  they  can  supplant  double  belts  is  a  sub. 
ject  worthy  of  experimental  inquiry.  The  use  of  very  wide  belt^  is  sel- 
dom resorted  to  in  the  machinery  department.  One  of  the  stationaries 
has  two  central  ribbed  pulley  rims  bolted  to  the  arms  of  its  fly-wheel;  on 
these  run  four  belts  six  inches  in  width;  another  has  two  12-inch  edged 
belts,  and  so  on — the  inclination  was  always  to  increase  the  number 
rather  than  the  width  of  the  belts. 

TltANSMISSION   OF   POWER   TO    GREAT   DISTANCES. 

For  the  transmission  of  power  to  great  distances,  leather  and  rub- 
ber belts  are  rendered  useless  by  then  extreme  elastidty,  and  the 
expensive  character  of  their  mteimediate  supported,  whde  shaftmg 
with  bevel  gears  consumes  the  applied  powei  in  excessive  tiiction,  elas- 
ticity, &c.  These  difficulties  weie  studiouslv  met  and  aucce&sfullv 
solved  by  Mr,  C.  F.  Hirn,  of  Golmar,  Haut  Bbin,  in  the  jear  1S60 ,  the 
practical  working  of  his  invention  was 
partiallj-  displayed  at  the  exhibition  ot 
1862.  In  the  park  of  the  present  Ex 
position,  his  system  is  cleailj  shown  by 
the  operation  of  a  centrifugal  pump, 
deriving  its  power  from  a  stationary 
engine,  working  on  the  opposite  side  of 
the  artificial  lake,  and  distant  some  500 
feet  from  the  pump.  This  so  called 
"telodynamic"  system  is  bised  on  the 
substitution  of  a  high  velocit'\  devel 
oped  in  a  small  mass,  foi  its  com  erse, 
viz:  large  mass  moving  with  small  \e 
locity.  The  power-conductor  is  simply 
a  light  wire  rope,  passing  ovei  pullejs 
of  large  diameter,  and  upheld  at  inter-  Supports  for  Hirn's  Teiodynamiu  Cable. 
vals  of  about  four  hundred  tteet  by  supportrpulleys.  The  constraction  of 
these  pulleys,  and  their  supports,  is  shown  by  the  accompanying  fig- 
ures, 16  and  17,  giving  a  side  view  and  end  view,  and  a  section  of  the 
rim  of  the  pulley.  The  two  extreme  pulleys,  or  those  which  receive  and 
distribute  the  power,  are  rotated  at  speeds  having  a  circumferential 
velocity  of  1,800  to  4,800  feet  per  minute.  It  has  been  the  practice  to 
make  these  of  east  iron,  but  steel  is  recommended  where  higher  x'cloci- 
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ties  are  Deeessary.  The  face  of  the  ])iilley  is  channeled  by  a  deep  V- 
groove,  while  the  bottom  of  the  latt«r  has  a  filling  of  gutta-percha 

t/^  whieh  adapts  itself  more  and  more  perfectly  to  the 
/  J  rope,  and  entirely  prevents  slip  and  weai-.    Fig.  17 
|„    \  j  is  a  section  of  the  rim  of  the  support-pulley,  show- 

^     \        .  /    ing  the  cable  A,   resting  upon    the    gutta-percha 

\       \    ,v  ■(         /    cushion  B.    Herein  lie«  the  secret  of  its  practical 
1        -~-^~-i       '      success;  aresult  only  attained  after  most  disconrag- 
^i-i  i tig  experiments  upon  pulleys  constructed  success- 

ively of  copper,  wood,  cast  iron,  &c.,  with  facings  of 
leather,  India-rubber,  horn,  Jignumvit^,  and  box- 
wood.   Experience  has  proved  that  the  loss  of  power 
\^  /"      by  the  telodynamic  system  is  quite  triiling,  and  arises 

lijj,  17.  mainly  from  the  resistance  of  the  air  to  the  arms  of  the 

pulleys,  the  friction  of  tJieir  axles,  as  well  as  the  rigidity  of  the  rope  in  its 
passage  over  the  pulleys.  It  has  beenfound  that  two  pulleys,  twelve  feet 
in  diameter,  making  lOD  revolutions  per  minute,  with  a  cable  of  seven-six- 
teenths of  an  inch  diameter,  can  by  means  of  a  circumferential  velocity 
of  4,000  feet  per  minute,  transmit  120  horse-power  (to  distances  less  than 
400  feet)  without  sustaining  a  loss  of  more  than  two  and  one-half  per 
cent.  If  this  limit  is  exceeded,  it  will  become  necessary  to  Introduce  sup- 
port-pulleys of  seven  feet  diameter,  and  for  these  there  should  be  esti. 
mated  a  mechanical  loss  of  about  one  per  cent,  per  3,300  feet  of  distance 
traveled.  The  pecuniary  expense,  independent  of  the  ground-rent, 
amonnted  to  $1,000  (gold)  per  3,300  feet,  plus  $600  for  the  receiriug  and 
distributing  pulleys,  with  their  respective  shafts  and  supports.  It  is 
evident  that  this  system  cannot  be  limited  in  its  application  by  rectilinear 
transmission,  but  is  susceptible  of  all  the  changes  in  direction  which 
inclined  pulleys  can  command.  There  are  already  between  400  and  500 
instances  of  its  employment  in  connection  with  the  manufacturing  inter- 
ests of  the  continent.  Its  advantages  in  respect  to  our  own  country  can 
hardly  be  over-estimated. 

CALLES'S  HYDEO-AEEO-DYNAMIC   WHEEI.. 

Another  form  of  transmission  may  be  seen  in  the  Belgian  department, 
which  is  the  invention  of  Mr.  A.  Calles,  mechanical  engineer  resident  in 
Brussels.  Its  special  object  is  the  distribution  of  motive  power  through- 
out large  cities  with  the  same  facility  that  now  obtains  iu  the  easea  of 
water  and  gas.  Besides  perfect  freedom  from  the  dangers  incident  to  the 
use  of  steam-boilers,  this  power  can  be  furnished  on  more  economical 
terms  than  steam  and  when  not  wanted  can  be  instantly  shut  off.  It 
requires  no  lofty  stack  or  chimney  on  the  premises,  but,  in  addition  to  its 
work,  purifies  the  atmosphere  of  the  manufactory  by  the  fresh  oxygen 
constantly  introduced ;  it  also  occupies  but  little  space,  and  needs  only 
casual  attention.    The  motive  power  is  compressed  air,  which  after 
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triiversing  iron  pipes  is  floally  allowed  to  escape  under  a  submerged 
water-wheel  {having  curved  buelcets)  where  the  excess  of  water  displaced 
on  one  side  of  the  wheel  over  that  on  the  other,  causes  that  side  to  rise, 
and  with  a  constant  flow  of  the  air  the  rotation  is  rendered  uniform. 
Spur  gearing  applies  the  power.  The  action  of  this  soH3alled  "hydro- 
aero-dynamic"  wheel  is  analogous  to  that  of  an  undershot  water-wheel, 
but  developes  more  useful  effect  in  virtue  of  its  submergence,  the  friction 
thereby  being  greatly  reduced  and  the  possibility  of  lealtage  guarded 
against.  The  water  surrounding  the  wheel  is  contained  by  a  tant  and 
only  requires  replenishing  as  evaporation  takes  place.  The  wheel  on 
exhibition  is  located  in  the  rotunda  of  the  Belgian  annex,  distance,  600 
feet  from  its  donble-acting  air-compressor  pump,  which  is  belted  from 
the  shafting  in  the  main  building.  Fourteen  elbows  are  introduced  in 
the  supply  pipe  for  the  purpose  of  increasing  the  resistance  offered  the 
air.  The  diameter  of  the  pipe  is  3^  inches,  through  it  the  air  flows  with  a 
velocity  of  104  feet  per  second  under  a  pressure  of  3§  pounds  per  square 
inch.  The  piston  of  the  pump  is  23  j^inches  diameter,  and  makes  40  double 
strokes  per  minute  of  27f  inches  travel.  The  hydro-aero-dynaniic  wheel 
is  9  feet  10  inches  in  diameter,  and  of  its  30  buckets,  13  are  continually  per- 
forming service.  Its  speed  is  six  revolutions  per  minute,  or  three  buck- 
ets per  second,  ea«h  of  which  receive  in  passing  the  supply  pipe  1.78 
cubic  foot  of  air.  The  inventor  estimates  the  power  expended  (under 
these  conditions)  in  compressing  the  air  at  9J  horse-power,  and  that 
given  out  by  the  wheel  at  9  horse-power,  or  at  a  loss  of  about  five 
per  cent.  It  is  considered  that  under  increased  pressure  this  machine 
is  capable  of  transmitting  and  redeveloping  a  power  of  15  horses.  The 
system  offers  peculiar  advantages  in  connection  with  powder  miUs  and 
pyrotechnic  establishments. 
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CHAPTER  V. 

MARINE  ENGINES. 

Great  Britain— Eisgines  t 
L'OcfeAN— Enoines    POIt 

LAKE — DiMEHSIONS  OP  THI 

In  the  comparativeiy  short  time  that  has  elapsed  since  the  Ijondon 
exhibition,  but  slight  advance  can  be  expected  in  a  department  like  that 
of  marine  engineering,  where  the  structures  are  erected  at  immense  cost, 
and  in  the  event  of  failure  attended  with  such  disastrous  financial  results. 
Yet  the  present  exposition  is  not  wanting  in  signs  of  progress.  The 
principal  contributions  are  from  Great  Britain,  Switzerland,  and  France, 
that  of  the  latter  is  remarkably  extensive.  Switzerland  is  represented 
by  a  large  paddle-wheel  engine  built  by  Messrs.  Escher,  Wyss  &  Co.,  of 
Zurich,  for  the  Bhine  navigation  service.  It  has  two  inclined^  direct- 
acting  parallel  cylinders,  constructed  on  the  Woolf  principle ;  the  pillow- 
block  frames  for  the  crank  shaft  rest  on  eight  wrought-iron  rod  sup- 
ports. A  third  intermediate  crank  operates  the  aii'  pumps,  which  are 
bolted  to  the  main  horizontal  bedplate.  The  workmanship  is  fair,  but 
the  design  of  no  special  interest. 

I.— GEEAT  BliTTAIN. 

ENGINES   FOE   THE   SAPPHO. 

One  surprising  feature  in  the  present  exposition  has  been  the  intro- 
duction and  iierformance  of  mariue  engines  rated  at  several  thousand 
horse-power.  In  the  English  department  are  a  pair  of  direct  acting  trunk 
engines,  a  superb  piece  of  workmanship,  by  Messrs.  John  Penn  &  Son,  of 
Greenwich.  These  were  built  for  her  Majesty's  ship  Sappho  and  will 
develop  over  2,000  horse-power  when  cutting  off  at  one-third  the  stroke. 
The  diameter  of  each  cylinder  is  70  inches ;  as  the  cranks  are  designed  to 
make  90  revolutions  per  minute,  the  piston  speed  will  be  540  feet.  The 
condensers  have  a  tube  surface  of  5,600  square  feet,  and  receive  their  circu- 
lating water  from  two  centrifugal  pumps  driven  by  independent  engines. 
A  shifting  link  motion  operates  the  main  slide-valves,  besides  these  there 
are  two  starting  valves  actuated  by  independent  eccentrics.  The  cranks 
and  link  motion  are  accurately  balanced,  the  castings  beautifnlly  finished, 
cylinders  lagged  with  mahogany  held  by  brass  bands;  in  fact  each  piece 
tells  the  same  story,  viz:  careful  study,  good  taste,  and  surpassing  skill. 
The  same  firm  exhibit  a  neat  engine  for  a  twin  screw-launch  as  well  as 
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sundry  niodels  of  marine  engines.  A  fine  collection  of  the  latter  in  tlie 
same  department  represents  the  practice  of  the  following  makers: 
Messrs,  Maudslay  Sons  &  Field,  London;  Wm.  Denny  &  Brotliers, 
Dumbarton ;  J.  &  G-.  Eennie,  London ;  Ilumphreys  &  Tennant ;  and 
Messrs.  Havenhill,  Hodgson  &  Co.,  of  London.  In  addition  to  these  a 
history  of  the  changes  which  have  taken  place  in  the  royal  navy  since 
the  introduction  of  the  screw  as  a  means  of  propulsion,  is  illustrated  by 
an  interesting  collection  of  105  models.  These  include  ships  of  two  and 
three  decks,  frigates,  corvettes,  gun-boats,  tugs,  paddle  dispatch,  yachts, 
troop-ships,  and  first,  second,  and  third  class  ironclads. 

There  are  two  engines  for  twin  screw-launches  besides  the  one  exhib- 
ited by  Messrs,  Penn.  The  first,  by  Messrs.  Maudslay,  has  a  regular  loco- 
motive boiler,  whose  furnace-door  faces  the  bow  of  the  boat.  On  each 
side  of  tlie  fire-box  are  bolted  two  inverted  cylinders  acting  directly  on 
the  crank-shafts.  These  are  capable  of  yielding  40  horse-power  when 
the  cranks  are  running  at  330  revolutions  per  minute.  The  total  weight 
added  to  a  launch  by  the  use  of  these  engines  is  about  7,000  pounds. 
The  second,  by  Messrs.  Kennie,  has  the  additional  advantage  of  two  fiir- 
face  condensers  supplied  with  water  by  small  centrifugal  pumps  belted 
from  the  main  shaft.  The  necessity  of  carrying  tanks  filled  with  fresh 
water  is  thus  avoided,  at  very  slight  sacrifice  of  space,  but  with  economy 
in  point  of  weight. 

IL— T-RANCE. 

Li  respect  to  novelty  the  most  interesting  features  are  found  in  the 
French  department.  Their  typical  form  is  that  of  three  horizontal  back- 
action  engines  placed  side  by  side,  which  exert  their  force  on  the  same 
crank-shaft,  receiving  first  the  steam  in  the  central  cylinder,  and  after- 
wards expanding  it  in  those  adjaeent.  This  principle  was  first  iutro- 
duced  in  the  imperial  navy  by  M.  Dupuy  de  L6me,  the  director  of 
maUriel  under  the  minister  of  marine.  It  has  altogether  eight  illustra- 
tions in  the  Exposition;  three  consist  of  engines  of  great  magnitude, 
the  fourth  of  only  the  reciprocating  parts  sustained  in  like  manner  U> 
the  bones  of  a  skeleton  for  showing  their  relative  position  when  in  ser- 
^e,  and  the  remainder  a  collection  of  neatly  executed  models. 

Before  discussing  more  fuUy  this  representative  type  of  engine,  brief 
allusion  will  be  made  to  the  general  display  of  the  department. 

In  the  main  building  are  thirteen  elaborately  finished  models,  ten  of 
which  were  contributed  by  the  company  of  the  Mediterranean  Forges  and 
Shipyards,  office  28  Rue  Notre  Daiue  des  Victoires,  Paris;  the  balance 
by  the  government  works  at  Indret.  Messrs.  Schneider  &  Co,,  of  Creu- 
zot,  have  at  much  expense  erected  two  complete  engines  in  their  budd- 
ing within  the  park.  The  largest,  of  950  nominal  horse-power,  is  iden- 
tical in  principle,  though  diflfering  slightly  in  detail,  with  the  unperial 
engine  to  be  described.  It  has  three  cylinders  of  82f  inches  diameter 
and  4  feet  3J  inches  stroke.    The  average  number  of  revolutions  is  fixed 
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at  55,  and  anticipated  actual  power  at  3,800  horses.  After  removal  from 
the  Exposition  it  will  be  re-erected  on  tlie  iron-clad  fiigate  L'Ocean. 
Tte  second,'  designed  for  the  iron-clad  ram  Le  Oerb^re,  is  a  double-eyl- 
iuder  back-action  engine  of  265  nominal  horse-power,  one  of  a  pair  for 
twin  propellers,  yielding  in  the  aggregate  530  horse-power.  Each  cylin- 
der is  47J  inches  in  diameter,  with  a  sti'oke  of  2  feet  3J  inches.  The 
engine  will  be  worked  at  a  speed  of  88  revolutions  per  minnte.  It  is 
next  in  point  of  workmanship  to  that  of  Messrs.  Penn,  bnt  more  com- 
plicated in  the  details. 

Eor  the  purpose  of  exhaust,  injection,  or  delivery  jnpes  the  Frencli  are 
commencing  to  nse  seamless  rolled  copper  tubes,  which  may  be  bent  to 
almi^t  any  desired  curve.  The  most  complete  assortment  is  that  of 
Messrs.  Estivant  Bros.,  71  Eue  du  Temple,  Paris,  varying  in  size  from 
pipes  of  only  a  few  inches  diameter  to  those  of  16|  inches  outside  diame- 
ter, ^  of  an  inch  in  thiclmess  and  17  feet  in  length.  Anotlier  was  ob- 
served 13^  inches  diameter,  weighing  484  pounds,  and  bent  to  a  right 
angle  upon  a  radius  of  curvature  of  about  30  inches.  The  process  of 
bending  was  ascertained  to  be  the  same  as  that  in  ordinary  practice 
with  pipes  of  smaller  diameter. 

Near  the  im]>erial  engine  is.  one  of  450  nominal  horse-power,  erected 
by  Messrs.  Mazeline,  of  Havre,  of  fine  workmanship,  but  with  no  essen- 
tial difference  demanding  a  separate  description. 

ENGINES   OF   THE  FEIEDLAND. 

The  representative  engine  was  bnUt  for  the  steamer  Priedland,  belong- 
ing to  the  imperial  navy,  at  the  government  works  of  Indret.  It  has 
been  erected  complete  in  all  its  parts  (save  reduced  boiler  power)  within 
one  of  the  buildings  bordering  the  river  Seine,  from  which  the  supply 
of  water  for  the  condenser  is  drawn.  All  the  parts  occupy  the  same 
relative  position  to  each  other  that  they  will  when  located  on  ship- 
board. The  main  shaft,  fitted  with  its  thrust-bearing  universal  joints, 
clutch,  brake,  and  pillow-blocks,  transmits  motion  to  a  brass  4--bladed 
propeller  of  19  feet  8J  inches  diameter  and  28  feet  4f  inches  pitch.  Its 
blades  are  not  cast  solid  on  the  hub,  but  secured  to  the  same  by  means 
of  large  pivots  entering  sockets,  and  arranged  to  admit  of  adjustment. 
Steam  is  raised  in  the  boilers  every  morning  and  let  on  fcetwe«n  the 
hours  of  12  and  3  p.  m.,  furnishing  thereby  one  of  the  most  instruc- 
tive public  entertainments  in  the  whole  Exposition.  Prom  a  careful 
examination  of  the  accompanying  drawings  it  is  evident  that  this  engine 
is  \irtually  formed  by  bolting  together  three  horizontal  back-aotion 
engines  of  uniform  dimensions.  In  describing  the  action  of  the  steam 
and  the  relation  of  the  pa.rts,  it  will  be  convenient  to  consider  the 
engine  as  working  in  the  forward  motion,  and  to  designate  its  cylin- 
ders as  middle,  first,  and  second,  calling  that  nearest  the  bow  of  the 
ship  the  first.  The  ends  of  the  cylinders  nearest  the  crank-shaft  the 
fronts.    The  steam  enters  through  pipes  on  the  outer  sides  of  the  first 
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and  second  cylinders  to  the  steam  cases  suiTOunding  the  same,  and 
being  sliglitly  superheated  it  yields  np  a  portion  of  its  heat  to  these 
bodies.  Having  circulated  around  them,  it  is  admitted  through  two 
throttle  valves  to  tlie  central  part  of  the  middle  cylinder's  valve.  It  will 
he  observed  that  each  cylinder  has  a  large  T>  slide-valve,  (Figs.  18  and  19,) 


Valve  of  the  middle  cjlinder. 
whose  central  portion  ahva^s  perfonns  the  office  of  admitting  aud  cutting 
off  the  steam;  hence  the  lap  occvirs  on  the  inside  of  the  valve;  its  outer 
edges  regulating  the  exhaust  are  line  and  line  with  the  edges  of  the  ports. 
From  this  receptacle  it  enters  the  middle  cylinder,  from  which  it  is  cut 
off  after  the  piston  has  completed  ^  of  its  stroke.  When  the  piston 
attains  to  within  ^  of  a  complete  stroke,  this  steam  is  released  and  con- 
tinues to  exhaust  throughout  almost  the  entire  return  stroke.  Instead  of 
exhausting  to  the  condeuser  it  first  enters  cylinder  No.  1,  (when  back- 
ing, No.  2,)  where  it  continues  expanding  untH  the  valve  of  No.  1  cuts 
off  at  the  I  stroke  mark.  But  previous  to  this  occurrence  the  valve  of 
cylinder  No.  2  opens,  and  the  expansion  goes  on  simultaneously  in  both 
cylinders.  This  single  exhaust  is  not  permitted  to  complete  the  |  stroke 
of  No.  2,  but  receives  aid  at  its  |  point  on  as  far  as  the  three-quarters 
point,  from  the  steam,  which  then  begins  to  exhaust  from  the  opposite 
side  of  the  middle  cylinder.  Finally,  the  steam  effects  its  escape  from 
Nos.  1  and  2  to  the  jet  condensers  i^laced  opposite  these  cylinders;  by 
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having  only  two  of  these,  ample  intermediate  space  is  left  for  attending 
to  the  cross-heads  and  their  connections.  For  a  clear  understanding  of 
how  these  changes  are  effected,  the  dimensions  of  the  valves  must  he 
examined,  the  means  by  which  they  are  moved,  as  well  as  the  inherent 
peculiarities  which  arise  from  the  irregularities  of  the  crank's  motion. 
On  the  first  point  the  following  table  will  be  foviud  of  assistance: 
Table  of  dimensions  of  parts  of  the  engines  of  the  FriedlanH. 


,..,.. 

Bitr™«  cj-liBfem. 

Middle 
cylinder. 

5Ii  nlso  Ell 

31i  bIbo  371 

73-100 
IB  11-16  also  19  S3-3S 

ai  a-^ 

inc.. 

44J 

n 

'' 

The  main  shaft  is  forged  with  three  cranks,  to  which  the  connecting- 
rods  ftom  the  cross-heads  are  respectively  attached;  immediately  over 
it  lies  the  valve  stem  shaft  with  its  three  cranks,  which  receives  motion 
Fig.  ao. 
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ftom  t-lie  former  through  two  spur-'wheels,  whose  pitch  circles  are  each 
64^  inches  diameter.  The  main  cranks  are  not  arranged  for  dividing  the 
circle  into  parts  of  120°  each,  but  rather  into  portions  of  135°,  90°,  and 
135°,  (see  Fig.  20,)  in  which  90°  represents  the  arc  between  the  cranks 
of  cylinders  1  and  2,  and  135°  (equal  to  three-fourths  of  a  semicircle)  the 
arc  between  the  crank  of  the  middle  cylinder  and  eaph  of  the  adjoining 
ones.  This  is  also  true  of  the  valve-cranks,  whose  divisions  are  144°, 
90°,  and  120° ;  the  latter  arc  includes  the  space  between  the  middle  cyl- 
inder and  No.  1 ;  144°  between  the  same  and  H"o.  2.  if  it  were  simply 
necessary  for  the  engine  to  run  in  one  direction,  the  valve  stem  shaft 
might  be  keyed  to  the  spur-gear  at  its  extremity,  with  a  certain  amount 
of  angular  advance.  For  running  the  engine  in  an  opposite  direction, 
this  advance  must  be  reversed.  This  is  accomplished  by  allowing  the 
spur-wheel  to  run  loosely  on  the  valve-shaft,  making  its  action  on  the 
same  subservient  to  that  of  a  crank-pin,  whose  crank  arm  bears  against 
the  side  of  the  wheel  and  is  keyed  firmly  to  the  shaft.  The  range  in  arc  of 
the  pin  equals  114° ;  its  motion  is  regulated  by  thirteen  teeth  secured  to  the 
inner  side  of  the  slotted  arc,  which  mesh  with  a  pinion  on  the  crank -pin.  A 
small  spur-wheel  is  cast  on  one  side  of  the  pinion,  which  works  with  a 
aecond  pinion  on  the  overhanging  end  of  the  valve  stem  shaft,  gearing 
with  it  in  the  ratio  of  2-^^  to  1.  It  only  requires  3|  revolutions  of  the 
latter  pinion  for  produiiing  a  traverse  in  arc  of  lli*^  by  the  crank -pin. 
The  pinion  is  fastened  to  a  hand- wheel  78^  inches  diameter ;  by  rotating 
this  l|i  times,  the  engine  is  thrown  from  working  fall-gear  forward  into 
mid-gear,  aud  by  double  the  number  of  revolutions  from  full  gear  for- 
ward to  full  gear  back,  A  small  locking  hand-wheel  prevents  any  acci- 
dental rotation  of  the  large  one. 

The  following  method  is  observed  in  adjusting  the  starting-crank 
arm :  hrst  bring  the  main  and  valve-crank  arms  of  cylinder  No.  2  to 
their  front  or  back  dead  centers,  then  enter  the  large  spur-gear  in  such 
a  manner  on  the  valve-shaft  tliat  the  central  radius  of  the  slotted  arc 
will  also  be  on  the  same  dead  center;  finally,  having  brought  the  start- 
ing-arm of  the  valve  shaft  to  the  same  center,  key  it  firmly  to  the  shaft. 
The  use  of  a  crank  motion  for  operating  the  valves  occasions  several 
irregidarities  in  their  action,  wliich  are  in  a  mea-sure  mitigated  by  ad- 
justments in  lap  and  angularity.  For  instance,  the  motion  of  the  valves 
being  quicker  over  the  back  ports  of  the  cylinder  than  over  the  front, 
their  inside  lap  for  the  back  end  is  made  to  exceed  that  for  the  latter 
by  an  amount  given  in  the  table.  Also  the  cut-off,  for  like  reason, 
finds  the  piston  farther  advanced  on  its  backward  stroke  than  it  does 
on  the  forward.  Again,  the  ai'c  included  between  the  valve-crank  of 
the  middle  cylinder  and  that  of  So.  1,  is  increased  from  135°  (the 
amount  between  the  cranks  of  their  main-shaft)  to  144°,  a  difference 
■of  9°,  for  the  purpose  of  bringing  the  lead,  point  of  cnt-ofi',  and  exhaust 
sufBciently  late  in  the  stroke  to  meet  the  requirements  of  the  other 
cylinders.    When  running  in  full  gear,  the  pistons  have  but  little  cuah- 
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ioiiing,  SO  that  any  attempt  to  effect  au  earlier  cut-off  must  be  attended 
with  an  increase  of  tlie  aame.  The  accompanying  analytical  sketch  of 
the  valve  motion  (Pig.  20)  will  assist  a  closer  examination  of  this  system. 
In  conclusion,  it  ■will  be  observed  that  the  immediate  advantages  arising 
flrom  its  adoption  are  a  perfectly  uniform  rotary  motion  of  the  pro- 
peller shaft,  (without  the  introduction  of  counter  weights,)  an  effec- 
tive expansion  in  cylinders  surrounded  by  superheated  steam,  great  sim- 
plicity and  interchangeability  of  the  parts,  aa  well  as  an  immense 
strength  due  to  the  cellnlar  character  of  their  arraugemeut.  It  has 
already  met  with  much  favor  in  France,  which  fact,  considered  in  the 
light  of  its  many  novelties,  fairly  entitles  the  subject  to  a  most  thought- 
ful consideration.' 

[  '  Elaborate  drawings  of  the  engines  of  the  Friedland  were  submitted  by  Commissioner 
Aachincloas,  with  lis  report,  and  are  deposited  in  the  library  of  the  State  Department. — 
Editoh.] 
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J.— EXTENT    OF   THE    EXHIBITIOX   IN   (JLASS    SIXTY'FIYE. 

Class  65  of  the  Exposition  inehided  "  Civil  Engineering,  Pnblic  Worka, 
iuid  Arehitectiire."  It  is  not  proposed  to  give  in  these  pages  a  fall  and 
compreiiensive  report  upon  tlus  class.  The  design  has  been  especially 
to  notice  the  exhibition,  by  the  Board  of  Public  Works  of  Chicago,  of  the 
plane  and  details  of  the  Chicago  lake-water  tunnel,  of  ■which  no  ade- 
quate description  appears  to  have  been  given  in  tlie  reports  upon,  the 
Exposition.  In  addition,  a  few  of  the  notes  upon  some  of  tbe  other 
important  and  striting  exhibitions  in  the  same  class  have  been  written 
out  and  amplified  by  the  aid  of  publications  received  since  the  close  of 
tbe  Exposition.  Some  departments  of  the  subject  have  already  been 
noticed  in  more  or  less  of  detail  in  the  other  reports  of  this  series.  For 
example,  the  increasing  use  of  Coignet's  agglomerated  b^ton  in  constnie- 
tioii,  and  the  methods  of  pavingiu  Paris  with  asphalt  and  ivith  bitumen, 
have  been  carefully  described  in  the  reports  made  by  Messrs.  .Leonard 
and  Arthur  Beckwith.  Some  observations  upon  the  rail^Tays  of  France 
will  be  found  in  the  general  report,  and  some  of  the  building  materials 
are  noticed  in  the  report  by  Commissioner  Bowen.  An  adequate  notice  of 
the  extremely  rich  and  varied  display  of  materials  used  in  the  construction 
of  great  public  works  would  alone  form  a  volume  far  exceeding  the 
limits  allowed  for  this  memorandum.  Such  materials  include  not  only 
ftll  varieties  of  stone,  Scorn  granite  to  the  ornamental  marbles,  but  mor- 
tars, cements,  artificial  atones,  bricks,  and  tiles,  cast  and  wrought  iron 
in  various  forujs,  zinc  and  other  metals,  wood,  &c. 

Very  interesting  and  valuable  reports  have  been  made  by  the  French 
and  British  commissions  upon  all  these  materials.  One  by  Prof.  De- 
lesse  wUl  be  found  in  Tome  X  of  the  Reports  of  the  International  Jury ; 
one  by  Captain  Ponsonby  Cox,  E.  E.,  upon  "Civil  Engineering,"  in  Vol. 
IV  of  the  British  lleports ;  and  upon  "  Limes  and  Hydraulic  Cements," 
by  Lieutenant  Colonel  Scott,  B.  E.,  in  tiie  same  voliime.  Eoads  and 
bridges,  and  internal  navigation,  foundiitions,  and  various  special 
engineering  operations  have  been  elaborately  reported  upon  by  Baron  E. 
Baude,  of  the  International  Jury. 

EXHIBITION  OF  MODELS  AND  DRAWINGS  BY  FRAKCE. 

The  most  complete  and  comprehensive  exhibition  in  this  class  was 
matte  by  the  minister  of  public  works  of  France.  It  was  imrivaled 
for  its  extent,  intei'cst,  and  value,  and  included  models,  on  a  large  scale, 
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of  bridges,  canals,  forts,  docks,  light-liouses,  &c.,  and  was  accompanied 
by  complete  drawings  and  explanations.  Some  of  the  most  striking  of 
these  objects  were  tlie  model  of  tlie  great  arched  bridge  at  St.  Saiiveur, 
the  Napoleon  bridge  in  the  High  Pyrenees,  {scale  ^,)the  foiindatious  of 
Fort  Chavagnac  at  Cherbourg,  and  the  light-house  de  la  Banche,  witli 
sections  showing  in  detail  the  arrangement  of  the  interior. 

In  regard  to  the  excellence  of  the  representations  of  ci\'il  engineering 
in  the  French  section,  and  the  general  iaadequaey  of  the  exIiibitioTi 
from  other  countries,  Captain  Ponsonby  Cox,  B.  E.,  observes  as  fol- 
lows: 

"  Although  there  is  no  science  which  has  given  to  the  world  such  im- 
portant practical  results  within  the  last  few  years  as  that  of  civil  engi- 
neering, and  though  there  is  probably  none  which  has  made  more  real 
scientific  iirogress,  its  recent  progress  and  later  results  are  far  from  be- 
ing adequately  represented  in  the  Exposition  of  1867. 

"  In  the  French  section  only  is  there  a  satisfaetoiy  exhibition  in  engi- 
neering proper;  the  other  European  nations,  as  well  as  the  United 
States  of  America,  are  but  slightly  represented ;  our  own  country  can 
hardly  be  said  to  be  represented  at  alL  This  is  much  to  be  regi'etted, 
tbr  undoubtedly  a  well-assorted  collection  of  models  or  drawings  of  the 
most  important  engineering  works  scattered  all  over  the  world,  which 
are  due  to  the  energy  and  skill  displayed  by  English  engineers  within 
the  last  few  years,  would,  if  placed  side  by  side  with  the  magnificent 
collection  of  models  and  plans  in  the  French  section,  have  formed  an 
exhibition  most  interesting  and  instructive,  and  would  have  added  much 
to  the  available  knowledge  of  the  civil  engineering  of  the  world,  and 
saved  much  of  the  labor  thrown  away  in  re-inventing.  From  this  point 
of  view  the  Paris  Exposition  cannot  but  be  looked  upon  as  a  gi'eat  op- 
portunity lost.  The  public  works  of  London  alone  might  have  supplied 
admirable  examples  in  the  great  railway  stations  and  river  bridges  re- 
cently constructed,  as  well  as  the  works  connected  with  the  main  drain- 
age and  the  Thames  embankment.  The  materials  for  a  good  display 
exist,  no  doubt,  in  the  works  of  Great  Britain  and  her  colonies,  but  we 
do  not  possess,  (nor  does  any  other  nation  possess,)  for  tabulating  these 
materials,  such  a  machinery  as  France  has  in  her  establishment '  des 
Pouts  et  Chanss^es,'  her  'ificole  des  Mines,-'  'des  Arts  et  Metiers,'  &<-,." 

PROGRESS  SINCE   1855. 

Baron  Baude,  member  of  the  committee  of  admission  of  Class  05,  who 
prepared  the  introduction  to  the  class  catalogue,  points  ont  among  the 
principal  technical  improvements  realized  since  1855 :  1.  The  progress 
made  in  the  trades  of  hydraulic  lime,  cements,  artificial  stones,  pot- 
teries, slate,  and  asphalts,  and  in  that  of  hammered  metal  applied  to 
the  preservation  and  decoration  of  roofe.  2.  The  increase  in  the  use 
of  metal  structures,  which  are  more  and  more  appreciated  every  day. 
3.  The  ijicrease  in  the  number  of  machines  employed  in  working  wood 
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for  joiners  and  other  work.  4.  The  constautly  increasing  applieatiou  of 
compressed  air  in  places  deep  and  difficult  of  access.  5.  The  ingenious 
methods  of  lifting  heavy  bridges,  viaducts,  and  other  metallic  -works. 
6.  The  new  system  of  movable  dams.  7.  The  recently  invented  and 
powerful  dredging  apparatus.  8.  The  application  of  electricity  to  light- 
houses, and  the  new  combinations  made  with  a  view  to  assist  naviga- 
tion, among  which  may  he  reckoned  the  creation  of  a  system  of  coast 
semaphores. 

PUBLIC  WORKS  OF  SPAIN. 

A  very  interesting  exhibition  of  models  of  the  principal  pnWic  works 
of  Spain  was  made  by  the  Board  of  Direction  of  Public  Works,  and 
was  accompanied  by  a  memoir  giving  a  short  notice  of  each  model  and 
a  general  notice  of  the  condition  of  the  public  works  in  Spain,  and  of  the 
special  laws  and  regulationsnnder  wliich  they  are  executed^.  The  collec- 
tion contained  numerous  models  of  light-houses,  models  of  machines  and 
wagonsusedin  theconstractionof  the  port  of  Grao  de  Valencia ;  models 
of  the  port  of  Tarragona ;  of  the  jetties  of  the  port  of  Corogne  ;  of  the 
Sima  aqueduct  upon  the  canal  of  Isabel  II;  and  of  various  bridges,  res- 
ervoirs, aqueducts,  and  machines  used  in  the  execution  of  extensive 
public  works.  It  was  also  accompanied  by  six  volumes  of  photographs 
of  the  most  remarkable  of  the  public  works  of  Spain. 


II.— MATERIALS  FOli  CONSTBUCTION. 

GRANITES,  PORPHYEIES,  JASPERS,  AND  MARBLES. 

Among  the  hard  stones  worked  in  France  are  the  syenites,  grauitesj 
and  porphyries  of  tlie  Vosges,  the  green  melaphyre  of  Touraay,  the 
granites  and  pr.itogines  of  Mont  Blanc.  The  jaspers  of  St.  Gervais, 
near  Mont  Blanc,  are  attracting  much  attention  for  their  beauty  and 
novelty.  The  quantit;v'  is  suiijiosed  to  be  inexhaustible,  and  blocks  of 
large  size  are  obtained.  The  rock  is  believed  to  result  irom  the  meta. 
morphism  of  a  bed  of  sandstone  of  the  Triassic  period. 

It  is  banded  and  brecciform  in  structure,  and  presents  a  great  variety 
of  colors  most  capriciously  mingled,  the  most  conspicuous  being  blood- 
red,  rose,  and  green.  It  is  traversed  by  veins  of  white  quartz.  These 
beautiful  jaspers  were  represented  at  the  Exposition  by  two  splendid 
columns  at  the  entrance  of  the  glass-house  for  the  equatorial  plants. 
Similar  columns  have  been  placed  in  the  new  opera  house.  The  cost  of 
the  stone  is  1,500  francs  the  cubic  metre  at  the  quarry,  and  2,000  francs 
delivered  in  Paris,  but  it  is  eupijosed  that  when  the  quarry  is  fully 
opened  the  price  will  be  reduced, 

'  Notice  siu'  r^tat  des  ti'avaiis  publics  en  Espagne  et  eur  la  li^islatLun  spi^ciale  (|ui 
1,.H  ri<sit.    Trii.lnit  <l.i  I'EHpagiiol,  Madrid,  18G7. 
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Of  mavbles,  France  has  a  bountiful  supply.  They  are  obtained 
chiefly  in  the  Vosges,  the  Alps,  aiidPyreneea,  and  from  Boulogne  and  the 
Jura.  Quarries  at  the  last-named  locality  are  regularly  worked  on  a 
large  scale  and  blocks  are  furnished  at  low  prices. 

The  French  section  contained  a  g^eat  many  beautiful  marble  columns 
designed  for  the  new  oj^jera  house.  The  marbles  came  from  the  quar- 
ries of  Sarrancolin,  (Hautes-PjTenees,)  SU  Beat,  (Haate-Garonne,)  Fe- 
lines, (H^rault,)  St.  Aiitonin,  (Bouehes-du  Ehone,)  Porcieux,  (Vai',)  Jeu- 
mout,  {Nord.) 

According  to  the  French  customs  returns,  the  exportation  of  French 
marble,  which  was  valued  at  only  350,403  fi-ancs  in  1855,  constantly 
increased  until  the  value  had  reached  1,140,270  ftancs  in  1886.  The  im- 
portation of  marble  has  also  increased  regularly  daring  the  same  time, 
being  valued  at  1,038,271  francs  in  1855,  a.nd  at  2,357,115  francs  in 
1866,  The  disposition  to  use  marble  in  construction  is  increasing  in 
France. 

The  following  figures  show  the  prices  in  francs  per  cubic  metre  of  the 
marbles  most  in  use  in  France  during  1S07.  These  figures  and  the  pre- 
ceding relating  to  the  marble  industry'  of  France  are  comjiiied  from  the 
report  of  Prof.  Delesse: 

Sarrancolin 1,012 

Cantpan  melange  and  Campan  vert 1, 23)i 

E0fi6  elair 792 

Griotte  d'ltalie 1, 012 

Griotte  ceil  deperdrix 1,H7 

Languedoc .' - 792 

Brfeehe  imp(5ria!e 082 

Vei-t  de  Maurin,  (serpentine) 1 ,  122 

Brocatelle  jaune,  violette  ou  jaune  fleurie 847 

Sarrancolin  de  I'ouest 572 

Henriette 027 

Koir  fran5aise 371 

The  display  of  marbles  from  Italy  was  peculiarly  flue,  remarkable 
alike  for  the  beauty  of  the  material  and  for  the  liberality  and  taste  dis- 
played in  the  selection  of  the  specimens.  They  were  in  blocks  a  foot 
square  and  beautiftdly  polished.  The  Institute  Technico  de  Firenze  also 
sent  a  sjilendid  series  of  specimens  of  all  varieties  of  the  ItaKan  build- 
ing stones,  among  them  a  series  of  sixty  polished  blocks  of  serpentine 
of  as  many  different  shades  and  colors. 

From  Algeria  there  was  a  flue  collection  of  some  four  hundred  speci- 
mens, in_  cubes  measuring  six  inches  on  a  side,  of  the  building  stones  of 
that  country.  These  were  collected  by  the  "  Service  du  genie  militaire : 
des  pouts  et  chaussSes."  The  series  contained  a  great  variety  of  marbles, 
among  them  the  beautiful  light-colored  "  onyx  marble,"  so-called,  now 
much  prized  and  used  for  interior  decoration  in  France. 
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Belgiiini  is  extremely  rich  iu  marble  of  varioTis  colors,  particularly 
the  much  esteemed  black  marbles.  They  are  obtaiued  in  the  provinces 
of  Namiir,  Liege,  and  of  Hainaut,  Of  the  black  marbles  tlioae  of  Den^e 
and  of  Piiruaiix  are  much  exported  to  Praiice,  Germany,  and  Italy.  The 
fine  black  marble  of  Golainnes  is  nearly  all  sent  to  Paris.  Tiie  black 
marble  from  the  quarries  of  Peruwelz  and  of  Baseeles  (Hainaut)  is  very 
solid,  and  is  esjiorted  in  considerable  quantities  to  all  parts  of  Europe 
and  to  America. 

There  are  ninety  marble  quarries  in  the  pro%iuce  of  liTamur ;  they 
employ  nearly  eight  hundred  and  six  men,  and  the  value  of  the  annual 
production  is  estimated  at  eight  hundred  and  sixty  thousand  francs. 
The  quarries  of  Welliu  yield  neaily  four  hundred  cnbic  metres  of  marble 
annually,  of  a  value  of  forty  thousand  francs.  It  is  estimated  that 
not  less  than  three  million  francs  of  capital  is  invested  in  the  marble 
industry  of  the  province  of  Namnr  alone. 

But  Belgium  is  rich  in  quarries  of  all  kinds  of  building  stones,  not 
only  marbles,  lint  granite,  paving  stones,  sandstone,  slates,  &c.,  as  will 
be  seen  from  the  annexed  tabidar  statement  of  the  number  of  quarries 
and  value  of  their  products  in  the  year  1SC4.' 


Production  of  s 


■for  the  purposes  of  construction  in  Belgiu  n,  in  1£C4. 


Pro-nncra. 

qunaiea. 

F.^-^. 

111,  419 

13,415,910 

hamiii 

763 

4,030 

4,  424  S91 

Lifgo 

2, --MB 

1,868,670 

BraLmt 

139 

l,fiB3 

1,933,300 

Lusembuui^ 

IK 

1,12H 

l,0d5,S97 

limbonrg 

13 

51 

11,  W5 

lotals 

1,1(!4 

19,S5» 

23,770,479 

The  marbles  of  Algeria  were  well  represented  at  the  Exposition,  par- 
ticularly the  "marble  onyx"  from  quarries  worked  formerly  by  the 
Homaus.  It  is  beautifully  veined  in  parallel  layeraUke  onyx,  and  appears 
to  beof  Btalagmiticorigiu.  It  resembles  the  Mexican,  stalagmitic  marble. 
Tine  specimens  of  onyx  marble  were  shown  also  in  the  Eussian  section. 

From  Scotland  and  from  Cornwall  there  were  several  very  finely 
wrought  specimens  of  granite,  and  from  Sweden  a  fine  display  of  the 
porphyry  of  Elfdalen,  In  theBavarian  section  there  were  two  fine  vases 
of  a  green  dioritic  porphyry. 

The  following  table  shows  the  weight  per  cubic  metre  of  some  of  the 
various  stones  employed  in  the  construction  of  the  new  Grand  Opera 
House  of  Paris,  and  the  pressure  per  square  centimetre  which  each  will 
sustain  before  crushing. 

'  From  the  Catalwgue  dus  produits  industriels  ot  Ubs  tcuvros  d'ait,  sec 
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^Ye'igM  and  strength  of  some 
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0 

«39 

Brown  Tan       1  p  rpt    -j  Baao  hes 

j85 
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(^reenporp    -rs    m  taphjTe 

8j5 

Ee^gra    t         roilijr     Autnn 

IMI 

Porphyro  lalginiu  e  St  Ma  tmdnP. 

U 

1  on 

MicftceonH  gran  te  Lormea 

Eedsjeule  Servan  e 

b54 

B 

Porphjro    alsnin   e  Sen  an  « 

3  043 

Ha  blc       fiaiigain      Sampans  Jnra 

Marble    viols  t 

2083 

8M 

F  errs    e  Sampana  Jnra 

aes3 

'wi 

Perede  -EhaUoii  Commnue    oEivi 

-Wh  ie  E  haillon  &    Queutin 

aas 

1 

Yellow  E  haUloi.  L  gnet 

s<jai 

Boae  00  ored  £  lialllon 

i 

« 

PerradeAnatrnde  Yome 

X 

%5 

Soft  s  one  Tonne 

an 

Pierre  de  Ea  -iin^ea 

rt       la        L    stbou 
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CEMENTS  AND  ARTIFICIAL  STONES. 

Cements  were  exhibited  in  great  variety  from  France  and  Eelginni, 
not  only  in  the  erade  and  commercial  state,  but  worked  ni)  into  various 
objects  and  molded  into  blocks  of  a  foi'm  united  for  testing  by  pressure 
and  weighting. 

One  of  the  most  interesting  displays  was  made  by  the  French  Cement 
Company  of  Boulogne-sur-Mej,  which  I'eceived  a  gold  medal.  An  appar- 
atus for  testing  the  strength  of  cements  was  included  in  their  exhibi- 
tion. Blocks  of  the  hardened  cement,  abovxt  eight  inches  long  and 
shaped  lite  a  stout  letter  I,  were  placed  between  strong  iron  clamps, 
and  made  to  form  a  link  in  the  chain  by  which  a  heavy  platform  was 
suspended.  "Upon  this  platform  below,  heavy  weights  were  piled  nearly 
to  the  limit  of  the  strength  of  the  slender  neck  of  the  cement  block.  One 
of  these  blocks,  formed  of  four  ■\-olume8  of  sand  and  one  of  cement,  and 
one  and  a  half  inch  square,  sustained  a  strain  of  nine  hundred  kilo- 
grammes. Another  one,  four  inches  square,  composed  of  two  volumes  of 
saud  and  one  volume  of  cement,  sustained  a  weight  of  twelve  hundred 
kilogrammes.  The  sand  used  in  these  experimental  blocks  was  very 
coarse,  nearly  as  large  as  beans  or  i>eas.  Another  method  of  show- 
ing the  strength  of  their  cement  was  by  building  a  cohnnn  of  brick-work 
about  six  feet  long,  extended  horizontally  like  an  arm,  and  supiiorted 
at  one  end  only. 

This  cement  is  artificially  prepared  by  mixing  intimately  and  with  great 
care  79  J  per  cent,  of  carbonate  ctf  lime,  in  powder,  with  20J  of  clay,  and 
then  burning  at  a  high  femperatiire.    There  are  now  manj  establish- 
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nients  in  France,  Prussia,  Germany,  Austria,  and  Eussia,  where  enor- 
mous quantities  of  excellent  cement  are  mauufactured.  In  one  of 
the  establishments  recently  started  in  France,  at  Pouilly,  the  method 
consists  in  crashing  together  two  kinds  of  argillaceous  limestone  from 
the  Lias ;  one  containing  43.5  per  cent,  of  lime,  the  other  a  belemnitic 
limestone,  which  contains  48  per  cent,  of  lime.  The  first  gives  the  cement 
knownas  the  Pouilly,  and  the  intimate  mixture  of  the  two  gives  a  cement 
with  the  composition  of  the  Portland  cement.  An  analysis  of  this 
cement  gives  the  following  result: 

Lime fi2. 00 

Silica - 23.00 

Alumina 8.  50 

Oxide  of  iron 5. 50 

Water  and  carbonic  acid 1. 00 

Sulphate  of  lime traces. 

M.  Delesse  gives  the  results  of  some  recent  analyses  of  Portland 
cement  by  Dr.  Znirek,  of  Berlin,  as  follows ;  three  samples  came  fixim  the 
principal  works  for  the  manufacture  in  England,  and  the  fourth  from 
the  establishment  of  the  Brothers  Menkow,  at  Schwerin : 

Awxlyses  of  four  samples  of  Portland  cement. 


... 

I 
us.        1    inilteBros. 

Kniglit,Be™ii» 

Menkon-. 

Sihca 

3.74 

!  ,», 

22.30 

S4.01 

AJunilua 

6.J3 

5,73 

Oxide  of  irnn 

3  70 

4.03 

D.75 

3.30 

Lime 

3ii«e 

B2.08         57.87 

oa.sa 

53.17 

95.03 

03.77 

97,  BB 

Ma^msL. 

0  5r 

0.01 

Potjall 

0.74 

0.41 

0.40 

Soda 

0  10 

1       0.35 

0.1T 

0.33 

SiilphBte  of  IrniB 

1  6S 

1       0.07 

1.17 

o.a4 

(  arboiiste  of  lime 
Iii^olnble  Fosidne 

360 

1.59          l^^ 

6.51 

1.34 

5.0. 

.„ 

HYKTometric  moisture 

ISO 

\       123 

1.47 

aa7 

The  Vicxt  cement  is  inmh  more  used  in  France  now  thau  formerly. 
It  IS  manutactured  on  a  large  scale  by  Mr.  Joseph  Vicat,  a  graduate  of 
the  ;ficole  Polytechnique,  and  the  son  of  the  celebrated  engineer.  He 
forms  a  paste  with  clay  and  slaked  lime  in  i>owder.  This  is  made  into 
loaves,  which  soon  set  and  hai-den  so  tbat  they  are  not  injured  by  the 
weather,  and  do  not  require  housing  or  artificial  drying,  as  is  the  case 
when  unburned  materials  are  used.  These  loaves  are  then  hnmed. 
This  is  substantially  the  process  invented  by  his  fiither.  M.  Delesse 
observes  of  the  qualities  of  this  cement,  that  it  is  homogeneous,  the 
elements  being  in  perfect  combination ;  the  clay  is  changed  into  silicate, 
which  is  completely  decomposed  without  residue  in  a  dilute  acid. 
The  setting  is  slow  and  does  not  commence  for  several  hours  after  the 
mixing  as  mortar.    The  weight  of  this  cement  pulverized,  but  not  com- 
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pacted  by  ramming,  varies  from  thirteen  to  fourteeu  hundred  kilo- 
grammes to  the  cubic  metre. 

Some  interesting  applications  of  this  cement  were  shown.  It  is  naed 
tor  making  artificial  breccias  by  mixing  it  with  fragments  of  marble  of 
various  colors,  molding  it  into  thedeaired  form,  and  then  by  grinding  and 
polishing  the  surface  a  beautiftil  mosaic  is  produced.  Blocks  so  made 
may  be  sawed  into  slabs  and  polished  like  marble.  They  are  hard  and 
non-absorbent  of  moisture,  and  are  said  to  be  suitable  for  exterior 
decoration. 

Among  the  hydraulic  limes,  that  of  Theil,  Ardeche,  continues  to  hold 
its  high  rank.  The  limestone  beds  from  which  it  is  obtained  are  highly 
fosaillferous,  and  are  over  three  hundred  feet  thick.  Simple  burning  is 
all  that  is  required  to  produce  the  cement.  An  establishment  for  its 
manufacture  at  Lafarge  has  thirty-foxur  furnaces  and  produces  three 
hundred  and  forty  tons  of  sifted  lime  daily.  The  price  is  fifteen  francs 
per  ton,  and  it  weighs  seven  hundred  kilogrammes  per  cubic  metre.  It 
is  particularly  valuable  for  marine  constructions,  and  can  be  wetted  with 
either  fresh  or  salt  water.  It  was  used  for  the  formation  of  the  artificial 
blocks  Bimk  to  form  the  breakwater  piers  at  Port  Said. 

The  agglomerated  b^ton  of  Mr.  Ooignet  was  most  fuUy  represented  at 
the  Exposition,  and  was  used  in  the  construction  of  the  reservoirs  and 
for  the  foundations  of  the  outer  gallerj-.  I'or  a  fall  description  of  this 
material,  its  preparation  and  uses,  reference  is  made  to  the  special  report 
by  Mr.  Leonard  P.  Beekwith.  Reference  may  also  be  made  m  the  pub- 
lication by  M.  Coigiiet^  and  by  M.  Claudel.^ 

OXYCHLOEIDE  OF  MAGNESIUM  CEMENT. 
By  mixing  magnesia  with  oxychloride  of  magnesium  a  cement  is 
formed  analogous  to  that  made  with  zinc  oxide  and  the  oxychloride  of 
zinc.  Both  of  these  cements  are  the  invention  of  Mr.  Sorel,  The  hard- 
ness of  the  cement  varies  with  the  density  of  the  chloride  solution.  An 
increased  hardness  is  given  by  saturating  the  chloride  of  magnesium 
with  chloride  of  barium  or  with  sulphate  of  magnesia.  The  addition  of 
one  pa,rt  of  quicklime,  or  tw  >  [arts  of  carbonate  of  magnesia,  in  one 
hundred  of  the  chloride  at  25°  Baume,  augments  the  hydraulic  proper- 
ties. 

FERRUGINOUS  CEMENT. 

M.  Alfred  Chenot  proposes  to  form  a  tfei-ruginous  cement  by  mixing 
iron  in  a  state  of  extreme  subdivision  with  sand.  A  cement  so  formed 
has  long  been  known  and  used  to  a  certain  extent  in  the  United  States. 
M.  Chenot  proposes  to  manufacture  tJie  iron  in  a  state  i>  s,  onge  and 
upon  a  large  scale,  by  reducing  iron  ore,  mixed  with  carbon,  in  a  close 
furnace. 

1  Emploi  (lea  batons  aggloindr^s,  «to.,  par  Fvansois  Coignet,  Piiris,  1863. 
'  Pratique  (le  Vart  de  construire,  Paris,  1863. 
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RAKSOME  ARTIFICIAL  STONE. 

This  remarkable  coiiipoimd  is  adapted  iiot  only  to  interior,  but,  to 
exterior  construction,  and  rivals  tlie  natural  sandstones  in  liarduess  and 
durability. 

It  is  formed  by  mixing  sand  -with  soluble  silicate  of  soda,  and,  when 
molded  into  the  desired  form,  treating  tbe  mass  witb  a  solution  of 
chloride  of  calcium.  A  double  decomposition  tates  place,  hydro-silicate 
of  lime  is  formed,  and  binds  the  grains  of  sand  strongly  together.  For 
a  fall  description  of  this  artificial  stone  and  its  applications,  reference  is 
made  to  the  report  by  Commissioner  Barnard  upon  the  Industrial  Arts. 

ZINC  FOR  CONSTRUCTION. 

Zinc  in  its  various  forms  of  sheets,  wire,  nail?,  and  stamped  ornaments 
appears  to  be  much  more  used  in  construction  in  Europe  than  in  the 
United  States.  The  display  by  the  Yieilie-Moutagne  Company,  and  the 
Silesian  Zinc  Compan5''  of  Breslau,  was  very  extensive.  Some  of  the  ad- 
vantages claimed  for  this  material  over  other  materials  for  roofing  are  its 
hghtness,  tenacity,  and  cheapness  compared  with  lead,  slates,  or  tiles. 
The  Vieille-Mont-agne  Company  claim  that  the  inclination  of  zinc  roofe 
need  not  exceed  0™.l  per  metre,  while  slate  requires  0"'.3,  and  tile  0".45. 

For  a  building  12°=.50  long  by  6".80,  covered  with  No.  1 4  zinc,  at  80 
francs  the  100  kilogrammes,  the  cost  would  be : 

Erancs. 

With  zinc,  1,075.09  francs,  or  per  square  meti'e 13. 45 

With  slates,  1,245.97  francs,  or  per  square  metre 15, 60 

With  tiles,  1,745.90  francs,  or  per  square  metre 21. 80 

For  a  shed  63™ .00  long,  IS^.OO  wide,  with  an  iron  frame,  and  covered 
with  No.  14  corrugated  zinc,  at  80  francs  per  1 00  kilogramjiies,  the  cost 
would  be : 

Francs, 

With  zinc,  18,749  francs,  or  per  square  meti'e 16. 50 

With  tiles,  22,707  firancs,  or  per  sqiuire  meti'e 20. 10 

For  temporary  constructions  they  advertise  sheets  Nos.  10  and  11, 
which  weigh  3^.45  to  4^.15  per  square  metre.  It  does  not  require  paint- 
ing, and  the  old  sheets  may  be  sold  for  thirty-five  to  forty  per  cent,  of 
the  cost  of  new. 

,  The  Silesian  Zine  Company  manufacture  zine  sheets  of  all  sizes  and 
thicknesses,  from  two  ounces  per  square, foot  upward.  The  large  plate 
exhibited  is  seventeen  feet  long  by  fifty-four  inches  wide,  and  three-quar- 
ters of  an  inch  thick.  It  could  have  been  made  twice  as  long  as  this,  and 
with  a  total  weight  of  forty-two  hundred  pounds,  if  room  could  have  been 
procured  forits  installation.  The  corrugated  sheets  of  large  curve  when 
laid  lengthwise  are  made  nine  feet  long  and  up  to  forty-one  inches  in 
breadth.  Tliese  sheetsareuaedehieflyforrooflnirlarire  railway  stations 
or  other  large  buildings.  The  new  exchange  at  Berlin  is  covei-ed  with 
zinc  from  this  establishment.  Annexed  is  a  table  of  the  sizes  and  weight 
of  zinc  sheets,  in  avoirdupois  pounds  and  fractious,  which  may  be  ser- 
viceable to  constructors  and  engineers. 
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MR.  HEWITl'  ON  THE  USE  OF  STEEL  FOR  RAILS, 

Tlie  m ail ufaet lire  of  steel  rails  for  railways  lias  been  discussed  Ijy 
Commissioner  Hewitt  in  his  report  upon  iron  and  steel,  and  some  obser- 
vations upon  the  form  of  rails  will  be  found  in  the  report  by  Commis- 
sioner Auchincloss.  Since  the  pnbUcation  of  the  report  of  Mr.  Hewitt 
the  writer  has  received  from  him  the  following  letter,  dated  New  York, 
October  20,  1869,  giving  the  result  of  later  investigations  abroad : 

"  Having  made  a  visit  to  Europe  during  the  past  summer,  with  Mr. 
John  Fritz,  manager  of  the  Bethlehem  Iron  Works,  at  Bethlehem, 
Pennsylvania,  for  the  purpose,  mainly,  of  acquiring  information  in  regard 
to  the  use  of  steel  for  rails,  I  do  not  think  that  I  can  render  a  more 
acceptable  service  to  the  railroad  interests  of  the  United  States  than 
by  adding  to  my  report  a  brief  statement  of  the  conclusions  at  which  we 
arrived. 

"First.  It  appears  to  be  certain  that  on  all  roads  doing  a  large  busi- 
ness, EQtl  especially  where  heavy  engines  are  ran  at  a  high  speed,  steel 
must  be  substituted  for  iron,  on  the  icearing  surface  of  the  traclt.  The 
steel  may  be  either  puddled,  or  made  by  the  Siemens- Martin,  Bessemer, 
or  crucible  process ;  but,  whatever  kind  of  steel  may  be  employed,  care 
must  be  taken  that  the  steel  be  of  good  quality,  and  adapted  to  the  pur- 
pose. Tiiis  demands  skill  in  the  manufacture  and  care  in  the  inspection. 
Unless  the  skill  is  used,  and  care  exercised,  there  will  soon  be  the  same 
complaint  in  regard  to  the  quality  of  steel  as  has  existed  in  regard  to 
the  qual  ty  of  iron. 

"  Second.  For  roads  having  a  small  traffic,  iron  rails  are,  as  yet,  more 
economical,  provided  light  engines  and  moderate  speed  are  emxiloyed. 
If  proper  care  is  used  in  the  manufacture  and  inspection,  and  a  price 
paid  sufficient  to  cover  the  cost  of  good  materials  and  workmanship, 
there  is  no  more  difficulty  now  than  there  was  in  former  years  in  pro- 
cuiing  ii-on  rails  of  good  quality.  The  real  cause  of  the  inferiority  of 
modern  rails  appears  to  he  due  solely  to  the  unwillingness  of  railroad 
managers  to  pay  a  price  adequate  to  meet  the  actual  cost  of  good  iron 
and  skillful  work. 

"  Third.  The  question  as  to  whether  all  steel  rails,  or  iron  rails  with 
steel  heads,  should  be  used,  is  mainly  one  of  first  cost.  There  have  been 
slight  objections  to  steel-topped  rails,  when  cast  steel  is  used  for  the 
head,  arising  out  of  the  liability  of  the  steel  to  separate  from  the  iixm ; 
but  this  objection  is  now  removed,  both  in  Europe  and  in  this  country, 
by  the  experience  which  has  been  gained  at  Dowlais,  in  Wales,  and  at 
Trenton,  in  New  Jersey,  and  it  is  safe  to  affirm  that  steel  and  iron  can 
be  certainly  united  so  as  not  to  separate  in  the  weld.  The  experience 
with  the  Booth  rail,  on  the  New  York  Central  railroad,  also  goes  to 
show  that  it  is  not  necessary'  to  weld  the  steel  and  the  u-on  at  ail,  leaving 
it  merely  a  question  of  prime  cost  as  to  wlietlier  the  heads  shall  be 
welded  or  not.    As  to  all  steel  rails,  whether  made  from  Bessemer,  Siem- 
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ens-Martin,  or  cmcible  steel,  the  only  objection  appears  to  be  in  tbeir 
liability  to  break  in  very  cold  weather,  bnt  the  percentage  of  such  acci- 
dents is  very  small ;  and,  all  things  considered,  it  is  difBcult  to  decide 
wliether  this  objection  is  of  more  weiglit  than  the  possibility  of  a  sepa- 
ration of  the  steel  from  the  iron  in  the  steel-topped  rails.  On  the  whole, 
we  came  to  the  conclusion  that  we  would  take  either  the  all-steel  or  the 
steel-topped  rails,  properly  made,  giving  the  preference  to  the  one  which 
could  be  supplied  at  the  lowest  price  per  ton.  In  other  words,  webelieve 
that  the  question  of  first  cost  ^ould  alone  decide  whether  to  use  steel- 
topped  rails  or  rails  made  entirely  from  steel,  provided  the  quality  of  the 
materials  used  and  the  workmanship  are  equally  good  in  both  cases. 

"  The  Siemens-Martin  process  has  solved  the  only  difficulty  which 
existed  in  i-egard  to  steel  rails  when  worn  ont,  by  working  them  over  as 
the  raw  material  for  new  rails.  This  i>rocess  is  now  in  oiieration  at  most 
of  tlie  leading  works  iu  Europe,  and  can  beseenatworkatTi-euton,  New 
Jersey,  producing  steel  which  welds  perfectly  to  iron,  and  therefore 
admirably  adapted  for  steel  tops." 


Ui.— LAKE  TUNNEL  AND  WATER- WORKS,  CIIICAG-O. 
THE  SUPPLY  OF  WATEK  TO  CHICAGO. 

The  Hoard  of  Tublic  Works  of  the  city  of  Chicago  sent  elaborate 
drawings,  upon  a  large  scale,  of  the  tunnel  and  accessory  constructions 
which  were  then  nearly  completed,  for  tlie  supply  of  t'.:e  city  with 
pore  water. 

The  source  of  the  supply  is  Lake  Michigan,  from  which  tlie  water  is 
pumped  by  steam-engines  and  distributed  in  pipes  in  the  usual  manner. 
During  the  year  ending  March  31,  1867,  the  quantity  pumped  was 
3,168,760,609  gallons,  being  an  increase  of  nearly  391,000,000  gallons 
over  the  quantity  pumped  during  the  previous  year.  This  gives  a  daily 
average  of  8,681,536  gallons.  The  quantity  of  coal  consumed  in  pump- 
ing was  3,761^iij  tons,  and  the  expenses,  including  salaries  and  repairs, 
amounted  to  $44,452  14,  or  $14  03  per  million  of>  gallons. 

Before  the  construction  of  the  lake  tunnel  about  to  be  described,  this 
water  was  drawn  from  an  inlet-basin,  upon  the  margin  of  the  lake. 
During  the  severity  of  -winter  qxiantities  of  ice  aecnmulate  across  the 
enti"ance  of  this  inlet-basin,  forming  a  ridge  or  barrier,  so  as  to  cut  off 
effectually  the  supply  of  water  from  the  lake,  and  thus  necessitating 
the  exertions  of  gangs  of  men  day  and  night  to  keep  a  passage  open  to 
the  pump-well.  This  difficulty,  and  the  constantly  increasing  numbers 
of  small  flsli,  and  the  fouliug  of  the  watej-  along  the  shores  by  the  sew- 
age of  the  city,  and  deposits  of  small  streams,  led  the  citizens  to  the 
project  of  obtaining  the  water  from  a  point  so  far  out  in  the  lake  as  to 
be  beyond  these  local  annoyances.  But  before  the  final  adoption  of  the 
plan  of  a  tunnel,  to  extend  two  miles  under  the  bed  of  the  lake,  some 
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five  or  tnore  different  methods  of  securing  the  pure  water  were  more  or 
leas  considered.    These  were — 

1.  The  extension  of  the  old  inlet  pipe  a  mile  out  into  the  lake,  at  an 
estimated  cost  of  from  $66,000  to  $12r>,000  for  the  iron  pipe  alone. 

2.  A  brick  tnunel,  six  feet  in  diameter,  and  extending  a  mile  out  into 
the  lake. 

3.  Remoml  of  the  pumping  works  to  Winetka,  about  sixteen  miles 
north  of  the  city,  and  conducting  the  water  to  the  city  in  pipes  from  a 
reservoir  placed  upon  the  high  ground  at  Winetka^ 

4.  Filter  beds,  at  an  estimated  cost  of  $107,500. 

5.  A  siibsiding  reservoir,  at  an  estimated  cost  of  $107, 77o. 

THE  LAKE  TUKNEL. 
The  plan  of  tunneling  two  miles  nnder  the  bed  of  the  lake  was  pro- 
posed by  E.  S.  Chesbrongh,  esq.,  the  city  engineer,  and  was  executed 
under  his  superintendence.  It  is  one  of  the  most  novel,  successful,  and 
economicftlly  executed  engineering  enterprises  of  the  present  time,  and 
justifies  a  notice  in  considerable  detail. 

The  notice  which  follows  has  been  freely  compiled  from  the  informa- 
tion given  in  the  annual  reports  of  the  Board  of  Public  Woiks  of  the 
city  of  Chieago  to  the  common  council,  and  from  the  manuscript  notes 
and  explanations  supplied  by  Mr,  Chesbrough,  at  the  request  of  the 
writer.  The  two  lithographic  plates,  also,  which  illustrate  the  descrip- 
tion, are  engraved  from  photographic  reductions  of  the  large  drawings 
which  were  displayed  at  the  Exposition. 

The  plan  of  tunneling  was  adopted  by  the  board  of  public  works  as 
early  as  1863.  During  that  summer  examinations  were  made  along  the 
whole  line  of  the  contemplated  work  by  boring,  at  short  intervals,  to 
the  depth  proi)osed  for  the  tunnel,  to  ascertain  the  character  of  the 
material  through  which  it  would  pass,  and  various  observations  were 
made  to  test  the  quality  of  the  water  at  the  proposed  outer  end  and  inlet 
for  the' tunnel,  and  to  ascertain  also  the  distance  from  the  shore  to  which 
the  wa(«r  of  the  river  reached  after  certain  most  marked  discharges  of 
the  river  into  the  lake.  From  the  borings  it  was  found  that  the  mate- 
rial tlirough  whicli  the  tunnel  woald  he  built  was  uniformly  clay,  and 
apparently  of  a  firm  and  even  character ;  and  the  observations  concern- 
ing the  effect  of  the  river  on  the  lake  showed  that,  even  when  most 
marked,  no  trace  of  its  influence  could  be  detected  much  more  than  a 
mile  and  a  quarter  from  the  shore.  The  information  obtained  on  these 
and  various  other  points  satisfied  the  hoard  that  the  tunnel  woxild 
accomplish  the  results  sought  for,  and  that  the  work  was  entirely  practi- 
cable. Tiie  ne^essaiy  drawings  and  specifications  were  prepared  as 
speedily  as  practicable,  and  advertisements  were  issued  in  New  York 
and  Boston,  as  well  as  in  Chicago,  inviting  proposals  for  the  doing  of 
the  work.  The  bids  were  received  and  opened  September  0,  1863, 
most  of  the  parties  submitting  proposals  beiug  present  at  the  opening. 
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The  following  record  describes  particularly  the  bids  recei\"e 
BtrHctiiig  the  tunnel  complete: 

Bids  received  for  the  lake  tiinnel  Septe>nier  9, 1863. 
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Jamea  Andrews,  Ptttabnrs,  Pennaylvnnto 

Janiea  J.  Diill  and  James  Goiren,   Harrin- 

»is,  m 

t490,OM 

56M,000 
111,056,000 

iKi.ss- 

8148,000 

*141,O00 

Stepheu  C.  Walker,  Aaa  D.  Wood,  and  F.  W. 

Thomaa  WilliBmB,  Jolui  MflBeaa,  A.  S.  ISrown, 

«0,C09 

11J0,«00 

s  anppo^lloii 
laaonrj  bnilt 
■6  ita  sntety. 


*  "  Meaning  to  inclnde  lint  ™e  intenn 
tliat  the  material  to  be  eDccavated  is  Ann,  and  aucli  that  the  lunnel  ci 
witliont  the  nse  of  permanent  bi'ttoing.    Bnt  tf  in  the  pi-oaecution 
permanent  bracing  should  be  required,  tlie  attendant  increased  espeii 
ohtef  engineer  to  decide  the  amount." 

t  "  For  aU  the  work  esCEpt  the  Iron  cylindeis  for  shafts.    In  case  sand  or  firnvel  leins  oncnr,  to  be 
paid  for  estra.    Thle  Bum  includes  four  cribs." 

:  Per  lineal  foot. 

I  "  I  run  the  risk  of  all  loose  oartli,  sand,  or  gi*™!." 

II  "8100  per  lineal  foot^  if  materia!  is  '  stiff  blue  clay  soil.'  If  otherwise,  extrn  p^y  and  estv.-i  time  will 
be  required," 

The  bid  of  Messi's.  Dull  and  Gowen,  of  Harrisbnrg-,  Penusylvania, 
being  unconditional,  and  for  the  whole  work,  it  was  accepted  as  the 
lowest  and  best  bid,  and  the  contract,  which  will  be  found  embodied  in 
this  notice  beyond,  was  drawn  up.  Subsequently  to  the  execution  of  the 
contract  the  board  decided  to  change  the  manner  of  constructing  the 
land  shaft,  which  was  originally  designed  to  be  wholly  of  brick.  This 
change  consisted  in  substituting  three  cast-iron  cylinders,  each  ten  feet 
long,  essentially  like  the  iron  cylinders  proposed  for  the  outer  lake  shaft, 
in  place  of  the  brick-work  of  the  upper  thirty  feet  of  the  shaft.  This  was 
done  to  facilitate  the  sinking  of  the  shaft  through  the  bed  of  quicksand 
overlying  the  clay,  the  distance  through  the  quicksand  to  the  clay  being 
about  twenty-four  feet. 

In  place  of  a  description  in  detail  of  the  eonstmetion  of  the  tunnel, 
the  contract  and  specifications  are  given  in  full,  particularly  as  the  work 
is  minutely  described,  and  as  the  contract  shows  not  only  what  was  at 
first  required  of  the  contractors,  but,  together  with  the  notes  and  expla- 
nations, shows  also  the  changes  which  it  was  found  desirable  to  make 
during  the  progress  of  the  work. 
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LAKE  TUNNEL  CONTEACT. 

Location  anb  genbeal  bbscbiftion. — The  tiinuel  is  to  commence 
at  such  iioint  as  may  Ire  selected  by  tlie  board  of  public  works,  on  the 
lot  now  occupied  by  the  pumping  worlts  of  the  city  of  Chicago,  at  the 
eaat  end  of  Ohlciigo  avenue,  and  on  the  shore  of  Lake  Michigan ;  and 
to  extend  two  mUes  out  under  th€  lake,  in  a  straight  line,  at  right  angles 
to  the  general  direction  of  the  shore. 

The  bottom  of  the  inside  surface  of  the  east  end  of  the  tunnel  shall 
be  sixty-aix  feet  below  the  ordinarj-  level  of  the  lake,  or  sixty-four  feet 
below  what  is  nsually  knowu  as  "  City  Batum ;"  and  the  bottom  surface 
shall  descend  uniformly  at  the  mte  of  two  feet  per  mile  to  the  west  end 
of  the  tunnel. 

There  are  to  be  one  laud  and  two  to  four  lake  shafts;  the  land  shaft 
at  the  west  end,  one  lake  shaft  at  the  east  end,  and  the  remaining  lake 
shaft  or  shafts  at  such  intermediate  points  as  shall  be  determined  upon 
by  said  board,  when  the  proper  time  tV>r  locating  them  shall  arrive.  The 
lake  shafts  are  to  consist  of  cast  iron  cylinders,  and  to  be  protected  by 
hollow  pentagonal  cribs.' 

The  tunnel  i-s  to  be  very  nearly  circular  in  form,  and  to  have  an  inte- 
rior width  of  five  feet,  and  height  of  five  fe«t  and  two  inches. 

Ckibs. — It  has  been  proposed  to  construct  four  cribs,  ou  the  suppo- 
sition that  this  number  might  be  required  to  complete  th«  tunnel  in  two 
years,  but  if,  after  commencing  the  work,  it  shall  be  found  in  time  that 
one  or  more  of  them  may  be  omitted,  such  omission  shall  be  made ;  and 
for  this  reason  but  two  cribs*  shall  be  commenced  before  the  probable 
rate  of  progress  in  the  tunnel,  from  the  land  shaft,  shall  have  been  sat- 
isfactorily ascertained. 

Desoeiption. — The  cribs  are  to  be  five-sided,  each  outer  side  to  be 
flfty-eight  feet  long.  There  is  to  be  a  central  space  in  each  crib,  in  form 
similar  to  the  outside,  leaving  the  thickn^s  between  the  central  space 
and  outside  of  the  crib  twenty -five  feet.  The  interior  and  exterior  sides 
of  the  ciribs  are  to  be  perpendicular  from  their  bottoms  to  their  tops, 
which  are  to  be  five  feet  above  the  ordinary  surface  of  the  lake ;  hence 
the  outermost  crib  is  to  be  forty  feet  high.  The  height  of  the  others 
will  depend  upon  their  location,  which  will  be  determined  during  the 
progress  of  the  work. 

The  outer  crib  is  to  have  three  openings  through  its  sides,  one  open- 
ing through  eacli  of  the  westerfi  and  southern  sides ;  each  opening  to  be 
five  feet  high  and  four  feet  wide,  and  to  be  connected  with  the  top  of 
the  crib  by  a  well  four  feet  square.  Tlie  most  northern  opening  is  to  have 
its  bottom  five  feet  above  the  bottom  of  the  crib,  the  middle  one  eleven 
feet  higher,  and  the  southern  one  eleven  feet  higher  than  the  middle. 
Each  opening  is  tfl  bo  furnished  with  an  iron  paddle  gate,  to  be  worked 
by  means  of  an  iron  rod,  from  the  top  of  the  crib,  as  shown  on  plans. 

I  Only  oue  lake  shaft  ami  one  crib  were  conHtmcfeiL 
'  Ouly  oue  crib,  the  outer  one,  waa  found  necessary. 
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Eueli  crib  is  to  be  provided  with  two  gates,^  eacli  two  feet  high,  and 
one  aud  a  half  foot  wide,  placed  five  feet  above  the  bottom  of  the  crib, 
and  against  the  wall  of  the  inside  spac^.  These  gates  to  be  used  for 
regulating  the  sinking  of  the  eiribs  to  their  places,  and  worked  by  rods 
ftom  the  top  of  the  crib,  e^  shown  on  plans.  Wroiiglit-iron  gratings  to 
protect  these  gates  must  be  provided,  as  shown  on  these  plans. 

Mode  op  consteuction. — The  bottom  of  ea«h  crib  shall  be  formed 
by  an  outer,  innev,  and  middle  line  of  twelve-inch  square  white  pine 
timber,  which  shall  be  connected  with  cross-timbers  of  the  same  size, 
and  with  twelve-by-three-iuch  joists  placed  two  feet  apart  from  cent-er  to 
center,  and  the  under  aide  of  the  whole,  except  the  central  space  of  tbe 
crib,  sheathed  over  with  two-inch  pine  plank,  fastened  on  by  six-inch 
spikes,  driven  through  each  i)lauk  in  every  timber  and  joist,  as  shown 
on  plan.*  All  the  timbers  and  cross-timbers  are  to  he  connected  by 
dovetail  joints  the  full  width  of  each  timber,  and  of  equal  depth  in  eacli , 
the  dovetail  being  one  ineh  deeper  at  its  end  than  at  its  shoulder.  On 
the  outer,  inner,  and  middle  lines  of  timber,  and  on  the  angle  pieces  of 
the  outer  and  middle  lines,  solid  walls  of  twelve-inch  square  timber  are 
to  be  built  up  to  a  height  of  forty  feet  above  the  bottom  for  the  outer 
crib,  and  to  a  height  of  five  feet  above  ordinary  water-mark  for  the 
other  cribs.  The  middle  wall  extends  solid  from  outside  to  oxitside  of 
the  crib ;  the  inner  wall  only  around  the  inner  space.  The  angle  timbers 
are  eleven  aud  a  half  feet  long  from  tip  to  tip.  Between  the  outer  and 
middle  wsUls  there  are  two  lines  of  cross-timbera  on  each  side  of  the  crib, 
aud  between  the  middle  aud  inner  walls  three  lines.'  The  cross-timbers 
are  twelve  inches  square,  placed  twelve  inches  apart  above  each  other, 
and  extend  through  each  wall.  All  of  the  timber  and  lumber,  except 
the  upper  twelve  feet  in  each  outside  wall,  is  to  be  of  sound  white  pine. 
The  upper  twelve  feet  of  the  outer  wall  to  be  of  sound  white  oak,  fVee 
from  sap,  or  any  imperfections  tending  to  hasten  decay.  All  of  thejoints 
of  the  timbers  at  the  angles  of  the  outer  and  inner  walls,  at  the  ends  of 
the  middle  walls,  and  at  the  ends  of  the  cross-timbers,  are  to  be  dove- 
tailed like  those  described  for  the  bottom  course  of  timbers  in  the  crib, 
[at  the  corners.]  Where  the  timbers  of  the  middle  wall  cross  each  other, 
they  are  to  be  notched  half  and  half.  Whenever  the  ends  of  timbers 
butt  against  each  other  in  the  outer  and  inner  walls,  they  must  do  so  at 
the  center  of  the  end  of  some  cross  timber,  whei"e  the  dovetailed  end  can 
be  made  to  lap  over  the  butt  joint.  On  the  bottoms  and  sides  of  the 
three  openings  through  the  outer  crib,  twelve-inch  square  timbers  touch- 
ing each  other  are  to  be  run  entirely  through  the  ends;  and  across  the 

'  This  wna  afterward  elianged,  and  eight  amaJler  and  circular  gates  were  eonstrncieii 
80  as  to  regulate  the  flow  of  the  water  into  eiglit  ■water-tight  eompartiuents,  which 
ououpy  the  interior  of  the  orih. 

*  ChttDged  in  eonstmction  to  twelve-inch  timbers. 

'  In  construction,  these  timbers  ivere  placed  so  that  each  piece  exteuded  from  the 
outer  tliroiigh  tho  middle  to  the  iuuer  wall. 
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top  of  the  Openings  six-inch  planks  are  to  he  spiked,  flttiDg  close  to  each 
other.  The  waUs  fmm  each  opening  to  the  top  of  the  crib  are  to  be 
formed  of  six-inch  planks  placed  horizontally,  and  notched  into  the  crib 
timbers  wherever  they  can  be. 

The  timbers  in  the  outer  and  middle  walls  of  each  crib  are  to  be 
fastened  to  each  other  by  1-^-inch  square  wrongbt-iron  holts  thirty 
inches  long,  with  ragged  edges,  and  driven  into  the  timber  at  an  angle 
tweh'e  degrees  from  a  perpendicular,  and  inclining  alternately  toward 
each  other.  [  The  ragging  was  omitted.]  The  timbers  of  the  inner  wall 
are  to  be  fastened  in  a  similar  manner  to  tliose  of  the  outer  and  middle, 
except  that  the  bolts  are  to  be  but  one  inch  square. 

Each  outer  angle  of  the  crib  is  to  he  protected  by  a  covering  of 
wrought  iron  one  inch  thick,  extending  two  feet  each  way  from  the  cor- 
ner, and  tW)m  the  top  of  the  crib  downward  ten  feet.  Tliese  angle  irons 
are  to  be  fastened  on  by  round  wrought-iron  one-and-a-half-inch  bolts, 
one  through  every  timber,  on  each  side  of  the  corner.  The  bolts  are  to 
be  alternately  long  and  short,  the  long  being  fastened  throngh  the  mid- 
dle timbers  of  the  crib,  and  the  short  throngh  the  outer  timbers,  as 
shown  on  plans.  The  long  bolts  are  to  be  used  also  in  the  lower  part  of 
the  crib,  from  the  bottom  to  the  angle  iron,  in  every  other  timber.^ 

The  spaces  between  the  joists  at  the  bottom  of  the  crib  are  to  be 
filled  with  grave!  or  broken  stone  flush  with  the  tops  of  the  joists.  The 
joists  iire  to  be  planked  over  with  two-inch  pine,  fastened  down  with  six- 
inch  spikes.^ 

There  are  to  be  twenty-flve  pair  of  one-inch  round  wrongbt-iron 
rods  to  connect  saddles  placed  under  bottom  timbers  and  over  top  ones, 
as  shown  on  plans.  The  forms  and  mode  of  placing  the  saddles  and 
connecting  the  rods  with  them  and  with  each  other  are  shown  on  plans. 
[These  were  not  put  in.] 

Tlie  whole  of  the  joints  on  the  bottom  of  the  crib,  around  the  outside 
and  central  space  of  the  crib  from  its  bottom  to  within  four  feet  of  the 
top,  and  the  joints  around  tlie  inside  of  the  three  openings  and  their 
wells,  are  to  he  thoroughly  calked  with  oakum  and  paid  with  tar.^ 

Each  crib  shall,  immediately  after  being  towed  to  its  proper  position, 
be  secuntd  by  oue-and-a-half-inch  iron  cables  to  Ave  Mitehell's  mooring 
screws,  forced  ten  feet  into  the  clay  at  the  bottom  of  the  lake.  The 
dimensions  and  form  of  thes^  screws  can  be  seen  on  plans. 

Each  crib  is  to  be  filled  with  sound  rubble  stone,  from  its  bottom  to 
its  top,  as  soon  after  being  moored  as  practicable. 

'  On  eaoh  side  of  eoeli  angle,  from  tbe  Ijottom  to  the  top  of  t!ie  crib,  and  in  place  of 
the  sheeting,  a  piece  of  oak  twelve  by  fourteen  inches  was  pnt  in  the  line  of  the  long 
lioltB.  It  was  out  down  to  three  inches  under  tbe  ni 
of  oak,  tbcee  inchos  wide  all  the  way,  was  put  at 
middle  wall. 

'  This  was  all  made  of  twelve-iudi  tim^e^. 

5  Every  space  from  the  bottom  to  the  top  of  tbe  ci'il>,  iucluiiiiig  the  middle  wall,  « 
calked. 
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The  angles  of  eacli  crib  shall  be  placed  exactly  in  sncli  positions  as 
tbe  board  of  public  works  may  direct. 

The  lakd  shaft. — This  will  be  located  near  and  in  the  rear  of  the 
present  pumping  works  of  this  city.  From  the  surface  of  the  ground 
to  a  depth  of  fifteen  feet  below  the  level  of  the  lake,  the  shaft  is  to  be 
twelve  feet  in  diameter;  and  then  it  ia  to  be  contracted  by  a  sloping 
ofiset  of  three  feet  all  aronnd  to  six  feet  diameter,  to  five  feet  below  the 
bottom  of  the  invert  of  the  tunnel,  a  distance  of  sixty  feet.' 

The  whole  of  the  shaft  is  to  be  lined  with  brick  masonry  twelve 
inches  thick,  where  the  shaft  is  twelve  feet  in  diameter,  and  eight 
inches  thick,  where  it  is  sis  feet  in  diameter,  and  on  the  invert  at  its  bot- 
tom.   The  masonry  of  the  offset  is  to  be  twelve  inches  thick. 

The  masonry  is  to  be  formed  of  hard-bnrned,  clear-ringing,  and  well- 
formed  bricks,  entirely  free  from  lime,  not  less  than  eight  inches  long, 
two  and  a  quarter  inches  thick,  and  four  inches  wide,  to  be  laid  upright 
in  cement  mortar,  and  In  rings  or  shells  four  inches  thick.  The  courses 
must  be  horizontal,  the  inside  surface  of  the  shaft  must  be  true  and 
cylindrical,  and  the  joints  between  the  bricks  not  over  a  q\iarter  of  an 
inch  on  the  inside  of  each  ring. 

The  cement  mortar  is  to  be  equal  to  the  best  of  Clark's  La  Salle,  and 
mixed  with  one  measure  of  clean  sharp  sand  to  one  of  cement,  and  used 
as  soon  as  possible  after  being  mixed. 

The  joints  between  the  rings  must  be  not  less  than  half  an  inch,  and 
all  the  joints  in  the  masonry  must  be  peifectly  filled  with  mortar  at  the 
time  the  masonry  is  laid. 

Where  the  natural  soil  around  the  shaft  is  sand  or  loose  material, 
there  is  to  be  not  less  than  twelve  inches  of  thoroughly  puddled  clay  on 
the  outside  of  the  masonrj-.^ 

Whatever  timber  and  lumber  may  be  necessary  to  support  the  earth 
around  the  shaft,  before  the  masonry  can  be  built,  must  be  furnished 
and  put  in  by  the  contractor. 

The  pumping,  and  all  labor  and  machinery  connected  therewith,  mu,st 
be  done  and  famished  by  the  contractor. 

Inlet  cylinder  for  outer  lake  shaft.  —  To  be  nine  feet  in 
diameter  inside,  and  two  and  a  quarter  inches  thick.  To  be  made  in 
sections  of  about  nine  feet  in  length,  so  that  seven  sections  will  make 
up  the  totnl  length  of  the  cylinder,  or  sixty-four  feet.  The  flanges  to 
be  five  and  five-eighths  inches  wide  by  two  and  a  quarter  inches  thick, 
and  to  be  faced  in  the  lathe  true  and  at  right  angles  to  the  center  line  of 
the  cylinder.  Each  flange  to  have  a  small  anmilar  gixiove  turned  into 
the  f^ce,  to  receive  the  putty  to  be  used  in  making  the  joint,  as  shown 
on  the  drawing.    Flanges  to  be  drilled  for  bolts  one  and  a  half  inch 

'  The  sliaft  was  not  executed  in  this  way.  Iron  cylindere,  three  iii  aumlier,  and 
extending  to  a  depth  of  thirty  feet,  were  aulistitiited.  These  were  nine  feet  in  diame- 
ter and  one  and  a  half  inch  thick.  Tlie  alinft  helow  was  made  eight  feet  eleai'  diameter 
and  twelve  inch«s  tliick. 

2  AU  spaces  wcro  filled  witli  either  concrete  or  Tjrick  worli  in  cement. 
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ill  diameter  and  about  seven  inclies  between  centers.  The  lo-wer  section 
to  be  turned  a  taper  of  oiie-sixteentli  of  an  inch,  in  nine  inclica  fi'om  the 
end  on  the  outside.  Tbe  balance  of  the  section  to  be  accurately  and 
truly  turned  parallel  the  entire  length  above  the  taper. 

The  second  and  third  sections,  and,  if  required,  the  fourth  section, 
from  tlie  bottom  to  be  accurately  and  smoothly  turned,^  each  section  of 
a  diameter  slightly  in  excess  of  the  one  next  below  it,  say  the  sixty- 
fourth  part  of  an  inch,  and  should  there  be  any  difference  in  the  diameter 
of  opposite  ends  of  the  same  section,  then  the  largest  end  to  be  connected 
uppermost. 

The  section  next  below  the  top  one  is  to  be  provided  with  openings 
for  inlet  gates,  plans  and  speciflcations  for  which  wiW  be  given  to  the 
contractor  whenever  necessary  after  one  month  from  the  letting  of  the 
work,  and  all  additional  expense  to  the  contractor  in  making  such  open- 
ing will  be  paid  for  as  extra. 

Inteemediate  cylinders  Foa  LAKE  SHAFTS, — ^To  be  one  to  three 
ill  number,  to  be  nine  feet  in  diameter  inside,  and  one  and  live-eighths 
inch  thick.  To  be  made  in  sections  of  about  nine  feet  in  length,  so 
that  seven  sections  will  make  up  the  total  length  of  cylinder,  whether 
sixty-flve,  sixty-six,  or  sixty-seven  feet.  The  flanges  to  be  five  inches 
wide  by  one  and  three-quarter  inch  thick,  and  faced  as  specified  for  the 
"inlet  cylinder."  Flanges  to  be  drilled  for  bolts  one  and  a  half  inch  in 
diameter,  and  about  seven  inches  between  centers.  Three  or  four  of  the 
lower  sections  to  be  turned  on  the  outside  as  may  be  required,  and  as 
specified  for  the  "  inlet  cylinder."  The  sections  to  be  stiffened  by  two 
intermediate  internal  flanges  two  and  three-eighths  inches  wide  by  one 
and  three-quarter  inch  thick.  At  the  top  of  the  third  or  fourth  section 
from  tlie  bottom,  as  may  be  required,  the  flange  to  have  a  double  width 
to  receive  a  bonnet  or  head  for  closing  and  disconnecting  the  cylinder  at 
that  joint,  as  delineated  on  the  drawing. 

The  iron  employed  in  the  construction  of  the  cylinders  to  be  of  good 
quality.  The  castings  to  be  sound  and  free  from  sand  holes  or  other 
defects. 

Bolts  for  connecting  the  cylinders  to  be  made  of  the  best  wrought 
iron,  one  and  a  half  inch  in  diameter,  with  hexagonal  heads  and  nuts. 

Joints  between  cylinder  section  flanges  to  be  made  air-tight  with 
thin  red  lead  putty.  All  necessary  work,  materials,  machiuevy,  and  tools 
for  completing  and  putting  in  place  the  cribs  and  cylinders  to  be  done 
and  furnished  by  tlie  contractor.* 

The  tunnel  proper. — ^The  clear  width  of  the  tunnel  is  to  be  five 
feet,  and  the  clear  height  five  feet  and  two  inches,  the  top  and  bottom 
arches  to  be  semi-circles.    The  tunnel  is  to  be  lined  with  brick  masonry 

'  Only  tho  lowest  seetioii  wns  turned,  tlie  eastings  proving  sufficiently  smootli  for  the 
otliers  wLthont  turning. 
=  The  intermediate  cylinders  aud  sliaffcs  thus  provided  for  were  not  fouud  neoeasory 
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eight  iiicbes  thick,  in  two  rings  or  shells,  the  hricks  to  he  laid  lengtliwise 
of  the  tunnel  ivith  toothing  joints.  The  mortar,  character  of  materials, 
and  workmanship  are  to  be  like  those  described  for  the  land  shaft. 

The  excavation  for  the  tnunel,  when  through  sufficiently  tlrm  clay, 
shall  conform  exactly  to  the  outside  of  the  masonry  on  the  bottom  and 
sides.  On  top,  just  enough  of  excavation  above  the  masonry  will  be 
allowed,  to  give  room  to  turn  and  key  the  upper  arch  properly.'  Sections 
of  not  over  two  feet  of  the  upper  arch  are  to  be  built  at  a  time,  and  im- 
mediately after  each  section  is  keyed,  the  space  above  it  shall  be  filled 
with  earth,  which  shall  be  put  into  the  space  in  small  quantities  at  a 
time,  and  thoroughly  rammed  until  it  bexiomes  as  solid  aa  the  natural 
soil  above. 

Should  a  soil  be  met  with  in  any  part  of  the  tunnel  requiring  the 
sides,  bottom,  and  top  to  be  planked  and  braced  before  the  masonry  can 
be  built,  filling  in,  carefully  and  thoroughly  done,  shall  be  put  in  between 
the  masonry  and  the  boai'ding,  in  or  between  the  masonry  and  sides  of 
the  excavation,  as  is  specified  for  the  upper  arch  in  a  firm  soil.  The 
material  for  this  filling  may  be  dry  sand  or  puddled  clay.* 

All  timber  and  lumber  necessary  for  bracing  and  supporting  the 
si<lesof  the  tunnel  and  shafts,  previous  to  the  completion  of  the  masonry, 
must  be  furnished  and  put  in  place  by  the  contractor. 

The  contractor  Tnust  furnisli  and  put  in  plam  all  necessary  air-pipes 
and  apparatus  for  ventilating  the  tunnel,  all  pumps,  steam-engines, 
hoisting  apparatus  and  fixtures  for  the  same,  all  sheds  and  shelters  for 
the  protection  of  workmen  and  materials  on  the  cribs,  and  all  necessary 
tracks,  trucks,  and  other  necessary  implements  for  machinery  for  remov- 
ing excavated  material  out  of,  and  building  materials  into,  the  tunnel. 

The  contractor  must  also  remove  all  excavated  material  taken  out  of 
each/shaft  to  such  points  as  shall  be  designated  by  the  board  of  public 
works,  provided  said  points  shall  not  exceed  three  hundred  feet  from 
any  shaft,  and  must  provide  all  necessary  tug-boats,  scows,  and  other 
means  of  transportation,  and  implements  required  for  such  removal. 

General  specefications. — The  contractor  shall  furnish  and  main- 
tain such  lights  as  may  be  necessary  to  avoid  danger  to  navigation ; 
and  in  case  of  failure  to  do  so,  shall  be  liable  for  all  damages  the  city 
may  have  t«i)ay  on  account  of  such  failure- 
All  materials,  of  whatever  kind,  to  be  used  in  the  work,  are  to  be 
inspected  by  the  board  of  public  works ;  and  all  unsuitable  materials 
are  to  be  immediately  removed  from  the  work  by  the  contractor. 

The  contractor  shall  discharge  from  his  emi>loyment,  when  directed 
iby  the  board  of  public  works,  all  unfaithful  and  incompetent  workmen. 

The  board  of  public  works  must  be  permitted  to  remove  such  por- 

'  lu  eseeuthig  this  part  of  the  work,  the  masons  soon  leai'iiecl  to  put  in  the  mnaom-j- 
in  clay  grounil  without  removing  any  more  earth  than  waa  uecwasary  for  tho  regular 

5  All  tlip  filliiig  alioiit  tiie  masonry  of  tlm  tunnel  ""as  made  willi  brick  and  ccaient. 


.A_iOOglc 


CIVIL    ENGINEERING.  25 

tions  of  the  work  as  they  may,  from  time  to  time,  think  necessary  for 
the  discovery  of  improper  materials  or  workmanship;  and  the  contra-ctor 
shall  restore  such  work  at  his  owq  expense,  in  case  it  ahall  have  heen 
done  improperly ;  and  at  the  expense  of  said  board  if  done  in  a  proper 
manuei'. 

Any  work,  materials,  machinery,  or  tools  necessary  for  the  completion 
of  the  tunnel,  cribs  orshafts,  omitted  in  the  plan  and  specifications,  shall 
be  done  or  furnished  by  the  contractor,  and  paid  for  as  extra  work,  at 
such  valuation  as  the  board  of  public  works  may  make.  This  section 
ia  not  to  apply  to  the  completion  of  the  work  as  specified,  but  only  to 
extra  work,  and  no  tools  and  machinery  to  be  paid  for  unless  ordered 
by  the  board  for  extra  work. 

The  contractor  shall  furnish  men  and  stakes  sufficient  to  enable  the 
engineer  in  charge  of  the  work  to  give  the  necessary  lines  and  levels  to 
construct  the  work  by. 

The  contractor  must  deliver  to  the  board  of  public  works,  on  or 
before  the  first  day  of  each  month,  a  written  statement  of  the  amo\int  of 
extra  work  done  and  extra  materials  furnished  during  the  previous 
month. 

The  conti'actor  will  be  reqiiired  to  keep  the  work  in  perfect  repair 
for  twelve  months  after  the  same  shall  have  been  faithfully  completed 
to  the  satisfaction  of  the  board  of  public  works- 
Monthly  estimates  will  be  made  by  the  board  of  pnblie  works  of 
the  vahie  of  work  actually  done  and  in  its  permanent  place ;  and  on  or 
about  tlie  ststli  day  of  each  month  eeventy-flve  per  cent,  of  the  esti- 
mated value  of  the  work  doue  the  previous  month  will  be  ijaid  the  con- 
tractor I  the  remaining  twenty-five  per  cent,  being  reserved  as  security 
for  the  faithful  oj>mpletion  of  the  whole  work.' 

Statement  of  quantities  oi^  material  in  the  ouTEBMOsi 
CEIB.^ — 3S,S14  cubic  feet  of  white  pine  timber ;  3,500  cubic  feet  of  white 
oak  timber;  20,251  feet,  boai'd  measui-e,  of  white  pine  two-inch  plank ; 
1,700  wrought-iron  ly^^-inch  square  bolts,  30  inches  long ;  120  wrought- 
iron  1-inch  square  bolts,  30  inches  long;  200  wrought-iron  1^-inch  round 
bolts,  13J  feet  long ;  50  wrought-iron  IJ-ineh  round  bolts,  IS  inches  long ; 
200  square  feet  of  1-inch  angle  iron ;  6,025  cubic  yards  of  stone  filling ; 
besides  6-inch  spikes,  and  paddle  and  other  gates. 

EXTRACT  FROM  THE  AGREEMENT  TO  CONSTRUCT  TUNNEL. 

The  agreement  for  the  construction  of  the  tunnel  was  executed  oit  the 
20th  of  October,  1803,  the  contractors  undertaking  to  jwrform  all  of  the 
work  under  the  immediate  direction  and  superintendence  of  the  board 

1  During  the  prog^reBB  of  tho  work  this  provision  was  cbanged  liy  vote  of  tlie  oity 
conncil,  and  eiglity-ttve  per  cent,  was  paid  npon  monthly  eatimnites  for  all  work  doue, 
itteludinK  the  crib  before  It  was  launched. 

"  Tlie  quaiititits  of  tlieae  materials  were  considerably  increased  in  con8ec[uence  of 
tlxe  changes  made  during  the  progress  of  tlie  work. 
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of  public  works  of  the  city  of  Chicago,  Jind  to  their  entire  siitisfactioo, 
approval,  inid  acceptance, 

The  city  of  Cliicago  coveuaated  and  agreed,  "in  consideration  of 
the  coveuanta  and  agreements  in  this  contract  siwcified  to  be  tept  and 
performed  by  the  said  party  of  the  first  part,  to  pay  to  said  party  of  the 
first  part,  when  this  contract  shall  be  wholly  carried  out  and  completed, 
the  sum  of  three  hundred  and  fifteen  thousand  one  htinditid  and  thirty- 
nine  dollars,  ($315,139,)  and  for  each  foot  of  height  that  any  one  of  the 
cribs  for  the  protection  of  the  lake  shafts  shall  be  biiUt  above  the  height 
stated  in  said  phinsand  specifications,  the  sum  of  eight  hundred  ard  fifty 
dollars,  ($850,)  and  for  each  pound  of  addition  made  to  the  cast-iron  cyl- 
inders for  the  like  shafts  above  that  stated  in  the  i>lans  and  specifica- 
tions, the  sum  of  twelve  (12)  cents.  It  is  also  agreed,  that  during  the 
progress  of  the  work  monthly  estimates  will  he  made  by  the  board  of 
public  works  of  the  value  of  the  work  done  and  in  its  permanent  iilace,  and 
that  seventy-five  (751  per  cent,  [changed,  as  already  noted,  by  vote  of  city 
council  ft'om  seventj'-five  to  eighty-five  per  cent.]  of  the  amount  of  such 
estunates  will  be  paid  to  the  said  contractors  a»  they  shall  be  issued,  and 
that  the  remaining  twenty-five  (25)  per  cent,  shall  be  reserved  aa  security 
for  the  laithfnl  completion  of  the  whole  work,  and  shall  he  paid  when 
this  conti-act  is  completed,  and  the  work  accepted  by  the  said  board.  It 
is  further  mutually  agreed  by  the  parties  hereto,  that  nothing  hereinbe- 
li>re  contained  shall  be  so  construed  as  to  hold  the  said  parties  of  the 
first  part  resx>onsible  for  any  accident  or  injury  that  may  ha^ipen  to 
cither  of  the  cribs  or  lake  shafts  mentioned  in  said  specifications,  after 
the  same  shall  have  been  duly  flxetl  and  secured  in  their  place,  in  conse- 
quence of  any  defect  or  insuftJcieney  inherent  in  the  original  i)lan  or  de- 
sign for  the  same,  and  not  attributable  in  any  degree  to  any  defect  or 
imjierfection  in  the  execution  of  stiid  work  by  the  said  parties  of  the 
first  part." 

THE  FB0GEES8  OF  THE  WORK. 

(Irouiid  waa  iirat  broken  for  tiie  work  on  the  I'tii  of  March,  18G4, 
when  the  construction  formally  commenced.  The  iron  cylinders,  which 
had  been  ordered  to  protect  the  land  shaft  against  the  influx  of  tlie  very 
wet  sand  and  gravel  known  to  overlie  the  clay  for  about  twenty  feet,  did 
not  arrive  till  after  two  montlis  of  detention.  The  progress  at  first  was 
much  slower  than  was  anticipated,  owing  to  the  troublesome  nature  of 
the  sand  and  gnivel ;  bat  the  hard  clay  was  reached  about  the  first  of 
April,  and  the  iron  cylinders  had  been  sunk  through  the  sand.  No  seri- 
ous difficulty  afterward  arose  in  the  prosecution  of  the  land  shaft  and 
shore  end  of  the  work.  At  the  end  of  the  year  the  titnnel  had  bisen  fin- 
ished from  the  land  shaft  out  under  the  lake  2,139  feet,  and  July  1(), 
1865,  it  had  reached  3,023  feet,  and  was  extending  outward  at  the  rate 
of  about  twelve  feet  per  day.  August  25  it  had  reached  a  distance  of 
3,505  feet,  and  the  masonry  was  about  twenty-five  feet  behind  the  face. 
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Iq  some  iilaues  an  average  rate  of  progress  of  fourteen  feet  per  day  was 
made  for  a  week  at  a  time,  but  for  the  whole  period  this  average  was 
considerably  less,  owing  tfl  occasional  interruptions  from  the  breakage 
of  Diacliinery,  strikes  among  the  workmen,  the  meeting  with  and  occa- 
sional explosion  of  gas,  and  other  eauses.  The  average  for  the  year  end- 
ing April  1, 1S65,  was  thereby  reduced  to  nine  and  one-tenth  feet  per 
day.    The  character  of  the  ground  was  nearly  uniform. 

The  back  flUing  between  the  regular  briek-work  and  the  iri-egnlar  sur- 
face of  the  excavation  of  the  tunnel,  which  was  originally  intended  to  be 
of  well  packed  earth,  was  made  of  masonry,  because  it  was  found  very 
difficult  to  get  the  puddled  clay  used  faithfully  packed  into  the  spaces. 
The  ground  generally  was  so  uniform  and  favorable  for  excavation  that  the 
tunnel  was  cut  with  great  precision,  and  an  average  of  one  inch  thick- 
ness of  cement  mortar  between  the  bricks  and  the  clay  walls  was  all  that 
was  required. 

A  tendency  in  the  clay  to  swell  was  found  at  an  early  stage  of  the 
work,  but  the  masonry  resisted  it  perfectly.  It,  however,  gave  some 
trouble  in  the  gi'adiiig,  for  one  portion  would  swell  more  than  another. 
In  order  to  facilitate  the  work,  chambers  and  turn-tables  were  placed  at 
intervals  of  one  thousand  feet.  These  were  used  for  the  storage  of  ma- 
terials and  for  mixing  cement,  and  for  turn-out  tracks  for  the  cars.  As 
the  work  progressed  iron  rails  were  substituted  for  wood  in  the  tram- 
ways, and  small  mules  were  used  to  draw  the  ears  instead  of  men.  Ey 
all  these  facilities  the  economy  and  rapidity  of  execution  of  the  work 
were  increased. 

VENTILATION. 

The  ventilation  of  the  first  half  mile  of  the  tunnel  was  effected  by 
drawing  the  vitiated  air  out  through  a  pipe  connected  with  the  chimney 
of  the  boiler  furnace,  but  towaM  the  last  this  method  was  found  to  Ite 

so  ineffectual  and  unreliable  that  it  was  abandoned,  and  one  of  Alden's 
blowers  was  used  with  complete  success. 

PLACING  THE  CRIB. 

The  crib  through  which  acicess  was  to  be  obtained  to  the  bed  of  the 
lake  for  the  excavation  of  the  tunnel  from  that  point  shoreward,  simul- 
taneously with  the  progress  of  the  shore  end,  was  not  placed  in  position 
before  the  25th  of  July,  1865,  when  it  was  launched  and  towed  out  to  its 
place  in  the  lake.  The  work  of  sioking  was  delayed  somewhat  in  conse- 
quence of  defective  arrangement  of  and  accidents  to  the  anchors.  Just  as 
it  reached  the  bottom  a  storm  came  on,  and  as  the  crib  was  not  suffi- 
ciently loaded  to  rest  firmly  upon  the  bottom,  it  was  filled  with  water  by- 
means  of  a  wrecking  pump.  After  the  storm  liad  subsided,  it  was  found 
that  the  crib  had  moved  thirteen  feet  north  of  its  true  position,  and  that 
it  had  become  flnnly  imbedded  in  the  clay  of  the  bottom  of  tlie  lake.  It 
was  therefore  deemed  best  not  to  disturb  it,  as  the  variation  from  the 
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exact  position  was  of  no  practical  importance,  and  it  was  imn:iediately 
filled  with  stone.  It  was  afterward  built  up  three  feet  liigher,  so  as  to 
be  secure  from  the  wiish  of  the  waves,  and  it  was  covered  in  by  a  build- 
ing to  serve  for  the  protection  of  the  workmen,  the  materials,  and  ma- 
chinery. The  seven  iron  cylinders  making  the  iron  part  of  tlie  shaft, 
and  sixty-three  feet  of  it  in  heiglit,  were  connected  together,  one  by  one, 
and  lowered  inside  of  the  crib  to  the  bottom  of  the  lake,  within  the  thii'ty 
feet  wide  open  space  in  the  center  of  the  crib.  The  gates  or  valves,  by 
which  the  water  of  tlie  lake  is  admitted  to  these  cylinders,  are  placed 
near  to  their  upper  end. 

After  the  cylinders  had  been  placed  in  the  right  position,  they  were 
forced  downward  into  the  clay  some  twenty-flve  feet,  the  water  being 
wholly  excluded.  The  masonry  was  then  commenced.  In  the  mean  time 
.  the  engine  for  hoisting  and  the  necessary  machinery  were  made  ready, 
and  the  bricks,  cement,  and  other  materials  and  supplies  were  collected 
and  stored  in  the  bnilding  upon  the  top  of  the  crib.  For  all  these  pre- 
parations a  much  longer  time  was  consumed  than  was  anticipated,  and 
the  work  xtpon  the  tunnel  at  that  end  did  not  commence  before  the  1st 
of  January,  18C6,  after  which  the  work  steadily  progressed. 

The  material,  through  which  this  outer  portion  of  the  tunnel  was  exca- 
vated, was  fonnd  to  be  similar  to  that  at  the  in-shore  end — a  stiff, 
bard  clay. 

By  August  15, 1S6C,  the  in-shore  part  of  the  tunnel  had  progressed 
7,160  feet,  and  the  outer  or  lake  end  1,725  feet,  leaving  of  the  two  miles, 
or  10,560  feet,  only  1,675  feet  to  be  excavated.  This  shows  a  progress 
at  the  laud-shaft  end  of  5,135  feet  since  April  1, 1865,  which,  for  a  period 
of  427  working  days,  gives  an  average  of  twelve  feet  per  day,  including 
all  st«i>page8  of  whatever  nature.  Frequently  the  rate  was  fifteen  feet 
a  day  for  a  week  at  a  time. 

In  commencing  tlie  lake-shaft  end  of  the  tunnel,  it  was  excavated  for 
about  sixty  feet  to  the  eastward,  in  order  to  facilitate  the  alignment. 
The  ground  at  the  lake  end  was  found  to  be  very  similar  to  that  at  the 
other,  but  more  liable  to  cave  in,  and  consequently  rather  more  difficult 
and  expensive  to  work. 

COMPLETION  OF  THE  TUNXEL. 

On  the  24th  of  November,  18C6,  the  two  parties  which  had  been  slowly 
nearing  each  other  in  theirworkofdriftingand  lining  the  tunnel,  the  one 
working  from  the  shore  shaft  outward  and  the  other  from  the  lake  shaft 
inward,  were  separated  from  each  other  by  a  thin  wall  of  clay  about 
two  feet  thick,  8,277  feet  from  the  shore  shaft  and  2,290  feet  from  the 
lake  shaft.  On  the  30th  this  barrier  was  removed,  and  the  engineers 
passed  through  from  one  end  of  the  tunnel  to  the  other.  "When  the 
work  of  the  two  i)arties  was  brought  together,  the  two  portions  of  the 
tunnel  were  found  to  coincide  almost  exactly  both  in  line  and  level,  the 
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aligTimeiit  varying  biit  seven  and  three-tbiirths  incites  and  the  levels 
agi'eeing. 

The  masonry  uniting  the  two  parts  of  the  tnunel  was  formally  closed 
up  December  6, 1866,  by  his  honor  Mayor  Eiee,  and  the  citizens  were 
permitted  to  inspect  the  work.  There  then  remained  the  side  chambers 
to  be  filled  np  and  the  entire  timnel  to  be  cleaned  out  This  was  all 
carefully  done,  and  the  water  was  first  let  int-o  the  tannel  fTOm  the  lake 
on  the  8th  day  of  March,  1887,  and  on  the  11th  it  was  filled  to  the  level 
of  the  lake.  The  water  was  then  pumped  out  sufficiently  to  allow  a 
boat  to  pass  upward  of  half  way  from  the  crib  to  the  land  shaft.  Not 
a  brick  was  found  to  be  displaced,  and  it  could  not  he  perceived  that  the 
slightest  fracture  had  anywhere  taken  place  by  the  i>ressure  to  which 
the  masonry  had  been  subjected.  As  it  was  very  desirable  to  use  the 
tunnel  as  soon  as  possible  it  was  thought  unnecessary  to  pump  out  the 
whole  of  the  water,  and  the  tunnel  was  again  filled.  The  tbrmal  and 
public  oi>ening  took  place  on  the  25th  of  the  month,  and  since  that  time 
Chicago  has  been  free  from  the  aunoyances  of  impure  and  fetid  water. 

It  isan  interesting  fact  that  this  tunnel,  like  the  Oroton  and  Cochituate 
aqueducts,  is  found  to  deliver  more  water  under  a  given  head  than  the 
formula  in  common  use  calls  for. 

The  following  summary  shows  the  number  of  days  occupied  in  con- 
structing the  tunnel,  the  amount  of  excavation,  and  the  quantity  of 
materials,  used : 

!rime  and  materiaU  required  in  the  eomtruction. 
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The  total  cost  of  the  lake  tunnel   at  the  time  of  its  completion 
amounted  to  $457,844  05. 

This  amount  is  made  up  of  the  following  items  : 

Engineering  and  superintendence $28, 744  02 

Printing  and  advertising - 375  13 

Miscellaneous ti,  250  03 

Labor 2,  090  30 

Lumber 1,142  72 

Piles - 1, 258  29 

Hardware - 53  85 

Castings 597  55 
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Late  sliaft  gates  and  chambers $12,  r>29  8fJ 

Dredging  for  crib 1, 501)  00 

Tugs  for  board  and  employes 6,  718  17 

Discount  on  bonds 14, 685  35 

Opening  celebration 97!)  18 

Dull  and  Goweu,  (contractors) 380, 784  60 

Total 457,  844  95 

It  appears  from  the  statements  and  books  of  the  coutractora  that  the 
actnal  cost  of  their  worli,  deducting  profits,  was  not  more  than  $330,500. 
The  crib  and  outer  shaft  cost  «117,500 ;  the  laud  shaft  cost  $12,000 ;  the 
■west  extension  and  connection  with  the  gate-chamber,  no  x>Jirt  of  the 
original  contract,  cost  $6,000,  leaving  $105,000  as  the  cost  of  the  tunnel 
proper.  This  being  10,567  feet  long  made  the  cost  to  the  contractors 
$18  45  per  lineal  foot.  The  usual  prices  paid  for  labor  were,  for  labor- 
ers, $2 ;  masons,  $5 ;  engine  meii,  $3  per  day ;  for  brick,  $14  per  thou- 
sand; for  cement,  $2  75  per  cask  of  300  pounds. 

ENGINE  HOUSE  AND  PUMPING  ENGINES. 

Upon  Plate  I,  which  is  somewhat  crowded  with  figures,  will  be  found 
plans,  sections,  and  elevations  of  the  tunnel,  and  particularly  of  the 
pumping  works  and  engines.  The  upper  figure  shows,  upon  a  small 
scale,  a  general  plan  of  the  whole  line  of  the  tunnel,  with  a  plan  of  the 
pumping  works  and  the  old  inlet-basin  from  which  the  water  was  for- 
merly pumped  at  one  end,  and  the  crib  or  lake  shaft  at  the  other  end. 

In  the  right-hand  lower  corner  of  the  plate  will  be  found  a  section  of  the 
shore  end  of  the  tunnel,  with  the  connecting  shafts,  i)ump  well,  pumping 
engine,  the  water  tower,  and  connecting  pipes.  This  section  is  along  the 
line  C  D  of  the  plan  above  it,  wliicli  shows  the  general  arrangement  of 
the  works  and  buildings,  the  direction  of  the  shore  iulet  and  of  the  end 
of  the  tunnel.  An  eidarged  plan  (scale  5^5)  of  the  engine  house  is  given 
in  the  center  of  the  lithographic  plate,  with  a  front  elevation  of  the 
building  and  of  the  water  tower  upon  the  same  scale  in  the  left-hand 
lower  corner. 

The  buildings  for  the  pumping  engiaes  and  water  column  are  unusu- 
ally commodious  and  beautiful,  and  are  constructed  of  stone  in  the  cas- 
tellated style,  from  designs  by  W.  W.  Boyington,  architect.  They  are 
shown  in  elevation  and  in  plan  upon  a  scale  of  3^^  upon  Plate  I.  The 
building  has  a  frontage  of  148  feet  in  length  and  a  depth  of  144  feet  9 
inches.  Only  one  end  is  yet  occupied  bythepumpingengines,  space  being 
reserved  for  others,  which  it  is  expected  will  be  required  before  the  year 
1875.  The  site  reserved  is  shown  in  the  plan  as  also  the  places  which 
were  occupied  by  the  engines  erected  in  1855  and  in  1857. 

<.)ne  of  the  pair  of  pumping  engines  now  in  use  is  shown  in  section 
upon  a  scale  of  jl^.    It  is  a  double-acting  pump  twenty-eight  inches  in 
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diameter  and  eiglitfoot  stroke.  The  cylinders  are  fortj-four  inches  in 
diameter  and  the  stroke  is  the  same  as  in  the  pumps.  They  take  the 
■water  from  a  sump,  or  well,  lined  with  brick  and  communicating  by  means 
of  a  curved  tunnel  \vith  the  main  lake  tunnel  through  the  shore-end  shaft, 
as  shown  upon  the  plan. 

Upon  Plate  ir  ivill  be  fonnd  plans  and  sections  of  the  crib  aad  lake 
shaft,  and  its  connections  with  the  tunnel  below,  also  details  of  the  coq- 
struction  of  the  inlet  gates  and  bulk-bead.  These  plans  and  sections  of 
the  crib  show  the  method  of  framing  and  bracing,  and  the  fiUingwith 
stone.  The  combined  vertical  section  of  the  crib  and  shaft  is  upon  a 
scale  of  yij.  The  details  of  the  tunnel  inlet  gates  and  the  bulk-head 
are  upon  a  scale  of  Jj.  The  details  of  construction  of  the-  chamber 
gates  at  the  shore  end  are  given  upon  Plate  1. 


IV.— THE  SUEZ  MAEITIME  CAKAL. 
HISTORICAL  NOTICE. 

The  project  of  establishing  water  communication  between  the  Medi- 
terranean and  the  Eed  Sea  is  not  a  modern  idea.  Sesostris,  who 
reigned  in  Egypt  about  1700  B.  C,  is  believed  to  have  cut  the  flrst  canal 
leading  ii-om  the  Nile  to  the  Eed  Sea.  This  canal  was  reopened  by  Necho 
and  Psammiticus  about  GoO  B.  C,  and  was  repaired  by  Darius  seveaty- 
flve  years  later.  The  Roman  emperors  Trajan  and  Adrian  caused  a 
branch  to  be  dug  to  the  main  body  of  the  Nile,  and  continued  the  canal 
to  Suez.  In  the  year  780,  or  about  that  time,  the  canal 'was  pai'tly  filled 
up,  and  since  the  conquest  of  Egypt  in  1380  the  canal  has  been  wholly 
abandoned.  In  1799  Napoleon  had  a  line  of  surveys  extended  across 
the  isthmus,  to  ascertain  the  difference  of  level,  if  any,  between  the  two 
seas.  His  engineer,  who  worked  hurriedly  and  without  proper  instru- 
ments, reported  a  difference  of  nearly  thirty-three  feet.  In  1847  M. 
Bourdaloue,  a  French  engineer,  ascertained  that  the  difference  of  mean 
tide  in  the  two  sea.s  amounted  to  only  six  and  a  half  inches. 

In  1854  Mr.  Ferdinand  Lesseps  was  authorized  by  Mohammed  Said, 
for  the  Egyptian  government,  to  form  a  company  for  the  purpose  of  dig- 
ging a  ship  canal  from  sea  to  sea^  with  the  exclusive  right  of  transit  for 
ninety -nine  years  from  the  day  of  completion.  The  canal  was  begun  in 
1859  by  Ml'.  Ferdinand  Lesseps,  and,  at  the  date  of  this  publication,  is 
open  to  the  commerce  of  the  world. 

The  nature  of  the  region  over  which  the  canal  passes,  the  topography, 
the  geology,  the  machines  used  in  excavating,  and  the  details  of  the 
construction  were  most  fully  shown  at  the  Bsposittou  by  means  of  mod- 
els, plans  in  relief,  maps,  photographic  views,  and  descriptive  publica- 
tions. It  is  from  the  latter  that  the  following  descriptive  notices  have 
been  chiefly  compiled. 
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THE  ROUTE  OP  THE  CANAL. 

But  before  proceeding  to  give  some  details  of  the  coostiuttioii  and 
working  of  the  various  apjiaratus,  a  bird's-eye  view  of  tlie  great  work  is 
desirable. 

Tiie  canal  is  one  Luiidred  miles  long,  and  extends  nearly  north  and 
south  from  Port  Said,  on  the  Mediterranean,  to  Suez,  on  the  Red  Sea. 
The  isthmus  at  this  place  is  low,  and  the  canal  follows  a  marked  de- 
pression or  valley,  and  for  a  great  part  of  the  distance  is  dug  iu  the  beds 
of  shallow  lakes,  and  traverses  the  dried-up  basins  of  former  lakes  so 
far  below  the  level  of  the  adjoining  seas  that  little  or  no  excavation  is 
required.  The  highest  ridge  or  plateau  is  El  Giiiar,  some  ten  miles 
wide,  and  rising  to  a  height  of  about  sixty  one  feet  above  the  sea  level. 
Here  a  cutting  some  eighty-seven  feet  deep  was  required. 

There  is  abundant  evidence  that  at  a  comparatively  modern  geologi- 
cal epoch  the  two  seas,  if  they  did  not  unite  through  these  remarkable 
depressions,  at  least  approached  so  nearly  that  the  isthmus  was  con- 
tracted to  the  plain  of  El  Gnisr,  while  the  Mediterranean,  filling  the 
basin  of  the  shallow  lakes,  washed  the  dunes  of  El  Ferdane ;  and  the 
Ked  Sea,  by  the  Bitter  Lakes,  reached  the  opposite  side  of  this  narrow 
plateau.  Nuiuerons  shells,  similar  to  existing  species,  found  fossil  iu 
the  interior,  and  abundantly  distributed  over  the  surface,  conflim  the 
accuracy  of  this  view.  Mr.  Lesseps  thinks  that  this  was  the  jilace 
crossed  by  the  children  of  Israel,  led  by  Moses  and  Aaron. 

The  gi-eatest  length  of  the  basin  of  the  Bitter  Lakes  is  about  twenty- 
two  miles,  and  it  varies  in  width  from  two  and  a  half  to  five  miles.  The 
depth  below  the  sea  level  ranges  from  eight  to  nine  metres,  about  thirty 
feet.  This  vast  depression  has  been  filled  through  the  canal  by  the 
waters  of  the  adjoining  seas.  It  is  computed  that  this  basin  contains 
nine  Iniiidred  millions  of  cubic  metres  of  water,  and  it  now  forms  a  vast 
interior  lake,  whexe  the  navies  of  the  world  may  float  in  safety.  It  has  been 
a  dry  and  parched  desert  from  time  immemorial,  and  its  bottom  was  cov- 
ered with  salt  and  crusts  of  gypsum,  in  fantastic  forms.  It  now  serves 
not  only  as  a  convenient  waiting  place  for  vessels,  but  equalizes  the 
flow  of  the  waters  caused  by  the  tides  and  the  prevalence  of  northwest 
winds,  and  thus  renders  locks  or  gates  in  the  canal  unneceseaiy. 
MATERIALS  THROUGH  WHICH  THE  CASAL  IS  EXCAVATED. 

The  materials  through  which  the  excavation  of  the  canal  has  been 
made  are.  generally  soft  and  unconsolidated,  being  the  sands  and  finer 
sediments  of  the  delta  of  the  MIe,  overlaid  bj'  the  accumulation  of  sand 
thrown  up  by  the  action  of  the  Mediterranean.  At  Port  Said  a  littoral 
cordon  of  fine  sand  separates  the  Mediterranean  from  Lake  Menzaleh,  a 
shallow  expanse  of  water,  dotted  with  low  sandy  islands,  which  appear 
to  be  remnants  of  ancient  sandy  beaches,  and  to  I'cst  upon  lacustrine 
clays.  Passing  the  Ballah  Lakes  (often  without  water)  to  El  Perdane, 
the  surface  becomes  undulating,  and  the  formations  consist  of  sand,  iii- 
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terstratified  with  beds  of  clay.  In  some  places  tlie  sand  is  cemented  so 
as  to  form  trne  sandstone.  Upon  the  plateau  of  El  Guisr  is  the  city  of 
the  same  name,  built  by  the  company.  From  this  place  the  view  to  the 
east  and  south  compnses  the  deserts  and  mountains  of  Syria  in  the  dis- 
tance. The  plateau  dea  Hyfenes,  the  Djebel-Mariam,  and  certain  parts 
of  the  plain  on  the  east  of  Lake  Timsah,  afford  Hmestone  suitable  not 
only  for  burning  but  for  construction. 

As  there  was  no  port  or  prctection  for  shipping  upon  the  Mediterra- 
nean side,  it  became  necessary  to  make  one.  This  has  been  done  by 
throwing  out  two  piers  or  breakwaters,  one  two  and  a  half  miles  long, 
the  other  one  and  a  half  mile  long;  one  projecting  beyond  the  other, 
but  giving  a  clear  passage  into  the  harbor  a  quarter  of  a  mile  wide.  The 
shore  ends  of  these  piers  are  about  fifteen  hundred  yards  apart ;  a  tri- 
angular space  is  thus  secured,  land-locked,  and  gives  a  safe  and  commo- 
dious harbor,  the  best  of  any  upon  the  eastern  shore  of  the  Mediter- 
ranean. 

EXTENT  OP  THE  EXHIBITION  MADE  BY  THE  COMPANY. 

The  exhibition  made  by  the  Isthmus  of  Suez  Canal  Company  occupied 
a  separate  building  in  the  park  of  the  Exposition,  and  comprised: 
First.  Plans  in  relief,  photographs,  drawings,  models,  machines,  and 
charts,  giving  a  general  representation  of  the  scene  of  operations,  the 
means  emploj'ed  to  carry  them  into  exeeution,  and  the  system  of  trac- 
tion for  the  transport  of  merchandise  from  one  sea  to  the  other.  Second. 
Various  collections  illustrating  the  natural  history  and  geology  of  the 
Isthmus  of  Suez.  Third,  A  diorama,  showing  that  part  of  the  isthmus 
(ii'ossed  by  the  canals  of  the  company. 

First  part, — No.  1.  A  relief  plan  of  the  isthmus,  and  a  part  of  Lower 
Egypt,  with  the  system  of  canalization  of  the  delta  of  the  Nile  j  the  line 
of  the  railway  from  Cairo  to  Suez ;  the  development  of  the  fresh-water 
canal,  and  the  cutting  of  the  maritime  canal  across  the  Isthmus  of  Suez. 
So.  2.  Plan  in  rehef  of  the  port  and  town  of  Port  Said,  erected  by  the 
compauy ;  entrance  of  the  canal  in  the  Mediterranean,  with  representa- 
tion of  the  works.  No.  3.  Plan  in  relief  of  the  town  of  Ismailia,  located 
and  built  up  by  the  company  in  the  center  of  the  isthmus,  on  the  mar- 
gin of  Lake  Timsah,  at  the  point  of  junction  of  the  maritime  canal  with 
the  canal  of  fiesh  water  derived  from  the  Mle — the  administrative  ceuter 
of  the  works  No.  4.  Plan  in  relief  of  the  port  and  town  of  Suez,  and 
entrance  in  the  Bed  Sea  of  the  fresh  and  salt  water  cauals,  with  repre- 
sentation of  the  works.  JSo.  5.  Plan  in  relief  of  the  plateau  of  El  Guisr, 
which  is  the  most  elevated  point  of  the  isthmus  on  the  line  of  the  mari- 
time canal.  This  plan  represents  in  detail  the  works  in  course  of  execu- 
tion, and  shows  the  cutting  by  means  of  which  the  company  fills 
Lake  Timsah  from  the  Mediterranean.  There  are  also  shown  the  estab- 
lishment of  sheds  for  the  excavators,  the  system  of  digging  by  manual 
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labor,  and  the  earthworks  and  trucka.  No.  6.  The  general  plan  of  an 
establishment  at  Ismaitia,  containing  the  machinery  for  raising  and  dis- 
tributing fresh  water  along  the  whole  line  of  works  from  Ismailia  to  Port 
Said,  by  means  of  three  steam  engines  and  two  conduita,  executed  by 
Mr.  Lasseron,  contractor  for  the  company.  No.  7.  A  large  model  of  the 
canal,  on  the  scale  of  three  in  one  hundred,  on  which  were  placed 
models  of  the  principal  machines  employed  in  the  excavation  of  the  mar- 
itime canal,  in  their  proper  positions;  that  is  to  say,  A,  a  dredging  ma- 
chine, excavating,  and  at  the  same  time  throwing  up  the  earth  to  a  con- 
siderable distance,  {designed  by  Messrs,  Borel  and  Levalley,  contractors 
under  the  company,  and  constructed  by  the  Society  of  the  Forges  and 
Works  of  the  Mediterranean ;)  B,  an  apparatus  connected  with  the 
dredging  machines  for  throwing  the  earth  over  the  banks  when  the  lat- 
ter are  too  high  for  the  action  of  tlie  dredges  themselves,  (plan  by  Messrs. 
Borel  and  Levalley,  and  executed  by  the  same  company;)  0,  a  great 
lighter,  intended  to  transport  cases  full  of  the  excavated  eaith  from  the 
dredging  machines  to  the  elevating  appai'atus,  (planned  by  Messrs. 
Borel  and  Levalley,  and  executed  by  Messrs.  Gouin  &  Co.;)  D,  vessel 
employed  to  convey  to  the  oi)en  sea,  or  to  the  middle  of  the  lakes  in  the 
interior,  the  earth  excavated  by  the  dredgmg  machines  in  those  parts 
of  the  canal  which  are  near  the  lake  or  the  sea,  (executed  by  Messrs. 
Henderson,  Ooulhoni  &  Co.,  and  Mr,  Thomas  BoUin  Seath,  of  Glasgow ;) 
E,  a  lighter  with  side  clap-valves,  used  for  the  same  purpose  as  the  pre- 
vious vessel,  with  this  dift'erence,  that  the  lighter  being  especially  in- 
tended to  carry  the  earth  in  the  lagoons  oe  basins  in  the  interior  of  the 
conutiy,  is  discharged  by  the  side,  (designed  by  Messrs.  Borel  and  Le- 
valley, and  executed  by  Messrs.  Qouin  &  Co.;)  F,  a  dry  excavator  or 
dredging  machine,  employed  at  E\  Guisr.  This  apparatus  is  backed 
against  the  part  upon  which  it  operates,  and  throws  the  earth  into 
trucks,  brought  to  it  by  a  locomotive,  (planned  by  Mr.  Convren,  con- 
tractor under  the  company,  and  executed  by  Mr.  Galbert,  of  Lyons ;  the 
trucks  by  Messrs.  Maize,  Voisine,  and  Touehard,  and  the  locomotives  at 
Creuzot;)  G,  a  tug  intended  to  tow  the  daily  trains  carrying  merchandise 
&om  Port  Said  to  Suez,  and  viee  versa,  by  the  company's  canals,  (planned 
by  Mr.  Bonguie,  and  executed  by  Messrs.  Claparede  &  Co.,  of  St.  Denis.) 
No.  8.  A  series  of  photographs,  drawings,  and  charts,  used  in  the  prepa- 
ration of  the  plans,  iu  relief,  and  also  the  diorama  representing  the  vari- 
ous works  on  the  isthmus. 

Second  paet. — No.  1.  A  geological  collection  of  the  various  soils 
found  along  the  whole  line  of  the  salt-water  canal,  ft'ora  one  sea  to 
another,  (collected  by  Mr.  Laurent  Degousfe,  after  the  indications  of 
M.  Eli6  de  Beaumont,  senator.)  No.  2.  A  collection  of  objects  in  nat- 
ural history,  and  other  things  collected  iu  Egypt,  namely,  medals  and 
ancient  coins,  statuettes,  pottery,  mineralogy,  shells,  fossils,  madrepores, 
I>etrifaction8,  reptiles,  and  butterflies.  This  collection,  which  belongs 
to  the  museum  of  Perphignan,  and  which  tlie  nu^nicipal  council  of  that 
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town  kindly  lent  to  the  company,  was  collected,  in  Egypt,  and  pre- 
sented to  Ms  native  town  by  Dr.  Companys,  jr.,  physician  to  the  Suez 
Canal  Company.  So.  3.  A  collection  of  objects  of  natural  history, 
plauts,  Crustacea,  mineralogy,  insects,  madrepores,  fishes,  and  birds. 
This  collection  was  made  on  the  isthmus,  and  also  in  the  waters  of  the 
Mediterranean,  at  Port  Said,  and  in  the  waters  of  the  Red  Sea,  at  Snea, 
and  at  varioos  interior  lakes,  by  Captain  Baadouin. 

Thied  pabt. — The  diorama,,  executed  by  Eoub^,  decorator  of  the 
opera,  under  the  direction  of  Mr.  Alfred  Ohapou,  architect  to  the  com- 
pany, after  a  complete  and  numerous  series  of  photographs,  shows  from 
one  end  to  the  other  the  whole  of  that  part  of  the  isthmus  which  is 
traversed  by  the  company's  canal,  as  it  exists  at  the  present  day,  with 
the  towns,  the  workshops,  the  machines,  and  the  entrance-ports  of  the 
canal  on  the  Mediterranean  and  Eed  Sea,  Port  Said  and  Suez. 

THE  DIMENSIONS  OF  THE  CANAL. 

The  caual  is  S^^.OO  deep  below  the  water-line.  The  breadth  of  the  bottom 
( "  plafond" )  is  everywhere  22'" .00,  but  at  the  water-level  it  is  SS^.OO,  in 
that  portion  traversing  El  Guisr,  S^rap^um,  and  Chalouf,  a  distance  of 
about  33  kilometres  in  all.    In  other  portions  the  breadth  is  lOO^.OO. 

The  slope  of  the  tains  is  determined  in  each  region  traversed  by  the 
caual  by  the  nature  of  the  earth  and  materials  thrown  out.  The  incli- 
nation is  never  less  than  two  of  base  to  one  iu  height. 

In  those  portions  where  the  breadth  is  only  SS^.OO  there  is  on  each 
side,  one  metre  below  the  surface  of  the  water,  a  bench  or  causeway 
2" .00  wide,  and  where  the  breadth  of  the  canal  is  lOO^.OO  the  breadth 
of  the  bench  varies  with  the  natural  slope  of  the  talus.  The  form  of  the 
section  varies  with  the  height  of  the  banks  and  the  nature  of  the  mate- 
rials. The  annexed  figures  show  the  form  at  the  ridge  of  El  Guisr  and 
Pig.  L 
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at  the  shallow  lakes  and  low  giyund.  Fig,  1  is  the  section  across  the 
canal  at  the  high  ground,  and  it  indicates  also  the  levels  of  Serapeum 
and  Chalouf.  Fig.  2  shows  the  form  of  the  banks  adopted  to  prevent 
washing  down  by  the  waves.  The  banks  A  A  are  394  feet  apart,  thus 
leaving  a  low  shelving  bank  B  B.  In  order  to  deposit  the  dredgings  at 
such  a  great  distance  as  the  banks  A  A,  on  each  side,  it  was  found  neces 
sai'y  to  resort  to  the  use  of  dredges  with  long  chutes. 
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THE  GREAT  DREDGES. 

Tlie  following-  are  the,  dimensions  and  general  arrangement  of  the 
great  dredges  matle  for  the  company :  Length  of  hull,  30™ .00 ;  breadth, 
8".00;  depth,3".00;  dranght  of  water,  1™.60.  ThebuUisofiron.  Theen- 
gine  of  each  dredge  is  vertical,  direct-acting,  condensing,  with  two  cylin- 
ders, and  nominally  35  horse-power.  The  totidheatingsurfaceof  the  boilers 
is  81  square  metres.  A  single  line  of  dredge  Irackets  is  supported  in  the 
center,  the  upper  roller  being  8".50  above  the  water  level.  This  line  of 
buckets  is  19'".50  long,  and  in  some  of  the  di'edges  the  'buckets  have  a  ca- 
pacity of  350  litres  and  in  others  300  litres.  The  lower  roller  or  bearing, 
over  which  the  backets  pass,  can  be  elevated  and  thrown  forward  of  the 
boat  so  that  an  excavation  may  be  made  in  advance  where  the  hanks  are 
above  the  bottom  of  the  hull. 

These  twenty  dredges  were  supplied  with  ordinary  chutes  for  the  de- 
livery of  the  earth  into  barges  at  the  side,  but  afterward  longer  chutes 
were  constructed  so  as  to  deliver  the  materials  at  a  distance  of  25™.0O 
from  the  dredge.  Even  these  long  chutes  were  found  insufficient, 
and  forty  other  dredges  were  ordei'ed,  four  of  them  made  with  chutes 
tiO^.OO  long,  eighteen  with  chutes  70™.00  long,  and  the  others  with 
the  ordinary  chutes.  These  dredges  resembled  in  their  general  construc- 
tion the  tirst  twenty,  but  the  length  of  the  hull  was  increased  to  SS^.OO; 
the  breadth  to  8"".30 ;  the  depth  to  3™,16,  and  the  draught  reduced 
to  1™.50.  The  engine  had  the  same  nominal  power,  exerting  easily  upon 
the  pistons  a  foi-ce  of  7,875  kilogram-metres.  The  boiler  had  a  heating 
surface  of  108  square  metres.  The  dredge  buckets  had  a  capacity  of 
iOO  litres  in  some,  and  300  in  others.  The  dimensiouB  of  the  transverse 
section  of  the  links  which  united  these  buckets  into  an  endless  chain 
were  0™.18  by  0™.058.  The  bolts  were  of  tempered  steel,  and  the 
eyes  were  bushed  with  steel,  also  t6mpere<l;  the  holes  being  0™.07 
in  diameter.  The  dredges  with  the  ordinaay  delivery  chutes  had 
the  upper  roller  plfieed  11™.60  above  the  wat«r;  and  those  with  the 
chutes  60"'.00  long  had  theirs  at  the  same  height,  but  those  made 
with  chutes  70"'.00  long  were  raised  higher,  to  ll^-SO  above  the  water 
level. 

The  construction  and  genei'al  arrangement  of  these  dredges  with  long 
chutes  is  shown  by  the  accompanying  ftgnres.  Fig.  3  is  a  vertical  sec- 
tion and  Fig.  4  a  plan.  The  chutes  are  sustained  by  lattice  girders,  and 
they  are  supported  upon  a  barge  moored  parallel  to  the  side  of  the 
dredge,  and  in  such  a  manner  upon  telescoiiic  support*  that  they  may 
be  raised  or  lowered  at  pleasure  by  means  of  a  hydraulic  hoist,  and  thus 
he  inclmed  at  different  angles. 

The  attachment  of  the  chute  to  the  dredge  i«  not  rigid  but  permits  of 
much  movement,  and  is  formed  by  i  horizontal  hinge  which  permits  the 
change  of  incbiiation  when  the  chute  is  raised  or  lowered  upon  the 
barge.  The  supports  on  the  barge  aie  so  made  that  the  chute  can  be 
turned  horizoutaliy  and  thus  be  piiLtd  p  ii  illtl  i\lth  the  canal  in  order 
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that  with  one  end  resting 
upon  another  barge  it  ein 
be  moved  from  one  place  t 
another  with  ease. 

The  section  of  the  chut 
has  the   figure  of  a   lull 
ellipse  0"".60  deep  and  1'"    i 
■wide. 

Two  rotary  pumps  plan  1 
uponthedredge,auddrivi  i 
by   the   engine,    thr0T\'     i 
stream  of  water  into   H 
upper  end  of  the  chute,  i 
as  to  wash  the  dredgin- 
down  the  sloi>e.     In  cast- 
these  pumps  do  not  supply 
sufificieut  water    to    effect 
this  washing  out  with  some  ^ 
Muds  of  earth,  the  barge  s 
which   sustains  the  chute  » 
also  carries  a  portable  en    », 
gine  working  a  pump  cap  i    Z. 
hie  of  giving  ISO  cubic  me    S 
treaofwateranhoxir.    The  ? 
water  from  this  pnmp  is  de    i 
livered  into  the  chute  along  ^ 
its  entire  length  by  means  n 
of  a  pipe  pierced  with  holes    g 
In  addition  to  this,  an  end    o 
less  chain  furnished  with  g. 
scrapers  is  made  to  mo^e 
along  the  bottom  of   the 
chute  whenever  the  jnateri 
als  are  too  stiff  to  be  freeh 
discharged  by  the  aid  of  the 
water.    Fine  sand  descends 
rapidly  with  au  inclination 
of  from  0°'.04  to  0^.05  to  the 
metre,  when  washed  with  a 
quantity  of  water  equal  to 
half  of  the  material  dredged. 
For  clays,  a  slope  of  at  least 
from  O-^.Oe  to  O^.OS  to  the 
metre  is  required,  but  less 
wat«r  is  necessai-y. 

The  annual  delivery  of  silt, 
sand,  &e.,  by  the  dredges 
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witli  the  long 
chutes  may  be  esti- 
timated  to  be  at  the 
leaat  350,000  cubic 
metres ;  that  of  the 
dredges,  with  the 
ordinary  system  of 
delivery,  may  be  es- 
timated at  300,000 
cubic  metres, 
Theslope  of  the  ex- 
terior of  the  banks 
(cavaliers)  deposit- 
edbythelongclmte 
varies  from  four  to 
seven  iu  one  hun- 
dred according  to 
the  nature  of  the 
materials  deliver- 
ed, whether  sandy 
or  clayey  and  more 
or  less  compact. 
This  great  slope  is 
due  to  the  velocity 
of  the  water  by 
which  the  materi- 
als are  discharged, 
audit  allows  a  gi'eat 
ijuantity  of  dredg- 
ing to  be  disposed 
of  without  making 
a  high  bank. 

These  long-chute 
dredges    are    very 
simple  and  econo- 
mical. They  can  be 
employed  wherever 
the  gi'ouud  is  not 
. ,     too  high,  aud  they 
""r*,do  not  cease  to  de- 
;iiver  thedredgings 
":  until  the  accumula- 
;  °|!  tion    becomes    too 

!  I  high  for  the  lower 

^i  eud  of  the  chute. 
1  They  were  used  for 
nearly  all  that  por- 
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tioa  of  the  canal  which 
traverses  Lake  Menza 
leh,  and  for  portion « 
which  traverse  the  plain 
of  Suez,  and  the  margins 
of  the  great  lakes, 
ELEVATING  APPAEATrs 
In  those  portions  of  tii  < 
canal  where  the  groiin  1 
was  too  high  to  pei'iml 
the  long-chute  dredgfs 
to  be  used,  the  elevatm^ 
apparatus  about  to  bi. 
described  was  substi 
tuted. 

The  attempt  wi&  first 
made  to  work  with  cranes  ^ 
placed  upon  the  banks  | 
and  having  thirty  three  ^ 
feet  radius  of  swing,  by  g. 
the  aid  of  which  boxes  g 
filled  with  the  dredgings  S, 
were  lifted  and  snung  S- 
out  to  the  banks  and  % 
dumiied  or  emptied  into  % 
a  train  of  wagons  on  a  5 
tramway,  a 

The  elevating  appar^  % 
tus  may  be  deo<:nbe(l  as  S 
a  portable  inclined  i-ail  " 
way,  extending  from  the 
dredger  or  barge  loaded 
with  dredgings,  upward 
over  the  banks,  and  upon 
which  trucks  or  "trollies" 
carrying  the  boxes  filled 
with  the  dredgings  were 
made  to  ascend,  and  fi- 
nally to  dump  the  con- 
tents at  the  further  end. 
The  contrivance  is  but 
another  form  of  the  long 
chute,  the  difference  be- 
ing that  the  slope  is  re- 
versed and  the  track  and 
trollies  take  the  place  of 
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the  ehiite  along  wLich,  wliei'e  the  banks  are  low,  the  dredgings  descend 
by  gravity.  Like  the  long  chutes,  the  inclined  tramway  is  supported 
about  midway,  not  upon  a 
floating  barge,  but  upon  a 
strong  truck  running  upon 
a  railway  laid  upon  thebank 
and  parallel  with  the  course 
of  the  canal. 

The  two  figures,  Fig.  5, 
a  vertical  section,  and  Fig. 
(>,  a  plan,  will  give  an  idea 
of  the  construction  of  the 
apparatus. 

The  tramway  is  supported 
by  two  parallel  lattice  gird- 
ers tied  together  by  verfeteal 
struts  and  united  above  the 
track  by  arched  ties.  The 
length  is  about  150  feet,  and 
the  indinatiou  is  about 
0"'.22  per  metre.  The  lower 
end  IS  about  3"".00  above  the 
suiface  of  the  water  and  the 
uppei  end  over  the  bank  is 
about  14"\00.  The  bank 
upon  wliich  the  track  carry- 
.  :iug  the  tnick  is  laid  is  raised 
ibjut  S^'.OO  above  the  wa- 
j,  tei  The  lower  end  of  the 
ti  »um  ayrests  uponabarge; 
the  upper  end  is  quite  free 

and  IS  at  such  aheight  above 

~~.^^j^^P=^^  the  bank  that  there  is  plenty 
==~  ot  loom  for  the  accumula- 
tion of  the  dredgings. 

^\hen  the  apparatus  is 
put  into  operation  a  float 
( irrj  mg  the  boxes  of  dredg- 
mgs  IS  floated  under  the 
lower  and  projettuis*  end 
of  the  apparatus,  and  a 
box  i&  hooked  ou  to  the 
tiollv  \\hich  is  at  the  hot 
torn  of  the  tiack  A  steam 
engine  ui)on  the  barge  sup 
I  lies  the  powei   ioi   di  in 
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ing  tlie  trolly  aucl  box  up  the  incline  and  for  tipping  the  box  at  the 
upper  end. 

The  constructioii  of  thetrollyisshowniuFig.  7,  a  side  view,  and  Fig.  8, 
an  end  view,  N  N  are  the  rails  of  the  tramway,  R  the  frame  of  the  trolly, 
and  U  U  the  boxes  of  dredgings.  The  wheels  are  external,  and  the  lower 
two  are  fixed  upon  the  axle  while  the  upper  are  loose,  and  the  axle  car- 
ries two  larger  wheels  T  T  and  drums  S  S.  Upon  these  small  drums 
9  S  the  chain  is  coiled  by  which  the  boxes  are  supported,  while  on  the 
larger  drama  T  T  iron  cables  are  coiled  in  the  opposite  direction.  These 
cables  pass  over  a  pulley  O  at  the  upper  end  of  the  elevator,  and  then  re- 
turn to  the  winding  drum  of  the  engine.  "When  this  cable  is  wound 
upon  the  engine  dram  it  uncoils  from  the  dnmi  T,  and  by  means  of  the 
chain  winding  upon  S  S  raises  the  box  vertically  from  the  float  until  a 
stopper  or  guard  V  V  comes  in  contact  with  the  drum  S,  when  the  coil- 
ing upon  S  ceases  and  the  trolly  begins  to  travel  np  the  incline  as  the 
cables  unwind  from  T  T.    When  the  trolly  and  suspended  box  reach 


Fig.  7. 


Pig.  8. 


the  upper  end  of  the  incline  the  box  is  tipped  automatically,  by  means 
of  rollers  X  running  between  guide  rails  Y  Y,  and  which  curve  suddenly 
upward  and  thus  raise  the  back  end.  Tlie  same  guides  servo  to  keep 
the  box  horizontal  during  the  ascent. 

RAFT   BARGES. 

For  carrying  the  boxes  filled  with  the  earth,  delivered  by  the  ordinary 
dredges,  rafts  were  used.  These  were  made  of  two  long  water-tight 
boxes  of  sheet  iron,  17™,50  long,  TMO  wide,  and  1'".25  high,  kept  at  a 
distance  of  3"'.00  apart  by  means  of  eight  open-work  partitions,  be- 
tween which  the  boxes  for  the  reception  of  the  dredgings  were  placed. 
These  boxes  when  filled  were  nearly  submerged  in  the  water.  This  ar- 
rangement has  several  advantages,  not  the  least  of  which  is  that  by 
being  so  low  the  chutes  may  be  more  inclined  and  the  height  of  the 
dredge  niay  be  less.    Ninety  of  these  rafts  were  made  use  of. 
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VESSELS  EOE  TRANSPORTING  THE  SAKD. 

lu  the  ^dcinity  of  the  sea,  and  in  the  deep  portion  of  the  lakes,  where 
the  dredgiiig'8  coald  not  be  deposited  in  cavaliers  upon  the  aides  of  the 
canal,  they  were  taken  and  emptied  in  the  sea  or  the  lakes  by  means 
of  8crew-proi>eller  vessel  called  iataiix  portmrs.  Of  thirty-six  of 
these  boats  ten  were  built  in  England  and  twenty-six  in  France.  Those 
made  in  England  are  similar  to  those  which  are  used  npon  the  Clyde 
and  the  Tyne,  and  have,  in  general,  the  following  dimensions :  Length  of 
hull,  iln-.tS ;  breadth,  T-^.Ol ;  depth,  2'".97  ;  length  of.  the  hold  or  pit, 
15".24 ;  breadth  of  the  hold  at  the  level  of  the  bridge,  5°. 79 ;  breadth  at 
the  bottom,  2™.51. 

The  pit  or  hold  for  the  reception  of  the  dredgings  is  central,  and  its 
capacity  is  about  180  cubic  metres.  It  is  closed  at  the  bottom  by  six 
pair  of  trap-doors  opening  downward,  held  by  chains  which  are  wound 
around  pulleys  placed  in  a  firarae  above  tlie  doors.  The  en  gine  is  nominally 
50  horse-power,  condensing,  and  works  a  screw  2".i38  in  diameter.  The 
speed  of  these  vessels  is  from  six  to  seven  knots  an  hoiir.  The  boats 
made  in  Finance  have  a  capacity  of  200  cubic  metres.  Twelve  of  these 
have  the  hold  central ;  the  others  have  it  double,  a  pit  in  each  side. 

For  those  portions  of  the  work  where  the  dredgings  could  not  be  de 
posited  in  bants  e»  cavalier,  and  where  the  water  was  shallow,  lighters 
with  doors  or  valves  at  the  side  were  used  instead  of  the  vessels  with 
valves  at  the  bottom.  These  lighters,  called  (/abares  d.  clapets  lateraux, 
are  built  entirely  of  iron,  and  are  32'".50  long  and  6" .00  wide.  The 
hold  for  the  dredgings,  divided  into  six  compartments,  is  20°"  .00  long. 
It  is  divided  along  the  center  by  an  air-tight  compartment  of  triangular 
cro^-seetion,  of  which  the  bottom  of  the  lighter  forms  one  side.  The 
length  of  the  side  clap-valves  is  the  same  as  each  compartment.  They 
are  1™.20  high  and  are  hinged  at  the  top.  These  lighters  are  provided 
with  double-cylinder,  horizontal,  high-pressure  engines,  and  they  carry 
from  80  to  90  cubic  metres  of  dredgings  and  draw  1'".20  of  water. 

DRY  EXCAVATORS. 

This  appai'atus  iipon  dry  and  elevated  soils  takes  the  place  of  the 
dredgers  used  for  wet  ground.  It  excavates  the  earth  and  delivers  it  into 
wagons  placed  npon  a  tramway.  It  was  used  at  the  ridge  or  plateau 
of  El  Guisr  to  enlarge  the  trench  cut  by  the  Egyptian  laborers.  The 
apparatus  consists  of  a  horizontal  framework,  a  staging,  supported  by 
nine  wheels  upon  a  railway  or  tramroad  of  three  rails,  running  jiarallel  to 
the  bench  to  be  enlarged.  This  flramework  or  carriage  is  6™.00  long 
and  sustains  a  boiler  and  two  engines.  One  of  these  engines  is  used  to 
put  in  motion  a  chain  of  excavating  buckets,  and  the  other  to  move  the 
apparatus. 

There  are  eight  buckets,  and  they  discharge  the  earth  into  a  chute, 
which  projects  3™.00  beyond  the  exterior  rail  and  delivers  into  the  wagons 
placed  on  a  second  and  parallel  tramway. 
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The  weight  of  the  apparatus  is  nearly  22,000  kilogrammes.  The  en- 
gine is  flfteeu  horse-power.  Tbe  amount  excavated  and  delivered  reaches 
750  cubic  metres  in  ten  honrs,  in  sandy  soil,  of  little  resistance.  "When, 
by  means  of  these  dry  excavators,  the  cut  was  carried  to  the  water 
level,  the  remainder  of  the  excavation  was  cut  by  the  dredges. 

ARTIFICIAL   STONE  PIEES  AT  POHT  SAID. 

For  the  construction  of  the  piers  at  Port  Said  stone  bloclisfrom  quar- 
ries near  Alexandria  were  at  first  employed.  It  was  found,  however, 
that  the  cost  was  too  great,  and  it  was  decided  to  manufacture  blocks 
of  stone  oiit  of  the  beach  sand  and  lime.  The  contract  was  given  to 
Messrs.  Dussaud  frSres,  who  were  the  constructors  of  similar  work  at 
Marseilles,  Cherbourg,  and  Alger.  The  sand  as  it  is  dredged  out  of  the 
harbor  is  made  into  a  concrete  or  mortar  with  the  hydraulic  lime  from 
Theil,  Ar-deche,  in  Fi-anee.  The  materials  are  ground  together  with  the 
addition  of  a  small  quantity  of  sea  water  from  time  to  time,  and  when 
the  mixture  has  about  the  consistency  of  thick  mortar  it  is  rammed  into 
box  molds  made  of  plank.  In  about  a  week  the  blocks  so  made  were 
set  sufficiently  to  allow  the  planks  to  be  removed,  and  the  blocks  were 
then  permitted  to  remain  exposed  to  the  sun  and  air  for  three  months 
before  being  taken  to  the  line  of  the  piers  and  submerged.  The  pro- 
portions of  lime  and  sand  used  were  325  kilogrammes  of  lime,  in  dry 
powder,  to  one  cubic  metre  of  sand.  The  dimensions  of  the  blocks  are 
3'".40  long,  2">.00  broad,  and  1'".50  high;  thus  containing  about  ten 
cubic  metres.  A  portion  of  the  foundation  of  the  piers  was  made  with 
blocks  of  four  cubic  metres,  but  the  casing  was  formed  entirely  of  blocks 
of  ten  cubic  metres,  or  about  370  cubic  feet,  and  weighing  about  twenty- 
two  tons.  According  to  the  calculations  made  in  1867,  at  the  Exposition, 
the  cubic  contents  of  the  piers  would  be  250,000  cubic  metres.  About 
thirty  of  these  blocks  were  made  daily  in  1S67,  at  a  contract  cost  of  400 
francs  each,  or  about  $8  SOpercnbicyard.  It  was  estimated  that  30,000 
would  be  required. 

WOEKS  FOE  THE  SUPPLY  OP  FBESH  WATEK. 
One  of  the  most  interesting  of  the  accessory  undertakings  necessary 
to  the  construction  of  the  canal  is  the  aqueduct  for  the  supply  of  fi:esh 
water  for  the  workmen  and  boUers,  and  also  for  the  irrigation  of  the 
soil.  The  gi'eat  work,  it  should  be  remembered,  was  to  be  executed  in 
a  desert  i-egion,  where  no  potable  water  could  be  procured  by  ordinary 
means,  and  a  very  large  supply  was  required  for  tbe  i)Opulation  at  Port 
Said,  at  Ismailia,  and  at  the  various  encampments  along  the  route. 
This  supply  was  obtained  from  the  Nile.  A  canal  was  dug  from  the  end 
of  the  ancient  canal  at  Gassassine  to  a  point  on  the  route  of  the  ship 
canal  at  Ismadia,  nearly  half-way  between  the  two  extremes.  This  work 
was  executed  under  the  direction  of  Mr.  Cazeau,  and  cost  700,000  francs. 
Its  length  IS  thutj  nules,  its  width  sixty-six  feet,  and  depth  six  feet, 
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with  a  fall  of  two  inches  per  mile.  It  was  completeti  in  1861.  From  its 
termination  at  Ismailia  the  water  was  for  some  time  distributed  to  the 
camps  upon  the  backs  of  camels  and  donkeys,  but  a  cast-iron  pipe  was 
afterward  laid  tx)  Port  Said  and  the  water  was  forced  through  it  by 
pumps  a  distance  of  fifty  miles,  A  second  pipe  was  afterwaixl  laid,  and 
through  these  two  pipes  the  whole  line  of  the  canal  from  Ismailia  to  Port 
Said  is  sup)>lied. 

The  first  pipe  was  sis  inches  in  diameter,  and  the  second  ten  inches. 
Through  these  two  pipes  nearly  55,000  cubic  feet  of  water  are  supplied 
daily. 

The  pumping  engines  are  placed  at  Ismailia.  They  were  constructed 
and  placed  under  the  direction  of  Mr.  Lasseron.  There  are  three  steam- 
engines,  two  of  fifteen  horse-power  each,  aud  the  third  of  twenty-five 
horse-power.  The  first  two  were  erected  in  1863,  and  the  third  in  1865. 
The  two  pipes  connect  by  means  of  twenty  joints  furnished  with  gates. 
Upon  the  line  of  these  pipes  three  great  reservoirs  are  established,  one 
of  500  cubic  metres  at  El  Guisr,  upon  the  summit  of  the  isthmus,  the 
second,  of  like  capacity,  half-way  between  Ismailia  and  Port  Said,  and 
the  third  of  700  cubic  metres  capacity  at  Port  Said,  The  pressure  in  the 
pipes  reaches  six  atmospheres,  and  the  highest  i-eaervoir  has  an  elevation 
of  only  twenty  metres. 

SUMMAEY  01''  THE  EXTEKT  Ol''  THE  WORK. 

At  the  date  of  the  Exposition  the  total  power  of  the  steam-engines 
employed  upon  the  isthmus  was  equal  to  17,768  horse-power,  and  the 
monthly  consumption  of  coal  amounted  to  12,219  tons.  A  population 
of  25,000  persons  had  been  ci-eated  in  the  midst  of  the  desert,  13,000 
of  which  were  laborera,  6,388  of  whom  were  Syrians,  and  6,990 
Enropeaus.  The  total  amoimt  of  earth  to  be  excavated,  according  to  the 
plans  and  estimates,  was  74,113,130  cubic  metres,  and  on  the  first  of 
January,  1869,  lees  than  17,000,000  cubic  metres  remained  to  be  taken 
out. 

Among  the  greatest  dredging  works  which  have  been  executed  in 
Europe  the  following  are  cited  for  comparison  ivith  the  magnitude  of  the 
work  upon  the  Suez  canal, 

Prineipal  dredging  works  executed  in  Europe. 

Cubic  metres. 

Roadstead  of  Toulon 184a-'57,     9  years    7.400,000 

Glasgow 1844-'66,  21  years    6,696,000 

Newcastle 1862-'65,     3  years    6,999,000 

It  is  also  interesting  to  compare  the  extent  of  the  work  upon  the  piers 
at  Port  Said  with  similar  undertakings  in  Europe.  The  length  of  the 
western  jetty  is  about  3,100  metres,  and  of  the  eastern  about  1,600  metres ; 
the  combined  length  being  about  4,700  metres,  and  the  total  contents 
about  250,000  cubic  metres. 
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The  following'  table,  for  which  T  am  indebted  to  the  report  by  M,  Ch, 
Marin  upon  the  marine  constructions  represented  at  the  Exposition,^ 
shows  the  magnitude  and  cost  of  the 'principal  jetties  of  France  and 
England.  The  dimensions  are  stated  in  metres,  and  the  cost  in  millions 
of  francs.  In.  order,  however,  to  make  a  just  comparison  of  the  cost  of 
these  works,  a-cconut  should  be  taken  of  the  difE'erences  between  the  bulk 
of  the  walls  above  and  below  the  low-water  line. 

Principal  marine  jetties  of  France  and  England. 


Lengfb. 

Meanaepili 
Mow 

Total 

Cost 

yeiioa. 

"""■ 

i750 

11.50 

n.oo 
10.00 

30 

18,  COO 
16,000 
5,509 
10,100 

ai           * 

1B45    1852 

35,000 
HOOO 

lfl,500 

10,000 

3,410    j         11,00 

18S4— 1805 

Auriguy 

»'-— 

'" 

Article  1  provides  that  the  navigation  of  the  canal  shall  be  opened  to 
all  vessels  without  distinction  of  nationality,  provided  they  do  not  draw 
more  than  7™.50,  equal  to  24  feet  7  inches  English;  the  canal  being 
S^.OO  in  depth,  equal  to  26^  feet  English. 

Steam  vessels  will  be  allowed  to,  navigate  through  the  canal,  using 
their  own  propellers ;  sailing  vessels,  above  fifty  tons,  will  have  to  be 
towed  with  the  service  established  by  the  company. 

The  maximum  speed  for  vessels  iu  the  canal  is  provisionally  fixed  at 
ten  kilometres  per  hour,  equal  to  5.4  English  knots. 

The  tolls  for  the  right  of  transit  are  calculated  on  the  measurement  ton- 
nage of  the  ship.  This  tonnage  is  determined  for  the  present  by  the 
official  papers  on  board.  The  toll  for  passage  from  one  sea  to  the  other 
is  ten  francs  per  ton  measurement,  and  ten  francs  each  passenger, 
payable  on  entering,  either  at  Port  Said  or  Suez.  The  charge  for 
berthing  or  anchoring  either  at  Port  Said,  Ismailia,  or  opposite  the  new 
embankment  near  Suez,  (after  a  stay  of  twenty-four  hours,)  and  limited 
to  twenty  days  at  the  utmost,  is  five  centimes  per  ton  per  day,  at  the 
place  assigned  by  the  harbor-master. 


'  Kappovta  dii  jury  iaternationai,  t. 
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From  data  collected  respecting  the  requirements  of  the  i 
services  whidi  employ  water  as  a  basis  of  actiOD,  (production  and  con- 
densation of  steam,  cleansing,  watering,  canala,  cascades,  &c.,)  tlie  com- 
mittee of  this  Class  estimated  the  qimntity  requu'ed  for  the  nse  of  the 
Exposition  at  ten  thousand  cobic  metres  per  day.  At  the  rate  of  one 
hundred  litres  per  day,  per  person,  tliis  supply  would  be  enough  for  a 
towu  of  one  hundred  thousand  sonls.  This  large  consumption  does 
not  all  require,  however,  to  be  supplied  under  the  same  pressure ;  about 
one-half  requires  a  charge  of  from  twenty  to  twenty-flve  metres,  while 
for  the  remainder  a  few  metres  sufBce.  The  committee  felt  that  it  would 
be  inconvenient  to  ask  such  a  supply  from  the  municipal  authorities 
who  have  so  many  demands  to  meet,  and  who  have  not  yet  at  their 
disposal  the  quantity  of  water  which  has  been  fixed  as  the  desideratum; 
it  was,  therefore,  determined  to  establish  an  independent  supply  for 
the  Exposition,  which  might,  upon  an  emergency,  be  supplemented  or 
corrected  by  an  appeal  to  the  city  reservoirs.  This  service  has  been 
arranged  on  the  same  basis,  and  aftei~  the  same  principles  as  the 
mechanical  power ;  and  divided,  according  to  the  required  ijressure,  into 
two  services  of  five  thousand  cubic  metres  each,  with  distinct  channels ; 
but  which  can  be  placed  in  communication  with  each  other  in  case  of 
necessity.  Tfie  high  service  includes  a  reservoir  of  four  thousand 
metres  capacity,  established  at  the  summit  of  the  Trocadero,  on  the 
side  of  the  Avenue  Malakoff,  at  the  .height  of  thirty-two  metres  above 
thelevel  of  the  soil  of  the  Expositiou  building ;  and  a  hydraulic  establish- 
ment by  the  side  of  the  river,  immediately  below  the  bridge  of  Jena. 
The  low  sei'vice  is  fed  by  the  pumps  of  the  great  marine  engine  of  Indret, 
of  one  thousand  horae- power,  set  in  motion  by  its  own  boilers  in  the  shed 
by  the  side  of  the  river,  above  the  same  bridge ;  these  pumps  are  capable 
of  lifting  twelve  hiindred  cubic  metres  per  hour,  and  they  will  be  sup- 
plemented, in  case  of  necessity,  by  those  belonging  to  the  Company  of 
the  Forges  and  Oonstrnction  Works  in  the  same  shed.  In  case  these 
two  powerful  engines  should  stop  at  the  same  time,  the  service  will 
be  assured  by  another  combination  confined  to  five  exhibitors — one  of 
whom  will  take  the  water  directly  from  the  Seine,  for  the  piece  of  water  in 
tlie  park;  while  the  others  will  pump  thei-eqnired  quantity  through  the 
conduits  from  tliis  basin,  in  which  the  water  will  be  maintained  at  a 
constant  level.  The  pressure  on  the  apparatus  of  the  tbur  last-mentioned 
eonsti'uctors  is  regulated  by  a  sheet^iron  reservoir,  the  upper  level  of 
which  is  above  that  of  the  soil  of  the  Expositiou  building.  The  high 
service  supplies  the  irrigation  of  the  park,  the  fountains,  the  hydrants. 
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&c.;  and  the  low  service,  tlie  condensers,  tbe  boilers,  tlie  cascades,  and 
the  canals. 

The  Imperial  Commiasion  caused  to  beconstructed  beneath  the  soil  of 
the  building  a  system  of  circular  and  radial  galleiies  destined  to  condnct 
the  air  from  without  into  the  interior  of  the  Exposition  building,  and  there 
replace  that  -which  has  been  vitiated  and  heated  by  the  mass  of  visitors. 
In  order  to  insure  more  completely  the  effectiveness  of  the  service,  so 
necessary  for  the  comfort  of  the  public,  the  commission  decided  that  the 
natural  ventilation  should  be  aided  by  artificial  means;  that  is  to  say, 
by  blowing  machines  based  ou  the  system  of  Messrs.  Piaron  de  Mondesir, 
engineer  of  roads  and  bridges,  and  Tehaitre  and  Julienne,  civil  engineers. 
This  arrangement  is  divided  into  four  groups  placed  around  the  bu'ld- 
ing,  and  includes  aforce  of  about  one  hundred  horse-power;  thewliole  is 
intrusted  to  exhibitors  on  tlie  principles  above  mentioned.  These  four 
centers  will  feed  sixteen  jets,  corresponding  with  the  sixteen  radial  pas- 
sages of  the  building ;  and  will  cause  to  circulate  therein,  by  means  of 
ventilating  gratings  in  the  floor,  a  volume  of  seven  hundred  thousand 
metres  of  air  per  hour;  so  that  the  entire  atmosphere  of  the  Exposition 
building  will  be  changed  every  two  hours. 

POET  OF  TARRAGONA. 

In  the  collection  of  models  exhibited  by  Spain,  already  noticed,  there 
were  two  of  the  great  work  of  the  port  of  Tarragona.  One  was  a 
plan  in  relief  of  the  port  and  the  vicinity,  showing  the  position  of  the 
quays  and  the  quarries ;  the  second  is  upon  a  Jarger  scale  and  is  a  trans- 
verse section  of  the  jetties,  showing  the  position  of  the  sunken  rocks 
and  of  all  the  work  in  masonry. 

This  great  work  reaches  back  in  time  to  the  year  1790,  and  has  been  in 
great  part  executed  by  convicts.  The  length  of  the  principal  jetty  is 
1,300  metres,  and  the  quantity  ofsubmerged  blocks  of  stone  is  estimated 
at  1,085,900  cubic  metres.  They  have  succeeded  in  placing  blocks  of 
stone  weighing  210,000  kilogrammes,  representing  a  tolume  of  88  cubic 
metres.'  These  enormous  blocks  are  quarried  by  means  of  powder,  the 
blasting  holes  being  O^.IO  in  diameter,  and  5"'.00  deep,  and  12  kilo- 
grammes of  powder  for  a  charge.  The  interspaces  of  this  mass  of  large 
rocks  are  iilled  with  small  fragments,  and  above  all  a  layer  of  concrete 
is  laid,  and  this  forms  the  foundation  for  the  pier. 

EASING  AND  STRIKING  CENTERING  OP  ARCHES, 

A  method,  the  invention  of  Mr,  Beandemoulin,  of  easing  the  centering 
of  ai-ches,  by  means  of  sand,  was  shown  by  a  ftdl-sized  model  in  the 
park.  Sheet-iron  cylinders,  about  a  foot  iu  diameter  and  a  foot  high, 
are  tilled  witli  fine  dry  sand  and  placed  under  the  principals  of  the  cen- 
tering. These  principals  rest  upon  the  sand  by  means  of  props  which 
fit  piston-liiie  in  the  cylinders.  Holes  near  the  bottom  of  the  cyhnders 
permit  the  sand  to  tlow  out  when   cork  stoppers  are  removed.     As  the 
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sand  runs  out  the  pistons  descend,  and  tbe  rapidity  and  extent  of  tlie 
movement  can  be  very  easily  controlled  by  regulating  the  flow  of  the 
sand. 

PIVOT  DlilDflK,  iSY  ClIAI'lN  &  WELLS, 

Messrs.  01iai)in  &  Wells,  bridge  builders,  of  Chicago,  Illinois,  exhib- 
ited a  model  of  a  pivot  or  swing  bridge,  which  attracted  considerable 
attention,  and  xyas  honored  by  a  silver  medal. 

The  model  waa  of  the  stjle  of  bridge  known  as  "  Howe's  Patent  Truss," 
irith  arched  upper  chords,  and  it  represented  a  railroad  pivot  bridge 
of  two  hundred  feet  in  length,  the  scale  l>eing  half  an  inch  to  one  foot. 
The  bridge  tests  upon  a  tam-table  twenty-fonr  feet  square,  made  ot 
white  oak,  thoroughly  trussed  with  wroitght-iron  bolts  two  inches  In 
diameter,  and  so  adjusted  that  the  entire  weight  of  the  bridge  can  be 
made  to  rest  upon  the  center  pivot,  which  is  made  of  cast  steel.  It  is 
designed,  however,  that  only  two-thirds  of  the  weight  should  rest  upon 
the  center  pivot,  and  the  remaining  one-third  to  reat  upon  twenty-four 
cast-iron  bearing  wheels,  sixteen  inches  in  diameter,  kept  equi-distant 
irom  the  center,  and  from  each  other,  by  wrought-iron  radial  arms,  two 
inches  in  diameter.  The  wheels  rest  and  travel  upon  a  track  of  railroad 
iron,  planed  upon  the  top,  and  bent  to  the  proper  circle,  twenty-two  feet 
in  diameter.  The  trusses  of  the  bridge  are  twenty-eight  feet  high  at 
the  center,  and  ten  feet  high  at  tlie  ends,  and  fourteen  feet  apart. 
The  truss  is  divided  into  twenty-two  panels,  ranging  from  five  to  eleven 
feet  in  length.  In  each  panel  there  are  two  main  and  one  counter  diag- 
onal braces  of  the  proper  sizes,  resting  between  two  cast-iron  brace- 
bearing  blocks,  which  blocks  are  fastened  one  to  the  upper  side  of  the 
lower  chord,  and  one  fastened  to  the  under  side  of  the  upper  chord,  and 
of  the  proper  angles,  so  that  the  ends  of  the  braces  come  squarely  upon 
the  face  of  the  east-iron  block.  Two  truss  rods  run  perpendicularly 
through  the  truss,  dividing  each  panel,  with  heavy  wrought-iron  plates 
under  the  lower  chords,  and  on  the  upper  side  of  the  upper  chords,  to  serve 
as  washers  to  receive  the  nuts  of  truss  rods  or  bolts.  The  lower  chords 
are  fourteen  inches  by  twenty-eight  inches,  and  are  composed  of  fom- 
pieces.  The  upper  chords  at  the  ends  are  twelve  inches  by  twenty-eight 
inches,  and  at  the  center  thii-ty-six  inches  by  twenty-eight  inches,  being 
thus  increased  at  the  center  to  give  sufficient  material  to  sustain  the 
weight  of  the  bridge  when  open.  Both  upper  and  lower  chorda  are 
thoroughly  framed  together  mth  iron  clamps,  keys,  and  bolts. 

The  bridge  is  turned  upon  its  pivot  by  means  of  a  cast-iron  rack,  or 
gear-circle,  secui-ely  fosteued  to  the  centet.piei',  into  which  runs  a  pinion, 
fastened  to  a  three-inch  wrought-iron  shaft,  se-cured  to  the  turn-table, 
and  ruuuiug  perpendicularly  up  through  the  center  of  the  roadway  of 
the  bridge,  upon  the  upper  end  of  which  is  fitted  a  wrench,  by  means 
of  which  one  or  two  men  can  open  amLclose  the  bridge  with  ease. 
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SWING  BRIDGE  OF  BREST. 

The  great  swing  bridge  of  Brest  was  represented  by  a  model  ou  a 
scale  of  one-flftieth  for  the  whole,  and  of  one-tenth  for  one  of  the  piers. 
The  distance  between  the  walls  of  the  Penfleld  inlet,  which  the  bridge 
is  to  span,  is  571  feet.  Two  wrought-iron  lattice  frames  revolve  upon 
tom-tables  upon  the  top  of  two  circular  towers,  thirty-four  feet  nine 
inches  in  diameter,  and  347  feet  apart. 

These  frames  are  each  formed  of  two  girders  twenty-five  feet  four  inches 
deep  over  the  piers,  and  four  feet  seven  inches  at  the  center.  They  are 
strongly  braced  together  and  support  the  roadway.  The  shore  ends  of 
these  frames  are  loaded  with  counterweights.  The  weight  upon  each 
pier  is  690  tons.  Each  part  of  this  bridge  can  be  opened  by  two  men  in 
fifteen  minutes.    The  cost  was  2,118,835  francs. 

MINING. 

In  mine  engineering  the  novelties,  aside  from  the  many  interesting 
maps,  sections,  and  models  of  mining  ground,  were  confined  chiefly  to 
the  very  remarkable  exhibits  of  the  tools  and  methods  of  boring  large 
shafts  in  watery  strata.  Messrs.  Kind  and  Obaudron,  Messrs  Dm,  and 
also  D4gous4e  and  Laurent  incurred  the  expense  of  installation  of  the 
enormous  tools  (tr^ns)  for  this  work,  and  sections  of  the  iron  tubbing 
employed  by  them.  By  these  tools,  weighing  many  tons,  shafts  from  ten  to 
fifteen  feet  in  diameter  are  successfully  and  cheaply  pierced  to  the  depth 
of  more  than  five  hundred  feet  without  pumping  out  the  water.  The 
great  expedition  and  economy  of  this  method,  in  all  places  where  the 
nature  of  the  strata  will  permit  the  tools  to  be  used,  are  sufficiently  evi- 
dent. It  is  claimed  that  shafts  can  be  sunk  in  this  way  for  less  than  one- 
quarter  of  the  expense  required  to  execute  the  work  in  the  usual  manner. 

As  the  methods  and  the  tools  have  been  described  in  detail  in  the 
report  upon  mining,  in  this  series,  this  short  reference  will  suffice  to 
direct  attention  to  an  exhibition  which  was  frill  of  interest  and  instruc- 
tion to  American  mining  engineers. 

GEOLOGICAL  MAPS. 

The  geological  surveys  of  the  principal  countries  were  represented  at 
the  Exposition  by  the  results  in  the  form  of  maps,  sections,  and  printed 
volumes.  Eussia,  Australia,  Egypt,  Chill,  and  other  remote  countries 
were  included  in  the  representation,  but  the  surveys  in  the  United  States 
were  scarcely  represented,  the  State  of  Illinois  being  the  only  one  which 
sent  a  geological  report. 

This  department  of  the  Exposition  is  the  subject  of  two  very  interest- 
ing memoirs ;  one  by  M.  Edmond  Fucbs,  mining  engineer,  and  the  other 
by  M.  Danbr^e,  inspector  general  of  mines,  &c.  Both  memoirs  were  pub- 
lished in  Paris,  in  the  reports  of  the  international  jury.  Volume  II. 

WILLIAM  P.  BLAKE. 

KOVl^MBEB,  1869. 
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The  following  remarks  on  lii^toii-colgnet  are  Jrawn  from  numerous 
paiiiai  reports  wMch  have  appeared  from  time  to  time  during  the  last 
fifteen  years,  and  from  personal  observations  on  the  methods  in  actual 
nae,  which  are  somewhat  tn  advance  of  the  publications  on  the  subject. 
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NATURE  AND  VARIETIES  OF  BfiTON. 
Di;ia  NIT  IONS. 

Comnioii  beton  ia  a  conglomeration  of  sand,  pebbles,  broken  stones, 
common  lime,  and  water. 

Common  b^ton  for  marine  uses  is  !i  conglomerate  of  similar  stones, 
hydraulie  lime  and  water. 

B^ton-coignet,  to  whicb  tbis  memoir  chiefly  relates,  is  an  artdflcial 
stone  formed  of  sand,  lime  and  water,  and  is  nsed  in  blocks  or  ia  contin- 
uous  masses  for  foundations,  walls  above  and  below  ground,  sewers, 
watei-pipes,  floors,  pillars,  arches,  embankments,  aqueducts,  reservoirs, 
cisterns,  and  the  entire  walls  of  buildings. 

The  elements  are  the  same  as  those  of  common  mortar  for  masonry, 
hut  the  relative  proportions  of  each,  the  method  of  making,  and  the 
results  are  different. 

THEORY  OF  CONOEBTION. 
Oonunon  mortar  being  composed  of  sand,  lime,  and  water,  the  theory 
of  its  concretion  may  be  briefly  stated  as  follows : 

1.  The  chemical  changes  which  occur  from  the  contact  of  quicklime 
(oxide  of  calcium)  and  water  produce  hydrate  of  lime,  and  the  subse- 
quent absorption  of  carbonic  acid  from  the  air,  displacing  the  water, 
produces  carbonate  of  lime. 

2.  The  strength  and  hardness  of  mortar  result  from  the  cohesion  of 
sand  and  carbonate  of  lime,  and  from  the  crystallization  of  the  carbonate 
which  grasps  and  binds  the  grains  of  sand. 

3.  Homogeneity  depends  upon  the  equal  ;iiiil  uuifonn  dili'usion  of  the 
lime  ^nong  the  sand. 

4.  An  excess  of  lime  in  proportion  to  sand  produces  gieat  shrinkage  and 
imperfect  crystallization,  and  leaves  the  mass  brittle  and  weak. 

5.  An  excess  of  water  in  proportion  to  lime  cannot  combine  with  it, 
but  lodges  between  the  particles  of  sand  and  lime,  and  by  slow  evapora- 
tion leaves  the  mass  porous  and  friable. 

6.  The  practical  difflcultjes  are,  first,  to  find  the  proportions  in  which 
the  elements  will  best  combine ;  and,  second,  to  produce  the  conditions 
most  fiivorable  to  their  combination. 

Observation :  Common  sandstone  is  usually  composed  of  large  quanti- 
ties of  sUicious  sand  and  small  quantities  of  some  cementing  substance, 
oxide  of  iron,  clay,  carbonate  of  lime,  &c.,  &c. ;  therefore, 
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7.  The  right  elements  being  properly  mixed  and  in  due  proportions, 
eaoh  grain  of  sand  enveloped  in  a  coating  of  moistened  lime,  and  all  the 
grains  brougiit  into  contact,  the  conditions  in  short  being  right,  crystal- 
lization should  be  simultaneous  and  uniform  throughout  the  mass. 

This  line  of  thought,  pursued  through  a  long  series  of  experiments, 
has  produced  the  b^ton-coignet,  a  kind  of  calcareous  sandstone,  of  great 
durability,  admirably  adapted  to  numerous  and  eomraon  wants  and  of 
small  comparative  cost,  its  elements  being  found  in  abundance  in  all 
countries. 

COMPOSITIOK. 

A  large  quantity  of  aand,  a  smaller  quantity  of  lime  and  a  little  water; 
only  water  enough  for  quick  assimilation  with  the  lime  to  prepare  it 
for  crystallization,  and  lime  enough,  when  uniformly  diffused,  to  form  a 
thin  coating  to  the  grains  of  sand. 

These  ingredients  when  properly  manipulated  are  barely  moist,  but  the 
preparation  is  complete  and  ready  for  use. 

The  mixture  is  handled  with  shovels  and  transported  in  carts  and 
wheelbarrows,  the  same  as  dry  sand.  It  may  be  spread  on  the  ground 
for  foundations  or  floors,  placed  in  moulds  for  blocks  of  different  models 
and  sizes,  and  shovelled  into  cribs  of  planks  to  give  shape  to  walls,  or 
dumped  into  trenches  provided  with  wooden  forms  for  the  sides  and 
arches  of  sewers. 

The  b^ton  when  placed  should  be  slightly  compacted  by  the  use  of 
light  hand-pestles,  to  perfect  the  contact  of  particles  and  hasten  the  pro- 
ceases  of  solidification.  In  a  short  time  the  spontaneous  action  which 
follows  will  be  complete,  and  the  forms  may  be  removed. 

VAEIBTIBS. 

Batons  cemented  with  different  sorts  of  lime  attain  the  same  final 
solidity  and  strength,  but  require  various  periods  of  time  for  consolida- 
tion. 

Common  lime  sets  slower  than  hydraulic  lime,  and  the  latter  sets 
slower  than  cement;  in  other  words,  crystallization  is  quicker  in  each  of 
the  varieties  named,  reversing  the  order. 

Hydraulic  lime,  in  addition  to  quicklime,  contains  alumina  oxide  of 
iron,  silica,  magnesia,  &c.,  &c.,  and  cement  consists  of  similar  elements 
with  the  alumina,  silica,  &e.,  augmented;  the  latter  hardens  quiekei' 
than  the  preceding  and  gives  a  finer  and  smoother  surface. 

Consequently,  when  time  is  of  importance  and  structures  are  required 
for  immediate  use,  hydraulic  lime  is  substituted  for  common  lime;  and 
to  quicken  the  result,  a  portion  of  cement  is  usually  added. 

Lime  for  common  mortar  should  be  slacked  at  least  24  hours  before  it 
is  mixed.  I"or  b^ton-coignet  the  lime  should  be  slacked  but  two  or 
three  hours  before  it  is  mixed;  barely  enough  water  should  be  applied  to 
reduce  it  to  powder,  and  the  supplementary  water  api)Iied  in  mixing 
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should  be  only  sufflcieiit  to  render  the  lime  damp  and  adhesive,  leaving 
still  in  the  lime  a  capacity  tor  the  absorption  of  water.  The  natural 
affinity  of  the  lime  for  moisture  beiug  thits  incompletely  satisfied,  renders 
the  taking  or  crystalhzation  more  vigorous  and  rapid,  and  promotes  the 
subsequent  carbonation  by  the  readier  absorption  of  carbonic  acid. 

Coarse  sand  makes  a  harder  b6ton  than  fine  sand,  and  the  taking  is 
stronger.  Clean  river  sand,  one- twentieth  to  three- twentieths  of  an  inch 
in  diameter,  is  best ;  all  kinds,  however,  are  used,  and  if  it  contains  earthy 
particles,  more  lime  is  required;  fine  sand  requires  greater  care  and  more 
packing  for  consolidation. 

B^ton-coignet  may  be  described  generally  as  composed  of:  8and,  4  to 
5  parts  in  volume;  lime,  common  or  hydraulic,  1  part  in  volume;  eemmt, 
J  to  I  of  1  part  in  volume ;  water,  variable.  But  the  exact  proportions 
vary  in  conformity  with  the  variations  in  the  properties  inherent  in  the 
elements,  which  will  be  subsequently  noticed. 

FABEICATIOF  AND  PROPERTIES  OF  BfiTO^i. 


The  machinery  most  in  use  tor  mixing  consists  of  a  vertical  cylinder, 
an  oblique  elevator,  and  a  locomobile  for  working  the  machine. 

Mixing  eylinder.—ToB  drawing  (Plate  I,  Fig.  1)  represents  the  cyUnder 
and  elevator  in  place,  drawn  to  scale,  a,  section  of  the  vertical  cylinder 
showing  the  interior.  It  is  constructed  of  boiler-plate,  and  rests  on  a 
cylinder  or  base  of  cast  iron  6,  with  projecting  arms  for  supports  and  for 
sustaining  the  bottom  plate  P,  which  is  suspended,  c,  a  vertical  shaft 
passing  through  the  centre  of  the  cylinder,  to  which  shaft  curved  arms  (?, 
are  attached,  which  revolve  horizontally,  for  mixing  the  sand  and  lime. 
Q,  a  distributor,  which  revolves  horizontally,  receiving  the  lime  and  sand 
as  they  enter  the  cylinder  from  the  conducting  trough  I,  and  distributing 
them  equally  around  for  mixing. 

Pig.  2.  ^  c  Q  represents  an  inverted  curved  arm,  distiibutuig  aim, 
and  cross-section  of  vertical  shaft,    dd,  cross-section  of  the  curved  arm. 

B  B,  short  stationary  horizontal  arms,  which  are  attached  to  the  sides 
of  the  cylinder,  forming  with  the  movable  arms  breaks  for  dashing  and 
mixing  the  sand  and  lime,  e  e,  three  warped  or  helicoidal  blades  attached 
to  the  lower  part  of  the  shaft  for  forcing  the  mixtiu'e  downwards  and 
outwards.  //,  cycloidal  arms  revolving  horizontally  near  the  floor  of  the 
cylinder,  to  expel  the  mixture  at  the  side  opening  around  the  bottom. 

Fig.  3.  Horizontal  section  of  the  cylinder,  presenting  a  vertical  view 
of  the  helicoidal  blades  eee,  and  of  the  cycloidal  arms  ///,  below  theui, 
g,  a  horizontal  opening  at  the  base  of  the  cyUnder  for  the  expulsion  of 
the  mixture.  GG,  a  movable  ring  or  band  of  iron,  passing  around  the 
cyhnder,  for  enlarging  or  diminishing  the  opening  for  the  expulsion  of 
the  IxSton  by  moving  the  band  np  or  down.    AA,  vertical  guiding  shafts 
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and  pegs  for  the  movable  band.  HH,  the  handles  for  lifting  it  up  and 
lettiag  it  down.  P.  immovable  bottom  plate.  N,  a  plate  which  is  attached 
to  the  vertical  shaft  e,  and  revolves  horizontally.  L,  a  curved  plate  of 
iron  fixed  to  the  plate  P,  remaining  stationary,  and  scraping  off  the  mix- 
ture from  N  as  it  revolves.  S,  the  support  of  the  vertical  shaft  c;  it  is 
of  cast-iron,  and  bolted  to  a  ring  on  the  upper  edge  of  the  cylinder  a. 

Pig.  4.  Cross-section  of  the  support  8  of  the  vertical  shaft  c. 

Brimng  gear, — ^The  driving  gear  consists  of:  j,  a  bevel  wheel  fixed  to 
the  vertical  shaft  c;  receives  its  motion  from  ft,  a  bevel  wheel  on  the  hori- 
zontal shaft  m,  i,  fly-wheel.  I,  fast  pulley  on  the  shaft  m,  run  by  the 
crossed  belt  nn,  which  connects  it  with  the  fest  pulley  o,  of  equal  diame- 
ter, on  the  shaft  q.  p,  a  spur  wheel  fixed  to  shaft  q,  and  engaging  with  t, 
a  pinion  on  the  shaft  r,  to  which  is  fixed  a  driving  pulley  run  directly  by 
a  belt  fvom  a  locomobile  (portable  steam-engine)  stationed  near  by. 

Elevator. — ^Tlie  elevator  is  supported  on  a  double  ftame  M,  and  consists 
of  small  sheet-iron  buckete  v,  attached  to  an  endless  chain  u.  Each  &ame 
is  composed  of  two  pieces  MM,  united  by  a  joint  x,  and  strengthened  at 
intervals  with  iron  plates  in  which  are  set  rollei's  w.  The  upper  ends  of 
the  ftames  are  bolted  to  the  support  R  of  the  shaft  r,  and  the  lower  ends 
to  the  support  T.  The  endless  chain  involves  round  two  drums  s  z.  The 
drum  s  at  the  upper  end  ti'ansmits  the  power  from  the  shaft  r  to  the  chain 
M.  The  drum  s  supports  the  chain  at  the  lower  end,  and  keeps  it  in 
position. 

The  raising  apparatus  produces  daily  about  100  cubic  yards  of  b6ton, 
and  is  run  by  a  locomobile,  or  jwrtable  steam-engine,  of  about  eight  horse 
power. 

Locomobile. — The  annexed  drawing  (Plate  I,  Fig.  5)  presents  a  side 
view  of  the  locomobile,  which  is  non-condensing  and  double-acting.  It 
is  provided  with  a  cylinder  for  warming  the  water  by  the  escaped  steam, 
and  the  whole  is  placed  on  springs.  The  number  of  revolutions  per 
minute  is  about  100;  length  of  stroke  16  inches;  diameter  of  steam  cylin- 
der 8  inches.  The  pressure  of  steam  is  5  atmospheres,  corresponding  to 
73  pounds  on  the  square  inch. 

Description  of  engine. — A,  fire-box.  B,  tubular  boiler.  C,  water-gauge. 
1),  steam-reservoir,  E,  saffety-valve.  P,  pipe  supplying  steam  to  cylin- 
der. G,  centrifugal  governor.  H,  steam-eybnder.  I,  eduction  pipe.  J, 
steam-pipe  for  cleaning.  K,  warming  cylinder.  L,  smoke-box.  M,  mov- 
able sections  of  chimney.  N,  coimeoting-rod,  O,  fly-wheel  and  driving- 
pulley  combined.    P,  bearing  wheels  of  engine.    Q,  fore-wheels. 

General  view, — Fig.  6  presents  a  general  view  of  the  arrangement  ot 
the  apparatus  for  work.  A,  barrels  of  lime,  B,  sifting  the  sand.  S, 
mixing  the  lime  and  sand  and  passing  it  into  the  buckets  of  the  elevator 
E.    T,  shoot.    C,  mixing  cylinder.     L,  locomobile. 

Details  of  faltrication. — Alternate  layers  of  sand  and  lime  thro^vn  into 
a  heap,  about  a  cubic  yard  in  quantity,  are  ndxed  witli  shovels  on  the 
ground,  and  then  passed  into  the  buckets  of  the  elevator.    The  latter 
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discharges  into  the  inclined  shoot  T,  wliich  couducta  to  the  mixing 
cylinder;  When  cement  is  added,  it  should  he  previously  well  mixed 
with  a  little  water  in  a  tixiugh,  through  which  revolves  a  small  shaft  with 
arms,  and  then  added  iu  small  quantities  to  the  materials  in  the  cylinder. 
The  mixing  apparatus  heing  in  operation,  small  qnautitiea  of  water,  a 
glass  or  pint  at  regular  intervals  of  time,  are  thrown  in  at  tlie  top  of  the 
cylinder  by  a  boy  stationed  for  that  purpose.  To  insure  regularity  in  the 
distribution,  a  circular  pipe  round  the  upper  end  of  the  cylinder  a  is 
sometimes  used.  It  is  pierced  at  regidar  intervals  with  a  series  of  small 
holes,  through  which  the  water,  supplied  from  a  reservoir  above,  trickles 
into  the  cylinder.  The  quantityof  water  to  be  added  varies  with  the  matw- 
rials,  and  must  be  regidatcd  by  observation.  The  b^ton  issuing  from  the 
cylinder  should  he  moist,  aJid  when  made  into  a  ball  and  slightly  com- 
pressed in  the  hands,  should  retain  its  tbrm  and  harden  rapidly.  The 
mixture  in  the  lower  part  of  the  cylinder  b  is  forced  downwards  by  tlie 
helicoidal  arms  e,  and  outwards  by  the  cycloidal  arms  /,  through  the 
opening  g,  extending  roimd  the  cylinder.  The  expulsion  tliroixgh  the 
opening  g  pushes  it  off  the  bottom  plate  P,  at  every  point  of  its  cireiun- 
ferenee,  and  falliug  on  the  revolving  plate  N,  it  is  carried  roimd  till 
an-ested  by  the  fixed  scraper  L,  which  collects  and  shoots  it  off  on  to the 
ground  or  into  boxes. 

For  ordinary  masonry,  one  mixing  is  sufficient ;  ibr  finer  work,  a  second 
mixing  in  the  same  apparatus  is  advisable. 

When  a  rapid  taking  is  necessary,  as  in  wiiitei'  work,  &c.,  the  mixture 
may  be  artificially  heated  up  to  about  212°  Fahr.  (100°  C.)  during  the 
operation  of  mixing.  For  this  purpose  heated  air  or  steam  is  introduced 
into  the  mixing  cylinder-through  a  iripe  bored  with  small  openings,  or 
else  the  cylinder  itself  may  be  h  eated  by  a  spiral  tabe  in  which  steam  or 
hot  water  circulates.  Heating  quickens  the  drying  and  hastens  the 
taking  and  hardening  of  the  materials;  it  also  darkens  the  coloi'. 

PACKING. 

The  beton  taken  directly  from  the  mixing  cylinder  is  shovelled  into 
moidds  or  forms  in  successive  layers  and  compressed  moderately  by  hand- 
pestles  weigliing  ftom  15  to  30  pounds.  (Plate  H,  Mg.  7.)  (renei-ally  1^ 
cubic  yards  of  loose  material  from  the  mixing  apparatus  will  thus  compact 
into  a  cubic  yard  of  wall. 

MOUI.T'ING. 

Tliere  are  two  methods  of  moulding:  1st.  MottlMng  m place. — Walls 
for  buildings  are  constructed  in  sections  of  about  3  ffeet  in  height,  and  10 
to  15  feet  in  length.  For  this  purpose  a  crib  or  framework  and  boards, 
forming  two  sides  of  a  box,  is  constructed  with  an  Interior  spac«  equal 
to  the  thickness  of  the  intended  wall;  the  sides  of  the  crib  are  kept  in 
plaee  by  small  iron  rods  which  connect  them,  passing  through  the  wall, 
and  to  be  subsequently  withdrawn.    Tlie  loose  b^ton  is  shovelled  into 
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the  crib  and  compacted  with  the  pestle;  subsequently  the  eonnectuig 
rods  are  withdrawn,  the  sides  of  the  crib  or  mould  are  lifted  up,  a  second 
section  is  formed  in  like  manner  on  tlie  top  of  the  first,  and  the  work 
continues  in  this  way  till  the  wall  reaches  the  requiied  height. 

Plate  11,  Fig,  8,  presents  a  side  view  of  i^he  crib  or  mould.  Fig.  9,  a  cross- 
section  of  crib  and  wall.  Fig.  10,  horizontal  section  of  crib  and  wall,  with 
splayed  opening  for  window,  door,  &c. 

2d.  Mouldmg  in  blocks. — Building  blocks  of  various  sizes,  hardness  and 
forms,  with  or  without  omaineuts,  are  made  of  b^ton  in  moulds,  in  the 
same  manner  as  sections  of  wall  above  described,  and  the  blocks  are  laid 
with  joints  of  mortar  like  other  stone.  Blocks  and  slabs  for  balconies, 
steps,  fountains,  colvimns,  cornices,  pilasters,  &c.,  are  formed  in  like 
manner. 

PBOPBETIES. 

IMfferent  varieties  of  beton-coignet  tested  at  the  Conservatoire  des  Arts 
et  MeHers  give  the  following  results,  indicated  in  the  annexed  t-able. 
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An  examination  of  the  preceding  table  will  show  that  the  strength  or 
bearing  power  of  each  variety  of  b^ton  is  sufficient  for  ordinary  uses,  but 
that  the  differences  are  great;  and  a  more  careful  study  will  trace  these 
differences  to  the  properties  of  various  sands,  to  the  proportions  of  sand, 
lime,  cement  and  water,  and  to  the  peculiar  ingrediente  inherent  in  the 
various  limes,  derived  from  different  localities. 

But  an  elaborate  explanation  of  the  table  would  have  no  particular 
value,  as  similar  substances  derived  from  different  localities  are  never 
exactly  alike,  and  the  best  mixture  in  each  particular  ease  must  be  ascer- 
tained by  actual  experiments,  which  are  easily  made,  the  results  being 
simple  and  obvions. 

Most  of  the  batons  in  the  preceding  table  are  stronger  than  is  neces- 
sary for  ordinary  uses,  and  if  used,  the  tliickness  of  the  structures  as 
compared  with  common  masonry  may  be  diminished.  For  the  more  com- 
mon purposes  batons  of  more  sand  and  lees  lime  su'e  used. 

The  tensile  and  bearing  strength  of  batons  is  variable,  as  is  that  of 
every  Itind  of  stone.  The  following  table  shows  the  range  of  sti'ength 
in  the  particular  kinds,  and  the  relative  strength  of  the  different  kinds 
of  building  materials  named : 
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A  cubic  yard  of  b^ton  weighs  about  3,700  poundis. 

APPLICATION  OF  BFTON— CONCLUSIOiT. 

WAREHOUSES,  CHURCHES,  GEANAEIES,  CELLARS,  FOUNDATIONS. 


Structures  and  buildings  of  solid  masses  of  b^ton  suffer  less  tlian 
ordinary  materials  from  unequal  settling  of  the  ground,  and  underground 
reoms  and  cellars  irailt  of  it  are  particularly  free  from  damp. 

The  railway  8tationatSuresues,sevei-al  houses  at  StDenls,  the  church 
at  T^sinet,  &c.,  are  examples  of  this  kind,  and  from  the  absence  of  joints 
are  the  same  as  if  made  of  one  block  of  stone. 

Cheap  dwellings  for  workmen  are  now  in  course  of  construction  in 
several  localities  in  France. 

A  small  house  of  bfiton-eoignet  was  exhibited  at  the  Champ  de  Mars, 
with  specimens  of  arches,  piers,  slabs,  statues,  fountains,  &c.,  finely 
moulded  and  well  made  by  Mr.  Coignet. 

The  materials  for  common  work  of  the  above  kijid  are  five  parts  of 
sand,  one  of  lime,  and  the  ordinary-  quantity  of  water. 
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AECHKS   AND  VAULTS. 


Varioas  experiments  have  been  made  mth  good  results  to  test  the 
strength  of  b^ton  for  arches,  and  it  is  now  much  used  for  that  purpose ; 
in  the  structures  of  the  Northern  railway,  at  Paris,  in  the  new  prison  of 
the  Madelonnettes,  and  in  the  new  barrachs  of  Notre  Dame.  In  the  lat- 
ter, an  arched  ranlt  was  buUt,  of  18  feet  span,  1^  foot  versed  sine,  8J 
inches  thick  at  the  crown,  with  surface  of  14  square  yards,  on  which 
experimental  weights  of  47  tons  were  placed  for  a  fortnight  without 
damage.  B6ton  was  afterwards  used  for  all  the  similar  arched  vaults  in 
the  building,  giving  a  surface  of  3,688  square  yards. 

An  experimental  arch  on  the  quay  de  Billy,  has  a  span  of  55J  feet, 
versed  sine  4  feet,  thickness  of  crown  14  inches,  with  good  results. 

At  AubervUliers  the  machinery  of  a  considerable  saw  mill  is  placed 
on  an  arch  of  33  feet  span,  versed  sine  6J  feet. 

The  ventilation  of  the  Exhibition  building,  at  the  Champ  de  Mars,  is 
effected  by  underground  works,  consisting  of  a  series  of  circular  and 
radial  galleries,  arched  with  b^ton,  span  about  10  teet,  for  the  circulation 
and  supply  from  below  of  cool  air  through  openings  in  the  floor. 

The  outer  gallery  is  33  feet  in  width,  and  1,443  yards  in  length ;  the 
groined  arches  of  b6ton  are  supported  on  two  rows  of  beton  pillars,  864 
in  number,  carrying  a  roof,  the  upper  surface  of  wliich  forms  a  floor  of 
15,873  square  yards  of  surface. 

The  quantity  of  b^ton  consumed  in  these  galleries  was  353,166  cubic 
feet.    Plate  II,  Pig.  11,  is  a  cross  section  of  the  outer  gallerj-. 

The  materials  of  this  structure  were:  Four  parts  of  sand,  one  of  lime,  and 
one-half  part  of  Portland  cement. 


Theembaukment  on  which  runs  the  avenue  de  1' Empereur,  at  tha 
Trocadero,  for  a  quarter  of  a  mile  is  supported  by  a  wall  of  b^ton  about 
40  feet  high  f  the  outer  side  is  strengthened  by  pilasters  j  the  inner  side 
consists  of  a  series  of  arches  at  right  angles  to  the  wall,  built  one  upon 
the  other,  and  extending  into  the  embankment,  forming  a  bearing  for 
the  mass  of  earth,  and  diminishing  its  lateral  pressure  against  the  wall. 
The  walla  and  arches  are  a  solid  mass  of  bi^ton.    Plate  I,  Fig.  6. 

The  steeple  of  the  church  of  V^sinet  is  constructed  of  beton,  131)  feet 
high,  and  shows  no  sign  of  weakness. 

FLOORS,  TEEEACES,  ROOFS. 

If  the  area  does  not  exceed  13  or  16  feet  in  width,  a  slab  of  b^ton  10 
or  12  inches  thick  will  be  strong  enough  to  sustain  itself;  If  the  area  be 
greater,  double  T-joists  of  iron  should  cross  the  space  for  ceilings,  floors, 
&c.,  and  the  slabs  of  b6ton  may  be  made  thicker  or  thinner,  depending  on 
the  distance  of  the  joists  one  from  another,  the  flanges  of  which  form 
the  holding  of  the  slabs. 
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Joists  being  thus  placed  and  a  temporary  scaffolding  or  floor  of  boards 
ereeted  underneath,  the  beton  is  dumped  upon  it  and  packed,  the  edges 
hold  upon  the  flanges,  the  bfiton  hardens,  the  scaffolding  is  removed  and 
the  ceiling  remains  firm;  if  the  upper  side  should  serve  for  a  floor  also, 
the  b6ton  should  be  laid  thicker  and  carried  over  the  joists  so  as  to  form 
a  smooth  surface  above  them. 

B^ton  for  this  work  shoald  be  five  parts  of  sand,  one  parf,  of  lime,  and 
one-fourth  part  of  cement. 

FLAdaiNG,  SIDEWAI.KS, 

B6ton  being  impervious  to  water  and  without  joints,  no  moisture  is 
absorbed  beneath,  if  the  ground  be  properly  drained;  therefore  no 
heaving  or  disturbance  residts  from  frosts  in  the  ground.  Flagging  and 
floors  of  b^ton  for  courts,  stables,  cellars,  coach-houses,  schools,  railway 
stations,  warehouses,  &c,  &c.,  are  much  used. 

Sand  five  parts,  lime  one  part,  cement  one  part. 

FOUNDATIOKS  FOB  MACHINERY. 

Foundations  for  machinery  of  b^ton  are  usually  cheaper  and  as  good 
as  masonry  of  stone.  For  engines,  a  cubic  yard  of  b^ton  corresponds  to 
a  horse-power,  and  a  30  horse-power  engine  should  have  30  cubic  yards 
(»f  foundation. 

Foundations  of  beton  for  water-wheels  and  turbines  may  be  seen  at 
St.  Maur,  for  steam  engines  at  the  percussion  cap  factory  at  Paris,  the 
tobacco  fectory  at  Chateauroux,  the  glass  works  at  St.  Gobain,  &c. ;  at 
Oyssel  a  steam-engine  of  400  horse-pOwer,  which  works  admirably,  rests 
on  a  block  of  b^ton  7  yards  in  thickness,  and  at  the  Exposition  of  1867 
a  great  portion  of  the  machinery  was  placed  on  b^ton  foundations  laid 
in  winter,  and  worked  well. 

Composition:  sand  five  parts,  lime  one  part,  cement  one-fourth  part. 

SEWEES,   AQUEDUCTS,   WATEE--PIPES, 

Twenty-flve  miles  of  main  sewers  in  Paris  have  been  made  of  b6ton, 
and  its  use  for  this  purpose  is  rapidly  increasing. 

A  trench  is  cut  as  usual,  a  floor  of  b^ton  is  laid  on  the  bottom,  a  frame- 
work of  timber  and  boards  introduced  as  for  masonry  to  give  form  to 
the  sides  and  arch ;  the  b6ton  is  dumped  and  packed  by  the  commonest 
labor,  the  wood- work  removed,  and  the  sewer  is  finished. 

The  regulations  for  sewers  requiring  walls  of  10  inches  of  stone 
masonry  admit  of  walls  of  8  inches  in  bi^ton;  their  construction  of  b^ton 
requires  less  time;  the  economy  in  masonry  is  i-eckoned  at  30  per  cent., 
and  the  saving  on  the  whole  work  at  20  per  cent. 
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Plate  II,  Fig.  12,  is  a  cross-section  of  a  large  sewer  in  b^toii,  {type  No.  8,) 
showing  the  mode  of  construction  and  the  appearance  when  finished. 
Fig.  13,  a  water-pipe. 

Water-pipes  of  b4ton  are  made  at  half  the  expense  of  iron  and  they  cost 
little  for  repairs.  The  whole  of  the  undergi'onnd  drainage  of  40  acres 
roofed  by  the  palace  of  the  Exhibition  was  through  b^ton  pipes  of  12 
to  16  inches  tube  discharging  into  sewers  of  ti^ton.  The  cubic  contents 
of  materials  used  in  these  pipes  amounted  to  264,825  cubic  feet. 

For  the  sewers  of  Paris,  and  for  this  service,  the  following  proportions 
of  materials  were  used: 

175  cubic  tfeet  of  sand. 
35  cubic  feet  of  hydraulic  lime. 

650  pounds  heavy  Paris  cement,  equivalent  to  Portland  cement. 

CISTERNS,  RESEEVOIEB,  TANKS,   CKSS-POOLS. 

These,  when  built  of  masonry  and  coated  with  cement,  are  impervious  to 
water,  but  need  constant  repairs;  of  b6ton  they  are  equally  impervious, 
cost  le«s  and  are  more  secure. 

A  cistern  39  feet  in  depth,  5  feet  in  diameter,  with  sides  of  10  inches 
in  thickness,  after  two  days  receives  water,  and  remains  sound  an  indefi- 
nite period. 

The  cess-pools  of  beton  authorized  by  the  prefect  of  the  Seine  in  1862 
are  without  cement,  hold  good,  and  are  water-tight;  structures  of  this 
tind  are  adopted  for  the  great  opera-honse  now  building,  and  for  the 
great  railroad  stations,  &c.,  &c. 

Gasometer  tanks -of  large  dimensions,  130  feet  diameter,  49  feet  in 
depth,  ai'C  built  of  common  bSton-coignet  at  Eueil  and  St.  Denis.    The 


.A_iOOg[c 


16  PAUIS    UNIVERSAL    EXPOSITION. 

(lifflculties  of  making  structures  of  tliis  size  in  inasourj-  water-tight  are 
said  to  t»e  mnch  less  in  b^ton. 

tJonipoaition ;  five  parts  of  sand,  one  of  lime,  ami  <nie-half  part  of 
cement. 

MABINE  STEirCTTiBES. 

For  the  fonndatious  of  breakwaters  and  piers  stones  of  irregrular  and 
various  sizes  are  used,  but  small  stones  are  preferred.  Beuig  east  into 
the  sea  without  order  and  left  to  find  their  position  as  they  sink,  small 
atones  pack  closer  and  form  beds  more  solid  than  large  ones ;  they  are  also 
less  liable  to  disturbance  than  large  stones  from  the  "hydraulic  press 
action"  of  waves  arrested  in  their  horizontal  movement  and  thrown 
downwards. 

Banks  or  ridges  with  more  or  leas  sloping  sides  are  thus  raised  from 
the  bottom  of  the  sea  nearly  to  the  surface  at  low  tide,  and  upon  these 
walls  of  masonry  are  buUt  of  sufficient  height  and  thickness  to  resist  the 
force  of  the  sea. 

The  force  of  the  waves  against  a  vertical  wall,  as  measured  in  different 
localities,  shows  the  following  results,  in  weather  ranging  from  orilinary 
to  tempest ;  At  Cette,  in  the  Mediterranean,  from  14,000  to  24,000  pounds 
l>er  square  yard;  Bell  Eock,  Scotland,  as  high  as  30,675  pounds  per 
square  yard ;  island  of  Serryvor,  Scotland,  6,000  to  19,000,  and  55,760 
pounds  per  square  yard ;  Cherbourg,  36,000  to  i>5,000  pounds  per  square 
yard. 

The  horizontal  movement  arrested  by  a  wall  in  deep  water  becomes 
vertical  and  produces  a  descending  wave  of  great  force,  which  tends  to 
excavate  and  sweep  away  the  bank  au^  undermine  the  wall. 

The  banks  or  foundations  are  therefore  protected  by  covering  the  slopes 
with  large  blocks  of  stone,  of  snfftcient  size  and  weight  to  resist  displace- 
ment by  the  descending  waves,  and  in  very  exposed  situations  the  talus 
of  blocks  thus  formed  is  raised  above  the  surface  to  afford  protection  also 
to  the  wall. 

The  difficulties  and  expense  of  obtaining  blocks  of  stone  sufficient  in 
size  and  abundance  for  this  purpose  have  led  to  the  use  of  artificial  blocks 
of  concrete.  These  blocks  are  also  extensively  used  to  form  the  inte- 
rior of  walls  and  piers,  the  facings  being  of  stone.  In  solidity  and 
strength  they  are  equal  to  the  purpose,  but  they  suffer  more  from  the 
action  of  sea- water  than  tlie  best  kinds  of  stone,  which  is  attributable 
to  the  ingredients  in  the  cementing  substance. 

HyAravMe  limes. — Hydraulic  limes  are  exceedingly  variable  in  their 
elements,  but  may  be  divided  into  three  general  classes — silicious,  alumi- 
nous, and  cements. 

Silidoiis  limes. — Limestone  composed  of  carbonate  of  lime  intimately 

mixed  with  flue  silicious  sand,  after  burning  leaves  70  to  80  per  cent,  of 

quicklime,  and  30  to  20  per  cent,  of  silicate  of  hme,  forming  a  hydraulic 

lime  usually  called  "  silicious,"  and  expressed  by  the  formula: 

CaO.  +  SiO^.  3  CaO. 
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Slaking  of  this  produces  liydriite  of  lime  aiicl  hydroua-silicate,  of  lime; 
formula : 

n.  CaO.  HO.  +  SiO".  3  OaO.  6  HO. 

Alundnoiis  limestone. — Limestone  containing  8  to  18  per  cent,  of  clay, 
tlie  principal  elements  of  whicli  are  hydrous-silicates  of  alumina,  after 
burning  leaves  70  to  80  per  cent,  of  quicklime,  and  30  to  20  per  cent,  of 
mixed  silicates  and  alumina,  forming  an  hydratdic  lime  called  "alumin- 
ous," which,  alter  slaking,  is  expressed  by  the  formula: 

n.  CaO.  HO  +  SiO*.  3  CaO.  6  HO  +  Al^  0=.  3  CaO.  6  HO. 

Cement- — Limestone  containing  from  18  to  36  per  cent,  of  clay,  which 
leaves  afterburning  quicklime,  silicate  of  lime,  alumina,  silicate  of  alumina, 
produces  "hydraulic  cement,"  which,  after  slaMng,  contains  hydrates  of 
the  preceding  elements. 

Hydraulic  limes  and  cements  usually  contain,  in  addition  to  the  sub- 
stances above  enumerated,  small  quantities  of  oxides  of  iron,  silicates 
alumina  and  magnesia,  sulphate  of  lime,  &c. 

Mortar  properly  made  of  either  of  these  limes  crystaUizes  simulta- 
neously, and  sets  quickly  and  strongly,  though  the  presence  of  magnesia 
and  sulphate  of  lime  is  detrimental  to  good  setting,  as  these  bodies 
crystallize  slower;  oxide  of  iron  does  not  impede  the  setting. 
ACTION  OP  THE  SEA. 

The  action  of  sear  water  on  hydraulic  mortars  is  excessively  complicated. 
The  elements  of  bme,  as  above  shown,  are  variable,  and  the  salts  of  mag- 
nesia, carbonic  acid,  and  sulphureted  hydrogen  in  sea-water  are  variable, 
and  differ  in  localities  but  little  removed  from  ea<;h  other. 

1  do  not  propose  to  follow  in  detail  the  residts  of  the  observations  and 
experiments  which  have  been  made  of  various  sea- waters  on  different 
sorts  of  hydraulic  mortar. 

The  mortars  are  all  exposed  to  the  mechanical  action  of  the  sea,  and 
to  the  chemical  action  of  the  salts  and  gases  which  it  holds  in  solution; 
they  are  sharply  attacked,  and  the  eftect  is  considerable  before  the 
hydrate  of  lime  on  the  outer  surface  is  converted  into  carbonate  of  Itme 
by  the  absorption  of  carbonic  acid  from  the  water  and  air.  The  cmst  of 
carbonate  of  lime  thus  formed  resists  the  chemical  action  of  tlie  sea,  and 
the  protection  thus  given  to  the  interior  is  increased  in  some  cases  by 
the  growth  of  sea-shells  and  of  marine  plants.  The  waste  is  thus  dimin- 
ished, but  it  is  never  extinguished ;  the  destruction  goes  on,  and  the  best 
hydratdic  mortars  are  gradually  eaten  away. 

Blocks  of  concrete  contain  more  mortar  than  masonry  of  dressed  stone ; 
they  are  consequently  more  exposed  to  waste  from  the  causes  in  question, 
and  are  sooner  destroyed. 

Many  remedies  have  been  proi>osed,  and  numerous  trials  of  them  raaile, 
but  hitherto  without  important  and  permanent  success.  The  method 
proposed  by  Mr.  Ooignet  is  to  get  rid  of  the  hydi'aulic  limes  and  their 
perishable  ingredients  by  the  substitution  of  common  lime  as  the  cement- 
ing substance. 
2bc 
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EXTEBIMENTS   OP  MR.   COIGNET, 


Time  is  evidently  required  to  test  experiments  of  this  kind,  and  tliose 
of  Mr.  Coignet  are  too  recent  to  prove  conclusively  success  or  failure. 
His  method  of  experimenting  is  by  continually  diminishing  the  quantity 
of  hydraulic  lime  and  cement,  and  continually  increasing  the  proportion 
of  common  lime  in  the  composition  of  his  blocks.  The  blocks  are  placed 
in  exposed  positions  in  different  localities  to  the  action  of  the  sear  water, 
and  followed  by  periodical  examinations  and  records  of  the  progressive 
results  of  the  experiments. 

His  first  experiments  were  begun,  by  order  of  the  government,  in 
November  and  December,  1858,  and  January,  1859,  on  the  Socoa  break- 
water at  St.  Jean  de  Luz,  in  a  very  exposed  situation.  The  blocks  were 
of  several  kinds,  as  follows: 

Mrst  series  of  hheks. — Blocks  made  several  months  before  being  placed 
in  the  sea: 

Ist.  Blocks  composed  of  seven  parts  of  sand  and  one  part  of  common 
or  fat  lime. 

2d.  Blocks  composed  of  seven  parts  of  sand  and  one  part  of  lime, 
slightly  hydraTillc. 

3d.  Blocks  composed  of  seven  parts  of  sand  and  one  part  of  fat  lime, 
and  one-fourth  to  one-half  part  of  cement. 

4th.  Blocks  composed  of  seven  parts  of  sand,  one  part  of  lime,  slightly 
hydraxdie,  and  one-fourth  to  one-half  part  of  cement. 

These  blocks  are  all  alike  in  good  condition  at  this  date,  (1867,)  and 
have  resisted  the  action  of  sea-water  with  satisfactory  results.  They  are 
compact  and  hard,  and  the  only  effect  noticed  has  been  the  wearing  of 
the  edges  of  the  blocks  and  the  rounding  off  of  the  angles,  produced  by 
the  friction  of  pebbles  and  the  general  mechanical  action  of  the  sea. 
No  difference  has  yet  appeared  in  the  durability  of  blocks  made  of  com- 
mon lime  and  those  containing  hydraulic  cement. 

Second  series  of  blocks. — This  series  is  composed  of  12  small  blocks, 
made  on  land,  and  allowed  to  harden  for  eight  days  before  being  placed 
in  the  sea. 

Six  blocks  were  composed  as  follows : 

1st.  Seven  parts  of  sand,  one  part  of  fat  lime. 

2d.  Seven  parts  of  sand,  one  part  of  fat  lime. 

3d.  Seven  parte  of  sand,  one  part  of  artifleial  hydraulic  lime,  made  of 
fat  lime  and  clay. 

4th.  Seven  parts  of  sand,  one  part  of  lime,  slightly  hydraulic. 

5th.  Seven  parts  of  sand,  one  part  of  hydraulic  lime, 

6th,  Seven  parts  of  sand,  one  part  of  very  hydraulic  and  siliceous  lime. 

The  remaining  six  blocks  were  composed  as  follows :  Each  of  seven 
parts  of  sand,  one  part  of  the  same  varieties  of  lime  as  the  above  blocks, 
with  the  addition  to  each  of  one-foxirth  to  one-half  pai-t  of  cement. 

This  series  of  blocks  has  completely  resisted  until  now  (1867}  the 
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action  of  the  sea,  and  show  no  trace  of  decomposition.  The  blocks  of 
fat  lime  and  hydraulic  lime  are  in  equally  good  condition.  Some  blocks 
are  slightly  worn  by  the  mechanicid  action  of  the  sea. 

TMrd  series  of  blocks. — ^Large  blocks  made  on  land  at  the  saine  time  as 
the  blocks  of  the  second  series  and  allowed  to  dry  for  nine  months  before 
being  placed  in  the  sea. 

These  blocks  were  composed  in  a  similar  manner  and  of  similar  ingre- 
dients to  those  of  the  second  series. 

Under  the  influence  of  this  long  exposure  to  the  air,  these  blocks  at 
the  end  of  nine  months  had  attained  great  hardness  and  solidity.  Their 
structure  was  compact,  and  chips  conld  be  struck  off  with  a  hammei',  as 
if  flie  blocks  had  been  made  of  stone.  Some  of  them  showed  small  cracks 
on  the  upper  surface,  owing,  it  is  supposed,  to  the  unequal  quality  of  the 
fat  lime  used  in  their  tabrication. 

When  exposed  to  the  sea  they  have  all  proved  good,  and  are  alike  in 
good  condition  at  this  date,  (1867,)  the  fat  and  hydraulic  limes  and  cements 
giving  a  similar  result. 

FoiuFth  series  of  bloelcs. — Blocks  ma<le  in  place  at  low  tide,  and  imme- 
diately covered  by  the  lisiug  tide. 

These  blocks,  seven  in  number,  were  composed  as  follows : 

Blocks  1,  2,  3,  of  seven  parts  of  sand,  one  part  of  a  very  hydraulic  and ' 
sUieeous  lime,  and  one-half  part  of  cement. 

Block  4,  of  seven  parts  of  sand,  one  part  of  artificial  hydraulic  lime, 
and  one-half  part  of  cement. 

Block  5,  of  seven  parts  of  sand,  one  part  of  hydraidie  lime,  and  ono- 
haJf  part  of  cement. 

Blocks  6  and  7,  of  seven  parts  of  sand,  one  part  of  common  lime  and 
pozzuolana,  and  one-half  part  of  cement. 

The  rocks  on  which  the,se  blocks  were  constructed  are  situated  at  the 
extremity  of  the  breakwater ;  at  low  tide  they  are  uncovered  for  an  hour 
or  two,  and  at  high  tide  are  covered  with  water  several  metres  in  depth. 

The  moulds  were  made  of  thin  pine  boards  and  established  on  the  rock 
as  a  bottom.  Their  form  was  a  truncated  cone  of  four  feet  diameter  of 
base  and  three  feet  in  height. 

At  low  tide  the  moulds  were  filled  mth  beton  and  carefully  packed. 
They  were  immediately  coveretl  by  the  rising  tide  and  in  less  than  34 
hours  the  b^ton  was  sufficiency  hard  and  firm  to  allow  the  moulds  to  be 
taken  apart  and  the  blocks  entirely  exposed  to  the  sea. 

Examined  at  the  end  of  nine  months,  the  four  blocks  first  mentioned 
were  in  perfect  condition  and  showed  no  sign  of  decomposition.  They 
were  very  hard  and  sonorous  when  struck  with  a  hammer.  The  5th  block 
was  at  first  partially  decomposed,  but  immediately  hardened.  The  6th 
and  7th  blocks  were  respectively  reduced  to  one-half  and  three-fourths 
of  their  original  size  by  the  destructive  action  of  the  sea. 

At  this  date  (1867)  tiie  four  first  mentioned  blocks  are  in  perfect  con- 
dition, having  comiiletely  resisted  the  action  of  the  sea ;  the  fifth  block 
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is  now  as  hard  and  solid  as  the  preceding  ones  and  shows  no  signs  of 
decay ;  the  sixth  and  seventh  blocks  perished  in  two  and  a  Iialf  years, 
■which  is  attributed  to  the  presence  of  pozznolana,  which  had  been  added 
to  quicken  the  taking  of  the  fat  lime  by  rendering  it  hydraulic. 

EXPERIMENTS  AT  MARSEILLES  AND  AT  CHEEBOUBGf. 

Another  series  of  experiments  was  commenced  at  Marseilles  at  a  later 
period.  A  large  number  of  blocks  of  b^ton-coignet,  made  with  numerous 
varieties  of  lime  and  cement,  were  exposed  to  the  sea  on  the  outer  break- 
water of  the  Bassin  Napoleon.  When  last  examined  in  November,  1867, 
they  were  in  good  condition  and  had  not  suffered  decay ;  fiit  and  hydraulic 
limes  giving  equally  good  results. 

Lately  a  number  of  blocks  have  been  ordered  by  the,  navy  department 
for  farther  experiments  at  Cherbourg. 

Evidently  the  experiments  have  not  been  continued  long  enough  to 
test  fully  the  relative  resisting  qualities  against  the  chemical  action  of 
sea- water  of  blocks  cemented  mth  common  fat  hme  and  blocks  cemented 
with  hydraulic  lime,  since  both  show  thus  far  equal  enduring  qualities. 

But  the  results,  on  the  whole,  are  interesting  and  suggest  the  following 
conclusions : 

1.  Common  hme  can  be  substituted  for  hydraidic  lime  in  beton- 
coignet,  with  an  equally  durable  result,  provided  the  blocks  are  allowed 
to  harden  for  a  few  days  on  land  previous  to  immersion. 

2.  Blocks  of  b^ton-eoignet  {sand  and  hydraulic  lime)  can  be  made  in 
direct  contact  with  the  sea,  provided  they  be  protected  by  a  crib  during 
the  time  necessary  for  the  taking,  say  2i  hours.  Blocks  iiius  made  have 
proved  as  durable  as  those  made  on  shore,  while  under  similar  cir- 
cumstances of  immediate  immersion  in  the  sea,  and  24  hours'  protection 
by  a  crib,  blocks  of  ordinary  concrete  (sand,  hydraulic  lime,  and  stones) 
made  with  the  same  hydraulic  lime  would  disappear  in  a  short  time. 

3.  Blocks  of  l)(5ton-coignet  made  on  land  are  quite  ready  for  immersion 
after  drying  and  hardening  for  three  or  four  daj-s,  while  blocks  of  hydrau- 
lic concrete  usually  require  from  three  to  six  months  for  drying  and 
hardening. 

To  supply  the  daily  demand  for  these  blocks  of  concrete  in  the  con- 
struction of  a  breakwater  lai'ge  yards  are  necessary,  which  are  usually 
at  a  distance  from  the  breakwater.  They  must  have  space  for  1,000  to 
2,000  blocks  in  various  stages  of  fe-brication  and  drying;  they  require, 
also,  a  large  establishment  of  machinery  and  railways;  a  large  capital 
is  thus  invested  and  the  expense  is  heavy. 

In  making  b^ton-coignet  less  machineiy  and  plant,  less  ground  for 
drying,  less  preparation  in  advance  are  required,  the  time  and  capital 
involved  are  less,  and  the  whole  cost  is  consequently  diminished. 

Mr.  Coignet  now  proposes  the  construction  of  piers  and  breakwaters 
in  the  following  manner : 

1.  Blocks  of  h(5t«n  to  be  made  on  land,  in  length  equal  to  the  breadth 
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of  the  i)ier  and  of  corresponding  size,  weighing  say  140  tons,  to  be  lowered 

into  the  sea,  and  placed  side  by  side,  across  tbe  line  of  the  pier,  for 

foiindation. 

2.  The  wall  to  be  constmcted  likewise  of  b^ton,  in  place,  forming  thus 

a  single  mass,  binding  the  blocks  below  by  the  weight  and  solidity  of 

the  waU. 

For  this  he  would  use  from  five  to  seven  parts  of  sand,  one  of  lime, 

fat  or  slightly  liydraulic,  and  one-foxirtli  'to  one-half  part  of  cement- 
But  it  is  not  probable  that  the  government  engineers  consider  the 

experience  already  gained  sufficient  to  wan^aut  them  in  recommending 

so  great  an  outlay  at  present  as  this  experiment  involves. 

COI^TCLUSION. 

Tlie  materials  of  b^ton-coignet  exist  in  abundance  in  all  countries  and 
in  most  localities,  seldom  requiring  long  and  expensive  transportation. 

Sand  is  easily  excavated,  lime  is  a  simple  preparation,  and  both  are 
materiaJs  of  low  cost;  most  of  the  labor  in  making  is  performed  by 
machinery,  and  little  of  tlie  manual  labor  required  need  be  skUled  labor. 

Sand,  lime,  water,  machinery,  motive  force,  few  tools  and  common 
labor,  are  the  elements  of  structures  made  of  b6ton,  and  the  bSton  itself 
is  well  adapted  to  numerous  daily  wants,  in  which  solidity,  durability, 
and  cheapness  are  preferable  to  beauty  of  materials,  the  evidence  of 
which  is  shown  in  the  ground  and  underground  structures  of  the  great 
palace  of  the  Exposition,  and  in  its  increasing  application  to  sewers, 
tanks,  foundations,  floors,  walls,  &a,  enumerated  in  the  preceding  pages. 

The  cost  of  bfiton  varies  with  that  of  the  lime  and  cement  employed. 
In  Paris,  works  in  bdton  cost,  including  fabrication  and  construction, 
from  $5  to  $8  per  cubic  yard.  Flagging,  two  inches  thick,  costs  56  cents 
per  square  yard. 
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SECTION  I. 

ASPHALT  AND  BITUMEN,  AS  APPLIED  TO  THE 
CONSTRUCTION  OF  STREETS  AND  SIDEWALKS 
IN   PARIS. 

INTRODUCTORY  REMARKS. 

Asplialt  is  used  in  Paris  chiefly  iu  two  different  forms:  iirst,  the  natu- 
ral rock,  unalloyed,  with  -which  streets  are  made ;  second,  a  mixture  of 
asphalt  with  bitumen  and  fine  gravel  for  the  construction  of  sidewalks. 

The  rock  is  found  principally  at  Seyssel  and  Vale-de-Travers,  where  it 
can  be  procured  at  $7  90'  per  ton.  It  is  transported  to  Paris  by  rail  or 
canal,  and  is  sold  here  for  $14  or  $16  per  ton.  A  few  hundred  tons  of 
rock  have  been  transported  to  the  United  States  from  France  at  different 
times. 

The  mixture  above  spoken  of  is  called  mastic  of  asphalt,  and  is  manu- 
factured in  many  places  in  France.  At  Seyssel  a  manufactory  is  estab- 
lished, producing  40  to  50  tons  of  mastic  of  asphalt  per  day. 

The  term  "asplialt"  or  "asphaltic  rock"  is  applied  only  to  a  species  of 
limestone  impregnated  with  bitumen. 

"Bitumen"  is  a  dark,  viscous  substance  of  organic  origin,  which  im- 
pregnates bituminous  limestone,  flows  from  various  rocks,  or  is  found  in 
natural  deposits. 

"Mastic  of  asphalt?'  is  a  composition  formed  of  bituminous  limestone 
(asphalt)  reduced  to  powder  and  mixed  with  a  small  quantity  of  bitumen, 

This  mastic,  with  a  fiu-ther  addition  of  bitumen  and  fine  gravel,  is  used 
tor  sidewalks. 

DESCRIPTION  AND   COMPOSITION  OF  ASPHALT. 

Asphalt,  or  asphaltic  rock,  is  a  limestone  of  natural  formation,  com- 
posed of  pure  carbonate  of  lime  impregnated  with  bitmnen,  and  foimd  iu 
numerous  localities  forming  strata  of  various  extent.. 

Color:  dark  chocolate,  nearly  black. 

Fracture:  fine-grained,  irregular,  without  cleavage  planes.  In  some 
formations  the  fracture  in  the  direction  of  stratification  is  dark  and 
mealy,  but  in  the  opposite  direction  it  is  drier  and  the  color  is  lighter. 

Asphalt  is  affected  by  changes  of  temperature.  At  a  low  temperature 
it  is  hard  and  sonorous,  and  under  the  hamimer  breaks  like  common  lime- 
stone. At  the  temperature  of  high  summer  heat  it  yields  to  the  blows 
of  the  hammer,  becomes  flattened,  and  is  easily  reduced  by  repeated 
blows  to  a  paste ;  and  at  the  temperature*  of  140°  or  160°  it  commences 


'  The  priceB  given  in  this  report  are  in  gold. 

^  All  temperatures  mentionad  are  expressed  ia  degrees  of  Fahrenheit. 
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to  disintegrate  and  criimble.    Above  212°  tlie  disintegration  i»  complete. 
The  average  specific  gravity  la  2.335,  (wat-er  being  1.000.) 

VABIETIES  OF  ASPHALT. 

The  structure  of  asplialtic  rock  varies  in  different  localitifis;  tbe  best 
localities  are  flne-graiaed.  homogeneous,  free  from  interposed  particles 
of  limestone  not  impregnated  with  bitumen.  The  fracture  of  this  quality 
presents  the  same  aspect  whether  broken  parallel  or  perpendicular  to  the 
stratification.  The  aspect  of  all  formations  is  not  imiform;  some  rocks 
present  darker  and  lighter  spots  like  the  skin  of  a  tiger.  Others  eontatn 
nimieroue  shells,  of  one-twentieth  or  one-tenth  of  an  inch  in  diameter, 
filled  mth  crystals  of  carbonate  of  lime  impregnated  with  bitumen ;  the 
crystals  are  often  large,  rhomboidal,  with  cleavage  planes  of  one-twenty- 
flfth  or  one-tenth  of  an  inch.  All  those  varieties  constitute  excellent 
asphalt,  provided  the  whole  mass  be  thoroughly  penetrated  with  bitumen. 

The  rock  may  be  uniformly  impregnated,  but  if  it  contains  less  than 
six  per  cent,  of  bitumen  it  is  too  poor  to  be  worked.  The  rock  may  be 
cracked  in  numberless  directions,  and  disintegrated  in  a  manner  to  admit 
of  the  absorption  of  bitumen,  and  the  fracture  may  present  the  fine  dark 
color  of  good  qualities ;  but  if  this  be  crushed  to  powder  or  examined  by  the 
microscope,  it  will  be  discovered  that  the  impregnation  is  only  apparent 
and  owing  merely  to  infiltration  and  absorption,  which  gives  color  and 
coating  only  to  the  granules. 

The  conditions  necessary  to  perfect  impregnation  have  been  the  sub- 
ject of  fruitless  speculations,  the  most  plausible  of  which  is  the  theory 
that  reduces  the  bitumen  to  the  condition  of  gas,  and  supposes  a  high 
temperature  and  great  pressure,  which  results  in  the  complete  saturation 
of  the  rock  without  disintegrating  it. 

The  rock  may  also  appear  rich  in  bitumen,  but  contain  elements  of 
clay,  which  not  being  impregnated  like  the  carbonate  of  lime,  destroy 
the  homogeneity  of  the  formation.  The  fissures  seen  in  side-walks  are 
often  attributable  to  this  cause,  but  the  presence  of  clay  is  easily  detected. 

Some  beds  of  asi>halt  contain  an  oily  element,  which  renders  them  too 
fat  and  prevents  the  solidification  of  the  mastic ;  but  rock  of  this  kind 
may  be  freed  of  this  oil  by  distillation,  and  then  becomes  fit  for  use. 

Formations  of  asphaltic  rock  exposed  to  air  lose  their  bitumen  to  a 
certain  depth,  and  tiien  present  on  the  surface  the  ordinary  appearance 
of  white  chalk  formations;  but  experience  has  shown  that  after  40  years 
of  exposure  the  evaporation  of  bitumen  does  not  extend  below  the  tJ^ 
of  an  inch  fi'Om  tlie  surface. 

COMPOSITION  OP   ASPHALT. 

The  chemical  composition  of  asphalt  varies  in  the  proportion  of  lime- 
stone and  bitumen,  being  generally  from  7  to  8  per  cent,  of  bitumen,  and 
93  to  93  i>er  cent,  of  limestone.  The  qualitative  analysis  gives  nearly 
identical  results  everywhere. 
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Very  pure  varieties,  such  as  those  of  the  Val-de-Travcrs  iu  Switzer- 
land and  of  Seyssel  in  France,  contain  absolutely  nothing  but  carbonate 
of  lime  and  bitumen. 

Less  pure  varieties,  such  as  those  in  Auvergme,  (France,)  which  is  a 
volcanic  region,  contain  other  elements,  which  are  common  to  the  neigh- 
boring rocks,  such  as  clay,  silica,  magnesia,  iron,  &o.  The  asphalt  of 
Auvergne  contains,  in  addition,  traces  of  arsenic. 

A  rigorous  analysis  applicable  in  general,  therefore,  cannot  be  given ; 
each  bed  may  present  different  results.  As  a  rule,  it  may  be  stated  that 
asphaltic  rock  is  quite  free  from  foreign  matters. 

Proporfum  of  hitumen. — To  ascertain  the  proportion  of  bitumen  in 
asphalt,  bituminous  sands,  asphaltic  mastic  or  other  bituminoiis  bodies, 
the  following  method  may  be  used : 

Eednce  a  small  proi)ortion  of  the  bituminous  body,  say  20  ounces,  to 
powder;  expel  the  water  by  exposing  the  powder  to  a  current  of  air 
heated  above  200°,  but  below  300^,  to  avoid  the  escape  of  essential  oils 
fi'om  the  bitumen;  stir  the  powder  freely  and  weigh  a  x)ortion  of  it,  say 
10  ounces,  upon  which  poui-  10  ounces  of  pure  sulphide  of  carbon. 
(Impure  sulphide  of  carbon  contains  sulphuretted  hydrogen,  which  may 
attack  the  limestone  and  sulphur,  which  would  also  falsify  the  weight-.) 
Stir  the  mixture  with  a  glass  rod,  let  it  settle,  then  pour  off  the  sulphide 
of  carbon,  which  will  be  charged  with  bitumen,  upon  a  filter  which  has 
been  weighed.  Pour  another  equal  quantity  of  pure  sulphide  of  carbon 
upon  the  powder,  drain  it  off  again,  and  filter  as  before.  Eepeat  this 
operation  until  the  limestone  powder  left  in  the  glass  becomes  whit«,  and 
the  Uquid  drained  off  I'etains  no  longer  a  brownish  tinge.  Dry  the 
powder  and  weigh  it  together  with  the  filter;  deduct  from  the  weight  of 
both  the  weight  of  the  filter;  the  remainder  is  the  weight  of  limestone 
powder.  And  the  difference  between  this  weight  of  powder  and  its 
weight  of  10  ounces  wiU.  show  the  quantity  of  bitumen  which  has  been 
extracted. 

The  operation  may  be  verified  by  evaporating  the  sulphide  of  carbon 
in  water  at  160°;  the  sulphide  of  carbon  being  vaporized  at  118°,  the 
residue  thus  obtained  will  be  the  bitumen,  which  should  equal  in  weight 
the  loss  sustained  by  the  powder  in  the  previous  operation. 

ASPHALT  8TEEETS  AND  EOAUS. 

STREETS. 

The  remarkable  properties  of  asphaltic  rock  permit  of  its  being  used 
unalloyed  for  streets.  At  the  temperature  of  near  160°  the  bitumen 
which  impregnates  the  molecules  of  carbonate  of  lime  begins  to  yield, 
and  the  particles  separate  and  crumble  to  a  mass  of  brown  powder  at 
212°  to  280°.  If  this  dust,  while  hot,  be  compressed  in  a  mold  and 
allowed  to  cool  in  its  new  form,  the  molecules  will  adhere,  and  the  rock 
wUl  recover  the  aspect,  hardness,  and  all  the  qualities  it  originally  pos- 
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sessed  when  extracted  from  the  qu&rry.  If  the  hot  powder,  instead  of 
being  placed  in  a  mold,  lie  spi'ead  about  two  inches  thick  on  a  hard 
fonudation,  and  pressed  or  packed  by  a  hot  iron  pestle  used  with  the 
hands,  or  by  a  roller,  and  allowed  to  cool,  the  surface  will  immediately 
solidify,  forming  a  monolithic  crust,  identical  in  all  respects  with  the 
primitive  rock,  as  if  it  had  been  taken  in  that  form  from  the  original  hed. 
Such  is  the  principle  on  which  roads  of  compressed  asphalt  are  made. 

The  first  indication  of  this  hiethod  was  due  to  accident.  Fragments 
of  asphalt,  dropping  fi'om  tlie  carts  which  transported  it  from  the  quar- 
ries along  the  road,  becaane  heated  by  the  sun  and  were  crushed  to 
powder  and  compacted  by  the  continued  passage  of  carts,  until  they 
formed  a  hard,  smoofli  track.  The  phenomenon  thus  presented  led  by 
many  experiments  to  the  pei-fect  method  of  rock-road  now  in  use,  which 
suffers  no  material  change  from  the  influence  of  the  sun. 

In  1854,  the  first  street  of  compressed  asphalt  that  was  established  in 
Paris  covered  960  square  yards.  Since  then  these  roads  have  steaddy 
increased  and  are  laid  in  the  most  frequented  thoroughtares. 

Square  yards. 

Up  to  1866,  the. streets  of  compressed  asphalt  covered  a  sm- 

face  of 96, 000 

During  1867,  thei-e  were  laid  in  Paris 54,  000 

And  in  the  suburbs 30,000 

Totwl  stirface  covered  to  to-day 180, 000 

The  contract  of  the  Cie  G^n^rale  des  Asphaltes  with  the  city  of  Paris 
covers  at  present  at  least  96,000  square  yards  of  streets  of  compressed 
asphalt  to  be  laid  in  1868-1869. 

CONSTRUCTIOK   OF  ROADS. 

The  construction  of  roads  comprise  the  following  operations:  Forma- 
tion of  roatl-bed;  crushing  the  asphalt;  roasting  the  asphalt;  transporting 
and  laying  the  hot  powder;  packing  the  road. 

FormaMon  of  road-bed. — As  soon  as  the  earth  has  been  beaten  down  so 
as  to  become  compact  and  solid,  it  is  covered  with  a  layer  of  concrete 
(made  of  90  parts  of  gravel  and  40  parts  of  mortar)  2J  inches  thick, 
which  is  allowed  to  become  hard  and  iHjrfectly  dry  before  receiving  the 
asphalt. 

The  first  elements  of  a  road-bed  are  good  surface  di'ainage  and  good 
under  drainage.  The  damage  and  disturbance  of  all  roads  by  frost  are 
diminished  in  proportion  to  the  perfection  of  the  surface  and  under 
drainage.  The  asphalt  roof  or  covering  being  impervious  to  water,  there 
is  no  vertical  absorption  from  rains,  and  if  the  drainage  is  perfect  there 
vnll  be  no  lateral  absorption.  Consequently  the  road-bed  will  remain 
dry  at  all  seasons,  and  the  frosts  of  winter  will  produce  no  upheaval  nor 
distiirbance  of  the  road-bed,  as  it  contains  no  moisture. 

Crashing  the  asphalt. — The  asphalt  is  brought  from  the  quarries  in 
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blocks  and  fragments  of  all  sizes,  like  ordinary  traJlding  stone.  The 
blocks  are  crushed  between  rollers  with  steel  points,  to  the  size  of  an  egg, 
and  the  fragments  are  then  passed  between  smooth  rollers,  which  reduce 
them  still  further.  The  debris  is  now  ready  for  roasting.  There  are 
various  methods  of  roasting  adapted  to  large  or  small  establishments. 

Furnace  for  roasting  aspltalt. — The  ordinary  roasting  ftimace  consists 
of  a  concave  surfece  of  sheet-iron  open  to  the  air,  resting  on  walls  of 
bricks,  with  a  furnace  underneath.  (See  Plate  I,  I"igs.  1  and  2.)  The 
sheet-iron  pan  measures  2  yards  7  inches  by  3  yards  llj  inches.  A 
charge  of  crushed  asphalt  of  about  1,700  pounds  is  thrown  upon  the  pan, 
and  during  the  process  of  roasting  it  is  shovelled  and  turned  by  two 
men,  to  render  the  roasting  eqnai  throughout,  care  being  taken  in  the 
shovelling  not  to  throw  up  and  expose  the  powder  too  much  to  the  air. 
After  an  exposure  of  an  hour  and  a  half  to  a  gradually  increasing  tem- 
perature, which  rises  to  250°  or  300°,  the  disintegration  is  complete  and 
the  powder  ready  for  use.  Particular  care  and  some  experience  are 
required  in  roasting,  that  each  i>ortion  may  be  exposed  to  a  temperature 
as  nearly  equal  as  possible,  and  sufficient  to  produce  a  imLform  and  com- 
plete disintegration  of  particles  throughout  the  mass.  In  cold  weather 
allowance  must  be  made  for  increased  loss  of  heat  in  transporting  the 
powder  to  the  road-bed,  that  it  may  not  become  too  cool  for  consolidation 
before  it  is  laid  and  packed.  XTniform  and  equal  roasting  are  importantj 
if  any  portion  of  the  mass  is  not  aufiiciently  heated  to  produce  complete 
disintegration  and  softening  of  the  oils,  that  portion  wUl  not  concrete 
when  laid;  also,  a  portion  of  the  moisture  which  should  be  dispelled  will 
remain  and  prevent  the  oily  substance  ftxim  cementing  the  particles.  If, 
on  the  other  hand,  any  portion  be  overheated  and  burnt,  the  cementing 
substance  will  be  expelled  and  leave  a  dry  powder,  destitute  of  the  qual- 
ity of  cohesion.  Defects  which  appear  in  asphaltic  roads  soon  after  they 
are  laid  often  result  from  tliis  cause. 

Seeond  metlioA  of  roasUng. — In  this  method  of  roasting  an  apparatus 
on  the  principle  of  a  common  coffee-roaster  is  used.  (See  Plate  II,  Figs, 
3,  4,  5.)  A  horizontal  cylinder  revolves  within  a  stationary  cyUudrieal 
enclosure.  The  air  in  the  intervening  annular  chamber  is  heated  from  a 
furnace  beneath.  The  revolvhig  cylinder,  charged  with  about  4,400 
XMJunds  of  crushed  asphalt,  in  its  rotary  motion  over  the  Are,  roasts  in 
succession  every  portion  of  asphalt  regularly.  Various  gases  escape  at 
the  orifice  abed,  which  is  partly  closed  by  a  thin  iron  safety  lid  e,  which 
gives  way  in  case  of  any  sudden  pressure.  At  tlie  end  of  an  hour  and  a 
half,  when  the  vapor  ceases  to  rise,  the  roasting  is  finished.  The  furnace 
beneath,  which  rests  on  wheels  running  on  rails  /,  is  then  withdrawn, 
and  a  cart  is  brought  in  its  place;  the  bolt  g  is  li^wn,  and  the  powder 
discharged  into  the  cart.  The  lid  of  the  cart  is  closed  to  retain  the  heat, 
and  the  cart  is  moved  off  with  the  load ;  tlie  ftimace  is  brought  back  and 
the  process  of  roasting  asphalt  recommences. 

Transporting  and  laying  the  hot  powder. — Ponnerly  asphalt  was'roasted 
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by  the'  side  of  the  road  to  be  laid,  producing  smoke  and  vapor  which  dis- 
tnrbed  the  circulation  and  was  inconvenient  to  the  neighborhood.  It 
is  now  roasted  in  large  establishments  in  the  suburbs  and  transported 
in  carta  lined  with  sheet-iron,  and  in  a  distance  of  three  or  four  nules  in 
summer  will  not  lose  over  10°  or  12°  of  heat,  aad  in  winter  30°  or  iO^. 
The  asphalt  must  not  be  laid  on  a  moist  bed.  If  the  surface  is  moist 
the  heat  of  the  powder  vaporizes  the  moisture,  and  the  st«ani  escaping 
through  the  powder  prevents  the  complete  cohesion  of  the  particles,  and 
the  road  will  be  out  of  condition  in  a  few  months. 

If  it  is  impossible  or  inconvenient  to  wait  for  the  drying  of  the  con- 
crete bed,  it  must  be  dried  by  artificial  means,  such  as  covering  the  sur- 
face with  hot  ashes  or  hydraulic  lime  for  a  tfew  minutes. 

The  bed  being  in  condition,  the  asphalt  is  spread  upon  it  unilbrmly, 
giving  it  a  coat  of  2  or  2^  inches  in  thickness,  to  produce  a  final  crust  of 
if  to  2  inches  thick. 

PacMfi^. — The  packing  then  commences  immediately  by  hand  with  hot- 
irons  ov pestles,  with  a  smooth  under-surface,  which  are  applied  lightly  and 
uniformly  to  the  surface. 

The  packing  of  the  edges  is  done  with  rectangular  irons,  (see  Plate  III, 
Fig.  6,)  and  that  of  all  other  parts  of  the  service  is  done  with  circular 
irons,  (see  Fig.  7.) 

When  the  crust  of  asphalt  has  been  compressed  to  its  definitive  thick- 
ness, a  thin  coat  of  dry  sifted  powder  is  spread  over  it  to  fill  up  inequali- 
ties, and  the  whole  surface  is  then  smoothed  over  with  a  flat  iron,  (see 
Plate  III,  Fig.  8,)  which  has  been  heated  nearly  to  a  red  heat. 

While  the  asphalt  is  still  hot,  smooth  iron  rollers  are  passed  over  it, 
the  first  weighing  about  440  pounds,  and  the  second  3,300  pounds,  which 
completes  the  packing. 

The  process  of  rolling  is  sometimes  omitted,  and  it  is  still  doubtfld 
whether  it  adds  anything  to  the  solidity  of  the  coat  resulting  fi'om  tlte 
immediate  concretion  under  the  smoothing  irons. 

The  packing  thus  completed,  the  road  may  be  opened  in  a  few  hours 
to  the  circulation  of  vehicles  of  all  kinds. 

Besmning  and  continuing  the  work. — To  resume  the  work  of  the  previous 
day,  the  edge  of  the  solid  asphalt  must  be  cleared  of  dust  and  loose  par- 
ticles and  a  layer  of  hot  asphalt  thrown  upon  it  to  heat  it ;  when  the 
edge  is  sufficiently  heated  the  layer  thus  thrown  down  is  removed  and 
returned  to  the  furnace  for  reheating ;  and  as  this  removal  takes  pla«e, 
a  hot  layer  from  the  carts  is  thrown  down  and  spread,  and  the  packing 
immediately  commenced  as  before  described. 

The  edges  of  the  old  and  new  work  thus  unite  perfectly,  and  no  joint 
or  seam  remains  visible. 

It  is  unnecessary  to  interrupt  the  circulation  of  a  wide  street  to  cover 
it  with  asphalts  The  process  is  carried  on  upon  one  side  of  the  road ; 
and  when  that  is  completed  and  delivered  to  circulation  the  other  side  is 
commenced.    The  joint  or  seam  along  the  axis  of  the  road  being  formed 
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in  the  manner  described  for  continuing  the  work  from  one  day  to  another, 
no  vestige  of  it  remains  if  well  done. 

The  nae  of  compressed  asphalt  is  not  limited  to  the  construction  of 
roadways.  Courtyards  of  railway  stations,  hotels,  private  houses,  quays, 
and  crossings  for  foot-passengers  from  one  sidewalk  to  another,  are  often 
paved  with  compressed  asphalt,  and  without  even  interrapting  circula- 
tion during  the  process  of  construction. 

ADVANTAGES  OF  ASPHALT  EOADS. 
Constant  wear  for  a  yeai'  does  not  reduce  the  surface  more  than  tj'^  of 
an  inch ;  consequently  these  roads  produce  neither  mud  nor  dust. 

They  diminish  draught  to  a  very  low  point.  They  are  almost  noise- 
less ;  carriage- wheels  roll  along  without  being  heard,  but  foot-passengers 
are  warned  by  the  audible  tramp  of  the  horses'  feet. 

The  jar  and  straining  of  carriages  is  almost  annihilated,  and  their  wear 
from  these  important  causes  becomes  nearly  imperceptible. 

The  roofing  of  the  road-bed  being  impervious  to  water,  the  bed  becomes 
harder  and  drier,  and  once  made  is  imperishable.  These  roads,  when 
completed,  are  absolutely  free  from  bituminous  odor. 

Objection  has  been  made  that  asphalt  roads  are  slippery  in  wet  weather ; 
hut  this  objection  is  ill-founded,  if  the  siirfaice  be  nearly  horizontal,  witli 
jnst  sufficient  convexity  to  cause  water  to  flow  freely  and  wash  the  surface 
clean. 

In  proof  of  this,  direct  observation  shows  that  on  parallel  streets,  one 
paved  and  the'other  of  asphalt,  1  horse  in  1,308  falls  on  the  paved  street, 
and  only  1  in  1,409  on  the  asphalt,  thus  giving  the  superiority  to  asphalt 
roads. 

A  noteworthy  advantage  is  the  fa^^ility  with  which  repairs  are  made  by 
simply  cutting  away  the  damaged  portion  and  replacing  it  by  new  hot 
powder. 

Cost. — Asphaltic  streets  in  Paris  cost,  on  an  average,  (concrete  founda- 
tion included:} 

Per  square  yard $a  50 

And  for  annual  repau's 25 

1  add  the  cost  of  other  streets  at  Paris  for  comparison;  Pavement  i>f 
hard  stone,  (Belgian  porphyry:} 
First  cost,  depending  on  the  size  of  the  stone,  per  square 

yard $3  00     to  ®3  67 

Annual  repairs,  depending  on  the  size  of  the  joints 
between  the  stones,  per  square  yard 08J-  to        25 


First  cost,  per  square  yard 1  17 

Annual  repairs 42    to  50 

This  does  not  include  the  great  expense  of  watering  and  cleaning  the 
surface  and  removing  the  mud  from  the  sewers. 

Thus  the  first  cost  of  asphalt  streets  is  greater  than  that  of  macadam- 
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ized  streets,  but  the  cost  of  repairs  is  much  less,  while  the  first  cost  is 
less  than  that  of  the  Belgian  pavement,  and  the  expenses  of  repairs 
greater, 

MASTIC  or  ASrnALT. 

The  substance  knoi\Ti  by  the  name  of  mastic  of  asphalt,  of  which  side- 
walks are  made,  is  composed  of  asphaltlc  rock  reduced  to  powder  and 
mixed  with  bitumen,  to  which  may  be  added  sand  or  gravel. 

The  asphaltic  rock  used  for  mastic  is  usually  of  inferior  quality,  con- 
tiaining  less  bitumen  than  that  which  is  used  for  roads. 

SOUECBS  AND  COMPOSITION  OF  BIXITMEN. 

The  bitumen  employed  in  Paris  is  derived  chiefly  from  the  following 
sources:  X.  From  bituminous  molasse  (a  species  of  sandstone,  or  a  sand 
and  limestone,  impregnated  with  bitumen)  by  a.  process  of  boiling  in 
water,  which  releases  the  bitumen.  2.  From  bituminous  sands,  found 
l)lentifiiUy  in  the  centre  of  France  and  elsewhere.  3.  From  natural 
deposits  of  bitumen,  as  in  Trinidad,  &c. 

Tar  obtained  by  distilling  the  bituminous  schist  or  boghead  &om  Scot- 
land; also,  coal-tar,  produced  in  the  manufacture  of  gas,  have  been  used 
as  a  substitute  for  bitumen,  but  they  ai"e  considered  to  give  poor  results. 

Composition  and  properties. — Bitumen  is  composed  of  several  carburet- 
ted  hydi-ogens  more  or  less  oxygenated.  These  carbides  can  be  separated 
by  vaporization.  The  following  represents  the  average  composition  of 
bitumen : 

Carbon 85 

Hydrogen - 12 

Oxygen  3 

Total 100 

From  whatever  source  derived,  superior  bitumen  exhibits  the  follow- 
ing properties:  Its  color  is  brilliant  black  with  a  reddish  tinge.  The 
reddish  tinge  augments  when  bitumen  is  softened  and  drawn  into  threads. 
Th&Jraeture  is  conehoidal,  at  a  low  temperature.  Below  50°  it  is  solid 
and  brittle ;  from  50°  to  70°  it  is  elastic  and  begins  to  soften ;  from  70°  to 
90°  it  becomes  soft  and  pasty;  from  90°  to  100°  viscous;  and  at  110°  or 
120°  it  melts.  Its  specific  gi'avity  is  1,025,  (water  being  1,000.)  The 
odor  is  empyreumatic  and  free  from  the  noxious  smell  of  coal-tar. 
BABEICATION  OP  MASTIO  OF  ASPHALT. 

1.  Asjihiiltic  rock  is  broken  into  fi-agjnents  by  hanuner  or  grinding 
cylinders,  and  then  pulverized  If  it  is  fat  and  rich  in  bitumen,  it  is  pul- 
verized by  exposure  to  heat  in  an  oven,  or  placed  in  an  iron  case  and 
subjected  to  the  action  of  steam  at  a  pressure  of  four  atmospheres.  If 
the  rock  is  dry  and  contain  little  bitumen,  it  coats  less  to  reduce  it  to 
powder  by  crushing  cylinders. 
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2.  The  powder  is  sifted  through  horizontal  cyUndrical  bolters  of  wire- 
gauze  of  one-tenth  inch  meshes. 

The  following  dimensions  of  a  bolter  are  suitable : 

Length  of  wire-gauze  portion 5  feet. 

Diameter  at  the  entrance 1  foot  6  inches. 

Diameter  at  the  exit 2  feet. 

Diameter  at  the  axle 2  inches. 

Size  of  iron  for  ftamework 12  inches  by  12  inches  by  SJ  inches. 

Number  of  revolutions  per  minute.     25 

3.  A  quantity  of  bitumen  (about  330  pounds}  is  pla«ed  in  an  iron  boiler, 
semi-cylindricfJ,  with  a  flre  under  it.  (See  Plate  I,  Figs.  9, 10.}  As  the 
bitumen  becomes  heated  and  liquefied,  the  powder  of  asphalt,  brought 
from  the  bolters,  is  thrown  ia  from  time  to  time,  till  the  amount  of 
asphalt  employed  reaches  4,400  pounds.  A  revolving  shaft  with  spokes 
(E)  passes  horizontally  through  the  semi-cylinder,  which  stirs  up  and 
mixes  the  compound,  until  the  whole  mass  becomes  homogeneous  and  of 
the  consistency  of  paste.  It  is  then  drawn  off  into  moulds  (see  Plate  HI, 
Fig.  11)  holding  about  55  pounds  each,  where  it  is  left  to  cool  and  form 
solid  blocks.  The  maatic  thus  formed  is  ready  for  sale  and  transport  to 
aU  places.  During  this  operation  about  seven  per  cent,  of  water  and 
essential  oils  will  be  evaporated,  leaving  4,400  pounds  of  mastic. 

Good  mastic  should  contain  18  per  cent,  of  bitiuneu;  consequently  the 
quantity  of  bitumen  added  to  the  asphalt  must  be  regulated  by  the 
quantity  inherent  in  the  rock. 

Cost. — The  cost  of  mastic  in  Paris  is  $1  09  per  100  pounds. 

BITUMINOUS  SIDEWALKS. 
Bituminous  sidewalks  cover  in  Paris  a  surface  of  1,430,896  square  yards. 
They  are  made  of  mastic  of  asphalt,  with  an  addition  of  bitumen  and  fine 
gravel,  in  the  following  proportions : 

Mastic 100  pounds. 

Additional  bitumen 5  to  6  pounds. 

Fuie  gravel 60  to  70  pounds. 

Fabrication. — Place  three  per  cent,  of  the  bitumen  in  the  mixing  cylin- 
der, (see  Plate  I,  Figs.  9, 10,)  and  stir  with  an  iron  puddhug  bar,  (see 
Plate  III,  Fig.  17,)  and  wheri  this  is  hot  and  liquid  add  J  of  the  mastic 
broken  in  lumps;  this  being  melted  and  mixed  add  one  per  cent,  more  of 
bitumen,  and  another  ^  of  the  mastic,  and  in  due  course  the  remaining 
one  per  cent,  of  bitumen  and  J  of  mastic. 

When  this  mass  is  melted  and  well  mixed  add  half  the  gravel,  and 
after  an  interval  of  heating  and  mixing  add  the  remaining  half.  Clean, 
dry,  silicious  river  sand  is  best;  the  proportion  to  be  added  is  not  abso- 
lute; it  is  usually  thrown  in  as  long  as  the  mass  retains  the  proper 
mortar-like  consistency,  and  no  longer.  A  large  proportion  of  sand  or 
gravel  is  advantageous  in  a  hot  climate,  as  the  sidewalk  wUl  be  less 
affected  by  the  rays  of  the  sun. 
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The  temperature  in  mixing  sliouM  range  from  SOC^  to  400°  for  two  or 
tliree  hours,  the  mass  being  all  the  while  agitated  by  the  revolving  spokes, 
when  the  mixture  will  he  ready  tor  use. 

Transportation. — It  is  then  drawn  off  into  a  portable  sheet-iron  boiler, 
on  wheels,  (see  Plate  HI,  Figs.  12, 13,}  supplied  with  a  small  fiimace,  and 
revolving  shaft  and  spokes;  a  moderate  fire  is  required  on  the  way  to 
keep  the  mastic  in  a  aemi-liquid  state,  and  the  shaft  is  occasionally  turned 
by  hand  to  avoid  the  unequal  heating  of  the  mastic. 

A  portable  boiler  like  the  one  represented  will  carry  enough  to  cover 
31  square  yards  of  |  inch  thick. 

It  weighs  when  empty  2,630  to  3,300  pounds;  when  full,  4,650  to  5,500 
poouds.    The  cost  in  Paris  is  ||475. 

Foundations. — Tlie  ground 
Asphalt  ■^/.iin  should  be  thoroughly  drained, 
and  if  it  is  hard  a  layer  of  con- 
crete 1^  inch  thick  is  first 
spread  upon  it ;  and  then  a  layer 
of  mortar  J  an  inch  In  thick- 
ness is  spread  on  the  concrete. 
If  the  ground  is  loose  it  should 
be  beaten  till  it  is  compact,  and 
then  covered  with  a  layer  of 
concrete  3  J  inches  in  thick- 
ness, and  upon  this  a  layer 
of  mortar  J  inch  thick ;  this 
formation  should  be  left  to 
become  completely  dry  be- 
fore the  mastic  is  applied. 
Xioying. — ^To  secure  nni- 
>,,  formity  and  facility  in 
spreading  the  mastic  on  the 
bed  a  eoxiple  of  iron  rods 
or  rules  are  used,  of  the 
thickness  of  the  intended 
coat,  usually  f  of  an  inch. 
These  are  laid  across  the 
sidewalk  parallel  to  each 
other,  with  a  convenient  distance  between  them,  thus  forming  a  gauge 
for  the  workmen.  The  mastic  being  of  the  consistency  of  ordinary  mor- 
tar and  brought  hot  from  the  portable  boiler  in  an  iron  ladle,  (see  Plate 
III,  Fig  16,)  is,dumi>ed  on  the  ground  in  small  charges  between  the  rods, 
and  is  immediately  spread  over  the  surface  with  wooden  trowels.  (See 
Plate  III,  Pigs.  14, 15.) 

One  belt  being  thus  laid,  another  is  commenced  while  the  first  is  still 
hot;  the  edges  of  the  first  and  second  belt,  if  kept  clean,  will  readily 
unite,  and  the  work  is  then  continued. 


HanLSffii 

Siflewilk  upon  hard  soil. 


/4in 


ejXi 


Loose  Soil 

Sidewalk  upon  loose  soil. 
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The  surface  of  the  coat  being  smoothed  hy  wooden  trowels,  a  light 
shower  of  dry  fine  sand  is  sprinkled  on  it  while  it  is  still  soft,  to  produce 
a  more  stony  surface,  but  the  mastic  beiug  already  saturated  very  little 
of  the  sand  will  be  retained. 

The  cooling  and  hardening  are  rapid,  and  in  a  few  minutes  the  side- 
walk is  ready  for  use. 

To  resume  the  work  of  a  preceding  day,  a  process  similar  to  that 
described  for  roads  of  asphalt  is  necessary,  in  order  to  soften  the  edges  of 
the  previous  belt,  and  produce  a  complete  soldering  of  the  edges  of  the 
successive  belts. 

The  sketches 
represent    the  - 
disposition 
the  mastic  next  f 
to  the  wall  and  '■■ 
the  curb  stone 

Cost.— The 
cost  of  the  crust  ' 
of  mastic   ap 
plied  to  a  sui 
fece  of  at  least 

1,000  square  vards,  ot  \  inch  thick,  \aiie^  m  different  to^vni*  of  Tiince, 
per  square  yard,  from  67  cents  to  $1  12,  being  lu  Pins  76  wnts  If  the 
foundation  ot  concrete  and  mortar  be  included,  tlie  cost  of  the  sidewalk 
varies  in  Paris,  per  square  yard,  from  92  cents  to  $1  12  according  to  the 
thickness  of  concrete.  Annual  repairs  are  estimated  at,  per  square  yard, 
five  cents. 

VAEIOUS  USES  OF  ASPHAT.T  AKD  BITZJMEN. 
Asphalt  and  bitumen  have  been  used  in  many  ways  from  time  imme- 
morial; they  are  found  in  abundance  iu  the  Assyrian  and  Bgyi>tian 
remains,  and  are  still  among  the  best  materials  for  constructions  of  numer- 
ous kinds,  some  of  which  will  be  briefly  noticed. 

FOUNDATIOKS  IN  DAMP  GROUND. 

The  asceut  of  moisture  in  the  walla  of  a  building  ori  wet  ground  can 
be  cheaply  and  effectively  prevented  by  a  layer  of  asphalt  between  two 
courses  at  the  base.    {See  Plate  I,  Pig.  11.) 

A  remedy  may  be  applied  to  a  building  already  erected  by  digging  a 
trench  round  the  foundations  and  lining  the  outer  side  with  planks, 
leaving  a  space  of  three  to  four  inches  between  the  plank  and  the  wall, 
and  filling  in  the  space  with  hot  concrete  of  mastic  and  gravel,  and  the 
planks  are  then  removed  and  their  place  filled  with  earth. 
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TEERACB8. 

If  the  terrace  is  roofed  in,  tlie  mastic  is  laid  as  for  sidewalks. 

If  the  terrace  is  exposed  to  the  weather  the  process  presents  several 
differeiices.  Thus,  suppose  the  terrace  to  be  formed  of  a  series  of  arches, 
the  space  between  the  veins  are  filled  with  gravel  to  a  level  with  the 
keystones,  forming  an  even  surface  over  the  whole.  A  coating  of  con- 
crete is  first  laid  on  the  surface ;  second,  a  thin  coating  of  hydraulic  mor- 
ter,  giving  to  the  surface  a  gentle  slope  of  3  to  4  per  cent.  When  the 
mortar  is  perfectly  dry,  a  covering  of  fat  mastic  one-flfth  of  an  inch  in 
thickness  is  laid,  of  which  the  proportions  are,  to  the  square  yard. 

Mastic  of  asphalt 13  J  pounds. 

Bitumen J  pound. 

Eiver  sand ^  pound. 

This  coating  is  allowed  to  cool.  Finally  upon  this  is  laid  a  covering 
one-half  to  three-fifths  of  an  inch  thick  of  mastic  mixed  with  80  per 
cent,  of  fine  gravel,  and  while  it  is  still  warm  a  sprinkling  of  fine  sand  is 
thrown  over  it. 

The  two  different  coatings  of  ma-stic  are  intended  for  different  pur- 
poses ;  the  first,  containing  more  bitumen,  is  more  elastic  and  less  liable  to 
crack,  and  therefore  resists  water  best;  the  last,  with  more  gravel, resists 
better  the  heat  of  the  sun. 

PLOOUS. 

Floors  covered  with  a  coating  of  mastic  are  common  in  factories,  hos- 
pitals, &c.,  on  each  story,  and  are  a  good  preventive  of  dampness,  especi- 
ally on  ground  iloors.  The  mastic  is  sometimes  laid  between  boards,  and 
in  all  cases  the  mastic  is  prepared  as  for  sidewalks. 

Great  use  is  jnade  of  mastic  for  the  floors  of  stables.  It  is  elastic-to 
the  feet  of  animals ;  it  is  n^t  deteriorated  by  the  washings  of  the  stable, 
and  absorbs  no  moisture  to  produce  exhalations.  The  floor  should  be 
grooved  by  an  iron  mould  while  the  mastic  is  hot,  to  prevent  animals 
from  slipping. 

SURFACE  OF  ARCHES. 

The  surface  of  arches  of  bridges,  tunnels,  and  military  works,  are  often 
protected  from  infiltrations  by  mastic. 

The  extrados  of  the  arch  having  been  coated  with  mortar  and  allowed 
to  diy,  a  coating  of  mastic  rich  in  bitumen  is  applied,  and  upon  this  a 
coating  of  two  to  two  and  one-half  inches  of  clay,  to  protect  the  mastic 
from  the  pressure  of  angular  and  broken  stones. 

PITS  FOR  GRAIN,  ROOTS,  ETC. 

Cellars  in  the  ground  for  the  preservation  of  grain,  roots,  &o,,  were 
extensively  used  by  the  ancient  Egyptians. 

Pits  of  this  kind  are  constructed  in  France  as  follows :  An  excavation 
is  made  of  the  required  dimensions  and  floored  with  concrete  eight  to 
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sixteen  inches  in  thiclfness ;  upon  tlie  concrete  is  laid  a  coating  of  mastic 
rich  ill  bitumen ;  the  aides  of  the  pit  are  oonstmct«ti  of  brick,  cemented 
with  liquid  mastio,  and  a  space  outside,  about  two  inches  in  thickness, 
between  the  wall  and  the  earth  around  the  wall  is  filled  with  mastic, 
charged  with  broken  stones. 

If  the  surrounding  earth  is  loose  and  moveable  it  may  be  sustained  by 
a  rough  stone  wqU,  the  space  of  one  to  one  and  one-half  inches  between 
the  stone  and  1  'k  wall  heingfllled  with  mastic,  A  brick  dome  cemented 
■with  mastic  is  erected  over  the  pit,  the  surface  being  covered  with  mastic ; 
an  opening  is  left  in  the  top  for  introducing  the  dry  grain,  &c.,  and  when 
filled  closed  with  a  stime  to  fit  and  sealed  with  mastic,  and  a  final  cover- 
ing of  earth  and  grass  is  then  added.  Pits  of  this  description  are  almost 
imperishable,  and  will  preserve  grain  for  a  long  period. 

MAEIME  COHSTUUCTIONS. 

Mastic  of  asphalt  has  been  used  for  making  blocks  for  marine  founda- 
tions, hut  experiments  of  tliis  kind  require  long  periods  of  time  to  test 
the.m,  and  the  trials  are  all  too  recent  to  establish  reliable  conclusions. 

Blocks  of  concrete  cemented  with  mastic  cast  into  the  sea  at  Point-de- 
Grave,  and  greatly  exposed,  in  1859  and  1860,  remain  good  at  this  time,  and 
show  no  marks  of  decay,  but  the  cost  of  mastic  renders  them  expensive. 

For  this  purpose  the  mastic  is  prepared  with  bitumen  as  for  sidewalks, 
by  placing  in  the  semi-cylinder  and  melting ;  50  per  cent,  of  broken  stone 
the  size  of  an  egg  is  then  thrown  in  and  mixed,  subsequently  an  equal 
quantity  of  stone  is  added  and  finally  a  third. 

"■-.e  misture  will  then  contain  the  following  proportions : 

iPoUudK. 

Mastic  of  asphalt - 05 

Bitumen 5 

Broken  stone 150 

Total - --- 250 


A  wooden  mould  is  i>re|>a.red  by  wn.sbiuff  the  inner  surface  with  lime 
water,  the  mixture  pourcil  imn  it  mul  [^nnnrlcd  lic;ivily.  At  thf  I'lrd  of 
ten  days  the  mould  is  reimn  nl 
and  the  block  is  ready  1o  lir 
lowered  into  the  sea.  Blocks 
of  this  kind  measure  about  5 
feet  by  6  by  10  feet. 

Experiments  have beenmade 
to  economize  mastic  as  follows. 
The  annexed  sketch  represents 
a  block,  the  interior  of  which  is 
formed  of  rough  stones  cemented  with  fe,t  lime,  the  outer  coatmg  4  inches 
thick,  being  of  mastic  a^  above  described,  and  the  block  costs  $7  90  the 
cubic  yard. 
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Bitumen  mixed  with  clay  aud  gi'aveJ  is  extensively  used  for  coating 
gas  pipes  to  protect  thera  from  corrosion. 

Pipes  of  this  kind  (system  Chameroy)  were  exhibited  in  class  65,  ^French 
section.  Great  quantities  of  this  pipe,  made  of  sheet  iron,  were  laid  in 
Paris  between  1856  and  1866.  They  are  now  furnished  at  the  following 
prices: 

Cost  of  Ghamermfs  gas  pipe. 


B„„.,.„„„... 

»„„,.,,„., 

T„.l...  .,«...... 

Cost  per  linear  yata,  in- 
dudiueJDlnts,  boltH,&c. 

f 

0.140 

0  84 

"" 

EEMAEKS. 

Those  who  have  frequented  the  exhibition  cannot  have  &.iled  to  observe 
that  it  abounds  in  the  products  of  recent  inventions  and  improvements, 
intended  to  supply  the  commonest  and  most  mmierous  wants,  at  contin- 
ually diminisliing  cost.  Some  of  these  jffoduets  have  already  gone  into 
general  use;  others  will  doubtless  obtain  equal  success,  and  a  mere  de- 
scription of  the  products  themselves  might  be  readily  and  easily  made ; 
hut  such  a  description  woidd  present  no  more  interest  than  an  advertise- 
ment. 

An  accurate  account  of  the  methods  aud  processes  by  which  such  pro- 
ducts are  made  is  the  only  description  of  value  to  the  public.  This  would 
enable  many  individuals  to  engage  in  similar  industries,  increasing  the 
supply  of  the  products  and  still  ftirther  reducing  their  cost.  But  descrip- 
tions of  this  kind  are  often  difftcidt  and  not  iinfrequently  impossible, 
owing  to  the  unwillingness  of  producers  to  disclose  their  methods. 

This  cannot  be  coniplained  of  however,  since  inventors  are  entitled  to 
profit  by  their  studies,  ajid  for  this  purpose  to  preserve  their  secrets, 
although  this  is  a  bar  to  inquiry  and  a  considerable  restriction  upon  the 
utility  of  international  exhibitions.  It  may  not  be  useless  nevert;heless 
to  mention  the  following  products  which  are  analogous  to  those  I  have 
described  in  the  preceding  pages,  premising  that  the  notices  will  be 
found  incomplete  and  limited  to  such  information  as  may  be  gathered 
by  observation  aud  inquiry  without  intruding  on  the  reserves  of  inventors. 

Pipes  of  bituminvsed  paper. — Pipes  of  this  kind  were  exhibited  iu  Class 
65,  by  Jaloureau  &  Co.,  which  resist  a  pressure  of  15  atmosphei-es.  The 
paper  is  dipped  in  melted  bitumen,  and  rolled  around  a  cylindrical  mould 
until  the  thickness  desired  is  produced.  These  pipes  are  light  and  dura- 
ble, and  are  used  with  good  results  for  water  and  gas. 
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Diameter  of  pipe,  cost  per  linear  yard,  including  joints,  bolts,  &c. : 
2  inches,  37  cents ;  4  inches,  81  cents ;  7  inches,  $2  14 ;  8J  inches,  $2  73. 

(Patent  for  the  above  sold  to  a  house  in  Boston.) 

Protection  of  walls  from  dampness. — A  liquid  bitumen  prepared  by 
Jaloureau  &  Co.,  exhibited  in  Class  65,  is  used  for  protecting  walls  from 
damp,  iron  from  rust,  and  wood  from  decay.  The  liquid  is  applied  with 
a  brash.  If  the  wall  is  to  be  painted  in  oil,  a  wash  of  white  liquid  glue 
is  apphed  after  the  bitumen  and  before  the  paint.  By  heating  the  bitu- 
men it  will  penetrate  deeper  intfl  the  wood,  &c.  Cost  of  liquid  bitumen, 
per  100  pounds,  «4  38. 

ArtiJiGidl  bitumen  for  sidewalks. — (Bitume  factiee,  or  lave  fusible,  j 
Numerous  attempts  have  been  made  to  fabricate  bitumen  for  sidewalks, 
but  in  general  they  have  failed.  The  only  exception  is  that  of  Jalonreau 
&  Co.,  (Class  65.)  This  composition  was  used  for  the  beds  of  the  artificial 
lakes  and  streams,  in  the  park  of  the  Exhibition,  also  for  the  aquariums, 
floors  of  stables,  and  part  <rf  the  sidewalks. 

It  is  adopted  to  a  considerable  extent  in  and  about  Paris,  and  appears 
weU  adapted  to  many  uses. 

The  record  of  the  patent  (expired)  gives  the  following  elements :  coal 
tar,  heated  to  a  degree  that  renders  it  hard  and  brittle,  25  parts ;  slacked 
lime  in  fine  powder,  50  parts;  river  gravel,  75  parts. 

These  ingi'edients  are  mixed  in  a  cast-iron  boiler,  heat«d  for  two  hours 
and  drawn  off  into  monlds. 

The  blocks  thus  obtained  are  treated  subsequently  the  same  as  mastic 
of  asphalt  for  sidewalks,  except  that  the  temperature  is  carried  higher. 

An  improvement  on  this  patent,  also  on  record,  gives  the  following 
elements :  bituminous  residue  of  tar  of  all  kinds  saturated  with  25  to  50 
per  cent,  of  non-volatile  bituminous  oils,  25  to  50  per  cent.;  carbonate  of 
ime  in  dry  powder,  50  per  cent.;  silica  and  clay,  25  per  cent.  Stirred 
in  a  boOer  over  a  slow  Are  for  ten  hours  and  run  off  into  moulds. 

Coat  for  sidewalks,  four-fifths  inch  thick,  50  cents  per  sqiiare  yard ; 
courts,  stable  fioors,  &e.,  two  inches  thick,  $1  16  per  square  yard ;  lake 
beds,  streams,  &c.,  $1  10  per  square  yard ;  layers  in  wails  to  prevent  rise 
of  moisture,  58  cents  per  square  yard. 

Bituminous  roofing. — ^A  covering  called  ca/rton-cmr  (leather- card)  was 
exhibited  by  P.  Desfeux,  Class  65 ;  a  fabrication  of  bitimien,  sand  and 
thick  paper,  which  was  used  in  many  of  the  roofs  of  buildings  in  the  park 
and  appeared  to  answer  well.  It  is  said  to  resist  rain,  frost,  and  heat, 
and  being  very  light,  slender  timber  work  only  is  required  to  carry  it. 

It  is  put  up  in  rolls  of  13  yards  by  27J  inches,  sanded'  on  one  side, 
weighs  3  pounds  10  ounces  per  square  yard,  and  costs  17  cents  per  square 
yard. 

AsphalUc  roofing. — Another  covering,  a  species  of  felt  impregnated 
■with  a  proportion  of  asplialt,  bitumen,  and  rosin,  was  exhibited  by  A. 
d'Azambuja,  which  appears  to  give  good  results.  It  is  used  with  or 
without  sand. 
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Weight  of  square  yard,  not  sanded,  3  pounds ;  cost  17  cents ;  weight 
with  sand,  7^  pounds ;  cost  26  centg. 

Varieties  of  this  fabric  are  used  as  covering  for  walls,  sheathing  of 
vessels,  coating  for  gas,  water,  and  steam  pipes,  &c.,  and  being  elastic 
and  tena<aous  has  advantages  over  several  other  kinds. 
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SECTION  II. 
MACADAMIZED  STREETS  AND  ROADS. 

INTEODUCTOEY  EEMAEKS. 

Few  foreigners  who  travel  in  France,  or  visit  the  city  and  environs  of 
Paris,  fail  to  observe  the  excellence  of  the  macadamized  roads,  and  not 
nnfcequently  imagine  that  there  must  be  something  pecnliarly  favorahle 
in  the  natm?e  of  the  soil,  or  perhaps  even  something  unique  in  the  method 
of  constraetiag  roads. 

Neither  of  these  impreasions  is  entitled  to  any  weight ;  the  soil  and 
subsoil  are  variable,  no  better  uor  worse  for  roads  than  in  other  coun- 
tries, the  formations  in  general  are  rather  unfavorable  to  drainage,  and 
there  is  nothing  secret  nor  peculiar  in  the  methods. 

The  quality  of  the  roads  is  attributable  to  good  engineering,  and  to 
the  great  care  and  exactitude  bestowed  in  all  the  successive  operations 
in  their  construction  and  preservation. 

HISTORY  OF  MACADAMIZED  EOADS. 

The  earlier  stone  roads  in  France  were  formed  of  horizontal  beds  of 
flat  stones  covered  with  broken  stones,  large  below  and  smaller  above. 

Eoads  and  repairs  were  made  at  that  period  under  the  feudal  system 
of  corvSes,  and  the  necessity  of  great  thickness  of  stone-croat  arose  from 
the  infcequeney  of  repau-s,  which  occurred  but  twice  a  year. 

Ih  1760,  the  corvfies  going  out  of  use,  Tr^saguet  introduced  changes, 
diminished  the  thickness  of  the  crust,  discarded  the  flat  stones,  except 
on  marshy  and  flat  ground,  where  they  are  still  used,  and  substituted 
for  a  bottom,  blocks  of  the  form  of  ancient  paving  stones,  packed  on  a 
bed  slightly  ai-ched  to  correspond  with  the  form  of  the  surface.  (See 
Plate  IV,  Fig.  2.) 

This  method  was  followed  untU  the  early  part  of  the  present  century, 
when,  in  the  construction  of  the  "  Simplon,"  tlie  large  stones  of  Tr6sa- 
gnet  were  in  turn  discarded,  and  the  crust  of  small  broken  stones  was 
laid  directly  on  the  ground. 

In  1816-'19  the  success  of  Macadam,  in  England,  resulted  in  attaching 
his  name  to  the  system  of  road-making  already  in  use  in  France.  Maay 
of  his  precepts  are  proved  by  esperienee  to  be  good,  but  his  theory  of 
roads  contained  errors :  thus,  it  was  the  practice  of  Macadam  to  disre- 
gard the  nature  of  the  soil  and  to  lay  the  road-crust  directly  upon  the 
ground,  ifevertheless,  to  the  energy  of  Macadam,  and  the  interest  he 
awakened,  are  due  great  improvements  in  the  roads  of  England. 

Another  English  school  soon  arose,  at  the  head  of  which  was  Telford, 
who  advocated  a  return  to  the  system  of  stone  pavement  at  the  bottom, 
{Fig.  9.)    He  brought  forward  many  good  ideas,  and  his  method  is  well 
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adapted  to  soft  and  wet  ground,  and  is  stiU  much  used,  but  it  haiS  the 
great  objection  that  the  surfeee  is  formed  of  rough  broken  stones,  left  to 
"be  -worn  and  packed  and  the  surface  made  smooth  by  use,  which  aug- 
ments the  resistance  to  movement  and  makes  a  rough,  disagreeable  road 
during  half  the  period  of  its  existence,  as  may  be  frequently  seen  in 
England. 

The  theory  of  Macadam,  as  gathered  from  his  writing's,  implies  that 
perfection  of  road  consists  in  imper\dousness  to  water  and  smoothness 
of  surface. 

Both  these  propositions  are  defective.  The  surface  may  be  smooth,  as 
very  frequently  occurs,  but  elastic,  which  requires  an  increase  of  trac- 
tive power,  and  renders  the  road  heavy  and  bad.  The  necessity'  of  im- 
perviousness  is  disproved  by  experience.  Many  excellent  roada  are  per- 
meable in  a  high  degree.  When  the  subsoU  is  not  readily  softened  by 
water,  or  when  the  crust  of  the  road  is  provided  with  transverse  pas- 
sages for  the  quick  discharge  of  watei',  permeability  is  not  an  object, 

ESSENTIAL  QUALITIES  OF  EOADS. 

The  charactei'istics  of  good  roads  arfc :  foundations  adapted  to  the 
nature  of  the  soil ;  drainage  neither  too  quick  nor  too  slow ;  hardness 
and  solidity  of  crust,  and  smoothness  of  surface. 

The  first  two  propositions  are  self-evident.  The  importance  of  the 
third  and  fourth  is  easily  seen ;  for  the  external  wear  of  roads  produced 
by  friction  and  pressure  will  be  diminished  by  a  smooth  and  hard  sur- 
face, and  the  internal  wear,  which  is  greater  still  and  arises  from  thefrie- 
tion  of  the  stones  against  each  other,  will  be  small  when  the  stones  are 
packed  so  as  to  be  solid  and  immovable. 

Materiats. — The  crust  of  the  road  is  constructed  of  two  parts,  a  sub- 
stratum of  broken  stones  and  a  surface  of  detritus  and  broken  stones 
mixed. 

Detritus. — ^Detritus  is  spread  on  tUe  broken  stones  as  soon  as  laid,  and 
rolled  in  to  fill  the  interstices  of  the  surface,  making  it  compact  and 
smooth.  Coarse  clean  sand,  or  silicious  mud,  from  the  wear  of  neigh- 
boring roads,  is  used  for  detritus,  but  the  debris  of  stone  quarries  is  bet- 
ter, and  when  none  of  these  can  be  obtained,  soft  stone  may  be  used- 
Clay  should  be  rgeeted ;  it  adheres  when  wet  to  wheels,  and  tears  up 
,  and  carries  off  the  surface ;  chalk  is  only  good  in  summer,  in  winter  it 
splits  with  frost  and  disintegrates  the  crust. 

The  proportion  of  detritus  to  be  added  to  the  broken  stone  varies  with 
the  nature  of  the  stone,  and  should  be  determined  by  experience,  but 
seldom  exceeds  10  per  cent. 

StoTw. — The  stone  most  preferred  is  a  question  of  first  cost  as  well  as 
of  quality  and  durability,  and  is  generally  deteiinined  by  locality  of 
dejmsits  and  facility  of  obtaining  a  supply. 

But  there  are  differences  in  the  expense  of  quarrying  and  breaking, 
and  great  differences  in  the  wear.  Hardness  is  an  essential  qnality; 
also,  stones  which  present  a  rounded  form  are  not  easily,  compacted 


dbyCoogle 


ASPHALT   AND    BITUMEN.  23 

together,  and  the  addition  of  detritus  becomes  necessary  to  the  solidity 
of  the  road-crust;  whilst  angular  stones  are  much  pretferable,  as  they 
soon  constitute  of  themselves  a  self-sustaining  crust. 

Around  Paris  and  in  the  north  of  France  a  species  of  millstmie  grit  is 
most  used  and  is  good  when  not  porous  or  vitreous;  it  is  chosen  white, 
effervesces  but  little  with  chlorohydric  acid,  and  weighs  1.6,  water  being  1. 

G-reat  use  is  also  made  of  the  nodules  of  flint  which  abound  in  chaUc 
lauds  and  are  readily  separated  Irom  the  soil  by  sifting.  But  silex, 
however  hard,  is  frequently  brittle,  and  these  flints  crush  easily  and 
grind  up  rapidly,  and  are  onJy  used  because  they  are  at  hand  and  cost 
less  at  first  than  better  stones. 

Qramte  and  grtmitic  porphyry  have  often  a  tendency  to  decompose  by 
the  actioii  of  the  air,  and  then  give  poor  results. 

Basalt,  trap,  aiaAporpkyr;/  are  the  best  materials  for  wear.  These  rocks 
which  appear  to  have  once  been  subjected  to  a  comjdete  fusion,  without 
any  vitrihcation,  are  not  brittle  like  silex  or  hyaline  quartz,  aud  do  not 
crumble  like  quartzite. 

Whatever  the  kind  of  stone,  it  should  be  broken  into  fragments  that 
will  pass  in  every  direction  through  a  ring  of  2J  inches  internal  diameter; 
indeed,  for  smooth  roads  adapted  to  light  trafflc  like  the  boulevards  and 
avenues  of  Paris,  smaller  stones  are  used  not  exceeding  IJ  to  1|  inches 
in  diameter. 

Uniformity  of  size  is  very  important,  and  smaller  stones  should  be 
discai'ded;  the  stones  should  be  clean  and  free  from  dirt,  the  intermix- 
ture of  which  below  expands  with  frost  and  moisture  and  causes  disag- 
gregation of  the  crust. 

The  cost  of  macadamized  roads  may  be  greatly  reduced  by  the  use  of 
Blake's  rock-breaking  machine,  which  was  invented  for  the  purpose  of 
preparing  hard  trap-rock  for  road-metal.  This  machine  will  break  150 
cubic  yards  of  trap-rock  in  24  hours.  The  fragments  pack  better  and 
closer  than  those  of  stone  broken  by  hand. 

OOilSTKUCTIOX. 

The  line  of  direction  being  settled,  and  the  degree  of  acclivities  deter- 
mined, the  gra-ding  begins  and  the  side  ditches  are  cut. 

Profile. — Figs.  1,  2,  3,  Plate  IV,  are  types  often  met  with  in  the  roads 
of  France  constructed  previous  to  the  present  century.  They  are  open 
to  objections  arising  from  the  formation  of  mud  on  the  sideways  which 
are  made  of  the  soil,  and  too  great  convexity  of  surface  in  Figs.l  and  2, 
and  the  too  great  wash  on  the  single  slope  of  Pig.  3, 

Figs.  4  and  5  present  the  profiles  usually  adopted  in  England. 
They  are  much  better  than  the  preceding;  the  whole  width  of  surface  is 
macadamized ;  the  convexity  is  less,  and  a  sidewalk  or  an  embankment 
separates  the  roadway  from  the  ditch. 

The  improvements  above  noticed  have  been  adopted  iu  France.  Fig. 
6  pi-esents  the  profile  generally  used  in  the  eastern  section  of  the  coun- 
try.   The  profile  in  Fig.  7  is  seen  in  the  environs  of  Paris;  these  roa-ds 
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are  modifieatious  of  the  old  paved  roads,  the  pavement  heing  preserved 
in  place,  and  macadamized  ways  coiistmcted  on  each  side,  thus  giving 
three  parallel  lines,  which  m  a  method  well  adapted  to  heavy  and  light 
traffic  and  to  greater  or  less  speed. 

But  in  making  a  new  road  there  is  no  advantage  in  copying  any  of  the 
old  forms  in  preference  to  the  modern  profile,  Fig.  8,  which  is  highly 
approved  by  the  engineers  of  the  Ponts  and  Chaiissees. 

Admitting  the  width  of  26  feet  3  inches  to  be  sufBeient  for  the  circula- 
tion, the  way  should  be  macadamized  over  its  whole  width,  receiving  a 
crust  10  inches  thick  in  the  centre,  and  six  inches  at  the  sides,  with  a 
convexity  of  -^^,  and  bordered  by  slight  embankments  of  earth  four  or 
five  feet  wide  for  sidewalks. 

The  preceding  relates  to  eountiy  roads;  for  city  roads  an  entirely 
different  system  of  drainage  is  required.  The  side  ditches  are  suppressed 
and  substituted  by  subterranean  sewers,  into  which  the  gutters  discharge 
the  surface  wash  by  conduits  descending  at  frequent  intervals.  The  fol- 
lowing table  shows  the  measurements  adopted  for  the  boulevards  and 
avenues  of  Paris,  as  regulated  by  the  decree  of  June  5, 1856. 


Dimensions  of  boulevards  and  menxies 
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Corveexity. — ^The  least  convexity  of  surface  compatible  mth  the  free 
flow  of  water  is  best;  less  wash  and  guttering  result  from  it,  and  vehicles 
are  less  disposed  to  keep  the  central  hne,  circulating  more  freely  on  all 
parts,  and  producing  a  more  equal  wear  with  less  waste,  requiring  leas 
repairs.  Ancient  roads  have  a  convexity  as  high  as  -^-j  subsequently 
Jp  was  adopted,  and  at  present  -^g  to    Jj  is  considered  ample, 

BitcJies. — ^The  object  of  ditches  is  not  to  form  reservoirs,  but  to  effect 
drainage;  many  of  the  old  ditches  are  too  wide;  they  retain  too  much 
water,  which  soaks  into  the  road-bed  and  softens  it  in  summer,  and 
exposes  it  unnecessarily  to  the  action  of  frost  in  winter. 

Five  feet  in  width  at  the  top  is  sufUcient  for  ditches  with  walls  of 
earth,  and  three  feet  with  wails  of  stone ;  the  grading  should  be  accurate 
and  in  confoiioity  mth  iiatiu'al  lines  of  tiow  and  drainage. 
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Fowidations. — Evidently  foundations  must  be  adapted  to  tlie  nature  of 
the  soil,  and  their  fitness  must  be  detennined  by  the  judgment  of  the 
engineer.  1.  In  damp  or  loose  soils,  which  are  soft  and  yielding,  the 
best  foundations  are  of  flat  or  quadra.ngular  stones.  These  stones,  as 
recommended  by  Telford,  should  be  set  on  their  broadest  edge  length- 
wise across  the  road,  the  upper  edge  measuring,  at  most,  four  inches; 
they  should  be  seven  inches  deep  in  the  middle  of  the  road,  five  inches 
deep  at  nine  feet  &om  the  centre,  and  three  inches  at  15  feet.  All  the 
irregidarities  of  the  upper  part  of  this  pavement  are  to  be  broken  off  by 
hammers,  and  aU  the  interstices  to  be  filled  with  stone  chips  firmly 
wedged  by  hand  with  a  light  hammer.  Upon  this  close  pavement  the 
macadamized  road  crust  is  laid. 

2.  In  wet  and  marshy  ground  good  foundations  may  be  made  of 
fascines  crossed  at  45°  with  intermediate  layers  of  sand  and  gravel,  as 
in  the  annexed  woodcuts. 


rrryryrrr-- 


?- 


-_    Txccxixnixxmnxii: 


•••••••^••••^■••••••••a 


Honaonlal  project  o 
3,  Chalky  soil  is  liable  to  split  and  open  by  frost,  and  requifes  to  be 
overlaid  witli  sdicious  materials  and  dry  earth  to  fonn  a  bed  for  the  crust. 
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4.  Clay  soils  dissolve  readily  at  tlie  surface  and  "  slip,"  wliich  dis- 
places the  whole  crust;  they  require  a  first  layer  of  chalk  well  beaten 
doTTO  and  packed,  or  sand  with  a  little  lime  and  water,  and  if  the  situa- 
tion is  wet  and  bad,  a  coating  of  concrete  may  be  necessary,  or  numerous 
transvei'se  "dry"  stone  drains  under  the  crust. 

5.  But  an  ordinary  firm  soil  (neither  marshy,  clayey,  nor  chalky)  requires 
none  of  these  preparations,  and  may  receive  the  crust  directly  without 
any  intervening  foundation,  which  is  the  system  of  Macadam,  the  system 
of  the  Simplon,  and  the  method  generally  used. 

Laying  and  packing. — ^The  road-bed  being  completed  and  free  from  mud, 
the  broken  stone  is  spread  with  uniformity  and  care,  thicker  in,  the  centre, 
thinner  at  the  sides,  in  conformity  with  the  profile  adopted,  the  whole 
mass  intended  to  form  the  crust  being  put  on  at  once  in  a  single  layer. 

Eolling  then  commences  with  an  iron  roller,  five  feet  wide,  weighing 
three  to  seven  tons,  and  requiring  from  six  to  twelve  horses  for  the 
draught. 

The  rolling  commences  at  each  side,  fixing  the  edges  first  and  finish- 
ing in  the  centre;  when  the  roller  has  passed  four  or  five  times,  the 
detritus  is  spread  over  the  surface  with  tlie  same  uniformity,  and  watered, 
and  the  rolling  is  resumed  until  the  packing  is  satisfactory,  when  the 
road  is  completed  and  ready  for  use. 

Steam  power  in  place  of  horses  for  rolling  is  now  successfully  adopted, 
and  in  the  great  thoroughferes  of  Paris  the  roUing  is  done  chiefly  in  the 
night,  to  produce  the  least  interruption  possible  to  circidation.  The 
steam  roller  now  used  is  described  more  fully  on  page  29,  and  flgiires  of 
it  will  be  found  on  Plate  IV,  Figs.  10,  11, 12. 

EBPAIES. 

With  the  completion  begins  the  destruction  of  roads ;  wear  increases 
detritus,  detritus  increases  wear,  and  both  hasten  decay.  The  secret  of 
preservation  is  not  in  the  making  but  in  the  keeping.  Clean  roads  are 
always  good  roads.  Experience  shows  that  when  the  proportion  of 
detritus  in  the  road-crust  becomes  equal  to  0.35  or  0.45  for  1  volume  of 
stone,  the  road  can  bear  no  more;  at  0.50  it  is  poor,  and  at  0.75  it  is  more 
than  half  ruined. 

Macadamized  roads  must  be  watered  and  swept  and  scraped  of  mud 
and  dust.  With  this  they  are  the  cheapest  for  country  and  town,  the 
easiest  and  pleasanfest  for  men  and  horaes,  and  the  best  for  carriages, 
houses,  shops  and  populations;  without  it  they  are  the  dearest,  dirtiest 
and  unhealthiest  of  roads,  for  nothing  is  worse  for  eyes,  stomach  and 
lungs,  than  an  atmosphere  of  powdered  lime,  flint,  granite,  quartz,  &e. 

Railways  derive  support  from  the  macadams  which  are  the  perennial 
sources  of  the  streams  of  internal  commerce,  and  internal  commerce  is 
prosperity  and  civilization. 

The  administration  of  roads  therefore  is  worth  considering,  but  I  need 
give  no  more  than  a  glimpse  of  tlie  apparatus  that  preserves  the  clean- 
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liness  aid  protracts  the  longevity  of  roads.  The  arrangements  for  this 
in  Prance  are  very  simple.  Each  road  is  divided  into  sections  from  two- 
thirds  to  two  miles  in  length,  called  "  cantons."  Each  canton  has  a  canton- 
nier,  and  each  third  canton  is  short,  and  has  consequently  two  long  can- 
tons on  each  side.  The  cantonnier  of  the  short  canton  is  called  a  "chef 
cantonnier,"  and  his  duties  are  to  clean  his  own  canton,  and  to  see  that 
the  work  of  his  two  neighbors  corresijonds  with  the  written  register 
they  are  instmcted  to  keep. 

The  cantons  on  a  road  or  neighboring  roads  are  grouped  in  districts, 
in  charge  of  engineers  who  make  the  heavier  repairs,  and  oversee  the 
chefs,  as  they  in  turn  overlook  the  cantonniers,  the  inferior  being  always 
exposed  to  the  unannounced  visits  of  inspection  from  the  superior.  This 
organization  of  surveillance  and  accountabOity  is  graduated  up  to  the 
central  administration  at  the  head  of  all  the  i-oads  in  the  empire,  and  is 
kept  alive  and  quickened  by  the  distribution  of  a  limited  power,  diminish- 
ing at  every  stage  downward,  of  applying  summaiy  justice,  which  con- 
sists in  a  restricted  cutting  down  of  wages  for  neglect  of  duty.  Thus  the 
engineering  required  to  make  good  roads  would  come  to  little  without 
ttie  organizatioii  to  preserve  them. 

Repairs  are  of  two  kinds,  the  constant  and  the  periodical. 

Oonstamt  rejymrs. — Slight  depressions  of  limited  area  occur  often,  and 
if  neglected  soon  become  deep  and  spoil  the  road.  The  "  stitch  in  time" 
maxim  is  the  rule  in  this  case,  especially  on  roads  and  streets  of  great 
traffic.  The  depression  is  sprinkled  and  swept,  and  the  surface  dug  off 
with  piekases  to  the  depth  of  2J  or  three  inches,  preserving  the  sur- 
rounding wall  or  edges  uniform  and  vertical.  The  excavation  is  then 
filled  with  broken  stones  and  20  per  cent,  of  detritus,  which  is  watered 
and  pficked  with  hand  pestles  of  25  or  30  pounds  weight. 

Circulation  is  then  allowed  to  begin.  The  ruts  formed  at  flrat  ai'e 
smoothed  down  with  the  pestle,  and  the  addition  of  sand  and  smaller 
stones. 

Periodical  repairs. — The  periodical  repairs  consist  of  an  entire  renewal 
of  the  surfece  at  intervals  of  time  determined  by  the  amount  of  traffic. 

Renewal  should  be  made  before  the  crust  is  so  far  weakened  as  to 
begin  to  break.  When  the  surface  is  reduced  about  four  to  five  inches 
it  is  usual  on  well  kept  roads  to  restore  it.  This  work  is  commenced  by 
watering  and  sweeping  clean,  then  digging  and  loosening  the  surface 
with  pickaxes  to  the  depth  of  two  inches,  after  which  the  steps  followed 
in  succession  aie  precisely  the  same  as  those  described  for  the  original 
formation  of  the  cmst. 

The  periodical  repair  of  streets  and  roads  of  great  traffic  are  made  in 
sections  of  convenient  length,  limited  to  a  margin  on  one  side  extending 
to  the  central  Hue  of  the  road,  throwing  the  circulation  to  the  other  side, 
and  when  one  side  is  restored  to  use,  the  other  aide  is  commenced. 

Annnal  wear. — The  annual  wear  on  different  roads  may  be  compared 
by  computing  the  wear  per  TOO  horses  in  harness,  passing  over  a  given 
length  of  road. 
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In  making  the  estimate  it  ahould  be  remembered  that  one  cubic  yard 
of  broken  stone  will  be  reduced  by  packing  to  0.71  cubic  yard.  Tte 
following  table  gives  the  average  result  found  on  various  roads :. 

Table  showing  the  annual  wear  upon  various  macadamized  roads  in  France. 
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Cost  of  repairs. — ^Tlio  average  cost  of  repairs  may  be  analyzed  as  fol- 
lows: 

Pec  cent. 

Cost  of  materials - 47.13 

Cost  of  wages: 

Cantonniers - 30.24 

Assistants -       -'^■49 

38.73 

Cost  of  accessory : 

Earthworks,  bridges,  &c. -  -  -       6,80 

Superintendence 2.12 

Sundries -  -  -       0.32 

14.14 

Total  cost  - 100.00 

The  average  number  of  days'  work  of  cantonniers  per  linear  mile  of 
road  and  per  year  is  205,  and  of  auxilliaries,  64.  The  average  wages  of 
cantonniers  is  35  cents  per  day,  and  of  assistants,  30  cents. 
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The  total  expense  of  annual  repairs  on  macadamizetl  roads  per  linear 
mile  varies  with  traffic,  &e.,  but  averages  as  follows : 

In  the  department  of  the  Seine  the  average  cost  is $1,003  30 

In  the  department  of  the  Seine  and  Mame  the  average  cost  is         510  40 
In  the  department  of  du  Nord  and.du  Bh6ne  the  average 

cost  is i57  60 

In  the  department  of  the  Ariege  the  average  cost  is 158  40 

In  the  department  of  the  Ardfeche  the  average  cost  is 123  20 

In  the  department  of  the  Finistere  and  Morbihan  the  aver- 
age cost  is 105  60 

Every  year  a  sum  of  4^  to  5  million  of  dollars  is  set  down  in  the  budget 
for  keeping  in  repair  the  macadamized  roads  of  France. 

STREETS  OF  PAEIS. 

The  ancient  streets  of  Paris  were  without  sidewalks,  paved  with  large 
square  blocks,  the  grade  sloping  from  the  sides  to  the  middle,  forming 
a  gutter,  which  formed  the  central  line  of  the  street.  Sidewalks  began 
to  appear  and  the  surface  to  be  reversed,  taking  a  convex  form  and  throw- 
ing the  gutters  to  each  side,  about  the  year  1825. 

In  1852  the  old  Boulevards  were  macadamized ;  and  in  1858  this  method 
was  improved  for  heavy  traffic  by  introducing  margins  along  the  sides 
from  2  to  4  yards  in  width,  formed  of  blocks  of  Belgian  porphyry,  of 
smaU  size — say  4  inches  by  6J  by  6J — which  method  is  approved  and 
extended. 

Streets  of  asphalt  have  also  taken  considei'able  development  hi  the  last 
few  years,  and  are  greatly  liked. 

The  entire  surface  of  streets  and  sidewalks  in  Paris  is  now  (1868)  con- 
stituted as  follows : 

Sq.  metres.      Sq.  metres. 

Streets— Paved 4,883,643 

Macadamized 2,146,005 

Of  asph^t - 165,164 

7,195,302 

Sidewalks — Of  granite 545,S>89 

Paved 14,024 

Bituminous 1,192,414 

1,752,377 

Total  surface  covered,  (square  metres) 8,!>47,679 

Total  surface  covered  equivalent  to  (square  yards) . . .     10,701,416 

STEAM  EOLLEE. 
The  steam  roller,  (Figs.  10, 11, 12,)  invented  by  Ballaison  and  made 
by  Gillerat  &  Co.,  has  been  aidopted  and  is  now  in  use  in  Paris. 

The  force  is  ti-ansmitted  from  a  single  engine  to  the  roller  by  means  of 
is  chains,  which  mesh  with  cog-wheels.    The  movement  of  the  roUer 
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reverses  with  the  reversion  of  the  engine,  moving  forwards  and  hack  on 
the  same  line,  and  the  roller  is  adjusted  to  admit  of  convergence  adapt-ed 
to  a  curve  of  U  to  15  yards  radius. 

Principal  dimensions,  weight,  and  results. 


•iVpe  of  iBEichiae. 

N0.1.     i    N..., 

Heating  BnrtBce :  Fire-bni,  3,84  sqnare  yarda;  lubes,  30.96  sq 

are  yard-. 

i 

4.7fi 

6.a4 

Weight  of  mnchiDo  whBD  emptj 

Averags  weight  when  reaay  fOr  work 

'™'-- 

ao.3 

39.  S 

aa.300 

Nuinber  of  mLLe-tons  pet  hour,  or  product  of  weight  of  maohni 

mtoMby 

ms 

y                 P 

It  has  been  detennined  by  numerous  experiments  that  the  number  of 
mile-tons  necessary  for  packing  is  directly  proportionate  to  the  volume 
of  material  to  be  packed,  whether  laid  thicker  or  thinner,  within  the 
range  of  3  J  to  10  inches  j  and  when  rightly  conducted,  1|  to  2  J  mile-tons 
are  sufficient  for  the  packing  of  one  cubic  yard  of  stone. 

Consequently,  in  a  day  of  twelve  hours,  corresponding  to  10  hours  of 
effective  work,  the  steam  roUers  of  Gellerat  &  Co.  will  pack : 

Cubic  jariJs  of  stone- 
Type  No.  1  - -  -  -       85  to  111 

O^rpe  Ho.  2 170  to  215 

Type  No.  3 196  to  258 

The  advantages  of  steam  rollers  over  rollers  drawn  by  horses  consist 
in  economy,  rapidity  of  execution,  excellence  of  work. 

The  cost  of  these  machines  averages  $6,500;  the  work  done  is  paid  in 
proportion  to  the  weight  of  machine  and  distance  overrun.  The  mile- 
ton  is  paid  at  the  rate  of  15  cents  by  day,  and  16  cents  by  night. 

HORSE-BROOM. 

This  broom,  lately  introduced  by  Mr.  Tailfer,  is  of  very  simple  con- 
struction. 

The  broom  is  5  feet  8  inches  wide,  and  is  placed  obUquely  to  the  axis 
of  the  cart,  so  that  one  end  is  If  feet  out  of  line  with  the  other,  and 
sweeps  the  mud  or  dust  to  the  sides  of  the  street,  (Plate  IV,  Fig.  13.) 

A  handle  placed  near  the  driver  allows  him  to  raise  the  broom  from 
the  ground. 

A  conical  toothed  wheel,  fixed  on  the  axle  of  the  cart,  engages  with  a 
smaller  toothed  wheel  attached  to  an  intermediate  axis.    An  endless  chain 
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(»nimimicates  the  motioii  of  this  axis  to  the  axis  of  the  broom,  ii.nd  :i8 
the  cart  moves  the  broom  revolves. 

The  toothed  wheels  can  be  readily  disengaged,  enabling  the  cart  to 
move  withotit  setting  the  broom  in  motion. 

The  weight  of  the  machine  is  thus  distributed : 

Two  wheels -  -       568 

The  broom 110 

The  endless  chains,  ironwork,  &c 244 

Ordinary  cart  and  shafts 1 ,  21 2 

Total  weight 2, 134 

Although  the  width  of  the  broom  is  6  feet  8  inches,  the  band  effectively 
swept  is  only  5  feet  at  each  passage,  as  each  bands  laps  the  preceding. 

■By  the  passage  of  these  carts  over  the  whole  width  of  the  street,  the 
mnd  or  dust  is  finally  accumulated  in  one  narrow  line  along  the  gutter, 
and  is  then  carried  off  in  carts. 

Eight  of  these  horse-brooms  have  swept  in  1  hour  and  10  minutes  a 
surface  of  road  covering  48,720  yards ;  which  would  have  required  100 
men  to  do  the  same  work  in  the  same  time. 

In  general,  one  of  these  brooms  will  sweep  600  square  yai-ds  per  houi', 
working  at  a  cost  of  $0.30  per  hour,  while  the  work  by  hand  would 
employ  13  men  at  6  cents  or  $0.78  per  hour. 

The  above  cost  of  $0.30  may  be  thus  divided : 

Interest  of  horse-broom,  costing  $400,  at  6  per  cent,  per  day $0.  Ofili 

Sinking  fund,  per  day -    0. 133 

Man  and  horse 2. 000 

Annual  repairs  of  horse-broom  $60,  gives  per  day 0. 166 

Eepairs  of  broom 0.  COO 

Total  expense  per  day  of  10  hours - .     2. 965 

Or  per  hour 0.  IJO 
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Competitive  architectuhai.  DiSPLiY  confined  esitrely  to  designs  asd  mod- 
Ki£ — Number  of  EXHiuntone  in  class  four — Chakactee  of  the  Fkench  exhibi- 

T105'-=-ISSTKUCTIOS  OP  ABClIITB(?rS — AUSTBIAN  EXHIBITIOX — ENGLISH  B 

AwABDS  IN'  CL,iss  POUR— Present  state  op  ahchitectuhe  in  European'  c 
— Buildings  in  tub  paue — IsTmiESTrsG  CBAHAcrrGit  of  the  exhibition — the 
Emperok's  pavilion — Pavilion  of  the  Empress — Chalet  op  tub  Commibsionfj{ 
Geseraij— The  Tciekish  mobqoe — The  Sultan's  kiosque — The  Egyptian  sai.emijk 
— The, palace  op  the  Bey  op  Tunis — The  Russian  izba — The  Russian  stables 
—The  movable  cottage — The  buildisos  op  Swedes  and  Norway — The  Eng- 
lish cottage— The  Swiss  ch-ixet— The  TBsn?LE  op  Xochicalco— The  BoL-5HNLt^f 
CHURCH — Japanese  and  Chinese  buildings. 

INTRODUCTOEY. 

The  duty  of  reportiug  upon  buildings  and  building  materials  having 
devolved  upon  the  audersigned,  his  attention  has  been  directed  chiefly 
to  Class  93,  "  Buildinga  characterized  by  their  cheapness  combined  with 
the  conditions  necessary  for  health  and  comfort,"  and  to  those  materials 
and  methods  of  construction  which  by  their  beauty,  novelty,  or  cheap- 
ness appeared  worthy  of  special  mention.  Considerable  attention  was 
given  to  the  efforts  which  have  been  made  abroad  to  provide  the  work- 
ing classes  with  cheap  and  comfortable  homes,  particularly  as,  through 
the  writer's  connection  with  the  building  known  as  the  Illinois  cottage 
or  American  fkrmer's  home,  he  was  much  interested  in  examining  and 
comparing  the  relative  merits  of  the  various  buildings  exhibited  by  the 
societies  organized  for  the  above-named  purpose. 

It  has  also  been  deemed  proper  to  notice  many  of  the  most  interesting 
buildings  in  the  park,  especially  as  they  were  to  a  certain  extent  types 
of  different  national  styles  of  architectui'e,  or  of  modes  of  coiistruction, 
and  as  they  derive  additional  interest  and  value  by  association.  Build- 
ing is  so  inseparably  connected  with  architecture  that  it  seemed  hardly 
fitting  to  complete  the  report  without  some  reference  to  Class  4  Group  I, 
"Architectural  Designs  and  Models,"  which  by  the  olassiacation  was 
placed  among  the  fine  arts,  with  painting,  sculpture,  drawing,  and 
engraving.    But  as  it  was  beyond  the  scope  of  the  reporter's  expectations 
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to  discuss  architecture  as  an  art,  or  to  describe  tlie  very  interesting  and 
iuatructive  exhibits  in  tliat  class,  be  presents  only  a  brief  notice,  compiled 
chiefly  from  the  reports  by  able  masters  of  the  subject,  which  have 
recently  appeared  in  the  reports  of  the  international  jury  and  the  current 
pubUcations  upon  the  snbject  at  the  time  of  the  exhibition.  Throughout 
the  report,  also,  free  use  has  been  made  of  aU  accessible  soatves  of 
valuable  information  upon  this  department  of  the  exhibition. 

ARCHITECTURAL  DESIGNS  AND  MODELS. 

The  exhibition  in  this  class  was  confined  entirely  to  designs  and  small 
models  of  buildings,  and  details  of  building,  and  although  in  many 
respects  very  full  and  complete,  it  ftirnished  to  the  public  but  an  inade- 
quate idea  of  the  present  state  of  architecture  or  of  the  geniusof  the  archi- 
tects whose  designs  and  models  were  disidayed.  It  is  very  justly  observed 
byOhesneau  substantially  as  follows:  "The  public  is  more  interested  in 
the  realization  of  the  designs  thanln  the  designs  themselves.  The"  public 
square  or  the  street  is  the  true  place  of  exhibition  for  the  architect,  where 
the  finished  work  can  be  seen  and  its  merits  or  defects  exposed  to  criti- 
cism. To  the  critic,  however,  designs  -  afford  the  readiest  and  easiest 
method  of  determining  artistic  merit,  and  of  judging  equitably  in  a  com- 
petitive exhibition,  Tlie  possession  of  a  cultivated  taste,  the  ability  to 
produce  grand  effects,  to  design  in -good  architectural  proportions,  and 
to  show  originality  in  details  and  ornament,  are  not  now  all  that  is 
required  of  the  architect.  He  must  be  able  to  guarantee  the  strength 
and  stability  of  his  work  when  finished,  and  to  construct  in  sucli  a  man- 
ner that  his  buihhn^  may  be  most  effectively  ventilated,  warmed,  and 
lighted,  and  be  perfectly  adapted  to  the  piu^oses  for  which  they  are 
intended.  Under  these  ch-cumstances  plans  and  designs  alone  can  show, 
and  only  to  competent  judges,  the  amount  of  knowledge  which  the  archi- 
tect possesses,  tlie  readiness  with  which  he  makes  use  of  it,  and  the 
value  of  the  resources  which  science  has  given  him  to  accomplish  the 
tasks  which  he  undertakes." 

The  number  of  exhibitors  in  Cla^  4  was  very  large,  France  alone 
liad  fifty  exhibitors,  each  one  di8i)laying  a  great  number  of  designs ; 
England,  including  photographs  of  designs,  had  seventy -seven ;  Austria, 
eighteen;  Russia,  Belgium,  and  Switzerland,  each  twelve;  Spain  six; 
Italy  seven;  Greece  and  Portugal,  each  two.  There  were  no  entries  in 
the  catalogue  of  exhibitors  in  this  class  fi-om  the  United  States.  The 
buildings  displayed  were  included  in  Class  93. 

The  exhibition  of  French  designs  may  be  divided  into  three  groups  or 
classes,  according  to  the  subjects  represented:  1.  Drawings  represent- 
ing restorations  of  classic  monuments  and  buildings  of  antiquity.  2.  Illus- 
trations of  French  medieval  art  as  it  exists  to-day,  3,  Designs  and 
plans  by  living  ai-cliitects. 

The  exhibition  in  the  first  division  is  due  entirely  to  the  direction  exer- 
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cised  by  tlie  goverument  in  the  education  of  arcliitects.  Tke  study  of 
the  monumeuts  of  autiquity  forms  an  important  and  necessary  part  of 
tlieir  education,  and  a  certain  number  of  pupils  are  yearly  sent  to  Greece, 
Italy,  and  otlier  places  to  make  drawings  of  the  ruins  themselves.  The 
success  with  which  this  plan  of  instruction  has  been  attended  is  shown 
by  the  beautiful  drawings  aud  restorations  of  the  ruins  at  Kome,  Tivoli, 
Pompeii,  Ancyi-a,  Heliopolis,  and  Athens,  by  MM.  Ancelet,  Baudi'ay, 
TheiTy,  and  others,  which  are  executed  with  accuracy  and  precision  and 
show  a  thorough  understanding  and  Ittio'S'ledge  of  the  subjects  treated. 

The  importance  of  such  studies  cannot  be  too  highly  estimated.  It  is 
uecessary  for  the  young  architect  to  devote  many  months,  sometimes 
alone,  among  the  ruins  which  are  to  assume  their  ancient  form  and 
grandeur  under  his  pencil.  A  longer  time  must  then  be  given  to  the 
completion  of  the  drawings,  aud  to  achieve  success  the  subject,  what- 
ever it  may  be,  must  be  carefully  selected  and  elaborated  with  persever- 
ance and  diligence.  The  study,  too,  of  the  ancient  forma  of  construc- 
tion, and  their  uses,  cannot  fail  to  render  the  architect  more  competent 
and  efficient  in  his  art. 

The  second  division,  consisting  of  illustrations  of  medieval  architec- 
ture, had  its  origin  in  the  recent  endeavors  which  have  been  made,  under 
the  direction  of  the  secretary  of  state,  to  preserve  the  ancient  monu- 
ments and  buildings  in  different  portions  of  France  which  are  connected 
withtlie  history  of  that  country,  and  wliich  are  rapidly  falling  into  decay. 
A  large  number  of  designs  and  drawings  was  exhibited ;  the  subjects 
were  classified  under  the  head  of  religious  monuments,  and  military  and 
civil  ■architecture.  The  iUuetrations  and  drawings  were,  as  a  whole,  of  a 
high  order,  and  were  faithfully  and  carefully  executetl.  The  third  divi- 
sion consisted  of  plans  by  liring  architects  of  works  proposed  or 
erected  by  them.  Among  those  are  to  be  especially  noticed  the  designs 
by  M.  Chauvin,  of  the  Concert  Hall  of  the  Imperial  Conservatory,  the 
deeoi-ation  of  which,  in  the  Pompeian  style,  was  finely  conceived  and 
executed.  The  works  of  M.  Questel  deserve  high  commendation,  as  do 
those  of  MM.  Hnot,  Laih^cre,  and  Normand.  The  Pompeian  house, 
erected  by  the  last-named  gentleman  for  Prince  Kapoleon,  is  a  most  per- 
fect reproduction,  and  adhered  to  the  original  type  in  every  particular. 

The  countries  of  Austria,  England,  Italy,  Holland,  Switzerland,  Prus- 
sia, Eussia,  Norway,  Belgium,  and  Spain  were  represented.  Among 
these  Austria  deserves  especial  notice;  the  display  of  designs  being 
very  rich,  and  some  of  them  possessing  very  great  merit. 

Mr.  Ferstel  exhibited  a  model  and  plans  of  a  Gothic  church  recently 
erected  at  Vienna,  The  academy  at  Pesth,  erected  by  the  same  archi- 
tecti  is  also  a  fine  design,  while  the  palace  of  the  grand  duke  in  Vienna 
shows  with  what  admirable  success  he  can  handle  Italian  architecture. 

The  English  display  consisted  of  designs  by  the  best  English  archi- 
tects, and  included  specimens  of  ecclesiastical  architecture,  municipal 
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institutioiis,  commercial  architecture,  and  of  buildings  erected  both  in 
England  and  her  colonies. 

There  was  nothing  very  remarkable  in  the  exhibitions  from  other 
conntrias,  although  many  of  them  were  very  creditable  to  the  architects 
by  whom  they  were  designed. 

AWARDS  IN  CLASS  FOUR. 

The  awards  of  Class  i  consisted  of  four  grades :  grand  prizes,  rtrst 
prizes,  second  prizes,  and  third  prizes,  corresponding  to  those  given  to 
painters  and  sculptors.  The  architectural  displays  in  the  park  were 
hors  coru>ours,  but  the  exhibitions  of  buildings  characterized  by  cheap- 
ness and  otlier  advantages  (class  93)  received  medals  of  gold,  silver, 
and  bronze,  the  Emperor  himself  receiving  a  grand  prize  for  workmen's 
houses. 

Only  three  grand  prizes  were  given  in  class  4:  One  to  Ancelet  of 
France,  one  to  Ferst«l  of  Austria,  and  one  to  Waterhouse  of  Great 
Britain.  The  first  prize  conferred  on  M.  Ancelet  was  for  his  restoration 
of  the  vm  a/ppia,  a  remarkable  work,  and  a  true  creation,  since  nothing 
remains  to  suggest  the  ancient  form  to  the  artist  but  huge  and  almost 
shapeless  masses  of  masonry.  The  Rrize  to  Mr.  Ferstel  was  for  the 
designs  of  the  church,  academy,  and  palace,  which  have  been  referred  to. 

Of  the  twenty-three  prizes  awarded  by  the  Jury,  France  received 
twelve ;  Great  Britain  four,  one  of  which  was  the  grand  inize  to  Water- 
house  ;  Austria  three,  one  of  which  was  a  grand  prize  j  Prussia  one ; 
and  Belgium  and  Switzerland,  each  one.  Among  the  twelve  French 
prizes,  nine  were  for  plans  for  restoring  ancient  monuments,  and  four 
only  (one  of  the  exhibitors  having  sent  at  the  same  time  an  original 
plan  and  a  plan  for  a  restoration)  for  original  designs.  The  eleven  prizes 
contributed  to  exhibitors  other  than  French  were  all  for  original  plans. 
This  want  of  originality  in  French  designs  displayed  at  the  Exposition 
cannot  be  ta-keu  as  an  evidence  of  the  inferiority  of  French  architects, 
while  such  buildings  as  the  market-house,  the  new  opera-house,  and  the 
church  of  the  Trinity  and  other  new  buildings,  attest  the  high  order  of 
their  architectural  ability.  It  is  explained  rather  by  the  fact  that  the 
most  eminent  architects  have  not  the  time  to  prepare  designs,  and  that 
those  exhibited  were  for  the  most  part  by  young  men,  and  are  the  natu- 
ral results  of  the  study  of  the  ancient  models  which  forma  so  large  a 
part  of  their  education. 

The  English  reviewers  of  the  architectural  displays  of  the  Exposition 
admit  the  great  superiority  of  the  French  drawings  over  the  English. 
The  methods  adopted  by  the  two  countries  are  very  different.  The 
English  designs,  after  those  of  the  French,  seem  like  miniatures,  and  are 
filled  up  witli  water  color  drawings,  with  bright  foliage,  clear  skies,  and 
figures  in  the  foreground,  to  bring  forward  the  jjcrspective  and  render 
the  picture  more  complete.  The  French,  on  the  other  hand,  make  use 
of  geometric  drawings  on  a  large  scale,  to  convey  to  the  observer  thp 
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idea  of  the  actual  architecture  and  composition  of  the  huilding.  The  love 
for  color  and  the  eiiriehmeut  obtained  by  introducing  human  figures  is 
expressed  in  the  elaboration  of  the  design  instead  of  being  thrown 
away,  architecturally  speaking,  on  the  landscape  of  the  picture. 

The  drawings  of  the  interiors  of  buildings,  exhibited  by  some  of  the 
French  architects,  are  apt  illnstrations  of  this  point,  which,  though  as 
pictures  they  could  not  be  compared  to  many  of  tlie  drawings  in  the 
English  department,  as  architectural  compositions,  containing  elaborate 
decoration  and  coloring,  were  vastly  superior. 

It  is  interesting  also  to  note  the  difference  in  the  styles  of  the  drawings 
exhibited  by  the  two  nations.  There  was  scarcely  a  design  in  the 
English  department  worthy  of  attention  where  the  author  had  attempted 
Italian  or  renaissance  treatment,  and  the  same  may  be  said  of  the 
French  department  in  regard  to  gothic  architecture.  While  the  English 
have  settled  upon  the  gothic  style  as  the  one  adapted  for  large  buildings, 
(as  the  ParUament  house  and  the  design  for  the  new  law  courts  show,) 
the  French  appear  to  have  discarded  it  as  a  style  which  has  reached  its 
full  development,  and  iu  the  study  of  which  no  further  advance  can  be 
made. 

The  designs  sent  by  G-reat  Britain,  thongh  they  were  rather  water- 
color  drawings  than  architectural  plans,  nevertheless  possessed  great 
merit  and  evinced  gi-eat  talent  in  their  authors.  They  were  aU  remarkable, 
and  the  poorest  possessed  great  beauty.  M.  Charles  G-amier,  the  archi- 
tect of  the  new  opera  house  in  Paris,  after  referring  to  the  more  striking 
features  of  this  display  sums  up  by  saying  that,  though  the  absence  of 
plans  and  geometrical  drawings  is  to  be  regretted,  and  though  the  arelii- 
tecture  of  Great  Britain  is  represented  by  water-color  sketches  and  per- 
spectives, one  is  forced  to  acknowledge  that  this  collection  does  the 
greatest  honor  to  the  artists  who  have  contributed  to  it. 

The  present  state  of  architecture  and  the  architectural  taste  of  differ- 
ent nations  of  Europe  is  concisely  epitomized  by  Professor  Donaldson  in 
his  report  on  the  architectural  designs  and  models  of  tlie  Exposition, 
and  as  generalizations  in  matters  of  art,  perhaps  more  than  on  any  other 
subject,  are  valuable,  only  when  made  by  one  who  has  pursued  it  as  a 
profession  or  as  a  recreation  it  has  been  thought  a<lvisable  to  present  in 
this  report  liis  conclusions.^ 

"  It  is  a  remarkable  circumstance  that  in  France,  and  most  of  the  con- 
tinental schools  except  the  Austrian,  gothic  architecture  seems  to  be 
ignored  for  modem  buildings,  unless  for  some  churches ;  and  (with  the 
same  reservation  of  Austria)  the  principles  of  that  style  are  not  thor- 
oughly understood,  and,  consequently,  the  treatment  of  the  parts 
evinces  an  absence  of  knowledge  of  the  principles  which  directed  the 
medieval  artist.  Very  fi'equently,  in  northern  Germany  and  in  France, 
there  is  in  the  modern  architecture  a  vagueness  of  idea,  and  an  attempt 

'  British  reports  on  the  Paris  Uiiiversal  Exposition,  vol.  ii,  p.  67. 
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to  produce  novelty;  but,  then,  in  the  former  it  is  an  adoption  of  the  Lom- 
bard or  Byzantine  as  a  basis;  in  France  the  classic  leading  features,  as 
cornices,  strings,  and  dressings,  are  pared  down,  and  there  is  inti'oduced 
a  profusion  of  iiorid  decoration,  and  a  coqueting  with  the  past  times  of 
the  conntry,  still  with  gracefulness  of  composition.  In  England  gothic 
architecture  has  assumed,  under  clerical  influences,  passession  of  the 
churches  and  of  the  ecclesiastical  buildings  connected  therewith,  such  as 
the  parsonage  house  and  the  schools;  and  in  provincial  towns,  from  a 
certain  reverence  for  tradition,  frequently  with  the  town  halls.  The 
commercial  arehitectiu'e  of  Paris  and  London  is  generally  Italian,  modi- 
fled  accordmgto  the  tastes  of  the  people;  rarely,  if  ever,  gothic.  Still,  it 
will  1)6  observed  that  there  are  noble  conceptions  of  noble-minded  men 
in  this  collection,  whose  ideas  cannot  be  fully  appreciated  by  drawings 
alone ;  for  it  is  only  in  the  building  itself,  when  carried  out,  that  all  the 
capacity  of  the  architect  for  his  work  can  be  thoroughly  realized.  Hence 
the  reluctance  of  many  able  men  to  imperil  their  hard-earned  reputations 
by  mere  drawings,  in  which  so  much  depends  upon  the  technical  skill 
of  the  draughtsman. 

"All  these  circumstances  in  modern  architecture  are  evidenced  in  the 
French  International  Exhibition;  and  the  result  shows  an  unsettled 
state  of  thought  and  intent  throughout  Europe;  a  transition,  but  to 
what  end  or  purpose  it  is  impossible  to  say.  Whole  nations  and  states 
have  recently  had  their  pohtical  transitions,  and  apparently  must  con- 
tinue to  have  them.  These  may  be  ruled  and  decided  by  some  deter- 
mined self-will  and  resolute  mind  of  a  sovereign  or  his  minister.  But 
there  is  no  such  dominant  physical  power  to  direct  the  intellect  of  art, 
and  unfortunately,  under  capricious  influences,  the  pure  seems  to  yield 
to  the  fantastic,  and  the  sound,  well  informed,  and  well  directed  frame 
of  mind  is  thrown  upon  the  wild  waves  of  the  rage  for  novelty." 

BUILDINGS  IF  THE  PAEK. 

As  a  feature  of  the  architectural  display  of  the  Exposition,  although 
not  entering  into  competition  for  prizes,  the  buildings  in  the  park  deserve 
uo  small  part  of  our  attention.  To  the  mere  observer  the  e.xhibition 
could  not  fail  to  be  attractive  and  interesting,  while  to  the  architect  a 
rare  opportunity  wa-s  afforded  of  studying  and  comparing  the  esisting 
types  of  national  architecture  by  buildings  which  were  the  exact  models 
and  representations  of  the  niost  perfect  specimens  of  their  kind.  Here, 
within  the  same  inclositre,  in  many  instances  standing  side  by  side, 
were  to  be  seen  the  grace&l  and  briUiant  buildings  of  the  east,  the 
rough  log  dwellings  of  northern  Europe,  the  gothic  church,  the  archi- 
tecture of  modern  Europe,  and  the  monuments  and  temples  of  antiguity. 

Some  of  the  most  striking  and  remarkable  of  these  buildings  will  be 
briefly  noticed.  Owing  to  the  peculiar  conditions  under  which  they 
wereerected,  and  their  ephemeral  character,  in  most  cases  the  full  details 
of  construction,  cost  of  materials,  and  of  the  completed  building,  though 
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not  uninteresting,  are  perliapa  ivitliout  mneli  pmctieal  value.  Tliey 
are  instructive  ebiefly  in  tlie  direction  of  design,  decoration,  and  the  use 
of  materials,  and  it  is  hoped  that  our  architects  and  constructors  may 
derive  some  advantage  from  the  descriptions. 

THE  emperor's  PAVILION. 

The  imperial  pavilion,  on  the  left  hand  side  of  the  grand  avenue  lead- 
ing to  the  main  entrance  of  the  Exposition  building,  was  one  of  the  most 
onginal  and  attractive  of  the  ornamented  strnctures  in  the  park.  It 
was  a  palaee  iu  miniature,  exquisite  in  its  details,  alid  luxurious  in  its 
interior  famishing,  and  was  designed  as  an  imperial  resting  place.  In 
its  external  aspect  it  was  decidedly  oriental;  yet  one  could  find  in  it,  on 
examinatioji,  something  to  recall  the  structures  of  imperial  Home,  of 
Moscow,  of  the  period  of  Louis  the  XIV  and  XVI,  of  the  first  Napoleon, 
and  of  the  Moors  of  Spain. 

It  consisted  of  a  central  building  siu'mounted  by  a  dome  and  flanked 
by  four  wings  or  projections,  with  rounded  ends,  and  the  whole  sur- 
romided  by  a  broad  veranda,  above  a  marble  terrace,  approached  on 
foiu-  sides  by  flights  of  marble  steps.  The  supports  of  the  broad  and 
highly  ornamented  veranda  consisted  of  bronze  lances  set  in  pairs  on 
each  side  of  the  steps,  and  inclined  at  an  angle  so  as  to  appear  like  poles 
supporting  a  tent  or  awning.  Each  lance  supported  an  imperial  eagle, 
in  bronze,  and  brazen  shields.  Eagles,  in  bronze,  guarded  the  steps  of 
the  chief  entrance,  and  an  enameled  terra  cotta  balustrade,  surround- 
ing the  terrace,  was  ornamented  with  vases  of  the  same  material  in' 
various  colors.  The  white  marble  steps,  and  the  floor  of  the  ten-ace,  in 
the  balcony,  were  curiously  inlaid  iu  colors.  Designs  were  first  deeply 
engraved  in  the  stone,  and  were  then  filled  in  with  colored  stones  or  a 
composition,  and  then  ground  down  so  as  to  give  the  efiect  of  elaborate 
mosaic  work.  This  had  a  very  pleasing  appearance,  and  the  work 
appeared  to  be  durable,  for  the  constant,  though  limited,  use  for  three 
months  did  not  produce  any  appreciable  effect  upon  it. 

The  quadrangular  portion  of  the  main  building,  which  rose  above  the 
balcony  and  supported  the  dome,  was  decorated  with  majolica  plates,  and 
the  dome,  in  Russian  style,  was  constructed  of  metal  and  highly  decorated. 

The  irames  of  the  lour  glass  doors  giving  access  to  the  interior  were 
made  of  wrought  iron,  and  the  principal  one  was  a  very  beautiful  speci- 
men of  workmanship  and  design.  It  was  finely  chiseled  and  is  said  to 
have  cost  sixteen  thousand  francs. 

This  building  was  about  twenty-sis  yards  (twenty  four  meters)  in  its 
longest  diameter,  and  sixteen  meters  in  its  shortest  diameter,  without, 
in  either  case,  counting  the  steps.  The  central  saloon  was  seven  meters 
square,  but  with  the  comers  cut  off,  so  that  it  was  octagonal  in  form. 
Four  magnificent  windows  of  plate  glass  gave  views  of  the  principal  por- 
tions of  the  park,  including  the  great  number  of  the  most  important 
buildings,-  and  with  the  crowd  of  visitors  of  every  nation  passing  and 
repassing  formed  a  most  pleasing  panorama. 
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The  walls  were  covered  witli  tlie  moat  magnificent  specimens  of  tapes- 
tiy  of  Nieully,  representing  various  subjects.  The  curtains  were  from 
the  manufactories  of  Lyons,  worked  in  tai>estry,  in  patterns  harmonizing 
with  the  other  decorations,  and  costing  twenty-five  dollars  a  square 
meter. 

The  cupola,  forty-five  feet  high  in  the  interior,  was  also  decorated  with 
allegorical  designs  worited  atMeully,  and  sustained  a  superb  chande- 
lier pendant  from  the  center. 

The  fumitnre,  of  the  most  elegant  design  and  materials,  was  supplied 
by  Messrs.  Duval  of  Paris,  and  was  intended  by  them  as  a  display  of 
their  skill  and  taste  as  decorators.  The  various  jiieces  were  modeled 
after  the  most  luxurious  articles  of  furniture  which  existed  at  the  time 
of  Louis  XIV. 

Immediately  adjoining  the  central  apartment  was  a  chamber  called 
the  Empress's  saloon,  also  Jitted  up  in  the  most  luxurious  and  tasteful 
manner.  The  walls  were  covered  with  the  finest  figured  satin,  adorned 
with  allegorical  gi'oupa  of  figures,  and  the  chaii'S  and  sofas  were  covered 
with  the  same  rich  material. 

A  piano  from  one  of  the  best  makers  of  France  was  provided,  and 
indeed  nothing  was  omitted  that  could  conduce  to  the  comfort  and  ease 
of  their  Imperial  Majesties  during  their  visits  to  tlie  Exposition.  The 
style  preserved  in  the  saloon  of  the  Empress  was  that  of  Louis  XVI,  and 
was  derived  principally  from  the  palace  of  Versailles  and  from  the  Tri- 
anons.    The  ceiling  was  painted  by  Voillemot. 

The  saloon  of  the  prince  imperial,  or  the  "  smoking  room,"  was  also 
fitted  up  in  the  most  superb  style,  and  in  a  manner  which,  with  all  the 
other  decorations  and  httings  of  this  building,  reflected  the  greatest 
credit  upon  the  skill  and  taste  of  Messrs.  Duval  of  Paris,  who  are  the 
proprietors  of  the  whole. 

It  was  not  possible  to  ascertain  tlie  cost  of  this  building.  It  was  erected 
in  a  few  weeks,  although  it  must  have  been  for  a  much  longer  time  in 
preparation.  At  the  close  of  the  Exposition  it  was  offered  for  sale,  with 
the  furniture,  for  seventy  thousand  dollars. 

PAVILION   OF   THE   EMPRESS. 

This  modest  little  pavilion  was  certainly  one  of  the  most  beautiful 
specimens  of  architecture  at  the  Exposition. 

The  idea  of  this  building  originated  as  follows :  Mr.  Henry  Penon ,  a 
manufacturer,  being  desirous  of  exhibiting  a  very  elegant  and  artistic 
carpet  of  some  two  hundred  and  sixty-five  square  feet  of  siu^face,  and 
being  unable  to  obtain  the  necessary  space  within  the  Exposition  build- 
ing, obtained  permission  to  construct  this  pavilion  in  the  park. 

The  designs  were  furnished  by  M.  Demimuid,  a  young  ai'cliitect  of 
great  talent,  and  numerous  contractors  and  manufacturers  contribut&l 
to  its  erection. 

The  design  of  the  architect  was  to  construct  a  building  of  polychroma- 
tic style,  which  by  the  brilliancy  and  variety  of  its  colors,  would  enliven 
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the  somber  a8i>ect  of  the  park,  but  would  still  be  solid  enoiigh  to  resist 
the  weather,  and  remain  unchanged  in  a  climate  as  variable  as  that  of 
Paris.    These  two  objects  governed  the  choice  of  materials. 

The  result  of  this  work  was  extremely  happy,  and  the  details  were 
irreproachable. 

The  pavilion,  which  was  sitixated  on  the  borders  of  the  lalce  in  the 
reserve  garden,  was  octagonal  la  plan,  and  was  elevated  three  steps  above 
the  walk.  Taking  advantage  of  the  descent  of  the  ground  on  the  oppo- 
site side  from  the  entrance,  a  balcony  was  thrown  out  which  overlooked 
the  lake. 

The  four  liirge  windows  from  within  had  the  appearance  of  four  large 
frames  containing  the  most  beautiful  landscapes  of  the  garden. 

The  construction  lines  of  the  pavilion  were  of  cut  stone.  The  plain 
surfaces  were  of  brick  of  three  colors — ^blne,  green,  and  yellow. 

The  frieze  was  made  of  temvcotta panels,  in  stone  frames;  the  orna- 
mentation was  upon  a  yellow  groundwork. 

On  each  opening  there  was  a  medallion  containing  the  letter  E  upon 
an  aziire  ground,  and  these  medallions  were  surmounted  by  an  impe- 
rial crown. 

The  carpentry  of  the  dome  was  of  oak,  covered  with  lead  and  slate. 

The  dome  was  surmounted  by  a  cornice  placed  about  one-quarter  of 
the  distance  above  the  base,  and  ornamented  at  each  angle  by  an  eagle, 
and  the  snmmit  was  surmounted  by  a  conical  ornament,  like  a  pine  cone, 
resting  on  a  sculptured  pedestal. 

The  slates  were  cut  circular  at  the  ends,  laid  so  as  to  look  like  the 
scales  of  serpents. 

The  balconies  were  in  wrought  iron ;  that  overlooking  the  lake  was 
particularly  graceflil  in  its  design  and  execution. 

The  decorations  of  the  interior  were  designed  and  executed  by  M.  Henrj^ 
Penon,  who  employed  all  the  artistic  ability  that  the  manufactory  he 
directs  could  command.  The  form  of  the  building,  the  character  of  the 
decoration,  and  the  ingenious  combination  of  light  and  shade  secured 
for  the  Empress  what  the  artist  intended — a  quiet  retreat  and  resting 
place  which  should  be  in  harmony  with  the  rural  and  quiet  scenery  of 
the  reserved  garden, 

The  carpet  was  of  velvet  tapestry,  the  geneiiil  tone  light,  and  the 
colors  blended  with  exquisite  taste. 

The  hangings,  which  were  of  satin,  were  ornamented  with  flgiu-es  of 
birds,  animals,  and  flowers. 

The  wood-work,  the  curtains,  the  ftirniture,  and  the  chandeliers  were 
all  ornamented  with  designs  of  fruit,  foliage,  and  flowers. 

The  cost  of  the  pavilion  and  its  decorations  is  said  to  have  exceeded 
two  hundred  thousand  francs,  (forty  thousand  dollars.) 

CHALET  OF  THE  COMMISSIOHBE  GEHEBAL. 

An  elegant  and  commodious  building  was  erected  in  the  park  for  M. 

Le  Play,  the  president  of  the  imperial  commission.    It  was  designed  and 
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executed  by  Huret  &  Sou,  architects  and  constructors.  It  ■was  one  of  tlie 
most  imposing  of  all  the  structures  in  the  park,  and  is  a  design  which 
seems  adapted  for  villas  in  the  Umted  States.  The  wood  engraving 
helow  gives  a  very  good  idea  of  the  appearance  of  the  exterior. 
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Chalet  of  tlie  Cor 

The  frame  of  this  building  was  made  of  wood  diagonally  braced  in  an 
ornamental  majiner,  witli  the  spaces  between  the  timbers  flUed  in  with 
plaster,  thus  leaving  the  timbers  exposed  to  view,  and  producing  a  very 
picturesque  eft'ect, 
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The  roof  was  broad  and  overhauging,  and  liiglily  ornamented  at  tlie 
eaves  aod  at  tUe  ridge  by  open  and  carved  woodwork. 

The  tower  at  cue  comer  served  as  a  main  entrance.  This  tower  was 
surmounted  by  a  broadly  projecting  roof  shading  a  balcony  which  snr- 
roanded  the  tower. 

The  chimnpy,  constructed  of  brict,  was  placed  on  the  outside,  and  rose 
iu  the  center  of  the  gable  end  of  the  main  building.  Graceful  verandas, 
in  the  Swiss  style,  extended  on  the  sides  of  the  main  building. 

The  appearance  of  the  interior  was  as  effective  as  the  exterior;  the 
lower  story,  which  was  about  three  feet  above  the  ground,  was  divided 
into  offices  for  the  members  of  the  committee,  but  the  second  floor, 
designed  for  the  council  chamber  of  the  commission,  was  in  one  room 
extending  to  the  roof,  and  impressed  the  visitor  by  its  great  size,  so 
unlooted  for  in  a  btiilding  which,  firom  the  outside,  seemed  to  be  dividetl 
into  numerous  sleeping  apartments.  The  omission  of  an  attic  floor,  and 
the  rich  carving  of  the  tie-beams  of  the  roof,  added  greatly  to  the  com- 
fort and  beauty  of  this  chamber. 

The  architects  during  the  Exposition  received  several  orders  for  modi- 
fications of  this  building  for  country  residences,  for  which  it  is  well 
adapted. 

THE  TURKISH  MOSQUE. 

The  mosque  at  Broussa,  built  by  Mohammed  I,  in  1412,  furnished  the 
plan  and  model  of  this  building.  It  was,  moreover,  in  its  dimensions 
about  the  size  of  the  mosques  seen  in  Turkish  villages,  and  may  be  con- 
sidered a  very  truthful  type  of  them.  The  interior  was  divided  into 
four  rooms.  The  one  first  entered  was  the  haJl,  where  the  worshipers 
take  off  and  leave  their  shoes  j  to  the  right  of  this  vestibule  wa«  a  very 
small  circular  room,  where  the  Zebil  or  sacred  fountain  is  placed.  On 
the  left  a  similar  chamber  contained  several  clocks,  which  indicate  the 
fives  times  of  prayer  observed  each  day  by  Mohammedans.  These 
rooms  were  closed  in  by  a  lattice-work  of  plaster  only,  being  with  that 
exception  open  to  the  exterior. 

This  building  had  also  the  minaret  from  which  the  worshipers  are 
called  to  prayer.  From  the  vestibule  the  visitor  entered  into  the  mosque 
proper.  Immediately  in  front  of  the  entrance  was  the  mirliab,  made 
of  and  covered  with  enameled  tiles,  and  decorated  on  each  side  by  large 
wax  candles.  This  mirlutb  marks  the  point  of  the  compass  which  directs 
to  Mecca,  and  before  it  the  faithful  kneels  and  adores.  To  the  right  of 
the  mirhab  or  altar  the  miniber  or  pulpit  was  placed,  from  which  the 
Iman  reads  portions  of  the  Koran. 

There  was  also  a  very  curious  luster,  formed  of  two  equilateral  trian- 
gles which  crossed  each  other,  and  from  which  innumerable  little  lamps 
hung.  This  luster  or  chandelier  was  suspended  from  the  interior  of  the 
cupola.  Tlie  floor  was  covered  by  a  rich  Turkey  carpet,  and  the  walla 
were  decorated  with  Turkish  inscriptions. 
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The  exterior  decoration  was  iieitlier  liandsome  nor  striking,  but  tlie 
form  of  tlie  building  itself  was  perfect,  being  a  model  of  one  of  tlie 
most  beautiful  mosques  in  Tnrkey,  and  following  the  proportions 
exactly,  though  on  a  retluced  scale. 

The  work  was  executed  by  M.  Flaitdrin.  The  edifice  itself  was  square, 
surmounted  by  a  dome,  and  adorned  by  the  towers  before  referred  to, 
and  by  the  minaret.    The  whole  building  is  well  worthy  of  attention. 

The  Moorish  or  Hispano-Arabian  type  of  architecture  furnisheiJ  the 
most  striking  buildings  in  the  park.  The  Ottoman  Empire  displayed 
the  Sultan's  kiosqne,  erected  by  M.  de  Parville.  Egypt,  a  sdemlik,  or 
summer  palace;  Tunis,  a  reproduction  of  the  Bardo;  and  Prussia,  a 
pavUion  erected  by  M.  de  Diebistch. 

The  Sultan's  kiosque  wiU  first  occupy  our  attention. 

THE   sultan's  kiosque. 

If  the  mosque  represented  the  severe  and  somber  architecture  which 
characterizes  the  buildings  of  the  first  Ottoman  dynasties,  this  Mosque, 
on  the  other  hand,  was  of  a  different  type,  and  furnished  a  natural  and 
easy  transition  to  the  highly  ornamented  architecture  of  the  Moors  and 
of  the  Spanish  Arabs. 

The  exterior  of  this  building  was  severe  in  form  and  generally  devoid 
of  or  ^mentation,  but  the  interior  revealed  all  the  luxury  of  color  and 
play  ot  light  of  which  tlie  Persians  are  so  fond.  The  edifice  was  copied 
from  one  of  the  many  summer  resorts  of  the  Sultan  which  are  to  be 
foun  1  0  the  Asiatic  side  of  the  Bosphorus.  It  consisted  of  two  por- 
t  0  s  tl  e  first  or  front  part  containing  a,  vestibule  and  servants'  apart- 
ments, and  the  second  or  principal  part  containing  a  large  square  recep- 
tion room.  The  front  is  wider  than,  but  not  so  deep  as,  the  principal 
Ijortion. 

The  approach  to  the  building  is  by  a  flight  of  steps,  and  a  covered  gal- 
lery 8i[pi)orted  by  plain  octagonal  wooden  columns  resting  on  square 
bases.  The  center"  arch  of  the  gallery  is  elliptical  in  shape,  while  those 
on  either  side  are  ogival,  terminating  in  a  point. 

The  windows  in  the  lower  range  were  rectangular,  wbUe  those  in  the 
range  above  were  ogival-shaped,  with  colored  glass  panes. 

The  exterior  of  the  square  portion  conforms  in  its  decoration  to  that 
of  the  rest  of  the  building.  The  distribution  and  shape  of  the  windows 
was,  however,  different.  The  exterior  presented  no  features  worthy  of 
imitation ;  but  on  entering  the  pavilion  the  visitor  was  surprised  and 
delighted  by  the  splendor  and  richness  of  the  ornamentation,  due  almost 
entirely  to  painting.  It  is  in  decoration  rather  than  in  architecture 
that  Persian  taste  has  reached  its  highest  development. 

The  ceiling  and  walls  were  divided  into  panels,  decorated  in  blue  and 
gold  aud  other  colors,  with  arabesque  patterns,  leaves,  and  flowers. 

The  light  penetrated  through  a  double  row  of  windows  with  colored 
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glass  panes,  while  tlie  rich  carpets  and  divans  gave  to  tlie  fipartmout 
the  richest  and  most  luxurious  appearance. 

The  Sultan,  during  his  visit  to  the  Exposition,  ordered  some  changes 
in  decoration  of  the  interior  of  this  building.  The  carpets  were  replaced 
by  ordinary  mattings,  and  the  divans,  which  were  covered  with  rich 
silk,  extended  only  on  the  side  of  the  wall  facing  the  entrance.  Sofas 
and  chairs  of  the  beautiful  inlaid  work  of  Constantinople,  covered  with 
Bagdad  tapestry,  were  substituted  for  the  divans  with  which  the  room 
■was  formerly  funxished.  An  elegantly  carved  table  was  placed  in  the 
center  of  the  room,  which  was  formerly  o(!Cupied  by  a  fountain. 

This  building  was  designed  and  executed  by  M.  Parvill^,  and  is  the 
result  of  his  careful  and  accurate  study  of  Persian  buildings — a  study 
which  he  has  entered  upon  with  enthusiasm,  aud  conscientiously  pur- 
sued. 

THE  EGYPTIAN  SALEJILIK. 

The  salemlik  of  the  Viceroy  of  Egypt  was  prepared  by  the  Egyptian 
commission  in  the  hope  that  his  highness  would  visit  Paris  during  the 
Exposition,  aud  in  order  that  he  might  have  a  palace  where  he  could 
receive  those  who  could  claim  the  privilege  of  paying  their  respects. 

The  salemliks  are  summer  palaces,  separated  from  the  ordinary  dwell- 
ings, and  used  as  apartments  for  visitors.  The  building  in  the  Champ 
de  Mars  is  divided  hito  two  parts,  a  large  exposition  hall,  which  is 
entirely  independent  from  the  salemlik  proper,  and  the  pavilion  of  the 
Viceroy. 

The  style  of  architecture  is  Moorish,  intermediate  between  the  kiosque 
of  the  Sultan  and  the  palace  of  the  Bey.  It  is  an  edifice  of  elegant  pro- 
portions and  brilliant  decorations.  A  fine  cupola  surmounts  it,  while 
the  capitals,  arches,  windows,  doors,  and  ceilings  are  excellent  specimens 
of  the  prevailing  architecture  of  the  building.  Over  the  entrance  gate 
is  seen  an  inscription  in  the  Arabic  character,  borrowed  from  the  Koran. 
It  is  an  invocation  to  God,  to  be  seen  quite  frequently  on  the  dwellings  of 
Mohammedans,  and  signifies — "O  Thou  who  openest  the  gates,  open  to 
uB  the  gat^  of  goodness." 

In  the  decoration  of  their  buildings  the  Moorish  and  Arabian  archi- 
tects have  always  shown  a  wonderful  fondness  for  geometrical  combina- 
tions. The  wholeornamentation  of  theMoorsisconstracted  geometrically, 
as  the  decoration  of  the  Alhambra  and  their  tbndness  for  mosaic*  testify, 
in  the  geometrical  forms  of  which  the  imagination  had  full  i>lay. 

Their  method  of  ornamentation  was,  however,  without  symbolism. 
This  the  religion  of  the  Moors  forbade;  but  the  want  was  more  than 
supplied  by  inscriptions  from  the  poets  and  from  the  Koi'an,  which, 
addressing  themselves  to  the  eye  by  their  outward  beauty,  at  once  excited 
the  intellect  by  the  difficulties  of  deciphering  their  curious  and  complex 
involutions,  and  the  imagination,  when  read,  by  the  beauty  of  the  senti- 
ments they  expressed,  and  the  music  of  their  composition. 
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This  iDuilding  afforded  excellent  exainplesof  this  peculiar  and  distinctive 
method  of  decoration.  The  ornamentations  of  the  salemlili  of  the  vice- 
roy were  executed  by  French  artists.  They  were  beautiful  specimens  of 
arabesques,  and  were  reproduced  in  the  most  creditable  manner. 

The  principal  room  in  the  palace  is  an  exact  copy  of  the  room  in  which 
the  viceroy  was  bom.  The  furniture,  the  hangings,  the  decoration  of 
the  walls,  the  fountain  in  the  center,  the  two  graceful  terraces  which 
communicate  with  the  garden,  and  the  rich  accessories,  give  a  very  faith- 
ful idea  of  Oriental  life  as  it  exists  to-day. 

Surrounding  the  principal  room,  which  is  lighted  by  a  dome  and  by 
large  windows,  are  four  other  rooms,  used  as  retiring  or  sleeping  rooms. 

The  metal  work  of  the  gates  and  doors  was  executed  in  Cairo  by 
Arabian  artists,  the  wood-worli  in  Paris,  from  Egj'ptian  designs. 

The  exterior  walls  were  painted  in  blue  and  whit-e  bands. 

Among  the  other  constructions  erected  by  the  Egyptian  commission 
was  an  okel  or  caravansary,  stables,  and  other  buildings.  These  oTcels 
serve  as  inns,  storehouses,  bazars,  and  wort-shops.  There  are  some 
features  of  the  present  building  which  are  not  to  be  seen  in  the  ordinary 
okels;  in  other  respects,  such  as  in  the  doors,  windows,  and  galleries,  it 
is  a  reproduction  of  buildings  actually  in  existence. 

Edifices  of  this  class  are  to  be  seen  in  Cairo,  and  particularly  in 
Assouan,  in  Tipper  Egypt,  where  the  excessive  heat  is  more  supportable 
in  the  interior  courts  of  these  buildings  than  in  the  streets  of  the  city. 

In  addition  to  the  stables,  which  were  erected  by  the  commission  of 
Morocco,  a  tent  of  camels'  hair-cloth  of  large  dimensions  was  exhibited. 

Ite  arrangements  show  that  the  art  of  constructing  and  furnishing 
movable  dwellings  of  this  kind  is  remarkably  well  understood. 

THE  PALACE   OF   TUB   BEY   OF   TUNIS. 


The  object  that  the  Tiuiisian  commissioners  seem  to  have  had  in  view 
in  the  construction  of  this  graceful  edifice,  situated  at  tiie  right  angle  of 
the  park,  was' the  truthful  representation  of  the  arts,  manners,  customs, 
and  manufactures  of  Tunis. 

The  facade  was  an  exact  reproduction  of  the  bardo,  a  summer  palace 
erected  near  Tunis. 

The  dimensions  were,  however,  much  smaller  than  in  the  original 
building,  though  the  exact  style  of  decoration  and  internal  arrangements 
were  preserved.  The  building  was  elevated  on  a  platform  or  basement, 
which  was  occupied  by  the  Tunisian  cal'6,  shops,  stables,  &c.  The 
approach  was  by  a  grand  staircase  guarded  by  six  lions  in  a  sitting  pos- 
ture, three  on  a  side.  The  veranda  projects  in  front  of  the  main 
building,  and  is  supported  by  six  columns  sui-mounted  by  cissoid-shaped 
arches.  The  center  arch  is  larger  and  higher  than  those  on  the  sides. 
The  tympanums  of  the  three  arches  and  the  angles  of  the  central  arch 
are  ornamented  in  open  work.  The  architraves  are  decorated  with 
inscriptions  in  golden  letters  on  a  blue  ground. 
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The  main  entrance  to  the  building  at  tiie  back  of  the  portico  is  sur- 
mounted by  a  richly  ornamented  arch,  corresponding  to  the  central  arch 
of  the  portico. 

The  floor  of  the  portico  is  surrounded  by  a  richly  carved  railing.  The 
wall  at  the  back  has  a  base  of  red  marble  supporting  two  large  panels  of 
polychromatie  fa'ience.  The  decoration  at  the  upper  part  consists  of  open 
work  panels  in  plaster. 

On  either  side  of  the  entrance  is  a  square  pa.vilion  surmounted  by  a 
dome.  The  lower  stories  of  these  pavilions,  which  are  used  in  the  origi- 
nal building  as  dens  for  wild  animals,  are  furnished  with  large  barred 
windows. 

This  entrance  to  this  palace  is  verj'  imposing.  Ascending  the  steps 
between  two  Tunisian  soldiers,  who  stand  here  as  sentinels,  you  enter  a 
fine  wide  hall,  on  the  left  of  which  is  the  guardhouse,  which  contains  a 
small  armory,  while  ai^oining  is  tlje  chamber  of  Sidi  Mv.sUjpha,  Khaz- 
madar,  who  filled  the  office  of  prime  minister  during  three  successive 
reigns.  This  room  opens  into  that  of  the  Bey,  thus  affording  the  minis- 
ter continual  access.  The  chamber  of  the  Bey  is  styled  heit-el-baeJm, 
and  is  lighted  by  peculiar  windows  called  moiicharabi,  a  sort  of  grating, 
by  which  light  is  admitted  through  a  trellis  work  of  plaster.  These 
openings  afford  a  full  view  of  all  that  passes  outside,  but  do  not  allow 
those  outside  to  see  what  is  within. 

There  is  a  deep  bay  window  in  this  hall,  where  the  Bey  sits  on  a  splendid 
ottoman  surrounded  by  his  court,  who  at  a  given  sign  disappear  and 
reappear  according  to  his  pleasure.  Nothing  can  exceed  the  rich  decora- 
tion of  this  room.  The  most  costly  ornamentation  of  the  East  has  been 
used,  and  the  light,  admitted  through  an  arabesque  open  work  suppoi't- 
ing  colored  glass  panes,  lends  richness  to  the  scene.  The  walls  of  this 
building  are  of  panefe  of  plaster,  richly  ornamented  at  the  upper  part; 
on  a  level  with  the  peristyle  is  a  Meze,  which  has  inscriptions  of  gold 
on  a  blue  ground. 

The  upper  part  of  each  pavilion  is  pierced  on  each  side  with  four 
ornamented  windows  with  arched  tops.  The  whole  is  surmounted  by  a 
dome. 

The  main  entrance  opens  into  a  vestibule,  on  tlie  right  of  which  is  the 
hall  of  justice.  This  apartment  is  decorated  with  panels  of  polychro- 
matic marble,  and  has  a  large  window  at  the  back.  Above  are  a  num- 
ber of  small  square  panels  in  arabesque  open  work,  ornamented  with 
colored  glass.  The  frieze  is  covered  with  inscriptions  representing  the 
ninety-nine  epithets  of  God,  and  that  of  Sidi  Sadeck,  (the  just  ruler.) 

The  cornice  supports  a  quadrangular  drum  pierced  with  four  arched 
windows  on  each  side,  decorated  with  open  work  and  colored  glass.  The 
cupola  is  cylindrical,  and  ornamented  in  the  same  manner. 

Opposite  the  hall  of  justice,  at  the  left  of  the  entrance,  is  the  museum 
or  armory,  ia  which  are  exposed  the  arms  worn  by  all  the  Beys  of  Tunis 
since  the  crusades. 
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From  the  vestibule  the  visitor  also  enters  the  jMfto,  or  central  open 
court-yard.  This  is  eiirroimded  by  a  covered  gallery,  the  roof  of  which 
is  supported  on  each  side  by  four  columns  and  three  arches,  the  larger 
one  being  in  the  center.  The  floor  of  the  gallery  is  coveted  with  bright 
colored  tiles;  the  columns  and  capitals  are  of  marble,  and  were  brought 
from  Tunis. 

In  the  center  of  the  court  wa«  a  four^tain.  The  walls  of  the  rooms 
were  ornamented  with  bright  colors,  while  the  furniture  consisted  of 
divans  and  rich  carpets — the  whole  forming  a  most  delightful  summer 
retreat. 

Beyond  the  summer  saloon  are  the  sleeping  apartments  of  the  Bey, 
furnished  in  the  most  luxurious  manner.  The  rest  of  the  space  is  occu- 
pied by  apartments  for  women  and  servants.  ■ 

In  the  rear  of  the  building,  parallel  with  the  fa^de  of  the  front,  is  the 
grand  saloon  of  the  Bey,  with  the  hjjll  of  honor  and  the  banqueting  haU 
on  either  side.  The  saloon  of  the  Bey  was  by  fai'  the  richest  in  the  build- 
ing, both  in  ornamentation  and  design. 

Tlie  prevailing  colors  employed  in  the  decoration  of  this  building  were 
bine,  yellow,  green,  and  red. 

It  may  be  said  that  the  interior  of  this  charming  edifice  offered  exact 
specimens  of  the  architectural  art  of  Tunis  in  its  most  elevated  type,  and 
tliat  on  the  outside,  also,  there  were  equally  good  exhibitions  of  some  of 
the  industries,  trade*,  and  arts  of  tlie  country. 

In  the  basement  of  the  building  there  was  an  Arabian  caf^.  Tliis  was 
a  faithful  copy  of  Tmiisian  establishments,  where  the  visitor  could  take 
a  cup  of  coffee  in  true  Orieut-iil  style,  the  powdered  coffee  and  the  liquid 
being  served  together;  a  drink  which  has  a  flavor  that  amateurs  well 
know  how  to  appreciate.  A  barber's  shop  was  fitted  np  near  the  caf6 ; 
the  rear  of  the  shop  containing  divans  where  the  customers  could  lounge. 
In  tlie  East,  the  barber  shops  are  the  rendezvous  of  loungers  and  gos- 
si])S,  and  correspond  to  the  European  club-rooms.  To  complete  this 
faithful  picture  of  life  in  Tunis,  there  was  a  long  row  of  graceful  and 
attractive  shops  filled  with  rare  eastern  productions.  The  merchant 
stood  in  the  center  of  his  shop  surrounded  by  his  goods,  smotiing  calmly, 
and  in  a  dignified  maimer,  his  long  schibonk,  condescending  uow  and 
then  to  wait  on  a  cnstomer. 

In  concluding,  a  just  tribute  should  be  paid  to  the  taleuts  of  the  archi- 
tect of  this  building,  M.  Alfred  Chapon,  by  simply  repeating  the  high 
compliment  paid  him  by  the  artisans  sent  ftom  Tunis  at  the  request  of 
M.  De  Leseeps,  to  assist  in  the  ornamentation  of  this  work.  When  told 
that  the  object  of  their  visit  was  to  assist  in  arranging  an  exact  repre- 
sentation of  Tunisian  art  and  industry,  they  replied,  "What  can  we  do! 
Everj-thing  is  done." 

One  of  the  most  interesting  features  in  the  erection  of  this  building 
was  the  bold  and  skillful  manner  in  which  the  artists  worked  and 
molded  plaster.     Their  only  tools  were  two  chisels  of  different  sizes. 
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No  drawing  was  made  in  advance.  Tte  artists  seemed  to  be  inspired, 
and  executed  figures  and  sculptures  of  the  most  complicated  pattenis 
mth  a  precision  and  regularity  that  surprised  every  beholder.  In  the 
openings,  pierced  through  the  plaster,  panes  of  colored  glass  were 
inserted  which  produced  the  most  fantastic  and  beaatiful  effects. 

The  four  structures  which  have  been  successively  noticed :  the  Turk- 
ish mosque,  the  Sultan's  kiosque,  the  Egyptian  salemlik,  and  the  palace 
of  the  Bey  of  Tunis,  wei-e  all  well  detiued  types,  and  ehaxacteristic  of 
the  different  systems  of  Mussulman  architecture — ^that  of  the  Ottoman 
seldjoucides,  that  of  the  Persians,  of  the  Moors,  and  of  the  Spanish 
Arabs. 

THE  GOTHIC  CHAPEL. 

On  entering  the  park  from  the  gate  of  tlie  biiilgo  of  Jena,  one  of  the 
first  buildings  which  attracted  the  visitor  was  the  Gothic  chapel.  This 
building  was  erected  at  the  instance  of  M,  Charles  L^veque,  glass 
painter  of  Beauvais,  and  originated  in  the  desire  to  bring  together  in  a 
prominent  position  a  collection  of  all  the  art  materials  which  are  used  in 
ecclesiastical  architecture.  In  this  respect  it  was  similar  to  the  archi- 
tectural court  in  the  English  section.  No  fewer  tha;u  seventy-one  indi- 
viduals and  firms  contributed  toward  tlie  erection  and  furnishing  of  this 
building.  Although  externally  the  building  was  open  to  advei'se  criti- 
cism, yet  iutemaliy  it  was  very  costly ;  though  perhaps  there  was  want- 
ing in  it  a  unity  of  design  which  woidd  necessarily  be  the  result  of  the 
manner  in  which  the  coUectiou  was  made.  The  floor  dis]jlayed  tiles  of 
different  colors  and  patterns ;  the  windows  were  filled  with  stained  glass ; 
the  arches  and  capitals  were  painted.  Each  chapel  had  an  altar  of  ele- 
gant design  and  workmanship.  The  sanctuary  was  inclosed  by  metal 
grilles,  while  specimens  of  carved  wood-work,  enamelled  shrines,  stalls, 
candelabra,  and  other  articles  which  are  used  in  the  famishing  of  a 
church,  were  to  be  seen  in  their  appropriate  places.  The  object  of  this 
exhibition  was  to  elevate  the  character  of  the  arts  employed  in  the  ser- 
vice of  the  church ;  and  the  cost  of  the  buUding  and  objects  displayed  is 
said  to  have  exceeded  two  hundred  thousand  francs  {forty  thousand 
dollars.) 

The  materials  of  which  the  budding  was  constiiicted  were  brick,  stone, 
and  plaster ;  the  roof  was  of  slates  of  different  colors,  and  was  furnished 
with  an  ornamented  metal  crest;  the  edges  of  the  arches  were  of  brick- 
work covered  with  plaster  moldings ;  the  columns  were  formed  of  pieces 
of  wood  surrounded  with  brick-work  and  coated  with  plaster ;  the  capi- 
tals of  the  columns  and  the  mullions  wei'6  of  the  same  material.  Very 
pleasing  effects  were  produced  by  the  use  of  this  material  at  veiy  mod- 
erate cost,  and  its  use  is  to  be  particidarly  rcconimended  where  poly- 
chromatic decoration  is  to  be  used. 
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THE  RUSSIAN  I 


The  buildings  seen  in  Russia  represent  many  different  styles  of  arehi- 
tectare.  The  older  edificeis,  with  their  cupolas  and  domes,  bear  the 
impress  of  the  Byzantine  school.  The  public  buildings  and  palaces 
are  specimens  of  retmaismncef  and  are  similar  to  those  seen  in  other 
countries.  The  truly  national  architecture  of  the  country  is  to  be  seen 
only  in  the  wooden  cottages  and  homes  of  the  peasantry  and  middle 
classes.  In  no  other  country  is  wood,  when  used  as  a  building  material, 
worked  and  ornamented  to  such  a  high  degree. 

All  the  buildings  and  structures  representing  Russian  architecture  in 
the  Champ  de  Mars  were  of  wood.  These  were  the  izba,  the  stables, 
and  the  fittings  and  decoration  of  the  Bussian  section  in  the  interior  of 
the  main  Exposition  building. 

The  izba  was  an  exact  specimen  of  the  peasants'  cottages  of  Russia, 
such  as  are  seen  at  Moscow  and  other  places.  Its  details  of  ornamenta- 
tion, however,  were  not  so  carefuUy  executed  as  they  often  are  in  that 
country.  The  izba  is  formed  of  two  houses  united  by  a  kind  of  shed. 
They  are  built  of  logs,  hewed  or  sawed,  and  in  this  respect  are  like  the 
log-houses  of  Swedeu,  Norway,  and  some  parts  of  Austria.  The  roofs 
are  steep  and  overhanging,  and  are  highly  ornamented  by  cut  wood- 
work. 

Oneof  the  houses  is  entered  by  four  steps  under  averanda  supported  by 
four  columns  as  posts.  The  other  house  ia  without  a  verauda,  but  has 
an  artistically  cut  balcony  extending  along  the  entire  front  just  above 
the  eaves  of  the  roof. 

The  first  story,  or  ground  floor,  the  ceiling  of  which  is  very  low,  is 
lighted  by  three  small  windows,  and  is  used  for  housing  the  cattle.  The 
second  story  ser\'es  as  the  habitation  of  the  family.  The  stairway 
is  outside  of  the  building,  protected  by  the  shed  which  covers  the  en- 
trance to  the  courtyard.  The  upper  story  is  divided  into  two  rooms,  a 
large  and  small  one,  the  interior  of  which  is  lined  with  dressed  boards, 
in  many  cases  smoothed  and  x>olished  with  sand. 

In  these  buildings  the  wood- work  was  not  painted,  though  in  Russia, 
especially  in  the  interiors,  the  carved  wood- work,  as  well  as  the  casings 
of  the  windows,  and  the  shutters,  are  usually  painted,  and  often  in  strong 
colors — red,  yellow,  and  blue. 

One  of  the  houses  is  called  the  letaik,  and  is  used  by  the  family  as  the 
summer  home,  but  at  other  times  as  the  storehouse.  It  contains  only  a 
single  room,  raised  a  little  above  the  ground. 

The  ornamentation  of  the  izba  is  generally  done  by  the  proprietor 
himself,  and  is  sometimes  of  the  most  elaborate  character.  The  ridge 
of  the  roof  is  always  ornamented  j  the  casings  of  the  gables  project 
above  and  below,  and  are  carved  at  the  top  in  the  form  of  horaea'  heads 
turned  inwards  toward  each  other.  This  style  of  decoration  is  very  an- 
cient, and  has  been  explained  by  the  fact  that  the  horse  was  held  sacred 
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by  the  ancient  Scythians,  The  lower  ends  or  extremities  of  the  casings, 
which  extend  some  distance  beyond  the  roof,  are  also  highly  orna- 
mented. Carved  pendants  also  extended  from  the  ridgepole  at  the  gable 
end  of  the  house. 

In  the  Eussian  section  models  of  the  existing  architecture  of  Eussia^ 
adapted  to  its  various  climates,  were  also  displayed.  In  the  northern 
provinces  the  izbas  have  the  foundation  made  of  brick,  with  the  first 
storj-  of  logs  cut  in  the  usual  manner.  The  Utnik  serves  only  as  a  store- 
house, Theroof  is  made  of  dressed  planks.  In  the  central  provinces 
of  Eussia,  the  buildings  are  made  entirely  of  wood ;  the  ornamentation 
is  much  more  abundant,  and  the  sheds  and  balconies  are  usually  covered 
with  thatch.  In  the  southern  portions  of  the  country  the  izbas  are  built 
of  masonry,  and  very  little  carved  wood  is  used.  The  roofs  are  always 
thatched,  and  the  ground  floor  is  generally  surrounded  by  a  veranda 
covered  by  the  projection  of  the  roof,  and  supported  by  rustic  wood- 
work instead  of  posts  as  at  the  north. 

According  to  a  writer  in  the  Engineer,  "  The  building  of  a  peasant's 
house  of  the  plainest  kind  does  not  cost,  in  the  neighborhood  of  Mos- 
cow, Touia,  and  other  great  towns,  more  than  eighty  to  one  hundred  and 
forty  roubles ;  that  is  to  say,  from  twelve  to  twenty  pounds  sterling — mate- 
rials, labor,  furniture,  and  stove,  all  included.  The  furniture,  it  should 
be  explained,  consists  simply  of  one  large  table  and  benches  which  stand 
round  the  room  in  the  daytime,  and  form — ^two  put  together  with  a  hard 
matress  on  the  top — ^the  beds  of  the  fiimily  at  night,  except  in  the  coldest 
season,  when  father,  mother,  and  children  find  a  warm  comer  on  the  top 
of  the  stove,  which  is  nothing  more  than  an  oven  composed  of  bricks 
and  faced  with  ornamental  tiles.  To  explain  this  extraordinary  cheap- 
ness the  price  of  wood  must  be  stat-ed.  A  plank  of  best  fir  wood, 
twenty-one  feet  long,  eight  and  three-fourth  inches  wide,  and  nearly  two 
inches  thick,  costs  fifty  copecks,  or  seventeen  pence,  and  oak  is  only 
worth  from  two  shillings  threepence  to  three  shillings  tburpence  the 
cubic  foot.  The  wood  is  very  carefully  *  seasoned,  being  built  up  in 
stacks  with  interstices,  and  submitted  to  the  action  of  steam,  and  is  full 
of  turpentine  and  resinous  matters." 

The  walls  of  the  house  are  calked  like  the  deck  of  ships,  either  with 
the  large  moss  of  Eussia  or,  where  that  is  not  to  be  obtained,  with 
oakum,  and  the  calking  is  dressed  with  turpentine.  The  angles  are  filled 
with  a  cement  composed  of  lime,  cow  dung,  and  coarse  flour  or  meal,  and 
the  building  is  made  as  tight  as  possible. 

EUSSIAK  STABLES. 

The  Russian  stables  at  the  Expt»sition  represented  the  style  of  archi- 
tecture which  dates  back  to  the  seventeenth  century,  anterior  to  the  time 
of  Peter  the  Ureat,  The  ridge  of  the  roof  is  very  high,  and  is  ornamented 
with  a  lattice  work  of  wood,  forming  a  very  prominent  and  picturesque 
crest.    The  covering  of  the  roof  consists  of  planks  laid  in  three  courses 
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and  overlapping  like  shingles.  The  main  portion  of  the  stable  buildiiig 
projeets  so  as  to  form  a  porch,  whioh  is  supported  upon  wooden  pillars. 
The  doors  and  windows  are  rectangular  and  almost  square.  The  pedi- 
ment of  the  main  part  of  tlie  building  is  in  nnpainted  wood,  very  much 
carved,  and  ornamented  ivith  pendants.  The  casing  of  the  pediment  at 
the  upper  end  terminates  in  the  customai-y  carved  horses  heads,  while 
the  lower  end  projects  two  or  three  teet  and  is  curved  upwards  and  cut 
into  some  fanciftd  shape.  The  windows  are  divided  into  two  parts  by 
carved  supports.  The  roof  has  a  row  of  dormer  windows  much  more 
highly  ornaiaeuted  than  those  of  the  lower  story,  and  furnished  with 
carved  casings  and  ornaments  simihir  to  those  on  the  gables.  The  gables 
of  the  wings  are  covered  with  ornamental  carving.  The  casings  are  not 
only  carved  but  ftirther  enriched  by  decorated  bradiets  and  cross-ties. 

Another  very  interesting  specimen  of  purely  uational  archit«etnre  was 
the  entrance  to  the  Russian  section  in  the  interior  of  the  Exposition 
building.  It  was  a  type  of  the  interior  ornamentation  of  the  Muscovite 
palaces,  and  consisted  of  a  colonnade  crowned  with  a  highly  carved  border 
ornamented  with  polychromatic  decorations.*  The  ornamentation  and 
carving  of  wood  could  not  reach  greater  perfection  than  it  has  done  in 
this  instance,  nor  respond  better  to  the  requirements  of  fancy. 

All  these  structures  were  the  work  of  Eussian  artizans  sent  to  Paris 
for  the  purpose.  The  stable  is  said  to  have  cost  one  thousand  pounds 
sterling  in  Kussia, 

To  the  citizen  of  the  United  States  the  display  of  Eussian  buildings 
and  methods  of  ornamenting  wood  could  not  fail  to  be  interesting.  The 
two  countries  have  many  features  in  common.  Our  prairies  correspond 
to  the  steppes,  our  forests  to  hers,  and  our  climate  in  many  respects  is 
similar.  Constructions  adapted  to  the  necessities  of  life  in  Bussia,  and 
built  of  the  same  kind  of  material  that  we  have  at  command,  and  possess- 
ing a  peculiar  beauty  and  elegance  in  form  and  decoration,  and  withal 
cheap,  oft'er  many  useful  hints  to  our  architects  and  builders. 

THE   MOVABLE   COTTAGE. 

Messrs.  Waaser  &  Madin,  70  Avenue  St.  Ouen,  Paris,  exhibited  a 
very  picturesque  "chalet,"  the  general  style  and  appearance  of  which 
may  be  understood  by  reference  to  the  annexed  outline  tlrawing  from  a 
photograph.    Page  23. 

This  is  built  of  wood  and  so  framed  and  i-abbeted  together  that  it  can 
he  taken  down  at  any  time  without  injury  and  be  erected  in  some  other 
locality.  It  is  a  portable  house  which  can  be  moved  from  place  to  place 
as  the  owner  desires.  Even  the  elates  of  the  roof  are  movable,  being 
hung  in  their  places  upon  hooks. 

THE  BUILDINGS  OF   SWEDEN  AND  NORWAY. 

These  buildings,  like  those  of  Eussia,  were  entirely  built  of  wood.  The 
walls  were  squared  logs,  a  method  of  eonstrnctiou  which  it  -seems  has 
prevailed  in  these  countries  since  the  twelfth  century. 
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The  Swedisli  exhibit  was  made  by  the  royal  commissioD,  and  consisted 
of  a  Dalecarlian  house,  the  exterior,  the  mode  of  construction,  and  tlie 
interior  arrangements  of  which  were  copied  from  a  house  built  in  Dale- 
carlia  in  1309,  and  called  the  house  of  G-ustavus  Wasa,  who  took  refnge 
in  it  when  fljing  from  his  enemies  in  the  year  1520, 


\\  aaters  Portiilole  Cottage 

This  biiikliUj,  lests  on  i  foundation  of  m  isonij  The  ^illery,  which 
is  only  on  the  pnncipal  front,  is  supported  at  the  two  ends  by  the  pro- 
jecting beams  which  form  the  outer  waUs,  and  between  these  beams  by 
wooden  brackets.  A  winding  stairway  on  the  outside  of  the  building 
leads  to  this  gallery,  and  is  inclosed  in  a  semi-cylindrical  casing  covered 
with  large  shingles  cut  in  the  form  of  flsh  scales.  The  second  story  of 
the  house  is  covered  in  the  same  manner.  On  the  ground  floor,  the  ceil- 
ing of  which  is  quite  low,  are  three  rooms,  one  of  them  fitted  up  as  a  pri- 
mary school-room,  while  the  others  form  the  annex  of  the  Swedish  sec- 
tion.   The  ivindows  ai-e  formed  of  small  square  panes  of  glass  set  in  lead. 

The  roof  was  of  boards  and  birch  bark,  covered  with  earth,  in  which 
lichens  and  mosses  were  planted.  The  whole  building  was  noticeable  for 
the  absence  of  ornamentation.  The  style  was  simple,  primitive,  and 
characteristic. 

The  Norwegian  house  is  similar  in  many  respects  to  that  from  Sweden. 
This  building,  which  rests  upon  blocks  of  wood  six  inches  in  height,  is 
built  of  squared  logs  notehed  at  the  ends  and  projecting  at  the  corners 
in  the  usual  manner.  A  gallery  supported  by  the  projecting  ends  of  the 
beams  and  by  brackets  sarTounds  the  second  story  of  the  house.    This 
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and  the  staircase  leading  to  it  are  covered  by  tlio  projecting  roof,  and 
are  richly  ornamented  by  wood  carvings. 

THE  ENGLISH  COTTAGE. 
The  English  cottage,  with  its  many  gables  and  ornamented  roof,  was 
one  of  the  first  buildings  that  arrested  the  attention  of  visitors  who 
entered  from  the  bridge  of  Jena.  It  stood  nearly  opposite  the  imperial 
pavilion,  and  was  erected  by  the  British  commission  as  an  example  of 
the  English  cottages  that  are  found  in  the  subm-bs  of  London  and  other 
great  cities  of  the  kingdom.  It  was  only  one  story  in  height  and  was 
modifled  considerably  in  its  plan  and  construction  from  that  of  a  dwell- 
ing, in  order  to  give  a  good  opportunity  for  the  display  of  various  meth- 
ods of  ornamenting  and  finishing  the  walls,  both  of  the  exterior  and 
interior.  A  part  of  the  walls  were  of  brick,  another  portion  of  b^ton, 
and  other  portions  were  covered  with  incised  plaster  with  slates  and 
tiles,  or  with  ornamental  planter  work.  The  roof,  also  showed  a  great 
variety  of  styles  of  slating  and  of  ornamenting  with  iron  work. 

The  interior  was  not  divided  into  rooms  or  chambers,  but  was  devoted 
to  the  display  of  various  forms  of  apparatus  for  heating  and  lighting  and 
for  cooking.  The  walls  also  were  adorned  with  many  brilliant  and  hean- 
tiful  specimens  of  ornamental  encaustic  and  enamelled  tile  work  from 
the  principal  British  establishments.  The  floor  was  also  laid  with  tiles 
in  a  great  variety  of  styles. 

THE  SWISS  CHALET. 
This  building  was  erected  by  Messrs.  Kaffer  &  Co.  as  a  specimen  of 
their  work,  and  possessed  all  the  picturesque  features  of  a  Swiss  chalet 
modified  to  meet  the  necessities  of  a  modern  conntry  house. 
It  was  thirty-four  feet  six  inches  long  and  sixteen  feet  four  inches  in 
j^  breadth.    It  was  bnilt  of 

wood  with  double  waits, 
and  would  be  wai'm  in 
ivinter  and  cool  in  sum- 
mer. The  building  on  ex- 
hibition had  no  fire-places, 
but  they  might  be  easily 
added.  The  heightof the 
building  was  such  that  the 
architect  was  enabled  to 
cover  it  with  a  wide  over- 
hanging roof  without  in- 
terfering with  the  light, 
an  inconvenience  often 
.  found  in  Swiss  edifices  of 
this  description.  On  the 
ground  floor  there  were 
wvered  passages;  on  the  second  story  beautiful  verandas;  all  protected 
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by  the  roof,  which  was  covered  with  tiles.  A  double  staircase  with  liighly 
ornamented  balustrade  led  to  the  front  entrance.  The  center  window 
opened  into  a  large  dining  or  billiard  room.  The  walls  and  ceilings  were 
covered  with  carved  wood.  There  was  also  a  side  entrance  for  sei-vants, 
and  a  back  entrance  leading  to  the  garden.  In  addition  to  the  dining- 
room  there  were  two  other  excellent  rooms,  one  of  which  might  sen'e  as 
a  kitchen,  and  one  as  a  breakfast-room.  The  passages  were  mde,  lofty 
and  aiiy.  On  ascending  to  the  second  story  the  visitor  found  two  mod- 
erate sized  drawing-rooms  with  folding  doors,  a  good  bed-room  and 
dressing-room  in  front,  and  two  excellent  bed  chambers  in  the  rear.  All 
these  opened  on  verandas.  On  the  second  floor,  or  third  story,  there 
were  tbur  good  rooms  for  servants,  thus  affording  ample  room  for  a  mod- 
erate sized  family.  All  the  mndows  were  provided  with  Venetian  shut- 
ters, painted  green  or  red  according  to  the  taste  of  the  occupant.  Noth- 
ing could  exceed  the  pretty  appeai-auce  of  this  chalet,  which  was  con- 
structed iu  such  a  manner  as  to  be  a  pleasant  residence  throughout  the 
j'ear.  It  was  free  from  damp,  being  elevated  three  feet  from  the  ground, 
and  was  sti'ongly  bnilt  and  air-tight.  TUe  price  asked  for  this  building 
by  the  architect  was  thirty  tiionsand  francs,  or  six  thousand  dollai's. 

THE  TEMPLE  OF  XOCHICALCO. 

As  a  type  of  the  architecture  of  one  of  the  moat  interesting,  and  at  the 
same  time  one  of  the  least  known,  of  extincfc  races,  a  model  of  this  tem- 
ple was  erected  in  the  Champ  de  Mars. 

It  was  claimed  for  this  structure  that  it  was  a  faithful  restoration  of  a 
monument  found  about  twenty-three  leagues  southeast  of  the  city  of 
Mexico,  and  descril>ed  by  Alzate,  Humboldt,  and  others.  This  restora- 
tion was  made  under  the  direction  of  M.  L^on  M6th6din.  A  broad  quad- 
rangular terrace,  with  a  pyramidal  base,  supported  in  the  center  a  pyra- 
midal building  with  a  truncated  summit  and  an  ornamented  cornice. 
The  entablature,  or  vertical  border  of  the  terrace,  was  decorated  by 
boldly-cut  hieroglyiihics  in  relief.  A  broad  flight  of  steps  on  one  side 
led  to  tlie  front  of  the  buildmg,  whei-e  a  copy  of  tlie  colossal  statue 
found  at  Teolihuacau  was  placed,  and  copies  of  other  objects  of  interest 
to  archseologista. 

The  upiier  story  in  the  original  was  in  a  state  of  utter  rain ;  but  it  is 
claimed  that  the  fallen  stones  were  found  in  svifflcieot  numbers  to  enable 
M.  M^th^din  to  make  a  reliable  restoration.  It  is  admitted,  however, 
that  four  notable  modifications  were  made  in  this  reproduction: 

Pirst.  The  grand  staircase  has  been  made  easier  of  ascent,  for  the 
convenience  of  visitors. 

Second.  The  terrace  upon  which  the  temple  stands,  and  which  was  of 
masonrj-  in  the  original,  is  here  constructed  of  carpentry,  and  used  to 
exhibit  numerous  objects  brought  from  the  Crimea,  Egypt,  Italy,  and 
Mexico  by  M.  Metli^diu. 
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Third.  Glass  paaes,  painted  with  designs  drawn  from  ancient  manu- 
scripts, All  the  openings  which,  in  the  original,  allowed  the  air  to  ent-er 
unobstructed. 

Fourth.  The  inteiior  walls  were  hung  with  Egyptian  tapestry  brought 
from  Thebes. 

This  curious  collection  bore  the  inscription  "Missions  scientijiques  et 
arUsUques  de  LSon  MSbMdin  dans  les  dettnn  inondesP 

The  most  ancient  monuments  of  the  Toltees  were  pyramidal  in  form, 
and  were  usually  surrounded  by  an  incloaure.  The  top  of  the  pyi'amid, 
on  which  tbe  temple  or  teocallis  was  placed,  was  i-eached  by  a  broad  and 
imposing  flight  of  steps,  furnished  sometimes  with  a  bsdustrade.  The 
int-erior  of  the  temples  was  adorned  with  hieroglyphics  in  relief,  and  not 
cut  into  the  stone,  as  in  Egyptian  monnment-s. 

The  temple,  or  teocallis,  frequently  covered  a  subt-erranean  apartment. 
The  temples  of  Cholula  and  Xoehicalco  are  the  most  celebrated  and  best 
preserved  specimens  of  this  ancient  mode  of  building. 

The  latter  is  an  immense  conical-shaped  rock,  cut  into  five  steps  or 
courses,  the  sides  of  wliich  are  revetted  with  masonry.  On  the  summit 
is  the  teocallis,  the  exterior  walls  of  which  are  coveted  with  sculptures 
of  life-size,  representing  men  and  animals.  The  gates  are  rectangular 
or  trapezoidal,  similar  to  those  of  Egyptian  temples.  The  interior  hall 
has  a  flat  roof.  There  were  no  windows,  light  and  air  being  admitted 
only  through  the  door.  In  some  temples  of  this  kind  there  were  col- 
umns, entirely  devoid,  however,  of  ornamentation.  If  pillars  were  neces- 
sary for  the  purpose  of  support,  they  were  cylindrical,  and  without  capi- 
tals, the  weight  of  the  roof  resting  on  the  plinth. 

The  plan  in  the  Ohamp  de  Mars  differed  in  many  important  particulars 
from  the  original  monument,  the  details  of  its  construction  being  made 
subservient  to  the  purposes  for  which  it  was  used,  as  already  noted. 

Among  the  objects  displayed  were  authentic  casts  of  the  statue  of  the 
sun,  of  the  divinity  of  death,  and  of  the  great  zodiac  of  Dend^rah.  Copies 
of  the  troughs  of  stone,  which,  iu  the  Aztec  temples,  were  used  to  receive 
the  blood  and  heart  of  the  victims  of  the  sacriflces,  and  other  otijecta  of 
interest  to  the  antiquary  and  archaeologist,  were  also  exhibited. 

THE  EOUSIANIAH  CHURCH. 

The  building  in  the  park  was  only  a  partial  reproduction  of  the  chapel 
of  the  Greek  monastery  of  Ktirtea  WArgis,  in  Wallachia,  following  the 
original  in  internal  decoration  but  not  iu  plan.  A  model,  however,  of 
the  original  iu  the  gaUery  of  the  History  of  Labor,  gave  the  visitor  an 
excellent  idea  of  the  pecnliai'  teatures  of  this  interesting  mouumeut.  As 
this  building  is  one  of  the  most  remai-kable  specimens  of  Byzantine 
architectiu'e  in  existence,  a  brief  description  of  it  is  presented. 

The  Byzantine  style  of  architecture  reached  its  culminating  point  in 
the  brilliant  reign  of  the  Greek  Emperor  Justinian,  and  since  that  time 
it  has  not  undergone  any  important  modifications  cither  in  construction 
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or  decoration.  In  faet,  it  fell  rapidly  into  conventional  stiffness,  empty 
formalism,  or  simple  mechanism,  stripped  of  all  its  creative  energy,  and 
became  so  scrupuloosly  attaclied  to  early  traditions  fiiat  all  the  vigor 
and  strength  which  predominated  iiuder  Justinian  was  lost.  Tiierehave 
been,  nevertheless,  many  attempts  to  break  from  the  narrow  lines  of 
traditional  art,  and' to  open  a  new  road  in  the  construction  and  decora- 
tion of  church  edifices,  though  it  must  be  said  that,  in  the  Greek  church 
at  least.,  there  is  little  to  be  hoped  for  in  this  dii-eetion.  Among  these 
attempts  the  chapel  of  the  monastery  of  Kurtea  WArgis  must  be  consid- 
ered as  the  most  snceessfiil. 

The  recent  occupation  of  the  provinces  ou  the  Danube  by  the  Austrian 
troops  has  brought  this  edifice  to  light.  Its  existence  up  to  that  time 
was  unknown  to  architects,  and,  on  account  of  the  many  new  features  it 
presents,  cannot  fail  to  be  considered  of  importance. 

The  credit  of  first  calling  the  attention  of  the  public  to  this  building 
is  dne  to  Count  Coronini,  and  a  full  description  of  it  was  published  in 
the  fourth  volume  of  the  Anunaire  de  la  Commission  Centi'ale  Autriehi- 
enne  des  Monuments  Historiques.  We  are  indebted  to  the  brochure, 
published  by  M.  Louis  Eeissenberger,  for  most  of  the  facts  and  details 
here  given. 

This  edifice  is  supposed  to  have  been  built  about  the  commencement 
of  the  sixteenth  centurj-,  but  it  has  been  adorned  and  beautified  since 
that  time  by  many  of  the  rulers  of  the  province  in  which  it  is  situated. 

The  architect,  instead  of  following  the  usual  form  of  Eyzaullne 
churches — that  of  a  rectangle  or  square,  in  which  a  Greek  cross  is 
inscribed — has  given  to  a  portion  only  of  the  exterior  of  the  church  the 
shape  of  a  cross,  while  in  another  portion  lie  has  preserved  the  tradi- 
tional square.  This  square  portion  is  surmounted  by  a  cupola,  supported 
in  the  interior  by  twelve  pillai's,  and  is  joined  to  the  cross-shaped  por- 
tion of  the  building,  which  is  also  snrmouuted  by  a  cupola,  so  as  to  cut 
off  one  of  the  arms  of  the  cross,  Tlie  polygonal  termination  of  the  arms 
of  the  cross  is  also  a  peculiar  feature. 

This  arrangement,  by  means  of  which  the  architect  seems  to  have 
intended  to  iinite  the  architectural  tbrms  of  the  East  with  those  of  the 
West,  is  considered  to  be  ferUlty,  It  is  said  to  lack  the  idea  of  unity, 
which  should  always  prevail  id  architecture,  and  that  the  grand  efi'eeta 
which  characterize  the  Byzantine  churches  of  an  earlier  period  are  lost. 

The  front  of  the  building  is  further  ornamented  by  two  smaU  cupolas 
resting  on  cylindrical  drums,  pierced  with  light  nanx)w  windows,  wind- 
ing obliquely  around  the  drums  at  an  angle  of  70°  with  the  horizon, 
which  gives  them  a  spiral  form. 

The  interior  is  constructed  of  brick,  and  the  exterior  of  ordinary  Ume- 
stone.  Brick  was  preferred  for  the  interior,  inasmuch  as  it  gives  the 
best  surface  for  the  reception  of  mortal'  upon  which  in  all  Greek  churches 
frescoes  are  painted. 

The  limestone  gives  to  the  building  a  soft  and  agreeable  tint,  and  is 
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a  material  which  could  be  readily  carved  into  rich,  and  effective  orua- 
ments. 

The  external  decoration  seems  to  have  been  borrowed  from  Arabiaii 
and  Moorish  architectnre,  and  ia  characterized  by  its  lightness  and 
variety.  There  are  two  rows  of  windows,  the  lower  ones  being  rectangu- 
lar and  very  narrow,  while  those  above  are  circular  openings,  partly 
closed  by  arabesque  tracery  in  open  work  cut  in  stone.  A  rich  cornice 
supports  the  roof,  and  the  upper  and  lower  panels  into  which  the  exte- 
rior elevation  is  divided  are  separated  by  a  carved  fewws,  which,  in 
buildings  of  this  character,  is  generally  painted. 

Although  the  exterior  of  the  church  is  distinguished  by  a  richness 
and  abundance  of  decoration  of  the  most  varied  character,  the  interior 
does  not  display  any  great  novelty  or  attractive  feature  either  in  archi- 
tecture or  ornament. 

The  walls  are  almost  perfectly  plain,  and  their  tone  is  scarcely  height- 
ened by  the  paint  frescoes  which  cover  them.  Even  the  twelve  columns 
in  the  principal  part  of  the  church  which  support  the  cupola  are  but 
slightly  ornamented.  The  external  beauty  and  rich  decoration  of  the 
church  leads  the  visitor  to  expect  more  costly  and  hidden  beauties 
within ;  this  expectation  is  not  realized,  but  the  severity  of  the  interior 
and  the  dim  light  which  pervades  it,  the  absence  of  all  beautiful  forms 
which  might  attract  the  eye  and  divert  the  attention  are  accepted  as 
fitting  accompaniments  to  contemplation  and  religious  thought.  The 
btdlding  as  a  whole  is  a  most  interesting  monument,  and  is  well  worthy 
of  attention  and  careful  study. 

JAPANESE  AND  CHINESE  HtllLDINGS. 


There  were  several  htrilrioj 


Tie  J'lpmie  Temple, 
s  of  wood  I  lated  m  pairs  at  the  corners. 


examples  of  the  peculiar  architecture 
of  the  Japanese  and  of  the 
Chinese.  Of  the  former,  the 
most  notable  was  a  complete 
Japanese  cottage  in  the  park, 
surrounded  by  a  garden  in 
the  appropriate  style.  A  very 
good  example  of  the  curved 
a  'd  highly  ornamented  tile- 
ro^ered  roof  of  the  temples  of 
that  country  was  placed  in  the 
outer  gallery  of  the  building, 
near  a  model  of  a  temple  from 
8iam,  and  the  model  of  the  Eou- 
maniau  church.  This  roof  was 
supported  upon    iight,   simple 
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CHAPTEE   II. 
MATERIALS   AND   METHODS   OF   CONSTRUCTION. 

Great  variety  of  buu-dikg  materials  displai-ed  at  the  exposition— Iron  beams 

AND  GIEDKRS — AltTIFICIAI,  STONES  AKD  CONORETES — BlJILMNGS  IN  PARIS ChARACTBB 

OF  THE   STONE   USED — METHODS   OF  CONSTRUCTION   IN   PAWS — B^TON  COIGNBT  AND 

CONCRETE — Methods  of  BinLDiNG  walls  with  concrete — AitTiPiciit  stone — 
Eahbome's  artificial  stonb^Nicoll's  new  WAii  slabs — The  m 
Tiles  for  floors  and  walls — English  tiles — Tiles  of  fhance,  e 
COUNTRIES— Terra  cotta,  its  advantaoes— Ornamejxtal  w 
EoOFiNG  Materials— Roofing  felt— Use  of  paper  a 

French  joiners'  work — Inlaid  floors— Parquetry. 

L— EXTEST  OF  THE  EXHIBITIOK  OF  BUILDING  MATEEIALS. 

The  descriptions  of  tie  buildings  in  the  park  serve  in  a  measure  to 
indicate  the  nature  of  the  materials  used  and  the  metJiods  of  construc- 
tion in  various  parts  of  Europe,  but  fail  to  show  what  they  are  in  the 
great  cities. 

It  cannot  be  claimed,  perhaps,  that  any  very  important  novelty  iu  the 
nature  of  materials  used  for  building  was  shown  at  the  Exposition,  but 
the  variety  of  materials  was  very  great,  and  in  those  dependent  upon 
the  arts  or  improved  methods  of  manufacture  a  very  notable  advance 
was  evident. 

In  Iron  beams  and  girders,  for  example,  the  great  size  which  can  now 
be  given  to  them  by  improved  machineiy  and  methods  of  rolling,  per- 
mits the  rivetted  girder  to  be  replaced  by  those  in  one  solid  piece. 
Messrs.  Petin  Gaudet  &  Co.  exhibited  a  beam  over  thirty-two  feet  long 
and  thirty-nine  inches  wide,  and  another  twelve  inches  wide  and  over 
one  hundred  and  six  feet  long.  Another  establishment  showed  beams 
over  forty-three  inches  wide, 

In  building  stones  and  ornamental  stones  of  all  kinds  the  exhibition 
was  remarkably  rich.  There  were  masses  of  cut  and  polished  granites 
from  Scotland  and  Cornwall,  and  poi-phyries,  syenites,  serpentines,  and 
ornamental  marbles  from  nearly  aU  parts  of  Europe. 

There  were  numerous  displays  of  artificial  stones,  concretes,  b^ton 
coignet,  cements,  bricks,  solid  and  hollow  and  molded  in  various 
forms;  terra  cotta,  for  construction  and  for  ornaments;  tiles  of  all 
kinds  for  roofe,  drains,  floors,  and  walls ;  slates  of  various  colora  and 
forms,  cut  with  remarkable  precision ;  felt  and  other  materials  for  roof- 
ing; timber,  boards,  moldings,  and  shingles,  and,  indeed,  almost  every 
material,  raw  or  manufactured,  that  is  used  in  construction. 

It  is  impossible  to  describe  all  these  materials  within  the  limits  of  this 


.A_iOOg[c 


32  PARIS    UNIVERSAL    EXPOSITION. 

report,  and  some  of  tlie  more  itiiportant  and  least  k]ioffn  only  will  be 
noticed. 

In  general,  the  buildings  in  Paris  and  tbe  cities  of  Europe  are  more 
substantially  Eind  solidly  bailt  tban  tbose  in  tlie  United  States.  Com- 
paratively little  ■wood  is  used.  Ii'on  replaces  wood  tt>  a  great  extent  for 
floor  beams,  girders,  and  for  roofs.  In  connection  witb  bricks  and  con- 
crete, ajid  with  tlie  remarkable  monolithic  i^ieces  obtained  by  b6ton 
coignet,  it  forma  solid  and  flre-i)roof  floors  and  roofs  as  durable  and 
indestructible  as  stone  itself. 

Stairways  are  constructed  of  atone  or  brick,  and  the  balustrades  are 
made  of  iron.  A  great  result  of  this  ailbatantial  method  of  eouatruc- 
tiou  is  the  comparative  freedom  from  destructive  fires,  such  as  in  the 
United  States  annually  destroy  vast  amounts  of  property.  The  fire 
risk  is  so  much  lessened  abroad  by  this  superior  construction  that  insur- 
ance is  remarkably  cheap. 

H.— BUTLDISC;  IS  PAKTS. 
MATERIALS. 

The  city  of  Paris  is  fortunate  in  having  at  command  inexhaustible 
supplies  of  excellent  building  materials,  particularly  a  calcareous  stone, 
vfhich  baa  a  pleasing  color,  a  fine  grain,  and  uniform  texture,  compara- 
tively light  yet  enfficiently  strong,  and  which  can  be  easily  worked  into 
any  desired  shape.  It  is  so  tractable  under  the  chisel  tliat  it  invites 
decoration,  and  has  led  to  the  existence  of  a  cIe^s  of  decorative  artisans 
or  flniahers,  who  sculpture  the  eomicee  and  fronts  of  buildings  after  the 
masons  have  finished  their  work.  But  since  the  construction  of  rail- 
ways leading  to  all  parts  of  the  empire,  and  the  increase  of  wealth  and 
a  desire  to  employ  more  showy  and  durable  materials,  the  architects  of 
Paris  have  introduced  other  and  finner  stones,  and  Paris  is  now  supplied 
not  only  from  the  ancient  eiugrries  in  its  vicinity,  but  partly  from  Cham- 
pagne, Lorraine,  Bourgogne,  Poitou,  and  Dauphin^.  Marbles,  granites, 
and  ornamental  stones  are  drawn  from  various  sources :  from  the  Voages, 
the  Alps,  the  Pyi'enees,  and  other  countries. 

In  the  new  and  splendid  edifice,  the  Grand  Opera  House,  no  leas  than 
twenty-four  different  varieties  of  stone  are  employed,  including  granites, 
syenites,  porphyries,  marbles,  jaspers,  sandstone,  and  soft  calcareous 
stones. 

France  has  also  vast  supplies  of  lime,  cement,  plaster,  asphalt,  and 
bitumen,  all  of  which  enter  largely  into  construction  in  many  ways,  and 
are  generally  used  instead  of  wood,  as  already  mentioned.  It  is  in  this 
country  also  that  the  important  improvements  in  b^ton,  known  as  beton 
aggUrm^r^,  systhiie  Coignet,  has  been  made  and  has  been  applied  with  great 
success  in  various  iihportant  constructions. 

The  stranger  in  Paris  cannot  fail  to  be  impressed  with  the  beanty  and 
regularity  of  the  new  streets,  and' the  fine  appearance  of  the  buildings. 
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The  houses  are  genei'ally  erected  of  a  uniform  height  and  size,  and  in 
the  same  geueriil  style  of  architecture.  Full  scope,  however,  is  left  to 
the  taste  of  the  builder,  as  the  variety  of  designs  and  ornaments  will 
testify;  each  building  may  thus  have  iadividuaUty  and  beauty  without 
conflicting  witli  the  geiiei-al  appearance  of  the  sti-eet.  In  this  way  those 
disagreeable  contrasts  so  frequently  seen  in  the  finest  sti-eets  of  English 
and  American  cities  are  eftectually  prevented.  The  houses  are  all  built 
of  stone,  in  a  sort  of  renascence  of  Louis  Quatorze  style,  and  are  gen- 
erally four  or  Ave  stories  lu  height. 

The  stone  principally  used  is  the  ealoaire  grassier  of  the  Paiis  basin, 
and  has  a  light  drab  or  cre^m  color,  very  similar  to  the  limestones  used 
for  buildings  in  Chicago. 

"When  taken  firom  the  quariy  it  is  quite  soft,  and  admits  of  being 
easily  cut  with  a  saw  or  hewed  into  form.  It  hardens,  however,  on 
exposure  to  the  air,  and  in  a  climate  like  that  of  Paris  resists  the  effects 
of  the  weather  for  a  long  time.  This  stone  is  only  used  for  the  super- 
structiu-e  of  the  buildings,  for,  by  municipal  regulations,  the  fouudar 
tions  and  the  basements  on  all  principal  streets  must  be  built  of  hard 
stone.  The  price  of  this  soft  limestone  of  Pai'is  varies  from  thii-ty- 
seven  to  sixty-eight  francs  i»ei-  cubic  meter,  according  to  the  size  of  the 
blocks. 

Of  tlie  harder  stones  there  are  some  thirte-eu  varieties,  some  of  them 
found  in  the  immediate  vicinity  of  Paris.  The  price  varies  according  to 
the  size  and  quality  of  the  blocks.  First-class  stone  delivered  at  the 
works  in  bloclts  two  and  a  half  meters  long  and  one  and  a  half  metei-s 
thick  costs  oue  hundred  and  ninety-three  francs  per  cubic  meter. 

Blocks  five  and  a  quarter  meters  long  by  two  and  a  half  meters  thick, 
four  hundred  and  eighteen  francs  the  cubic  meter;  blocks  six  meters 
long  by  two  and  a  half  meters  thick,  five  hundred  and  eighteen  francs 
the  cubic  meter, 

This  stone  is  used  principally  for  the  parapets,  balconies,  copings  of 
bridges,  and  ornamental  work  much  exposed  tjj  the  influence  of  the 
weather,  and  for  floors,  staircases,  steps,  &c.,  where  a  durable  material 
is  required. 

Marbles  are  extensively  used  in  Paris  for  fountains,  statues,  &c.,  and 
for  the  intei'nal  and  external  decoration  of  building-s.  In  many  of  the 
shops  beautiful  specimens  of  inlaid  marbles  of  different  colors  are  to  be 
seen  in  the  counters,  walls,  and  floors. 

There  are  in  Paris,  alone,  about  twelve  thousand  persons  employed  in 
working  marble,  who  receive  from  tour  to  six  francs  per  day.  Of  the 
sixty  kinds  of  marble  used,  forty- one  are  found  m  France,  The  price 
.varies  fmm  tlu-ee  hundred  and  forty  ft'ancs  to  one  thousand  oue  hundred 
and  twenty  francs  per  square  meter.  Colored  marbles,  of  which  there 
are  ten  kinds,  cost  from  nine  hundred  and  fifty  to  one  thousand  four 
hundred  and  thirty  francs  per  square  metre;  SpEUiish  marbles,  yellow 
3b 
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and  ™iet,  one  thoiiBaiid  and  seventy  francs  i)er  square  meter;  while  the 
five  Belgian  varieties  vaiy  from  four  hundred  and  twenty  to  seven  hun- 
dred and  twenty  francs  per  square  meter. 

3IETHODS   OF  CONSTEUCXIOK  IN   PAKIS. 

The  following  extract  from  the  Artisans' Reports^  is  interesting  as  em- 
bodying the  observations  and  opinions  of  a  practical  mason  on  the  modes 
of  constniction  adopted  for  houses  in  Paris: 

"  In  the  science  of  construction,  and  the  judicious  use  of  the  mate- 
rials, stone,  wood  and  iron,  the  French  architects  displt^  great  skill. 
The  right  material  is  generally  used  in  the  right  place.  Their  buildings 
being  constructed  as  much  as  possible  fire-proof,  we  seldom  read  of  a 
great  fire  in  Paris.  They  are  generally  well  built,  for  the  builder  and 
the  architect  have  to  insure  their  stability  for  ten  years,  and  are  held 
accountable  during  that  period  for  the  expense  of  any  repairs  arising 
from  imperfect  workmanship,  or  from  defective  material.  The  fronts 
are  all  built  of  large  stones,  bedded  and  jointed,  which  run  the  full  thick- 
ness of  the  wall.  They  are  laid  dry  on  each  other,  and  afterwards  ran 
with  plaster.  There  are  openings  left  for  the  doors  and  windows,  an& 
projections  for  the  cornices,  moldings  and  carving.  When  the  walls 
are  carried  to  their  foil  height,  the  masons  work  the  front  of  the  build- 
ing, commencing  at  the  top;  they  finish  and  take  down  their  scaffolding- 
as  they  descend.  The  back  and  end  walla  are  built  mth  small  squared 
stones  on  the  outside,  and  with  unequared  or  rubble  on  the  inside.  They 
are  bedded  in  plaster;  very  little  care  is  used  in  the  bedding  of  this  rub- 
ble, as  the  plaster  seta  soon  after  the  stone  is  laid.  The  flues  to  carry 
off  the  smoke  are  constructed  with  earthenware  pipes  built  into  the 
walls;  and  as  those  walls  settle  unequally  on  the  foundations,  you  ob- 
serve on  every  gable-end  exposed  to  view  that  open  joints  are  left  close  to 
the  quoins,  so  that  each  wall  may  settle  of  itself,  without  drawing  the 
other  with  it,  and  causing  rents  in  the  building.  Those  open  joints  may 
be  filled  up  when  the  work  is  seasoned.  The  floors  are  constructed  with 
light  wTOught-iron  girders  of  an  I-section,  laid  about  two  feet  apart,  and 
arched  from  one  to  the  other  with  hollow  bricks  bedded  in  plaster.  The 
arches  are  very  slightly  curved,  and  their  springers  rest  on  the  bottom 
flanges  of  the  gb^iers.  The  sofBt  is  dubbed  up  and  made  level  for  the 
plaster  of  the  ceiling,  and  a  slight  piece  of  wood  is  laid  on  the  top  of 
eaeh  girder,  to  which  the  floor  boards  are  screwed.  The  staircases  are 
all  built  of  hard  stone,  with  iron  balusters  and  hand  rails. 

"The  halls  and  eoiTidors  are  generally  floored  with  marble  squares  of 
various  colors,  or  a  composition  of  cement  and  marble  chips,  which  is 
often  a  good  imitation  of  mosaic.  Very  iittle  wood  is  used,  except  for 
the  flooring-boai-ds,  doors,  windows  and  roof.  In  all  the  houses  which  I 
have  seen,  the  sanitary  arrangements  seem  to  be  of  a  very  defective 
character.    Water  is  used  very  sparingly;  in  fa«t  they  never  think  of 
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letting  it  rim  througli  their  closets,  altbougli,  judging  from  the  liberality 
with  which  it  is  used  in  flushing  the  kennels  of  the  public  streets,  Paris 
must  be  abundantly  supplied. 

"  When  the  ground  has  been  excavated  for  the  basement  of  a  building 
the  stone  work  of  that  portion  ia  usually  bedded  in  mortar  composed  of 
lime  and  sand,  or  in  cement  mixed  with  sand,  hut  all  above  the  surface 
is  bedded  in  pure  plaster,  the  extensive  use  of  which  enables  them  to 
erect  their  buildings  in  a  very  short  s^iace  of  time,  and  to  use  any  small 
pieces  of  stone  in  the  cross-walls.  The  gypsum  of  which  this  plaster  is 
made  is  raised  at  the  hill  of  Montraartre,  in  the  suburbs  of  Paris,  the 
supply  of  which  I  learn  is  almost  exhausted.  It  is  prepared  close  to  the 
quarries,  and  brought  to  the  works  in  sacks,  where  it  is  sold  for  seven- 
teen francs  the  cubic  meter.  It  is  a  good,  strong,  coarse  material;  the 
ashes  of  the  fuel  used  in  the  burning  being  allowed  to  intermix  with  the 
gypsum,  but  when  required  for  exportation,  or  for  finishing  and  orna^ 
mental  work,  it  is  passed  through  a  very  fine  hair  sieve. 

*'As  in  London,  the  building  erected  m  Paris  is  chiefly  done  by  con- 
tract, but  with  the  important  difference  that  each  description  of  work 
is  let  to  a  contractor  of  that  trade  alone;  whereas  in  London  the  entire 
works  are  let  to  one  person.  The  contractors  in  Paris  are  usually  men 
who  have  been  brought  up  to  the  trade  in  connection  with  the  works. 
They  contract  for  and  ^vill  necessarUy  have  the  skUl  to  direct  it  them- 
selves. The  London  contractor,  in  most  cases,  is  not  brought  up  to  any 
of  the  building  trades;  he  merely  finds  the  capital,  an<l  some  other  per- 
sons supply  the  brains.  It  is  clear  that  a  better  description  of  work  is 
the  result  of  the  French  system,  where  it  is  executed  under  the  personal 
superintendence  of  a  man  who  understands  it,  and  who  has  a  personal 
interest  in  its  proper  execution;  and  that  there  are  greater  facilities  for 
a  steady  industrious  workman  to  advance  himself,  and  become  a  con- 
tractor some  day.  This  method  of  contracting  existed  in  London  before 
the  concentration  of  capital  in  the  hands  of  a  few;  and  it  is  still  prac- 
ticed in  many  of  our  "provincial  towns,  with  the  same  beneficial  result  as 
at  Paris. 

"The  mason's  contract,  in  addition  to  the  stone  work,  includes  the 
plastering  and  the  brick  work.  Of  the  latter  there  is  very  little  done  in 
Paris.  I  have  only  observed  an  odd  house  built  of  brick.  I  presume 
the  cost,  which  is  sixty  francs  per  thousand  for  middling  brick,  is  some 
impediment  to  its  more  extensive  use. 

"  The  bricklayer  and  the  plasterer  are  not  distinct  trades,  a«  iu  Lon- 
don, hut  are  included  in  the  mason's  trade,  the  operatives  of  which  are 
classified  into  Uinoustns,  poseurs,  and  ravalmrs.  The  Umousins,  or  waDers, 
build  the  sewers,  drains,  and  basement  story  of  the  building,  with  rubble- 
stone,  and  as  this  description  of  work  requires  very  little  skill  to  execute 
it,  the  men  employed  being  nothing  more  than  handy  laborers,  they  are 
paid  from  four  and  a  quarter  to  four  and  three-quarter  francs  per  day. 
The  masons  who  fix  the  stones  of  which  the  fronts  are  built  are  called 
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poseurs;  they  generally  confine  themselves  to  this  branch  of  the  trade. 
Their  method  of  fixing,  as  betbre  stated,  is  to  lay  the  stones  dry  into  their 
places,  and  when  the  course  is  completed  to  run  the  joints  with  plaster. 
In  large  buildings,  where  tlie  walls  are  raised  to  a  great  height  and  the 
stones  press  heavily  on  ea«h  other,  to  preserve  them  from  flnsMng,  the 
plastei-  is  prevented  from  running  to  the  front  by  placing  thin  pieces  of 
wood  about  two  and  a  half  inches  broad  in  the  joints,  which  are  slipped 
ont  when  the  plaster  sets;  and  when  the  walla  settle  these  open  joints 
are  pointed  np.  Owing  to  this  precaution  of  directing  the  weight  on 
the  center  of  the  stones,  yon  will  very  rarely  see  the  moldings  or  other 
ornamental  work  on  the  face  of  a  building  fiiished  through  pressure. 

"  Except  in  marble  or  jioliahed  work,  the  French  masons  use  very  little 
carewiththebedg  and  jointsofthestone  work;  they  are  often  three-eighths 
of  an  inch  apart,  but  as  the  plaster  with  which  they  are  filled  is  almost 
as  durable  as  the  stone,  and  like  it  in  color,  it  does  not  affect  the  general 
appearance  of  the  building.  The  skill  of  the  poseur  does  not  seem  to  be 
highly  estimated,  as  his  wages  are  only  five  and  a  half  francs  a  day,  or 
one  and  a  half  franc  less  than  the  ravaleur,  which  comprises  two  classes, 
viz:  ra^aleurs  m  plaster  and  ravaletirs  in  stone. 

"The  ravaleurs  in  plaster  erect  all  the  walls  of  the  building  above  the 
basement,  in  which  small  squared  or  rubble  stoite  is  used.  They  build 
all  the  fireplaces  and  flues,  and  turn  the  brick  arclies  for  the  floors. 
When  the  house  is  covered  in  with  slates  or  tiles  they  coat  all  the  walls 
with  plaster,  and  form  the  ceiling  and  cornices. 

"  The  plaster  used  for  huildingthewallsis  mixed  with  water  in  a  wooden 
trough,  the  sides  of  which  slope  outward  towards  the  top.  It  is  brought 
to  the  scaffold  by  the  laborer  on  hid  head,  and  when  it  sets  a  little,  the 
ravaieiir  spreads  it  on  the  walls  with  his  trowel  or  hands — ^he  is  not  par- 
ticular which — and  beds  the  stone;' the  stones  are  placed  dry  in  the 
center  of  the  wall,  and  aftMwards  grouted  with  thin  plaster.  The  ceil- 
iogs  and  walls  are  all  finished  with  one  coat  of  whatever  thickness  may 
be  required  by  the  unevenness  of  the  walls,  which  he  ascertains  by 
plumbing  screeds  or  narrow  strips  of  plaster  at  each  angle  of  the  room, 
and  at  eonvenient  distances  from  each  other.  Between  the  screeds  he 
puts  on  wet  plaster  with  a  broom,  his  hands,  or  the  trowel,  and  forms 
the  surfiice  of  it  level  with  the  edge  of  a  long,  straight  trowel,  having  fine 
teeth  like  a  saw;  a  little  thin  plaster  laid  on  and  rubbed  with  the  flat  of 
a  trowel  makes  it  a  fine,  smooth  surface.  The  cornices  are  made  of  pure 
plaster  and  run  with  a  mold;  but  when  very  large  and  ornamental, 
they  are  done  by  molders,  who  make  them  of  a  composition  of  plaater, 
whitening,  and  glue,  in  which  flax  fibers  are  intermixed  to  add  strength. 
It  is  hollowed  at  the  back,  and  made  so  light,  and  yet  so  strong,  that  it 
may  be  attached  with  plaster,  or  nailed  to  the  walls  and  eeiiing.  The 
ravaleurs  in  plaster  are  a  very  useful  and  skilled  claas  of  workmen,  and 
are  paid  six  francs  a  day.  The  trowels  and  other  tools  xxsed  by  them 
are  very  awkward  and  clumsily  made,  and  although  those  men  execute 
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some  excellent  work,  they  do  it  in  a  very  unworlajianlike  manner.  Yon 
seldom  see  an  English  operative  use  pla-ater  or  mortar  with  his  hand 
while  he  has  a  tool  to  do  it  with. 

"  The  ravaleur  in  stone  corresponds  to  the  trade  of  a  mason  in  London ; 
but  as  the  principal  jiart  of  the  work  in  Paris  is  executed  in  soft  stone, 
and  after  the  walls  are  built,  while  in  London  it  is  donewithhard  stone, 
worked  on  phe  banker  before  it  is  fixed,  the  method  of  working  in  the 
two  places  is  entirely  difterent,  and  one  would  have  some  difficulty  in 
using  the  tools  of  the  other  without  considerable  experience. 

"The  ravaleurs  in  stone  are  divided  into  two  classes,  \iz:  those  who 
finish  the  fronts  of  the  bniUling  and  those  wlio  work  the  beds  and  joints 
of  the  stone  before  they  are  fixed.  This  latrer  class  are  called  tailieurs 
Sepierre.  The  blocks  of  stone  for  a  building  are  generally  deposited 
near  its  site  if  there  is  room,  and,  if  not,  on  the  next  convenient  open 
space ;  and  when  cut  into  the  required  sizes  these  men  work  the  beds 
and  joints,  and  if  the  stone  is  required  for  a.  molding  or  cornice,  they 
scribe  on  the  mold  and  chamfer  off  the  surplus.  They  seldom  use  a 
mallet  and  chisel,  except  to  run  a  draught  around  the  arris,  but  work  the 
stone  with  a  pick,  a  tooth-axe,  and  i  diamond  liammer  The  mallet  and 
chisel  tbey  use  very  imperfectly,  but  the  pick  and  ave.  they  use  with 
great  dexterity,  and  turn  out  a  ^ic^t  quintit>  of  that  kind  of  work. 
They  never  banker  a  stone  to  woik  it,  but  merely  lift  it  on  a  slant,  and 
seldom  turn  it  more  than  once  before  it  is  finished  They  have  no  sJieds 
to  protect  them  from  the  weather,  and  are  pa.d  at  the  rate  of  six  francs 
per  day. 

"  The  ravaleurs  who  work  the  fronts  of  the  buildings  are  the  most 
skillful  men  in  the  trade,  and  are  paid  seven  fi-ancs  a  day  when  employed 
at  day  work ;  but  as  a  gang  of  men  generally  do  the  work  of  a  front  by 
contraet,  they  often  earn  more  than  day  wages ;  but  when  an  architect 
requires  to  have,  his  work  well  done  he  wUl  not  allow  it  to  be  done  by 
contract,  M.  Due,  the  architect  of  the  palace  of  justice,  would  have  the 
front-of  that  building  done  byday  workj  and  it  is  plainly  observable 
how  superior  the  work  is  to  that  of  the  tribunal  of  commerce,  which  was 
executed  by  contract.  For  the  ravaleiirs  to  do  their  work,  a  scaffold  is 
erected  to  the  front,  as  the  walls  of  most  edifices  are  built  overhand ; 
then,  commencing  at  the  top  cornice,  they  cut  in  the  mold  at  each  end, 
and  with  a  piece  of  twine  rubbed  with  red  chalk,  strained  from  end  to 
end,  they  strike  the  horizontal  lines,  pitching  off  the  waste  fl.'om  the 
fi-oiit  with  a  hammer  and  chisel;  they  then  work  it  very  close  with  a 
tooth-axe,  and  finish  it  off  with  a  diamond  hammer,-  ox  a  plane,  when 
the  surface  requires  to  be  made  smooth.  These  planes  are  about  nine 
or  ten  inches  long,  having  two  irons,  one  in  the  middle  and  one  in  the 
front,  to  enable  it  to  cut  into  an  angle.  The  irons  ai-e  merely  thip  pieces 
of  steel  or  saw-plate,  slightly  beveled  on  the  cutting  edge.  The  rava- 
leurs  have  a  number  of  these  planes,  of  all  shapes  and  sizes,  with  which 
til  ey  work  the  moldings  on  stone,  just  as  a  joiner  would  make  them 
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ou  wood.  They  seldom  use  a  mallet  and  chisel,  and  when  they  do  it  is 
very  awkwardly,  liiit  execute  tbeir  work  chiefly  with  the  pick,  axe, 
diamond  hammer,  and  plane.  It  is  astonishing  with  what  celerity  they 
finish  off  the  front  of  a  building,  but  everjiihing  is  in  their  favorj  the 
stone,  being  of  a  nice,  flue  quality,  is  not  flushed  at  the  joints  or  ends  by 
the  working  of  the  plane  or  ase,  and  the  stones  being  the  full  thickn^a 
of  the  wall,  are  not  disturbed  on  their  beds  by  the  working.  There  is 
certainly  something  to  say  in  favor  of  this  system  of  working  stone  after 
the  wall  is  built.  In  the  first  plat^e,  no  time  is  wasted  on  the  parts  that 
are  not  exposed  to  view ;  and  in  the  next  place  the  lines  will  be  more 
accurate,  as  they  are  struck  the  fulUength  or  full  height  of  the  building; 
and  although  much  of  their  stone-work  is  not  so  perfectly  masoned,  and 
will  not  bear  so  minute  an  examination  as  the  stone-work  in  London, 
their  buildings  will  look  better,  owing  to  that  circumstaneci 

"However  perfectly  the  stones  may  be  worked  on  the  banker,  unless 
they  are  earefaliy  fixed,  you  wiU  not  have  the  lines  straight,  and  you 
cannot  make  them  so  without  disfiguring  the  moldings." 

III.— COIGNET  BETON  AISTD  CONCRETE. 

Much  attention  is  uo^v  given  in  France  to  the  construction  of  mono- 
lithic buildings,  bridges,  piers,  and  walls,  by  the  use  of  a  mixture  of 
sand,  lime,  and  water,  as  proposed  and  perfected  by  M.  Coignet,  and 
now  kno\vn  as  Coignet  b^ton. 

This  mixture,  when  properly  made,  soon  solidifies  and  acquires  the 
properties  of  stone.  While  soft  it  may  be  molded  and  shaped  into  any 
desired  form. 

Common  b6ton  is  a  mixture  of  broken  stones,  lime,  or  hydraulic  lime, 
and  water,  and  is  generally  known  in  the  United  States  as  concrete. 
This  also  is  used  to  a  considerable  extent  in  the  consti'uction  of 
dwellings. 

A  small  house  constructed  of  Coignet  b^ton  was  exhibited,  and  cheap 
dwellings  for  workmen  are  now  constructing  in  several  localities  in 
France.  This  material  was  also  used  in  the  conetrnetion  of  the  founda- 
tions and  arches  of  the  exposition  building. 

The  adaptation  of  this  material  to  various  constructions  and  the 
method  of  preparing  and  using  it  has  been  fully  shown  by  Mr.  Leonard 
Beckwitli,  in  one  of  the  reports  in  the  Exposition  series,  and  to  which 
reference  is  made. 

The  use  of  ordinary  or  Portland  cement  concrete  for  cottage  walls 
is  urged  on  the  scoTe  of  economy  and  ease  of  construction.  It  is  asserted 
that  with  a  proportion  of  from  one-fifth  to  one-eighth  of  cement  to  sand, 
gravel,  or  small  stones,  a  wall  may  be  made  one-tliird  stronger  than  com- 
mon brick- work ;  or  that  a  concrete  wall  one-third  of  the  thickness  of 
common  brick  wall  will  be  equally  strong,  and  that  it  will  cost  only 
about  half  as  much  as  a  brick  wall.  It  is  stated  also  that  common  brick 
absorbs  about  twenty  per  cetit.  of  water,  and  that  a  concrete  wall  does 
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not  a.baorb  one-quarter  of  that  quantity,  and  that  it  takes  about  one-qiiar- 
ter  as  long  to  dry,  and  that  when  set,  and  if  made  with  hard  stones,  it 
is  impermeable  to  wet. 

The  Emperor  adopt-ed  a  concrete  construction  for  the  forty  dwellings 
which  he  had  erected  for  the  French  artisans.  The  mixture  consisted 
of  the  sand,  gravel,  and  stonesdug  out  of  the  foundations,  mixed  with  one- 
eight-part  of  Portland  cement.  By  the  use  of  Tail's  movable  case,  or  a 
similar  contrivance  described  below,  walls  of  concrete  can  be  raised  with 
accuracy  and  without  the  aid  of  regular  masons  and  bricklayers,  an 
advantage  which  those  who  wish  to  secure  a  cheaply  constructed  dwell- 
ing, in  these  days  of  enormous  prices,  will  not  be  apt  to  lose  sight  of. 

METHOD  OP  CONSTEUCTINa  WALLS  OP  B^TON  OE  CONCBETE. 
Mr,  Clarke,  of  New  Haven,  Connecticnt,hasmadeuseof  i  contnvuire 
for  concrete  building  which  consists  of  a  movible  frime  su'^t-auiing 
planks  on  the  inner  and  outer  sides  of  the  wall,  thuh  toimmg  a  'iOit  of 
trough  or  case,  in  which  the  concrete  is  laid  or  tilled  m  by  an  ordinary 
laborer.  When  the  space  between  the  planks  is  filled  the  case  of  plinks 
is  loosened  by  turning  a  screw,  and  is  then  raised  and  readjusted  and 
filled  as  before.  It  differs  from  the  ordinary  contrivances  chiefly  in 
this :  that  it  is  siipported  by  a 

frame  from  above,  and  not  by  f^|  [Vv. 

posts  set  iu  the  ground  or 
clamped  to  the  wall  below.  Its 
construction  is  shown  in  the  an- 
nexed figure,  which  also  shows 
tlie  manner  in  which  a  hollow 
wall  W  may  be  formed  by  using 
a  wedge-shaped  plank  or  "core" 
C  C  as  long  as  the  case.  This 
core  is  set  up  edgewise  in  the 
space  between  the  planks  of  the 
case,  and  when  the  concrete  is 
filled  in  around  it  to  the  top  tlie 
core  is  drawu  out,  and  thus  an 
air  space  fromtwotothreeinches 

wide  is  left  in   the    wall.      The        Clarke's  AcljnBtaWe  Frame  for  Concrete 
outer  and  innei-  walls  are  bound  biuidmg 

together  by  tie-bricks  set  at  regidar  intervals  correspondmg  to  notches 
cut  in  the  lower  or  thin  edge  of  tlie  plank.  The  plank  rests  upon  these 
bricks,  and  the  notches  allow  it  to  drop  down  even  with  the  top  of  the 
opening  from  which  it  has  just  been  taken,  and  thus,  as  the  wall  is  carried 
up,  a  continuous  air  space  is  left  froni  the  foundation  to  the  top.'    The 

'  The  following  are  the  dimensions  of  the  frame  designed  and  used  by  Mr.  Clarke ; 
Joist,  12  inches;  standard,  6  inches  by  4  inclies;  arm,  4  inches  by  3  inches;  clamps,  6 
inches  by  3  inches;  core,  2^  inches  and  2  inches;  wall  1  foot  i  inches;  spaces  between 
tie-bricks,  20  inches. 


..Google 


40  PAEIS    UNIVERSAL    EXPOSITION. 

other  method  of  fomiing  concrete  walls  between  a  frame  supported  ft'om 
below  is  sliowu  by  a  figure  iu  the  report  of  Mr.  Leonard  Beekwitli.  The 
apparatus  used  by  Mr.  Tall  is  shown  by  a  flgiu-e  beyond,  aceompanying 
the  acoonnt  of  work  done  by  his  method. 

Another  gxeat  advantage  of  concrete  construction  is  the  facility  with 
which  flues  and  air  passages  may  be  formed  iu  the  wall  by  simply  mold- 
ing the  concrete  around  cyliodrieal  forms  of  metal,  which  can  be  raised 
or  drawn  up  as  the  work  progresses,  so  as  to  leave  a  continuous  pipe 
or  flue  of  tiulforiu  size  and  smooth  interior. 

It  is  of  the  greatest  importance  that  the  materials  for  concrete 
should  be  most  thoroughly  inised  together.  Success  depends  mainly 
upon  this  part  of  the  work.  Only  a,  small  quantity  of  water 
should  be  used,  sufftcient  only  to  give  the  requisite  plasticity  to  the 
mass.  Five  to  six  pirts  of  giiiel,  or  broken  stone,  with  some  sand 
added,  and  one  part  of  ceratnt,  die  regai-ded  as  the  proper  proportions. 
They  should  be  mixed  when  dry,  and  the  water  is  to  be  added  slowly 
and  thoroughly  incoipoiited  It  is  best  to  use  a  sprinkler  in  order  to 
insure  a  nniform  and  giiduil  wetting  of  the  mass. 

B^TOH   AMD    OONtEETE   BLILDING-  IN   ENGLAHD  AND   FBANCE. 

Considering  the  great  attention  which  has  been  given  of  late  to  this 
method  of  bmlding,  and  its  importJince  to  the  people  of  the  United  States, 
it  is  deemed  advisable,  though  involving  some  repetition,  to  present  the 
following  extracts  from  the  Builder  which  contain  many  valuable  details 
of  methods,  ad^-antages,  and  coat  of  concrete  building : 

'"The  advantageswhieh  concrete,  under  some  circumstances,  possesses 
as  a  building  material  have  already  been  so  fuUy  demonstrated  that  it 
seems  superfluous  to  reiterate  them.  It  is,  perhaps,  a  matter  of  surprise, 
these  advantages  considered,  that  tliis  material  is  not  more  often  adopted, 
particidarly  in  the  construction  of  dwellings  for  the  working  classes. 
One  reason  for  this,  we  thiidi,  is,  that  although  such  use  of  concrete  ie 
by  no  means  new,  as  the  concrete  walls  of  the  old  Eomans  testify,  its 
economical  and  other  qualities  are  not  known  or  appreciated  by  the 
general  public.  ■  Moreover,  until  recently  mechanical  difficulties  stood  in 
the  way.  These,  however,  have  been  lessened  by  the  apparatus  and 
scaffolding  lately  patented  by  Mr.  Joseph  Tall,  by  which  the  walls  of 
buildings  in  concrete  may  be  carried  up  to  any  required  height.  Except- 
ing some  houses  erected  by  Mr.  Tall  at  Bexley  Heath,  and  others,  includ- 
ing a  church  and  a  farm-honse,  neither  of  them  very  favorable  examples, 
however,  by  Lord  Salisbury,  at  Hatfield,  at  the  instance  of  the  late  Cap- 
tain Fowke,  very  little  has  been  lately  done  in  concrete  construction  in 
England. 

"  In  Paris  the  use  of  concrete  is  rapidly  extending.  ,The  well-known 
invention  of  M.  Eran^ois  Coignet,  called  b6ton  agglom6i'6s,  described  on 
more  than  one  occasion  in  our  pages,  is  being  largely  used  for  buildings 

'  The  Uuiiaor,  ApvO  1^,  I8G7. 

Ho.t.rtbyGoOgle 


MATERIALS    AND    METHODS    OF    CGN'STRUCTION.  41 

and  public  works  in  the  French  capital,  in  every  instance  with  the  most 
satisfactoiy  resnlts.  This  artificial  stone  is  produced  simply  by  a  mix- 
ture of  any  kind  of  sand  with  a  small  quantity  of  hydraulic  lime,  to 
which  occasionally  is  added  a  trifling  quantity  of  cement.  No  new 
material,  we  believe,  is  emploj'ed  in  the  production,  and  notwithstand- 
ing' the  great  proportion  of  the  sand  used,  an  artificial  stone  is  obtained 
wliich  is  harder,  more  liisting,  and  better  able  to  withstand  the  change 
of  climates,  to  resist  fi-ost,  heat,  drought,  and  moisture,  than  many  nat- 
ural stones.  By  employing  superior  materials  a  stone  is  obtained  equal 
to  granite  or  jiira-stone.  It  can  be  molded  into  the  most  delicate  forms 
of  art,  and  has  the  advantage  of  hardening  instead  of  softening  in  the 
air,  according  to  the  well  known  law  of  mortals  and  concretes.  Among 
the  more  recent  constructions  with  b^ton  agglom^r^s  may  be  named  the 
supporting  waU  of  the  Boulevard  de  I'Empereur,  measuring  thirteen 
thousand  cubic  meters,  with  ornamental  staircase  seven  meters  wide ; 
the  vaults  twelve  thousand  cubic  meters ;  the  underground  drains,  twelve 
thousand  cubic  meters,  and  the  water  aud  river  works,  twenty  thousand 
meters,  at  the  new  Exhibition  building — about  thirty-one  English  miles  of 
sewers,  barracks,  and  numerous  other  works  for  the  city  of  Paris, 
Indeed,  Paiisiau  engineers  aud  architects  hold  tha,t  this  material  cannot 
be  surpassed  in  applications  for  underground  and  foiandation  works.  It 
Is  equally  well  adapted  for  buildiugs  of  great  height,  as  may  be  seen  by 
the  chiuxjh  at  Vesinet.  The  bell  tower  of  this  church  is  forty  meters  high, 
and  we  are  assured  that  it  has  not  suffered  in  the  least  fcom  vibration 
or  sinking.  At  his  mannlactory  at  St.  Denis,  M.  Ooignet  has  succeeded  in 
producing  stones  that  surpass  natnral  stones  m  homogeneous  formation, 
and  in  the  power  of  resistance  against  breaking,  frost,  drought,  or  mois- 
ture, at  a  cost  of  fifty  per  cent,  less  than  the  ordinary  material, 

"  Some  time  ago  specimens  of  the  cheaper  concrete  were  submitted  to 
the  Emperor  of  the  Freneli,  and  his  Majesty,  recognizing  the  import- 
ance of  economy  in  this  class  of  construction,  ordered  forty  houses  for 
workmen  to  be  built  with  it.  A  piece  of  ground  was  obtained  in  the 
Avenue  Dusmenil,  and  the  dwellings  are  uow  being  executed  from  the 
Emperor's  own  designs,  by  Mr.  W.  E.  Newton,  civil  engineer,  of  Chan- 
cery Lane,  About  half  the  number,  we  believe,  are  already  flniphed. 
They  are  double  houses  of  three  stories  in  height,  each  furnishing 
accommodation  for  six  families,  each  family  being  provided  with  three 
apartments,  namely,  a  sitting-room,  4.50  meters  by  3.47;  bed-room,  3.70 
meters  by  3.47  meters ;  kitchen,  3.47  meters  by  2.02,  with  cellar,  water- 
closet,  &o,  A  small  inner  court  affords  light  to  the  back  rooms.  The 
doors,  windows,  and  stairs  have  been  made  by  machinery  outside  of 
Paris,  the  wood-work,  consisting  of  deal,  sycamore,  and  oak  sills.  The 
bed  and  sitting  rooms  will  be  furnislied  with  marble  chimney  pieces, 
which  can  be.  made  at  a  cost  of  twenty-three  francs  a  pair,  and  with 
stoves,  the  kitchen  with  a  cooking  appai'atus.  Water  and  gas  will  be 
laid  on,  aud  the  water-closets  are  to  be  fitted  up  in  the  English  fashion. 
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in  compliance  with  the  orders  of  the  Emperor.  The  floors  are  of  con- 
crete and  iron;  the  ehimuey  fines  round  and  smooth  internally;  and  in 
short  the  entire  tenements  are  built  on  the  ordinary  concrete  principle. 
The  design  shows  no  architectnral  ornamentation,  but  is  plain",  neat,  and 
substantial.  Besides  Mr.  H.  E.  Newton,  the  resident  architect,  and  an 
English  foreman,  no  skilled  labor  has  been  employed  in  the  building, 
the  entire  worls:  liaving  been  done  by  oi-dinary  French  laborers,  at  two 
francs  (fiffcj-  cents)  a  day.  The  cost  of  each  double  house,  accommodat- 
ing sis  families,  will  be  about  five  hundred  pounds  sterling,  exclusive  of 
the  land,  which  was  obtained  after  considerable  difficulty,  and  on  rather 
high  terms.  The  whole  outlay  is  borne  by  the  Emperor,  but  in  what  way 
it  is  intended  to  dispose  of  the  dwellings  is  not  known.  We  are  also 
unable  to  say  at  what  rent  the  dwellings  will  be  let.  Sufficient  ground 
has  been  marked  off  for  a  block  of  sixteen  additional  tenements.  The 
concrete  used  by  Mr.  Uewton  consists  of  four  measures  of  large  gravel 
stone,  four  measures  of  sharp  sand,  and  one  measure  of  Portland 
cement,  mixed  in  the  usual  way.  The  walls  contain  about  forty  per 
cent,  of  conglomerate.  We  may  mention  that  Mr.  Newton  has  also  in 
course  of  construction  a  number  of  two-story  houses  in  concrete, 
intended  for  dwellings  tor  the  workmen  of  the  Soci4t4  Anonyme  des 
Forges  et  Fondries,  at  Montmartre,  a  few  miles  from  Paris,  and  likewise 
one  or  two  private  rilla  residences. 

"  The  Emperor  of  the  French  has  here  set  us  a  good  example.  It  is 
agreed  on  every  side  that  one  of  the  most  pressing  questions  of  the  day 
is  how  to  provide  suitable  homes  for  the  poor.  To  some  extent  the 
question  has  been  practically  met,  but  only  partially,  and  not  so  well  as 
it  might  have  been.  Concrete  constructions,  it  can  be  shown,  are 
cheaper,  healthier,  and  safer,  and  therefore  better  than  ordinaiy  houses. 
The  objection  in  a  sanitary  point  of  view,  to  all  the  common  brick  and 
lath-and-plaster  constructions,  is  their  absorbency  of  moisture,  and  in 
closely  crowded  habitations  their  absorbency  of  miasma.  Concrete  is 
not  by  one-quarter  so  absorbent  of  moisture  and  damp  as  brick,  while  it 
gives  a  washable  interior  suiface.  Its  great  economical  quality  is  that 
concrete  costs  about  one-half  tlie  price  of  brick-work.  The  Waterlow 
model  dwellings,  which  have  turned  out  the  most  remunerative  of  their 
kind,  pay  about  five  and  a  half  per  cent ;  but  had  concrete  been  used 
as  a  building  material  instead  of  brick,  we  believe  these  houses  would 
have  yielded  seven  and  a  half  per  cent.  Laboring-class  tenements,  built 
of  brick  on  the  most  economical  plan,  will  cost  one  hundred  pounds 
sterling  for  living-room,  bed-room,  and  scullery;  the  same  thing  can  be 
done  in  concrete  at  a  cost  of  seventy-five  pounds  sterling  for  each  sepa- 
rate dwelling.  We  say  better,  for  the  walla  and  roof,  besides  being 
stronger,  will  be  nearly  impervious  to  wet  and  damp ;  the  interior  walls 
will  be  washable,  the  dividing  walls  leas  pervious  to  sound,  which  in 
close  tenements  is  a  great  comfort,  and  the  whole  will  be  flre-proof,  for 
there  will  be  nothing  but  doors  and  windows  to  bum.  We  hear  that  a 
number  of  gentlemen,  including  several  well-known  sanitary  reformers 
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and  architects,  convinced  of  the  great  advantages  which  this  material 
offers  in  the  coiistmction  of  improved  dwellings  for  the  poorer  population, 
at  lower  rents  than  has  hitherto  been  possible,  are  endeavoring  to  form  a 
company  with  the  object  of  erecting honsea'of  this  class  in  the  metropolis, 
and  generally  of  making  capitalists  and  others  better  acquainted  with 
the  merits  of  concrete  fbr  building  purposes  of  every  k{nd."i 

tall's  method  of  consteuction  with  concrete. 

Some  valuable  details  regarding  Mr.  Tail's  method  of  concrete  con- 
atruettou  are  given  by  him  in  a  communication  to  the  Builder,  {August  3, 
1867,)  in  which  he  maintains  that  his  system  of  building  is  far  superior  to 
the  use  of  concrete  in  blocks  or  "  lumps,"  as  proposed  by  Mr.  May.  He  says : 
"  His  blocks  are  made  one  day  and  laid  the  next,  necessitating  a  larger 
proportion  of  cement  tlian  one  in  eight,  as  in  my  concrete,  and  thereby 
sacrificing  both  strength  and  economy.  I  am  at  a  loss  to  understand 
how  he  can  call  it  concrete  building,  as  it  is  built  with  cement  blocks 
as  bricks,  and  with  a  large  proportion  of  bricks  in  chimney-jambs,  &c. 

"  Ho  thinks  hollow  walls  far  beyond  solid  ones.  I  differ  in  opinion, 
and,  at  the  same  time,  think  he  must  be  totally  ignorant  of  my  system 
of  building,  or  he  must  know,  in  the  way  my  houses  are  cast,  in  one  solid 
block,  I  have  only  to  insert  cores,  «ay  two  feet  long,  two  inches  thick, 
and  nine  inches,  ten  inches,  eleven  inches,  or  twelve  inches  wide,  in  the 
center  of  my  mold,  and  four  inches  or  six  inches  apart,  in  the  same  way 
that  I  form  the  I'ecesses  for  ray  joists,  &c,  and  I  get  the  hollow  wall  he 
thinks  so  much  of,  A  six-inch  wall  may  be  made  hollow  by  one  and  a 
half  inch  cores  or  prints," 

The  Ebccompanying  figures  show  the  construction  of  Mr.  Tali's  bracket 
scaffolding.  It  will  be  seen 
that  the  brackets  or  platforms 
P  are  sustained  hy  clamping 
them  to  the  walls  W  as  they 
are  built  up,  holes  or  cores  c 
being  left  for  the  insertion  of 
the  tie  bolts  b  The  ease  is 
ahsO  shown  m  section  above 
the  !;eaffolding  and  m  plin 
on  the  light  The  latter  in 
dicates  the  uielhod  of  form 
mg  the  angles  of  ^alls,  flie 
plices,   ind   lomts  with  ■win  T^li«  Bracket  Scaffolding 

dowftames  The  figure/on  the  left  shows  the  foim  of  the  shoit  cylm 
der,  pro^  ided  with  a  h  indle  at  the  top,  u'*ed  for  making  flues  or  air 
s  in^he  walls. 


'  Mr.  Newton  gives  tlie  following  desoriptiou  of  the  nature  and  composition  of  the 
concrete  which  has  l>een.  euccessfiilly  used  in  construoting  {he  Emperor's  "maiaoiis 
ouvriirm"  in  the  Avenue  Dusmenil,  Paris,  and  also  tliat  nsed  by  liim  in  the  works  car- 
ried out  in  England:   "Itt  Paris  we  used  one  part  of  Portland  cement  (C.  Francis  & 
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lu  regard  to  the  cost  of  Mr,  Tail's  building,  aud  the  character  of  the 
labor  employed,  be  saya: 

"  I  commenced  two  houses  on  Monday,  tlie  22d  of  July,  and  on  Satur- 
day, the  27th,  my  houses  were'  up  nine  feet  six  inches  in  height,  the  work 
done  being  equal  to  laying  fourteen  thousand  Are  hundred  and  eighty 
bricks.  The  whole  of  this  was  done  in  forty-thfee  hours,  by  two  labor- 
ers and  one  strong  boy.  They  fill  the  apparatus  every  day  in  seven 
hours,  (excepting  on  Saturday,  when,  owing  to  so  many  geiitlemeu  vis- 
iting the  building,  they  took  one  hour  longer.)  I  have  no  hesitation  in 
saying  my  two  houses  will  be  up  and  covered  in  by  August  10. 

"  My  men  being  laborers  do  not  understand  work  by  fche  rod,  and  take 
it  by  the  superfleial  yard  of  nine-incb  work.  Fourteen  thousand  five 
hundred  and  eighty  bricks  will  do  one  hundred  and  forty-five  and  three- 
quarters  superficial  yards,  which,  at  sixpence  per  yard,  equals  £3  128. 
W^d. — the  amount  earned  by  two  men  and  one  boy  in  four  days  and  three 
hours,  which  I  paid  on  Saturday  last.  When  tlie  houses  are  ready  for 
the  roof,  the  labor  for  the  walls  will  have  cost  me  £7  5s.  9d.,the  amount 
of  work  being  equal  to  laying  twenty-nine  thousand  one  hundred  and 
sixty  bricks,  including  molded  reveals  to  windows  and  doors," 
PISE  WAIAS.   ■ 

Cottages,  the  waDs  of  wiiich  are  constructed  of  clay  and  gravel,  and 
known  aspis^,  are  common  in  some  parts  of  Europe  and  Great  Britain. 
The  misture  is  pressed  or  rammed  into  a  frame  like  that  used  for  con- 
crete, and  it  answera  very  well  for  dry  climates,  but  when  exposed  to  rain 
or  wet  must  be  protected  with  a  coating  of  plaster  or  cement. 

IV.— ARTIFICIAL  STONES— CEKAMIC  MATERIALS. 
nicoll's  new  wall-slabs. 
Mr.  B.  NicoU,  of  England,  exhibited  in  the  English  section  a  new  kind 
of  wall,  for  which  he  claims  great  advantages  in  non-absorsency  of  moist- 
ure, non-conduction  of  beat,  economy  of  spaoe,  a  washable  surface,  and, 
withal,  cheapness.    It  is  described  by  Mr.  Cbadwick,  as  follows : '   "  Over 

Sous)  to  five  parts  of  large  gravel  stones,  varying  in  size  from  the  size  of  pearl  liarley 
to  tliat  of  peas.  The  fine  sand  is  sifted  or  ecreeuod  oat,  put  ou  one  side,  and  used  for 
maiing  stuoco  for  facing  the  work.  At  this  place  I  find  it  more  ecoaomioal  to  use 
burnt  brick  earth  or  'brick  baJlast,'  as  it  is  oaUed,  from  wliicli  I  eift  out  the  very  fine, 
and  add  one  of  Portland  cement  to  eight  of  ballast.  This  maJces  a  vei7  hard  wall.  I 
have  Bven  reduced  the  cement  to  one  in  ten  with  iterfeot  success.  I  bum.  the  ballast 
myself,  and  it  coats  me  nndor  two  shilliiiga  per  cubic  yard.  Therefore,  if  we  take  one 
yard  of  ballast  at  two  shillings,  and  two  and  a  half  bushels  of  cement  at  one  shilling 
tenpence,  we  shall  have  a  cubic  yard  of  concrete  for  six  shillings  sevenpence,  to 
whioli  add  two  abillings  tlureepenoe  per  yard  for  labor,  and  we  sliaU  find  that  we  caji 
put  up  a  superficial  yard  of  nine-inch  work  for  less  than  three  shillings.  One  gentle- 
man, ventured  to  question  the  possibility  of  building  a  wall  thirty  feet  high  in  nine- 
inch  work,  I  only  say.  tliat  this  has  been  done  by  Mr.  Tall,  and  the  bouses  so  con- 
structed have  been  sold  by  him  at  a  very  large  profit." 
'British  Reports  of  the  Paris  Exposition,  vol.  iii,  p.  282, 
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a  framework  of  strong  ci'oss-wires,  of  about  oue-eiglith  of  an  inch  thick, 
there  is  woven,  by  a  powerful  pressure,  flibrous  matter,  which  is  satu- 
rated with  a  solution  that  renders  it  fire-proof.  It  is  then  subjected  to  a 
very  powerful  pressure,  A  coating  of  light  Scott's  cement,  mixed  with 
parian  cement,  is  then  put  upon  it  for  inside  facing,  and  of  Portland 
cement  for  the  outside  fiicing.  The  surfaces  are  impermeable  to  moiat- 
itre,  smooth,  and  washable  with  water,  so  as  to  save  the  expense  of 
repeated  lime  washings.  It  is  formed  into  slabs  in  iron  frames,  which 
are  put  together  and  closely  and  securely  fastened  with  bolts.  The  slabs 
are  from  one  and  a  haK  inch  to  four  inches  thick.  These  slabs  serve  as 
superior  paneling  for  dividing  walla  and  partitions.  Where  space  is  of 
importance  it  has  the  advantage,  perhaps,  over  concrete  walling,  in  ena- 
bling a  wall  to  be  made  of  not  more  than  one'  and  a  half  inch  or  two 
inches  in  thickness,  and  yet  its  quality  greatly  deadens  sound.  It  has 
also  great  advantages  for  weather-proof  roofing,  superior  to  slate  or  tile, 
though  not,  as  I  conceive,  superior  to  well-made  hollow  brick  (when  it 
can  be  got)  tied  together  with  iron  Jies  and  covered  with  layers  of 
asphalt  and  cement.  In  the  Pruice  Ooilsort's  model  the  principle  of  the 
flat  roof  was  adopted,  but  none  of  the  model  dwellings  in  the  Exhibition 
have  attained  to  that  principle." 

EANSOME   AETIPICIAL   STONE. 

This  is  a  remarkable  and  important  componnd  for  building  purposes. 
It  was  exhibited  by  ifr.  Frederick  Eansome,  of  London,  the  inventor. 
He  takes  clean  sand  anil  binds  the  grains  together  with  a  cement  of  sili- 
cate of  lime,  producing  a  hard  and  enduring  mass,  ftdly  equal  to  sand- 
stone from  the  quarry.  It  is  said  tliat  the  strength  of  this  compound 
even  exceeds  that  of  most  of  the  rocks  commonly  used  in  building.  It 
can  be  molded  into  any  desired  forin,  either  into  solid  or  hollow  rectan- 
gular blocks  or  into  elaborately  carved  and  ornamented  moldings  or  capi- 
tals for  columns.  It  is  in  extensive  iise,  and  is  largely  inaunfactured  T)y 
the  Patent  Concrete  Stone  Company. 

THE  MAEBZZO  MARBLE. 

This  is  an  artificial  compound,  which  is  formed  into  slabs  of  any 
required  size,  or  into  molded  work,  or  cornices,  as  may  be  reqriired.  It 
is  claimed  for  it  that  it  is  the  most  perfect  imitation  and  substitute  for 
various  marbles  that  hasyet  been  produced.  It  is  solid  and  durable,  and 
its  hardness  allows  it  to  take  a  high  polish.  It  has  the  gi'eat  advantage 
over  stucco  or  scagliola,  that  it  can  be  made  at  the  works  and  be  at  once 
and  rapidly  pnt  into  place  in  buildings  without  the  delay  whioh  neces- 
sarily attends  the  execution  of  stucco-work.  It  is  applicable  especially 
to  the  decoration  of  interiors,  halls,  stairways,  walls  of  churches,  hotels, 
and  private  houses.  It  was  exhibited  by  E.  E.  Cox,  Old  Kent  Eoad, 
S.  E.  London,  England. 
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There  was  a  profuse  and  brilliant  display  of  plain  and  ornamental  tiles 
for  floors  and  walls  in  the  English,  French,  and  other  sectioijs.  They 
are  freely  used  abroad  not  oniy  for  floors  but  for  wainscoting  and  the 
exterior  as  well  as  interior  decoration  of  walls.  The  English  cottage  in 
the  park  was  ahuost  linedwith  sainplesof  tiles  of  allkinds, upon  thefloor 
and  on  the  walls,  showing  the  manner  in  which  they  are  used,  particu- 
larly in  kitchens,  around  the  ranges,  fireplaces,  and  sinks,  and  wherever 
it  is  necessary  to  wash  and  scruh  iirequeutly.  The  chief  consumption  is 
for  floors  of  public  and  private  buildings,  churches,  banks,  and  ware- 
houses, in  vestibules,  halls,  libraries,  diuing-rooms,  hearths,  and  conserv- 
atories. 

Tiles  may  be  grouped  in  three  classes — plain,  of  various  colors,  encaus- 
tic or  inlaid,  and  enameled.  The  usual  colors  are  buff,  red,  black,  drab, 
chocolate,  blue,  and  white,  and  the  shap^  are  squares,  octagons,  hexa- 
gons, and  their  divisions,  so  that  almost  infinite  changes  may  be  made 
in  the  patterns  by  combinations  in  laying. 

The  encaustic  tiles  are  made  by  cutting  out  the  designs  or  engraving 
them  to  a  considerable  depth  in  the  unbumt  tile,  and  after  filling  the 
indentations  so  formed  with  pastes  of  different  colors  the  whole  is  burned 
together.  The  tile  thus  made  is  nearly  homogeneous  in  its  composition, 
and  the  design  does  not  wear  off.  The  enameled  tiles,  whicli  are  made 
and  used  upon  the  continent  chiefly,  are  very  ditterent  from  the  encaus- 
tic or  inlaid  just  described.  The  designs  uptft  the  enameled  tiles  are 
painted  on  with  the  brush  and  then  burned.  The  figures  iorm  a  super- 
ficial coating,  which  is  soon  obliterated  if  the  tile  is  exposed  to  wear. 
Tiles  of  this  description  are  suitable  for  wall  decoration  only.  They  are 
used  for  the  fronts  of  buildings,  for  borders  to  grates  and  fireplaces, 
and  for  insertion  in  wainscots,  mantels,  and  furniture. 

The  principal  exhibitors  were  the  Messrs.  Minton,  of  Stoke  upon 
Trent,  England;  Messrs.  Maw  &  Son,  of  Benthall  works;  Broseley, 
Shropshire,  and  Mnlkin  &  Oo,,  Newport  works,  Burslem. 

It  is  now  about  thirty  years  since  Messrs.  Mmton  &  Co.  began  the 
manufacture  as  at  present  conducted,  and  for  the  past  eighteen  years 
they  have  been  represented  in  the  United  States  by  the  firm  of  Miller 
&  Coatee,  of  New  York.  The  taste  and  perseverance  of  the  late  Her- 
bert Minton,  for  a  long  time  the  head  of  the  firm,  brought  the  manufac- 
ture to  its  present  state  of  excellence  in  colors,  hardness,  and  accuracy 
of  shape.  The  tiles  from  this  establishment  are  extensively  used  in  the 
British  houses  of  Parliament,  and  have  been  sent  to  every  part  of  the 
continent  of  Europe,  and  there  is  scarcely  a  city  or  well-known  town  in 
the  United  States  in  which  they  have  not  been  laid.  The  floors  of  the 
extension  of  the  Capitol  at  Washington,  executed  under  the  direction  of 
General  M.  C.  Meigs,  then  captain  of  engineers,  form  the  largest  piece 
of  work  yet  done,  and  they  contain  some  of  the"  finest  original  designs. 
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The  tiles  made  by  this  firm  are  of  the  two  kinds — encaustic  or  inlaid,  and 
the  plain.  The  latter  are  of  various  sizes,  the  largest  being  squares  of 
six  by  six  inches,  and  octagons  of  nearly  six  and  a  quarter  inches.  They 
are  of  two  thicknesses,  half  an  inch  and  one  inch.  The  inlaid  tiles  are 
one  inch  thick,  and,  excepting  some  border  pieces,  are  nearly  all  six  by 
six  inches.  In  the  plain  tiles  the  colors  extend  entirely  through.  Those 
half  am  inch  thick  are  sufficiently  strong  for  ordinary  floors.  Some  of 
the  most  pleasing  effective  floors  are  made  at  moderate  cost  by  combin- 
ing plain  and  inlaid  tiles,  as  shown  in  the  beautiful  pattern  sheets.  The 
cost  of  these  floors  varies  from  sixty  cents  to  $3  50  per  square  foot,  ac- 
cording to  the  patterns. 

The  circular  of  the  firm  contains  the  following  directions  for  laying 
the  tiles  in  floors : 

In  buildings  of  the  nsual  kind  the  best  way  to  prepare  a  foundation 
tor  tiles  is  to  set  or  cut  the  beams  or  joists  low  enough  to  adndt  of  a 
course  of  bricks  being  laid,  in  mortar  or  cement,  on  a  strong  boaM  floor. 
When  this  cannot  be  done,  nail  strips,  about  three  by  one  inch,  flnnly 
on  the  sides  of  the  beams,  at  a  proper  distance  below  the  upper  edges. 
Then  cut  one-inch  boards  to  the  proper  length  to  fit  between  the  beams, 
and  haD  them  down  at  ea«h  comer  to  the  strips.  The  boaiMSs  should  not 
exceed  six  inches  in  width,  and  should  be  laid  slightly  apart  at  the 
edges.  Lay  a  course  of  bricks,  brickbats,  or  flat  atones,  in  mortar  or 
cement,  on  the  boaids,  taking  care  to  fill  the  joints  thoroughly.  The 
bricks  may  be  about  a  half  to  three-quarters  of  an  inch  below  the  bot- 
tom of  the  tiles ;  and  it  is  better  to  cut  the  beams  down  an  inch  below 
the  top  of  the  bricks  that  thgre  may  be  more  cement  above  the  beam. 
The  tiles  are  laid  in  common  hydi'anlic  cement,  such  as  is  used  for  cis- 
terns. Good  lime  mortar  is  the  best  substitute.  There  should  be  thin 
joints  of  cement  between  the  edges  of  the  tiles.  The  tiles  are  cut  by 
chasing  them  with  a  sharp  chisel  and  snapping  them  at  the  line.  The 
edges  are  rubbed  on  a  stone  with  sand  and  water  if  required  to  be 
smooth. 

The  collection  of  Maw  &  Son,  in  a  special  alcove  or  court  in  the  Expo- 
sition buflding,  contained,  among  a  great  variety  of  rich  designs  for 
pavements  and  walls,  a  specimen  of  a  frieze  which  the  firm  had  just 
made  for  the  quadrangle  of  the  new  India  office,  partly  in  mosaic  and 
partly  in  encaustic  tiles  from  designs  by  Mr.  Digby  Wyatt.  In  the  pic- 
torial mosaic  pavement  from  a  design  by  Westlake,  representing  the  four 
seasons,  there  were  no  less  than  ten  thousand  pieces  to  the  square  yard. 

TILES  OP    FRANCE,  SPAIN,  AND   OTHER   COUNTRIES. 

Nolla,  of  Spain,  sent  many  specimens  of  terra  cotta  tiles  excellent  for 
pavements,  and  at  a  low  price.  Carpentier,  of  France,  exhibited  a  great 
variety  of  designs.  He  claims  for  his  products  that  they  are  harder 
than  stone,  and  that  they  give  a  pavement  which  is  extremely  solid  and 
rich,  and  particularly  well  adapted  for  halls,  chapels,  and  churches. 
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They  are  sold  at  fifteen  fi'aucs  (about  three  dollars)  the  square  meter- 
for  the  ornamental  tiles,  and  twelve  francs  for  the  white.  The  tiles  are 
twenty-one  centimeters  square. 

Of  the  Trench  diaplay  Mr.  Digby  Wyatt  observes : ^  "In  France, 
however,  the  progress  made  has  been  most  rapid,  and  the  tiles  made  in 
imiteition  of  the  old  Persian  examjiles  are  flrst-rate  in  quality  and  effect. 
Some  of  the  large  faience  pl&giies  painted  by  artists  of  the  first  distinc- 
tion, such  as  Hamon,  Auker,  Ranvier,  JjessorCj  and  Bouqngt,  are  both 
of  large  dimension  and  admirable  design,  realized  in  the  liveliest  color- 
ing, and,  with  a  happy  freedom  of  handling  which  betrays  the  dexterity 
of  the  highly  edncat-ed  and  accomplished  artist.  The  little  landscapes, 
by  the  last  named,  are  extraordinarily  fall  and  brilliant.  Such  phlqnes 
are  veritable  pictures,  and  for  iusertiou  in  architectural  frames,  as  for 
over  doors,  in  chimney-pieces,  or  sim^ily  as  panels  inclosed  in  a  modest 
framework  of  moldings,  formed  xipou  the  surface  of  internal  or  external 
walls ;  nothing  could  be  more  snitable  for  our  clitnate,  or  more  litely  to 
produce  agreeable  and  permanent  effect  in  decoration.  Similai'  plaques, 
Avith  more  or  less  brilliancy  of  coloring  and  excellence  of  drawing,  are 
shown  by  Wedgwood  and  Mintonof  ErigIaiKl,and  by  Dutch  and  Belgian 
m  anutkctur  ers ." 

TERRA  COTTA. 

This  material  is  now  largely  used  in  constructions  abroad.  It  is  of 
great  value  for  architectural  purposes,  and  was  highly  appreciated  by 
the  ancients,  as  the  collections  in  the  British  Museum  and  in  the  Lomrre 
will  show,  where  there  are  specimens  which  date  back  for  more  than 
two  thousand  yeaxs. 

The  material  is  well  adapted  for  window  trimmings  and  ornaments, 
trusses,  panels,  columns,  capitals,  cornices,  and  for  all  those  parts  of  a 
building  where  a  hard  finish,  Ughtness,  and  durability  are  required. 

Among  the  buildings  in  England  and  on  the  continent  constructed  of 
terra  cotta,  are  fhe  Kensington  Museum,  the  Hall  of  Arts  and  Sciences, 
the  chemical  college  at  Berlin,  which  is  nearly  completed,  the  new  cathe- 
dral at  the  same  place,  which  is  built  of  terra  cotta  and  brick,  and  sev- 
eral buildings  in  Munich.  At  the  Exposition  the  columns  of  the  Bnghsh 
boiler-house,  an  imposing  structure  in  the  park,  were  made  of  this  mate- 
rial. There  were  nearly  thirty  exhibitors,  but  the  principal  displays 
were  from  England,  France,  Prussia,  Wurtembnrg,  Austria,  Spain,  and 
Italy.  Some  of  these  exhibitions  were  extremely  interesting,  consisting 
of  architectm'al  ornaments  of  elaborate  designs,  vases,  busts,  and  statues. 

In  regard  to  the  character  of  the  work  displayed  by  different  nations, 
England  may  be  said  to  stand  first  in  rank.  The  specimens  displayed 
were  remarkable  for  their  high  finish,  good  color,  straightness  of  mold- 
ing, when  made  in  long  pieces,  and  hardness,  rendering  them  capable 
of  enduring  any  climate.    Prussia  ranked  next.    The  collection  at  the 

'BritiMli  Keports,  vol.  ii,  p.  326. 
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Exposition  was  very  large,  and  in  general  the  specimens  were  Iiavd  and 
well  ftiiisbed.    Tlie  color  was  also  good  and  the  surface  close. 

France  exhibited  some  very  well  executed  figures  and  vases,  and  also 
a  few  specimens  of  architectural  work.  The  color  was,  however,  in  gen- 
eral too  light,  rendering  ]jaint  necessary  where  color  is  desired. 

The  specimens  of  red  terra  cotta  from  Italy,  though  excellent  in  work- 
manship, were  not  sufficiently  hard  to  stand  the  weather. 

The  clays  used  in  the  manufacture  of  terra  cotta  are  intermediate 
between  those  used  for  ordinary  bricks  and  those'  employed  for  porce- 
lain. They  should  be  more  finely  ground  and  be  freer  from  impurities 
than  brick  clays,  hut  they  need  not  be  worked  with  ho  much  care  as 
porcelain  clays.  The  red  color  is  due  to  the  presence  of  oxyd  of  iron  in 
the  clay,  and  varies  from  a  light  di-ab  to  a  dark  red  in  proportion  to  the 
amount  of  iron.  When  the  materials  are  well  chosen  and  well  baked, 
terra  cotta  is  more  enduring  than  even  marble  or  granite. 

The  revival  of  terra  cotta  must  be  regarded,  however,  as  still  in  its 
infancy.  The  price  is  very  variable.  In  Prance  glared  slabs  two  feet 
long  and  eighteen  inches  wide  cost  five  franca.  In  England  the  same 
cost  eighteen  shillings,  while  in  France  columns,  such  as  are  made  by 
Messrs.  Minton,  cost  four  times  as  much  as  they  do  in  England.  The 
London  price  of  ordinary  terra  cotta,  such  as  is  used  for  facing  buildings, 
varies  from  three  shillings  and  fourpence  to  three  shillings  and  sixpence 
per  superficial  foot.  The  price  is  determined  also  by  the  character  of 
the  ornamentation  and  the  size  of  the  blocks.  The  cost  of  laying  terra 
cotta  on  house  fronts  in  England,  including  hoisting,  materials,  &e.,  is 
from  one  shilling  to  one  shiEing  and  twopence  per  superficial  foot. 

The  number  and  extent  of  the  exhibitions  of  terra  cotta  from  various 
countries  show  that  this  manufacture  is  increasing  in  importance.  It 
formed  one  of  the  novelties  of  the  Exposition  and  gratified  the  eyes  of 
all  lovers  of  decorative  art.  Mr.  Digby  AVyatt,  in  his  report  upon 
decoration,  says:  "Among  the  germs  of 'fresh  starts' shown  in  the 
Exhibition,  none  are  more  important,  as  affecting  the  art«  of  decoration 
in  the  future,  than  the  new  life  which  in  all  countries  appears  to  have 
been  infused  into  the  revivals  of  the  manufacture  of  terra  cotta,  of  the 
application  of  enamel  and  vitrified  colors  upon  earthenware,  or  metallic 
bases  to  the  general  purpose  of  the  decorator,  and  of  the  art  of  mosaic 
working  in  every  form.  These  revivals  have  as  yet  most  largely  affected 
fiimiture,  ornaments,  and  decorations,  for  the  service  of  the  church,  but 
there  are  many  indications  that  they  will  be  rapidly  extended  in  every 
direction  into  civil  structures  from  national  museums  to  ladies'  bou- 
doirs." ' 

The  same  authority  states  that  to  no  one  is  the  art  of  terra  cotta  mak- 
ing more  indebted  than  to  Mr.  J,  M.  Blashfleld,  of  Stamford,  England. 
He  has  ma<le  a  careful  study  of  the  English  clays,  and  has  asc 
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how  to  mix  tliem  witli  foreign  substances  so  as  to  permit  them  to  he 
perfectly  vitrified  without  being  tlistortetl.  He  has  also  experimented 
on  the  best  tbrms  of  kilns,  fuel,  and  cooling  j  and  in  the  selection  of 
designs  and  models  has  been  guided  hy  a  natural  taste  for  tlje  purest 
forms.  He  exhibited  a  large  medifeval  window,  designed  for  Dulwich 
new  college,  a  chimuey-piece  for  the  new  India  office,  and  several  other 
specimens  of  his  skill.  This  manufacturer  has  recently  executed  some 
garden  decorations  for  the  Marquis  of  Nortliampton,  from  designs  sup- 
plied by  Mr.  Wyatt,  and  also  some  exterior  works  for  the  buildings  of 
the  horticultural  society,  the  great  central  Eoj-al  Albert  Hall  of  Arts  and 
Sciences,  and  the  buildings  of  the  Department  of  Science  and  Art. 

v.— mOX-WOEK,  ROOFING  MATERIALS,  OAEPESTllT. 
OBNAJIKKTAL   WEOUGHT   IHON   WORK. 

The  numher  of  exhibitors  of  ornamental  wrought  iron  work  in  the 
Exposition  of  1867  was  very  limited — France  and  England  beiug  the 
only  nations  exhibiting  anything  worthy  of  partienlai'  notice.  The 
English  department  indicates  that  there  has  been  but  little  improve- 
ment since  the  Exhibition  of  1862,  and  many  of  the  objects  displayed 
were  made  for  that  Exhibition.  The  progress,  however,  which  has  lieen 
made  in  Prance  within  the  last  few  years  is  quite  remai'kable,  and  the 
objects  exhibited  form  an  interesting  and  instructive  display.  Wrought 
iron  lias  to  a  great  extent  taken  the  place  of  cast  iron,  formerly  used  so 
largely  for  gratings,  balustrades,  and  balconies.  The  revival  of  this 
beautiful  art  in  France  is  to  be  attributed  to  the  present  perfection  of 
machinery  for  working  iron,  and  to  tlie  attention  which  has  been  given 
to  this  art  by  skillM  workmen  and  artists.  In  England  and  in  Ger- 
many tills  art  has  never  entirely  fallen  into  disuse.  In  France,  however, 
for  twenty-flve  years  little  or  no  work  of  this  kind  was  done ;  but  by  the 
aid  of  intelligent  and  enthusiastic  workmen  she  has  been  able  in  a  few 
years  to  surpass  all  other  nations  in  this  difficult  branch  of  industry. 
The  difficulties  to  be  overcome  are  great.  The  substance  is  capricious 
and  not  easily  handled,  and  to  become  a  good  tbrger  requires  not  oidy 
long  experience  but  great  natural  aptitude.  The  French  workmen  in 
the  most  essential  part  of  their  work — the  repouss6 — have  reached  such 
a  degree  of  excellence  as  to  leave  almost  nothing  to  he  desired.  Their 
skill  is  explained  by  the  fact  that  they  are  kept  constantly  employed  on 
this  class  of  work,  and  are  in  almost  every  case  excellent  draughtsmen 
and  modelers.  Another  cause  is  the  demand  fcr  and  appreciation  of 
good  work,  and  the  artistic  education  which  enables  the  workman  to 
meet  the  requirements  of  a  cultivated  public  taste. 

The  specimen  of  iron-work  exhibited  by  the  Skidmore  Art  Manufac- 
turers Company  consisted  of  one  of  the  gable  frontals  of  Prince  Con- 
sort's memorial.  This  is  one  of  four  frontals  forming  the  principal  fea- 
tures of  the  canopy  which  is  to  be  placed  at  a  height  of  scvcuty-flve  feet 
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from  the  base.  As  the  design  and  combination  of  materials  was  some- 
■what  novel,  it  has  been  thought  well  to  make  a  brief  notice  of  this  piece 
of  workmanship.  The  angle  pieces  of  the  framework  are  of  iron,  coated 
over  with  lead  about  one-quarter  of  an  inch  thick  in  the  thinnest  part,  in 
order  to  prevent  the  iron  from  rusting.  Into  this  lead  ornaments  of 
stone  consisting  of  pieces  of  marble,  polished  granite,  crystal,  onyx, 
agate,  and  jasper,  are  inserted,  and  held  in  place  by  the  lead  being  ham- 
mered up  over  the  edges.  This  setting  is  sufficiently  firm,  and  is  unaf- 
fected by  the  weather.  Masses  of  enamel  of  difl'erent  tints  are  added  at 
certain  points,  at  others  the  nathral  color  of  the  lead  forms  the  back- 
ground. The  ridge  decoration  is  in  repoussd  copper,  highly  ornamented. 
In  this  piece  of  workmanship  an  attempt  has  been  made  to  revive  the  jew- 
elled work  of  the  thirteenth  century,  speeimei^  of  which  may  be  seen  in 
shrines  of  the  cathedrals  at  Ais-laChapelle,  Cologne,  and  at  other  places. 
Although  this  piece  of  work  is  of  largo  size,  and  designed  to  be  placed 
in  the  open  aii',  yet,  when  in  position,  it  will  have  the  same  effect  as  the 
best  specimens  of  medieval  jeweled  work. 

Among  the  exhibitors  in  the  English  section  were  Messrs.  Barnard, 
Bishop  and  Barnard,  who  displayed  some  finely  wrought  iron  gates  ;  ■ 
Measre.  Hart,  who  exhibited  a  candelabrum — an  excellent  specimen  of 
smiths'  work;  Messrs.  Skidmore,  Benham,  .and  a  few  others. 

The  two  principal  exhibitors  in  the  French  section  were  Messrs.  Bau- 
drit  and  Eoy.  The  repoues^  work  of  the  former  and  the  forging  of  the 
latter  were  beautifully  executed.  Among  those  whose  names  deser\-e 
to  be  noticed  is  M.  Boulanger,  to  whose  efforts  are  mainly  due  the  revi- 
val of  this  art.  His  iron-work  on  the  central  gate  of  the  church  of  Notre 
Dame,  at  Paris,  is  not  inferior  in  style  to  the  celebrated  iron-work  of  the 
latter  part  of  the  twelfth  century  attached  to  the  two  side  gates.  These 
are  considered  the  most  beautiful  specimens  of  medieval  forging  in  exist- 

The  application  of  machinery  to  this  class  of  work  has  contributed 
greatly  to  its  cheapness.  The  resnlta  obtained  in  France  have  been  very 
satisfactory,  and  many  Anns  are  able  to  furnish  wrought-iron  balconies 
and  gratings  at  a  price  not  greater  than  that  paid  for  the  same  in  cast 
iron,  so  largely  used  within  the  last  ten  years, 

EOOFING  MATERIALS. 

The  principal  materials  displayed  at  the  Exposition  for  roofing  pur- 
pcses  were  slates,  tiles,  zinc,  copper,  and  tarred  or  bituminous  felt  and 
paper.  Shingles  do  not  seem  to  be  used  in  Europe  to  any  extent;  the 
only  specimens  seen  being  on  the  wooden  buildings  In  the  park  erected 
by  those  countries  where  wood  Is  plenty  and  enters  largely  into  the 
materials  used  for  the  construction  of  buildings.  In  general,- roofing 
materials  such  as  are  used  in  England,  France,  Prussia,  and  Austria, 
for  public  and  private  buildings,  are  cheaper,  better  made,  and  more 
durable,  than  they  have  been  at  any  time  within  twenty  years. 
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The  manufacture  of  roofliig  tiles  has  attained  a  great  degree  of  per- 
fection. Slatea,  which  are  now  qnarried  and  cut  by  machinery,  are 
remarkable  for  their  excellence  and  the  regularity  of  their  dimensions. 

Since  the  introduction  of  iron  beams  for  roofs,  the  substitution  of  some 
other  material  for  wood  as  a  surface  upon  which  slates  or  tiles  can  be 
laid,  has,  among  architects,  attracted  considerable  attention.  The  diftt- 
eidty  of  attaching  boards  or  strips  to  iron  rafters  without  considerable 
expense,  is  apparent  to  all.  This  has  been  obviated  by  M.  Lachambre, 
who  uses  laths  of  iron,  to  which  the  slates  are  attached  by  means  of 
hooks.  This  is  a  marked  improvemeuifc  over  the  sheet-iron  strips  for- 
merly employed,  and  permits  the  tiles  to  be  placed  directly  on  the  iron 
without  the  intervention  of  any  combustible  material. 

The  prevention  of  the  destruction  of  zinc  roofing  when  placed  in  con- 
tact with  iron  has  also  attracted  considerable  attention.  Many  plans 
have  been  proposed  to  obviate  this  difficulty,  snch  as  placing  wood,  plas- 
ter, tarred  paper,  or  other  materials  between  the  icon  and  zinc.  All  of 
these  methods,  however,  are  expensive. 

The  Exposition  contained  many  specimens  of  wrought  and  corrugated 
zinc,  but  the  extreme  sensibility  of  this  material  to  variations  of  t6mi>er- 
ature  diminish  its  value,  especially  when  there  are  many  soldered  joints. 
France,  Prussia,  Austria,  and  Holland,  made  a  fine  display  of  this  metal, 
showing  remarkable  results  in  stamping  it,  when  cold,  into  various  forms 
intended  for  the  exterior  decoration  of  buildings.  It  must,  however, 
be  admitted  that  such  ornaments  are  of  limited  durability  when  exposed 
to  the  weather. 

Attempts  have  been  made  to  substitute  zinc  tiles  for  a  continuous 
roofing  of  sheet  zinc,  which  is  not  only  disagreeable  in  appearance  but 
is  liable  to  warp  and  twist  at  high  temperatures.  Tliese  efforts  have 
not  been  generally  successful,  as  the  tiles  are  liable  to  be  blown  off  or 
displaced  by  high  winds,  and  have  not  been  found  to  be  sufficiently  water 
tight.  It,  however,  appears  probable  that  since  zinc  is  so  easily  stamped 
by  machinery  at  the  present  day,  and  has  such  a  degree  of  ductility 
given  to  it  that  it  does  not  tear  when  stamped,  its  use  for  roofing  pur- 
I>o8es  might  be  extended  by  its  being  manufactured  into  tiles  of  grace- 
ful shapes  and  sufficient  size  to  allow  them  to  be  attached  to  the  roof 
■without  solder  or  nails,  iu  the  same  way  that  ordinary  slates  are  fastened. 
The  discovery  of  some  cheap  material  t-o  prevent  their  contact  with  the 
iron  beams  would  largely  increase  their  use. 

ROOFING  FELT. 

The  display  of  tarred  or  bituminous  felt  at  the  Exposition  was  very 
large.  Besides  the  applications  for  roofing,  it  is  also  used  in  sheathing 
ships,  iu  the  foundations  of  houses,  and  for  lining  moist  walls.  As  a 
buildiug  material,  it  is  to  be  particularly  recommended  on  account  of  its 
cheapness,  ease  with  which  it  can  be  attached  to  a  roof  or  walls,  imper- 
meability to  water,  and  lightness.     The  manufacturers  claim  that  as 
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uow  made  it  is  nninflaniinable.  Russia,  Austria,  Prussia,  Belgium,  Den- 
mark, Sweden,  England,  and  France,  sent  large  quantities  of  this  pro- 
duct. Its  want  of  durability  is  its  great  defect,  and  tliough  an  excellent 
material  for  covering  temporary  constructions,  it  can  never  take  the 
place  of  slate  or  tiles  as  a  pei^mauent  roofing  material.  It  answers 
admirably  as  au  interior  lining  for  walls  to  prevent  the  effects  of  mois- 
ture, in  which  place  it  is  not  exposed  to  the  heat  of  the  sun  nor  to  the 
sudden  variations  of  temperature.  Tiie  best  specimens  of  this  article 
were  from  Kussia, Denmark,  and  Prussia,  where  it  islargely  used.  It  ia 
also  used  to  a  great  extent  in  northern  G-ermany,  where  the  climate  is 
better  suited  to  it  than  the  more  southern  portions  of  Europe. 

Tiirious  expedients  have  been  adopted  to  diminish  the  action  of  the 
sun  upon  the  bituminous  matter  with  which  this  material  is  soaked. 
Among  these  may  be  noticed  the  felt  displayed  by  a  French  exhibitor 
covered  with  a  thin  coating  of  powdered  schist.  An  article  somewhat 
like  this  is  made  in  the  United  States  by  the  Mica  Eooflng  Company  of 
New  York. 

Some  of  the  advantages  claimed  for  the  Belfast  (Ireland)  roofing  felt, 
were  its  lightness,  durability  and  cheapness,  and  its  fire-proof  qualities. 
It  is  put  up  in  rolls  twenty-five  meters  in  length,  and  0.80  milUmeter  in 
breadth,  sufficient  to  cover  twenty  square  meters  of  surface.  Tlie  price 
given  in  Paris  is  one  franc  ten  centimes  the  running  meter,  when  taken 
in  qnantities  of  one  hundred  meters  in  one  package. 

The  following  directions  are  given  for  placing  the  felt  upon  roofs : 

The  roofing  boards  should  be  laid  with  the  slope  of  the  roof,  and  the 
inclination  should  be  from  0.15  to  0.20  centimeter  per  meter.  The  felt 
should  be  of  good  quality,  and  may  be  laid  either  up  and  down  with  tlie 
slope  or  horizontally.  In  either  case  it  must  be  well  stretched  and  the 
edges  should  overlap  about  0.03  centimeter.  It  must  be  nailed  with 
suitable  nails  placed  at  a  distance  of  from  tliree  to  four  centimeters. 
On  the  edge  of  the  roof  the  felt  is  to  be  turned  in  and  nailed  in  the  same 
way.  After  it  is  thus  secured  upon  the  roof  it  is  covered  with  a  coating 
composed  of  equal  parts  of  coal  tar  or  melted  pitch  or  asphaltum,  and 
of  powdered  lime.  Tliia  mixture  shoidd  be  laid  on  with  a  brush  while 
hot,  and  wheu  a  few  square  yards  have  been  covered,  and  while  the 
coating  ia  stiU  soft,  it  is  to  be  sprinkled  over  with  dry  sand  and  gravel. 

The  coating  should  never  be  applied  to  moist  felt ;  it  should  be  perfectly 
dry.  After  a  roof  has  been  coated  four  or  five  times  in  this  way  at  inter- 
vals of  four  or  five  years,  a  very  superior  and  permanent  roof  is  ob- 
tained, 

"USE  OF  PASTEEOABD  AND  PAPEB  IN  OOKSTRUCTIOK. 

The  Exposition  abounded  with  specimens  of  pasteboard  prepai'ed  for 
roofing  and  for  lining  rooms.  It  is  usually  prepared  with  bitumen  so  as 
to  be  more  or  less  water-proof.  TTie  examples  were  most  numerous 
in  the  Prussian  and  Austrian  sections.     In  the  Prussian,  B.  Dalise 
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exhibited  bituminous  "carton-pierre"  and  bitaminous  pasteboard; 
Engell  &  Co.,  bituminous  pasteboard  for  roofing ;  E.  A.  Lindenberg, 
Dantzic,  asphaltic  paper  for  roofing ;  J.  0.  Ijeye,  pipes  of  bitaminous 
paper  and  roofing  pasteboard.  In  the  Austrian  section,  C.  Haller 
exhibited  incombustible  and  impermeable  roofing  paper,  and  F.  Sterba, 
bituminous  and  roofing  paper. 

This  description  of  material  is  now  coming  into  extensive  use  in  the 
United  Stsites,  particularly  at  the  west,  where  it  is  so  often  required  to 
erect  dwellings  with  expedition  and  economy.  The  Eock  Eiver  Paper 
Company,  of  Chicago,  manufacture  an  article  which  they  call  "  sheatli- 
ing  and  roofing  hoard."  It  is  a  coarse,  yeUow  pasteboard,  made  in  rolls 
of  various  lengths,  and  thirty-two  and  forty-eight  inches  wide.  It  is 
made  very  compact  and  firm — ^the  fibers  being  closely  pressed  together 
at  first,  and  tiien  subjected  to  an  enormous  jm^essure  and  calendered 
down  until  the  whole  is  made  stiff  and  hard  almost  lifee  a  piece  of  board. 
It  has  a  straight,  smooth  edge,  and  weighs  about  one  and  a  quarter 
pounds  to  the  square  yard. 

It  is  used  advantageously  in  various  ways ;  either  on  the  studs  out- 
side as  a  substitute  for  sheathing,  or  over  the  sheathing  before  siding ; 
or  on  the  inside  of  the  studs  before  lathing,  so  as  to  form  an  extra  dead 
air  space.  It  is  laid  under  floors  and  on  roofs  below  the  slates  or 
shingles  for  the  purpose  of  keeping  out  air  and  cold,  and  it  may  also  be 
used  as  a  substitute  for  inside  plastering.  It  is  found  to  make  a  very 
smooth,  nice  finish  for  a  wall  or  ceiling,  and  to  save  four-fifths  of  the 
expense  of  ordinary  plastering.  It  can  be  tacked  on  over  the  laths  and 
then  be  whitewashed  or  papered  in  the  usual  manner.  In  this  way  a 
wall  warmer  than  jilastering  may  be  secured,  and  it  will  be  ex|ually  as 
good,  if  used  with  care,  for  all  purposes.  It  wiU  not  crack  or  fall  off, 
and  it  commends  itself  to  those  who  build  in  earthquake  countries.  It 
can  be  put  on  by  almost  any  one,  it  being  merely  tacked  on  with  ordi- 
nary tacks 

The  cost  of  this  iheathmg  board  is  shght     It  is  sold  by  the  pound  at 
fi^  p  cents  foi  the  bituminized,  ^^d  six  cents  for  the  plain.    Thus  one 
squire  yard  of  the  bitumi- 
~-^^    nized  costs  eight  centa,  and 
-=i~    the  plain  seven  cents  and  a 
^^"   hilt    Ahousetwentj'-two  by 
rhii-tj  six   feet   and    twenty 
U  thigh  can  be  covered  with 
tills  satui'ated  board  for  less 
Ihm    twenty  dollars.     The 
miiesed    figure   shows   the 
,  method  of  applying  the  board 
a  the  loof  of  a  house  before 
S  eovenngwithcementorshin- 
!S,  on  the  studs  before  sid- 
ing, and  on  the  sheathing-boards  before  siding. 
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Some  of  the  principal  advantages  of  tliis  alieatliing-board  are :  First, 
its  cheapness  compared  with  boards  or  plastering.  Second,  the  rapidity 
with  which  it  can  be  put  on,  and  thus  render  in  afewtioursa  bare  frame 
habitable.  A  house  lined  with  this  board  can  be  safely  occupied  imme- 
diately, while  a  plastered  house  requires  months  to  become  dry.  Third, 
it  is  warmer  than  boarding  or  plastering,  for  it  does  not  conduct  heat  so 
rapidly,  and  a  room  so  lined  can  be  warmed  in  a  few  minutes  by  a  mod- 
erate Sre,  while  in  a  plastered  room  it  takes  a  long  time  to  heat  up  the 
walls. 

CAKFENTEES'  AND  JOINERS'  WOEK. 

The  opinion  seems  to  prevail  among  those  who  have  devoted  attention 
to  the  subject,  that  in  France  and  many  pai-ts  of  Europe  carpentry  is 
falling  more  and  more  into  disuse,  being  confined  mostly  to  the  con- 
stmotion  of  scaffoldings  and  temporary  buildings.  Iron  is  now  ahnost 
universally  substituted  in  Europe  for  wood  in  the  erection  of  permanent 
edifices.  Nearly  alt  the  houses  now  in  course  of  construction  in  Paris 
are  being  built  with  iron  lintels  and  girders,  the  floors  being  constructed 
with  iron  joists  filled  in  with  brick- work,  while  the  roofs  are  made  flat 
and  of  the  same  materials.  It  is  the  great  superiority  of  these  mateiials 
for  construction  that  has  led  to  their  substitution  for  wood.  Iron  is 
stronger,  more  durable,  and  is  fire-proof.  Its  cheapness  at  the  present 
day  permits  its  use,  while,  at  the  same  time,  timber  is  increasing  in  cost, 
and  is  becoming  more  and  more  scarce.  Timber  is  also  often  badly  sea- 
soned. The  oak  ordinarily  used  in  Paris  is  transported  from  the  forests 
directly  by  rail,  and  is  often  full  of  sap.  If  put  into  a  building  in  this 
condition  it  decays  in  a  short  time,  especially  when  exposed  to  the  air. 

As  a  general  thing  the  Exposition  was  very  poor  in  models  of  car- 
pentry as  applied  in  buildings.  The  specimens  to  be  seen  in  tlie  French 
section  were  generally  of  a  very  rude  description.  The  partitions  were 
mostly  of  rough  scantling ;  the  joists  were  at  irregular  distances,  and 
appeared  to  be  placed  rather  by  unskilled  laborers  than  by  mechanics. 
The  floors  were  generally  badly  laid  and  joined ;  indeed,  none  of  the 
carpentry  work  presented  features  worthy  of  imitation. 

The  specimens  of  American  carpentry  shown  in  the  United  States  sec- 
tion were  in  strong  contrast,  especially  in  the  farmer's  cottage,  which  was  a 
remarkable  specimen  of  what  may  be  done  where  wood  is  plenty  and 
other  materials  scarce. 

The  cottage  from  Louisiana  also  displayed  excellent  workmanship. 
The  entrance  doors,  of  different  kinds  of  wood,  were  well  made  and  care- 
fully finished. 

Specimens  of  carpentry  and  joiner's  work  manufactured  by  machinery 
occupied  an  important  place  in  the  Exposition.  Prussia,  England,  Aus- 
tria, Bavaria,  Russia,  France,  and  Belgium,  sent  specimens  of  this  kind 
of  work,  and  were  rivals  in  excellence  and  cheapness  of  execution. 

There,  as  in  this  country,  the  number  and  size  of  the  planing  and 
sawing  mills  have  largely  increased  of  late. 
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A  eliort  extract  from  the  report  of  one  of  the  British  artisans,  Mr. 
Alexander  Kay,  will  give  an  excelleut  idea  of  the  estimate  formed  of 
tlie  condition  of  the  carpenter's  and  joiner's  art  in  the  United  States  :^ 

"  America  will  always  maintain  an  elevated  position  among  the  nations 
of  the  earth  for  good  joinery ;  and  it  need  not  be  wondered  at  when  we 
loot  at  the  vast  resoorces  and  inexhaustible  supply  of  materials  which 
form  the  materials  of  the  joinery  trade. 

"  The  eonstraction  of  a  driver's  shed  on  the  locomotive  engine  is  a  good 
representation  of  what  the  Amerieaa  joiner  can  do.  It  is  constructed  of 
maple,  beech,  ash,  hickory,  and  black  walnut,  well  selected,  and  strongly 
and  neatly  put  together.  It  is  my  opinion  that  British  joiners  have 
received  some  very  useful  and  ready  methods  from  the  Americans ;  and 
from  their  superior  wood-cutting  machiues  they  must  derive  great  ad- 
vantages over  all  other  nations.  Consideriug  her  plentiful  supply  of 
easily  worked  and  beautiful  timber,  of  flrst-rate  quality,  I  feel  thoroughly 
satisfied  that  no  other  nation  can  compete  with  America  in  the  produc- 
tion of  good  joinery,  at  the  same  cost,  with  equal  profit. 

"The  American  joiner  Las  several  advantages  over  those  of  other 
nations.  His  tools  are  second  to  none,  being  superior  in  many  instances 
to  British,  but  the  British  are  not  alow  to  adopt  the  advantages  brought 
forward  by  Americans.  We,  however,  are  supplied  with  Norway  white 
deal,  not  so  easily  worked  as  the  American  pine.  The  Americans  Lave 
the  advantage  in  possessing  this  easily  worked  timber." 

The  Austrian  section  contained  some  good  specimens  of  joinery.  The 
workmanship  was  generally  good,  the  various  parts  were  strongly  and 
neatly  fitted  together,  and  the  wood  was  well  selected.  In  hinges 
and  fastenings  there  is  room  for  improvement,  both  in  quality  and  style 
of  manufacture.  The  supply  of  mateiial  for  the  joinery  trade  in  Austria 
is  excellent,  and  many  samples  of  wood  were  exhibited  in  planks  and  in 
moldings,  such  as  beech,  fir,  oak,  maple,  Hungarian  ash,  and  veined 
walnut. 

Belgium  also  displayed  some  excellent  specimens  of  joiners'  work  and 
carving. 

The  forest  products  of  Bavaria  show  that  the  country  is  well  supplied 
with  materials. 

The  work  exhibited  from  Eussia  was  made  principally  of  pine,  of  which 
there  is  an  unlimited  supply  of  the  best  quality.  There  were  also  many 
specimens  of  other  wood  used  in  carpentiy  and  joinery,  all  of  excellent 
quality. 

The  Russian  workman  is  peculiarly  fortunate  in  possessing  such  a  wood 
as  the  Finland  pine,  which,  when  well  selected  and  free  from  knots,  is 
easy  to  work,  and  is  admirably  adapted  for  building  purposes. 

Buildings  made  of  this  wood  are  more  durable  and  last  longer  than 
those  of  oak,  the  rosin  in  the  pine  protecting  it  from  decay. 

Tlie  French  joiners'  work,  of  which  not  only  the  Exhibition  afforded  an 

'Artisajis'  Eeporta,  page  219. 
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ample  display,  but  the  public  buildings  recently  erected  in  Paris  many 
excellent  specimens,  lacks  tlie  precision  and  aecuracy  of  execution  to  be 
seen  in  the  work  of  many  other  conntriee,  and  lain  many  instaaeea  defect- 
ive in  construction.  There  seems  to  have  been  but  little,  if  any,  advance 
made  in  this  ai't  of  late,  i±'  we  except  the  work  done  by  machinery. 
Their  inethoda  of  conatraotion  are  old,  and  the  work  is  always  roughly 
finished.  This  is  to  be  seen  particularly  in  the  doors,  frames,  wiiidowa, 
and  in  the  internal  wood-work  generally  of  their  builduigs. 

The  opinion  expressed  on  this  subject  by  an  intelUgent  English 
writer,  himself  a  practical  mechanic,  may  be  of  interest: 

^  "  On  the  whole  we  considerParisiau  joiners' work  to  be  far  inferior  to 
that  done  in  this  conntry.  Their  moldings,  as  a  general  ride,  are  very  well 
designed,  and  tiieir  car\ing  is  remarkably  well  executed.  We  can  easily 
understand  how  an  art  student  may  be  attracted  by  the  tastefid  and 
artistic  appearance  of  a  piece  of  joiner's  work,  and  may  fancy  that  he 
sees  in  it  an  evidence  of  the  superiority  of  French  work ;  hut  the  prac- 
tical workman  will  arrive  at  a  very  different  conclusion.  He  will  at  once 
tmderstand  that,  for  the  portions  of  the  work  which  are  so  attractive  to 
the  eye  the  joiner  is  in  no  way  responsible,  since  he  is  neither  the  designer 
nor  the  carver,  while  the  framing  itself  will  be  found  to  be  very  defect- 
ive both  in  strength  and  finish. 

"  French  worlcmen  will  require  better  tools,  and  an  entire  revolution 
of  their  system  of  working,  to  enable  them  to  execute  a  class  of  work 
fit  for  the  English  market." 

An  interesting  feature  connected  with  this  portion  of  the  Exposition 
was  the  eaipentry  and  joiner's  work  displayed  in  the  Egyptian  section, 
and  in  the  oriental  constructions.  It  consisted  of  a  wooden  background 
on  which  were  naiiedmoldmgs,  mitered  together  and  forming  certain  geo- 
metrical designs  and  patterns.  This  form  of  decoration  is  applied  to 
doors,  wadnscotings,  ceilings,  &c,  and  lias  a  most  pleasing  effect,  being 
at  the  same  time  very  cheap.  The  pieces  of  wood  nailed  to  the  back- 
ground prevent  it  also  from  -warping  or  sweUing  to  any  great  extent. 

With  the  mechanical  means  at  present  in  use  this  method  of  decora- 
tion, so  excellent  in  principle  and  construction,  and  which  permits  of 
such  infinite  variations,  could  be  revived  at  small  cost,  and  would  replace 
that  style  of  decoration  which  by  cheap  expedients  strives  to  imitate 
the  elaborate  ornamentation  of  former  times. 

In  Spain  and  in  Africa  many  wainscotings  and  ceilings  of  the  fifteenth 
and  sixteenth  centuries  executed  in  this  style,  and  of  wonderful  beauty, 
are  yet  to  be  seen,  and  in  good  preservation.  This  style  of  work  is  also 
well  adapted  for  painting  in  bright  colors,  or  for  other  styles  of  internal 
decoration. 

'ArtisauB'  Reports,  p.  211. 
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INLAID   PLOOIiS — PARQUETET. 


The  displays  of  ornamental  inlaid  flooring  were  numerous  and  attract- 
ive. The  use  of  machinery  for  cutting  the  pieces  of  wood  has  greatly 
improved  the  product  and  lessened  the  cost.  All  the  pieces  are  now  cut 
■with  precision,  and  are  joined  together  upon  panels,  so  that  they  can  \>e 
easily  laid  and  fltted.upon  floors.  Woods  of  different  colors  are  selected, 
and  in  fitting  them  together  they  are  so  placed  upon  the  panel  that  the 
grain  of  the  wood  afeove  and  helow  sliall  run  in  opposite  directions, 
This  obviates  the  defect  of  undue  shrinking,  and  of  the  creaking  which 
is  often  so  annoying  in  inliud  floors. 

There  are  large  establishments  for  the  manufacture  of  these  parquetry 
panels  in  Marseilles,  in  Austria,  and  Savoy.  Interesting  exhibitions 
wei-e  made  by  Oliver  &  Co.,  55  Eue  de  Flandre,  Paris,  and  Arrowsmith 
&  Oo.,  London ;  by  Babitz,  of  Berlin,  of  parquetry  in  strips;  Morand  & 
Co.,  Bemay,  France,  of  floors  inlaid  in  various  ways ;  and  by  Ignatius 
Silva,  France,  specimens  of  marquetry  and  parquetry  panels. 

BALLOON  FRAMES. 

The  Illiuois  cottage,  or  American  farmer's  house,  sent  from  Chicago, 
and  the  school-house,  were  almost  the  only  examples  of  what  is  known 
in  the  United  States  as  "  balloon  framing,"  or  "balloon. construction," 
and  it  is  but  little  known  or  used  in  Europe. 

The  Chicago  balloou-framed  houses  are  constructed  as  follows;  When 
no  foundation  of  brick  or  stone  has  been  laid,  the  sills  are  placed  upon 
cedar  posts  the  same  size  as  the  sills,  and  from  four  to  six  feet  in 
length,  and  they  are  set  below  the  reach  of  frost,  and  are  based  upon 
two  thicknesses  of  planks,  laid  cross-wise,  about  two  feet  square  and 
four  inches  thick.  The  sills  are  framed  into  the  posts  and  are  framed 
together  and  well  pinned.  Both  the  studding  and  the  joists  ai'e  framed 
into  the  sills ;  the  joists  are  laid  double  around  all  of  the  openings.  At 
the  corners  of  the  building  two  or  three  studs  are  placed  together,  and 
are  well  spiked,  so  a-s  to  make  solid,  strong  corner  posts.  For  one-story 
houses,  wall  plates  are  laid  upon  the  top  of  the  studding ;  they  are  laid 
double,  and  are  well  spiked  together  and  to  the  studs.  The  rafters  are 
framed  so  as  to  bear  laterally  upon  the  wall  plates,  and  are  well  spiked  to 
them. 

The  entire  outside  of  the  studding  and  rafters  is  covered  with  common 
boards,  well  nailed  down  to  the  sides ;  these  are  then  covered  with  siding, 
and  the  roof  is  covered  with  shingles,  laid  so  as  to  lap  three  times. 

The  floors  are  laid  upon  the  joists  and  are  nailed  down  through  the 
face ;  after  the  floor  is  laid  the  inside  partitions  are  set  upon  the  floor. 
The  lathing  and  plastering  follows,  and  when  dry  the  casings  are  put  up 
and  the  work  is  painted. 

When  there  is  to  be  more  than  one  story,  the  studding  is  set  to  the 
full  height  of  the  walls,  and  a  "  ribbon,"  one  inch  thick  and  four  wide,  is 
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framed  into  the  studding  on  the  inside  at  the  height  of  each  story,,  and 
the  joists  of  the  upper  floors  rest  upon  this  ribbon  and  are  spiked  to  the 
studding, 

SUGGESTION    FOE    CHEAP  FIKK-PRQOP  WALLS  AND  PT.OOES. 

One  important  subject  to  the  interest  of  the  citizens  of  the  United 
States  is,  that  some  plan  shall  be  adopted  in  the  mode  and  manner  of 
constrncting  buildings  to  prevent,  in  a  measure,  the  burning  of  such  an 
immense  value  of  property  as  is  annually  consumed  in  America.  No 
country  suffers  so  severely,  and  we  cannot  afford  it. 

The  reporter  would  respectfully  suggest  that  all  buildings  shall  be 
constructed  with  a  view  to  prevent  such  vast  destruction  of  property. 
The  use  of  iron  beams,  with  brick  arches  turned,  undoubtedly  are 
the  most  safe;  but,  as  they  are  somewhat  expensive,  the  following  mode 
of  buQding  is  commended  to  the  special  attention  of  all  Americans.  It 
■is  one  of  trifling  expense  compared  to  its  advantages.  It  is  a  system 
that  has  been  thoroughly  tested.  Lay  a  floor  of  seasoned  hemlock  boards 
upon  the  timbers,  of  floor-joists,  aud  then  lay  a  coat  of  cement,  a  large 
projKtrtiou  of  which  may  be  sand,  entirely  over  this  floor,  irom  wall  to 
wall,  of  one  inch  thick ;  tiien  let  the  cement  become  thoroughly  dried, 
over  which  lay  a  floor  of  matched  boards,  nailed  with  forty-penny  nails. 
K  there  are  wood  partitions,  there  should  be  laid  two  courses  of  brick's 
between  the  studs,  and  plastered  to  the  base-board,  to  prevent  all  circu- 
lation of  air.  A  floor  laid  as  above  will  resist  an  immense  volume  of 
flame  in  tlie  room  for  one  hour  before  breaking  through  the  cemented 
floor  above;  and  the  expense  of  cement  is  only  ten  to  twelve  cents  per 
square  yard — a  trifling  matter  compared  with  its  value. 

This  has  been  tested  by  actual  exi>eriment,  and  found  to  require  one 
hour  before  the  flre  ignites  with  the  next  story;  and  also  has  been  tested 
when  the  combustible  material  of  a  large  druggist's  shop  was  wholly  on 
flre,  creating  an  immense  volume  of  flame,  (the  floor  timbers  above  bum- 
mg  nearly  lihrough,)  and  the  carpets  above  were  not  even  smoked  or 
caused  to  be  talseu  up.  Therefore,  any  system  adopted  whereby  the 
fire  is  coniined  to  one  room  for  an  hour,  gives  abundant  time  for  an 
engine  to  be  present,  or  to  apply  all  other  means  at  command ;  which 
certainly  is  of  great  advantage  toward  extinguishiug  a  flre. 

The  above  plan  of  construction  has  many  advantages.  It  deafens  the 
floor,  prevents  all  insects  and  odors  from  passing  from  story  to  story, 
and  water  in  small  quantities  from  above  to  the  ceiling  below ;  it  makes 
the  house  warmer,  and,  above  all,  is  considered  the  cheaiwst  and  one  of 
the  best  modes  of  construction  to  diminish  the  annual  loss  by  fire  in  the 
United  States. 

In  addition  to  the  above,  every  family  should  have  twelve  or  twenty- 
four  pails  always  filled  with  water,  at  a  moment's  command,  in  some 
convenient  locality,  in  case  of  flre;  for  one  pail  of  water  at  an  early 
moment  is  of  more  avail  than  twenty  at  a  later  time'. 
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Many  builders  deafen  floors  between  the  timbers,  wliicli  plan  is  not 
as  beneficial  or  as  safe,  lieeaoae  all  timbers  season,  and  thus  leave  a  space 
between  tlie  cement  and  beam  for  circulation  of  air;  and  when  the  tim- 
ber bnma  off,  the  fli-e  ignites  at  once  with  the  story  above.  Attention 
has  been  called  more  particularly  to  this  subject  from  the  fact  that  insur- 
ance on  property  in  ^France  is  of  minor  consideration.  For  instance,  in 
an  insurance  upon  one  hundred  and  fifty  thousand  francs  for  sis  months, 
npon  a  house  and  furniture,  the  charge  was  only  fifty  francs.  The  very 
modest  price  of  insurance  in  France  is  because  they  have  comparatively 
no  buildings  burned.  Their  buildings  are  vastly  more  safely  constructed 
than  those  in  the  United  States,  and  they  have  more  floors  of  brick,  tile, 
and  cement.  Even  their  stairs  are  often  covered  with  tile  and  bricks, 
and  in  the  better  class  of  buildings  their  stairs  are  of  stone  or  marble; 
their  walls  are  mostly  of  stone  and  much  thicker,  and  they  have  less 
wood-finish  in  tlie  interior. 
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CHAPTER   III. 

DWELLINGS  CHARACTERIZED  BY  THEIR  CHEAP- 
NESS COMBINED  WITH  THE  CONDITIONS  NE- 
CESSARY FOR  HEALTH  AND  COMFORT. 


;   co^iornoN   of  the   homes  of-  the  working 

•P  THE  WOKKISG  CLASSES   IN  EUIIOPE — CAUSES  OF 
— PlilNCiPLBS  TO   BE  OBSBItVED   IN  THE    ESTABHSHJIEST    OF    HOMES 

G  CLASSES — Societies  is  Fbascb  jtok  impkoving  the  coxditios 

OF  the  WOUKISfG  CLASSES — BulLDrNGS  ERECTED  BY  THE  EMPEROB — THE  MtlLHOUeB 

Society  of  cirfia  ouvKiiiRES — Eeal  estate  co-opekative  association — Beau- 

COOET    REAL    B8TATB    ASaOOIATIO:^ — FRENCH    ABTISANS'    HOUSES — FRENCH    MMBR'S 

cottage  at  Biaszy— English  sociETiBg  for  improving  the  conditio;?  of  the 

WOBKIKG  classes — MSTUOPOI-ITAir  AS80CIATIOS — SOCIETY  Fi 
DITION  OF  THE  LABOIUSG  CLASSES — LirPROVED  IKDUSTFIAL 
COLDMBIi  SQUARE — MiSS  BDRDETT  COUTTS'S   LODGING-HOUSB. — WEaTERN   FARMER'S 

Group  X  of  the  Exposition  included  articles  exhibited  with  the  special 
object  of  improving  the  physical  and  moral  condition  of  tte  people,  and 
in  class  93  were  placed  the  examples  of  dwellings  characterized  by  cheap- 
ness combined  with  the  rx)nditions  neccessary  for  health  and  comfort. 
It  is  greatly  to  the  credit  of  the  Imperial  Commission  that  it  thus  recog- 
nized the  importance  which  the  movement  for  improving  the  condition 
of  tbe  homes  of  the  working  classes  of  Eurojie  has  attained.  This  move- 
ment commenced  more  than  twenfcy-flve  years  ago,  but  it  first  became 
manifest  in  the  great  exhibition  in  1S51,  at  London,  where,  nnder  the 
auspices  of  tbe  late  Prince  Albert,  a  model  of  a  house  suited  to  tbe  wants 
of  agricultural  laborers  was  shown.  As  early  as  18i4  tbe  society  for 
impToring  the  condition  of  the  laboring  classes  was  formed  in  London, 
and  a  set  of  model  dwellings  was  erected. 

In  Pmssia,  in  1848,  an  association  was  organized  with  the  object  of 
improving  the  homes  of  the  working  people.  It  was  under  the  patronage 
of  the  King,  and  included  Prince  Albert  and  the  Emperor  of  Russia  among 
its  members. 

Louis  Napoleon,  in  ISiO,  when  President  of  the  republic,  turned  bis 
attention  to  this  subject  and  erected  in  Paris  a  cite  ouvrihre  in  the  Eue 
Eochechouart,  and  his  efforts  in  this  direction  were  prominent  at  the 
Exposition  of  1807. 

The  attempt  wiU  not  here  be  made  to  extend  and  complete  these 
historical  notices  of  the  great  efforts  for  the  amelioration  of  the  condition 
of  the  working  classes.  The  special  notices  which  follow  will  in  part 
supply  this  information.  The  British  reports  of  the  Exposition  upon  the 
new  order  of  rewards  contain  the  names  of  more  than  thirty  commercial 


y>' Google 


62  PAKIS   UKIVEESAL    ESPOSITION. 

Tindertakiiigs  which  made  returns  of  the  means  employed  by  them  to 
improve  the  coDdition  of  the  laboring  classes.  It  contains,  also,  infor- 
mation iu  detail  concerning  ten  building  societies  which  have  achieved 
gieat  results.  The  munificence  of  Mr.  George  Peabody  In  this  direction 
is  well  known.  The  original  gift  of  £150,000  has  been  increased  to 
£350,000,  and  dwellings  for  neiuly  two  thousand  persons  have  been 
completed. 

The  Industrial  DweUings  Company  (Sir  John  Waterlow's)  provides 
homes  for  four  thousand  persons. 

A  list  of  the  principal  exhibitors  in  this  class  at  the  Exposition  will  be 
found  at  the  end  of  this  chapter.  There  were  over  thirty.  France  num- 
bered seventeen;  Great  Britain  Ave;  Belgium  three;  and,  if  we  enumer- 
ate the  Illinois  cottage,  the  United  States  had  one. 

But,  although  so  much  attention  was  given  to  this  class  in  the  Exposi- 
tion, it  cannot  be  said  that  the  displays  were  commensurate  with  the 
importance  of  the  subject  or  the  attention  which  it  has  lately  received, 
not  only  in  France  and  Great  Britain  but  in  other  countries- 
Many  of  the  important  societies  and  organizations  were  not  repre- 
sented. But  it  may  he  justly  ohsei-ved  that  the  benevolent  operations 
of  these  companies  do  not  permit  of  objective  representation;  they  can  be 
described  with  greater  .success  and  utility.  The  exhibition  was  compara- 
tively meager,  but  the  publications  upon  the  group  are  by  no  means  so; 
they  are  voliuninous  and  comprehensive,  and  reference  may  be  advanta- 
geously made  to  them  by  those  who  are  especially  interested  in  this  sub- 
ject. To  this  end,  the  titles  of  some  of  the  most  important  that  have 
come  under  the  writer's  notice  are  subjoined.' 

It  is  difflcidt  for  those  persons  in  the  United  States  who  have  not  inves- 
tigated the  subject  to  understand  the  distressing  condition  of  the  mass 
of  the  working  population  in  Europe  as  compared  with  the  condition  of 
onr  own  people  who  are  similarly  occupied.  The  rapid  industrial  expan- 
sion of  the  last  thirty  years,  the  increase  of  large  manufacturing  estab- 
lishments, and  th4  consequent  crowding  together  of  operatives,  have 
converted  quiet  villages  into  busy  and  populous  cities. 

Iu  this  manner  a  city  built  for  a  few  thousand  inhabitants,  suddenly, 

■  L'anquWe  du  (lixifeine  groupe.  Catalogue  analytique  (lea  doonnieiitH,  m^moires  et 
rapports  exposfe  hors  clasae  dims  le  disifeme  groupe  et  relatife  aus  instittttions  publi- 
quea  et  privfea  eriSi5es  par  IWat,  lea  di5partemeuta,  lea  comiauuesotle8particulii;rapour 
am^orer  la  condition  physique  et  morale  de  la  population.  Paris,  E.  Deutu,  18G7,  8vo., 
p.  284. 

Rapports  dn  Jury  iDtemational,  YoL  siii,  (partionlarlj  the  report  upon  Class. 93,  by 
M«!^rB.  Degraud  and  Faueher.) 

Returns  relative  to  the  new  order  of  awards,  vol.  vi,  of  the  Britiah  reports  upon  the 
Paris  Univei'sal  Exhibition,  London,  1868.  (TMa  report  contains  plans  and  elevations 
of  many  of  tlie  buildings.) 

Les  institutions  ouTii^res  de  la  Suisse,  par  Guatave  Moynier,  G^nfeye,  1867,  8vo  pp 
190. 

Lea  cjt^s  ouyriferes  de  Mulhonse  et  du  Hant-Kbjn,  par  A.  Perrot. 
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bj'  the  erection  of  factories,  became  the  home  of  treble  or  quadruple  that 
number,  in  almost  every  case  destitute  of  means,  and  attracted  by  the 
hope  of  employment.  The  lodgment  of  this  class  seems  not  to  have 
entered  into  the  minds  of  the  founders  of  the  factories,  or  if  It  did,  tlie 
uncertain  and  precarious  condition  of  a  manufacture  then  in  its  infancy 
forbade  the  outlay  necessary  for  this  purpose;  while  in  many  cases  the 
limits  of  the  town  or  city  walls  prevented  the  erection  of  more  buildings. 

Every  house  was  filled,  a  siugle  room  in  many  cases  coutaiuing  sev- 
eral families,  whUe  even  the  cellars  were  crowded  with  people  huddled 
together  in  the  most  revolting  manner.  Nor  was  any  relief  to  be  obtained 
by  removing  to  a  distance  from  the  factory.  Besides  the  fatigue  of  the 
^y's  work,  that  of  reaching  a  home  situated  not  mifrequently  at  a  dis- 
tance of  several  miles,  was  to  be  added.  This  journey  was  to  be  taken 
before  light  in  the  morning,  and  after  dark  in  the  evening,  tlirough  mnd, 
rain,  and  snow,  by  men,  women,  and  clilldren,  always  wretchedly  clad, 
and  as  badly  fed. 

The  condition  of  the  workmen,  as  shown  by  the  boards  of  inquiry 
established  during  the  commencement  of  the  present  century,  is  painful 
and  distressing  in  the  extreme.  It  was  little,  if  any,  better  than  that  of 
wild  beasts,  and  referred  to  by  Bruyere  when,  deseiibiug  the  agricultural 
population  of  France,  he  says:  "which  one  sees  in  the  fields  everywhere, 
black,  earth- stained,  bnrned  by  the  sun,  but  having  the  voices  of  men, 
and  displaying,  when  they  raise  themselves  on  their  feet,  human  faces." 

The  mannfecturing  population  are  described  in  no  less  distressing 
terms:  "  Covered  with  rags,  begrimed  by  the  oil  of  the  factory,  pale,  weak, 
decimated  by  disease,  brutalized  by  all  the  \ices  which  physical  and 
moral  misery  engender,  they  lived  a  few  years,  capable  of  little  work, 
and  died  in  almost  all  cases  before  maturity."  Mulhoxise  may  be  taken 
as  no  more  than  a  fair  illustration  of  the  misery  of  the  operatives  in  the 
manufactiu'ing  towns  and  villages.  Here  the  average  length  of  the 
life  of  the  workmen  was  not  more  than  thirty-three  years,  while  tliat  of 
certain  classes  of  them,  spinners,  for  instance,  was  not  more  than  eighteen 
years.  Manchester,  Leeds,  and  other  towns  of  England  and  France, 
conld  show  no  better  record.  And  when  to  this  is  added  the  fact  that 
a  war,  a  commei-cial  crisis,  or  a  political  disturbance  might  throw  the 
workman  out  of  employment  or  reduce  his  wages,  it  is  difficult  to  imag- 
ine a  more  wretched  existence.  It  is  needless  to  multiply  instances  to 
show  the  degree  of  wretchedness  which  the  laboring  classes  abroad  had 
reached.  Asingleinstance,citedbyJule8Simon,willsnface.'  "AtThann, 
in  the  suburb  Kattenbach,  a  lodging  of  two  small  rooms,  which  was  the 
home  of  a  father,  a  mother,  a  daughter,  a  son-in-law,  and  four  children, 
had  no  other  entrance  than  through  a  piggery,  where  the  landlord  raised 
hogs  side  by  side  with  his  tenants.  Kear  at  hand  two  brothers,  having 
each  a  wife  and  three  children,  ten  persons  in  aU,  lived  in  a  room  three 
meters  by  five,  and  lighted  by  a  single  Ti-indow.    Not  far  off,  a  room  of 


vA_i00gie 


64  PARIS    UNIVERSAL   EXPOSITION. 

fair  size,  and  well  lighted,  served  as  the  lodgings  for  nine  persons  in 
1855  when  the  cholera  broke  out.  The  epidemic  can-ied  off  seven  vie- 
tiniB  iu  two  days." 

This  state  of  things  could  not  fail  to  attract  the  attention  of  the  lead- 
ing minds  iu  Europe.  Comuiissions  were  established  and  inquiries 
made  almost  simultaueoiisly  in  England,  France,  and  Prussia. 

The  late  Dr.  ViUerm^,  of  the  Institute,  visited  and  examined  into  the 
condition  of  the  worlmig  classes  in  the  manufacturing  towns,  and  drew 
a  irightflil  picture  of  the  misery,  drunkenness,  and  moral  disorder  in 
which  he  found  them.  M.  Eeyband,  of  the  academy,  was  also  deputed 
to  continue  these  studies  among  the  woolen  and  silk  manufactories.  Mr. 
Chadwifck,  in  England,  and  Mr.  Huber,  in  Prussia,  pursued  similar  inves- 
tigations. M.  Jules  Simon  also  devoted  himself  to  examining  the  condi- 
tion of  the  ■worldng  class,  and  published  the  remarkable  books  entitled 
"L'Ouvri^re"  and  "Le  Travail." 

Perhaps  not  more  useful,  but  at  least  more  practical,  were  the  efforts 
made  by  M.  Dolfus.  This  gentleman,  an  eminent  mauufectorer,  and  at 
present  the  mayor  of  Midhouse,  deemed  the  great  point  of  attack  on  the 
mass  of  eril  so  constantly  increasing  to  be  in  tlie  improvement  of  the 
habitations.  The  success  of  the  institution  he  has  founded  at  Mulhouse 
seems  to  establish  the  truth  of  these  conclusions,  and  shows  how  far 
inferior  are  the  results  of  cure  and  alleviation  by. charities  to  well-direct- 
ed exertions  in  the  way  of  prevention.  It  is  not  therefore  the  mere 
bodUy  comfort  of  the  working  people  that  is  promoted  by  these  efforts, 
but  their  moral  elevation  and  well-being  is  involved.  Eor  it  may  be 
laid  down  as  a  law,  that  the  moral  amelioration  of  the  working  classes 
follows  their  physical  amelioration  as  an  effect  does  a  cause;  the  moral 
welfare  of  the  individual  being  to  a  great  degree  dependent  upon  his 
physical  condition.    - 

In  the  establishment  of  workmen's  houses  there  are  considerations 
beyond  those  of  cheapness  and  healthfulness  which  it  is  necessary  to 
carefully  study  and  understand.  It  must  be  remembered  that  the  work- 
man is  not  a  mere  animal  to  be  housed  and  sheltered,  but  that  Ms  opin- 
ions and  wishes  in  the  arrangement  and  location  of  his  home  are  to  be 
consulted  and  respected, 

Though  that  ■^pe  of  dwelling  which  will  give  the  workman  an  entire 
house  for  himself  and  family,  surrounded  by  a  garden,  undoubtedly  pos- 
sesses the  greatest  advantages,  yet  in  many  localities  such  a  house  is 
impossible  on  account  of  the  deamess  of  land,  as  is  the  case  in  large 
cities.  It  is  nece^ary  to  leave  the  populous  centers,  where  land  is  dear, 
and  go  into  the  suburbs  to  find  a  suitable  location.  The  workmen,  and 
particularly  those  of  Paris,  refuse  to  do  this.  The  city  offers  too  many 
attractions,  with  its  gay  streets  and  public  gardens,  while  the  erection 
of  grand  piiblic  works,  and  the  objects  displayed  in  the  shops,  constitute 
a  species  of  permanent  and  instructive  exhibition. 

in  France,  also,  it  is  only  in  the  cities  that  the  flree  schools  for  chil- 
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dreii  are  to  be  fouud,  and  the  night  schools  for  wovkmen,  the  lectiires, 
and  many  other  advantages  of  instruction  fi-ora  wMeli  the  workman  living 
ill  the  countiy  is  debarred,  Tlie  women  also  find  it  inconvenient  to  be 
distant  from  the  sliop8,and  tlie  men  complain  that  riding  in  tlie  railway 
cars  to  their  homes,  after  a  hard  day's  work,  is  nneoinfortable  and 


It  is  impossible  not  to  be  struck  with  the  truthfulness  and  force  of 
these  arguments;  nor  is  it  surprising  that  the  dt^s  ouvrUres  at  a  distance 
from  the  city  in  which  the  workmen  are  employed  have  not  in  France 
generally  proved  successfnl.  It  is  necessai-y  also  that  the  workmen's 
lodgings,  wherever  built,  shonld  vary  slightly  one  from  the  other  in  the 
arrangement  and  number  of  their  rooms,  in  order  the  better  to  comply 
with  the  needs  of  different  families.  If,  on  the  other  hand,  they  are  all 
alike,  as  it  has  been  proposed  in  some  instances,  they  will  be  rented 
by  only  a  certain  class  of  families,  while  it  is  well  known  that  in  all  poor 
populations  there  are  families  whose  condition  and  wants  are  very 
diffferent,  and  yet  that  they  are  equally  wortliy  of  consideration. 

It  is  necessary  also  to  render  the  home,  wherever  it  may  be,  pleasant 
not  only  for  the  wife  and  children,  but  also  for  the  father;  there  is 
nothing  so  trivial  as  to  be  considered  unworthy  of  attention  if  it  con- 
tributes to  this  result.  The  workman,  fatigued  by  his  day's  work,  needs 
both  diversion  and  repose  in  order  to  maintain  his  effective  working 
powers  in  their  highest  condition.  Anything  which,  without  adding 
sensibly  to  the  cost  of  construction,  will  render  a  house  more  conve- 
nient and  agreeable,  which  will  beautify  and  give  it  even  an  appearance 
of  luxury,  so  that  the  legitimate  tastes  of  the  occupant  can  be  gratified, 
wUl  be  the  most  effective  means  of  attaching  the  laborer  to  his  home, 
and  encouraging  in  him  habits  of  order  and  economy, 

The  moral  of  the  whole  matter  has  been  forcibly  stated  by  the  late 
Dr,  Soutliwood: 

"A  clean,  fresh,  and  well-ordered  house  exercises  over  its  inmates  a 
moral  no  less  than  a  physical  influence,  and  has  a  direct  tendency  to  make 
the  members  of  the  family  sober,  iieaceable,  and  considerate  of  the  feelings 
and  happiness  of  each  other ;  nor  is  it  difficult  to  trace  a  connection  between 
habitual  feelings  of  this  sort  and  the  formation  of  habits  of  respect  for 
property,  for  the  laws  in  general,  and  even  for  those  higher  duties  and 
obligations  the  observance  of  which  no  laws  can  enforce.  Where.as  a 
filthy,  squalid,  unwholesome  dwelling,  in  which  none  of  the  decencies 
common  to  society,  even  in  the  lowest  stage  of  civilization,  are  or  can 
be  observed,  tends  to  make  every  dweller  in  such  a  hovel  regardless  of 
the  feelings  and  happiness  of  each  other,  selfish,  and  sensual.  And  the 
connection  is  obvious  between  the  constant  indulgence  of  appetites  and 
passions  of  this  class,  and  the  formation  of  habits  of  idleness,  dishonesty , 
debauchery,  and  violence." 

Apart  from  these  genexal  considerations  it  will  be  obrious  to  all  that 
5  B 
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there  are  special  necessities  which  must  he  regarded  in  the  erection  of 
buildinga  of  this  class,  such  as  proper  heating,  .lightiug,  and  ventilation. 

In  respect  to  materials  and  methods  of  construction,  it  is  to  be  observed 
that  tliey  vary  so  mach  with  the  requirements  of  the  people  of  different 
countries,  the  climate,  the  cost  of  materials,  and  the  rate  of  wages,  that 
no  general  plan  or  rules  can  he  laid  dowii  which  will  he  of  universal 
application.  The  house  which  would  afford  a  high  degiee  of  comfort  in 
France  would  be  uninhabitable  in  Northern  Germany,  and  the  English 
laboreifs  home  would  not  meet  the  requirements  of  our  Western  Ameri- 
can life. 

But  the  general  principles  which  have  been  stated  have  universal 
application,  and  the  day  has  already  arrived  when  in  our  great  cities  we 
in  the  United  States  are  beginning  to  experience  the  same  evils  which 
abound  in  Europe,  and  for  the  amelioration  of  which  efforts  are  now  so 
generally  and  nobly  made.'  It  has  therefore  been  deemed  important  to 
devote  considerable  space  to  the  subject,  and  to  describe  briefly  what 
was  presented  at  the  Exposition  in  this  field,  and  to  notice  also  several 
of  the  prominent  associations  which  have  been  organized  and  have 
already  achieved  important  results  for  the  working  classes. 

BUILDING  SOCIETIES  IN  FKANCE. 

THE  EMPEEOE'S  WORKJIEM'S  COTTAGES. 

In  the  movements  made  in  France  for  improving  the  dwellings  of  the 
working  classes,  no  one  has  taken  a  more  import-ant  part  than  the  Emperor 
Ifapoleon.  As  early  as  1849,  on  his  accession  to  the  presidency  of  the 
republic,  he  founded  a  dt^  otivri^e,  or  set  of  workmen's  dwellings,  in 
the  Itue  Eochechouart,  designed  especially  for  unmarried  men. 

This  building  did  not  meet  witli  the  success  which  was  anticipated.  A 
prejudice,  wholly  unfounded,  was  excited  against  it,  and  the  name  of 

'  A.  recent  editorial  in  the  New  York  Tribune  states ;  "  The  British  metropolis,  under 
tlie  ti'auHfoniilng  iufltiencee  of  railways  and  skilled  labor,  has  changed  so  much  within 
the  last  qnaiter  of  aeentaryaa  to  fumisha  fair  parallel  to  the  growth  and  expansion  of  this 
city.  In  both  eitieslike  causes  have  destroyed  street  after  street  of  woikinguien's  lodg- 
ings and  given  them  up  to  lai^e  manufactories  and  immense  commercial  houses.  In 
London,  as  in  New  York,  dwelling-houses  of  a  higher  class  have  multiplied  indefinitely, 
while  small  tenements,  so  far  fironi  increasing,  too  often  fall  befere  the  march  of  improve- 
ment. Everybody  Is  aware  of  the  effect  of  this  policy  in  this  city,  where,  year  after 
year,  increased  rents  are  demanded  for  poorer  lodgings.  A  workingman  whose  weekly 
earnings  are  fi.-om  $18  to  ijSO  per  week  cannot  find  a  comfortable  dwelling  anywhere 
upon  the  island  at  a  rent  at  all  within  his  means,  and  the  consequence  is  that  he  is 
driven  trom  the  city  altogether,  or  compelled  to  suhmit  to  all  the  inconveniences  and 
annoyances  .of  lower  class  tenements.  Where  a  man  cau  place  his  family  in  a  snug 
little  home  in  one  of  the  surrounding  villages,  he  will  find  himself  better  off  than  in 
contending  against  the  exactions  of  landlords  in  tlie  city ;  but  many  persons  are  so 
situated  that  they  cannot  get  out  of  town,  though  it  is  degradation  and  death  to  stay 
in  it.  To  this  latter  class  Mr.  Stewart's  dwellings,  and  others  wliich  would  be  sure  to 
follow  from  his  example,  would  prove  a  benefaction  without  being  a  charity,  and  stim- 
ulate toil  by  offering  a  reward  to  manly  independence." 
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casernes  or  "barracks"  was  applied  to  fche  lodgings  which  it  contained; 
and  altliough  the  rent  was  very  reasouable  and  the  accommodatious  much 
better  than  coiUd  be  obtained  in  houses  in  the  quarter  in  which  it  was 
situated,  the  workmen  refused  to  occiipy  it. 

In  November,  1849,  a  commission  was  sent  to  England,  under  the  direc- 
tion of  the  minister  of  commerce,  for  the  purpose  of  studying  the  results 
obtained  in  the  construction  of  improved  dwellings  for  the  ■wortingclass' 
by  the  Metroirolitan  Association,  and  in  1850  and  1851  the  reports  of  the 
eommissiou  were  published.  They  contained  many  important  and  val- 
uable facts  and  suggestions,  and  among  them  was  a  translation  into  French 
of  thememoirof  Mr.  Eobert  Scott  Bums  on  "Dwellings  for  the  Working 
Classes,"  In  1852,  by  a  special  decree,  a  loau  of  ten  millions  of  franca 
wae  effected  for  the  improvement  of  worbingmen's  houses  in  large  cities, 
and  during  the  same  year  the  first  amount,  five  hundred  thousand  francs, 
was  placed  at  the  disposal  of  the  minister  of  interior.  The  object  of  this 
loan  was  not  to  construct  buildings  at  the  expense  of  the  state,  but  to 
aid  in  the  fonnation  of  societies  by  guai-anteeing  to  them,  by  means  of 
subsidies,  one-third  of  the  cost  of  the  buildings  erected  by  them. 

As  an  immediate  result  of  this  legislation,  seven  sets  of  buildings  were 
erected  in  Paris  in  the  course  of  two  years,  namely,  the  cit4  Napoleon, 
the  buildings  in  the  Bue  Eochechouart,  those  of  the  Chapele  St.  Denis, 
those  of  the  Boulevard  Mazas,  those  of  the  Boulevard  BatignoUes,  those 
of  the  Eue  de  Montreuil;  in  the  provinces,  the  dU  of  Marseilles  and 
the  three  hundred  houses  which  the  model  village  of  Mulhonse  contained. 
Four  new  villages  were  also  authorized  to  be  built  at  Marseilles,  at 
Lille,  and  at  Paris.  In  addition  also  to  the  subsidies  furnished  by  the 
minister  of  interior,  the  Emperor  gave  large  sums  from  his  civil  list  for  the 
purpose  of  aiding  and  assuring  the  success  of  these  new  enterprises. 
Special  measures  were  taken  to  call  the  attention  of  ai-chitects  to  this 
subject.  In  1852  a  competitive  exhibition  was  opened  for  plans  for 
workmen's  houses;  a  prize  of  $1,000  was  awarded  to  M.  Puteaux,  of 
Paris,  and  subsidies  were  granted  to  him  in  addition,  for  the  purpose  of 
building  thirty  houses  similar  to  his  plans. 

In  addition  to  those  enterprises  subsidized  by  the  government,  a  large 
number  of  others  were  undertaken  by  companies,  or  by  the  heads  of 
manufacturing  establishments,  and  in  some  cases  by  private  individuals, 
The  most  satisfactory  results  have  been  obtained,  and  the  movement 
which  was  set  on  foot  by  the  measures  t-aben  by  the  Emperor  has  spread 
to  every  part  of  France.  It  is  no  more  than  justice  to  say  that  the  suc- 
cess of  this  movement  and  the  important  results  which  have  been  obtained 
in  France  are  mainly  due  to  the  initiative,  the  encouragement,  and  to  the 
earnest  and  incessant  efforts  of  Napoleon,  both  as  President  of  the 
repubUc  and  as  Emperor.  In  addition  to  the  establiahmsnts  before  men- 
tioned, measures  have  been  taken  in  France  to  associate  the  workmen 
themselves  in  efforts  to  improve  the  coixditiou  of  their  dwellings.  The 
success  of  the  workmen's  village  at  MulUouse,  which  will  be  referred  to 
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hereafter,  shows  that  by  economy  and  saving  a  workman  can  in  a  few 
years  become  the  owner  of  the  house  in  which  he  lives.  It  is  true  that 
up  to  this  time  societies  like  those  of  Mnlhouse  have  been  initiated  and 
supported  by  wealthy  capitalists,  bnt  there  is  no  reason  why  workmen 
may  not  combine  among  themselves  for  attaining  the  same  result,  and 
the  success  of  the  co-operative  societies  generally  in  England  and  other 
countries  would  seera  to  indicatethat  the  plan  is  neither  chimerical  nor 
im]jracticable. 

In  the  International  Exhibition  the  Emperor  appeared  as  an  exhibitor, 
and  his  services  were  recognized  by  the  award  of  a  grand  prize.  The 
buildings  exhibited  by  him  being  of  large  size,  could  not,  save  at  great 
expense,  be  reproduced  in  the  park,  nor  would  models  furnish  an 
adequate  idea  of  them.  They  were  to  be  seen  in  the  places  in  which 
they  were  permanently  built,  in  the  Avenue  La  Bourdonnaye,  in  the 
vicinity  of  the  Champ  de  Mars,  and  in  the  Avenue  Dausmenil,  in  the 
neighborhood  of  the  forest  of  Vincennes. 

The  first  range  of  buildings  was  composed  of  fotir  contiguous  houses 
five  stories  in  height,  with  shops  on  the  ground  floor,  containing  each 
eight  sets  of  lodgings  on  the  four  upper  stories,  and  containing  in  all 
apartments  for  one  hundred  and  sixty  families.  The  second  group  of 
buildings  consisted  of  fifty  houses,  containing  in  all  more  lodgings  than 
tlie  group  of  the  Champ  de  Mars.  The  peculiarity  of  these  buildings  is 
that  each  set  of  Upartmenta  has  a  separate  landing  and  staircase,  so 
that  they  are  rendered  independent  of  each  other.  The  post  of  these 
two  groups  of  buUdings  exceeded  one  million  francs,  which  was  con- 
tributed by  the  Emperor  from  his  private  funds.  The  group  of  the 
Avenue  La  Bourdonnaye  is  to  be  sold,  and  the  money  devoted  to  the 
erection  of  another  group  of  similar  buildings  in  some  other  part  of 
Paris. 

The  fifty  houses  of  the  Avenue  Dausmenil  ha^'e  been  given  by  the 
Emperor  to  an  association  of  workmen,  who  have  formed  a  co-operative 
society,  the  object  of  which  is  to  place  it  within  the  power  of  every  fam- 
ily to  purchase  the  house  it  lives  in. 

This  society  is  the  same  which,  under  the  name  of  the  "Associated 
Workmen  of  Paris,"  has  consti'ucted  the  house  for  six  families  exhibited 
in  the  Champ  de  Mars. 

The  award  to  the  Emperor  by  the  imperial  commission  of  a  grand 
prize  was  a  most  proper  recognition  of  his  services. 

It  was  given  to  him  not  as  the  head  of  a  powerful  nation,  but  for  his 
individual  services,  for  his  constant  attention,  for  his  advice  and  encour- 
agement, and  for  all  those  acts  which  have  contributed  to  so  large 
an  extent  to  the  advancement  of  the  important  work  of  improving  the 
condition  of  workingmen's  houses  in  general,  and  particularly  those  of 
manufa-cturing  cities. 

In  Class  93  there  were  from  Prance  seventeen  exhibitors,  six  of  whom 
displayed  full-sized  models  of  the  buildings  erected  by  them,  while  the 
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remainder  exhibited  oiily  plans,  designs,  and  small  models  of  their  build- 
ings. This  number  does  not  include  all  the  societies  in  France  for 
improving  the  condition  of  tlie  workingmeii,  though  it  does  include  the 
most  important  ones.  It  is  proposed  to  mention  briefly  a  few  of  tliese, 
and  show  the  results  which  they  have  accomplished. 

THE   JIULIIOUSE    SDCIETY   OP   CITICS    OUVRli^RES. 


Xhe  condition  of  the  workingmeu  and  their  families  in  the  nianufac- 
toring  city  of  Mulhouse  had,  for  a  long  time  prior  to  the  formation  of 
the  society  of  dt^s  oiivridres,  attracted  the  attention  of  the  most  enlight- 
ened and  intelligent  manufacturers  of  that  city.  The  price  of  lodgings 
was  exceptionably  high;  fifteen  and  frequently  eighteen  francs  being 
paid  per  month  for  ^ooms  which  admitted  of  none  of  the  comforts  and, 
vei-yfew  of  the  decencies  of  life.  This  society  was  established  in  1833. 
Its  object  was  two-fold— ^to  flirniahthe  workmen  with  suitable  dwellings, 
and,  at  the  same  time,  to  afford  a  pei-manent  and  safe  investment  for 
capital.  The  location  chosen  for  the  dU  or  workmen's  village  was  near 
Mulhouse,  on  a  broad  plain  which  stretches  between  that  place  and 
Domach,  where  the  drainage  was  good,  the  air  pure,  and  untainted  by 
the  smoke  and  odors  of  a  city.  We  must  pass  over  without  mentioning 
the  many  difficulties  which  beset  this  new  undertaking.  It  was  fortu- 
nate in  having  for  its  members  men  of  a  high  degTee  of  ability,  who  were 
impressed  with  the  necessity  of  rendering  this  new  project  successful, 
and  who  gave  to  it  their  most  earnest  co-operation. 

The  practical  difficulties  of  coustrnction  were  overcome  by  their  archi, 
tect,  Mr.  MuUer,  to  whom  is  largely  due  the  success  of  this  institution- 
The  first  houses  were  constructed  in  1853,  four  hundred  and  twenty -eight 
in  number;  of  these  thi'ee  hundred  and  eigbty-tbur  were  sold  during  the 
first  year.  The  number  of  houses  in  1866  was.  eight  hundred,  and 
material  and  financial  condition  of  the  society  was  eminently  prosperous. 

The  following  extract,  translated  from  the  Jury  Reports  of  the  Exposi- 
tion, gives  an  excellent  idea  of  the  present  condition  of  this  society,  and 
the  difficulties  which  have  been  overcome  ■? 

"The  Society  of  Mulhouse  has  tried  vailous  plans  for  the  arrangement 
of  the  houses  which  they  have  constructed,  but  the  houses  grouped  by 
fours,  like  the  specimen  on  exhibition,  appear  to  be  almost  exclusively 
preferred.  Each  building  contains  four  sets  of  lodgings,  and  is  placed 
in  the  center  of  a  rectangular  gai'den,  divided  into  four  portions  of  equal 
size  and  similar  shape,  so  that  each  family  has  one  of  these  portions  at- 
tached to  their  dwelling.  The  lodgings  are  absolutely  distinct  ftom 
each  other,  haviqg  nothing  in  common  but  the  i>arty  walls  which  divide 
them.  The  amount  of  living-room  in  each  set  of  lodgings,  deducting  the 
space  occupied  by  the  partition  walls,  is  five  meters  by  5™.50  pn  the 
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ground  floor,  and  5™.05  by  o^-oS  on  the  second  story — being  in  all  55"'.53 
square  meters,  which  permits  of  a  kitchen  and  living-room  on  the  ground 
floor  and  two  bed-rooms  above.  This,  of  couree,  is  independent  of  the 
cellar  and  garret,  which  is  the  full  size  of  the  building  divided  into  four 
equal  parts, 

"  There  are  also  other  houses  of  different  sizes,  and  arranged  on  different 
plans,  so  as  to  comply  with  the  different  wants  of  the  inhabitants. 
Some  have  one  story  only,  others  have  two,  and  the  grouping  is  some- 
times in  rows  and  sometimes  by  foura  as  before  described.  The  last 
arrangement  js  the  tiavorite  one,  both  on  account  of  the  economy  of  con- 
stuction  and  on  account  of  its  admitting  of  windows  on  two  sides  of  each 
lodging.  Houses  built  in  this  waj'  are  less  exposed  to  the  variations  of 
the  temperature  than  those  standing  by  themselves. 

"Whatever  the  arrangements,  however,  each  house  occupies,  with  the 
garden  about  it,  one  hundred  and  sixty  square,  metei-s  of  land,  of  which 
the  gai'den  occupies  about  one  hundred  and  twenty  square  meters. 

"By  the  last  returns  of  the  society,  there  existed  at  Mulhouse  twelve 
groups  of  contiguous  houses,  in  rows  of  ten,  eighteen,  and  twentj",  in 
all  one  hundred  and  ninety-six  houses;  four  groups  of  houses  standing 
by  themselves,  in  rows  of  ten  aiid  of  four,  in  all  twenty-eight  houses; 
one  hundred  and  forty-four  groups  of  houses  in  tburs,  in  all  five  hundred 
and  seventy-five  houses;  making  a  total  of  eight  hundred  houses. 

"There  are,  in  addition,  bath-houses,  a  laundry,  a  baker's  shop,  a  restau- 
rant, and  a  nursery,  which  contributed  largely  to  the  well-being  of  the 
inhabitants,  and  toward  the  construction  of  which  the  government  made 
a  donation  of  three  hundred  thousand  ftancs.  Broad  streets  bordered 
with  sidewalks,  and  planted  with  trees,  and  lighted  nith  gas  by  night, 
separate  the  groups  of  houses  from  each  other.  Some  of  these  houses 
may  be  rather  more  desirably  located  than  others.  The  houses  are  pro- 
vided with  water  and  gas,  and  the  supply  of  both  for  private  and  public 
uses  is  abundant.  The  price  of  the  houses  making  one  of  a  group  of  four 
is  two  thousand  six  hundred  and  fifty  francs  for  those  of  one  story  only, 
and  three  thousand  four  hundred  francs  for  those  of  two  stories. 

"  The  object  of  the  society  is  to  sell  these  houses  to  the  workmen,  and 
not  to  rent  them,  and  for  this  purpose  they  have  had  recourse  to  long 
terms  of  credit  and  annual  payments.  The  purchaser  pays,  according 
to  the  value  of  the  property,  from  two  hundred  and  fifty  to  three  hun- 
di'ed  francs,  cash  down,  which  goes  to  pay  the  charges  incident  to  the 
transfer  of  the  property  and  the  expenses  of  the  sale,  wliich  is  not  con- 
cluded till  after  a  certain  time,  when  the  society  is  convinced  that  the 
purchaser  is  in  eai'nest,  pays  his  money  regulai'ly,  and  is  in  a  fair  way  to 
buy  the  house  within  the  specified  time.  In  addition  to  the  first  pay- 
ment, the  purchaser  of  a  house  worth  three  thousand  francs  has  only  to 
pay  twenty -five  francs  a  month,  or  tliree  hundred  francs  a  year,  which 
is  but  very  little  greater  than  the  price  ordinaiily  paid  for  tbe  rent  of 
a  house  of  the  same  kind  in  tbe  city.   At  this  rate  the  workman  will,  in 
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the  course  of  thirteen  years,  have  entirely  paid  for  his  house,  ivliieli  lie 
will  then  hold  in  fee  and  nnincumbered. 

"  Saeh  a  resnlt  as  this,  one  can  easily  see,  could  not  have  been  attained 
except  through  the  disinterested  eiforts  of  the  founders  of  the  cit^,  with 
whom  the  primary  motive  was  a  philanthropic  one.  Their  labors  have 
been  entirely  gratuitous,  and  they  have  been  contented  with  a  profit  of 
four  per  cent,  on  the  capital  invested.  The  assistance  from  the  govern- 
ment has  largely  aided  the  operations  of  the  society,  by  relieving  them 
from  a  large  part  of  the  expense  necessary  for  public  works,  such  as  the 
construction  of  the  streets,  the  baths,  and  other  buildings. 

"  Without  further  remark  on  our  part  it  will  be  sufftcient,  in  order  to 
appreciate  the  nature  and  importance  of  the  results  obtained,  to  cite  the 
following  passage  from  a  report  presented  to  the  Industrial  Society  of 
Mulhouse,  by  Dr.  A.  P6not,  in  August,  1865,  the  figures  in  which  have 
been  changed  so  as  to  show  the  condition  of  the  society  on  the  31st  of 
December,  1866." 

"After  stating  the  fact  that  of  the  eight  hundred  houses  of  which  the 
towu  is  composed,  six  hundred  and  eighty-four  have  been  bought  by  the 
workmen,  the  author  adds:  'Of  this  number  of  six  hundred  and  eighty- 
four  houses,  sold  up  to  December  31,  one  hundred  and  twelve  have 
been  paid  for  in  full,  and  the  larger  part  of  those  which  were  constructed 
in  1853  and  1854,  during  the  first  two  years  after  the  establishment  of  the 
village,  have  only  small  amoauts  still  due  on  them.  In  this  way  the  work- 
men have  become  proprietors,  fortunately,  by  a  system  of  economy  wisely 
practiced,  a  result  which  till  within  a  few  years  they  could  not  have 
dared  to  hope  for.' 

"  On  the  31st  of  Decembei',  1866,  the  society  had  placed  to  the  debit  of 
the  purchasers  the  sum  of  2,491,119  francs,  divided  as  follows: 
Sale  of  six  hundred  and  seveuty-six  workmen's  houses  1,937,625  francs. 

Sale  of  eight  overseer's  houses 63,600  francs. 

Expenses  for  transfer  of  property 117,368  francs. 

Interest  since  1853 337,284  francs. 

Taxes  and  insurance 35,242  francs. 

Total 2,491,119  francs. 

"  On  the  other  hand,  the  books  of  tlie  society  show  that  there  is  still  to 
be  paid  by  the  purchasers  the  sum  of  one  million  one  hundred  and 
nine  thousand  four  hundred  and  sixty-eight  francs,  by  which  it  is  seen 
that  the  society  has  already  received  the  diflference,  which  amounted  to 
one  million  three  hiuidred  and  eighty-one  thousand  six  hundred  and  fif- 
ty-one francs;  if  we  deduct  from  this  last  number  the  sum  of  thirty -three 
thousand  Ave  hundred  francs  due  by  the  purchasers  to  the  OrSdit  Fon- 
der of  France,  which  has  advanced  this  sum  to  them,  it  will  be  seen 
that  the  entire  value  of  the  property  acquired  by  the  workmen  is  one 
raiHion  three  hundred  and  fifty  thousand  francs,  and  this  is,  as  we  have 
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already  had  occasion  to  say,  the  sum  total  of  sai-iags,  for  thii'teen  years, 
of  a  population  whose  number  during  that  period  certainly  has  not  aver- 
aged two  thousand  souls. 

"  Such  facts  as  these  show  what  an  effect  the  desire  of  property  has  in 
promoting  among  the  poorer  classes  habits  of  order  and  frugality,  and 
are  themselves  the  best  ai'guments  against  those  attacks  which  have  . 
been  leveled  against  such  institutions  as  that  of  Mulhouse. 

"  It  has  been  observed  that  if  the  acquisition  of  property  by  annual 
payments  on  long  time  has  some  advantages  in  its  normal  condition, 
that  is  to  say,  when  the  workman  can  meet  his  engagements  promptly, 
it-is  not  the  same  when  long  stoppages  in  the  work  occur,  when  the 
character  of  the  industry  is  changed,  or,  aa  it  must  frequently  happen,  the 
workman  falls  sick  or  dies. 

"  When  the  workman,  from  whatever  cause,  cannot  find  sufficiently 
lucrative  occupation  in  the  place  in  which  he  lives,  nothing  cau  be  easier 
for  him,  if  his  money  is  in  the  savings  bank  or  ill  public  securities,  to 
move  to  some  place  where  he  can  get  better  pay.  li',  on  the  other  hand, 
he  is  engaged  in  purchasing  a  piece  of  property,  by  annual  payments  on 
long  time,  he  will  be  bound  to  the  place  where  his  property  is  by  a  tie 
almost  impossible  to  break,  which  will  be  a  source  of  discomfort  and 
misery  to  him,  instead  of  ease  and  happiness  which  he  had  looked  for- 
ward to.  If  he  dies,  his  widow  and  children,  whether  the  house  is  wholly 
or  only  in  pai-t  paid  for,  may  find  it  extremely  difficult  to  dispose  of  the 
capital  saved  by  him  during  his  life,  and  on  the  failure  of  his  pay,  espe- 
cially if  the  family,  as  is  often  the  case,  earn  nothingfor  themselves,  their 
condition  cannot  fail  to  be  deplorable.  When  to  this  is  added  the  diffi- 
culties of  guardianship,  division  and  sale  of  the  property,  and  the  inci- 
dental expenses,  it  would  seem  that  the  improvement  which  societies  of 
this  kind  have  had  in  view  have  not  been  fidly  realized. 

"  These  objections  would  have  weight  if  in  addition  to  institutions  like 
that  of  Mulhouse  there  were  those  which  by  other  means  than  the  desire 
of  property  had  succeeded  to  the  sajne  extent  in  causing  the  workmen  - 
to  contribute  to  their  own  physical  and  moral  improvement,  while  at  the 
same  time  they  were  enabled  to  lay  by  a  portion  of  their  earnings.  It 
is  necessary  not  to  lose  sight  of  the  fact  that  by  discarding  a  means 
which  is  so  effective — ^that  of  constructing  improved  dwellings — and 
which  consists  in  associating  the  workmen  for  an  object  in  which  they 
themselves  are  direcSy  interested,  the  only  way  would  be  irrevocably 
closed  which  leads  not  only  to  local  and  partial  results,  like  those  ob- 
tained up  to  the  present  time,  but  to  general  results  which  are  closely 
related  to  the  important  objects  in  view.  By  inviting  the  workman,  by 
the  desire  of  acquiring  property,  which  is  one  of  the  most  powerful  mo- 
tives to  action,  to  gain,  at  the  price  of  savings  amassed  with  difficulty,  a 
healthy  and  convenient  house,  is  not  only  to  elevate  his  moral  condition 
by  teaching  him  habits  of  order,  but  his  social  condition  by  making  him 
a  proprietor.     In  this  way  also  the  money  so  saved  can  be  devoted  to 
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the  eonstraetion  of  a  second  house,  by  means  of  which  the  same  benefits 
can.be  placed  at  the  disposal  of  still  another  family." 

"To  obtain  this  result  is  in  our  opinion  all  important.  The  plan  adopted 
by  the  society  of  Mulhonse  has  been  eminently  successful,  and  has 
beenimitated  by  a  great  number  of  societies  in  otlier  localities.  More- 
over, experience  has  shown  that  even  if  the  habit  of  saving,  which  in 
itself  has  no  atti'actions,  is  practiced  by  certain  families,  as  the  regular 
deposits  made  in  the  savings  banks  and  other  institutions  prove  to  be 
the  case,  the  sums  saved  in  this  way  cannot  be  compared  with  those 
which  the  desire  to  hold  property  has  caused  to  be  accumulated  within 
the  last  thirteen  years  at  Mulhouse  out  of  a  population  averaging  not 
more  than  three  hundred  and  forty-two  families,  who,  besides  this  saving, 
have  also  participated  in  the  benefits  of  co-operative  societies  and  made 
deposits  in  the  banks.  If  also  the  difficulties  inherent  to  the  transmis- 
sion of  real  property  are  insisted  upon,  it  can  be  said  in  most  cases  that 
if  the  worltman  did  not  have  this  kind  of  property  to  leave  to  his  chil- 
<^n  he  would  leave  them  nothing  at  all. 

"  Finally,  whatever  opinion  is  expressed  on  this  subject,  there  is  one 
point  upon  which  there  can  be  no  doubt,  that  as  regards  the  moral  and 
physical  elevation  of  the  workmen,  the  practice  of  econojnieal  habits  in 
order  that  they  may  he  able  to  purchase  healthy  and  comfortable  houses, 
the  occupation  of  which  commences  thirteen  years  before  they  are  paid 
for,  is  very  different  from  the  development  in  the  workman  of  miserly 
and  avaricious  habits," 

INTERNAL   ARRANGEMENT    OP   MULHOUSE   DWELLINGS. 

"  The  bed-rooms  are  airy  and  well  lighted.  One  is  apportioned  to  the 
husband  and  wife,  one  to  the  sons  and  one  to  the  daughters..  The 
methods  of  heating  and  ventilation  have  been_  carefully  studied.  The 
cast-iron  stove  which  heats  the  living-room  has  warm  air  pipes,  furnished 
with  re-gisters  so  arranged  that  the  upper  chambers  can  be  snfficieritty 
warmed,  and  the  air,  by  being  constantly  renewed,  kept  pure  and  fresh. 
Great  care  has  been  taken  in  the  economy  of  space,  and  in  the  arrange- 
ment of  the  rooms,  and  the  hoiise  is  as  healthy  and  comfortable  as  can 
be  desired. 

"  The  work  accomplished  by  the  Mulhouse  society  of  cit4s  ouvriSres  is 
an  example  of  what  can  be  done  in  a  large  manufacturing  city  by  a 
private  association,  animated  by  sentiments  of  elevated  philanthropy, 
and  at  the  same  time  by  a  high  appreciation  of  the  true  interests  of  the 
place.  By  the  formation  of  a  company  of  twelve  manufacturera  only, 
with  a  capital  stock  at  first  of  three  hundred  thousand  francs,  which  was. 
afterwards  increased  to  three  hundred  and  fifty-five  thousand  francs,  by 
the  admission  of  nine  new  stockholders,  a  town  of  six  thousand  inhabit- 
ants has  been  created ;  six  hundred  and  forty-eightfamUies  of  workmen' 
have  already  become,  or  are  in  the  way  to  become,  the  owners  of  the 
lioiises  in  wliieh  tliey  li\"e,  and  for  a  large  ]>ortion  of  the  entire  popida- 
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tioii  tlie  most  radical  and  desirable  changes  as  regards  lodgings  have 


"  The  relations  of  the  society  with  the  workmen  render  it  possible  for 
them  to  see  tliat  the  children  are  first  sent  to  the  nnrsery,  and  later  to 
the  schools,  so  that  in  addition  to  the  physical  amelioration  the  moral 
amelioration  has  been  equally  rapid.  Kot  only  is  a  change  to  be  seen 
in  the  families  bronght  directly  under  the  influence  of  these  reforms,  but 
a  marked  improvement  in  the  tone  of  society  may  be  noticed  through- 
out the  place." 

These  facts  are  substantiated  by  Jules  Simon,  the  most  eminent 
writer  in  France  on  the  condition  and  future  of  the  working  classes.  In 
referring  to  this  society,  he  says : ' 

"On  visiting  the  citS  ouvriSre  of  Mulhouse,  a  strong  desire  is  felt  to 
see  this  institution,  so  excellent  in  its  results,  established 'everywhere 
throughont  France,  and  the  observer  cannot  Ml  to  be  surprised  that 
the  example  set  by  this  city  sis  years  ago  has  not  borne  fruit  in  other 
places;  but  while  in  other  places  there  are  merely  projects  and  trials, 
tills  society  has  realized  wbat  otliers  liave  only  dreamed  o£ 

"It  can  be  said  without  hesitation  that  there  is  not  an  academy  in 
Europe  which  has  shown  so  mnch  iuteJligent  activity,  and  rendered 
such  eminent  services  to  the  cause  of  industry  and  humanity  as  this 
society.  It  is  an  association  between  the  fii'st  manufacturers  of  the  dis- 
trict for  studying  all  industrial  questions,  for  rewarding  and  propagat- 
ing useful  discoveries,  and  for  inaugurating  all  possible  improvements 
in  the  habits  of  the  workmen.  A  watchful  care  and  interest  for  tlie 
workman  is  its  peculiar  characteristic,  and  it  is  by  this  means  that  it 
performs  such  incalculable  services." 

"It  was  the  first  to  perceive,  and  has  demonstrated  to  all,  that  a  good 
workman  is  the  great  agent  in  the  increase  of  national  wealth,  and  that 
by  caring  for  his  well  being,  both  physical  and  moral,  an  act  is  done  not 
only  good  in  itself,  but  the  results  of  which  are  most  beneficial  to  the 
nation." 

It  should  be  stated  that,  since  the  publication  of  L'OuvriSre,  from 
which  the  above  extract  is  translated,  the  example  set  by  Mulhouse 
has  been  followed  in  the  majority  bf  the  manufacturing  cities  where  the 
conditions  of  life  are  analogous.  Wovkingmen's  villages  have  been 
founded  at  GnebvlUer,  Beaucourt,  Colinar,  aud  ftXaicq-eu-Bareuil,  all  of 
which  are  in  a  iiourishing  condition. 

EBAI.  ESTATE  Cd-OPBEATIVE  ASSOCIATION. 

"The  following  is  a  translation  of  an  article  published  by  Stanislas 
Ferrand  in  the  Journal  des  Propri^taii'es,''  describing  the  objects  and 
operations  of  the  Soci^t^  Co-operative  Immobiliere  of  Paris: 

1  L'Onviifere,  p.  337,  pttlilished  in  18G1. 

*  De  Journal  dea  Propti^taires,  Itovno  dfi  la  Science  Gconomiriiie  de  lii  rriji>ripte  lui- 
moliUi&re  nrbaine  et  rurale,  30  AytjI,  I6€7,  p.  54. 
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The  prolilem  proposed  for  solution  by  tlie  real  estate  co-operative 
assoeiation  is  this : 

To  build  distinct  or  contiguous  houses,  uniting  cheapness,  comfort, 
and  health,  on  cheap  lands  p\irchased  in  quantity,  by  the  company  in 
Paris,  and  out  of  ordinary  materials. 

There  is  a  material  as  well  as  a  moral  question  involved  in  this  prob- 
lem, Ijaborers  want  a  cheap  house,  and  a  home  they  can  love.  It  is 
the  design  of  the  aasociation  to  furnish  such  homes.  Its  intention  is 
not  merely  to  build  small  houses ;  it  proposes  tenement  houses,  as  well  as 
separate  dwellings,  on  account  of  the  high  price  of  land  in  Paris.  For 
economy,  four  and  eight  houses  will  be  constructed  under  one  roof. 

The  houses  may  be  built  not  only  in  Paris,  but  in  the  suburbs  near  the 
railway  stations,  and  wherever  the  land  is  cheap,  the  locality  healthy 
and  convenient. 

Arrangements  of  the  Souse. — The  house  exhibited  is  a  private 
dwelling,  suitable  for  a  clerk  or  laborer.  It  can  be  joined  by  other  houses 
at  each  end,  and  the  gable  walls  are  constructed  with  reference  to  this. 

It  has  a  cellar  with  a  stone  stairway.  The  four  walls,  as  well  as  the 
partition  wall,  are  of  common  stone,  rough  cast,  and  with  the  seams 
X>oint«d. 

The  arehe^  resting  on  the  waUs.  and  T  joists,  are  of  brick,  plastered 
with  cement.  The  privy  box  is  movable,  and  leans  against  the  back 
wall;  it  has  the  dimensions  required  by  law. 

The  three  walls  and  the  arch  are  of  the  same  masonry  as  the  cellar.  The 
hole  for  extracting  the  box  has  a  stone  fl.'ame  and  movable  plug.  For 
health  and  economy  the  sink  is  outside  of  the  building,  but  it  may  be 
under  the  cellar,  with  a  pipe  leading  into  the  back  yard.  To  prevent 
dampness,  it  is  placed  a  little  above  the  level  of  the  cellar,  on  beds  of 
stone,  bitumen,  and  gravel. 

The  height  of  the  cellar  should  be  two  meters.  The  cellar  is  venti- 
la;ted  by  two  air-holes  in  the  front  wall. 

The  Ground  Floor. — The  house  is  entered  by  a  hall,  in  which  there 
is  a  stairway  to  the  first  story,  steps  under  it  to  the  cellar,  a  i>rivy,  and 
door  to  the  kitchen. 

This  hall  is  lighted  by  the  glazed  entiy  door  and  the  stairway  ti-an- 
som,  which  must  be  on  a  level  with  the  stair  beam,  so  as  to  light  every 
part.    The  walls  and  ceiling  are  painted  with  silicate  of  potash. 

The  privy  is  inclosed  by  walls  of  hoUowbricks plastered  with  lime.  It 
is  separated  from  the  kitchen  by  two  brick  walls  and  not  in  contact.  The 
hoUow  bricks  and  the  air  between  the  two  walls  dea-den  any  sounds  in 
the  privy.  Three  or  four  hollow  bricks  are  inserted  in  the  outward  wall, 
over  the  crevice  between  the  two  inward  partitions.  Their  tubes  will 
lead  to  the  open  air,  so  as  to  lead  all  sound  outward.  The  privy  is  lighted 
by  a  glazed  window,  that  opens.  The  seat  is  of  oak,  with  hole  covers  of  the 
same  wood.  The  vessel  is  enameled,  and  has  a  vertical  pressure.  The 
walls  aK!  painted  with  silicate  of  potash. 
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The  Kitcken-IUmng  Hall. — Tlie  co-operative  associatiou  bas  anited 
the  kitchen  and  dming-room.  This  combination  is  preferable,  beeaase 
it  saves  ground,  building  materials  and  fuel.  The  moral  advantages  of 
this  arraugement  are  also  of  importance,  as  it  answers  the  modest  require- 
ments of  a  frugal  household.  The  housekeeper  wants  to  overlook  the 
stove,  the  cradle,  and  the  table,  all  at  once.  Bach  one  of  these  objects 
is  of  great  interest  to  the  mother,  and  she  wants  to  see  them  all  together, 
as  she  is  often  obliged  to  give  her  attention  to  each,  alternately,  and 
this  arrangement  is  very  convenient  for  her.  In  winter,  coal  or  coke  is 
used  for  cooking,  and  to  warm  the  family  room  at  the  same  time.  This 
is  a  great  economy  tor  poor  :^milies.  In  summer,  cooking  may  be  done 
■with  wood  or  gas.  If  the  funnel  is  properly  arranged,  all  the  noxious 
vapors  will  be  carried  off  by  it.  The  street  window,  door  transom  and 
the  drawing  of  the  chimuey  flue  will  afford  sufficient  ventilation,  and 
constant  renewal  of  fresh  air.  In  winter  the  ventilator  and  chimney  will 
suffice  for  ventilation  without  letting  in  the  cold  air  by  the  door. 

Tlie  kitchen  stove  is  of  cast  iron ;  next  to  it  comes  the  stone  trough 
leading  the  slops  off  to  the  sink ;  and  above  it  a  hydrant  cock. 

If  tenants  prefer  to  have  the  dining-room  separate  from  the  kitchen,  it 
can  easily  be  partitioned  off;  or  the  hall  may  be  made  into  a  kitchen  by 
moving  the  stairway. 

This  floor  may  be  composed  of  a  solid  mosaic  cement,  more  durable 
than  tiles,  casting  only  four  francs  a  square  meter,  the  bitumen  included. 

The  stair  leading  to  the  flrst  story  is  of  oak,  on  a  framework  of  iron, 
after  Eemery  and  Gauthier's  patent.  The  bfduster  is  of  cast  iron,  ending 
in  a  swan's  head,  and  faced  with  walnut.  In  the  lirst  story  are  two  sleep- 
ing rooms,  with  ventilators  in  each,  lilic  those  on  the  ground  floor.  Above 
this  is  a  long  garret  1.80  meter  in  height,  reached  by  a  ladder.  A 
second  storj-  might  be  made  at  small  expense  by  putting  a  few  panels 
under  the  roof. 

The  whole  is  covered  with  lapping  tiles,  made  by  Laforest  on  Boy- 
aux's  style.    There  is  a  pipe  in  front  and  a  gutter  in  the  rear. 

System  of  OonstrueUon.  —  The  system  of  construction  rests  on 
the  following  principles:  The  suppression  of  huge  buttresses  of  masonry ; 
of  partition  walls ;  of  iron  and  stone  floors.  The  use  of  hollow  cast  iron 
columns  for  all  vertical  proi>s,  with  joints  and  screws,  so  they  can  be  exam- 
ined;, of  light  hollow  brick  ai-ches,  resting  on  iron  joists,  for  floors;  the 
separation  of  the  iron  from  the  stone;  the  use  of  thin  hollow  bricks  for 
front  walls;  complete  ventilation;  and  cheap  decorations,  owing  to  the 
mode  of  construction  and  nature  of  the  material  used.  This  system  has 
the  following  advantages: 

First.  Economy  of  ground.  The  suppression  of  partition  walls  and 
the  use  of  thin  front  walls  make  great  economy  of  ground. 

Second.  Economy  of  eonstruction. 

The  use  of  cast  iron  saves  large  stone  or  brick  walls,  and  of  course 
saves  material  and  labor.  The  cast  iron  pillars  are  hollow,  and  the  air 
that  passes  through  Uiem  keeps  them  from  melting  in  case  of  lire. 
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In  large  houses  these  hollow  pillars  may  be  used  for  ventilation, 
chimneys,  water  pipes,  &c.,  to  save  the  expense  of  special  tubes  for  such 
purposes.  This  use  would  only  be  resorted  to  when  coiivenieut  to 
health  and  comfort. 

Floors  on  hollow  brick  arches,  resting  on  iron  pillars,  are  cheaper  and 
less  sonorous  than  other  kinds  of  floors.  Wrought  iron  is  very  useiul 
everywhere  in  these  buildings. 

The  floors  in  the  houses  exhibited  are  made  on  two  iron  beams  that 
rest  on  cast-iron  pillars,  and  are  fastened  to  them  by  screws,  so  as  to  be 
easily  removed. 

A  girder  is  placed  over  the  upper  wing,  on  a  level  with  the  joists, 
and  fastened  by  anchors  at  the  ends;  so  the  floor  has  no  braces,  ties,  or 
girders.  The  space  between  the'joists  is  filled  with  hollow  bricks,  cov- 
ered with  cement.  The  pressure  of  the  arches  on  the  joists  is  neutral- 
ized by  counter  pressure.  The  partition  walls  form  an  abutment  for 
the  ends  of  the  arches. 

If  a  counter  wall  be  required  by  law  the  ends  of  the  ai'ches  might 
rest  on  iron  beams  let  into  the  medium  wall,  over  the  first  front  pillar. 
Arches  thus  constructed  would  serve  as  supports  to  all  the  others. 

The  beams  of  the  floors  are  out  from  the  wall,  so  that  the  iron  may  be 
presented  &om  moisture  and  last  the  longer, 

Otitside  Walk. —  YenUlation. — In  this  system  of  construction  all 
the  weight  is  on  the  east-iron  pillars,  and  the  outer  walls  only  serve 
to  protect  the  rooms  from  the  estei'ual  temperature. 

We  must  attend  to  sound  and  to  health  in  construction ;  moistnre  must 
not  penetrate  nor  sound  molest  through  walls.  To  effect  this,  the  asso- 
ciation rejects  stone  walls,  for  these  reasons:  Stone  walls  are  not  strong 
unless  they  are  thick;  and  as  they  support  no  weight,  they  are  not 
needed  in  our  system;  aU  carbonates  of  lime  are  porous,  and  absorb 
humidity;  they  have  to  be  plastered;  they  are  more  costly;  they 
decompose  rapidly;  the  stone  is  decomposed  by  heat,  and  the  walls 
tumble  down;  and  stone  walls  require  expensive  plastering. 

The  front  walls  are  of  brick,  thicker  for  the  first  story  than  above. 
The  walls  of  the  first  story  are  made  of  hollow  brick,  and  are  double, 
with  a  space  between.  In  practice,  a  double  brick  might  be  used 
instead  of  two  bricks. 

The  advantages  of  this  mode  of  construction  are  these:  Tlie  use  of 
solid  and  durable  materials ;  economy  of  ground;  saving  of  expense  of 
construction. 

There  are  tubes  of  molded  bricks  in  the  solid  base  walls  commnnica- 
tiag  with  the  cellar,  and  passing  up  through  the  double  wall  to  the 
garret.  One  of  the  great  causes  of  sickness  in  houses  is  sudden  change 
or  temperature.  In  common  houses  the  miasmatic  gases  readily  per- 
meate the  plastering  and  walls  at  every  change  of  temperature  outside, 
and  thus  make  the  house  unhealthy.  In  our  system,  this  danger  is  not 
feared;  the  silicate  of  alumina  is  less  hygrometrie  than  lime,  and  of 
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coarse  more  healthy,  and  moisture  has  less  influence  on  brick  than  on 
stone. 

Hollow  bricks  admit  the  external  air  as  far  as  the  median  cavity,  where 
it  is  diiven  to  the  roof  by  the  air  that  comes  from  the  cellar  below.  By 
this  simple  and  cheap  process  of  ventilation  the  interior  of  the  houSe  is 
kept  at  an  equable  temperatiu-e,  to  the  great  benefit  of  health. 

Aic  boles  might  be  made  in  the  walls  and  floor  to  ventilate  the  rooms 
iu  summer. 

This  current  of  air  between  the  bricks  in  the  walls  also  deadens  tlie 
sound.  If  a  noise  from  without  strikes  the  outer  wall,  it  will  only  disturb 
the  air  between  the  bricks,  and  will  not  pass  inside  of  the  house.  Thus 
the  street  noises,  so  annoying  in  Paris,  wUl  not  be  heaixl  in  our  houses. 

Special  ventilation  of  the  rooms  may  be  effected  in  a  simple  way;  let 
l>riclis,with  holes  through  them,  be  inserted  into  the  walls  so  as  to  admit 
the  external  atmosphere.  A  register  may  be  fixed  over  the  internal 
opening  to  regulate  the  ventilation.  These  ventilating  bricks  should  be 
inserted  in  the  wall,  opposite  to  the  fireplace  or  window,  so  as  to  have 
a  proper  draught.  In  this  way  rooms  may  be  perfectly  ventilated  without 
being  made  too  cool. 

Cast-iron  Fillars.  —  The  pDIars  rest  on  stone  bases.  The  second 
pillar  rests  on  the  top  of  the  first,  and  is  fastened  to  it  by  a  screw  bolt. 

The  ends  of  the  joists  rest  on  the  top  of  tlie  second  pillar,  and  are  fas- 
tened with  screw  bands.  The  pillars  are  fastened  together  by  chains 
and  anchors. 

The  timber  is  all  pine.  The  gutters  are  supported  by  the  rafters  of  the 
roof.  The  outer  doors  are  of  oak ;  the  inner  ones  of  oak  and  pine.  The 
window  sash  is  of  oak ;  the  upper  story  has  a  plank  floor.  All  the 
rooms  are  corniced. 

The  outer  doors  have  a  strong  iron  lock;  the  inside  ones  ha\'e  a  latch 
and  bolt. 

The  paint  used  is  silicate  of  potash — a  good  and  cheap  color.  The 
bed-rooms  are  hung  with  common  paper  bordered. 

Outside  Decoration. — The  style  of  the  house  on  exhibition  is  the 
realization  of  an  idea  effected  by  peculiar  materials  and  style  of  archi- 
tecture. 

The  patent  brick,  colored  by  metallic  oxides,  can  be  ornamented  infi- 
nitely. 

The  casings  are  formed  by  the  arches  of  the  floors,  which  project  in 
front ;  they  may  be  made  of  the  brick  used  in  the  arches,  or  fancy  white 
brick;  under  these  casings  are  projecting  bricks  of  different  colors. 

The  arches  of  the  openings  are  constructed  on  the  same  principles. 

The  girder  ot  the  two  arches  of  the  double  window  that  lights  the  din- 
ing-room rests  on  a  small  hoUow  iron  pillar.    The  joints  are  cemented. 

We  avoid  the  vulgar  uniformity  of  windows  in  this  plan ;  no  two  win 
dows  are  alike,  because  the  size  of  the  rooms  is  different ;  a  small  room  has 
a  small  window,  and  a  large  room  has  a  large  window.  This  arrangement 
is  true  to'  art,  because  it  is  the  positive  expression  of  a  necessity. 
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lu  a  word,  tlie  style  is  the  consequence  and  not  the  prmciyle  of  tlie  pro- 
gramme. 

Large  Bmldhigs, — The  lai-ger  the  scale  of  this  system,  the  more 
economical  it  is;  ia  houses  intended  for  several  fiimilies  the  ecouomy  is 
really  important. 

When  the  possibility  of  constructing  small  houses  at  little  cost  is 
demonstrated,  it  is  evident  that  lai'ger  houses  may  be  built  in  the  same 
way  at  less  cost. 

The  Co-operative  Association  calls  the  attention  of  the  jury  to  this 
laat  advantage  as  meriting  eerious  consideration. 

The  bylaws  of  the  Eeal  Estate  Co-operative  Association  show  hoM' 
property  may  be  acquired. 

BY-LAWS   OF   THE   BEAUCOUKT   KKAI.   ESTATE   AKSOCIATIUN. 

Article  1.  The  undersigned  enter  into  a  partnership  for  the  construc- 
tion of  a  wellin  gs,  separate  from  each  other,  surrounded  by  a  small  garden , 
at  a  cost  of  two  or  three  thousand  francs  each.  They  will  share  the  costs 
and  expenses  with  those  who  purchase  shares,  in  proportion  to  the  stock 
they  hold  in  the  company.  These  dwellings  are  intended  to  be  rented  or 
sold  to  the  operatives  in  the  house  of  Japy  Brothers,  or  to  any  other  resi- 
dent of  Beaucourt  who  wants  one;  they  can  pay  the  whole  sum  at  once; 
or  rent,  and  pay  a  sum  annually  sufflcieut  to  pay  for  the  house  in  iive 
or  eleven  years. 

Abt,  2.  Persons  renting  the  dwellings  cannot  bec6me  owners  of  them 
in  ffee  simple  till  they  have  paid  the  whole  price;  till  then,  they  Avill 
be  considered  as  tenants.  In  case  they  do  not  continue,  irom  any 
cause  whatever,  to  pay  the  promised  yearly  instalments,  only  the  money 
they  have  paid  above  their  rent  will  be  returned  to  them. 

Abt.  3.  This  civil  and  private  association  shall  be  regulated  by 
the  provisions  of  articles  1841,  and  following,  of  the  Code  Napoleon. 

Art.  4.  The  partnership  ahaU  last  eleven  years,  reckoning  from  the 
Ist  of  April,  1864,  to  finish  on  the  30th  of  April,  1875. 

Aet.  5.  Its  title  shall  be  The  Beaucourt  Eeal  Estate  Company,  and 
its  location  and  domicU  shall  be  at  Beaucourt. 

Art.  6.  The  partnership  capital  is-fixed  at  thirty-four  thousand  francs, 
divided  into  three  hundred  and  forty  shares  of  one  hundred  francs 
each.  The  house  of  Japy  Brothers  and  Company  subscribes  for  one 
hundred  shares,  and  the  founders  take  the  balance  of  two  hundred  and 
forty.  The  ground  is  given  by  Pierre  Japy.  An  additional  number  of 
shares,  amounting  to  six  hundred  and  sixty,  may  be  issued,  of  one  hun- 
dred francs  each.  The  citizens  of  Beaucourt  and  employes  in  the  branches 
of  the  house  of  Japy  Brothers  and  Company,  may  subscribe  for  these 
shares.  To  give  clerks  and  laborers  in  'the  house  of  Japy  Brothers  a 
chance  to  purchase  shares  and  invest  their  savings,  they  may  pay  for 
them  by  deductions  or  investments  of  ten  ftancs  a  month,  or  multiples 
of  ten  francs.  Temporary  receipts  will  be  given  for  these  instalments, 
to  be  converted  into  ceftifleates  of  stock  when  a  whole  share  is  paid  up. 
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Other  stockholders  than  clerks  and  laborers  in  the  house  of  Japy  and 
Brothers  shall  pay  their  dues  by  calls  &om  the  company. 

Aet.  7.  The  certificate  of  shares  are  taken  from  a  stock  register, 
stamped  with  a  dry  seal  of  the  company,  and  signed  by  one  of  the  man- 
agers; tbese  certificates  shall  be  numbered  from  one  to  one  thousand. 

Akt.  8.  The  shares  are  transferable  when  paid  for;  the  certificate 
thereof  is  entered  in  a  book  kept  for  that  purpose  by  the  company ;  it  is 
to  be  be  signed  by  both  parties  or  their  attorneys,  and  attested  by  the 
manager.    The  act  of  transfer  is  indorsed  on  the  certificate. 

Aet.  9.  Shares  are  indiTisible.  The  company  recognizes  but  one 
owner  for  each  share ;  hence  the  owners  of  one  share  must  be  represented 
to  the  society  by  a  single  person. 

Aet.  10.  The  rights  and  obligations  of  a  share  follow  its  transfer;  the 
holding  of  a  share  implies  acceptance  of  the  charter  of  the  company. 

The  heirs  and  creditors  of  a  shareholder  cannot  seize  or  sequestrate 
the  property  of  the  company,  or  interfere  in  any  way  with  its  manage- 
ment; to  enforce  their  rights  they  must  appeal  to  the  company. 

Aet.  11.  Stockholders  are  only  responsible  for  the  shares  they  hold;  no 
call  beyond  the  amount  so  invested  shall  be  made  upon  them, 

Aet.  12.  Japy  Brotihers  &  Co.,  as  directors  of  the  company,  together 
with  the  supervising  board,  shall  have  the  sole  management  of  the  busi- 
ness; decide  ujwn  the  plans,  estimates,  localities,  and  size  of  the  dwell- 
ings; conclude  all  bargains  with  the  contractors,  clerks,  and  others,  and 
cancel  or  remove  them;,  and  fix  wpon  the  terms  of  lease  or  sale  of  the 
dwellings. 

Aet.  13.  The  stockholders  in  general  assembly  shall  name  a  super- 
vising board,  composed  of  four  members  who  hold  at  least  ten  shares 
of  the  stock,  to  hold  office  for  five  years;  after  which  time  a  new  board 
shall  be  appointed  in  the  same  manner. 

Aet.  14.  The  directors  and  supervising  board  shall  appoint  a  treas- 
urer and  an  actuary  to  receive  investments,  pay  dividends,  and  make 
all  other  disbursements;  _and  to  have  charge  of  all  the  funds  of  the 
society,  and  to  take  care  of  the  archives. 

Aet.  The  sale  of  the  dwellings  shall  constitute  a  fund  to  be  used  in 
redemption  of  the  shares  by  lottery  as  far  as  they  are  paid  up. 

Aet.  16.  As  the  dwellings  are  to  he  sold  at  cost  price,  there  will  be  no 
dividends,  but  the  stockholders  shall  be  entitled  to  a  yearly  interest  of 
five  per  cent,  on  their  shares,  payable  every  six  months,  in  March  and 
September,  the  first  payment  to  be  made  next  September.  The  house  of 
Japy  Brothers  insures  the  payment  of  this  interest,  in  case  the  proceeds 
of  the  sales  of  the  dwelhngs  and  the  rents  of  the  same  arc  not  sufBcient. 

Aet,  17.  When  the  company's  charter  expires,  or  the  partnership 
is  dissolved,  the  house  of  Japy  Brothers  promise  to  pay  the  cost  price  of 
the  remaining  dwellings,  so  tjiat  all  the  shares  will  be  redeemed  at  par. 

Aet.  18.  The  building  contractors  sbaU  receive  in  payment  for  their 
work  fifteen  per  cent,  in  shares  of  the  stock,  at  par  value,  and  the  bal- 
ance in  cash  when  the  work  is  completed. 
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Cost-price  of  a  house. 


Specia^alLons. 

... 

Itl 

..... 

™.. 

.»..V.T,ON. 

MrtTI. 

il.    c. 

FT.    e. 

Ft.    c: 

o-Boxawxi 

0330 

388 



180X2  35X4  TO 

19  350 

snoo 

~VTa 

sTts 

Stone-work,  ploaterea  with  lime 

1  40     "  jO 

nT^OX^^ 

S3    39 

Stoae-work,  plastered  wHh  lime 

B5)\     70 

17    55 

U    44 

5a 

Stone-work  of  ohlmney,  (cublo  metere) 

0  014 

)00 

..9 

Biiok  partitions  and  chimney,  (eubic  matom 

1      Oh 

4     5 

4J  j5 

Same,  five  centimeters  Ihiok,  (cublo  meters) 

3    J 

Chimney  cover  of  briolt  and  Hlea 

4  00 

One  mantel-piece,  wood  and  brick 

7 

b  OJ 

Cut  none  for  doors  and  wlndo.TS 

3b 

a 

IXJOO 

CelUng,  (gray  and  while  eypsuiii) 

40    10 

1  75 

L  ST 

Waloacol,  latljaaud  (lies 

6  BO  X  "n  1* 

ThTt''  two  B-ne  rafters 

«  55   ■'8  7 

0  834 

i.ao\sa 

O140 

I.IOXISIO 

OffW 

2  S5  X  18  10 

0.90X14.4 

oon 

saia 

47  0.1 

Tongue  and  groove  floora,  i     q  nr   m 

Unplanea  floors  for  garret - 

ss 

Eou^  flooring  for  Eellaj  Btaira 

e 

One  front  pine  door,  wlthon    ock 

Three  Inside  panel  doorj- 

Two  leaf  doors,  for  cellsr  and 

Tbreeoakwh,aows,cop.p. 

Am. 

..A_,oogle 


PARIS   UKIVEESAL   EXPOSITION. 
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Many  n-orkingmeJi  of  capital  wanting  more  comfortable  houses  pro- 
pose to  make  sleepiiig-rooiiis  in  the  garret,  and  atM  privies,  &c.  The 
increased  cost  of  tliese  modifications  is  expressed  below. 


SpeclflcntlMia. 

QtWDlUy. 

Unity. 

T.,.l. 

M.. 

„... 

Fr.  r. 

75.00 

1.10 

is 

9.40 

73.94 

n,(!u 

100 

FEENOH  ARTISANS'  HOUSES. 


By  far  the  most  elegant  and  attractive  of  the  models  of  cheap  honses 
in  the  park  was  that  erected  by  the  "Associated  Workmen  of  Pai'is.'' 
The  cost  of  this  building  was  twenty  thousand  francs,  which  was  con- 
tributed by  the  Emperor  from  his  private  means  for  the  purpose  of  call- 
ing the  attention  of  the. public  to  this  society,  and  to  the  houses  similar 
to  the  model  which  they  propose  to  erect  in  Paris. 

The  model  in  the  park  was  designed  and  erected  by  the  workmen 
themselres  without  the  assistance  of  architect  or  buUder.  It  is,  there- 
fore, the  embodiaieiit  of  the  workman's  own  wishes  in  regard  to  the 
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arrangement  and  appearance  of  his  house,  and  as  a  whole  may  be  con- 
sidered as  a  decided  success.  The  appearance  of  the  front  is  cheerful 
and  tas'tefiil;  the  materials  are  carefully  selected,  and  the  internal  decora- 
tion is  excellpnt  The  houses  are  three  stories  in  heiglit  and  are  built 
in  pairs,  with  an  entrance  and  winding  staircase  in  the  center,  which 
gives  access  to  the  \aiious  apartments.  Each  building  of  two  houses 
contains  lodgini>s  for  six  families.  The  basemeot  or  ground  floor  is 
designed  to  be  used  is  a  shop  for  small  tradesmen,  and  is  arranged  with 
a  kitchen  and  sleeping  loom,  so  that  it  is  complete  for  a  small  family. 

The  building  is  IS-^-SS  front  by  8'".90  depth,  (about  forty-five  feet 
by  twenty-nine  feet.)  The  hall  is  about  six  fe«t  three  inches  wide,  and 
the  principal  rooms  up  stairs  ten  feet  five  inches  by  eleven  feet  six 
inches;  the  dining-room  seven  feet  six  inches  by  eleven  feet  six  inches ; 
and  the  kitchen,  which  is  back  of  the  dining-room,  isfour  feet  by  seven  feet. 
The  height  of  the  ceilings  is  eight  feet  eleven  inches.  Tlie  exterior  walls 
are  thirteen  inches  in  thickness.  A  conrtyard  seventeen  feet  six  inches 
wide  divides  tlie  two  houses  at  the  back. 

The  second  and  third  stories  are  divided  into  chambers  or  apartments 
for  a  family,  thei-e  being  two  sets  on  eaeh  floor.  They  contain  a  dining- 
room,  a  kitchen,  and  two  betl-rooms,  so  arranged  that  the  dining-room 
may  be  used  during  the  day  as  a  parlor  if  the  wife  is  engaged  in  any 
trade,  such  as  a  dressmaker,  seamstress,  or  milliner,  which  will  bring 
her  in  contact  with  customers.  All  these  rOoms  are  of  good  size,  are 
well  lighted  and  ventilated,  and  are  well  planned  for  the  convenient 
arrangement  of  furniture. 

These  buildings  are  constructed  of  brick,  stone,  and  irpn.  The  win- 
dow jambs  and  caps  are  of  stone,  and  the  panels  bet\veen  of  red  brick. 
The  mansard  roof  is  decorated  by  slating  in  lozenge-shaped  patterns, 
with  slates  of  different  colors,  and  the  upper  portion  of  the  roof  is  of 
metal.  Each  shop  front  has  two  large  and  weU-glazed  windows,  one  on 
each  side  of  the  door. 

The  airangement  of  the  lower  floor  for  shop  purposes  is  the  most 
noticeable  feature  in  the  whole  building.  The  Parisian  workmen  do  not 
wish  to  become  a  distinct  society  or  class  in  the  community,  living  in 
quarters  and  among  themselves.  It  is  both  their  desire  and  policy  to 
associate  themselves  with  the  shopkeepers  or  tradesmen,  and  by  renting 
out  the  lower  portion  of  their  houses  to  derive  a  small  revenue  from  the 
rent,  and  thus  to  participate,  somewhat,  in  the  shopkeeper's  profits. 
The  cost  of  this  structure  was  twenty  thousand  francs,  {four  thousand 
dollars,)  nut  meludmg  the  price  of  the  land.  At  this  price  the  society 
estimates  that  eaeh  suite  of  rooms  could  be  let  from  three  hundred  to 
four  hundred  tianc->  (sixty  to  eighty  dollars)  per  year.  The  rent  of  the 
shops  would  necesiiiaiilj  vary  with  the  price  of  the  land,  being  higher  in 
populous  quarters  tliin  in  those  in  which  the  buildings  are  more  scat- 
tered. 


>v  Google 


e4  PAKIS    UNIVERSAL   EXPOSITION. 

PEBNCir  MINF.KS'    COTTAfJK   AT   liLAiXZY. 

The  coal  mining  company  of  Blanzy  exhibited  in  the  parli  a  specimen 
of  the  housea  of  tteir  workmen.  It  was  quite  a  large  and  well-shaped 
building,  divided  into  two  tenements,  each  designed  for  a  single  family. 
The  walls  are  of  brick  or  rough  stone  ornamented  with  plaster,  and  the 
floors  as  well  as  the  roof  are  covered  with  flat,  red  tiles.  The  building  is 
raised  about  two  feet  from  the  ground,  and  each  tenement  contains  a 
sitting  or  living-room,  sixteen  feet  three  inches  square,  a  sleeping- 
room  thirteen  leet  by  eleven  feet  sis  inches,  and  a  smaller  bed-room  on 
the  npi>er  floor.  There  ai'C  also  c, 'lUns  i\ni  p'mtierg,  or  garrets,  which 
may  be  used  as  storerooms,  besides  six  hundred  square  meters  (seven 
hundred  and  seventeen  sqxiare  yards)  of  land  for  a  garden  for  each  house. 
The  whole  cost  of  one  of  these  cottages,  including  the  land,  is  only  two 
thousand  two  hundred  franca,  {four  hundred  and  forty  dollars.)  This,  of 
course,  is  much  cheaper  than  the  same  kind  of  building  would  be  in  or 
neai-  a  city  where  labor,  and  particularly  land,  cost  s6  much  more.  These 
houses  rent  at  the  worlts  at  Blanzy  for  fifty-four  francs  (ten  dollars  and 
eighty  cente)  per  year;  and  this  includes  fuel.  There  are  six  hundred 
and  seventy-nine  cottages  of  this  kind  constructed  at  the  works,  ninety- 
nine  being  built  by  the  workmen  themselves. 

C-EEAT  BEITAIX. 

There  were  five  principal  exhibitors  from  Gresit  Britain  in  Class  93: 

1.  Digby,  Lord,  39  Belgrave  square,  London. 

2.  Improved  Industrial  Dwellings  Company,  2d  West  street,  Finsbury 
circus,  London — models  and  plans  of  improved  dwellings  for  the  indus- 
trial classes. 

3.  Meti'opolitan  Association  for  Improving  the  Dwellings  of  the  Indus- 
trial Classes,  19  Coleman  street,  London — models  of  dwellings. 

4.  G-alt,  Titus  &  Co.,  Saltalre,  Bradford,  Yorkshire — drawings  of  their 
manufactory  and  of  the  town  of  Saltaire. 

5.  Society  for  Improving  the  Condition  of  the  Laboring  Classes,  21 
Exeter  Hall,  London — drawings  of  model  lodging-houses  and  renovated 
dwellings. 

In  the  British  reports  upon  the  Exposition,  in  volume  ^"1,  containing 
the  returns  relative  te  the  new  order  of  awai-d,  ten  building  societies  are 
enumerated,  and  much  information  in  detail  is  given  regarding  their 
organization,  objects,  and  results.  It  is  imposaible  to  here  notice  all 
these  associations  at  length,  or  to  give  even  a  brief  and  intelligible 
statement  of  the  great  good  they  have  accomplished.  A  few  only  of  the 
more  prominent  that  were  represented  at  the  Exposition  will  now  be 
described. 
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^lETROPOLITAN  ASSOCIATION. 

The  "Metropolitiin  Association  for  Improving  tlie  Dwellings  of  tlie 
Industrial  Classes"  was  organized  in  1841,  and  commenced  a-ctive  opera- 
tions in  1845,  when  it  was  incorporated  by  royal  charter.  In  1867,  after 
continniiig  in  operation  for  twenty-three  years,  it  possessed,  in  London, 
one  hundred  and  twenty-tliree  buildings,  six  of  which  were  of  large  size, 
capable  of  containing,  together,  five  Imndred  and  seven  lodgings ;  two 
bnddings  divided  into  three  hundred  and  sixty-two  single  chambers  for 
nnmarried  men,  and  one  Iiundretl  and  fifteen  cottages  for  an  equal  num- 
ber of  families.  The  entire  population  in  the  buildings  of  this  associa- 
tion averaged,for  the  year  18C0,  two  thousand  five  hundi-ed  and  seventy- 
two  persons. 

This  society  is  essentially  a  commercial  enterprise,  a  joint  stock  com- 
pany of  limited  liability,  differing  only  perhaps  from  au  ordinary  com- 
pany by  the  spirit  with  which  it  is  conducted,  and  the  object  which  it 
has  in  view. 

The  amount  of  dividends  is  limited  to  five  per  cent,  of  the  capital 
invested.  It  has  never  i-eeeived  any  assistance  from  the  government, 
and  in  all  cases  where  hidividuals  have  presseil  donations  on  the  asso- 
ciation they  have  been  declined  and  returned,  the  object  of  the  associa- 
tion being  not  to  solicit  charitable  contributions,  hut  to  show  that  a  fair 
profit  can  be  made  by  renting  healthful  lodgings  at  moderate  rates,  so 
as  to  induce  capitalists  to  invest  their  money  in  such  buildings  as  a 
commercial  entei-prise. 

The  buildings  of  the  association  have  been  so  ari'anged  as  to  provide 
dwellings  on  three  different  plans,  viz :  Dwellings  in  flats  and  in  cham- 
bers; dwellings  in  cottages  both  in  town  and  in  country,  aud  dwellings 
tor  single  men  in  large  buildings,  where  they  are  supplied  with  cooking 
utensils,  beds,  beddhig,  and  other  necessaries. 

During  the  last  twenty-flve  years  £119,429  have  been  expended.  For 
the  year  1866  the  income  of  the  association  exceeded  £8,000. 

Tiie  returns  from  the  society  show  that  the  capital  invested  in  dwell- 
ings for  families  yields  au  interest  of  more  thswi  five  per  cent.,  but  that 
owing  to  the  expenses  incident  to  the  formation  of  this  society,  and  the 
fact  that  the  chambers  for  single  men  have  proved  a  bad  investment, 
the  dividend  payable  on  the  entire  capital  stock  has  been  less  than  three 
per  cent. 

The  health  of  the  occupants  of  the  buildings  of  this  association  has 
generally  been  excellent.  While  the  average  rate  of  mortality  of  the 
city  of  London  generally  iias  been  twenty-three  and  two-thirds  per  thou- 
sand, in  the  dwellings  of  this  association  it  has  not  been  more,  on  an 
average  of  six  years,  than  seventeen  pa-  thousand.  The  association 
claims  that  it  has  combined  the  commercial  or  self-supporting  principle 
without  losing  sight  of  the  more  imiiortaiit  and  philanthropic  object  it 
had  in  its  fouudatioJi, 
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Since  the  estahlislmient  of  this  asBociatioD  in  London,  two  branch 
associations  have  been  founded,  one  at  Bristol,  with  a  capital  of  £6,000, 
and  ttie  second  at  Eamsgate,  with  a  capital  of  £3,000. 

SOCIETY  FOB  IJIFROVING  THE  CONDITION  OF  THE  LABORING  CLASSES. 

The  Society  for  Improving  theConditionof  the  Laboring  Olasses  has, 
as  its  name  indicates,  a  broader  field  of  action  than  the  improvement  of 
dwellings  and  lodgings  alone.  It  is  nevertheless  to  the  constraetion  of 
convenient  and  healthy  houses  that  it  has  directed  its  main  efforts,  and 
from  this  point  of  view  its  labors  present  the  same  degree  of  interest  as 
those  of  the  Metropolitan  Association.  Its  method  of  action  and  system 
of  organization  is  however  entirely  different  from  that  society.  The 
members,  instead  of  being  shareholders,  are  subscribers,  and  pay  an 
aniLoal  assessment,  to  which  donations,  legacies  and  other  gifts  are 
sometiin'fes  added,  so  that  the  society  is  stripped  of  any  commercial 
character  or  tendency,  and  is,  in  fact,  merely  a  benevolent  institntion.  Its 
object,  according  to  the  terms  of  its  statutes,  is  to  build  model  houses,  to 
improve  old  habitations  linowu  to  be  unhealthy,  and  to  render  whole- 
some, by  every  means  in  its  power,  the  courts  and  alleys  of  the  poor 
quarters  of  large  cities ;  to  publish  designs  and.  plans  for  the  eonstmc- 
tion  of  honses  suited  to  the  needs  of  workmen  in  London,  in  the  manu- 
facturing cities,  and  in  the  agricultural  districts ;  and  further  to  com- 
municate witli  clergymen,  proprietors,  and  other  persons  who  are  dis- 
posed to  assist  them  in  their  respective  localities,  either  individually  or 
as  members  of  local  institutions. 

Among  the  donors  and  annual  subscribers  to  this  society  is  the  Queen 
of  England,  the  corporation  of  the  city  of  London,  the  Earl  of  Shafts- 
bury,  president  of  the  society,  and  many  members  of  tlie  aristocracy. 

In  1866  the  revenue  of  this  society,  from  the  rents  of  its  houses,  the 
annual  subscriptions  of  its  members,  and  from  donations,  amounted  to 
more  than  £6,000.  As  there  was  no  dividend  to  be  paid  from  this 
amount  the  whole  sum  could  be  devoted  to  maintaining  and  continuing 
the  usefulness  of  the  society. 

In  the  same  year  the  houses,  or  groups  of  honses  belonging  to  this 
society,  were  nine  in  number ;  four  of  them  were  arranged  for  lodgings' 
for  families ;  the  fifth  for  lodgings  for  twenty  families,  and  for  the  use 
of  one  hundred  and  twenty-eight  nnmanied  women,  and  four  buildings, 
containing  in  all  two  hundred  and  sixty-seven  single  rooms,  for  un- 
married men.  The  rent  received  from  these  buildings  shows  that  the 
society  is  in  a  prosperous  condition.  The  four  honses  for  single  men 
paid  five  per  cent,  on  the  capital  invested.  Those  for  femilies  four  and 
two-tenths  i>er  cent.,  while  tliat  for  families  and  unmarried  women  three 
per  cent,  Tliese  results  may  be  considered  as  highly  satisfactory,  espe- 
cially those  in  regard  t-o  single  men's  lodgings,  since  it  pmves  that  this 
class  of  dwellings  can  be  successfully  rented.  The  success  in  this 
instance  may  be  attributed  to  the  excellent  situation  of'  the  buildings. 
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the  very  moderate  rent  of  the  lodgings,  and  the  high  degree  of  comfort 
afforded,  as  compared  with  the  ordinary  disagi'eeable  and  dirty  lodging 


This  society  has  provided  accommodations  for  three  hundred  and  fifty- 
three  families,  one  hundred  and  twenty-eight  single  women,  and  two 
hundred  and  eighty  single  men,  a  population  which,  during  the  last  four 
years,  has  averaged  one  thousand  six  hundred  and  seven  persons.  The 
death  rate  in  the  company's  houses  has  been  reduced  one-third,  as  com- 
pared with  that  of  Loudon  generally. 

"When  we  consider  the  great  wealth  and  resources  which  these  societies 
have  had  at  their  command,  it  must  be  admitted  that  neither  of  them 
have  effected  so  much  toward  the  improvement  of  the  working  classes 
as  the  French  societies,  and  particularly  tliat  of  Mulhouse,  where  six 
hundred  and  eighty-four  families  have  already  become,  or  are  in  the  way 
of  becoming,  proprietors,  and  six  tliouaand  persons  have  been  furnished 
with  comfortable  homes;  yet  great  credit  is  dne  to  them  for  the  care 
which  they  have  shown  in  all  tliat  concerns  the  interior  arrangement  of 
their  buildings.  All  that  regards  drainage,  heating,  lighting,  ventilation, 
or  any  other  matter  which  would  be  of  import-anee  in  the  construction  of 
lodgings  for  poor  fumilies,  hav«  been  made  the  object  of  repeated  and 
patient  researches.  In  this  way  great  progress  has  been  made  in  the 
construction  of  workmen's  houses,  not  only  in  London  but  all  over  Eng- 
land, with  a  corresponding  advancement  in  the  comfort  of  the  occupants 
and  decrease  in  the  rate  of  mortality. 

IMl'EOVED   INDUSTRIAX   DWELLINGS    (lOJirAK^. 

As  an  example  of  a  successful  company,  organized  for  the  purpose  of 
improving  the  tlwellinga  of  the  working  classes,  the  "  Improved  Indus- 
trial Dwellings  Company"  may  be  cited.  It  was  founded  in  1863  by  Sir 
Sydney  Waterlow,  and  was  afterwards  incorporated  as  a  limited  joint- 
stock  company.  This  company  now  houses  about  four  thousand  per- 
sons, and  has  extended  its  buildings  with  great  rapidity.  In  1867  it 
owned  nine  buildings,  built  upon  what  is  called  the  open  stau--case  plan, 
containing,  in  all,  five  hundred,  and  seventy-one  separate  tenements, 
with  one  thousand  eight  hundred  and  eighty-five  rooms.  The  capital 
invested  amounts  to  £:i50,000,  and  a  dividend  of  six  and  one-half  per 
cent,  is  paid  upon  it — iive  per  cent,  being  paid  to  the  stockholders,  and 
one  and  a  half  per  cent,  being  retained  as  a  reserved  fund  for  'contingen- 
cies. The  following  extract,  from  a  printed  statement  made  by  the  sec- 
ret^iry  of  this  association,  gives  the  best  account  of  w^hat  it  has  accom- 
plished :  ^ 

"The  object  of  the  Improved  Industrial  Dwellings  Company  is  to 
prove  that  ah  effective  solution  of  the  most  difflcidt  social  problem  of 
the  age — the  proper  housing  of  the  working  classes — ^is  within  the  com- 

'  Returns  relutfvi;  to  tlio  New  Ordoi'  of  Kfiwai'rt. — liritisli  Reports  Paiia  Esposition, 
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pass  of  ordinary  commercial  enterprise;  .and  tliat  the  physical  suffering', 
as  well  as  tlie  moral  degradation  and  aiitsigouism  of  feeling,  which  now 
often  exist  between  the  lower  and  otiier  classes,  may  be  gradnally,  liut 
surely  and  safely,  removed  by  the  free  and  spontaneous  apiilication  of 
means  always  at  the  disposal  of  the  people,  and  without  the  aid  of  spe- 
cial legislation. 

"The  rapid  spread  of  manufacturing  industiy,  the  development  of 
vast  natural  resources,  the  great  increase  of  wealth  which  has  chai"ac- 
terized  the  present  century,  have  not  been  productive  of  unmixed  good 
to  the  operative  and  poorer  classes  of  society;  for  upon  masses  of  work- 
men whose  occupations  oblige  them  to  reside  withhi  the  limits  of  gwiat 
cities  the  march  of  progress  has  imposed  conditions  of  social  existence 
of  the  most  bauefid  kind.  Foremost  among  these  deleterious  iufluences 
is  the  overcrowding  of  dwellings,  which,  from  the  frightful  proportions 
it  has  attained  dui'ing  tlie  last  few  years,  has  attracted  the  special  atten- 
tion of  all  social  reformers.  Its  physical  and  moral  effects  need  not  be 
depicted  here ;  they  are  universally  admitted.  Indeed,  no  one  at  all 
acquainted  with  the  subject  can  impugn  the  declaration  of  a  noble  phi- 
lanthropist, that  '  the  improvement  of  tlie  dwellings  of  the  people  is  a 
condition  precedent  to  all  other  retbrms.'  Nor  is  it  necessary  to  describe 
here  the  various  unsuccessful  attempts  which  have  been  made  toward 
the  abatement  of  this  great  social  disease  either  Iiy  pliilantliropists, 
benevolent  societies,  or  by  politicians.  It  is  enough  to  say  that,  how- 
ever well  intentioned  they  may  have  been,  the  results  of  either  benevo- 
lent or  legislative  interference  have  hitherto  fallen  altogether  short  of 
the  enormous  demands  of  the  case.  It  is  now  clearly  understood  by  all 
who  have  carefully  studied  the  subject  that  the  only  plan  which  is  capa- 
ble of  dealing  comprehensively  with  so  gigantic  an  evil  is  one  which, 
while  feasible  and  capable  of  unlimited  extension,  will  not  only  invite 
the  active  imitation  of  those  whose  ordinaiy  commercial  avocations  give 
them  a  personal  interest  in  the  question,  but  will  also  commend  itself  to 
the  notice  of  capitalists  aiid  professional  builders  in  such  a  way  as  to 
provoke  healthy  comi)etitioii  on  the  part  of  those  seeking  fair  interest 
and  investments  of  unquestionable  security. 

"The  comparative  failure  of  all  previous  attempts  in  this  direction  is 
in  the  main  attributable  to  a  neglect  or  misappreciation  of  the  one  indis- 
pensable condition  of  success — that  the  scheme  should  be  commercially 
profitable. . 

"  The  Improved  Industrial  dwellings  Company  claim  that  by  the 
exercise  of  a  '  free  and  spontaneous  initiative,'  anil  unassisted  by  any 
special  legislative  enactments,  tliey  have  succeeded  in  putting  this  ques- 
tion practically  before  the  public  by  exhibiting  in  itself  the  practical 
■working  of  a  joint-stock  company  having  a  comparatively  large  capital, 
raised  and  invested  in  such  a  manner  as  to  phice  the  fiuit  of  its  business 
being  profitable  beyond  all  doubt. 

"At  the  present  date  about  £03,000  have  been  raised  by  the  subscrip- 


.A_iOOglC 


DWELLINGS   CHAEACTEEIZED    BY   THEIR   CKEAPNESS,  ETC.        89 

tions  of  its  shareholders,  anil  of  that  amount  some  £40,000  have  been 
invested  in  the  pnrchase  of  land  in  densely  overcrowded  districts,  the 
removal  of  dilapidated  and  unhealthy  dwellings  from  the  sites,  and  the 
erection  in  their  places  of  several  blocks  of  lofty,  commodious,  and  sub- 
stantial residences.  Altogether  about  twenty-seven  separate  and  dis- 
tinct tenements  have  been  tlins  provided.  Each  tenement  is  tot-ally  self- 
contained,  and  distinct  from  its  fellow  in  every  essential  respect.  It 
consists  of  two  or  three  light,  commodious,  and  cheerful  apartments, 
together  Avith  a  separate  wasli-liouse  or  scullery,  and  a  water-closet,  all 
inclosed  within  its  own  front  door.  Every  tenement  is  well  supplied 
■with  flxtures  and  fittings,  so  as  to  make  it,  so  far  as  the  house  itself  is 
concerned,  a  comfortable  and  attractive  home  for  a  working  man — a 
benefit  of  which  he  is  not  slow  to  avail  himself,  for  all  the  buildings  yet 
erected  have  been  filled  with  eager  tenants  from  the  moment  of  their 
completion,  and  the  representatives  of  the  company  are  constantly  beset 
by  applicants  for  possible  vacancies. 

"  The  improvement  of  the  morale  of  the  inhabitants  of  these  buildings 
is  unquestionable.  It  arises,  doubtless,  from  the  families  occupying 
tliese  houses  being  removed  from  the  had  associations  and  infiuences 
to  which  they  were  before  unavoidably  exjiosed,  as  well  as  to  the  pure 
air  iind  the  ample  supply  of  water  to  which  most  of  them  find  access  tor 
the  iirst  time;  but  above  all  other  proofs  of  the  suitability  and  salubrity 
of  the  dwellings  is  the  unimpeachable  testimony  of  a  diminished  rate  of 
disease  and  death.  This  most  unmistakably  shows  that  the  new  condi- 
tions under  which  the  occupants  of  these  houses  are  placed  strike  at 
once  at  the  heart  of  those  deadly  influences,  acting  equally  on  the  mind 
and  body,  which  have  been  the  growth  of  years  in  the  fetid,  unwhole- 
some, and  filthy  dwellings  incidental  to  the  old  state  of  things. 

This  society  is  refen-ed  to  in  the  "  Eeport  of  the  Council  of  Hygiene 
and  Public  Health  of  the  Citizens'  Association  of  New  York  upon  the 
Sanitaiy  Condition  of  the  City,"  as  having  most  successfully  met  and 
overcome  the  diflncultiea  inherent  to  an  undertaking  of  this  kind;  and 
they  recommend  that  houses  similar  to  that  erected  by  Sir  Sydney  Wa- 
terlow  in  Piusbury  Square,  London,  for  twenty  families,  be  built  in  Sew 
York.  There  is  no  doubt,  if  this  were  done,  and  the  plans  modified  and 
Americanized  so  as  to  suit  American  tastes  and  preferences,  that  such 
domiciles  would  become  sufficiently  popular  to  make  them  pay  a  rental 
which  woidd  be  remunerative  to  the  builders. 

C0LTT3IBIA  8QUAKB,  MISS  BUEUBTT  COUTTS'S  LODGING-HOTTSE. 

The  first  of  the  four  structures  which  compose  the  lodging-house  of 
Columbia  Square  was  opened  iu  1859,  the  last  in  1863.  The  object  which 
the  founder.  Miss  Burdett  Coutts,  had  in  the  erection  of  tliis  buildhig 
was  to  afford  decent  domestic  accommodation  for  the  poorest  members 
of  the  industrious  classes,  whose  weekly  wages  would  not  allow  them  to 
li\'e  in  dwellings  witli  a  higher  rental. 
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Miss  Coutta  was  the  first  to  erect  dwellings  solely  for  this  class  of  ten- 
ants. Her  success  has  been  very  complete,  and  several  other  buildings 
similar  to  these  have  been  built,  all  of  which  have  fnlfilled  tlieir  require- 
ments and  made  a  good  pecuniary  return  on  the  cost. 

The  following  description  of  the  buildings  in  Columbia  Square  is  fur- 
nished by  the  architect,  Mr.  Henry  Astley  Darbishire : 

' "  The  general  arrangement  of  the  building  closely  resembles  that  of 
the  Victoria  lodging-house ;  and,  as  it  has  been  highly  approved  by  all 
the  leading  sanitary  authorities  who  have  visited  it,  no  material  depart- 
ure from  this  arrangement  has  been  made  in  any  of  the  buildings  of  the 
same  class  which  I  have  since  erected.  There  are  four  stories  of  dwell- 
ings, and  a  fifth  or  attic  story,  which  is  occupied  by  wash-houses,  club 
or  reading  rooms,  and  hirge  ai'eas  for  drying  clothes  and  for  the  exercise 
of  children  in  wet  weather.  The  dwellings  are  situated  on  each  side  of 
a  corridor,  which  is  lighted  and  ventilated  by  windows  at  each  end,  and 
by  a  wide  stone  staircase  iu  the  center  of  its  length.  This  staircase  has 
one  of  it«  sides  uiiindosed,  except  by  iron  railing,  so  that  the  corridor  is 
constantly  supplied  with  fresh  air — an  advantage  of  considerable  import- 
ance, as  tjie  poorer  classes  endeavor  to  exclude,  with  jealous  care,  every 
breath  of  fresh  air  surrounding  their  habitations;  and  wei"e  not  their 
dwellings  supplied  with  a  fresh  current  from  the  corridor  whenever  their 
doors  were  opened,  the  sanitary  condition  in  large  blocks  of  associated 
homes  would  not  be  so  highly  satisfactory  as  the  registrar's  returns  prove 
it  to  be.  The  dwellings  generally  consist  of  two  rooms,,  a  living-room 
twelve  feet  by  tan  feet,  and  a  bed -room  twelve  feet  by  eight  feet  six  inches. 
Of  these  two-roomed  dwellings,  there  are  twenty-eight.  There  are  nine- 
teen dwellings  with  two  bed-rooms  of  the  same  dimensions,  and  there 
are  five  dwellings  of  one  room  twelve  feet  by  ten  feet  six  inches,  intended 
for  adult  members  of  families  occupying  the  first  specified  dwellings. 
Each  living-room  is  provided  with  two  cupboards,  the  upper  one  arranged 
with  shelves,  the  lower  one  adapted  to  receive  coal  and  fuel.  The  fire- 
place is  furnished  with  stove  for  cooking,  oven,  boiler,  hot  plate,  and 
trivet.  There  are  four  water-closets,  two  lavatories,  and  two  baths  on 
each  floor.  In  the  center  of  each  corridor,  and  at^oining  the  staircase, 
is  a  dust  hopper  or  flap,  connected  with  a  shaft  communicating  with  a 
vault  in  the  lowermost  part  of  the  building,  which  is  the  only  portion 
basemented.  Access  to  this  vault  for  the  removal  of  dust  is  provided 
from  the  exterior,  so  that  no  effluvia  or  annoyance  arising  therefrom  may 
enter  the  bojlding.  The  dust-shaft  is  caiTied  up  over  the  roof  for  the 
purpose  of  ventilation. 

"The  staircase  and  corridors  are  of  stone.  The  external  walls  are  faced 
with  picked  stock-bricks  of  the  ordinary  description,  and  are  fourteen 
inches  thick ;  those  of  the  iuternal  walls  which  have  fireplaces  are  niue 
inches  thick;  the  partition  walls  between  the.Uving-rooms  and  bed -rooms 

'  Britisli  Reports  on  the  Paris  Universal  EsMbitLi)ii — Returns  relative  to  the  New 
Oraer  of  Euwau!.— Vol.  ¥1,  ii.  916. 
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are  four  and  a  half  inclies  thick.  All  the  internal  walls  are  worked  with 
as  fair  a  face  as  common  brickwork  will  allow,  and  are  colored  with  two 
coats  of  well-sized  distemper  color  of  a  warm  cream  tint,  which  gives 
them  a  clean  and  comfortable  appearance.  The  ceilings  of  the  dwellings 
are  the  only  portions  of  the  building  which  are  plastered. 

"The  foregoing  brief  outline  may  serve  to  explain  the  description  of 
bnilding  which  it  is  considered  desirable  to  provide  for  a  class  of  tenants 
hitherto  unaccustomed  to  the  ordinary  decencies  of  domestic  life ;  a  class 
which  required  to  be  tempted  to  try  something  rather  better,  but  not  too 
much  better  than  anything  whicli  habit  had  rendered  acceptable  and 
pleasant,  and.  which  they  would  reluctantly  forsake.  As  Miss  Burdctt 
Coutta  felt  that  she  was  the  first  to  try  the  experiment  of  providing  homes 
for  the  very  poor,  and  po-ssessed  no  previous  data  to  guide  her,  it  became 
necessary  to  fix  the  rentsof  the  dwellings  at  a  rate  which  would  not  exceed 
that  hitherto  chargeable  for  very  inferior  accommodation.  For  this  rea- 
son twenty-four  of  the  two-roomed  dwellings  were  offered  at  three  shillings 
sixpence  weekly  rental;  four  two-roomed  dwellings,  which  were  rather 
smaller,  were  offered  at  tlii'ee  shillings  weekly  rental  j  nineteen  three- 
roomed  dwellings  were  offered  at  four  shillings  weekly  rental,  being  an 
increase  of  only  sixpence ;  and  the  five  siiigle-roomed  dwellings  were 
offered  at  two  shillings  weekly  rental.  These  rents  include. all  charges 
to  the  tenant.  By  degrees  the  building  became  occupied.  More  appli- 
cants applied  for  residence  than  could  be  accommodated;  and  as  Miss 
Contts  was  entirely  satisfied  with  her  success,  the  whole  square  was  ulti- 
mately completed  in  May,  1862.  The  buildings  are  always  full,  and  the 
tenants  regard  it  a  privilege  to  be  admitted;  and  although  there  are 
between  seven  hundred  and  eight  hundred  residents  since  the  comple- 
tion of  the  first  building,  there  has  not  been  a  single  case  of  a  tenant 
becoming  amenable  to  the  law.  The  management  of  the  building  is  con- 
ducted as  tbHows :  A  resident  superintendent  inquires  into  the  character 
and  antecedents  of  all  persons  applying  for  re8i<lence.  He  collects  the 
rents,  disburses  all  small  payments  not  paid  by  check,  and  pays  the 
balance  into  the  bank  every  week.  He  keeps  account  of  the  sums 
received  and  paid  by  him,  and  submits  the  books  to  the  secretary  for 
periodical  examination.  He  refers  all  questions  of  importance  to  tlie 
secretary,  and  is  in  aU  respects  under  his  direction.  Under  him  are  two 
porters,  who  attend  to  the  general  cleanliness  and  order  of  the_  building, 
who  Ught  and  pi\t  out  the  lamps,  and  attend  to  other  minor  duties." 

The  pecuniary  return  on  the  cost  of  this  building  is  only  two  and  one- 
half  per  cent.  This  is  to  be  attributed  to  the  fact  that  the  external 
character  of  the  building,  though  simple,  is  more  elaborate  than  need 
be;  to  the  low  rates  of  rent  demanded  from  the  tenants,  and  the  high 
rates  of  the  parish  in  which  it  is  situated ;  and  to  the  loss  of  revenue 
entailed  by  the  use  of  the  whole  upper  story  for  wash-rooms,  reading- 
rooms,  play-rooms,  &e. 

liad  the  oVtject  of  this  undertaking  been  to  render  it  remunerative  in 
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a  financial  point  of  view,  a  much  larger  rent  conld  have  been  obtained 
for  the  lodgings ;  in  so  doing,  however,  the  object  of  this  institution, 
which  is  mainly  a  benevolent  one,  would  have  been  defeated.  In  the 
erection  of  this  building  Miss  Gontts  has  not  only  sxippUed  one  hundred 
and  eighty-nine  families  with  lodgings,  but  by  her  example  has  induced 
the  proprietors  of  cottages  in  the  neighborhood  to  improve  their  own 
wretched  property.  This  reSnIt  is  almost  always  sure  to  take  place  when 
a  better  class  of  dwellings  for  laborers  is  erected  in  a  poor  community 
OL*  quarter. 

L'NITED  STATES. 

■WESTERN  FARMERS'  HOUSE. 

Ill  the  sectioi)  of  the  park  assigned  to  the  United  States  the  State  of 
Illinois  preseutiCd,  for  the  examination  and  consideration  of  the  visitors 
to  the  exhibition,  the  Western  Farmers'  Home,  or  American  cottage.  It 
was  constructed  by  Colonel  Lyman  Bridges,  of  Chicago,  .from  plans 
furnished  by  Mr.  O.  L.  Wheelock,  architect  of  that  city,  and  was  for- 
warded in  sections  by  railway  from  Cliicago  to  Ifew  York,  and  was 
installed  amoug  other  types  of  residences  and  palaces  that  were  exhib- 
ited in  the  Ohamp  de  Mars.  The  object  of  this  exhibition  was  to  illns- 
trate  the  kind  of  dwellings  much  iu  use  in  the  agricultural  regions  of 
the  United  States.^ 

The  building  was  regai'ded  with  miich  favor.  It  combined  beauty  and 
comfort  at  an  outlay  witliin  tlie  reatih  of  all  prudent  and  industrious 
persons.  It  did  not  <;onform  to  any  special  order  of  architecture,  and 
was- constructed  of  pine  lumber,  so  abundant  iu  Wisconsin  and  Michi- 
gan, generously  contributed  by  Hon.  William  B.  Ogden,  of  tbe  Peshtigo 
Company,  and  Wood  &  Lawrence,  of  the  Newago  Company. 

The  capacity  of  the  dwelling  was  sufficient  for  a  family  of  sis  or  eight 
persona,  and  contained  three  hirge  rooms  on  the  first,  aud  five  chambers 
on  tbe  second  floor.  The  plan  was  such  that  one  of  the  rooms  of  the 
ground  floor  could  be  first  constructed  and  ocenpied  as  a  temi)orary 
home  for  a  new  beginner  in  a  new  settlement,  at  an  expense  of  only  three 
hundred  dollars,  and  the  other  rooms  and  wide  hall  added  at  the  pleasure 
of  the  owner.  It  also  represented  the  fact  that  the  farming  population 
of  the  United  States  may,  and  do  very  generally,  own  the.  homes  in 
which  they  live,  and  that  they  bave  liberal  protection  iu  the  ownership 
by  the  laws  of  the  different  States. 

This  dwelling  was  made  the  center  of  attraction  by  the  distnbntion  of 
documents  and  information  relating  to  the  extent  and  resouie^s  ot  the 
United  States,  which  information  was  eagerly  sought  for  by  the  nomLions 
European  nations.  The  walls  were  lined  with  maps  and  photogi  iphs, 
and  the  library  supplied  with  valuable  works  giving  information  upon 

^   secured  tliiDHgh  the  exeitious  of  Coinmis-'ioutr 
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the  extent  and  resonrces  of  the  United  States,  and  this  information  was 
freely  imparted  to  thousands  of  visitors. 

In,  connection  witii  tliis  notice  some  facts  in  detail  concerning  the  cost 
of  buildings  supplied  to  actnal  settlers  upon  the  western  prairies  will  be 
interestiDg,  They  have  been  obtained  from  Colonel  Bridges,  at  wliose 
establishment  in  Chicago  the  Illinois  farmer's  cottage  was  made,  and 
who  has  had  great  experience  in  snpplying  cheai)  homes  to  settlers  in 
the  west. 

The  majority  of  settlers  do  not  order  more  room  than  they  at  flrst 
actually  require,  or  from  two  to  four  rooms,  costing  from  two  hundred 
to  six  hundred  doUars  each.  Many  only  wish  shelter,  and  do  not  have 
their  rooms  finished  inside.  About  one  family  in  seven  desire  a  build- 
ing costing  from  six  hundred  to  one  thousand  dollars,  and  it  is  rare  that 
a  more  expensive  house  is  ordered. 

The  schooLhouses  usually  ordered  are  twenty-four  by  thirty-six  feet  in 
size,  and  cost  one  thousand  dollars.  Portable  stores  are  sold  at  from 
five  hundred  to  two  thousand  dollars.  The  size  usually  ordered  is  twenty 
by  forty  feet.  Some  details  upon  the  construction  of  these  buildings  will 
be  fouud  on  page  58. 
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LIST  OF  EXHIBITORS  IN  CLASS  93. 

FRANCE. 

1,  The  Empeeoe  of  France. — Cheap  dwelling-house  for  many  fiuiii- 
Kes;  Avenue  de  La  Boui'doiiiiaye. 

2.  Japy  Brothers  &  Co. — Beaueoiirt,   (Haut-Ehiii.}— Siugle  lodg- 
iiig-houae,  used  by  a  single  family  of  clock-makers. 

S.  The    Society    of    Workmen's   Villages    of    Mulhouse. — 
Group  of  four  houses  similar  to  those  built  at  Mulhouse. 

4.  Mining  Company  of  Blanzy,  Blanzy. — Minwr's  house,  with  two 
sets  of  lodgings. 

5.  Association  op  the  Wokmen  op  Paeis. — Cheap  bouse  for  many 


6.  Co-operative  Ebal  Estate  Association  of  Paris. — Cheap 
dwelling-house  for  a  single  family. 

The  tbllowing  exhibitors  displayed  models  only  of  the  buildings  erected 
by  them. 

7.  Goldehberg,  Zornhof. — ^Models  and  plaus  of  houses  of  different 
types,  for  a  single  family. 

8.  Coal  MnsiHa  Company  of  Amzin,  Anzin. — Miner's  house. 

9.  EiCHEBE,  maj-or  of  Lille,  Lille. — Models  and  plans,  of  workman's 
houses  to  be  erected  by  a  company. 

Feancis  db  Wbndbl,  Sons  &  Co.,  Hayange,  (Moselle.) — Model  of  the 
village  of  Styring,  Wendel. 

11.  ScEiVE,  Marcq-en-BareuiL — House  for  the  workiug  class. 

12.  Dupont  Paul,  Paris. — Models  and  plans  of  workmen's  houses  at 
Olichy;  model  of  a  projected  lodging-house  for  women. 

13.  Teonchon,  Paris, — Model  of  a  cheap  house  in  iron  and  plaster. 

14.  Joufproy-Eendault,  Mono,  Paris. — Models  and  plans  of  the 
single  houses  of  the  cit6  Jonfiroy-Eendault,  Eue  des  Oailloux. 

14.  Jahin  Beothers,  Montlu^on. — Model  and  plan  of  a  group  of  six 
houses  for  agricultural  and  industrial  workmen. 

16.  Tabien,  Paris. — Model  and  plans  of  a  cheap  boiise. 

17.  Schneider  &  Co. — Houses  for  the  working  population  of  Creu- 
zot. 

PRENCH  COLONIES. 

1.  The  Algeeihe  Society  of  Climatology,  Algiers, — Plan  of  a 
projected  colonial  village;  model  in  plaster  of  a  farmer's  house. 

PKUSSIA. 

1,  Behe,  (Feidp-eic-Pelix  de)  Vargatz,  near  Gricfswjdd. — Model  of 
the  house  of  an  agricultural  laborer  of  Pomerania;  model  of  a  stable. 

2.  Society  of  Berlin  F(»e  the  erection  op  woekmen's  houses, 
(Patron,  the  Prince  Eoyal  of  Prussia.) — Designs  of  houses  constructed 
by  the  Uoffmaini  Society,  Neustadt. 
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BELGIUM. 


1.  HoUGBT  &  Teston,  Verviers. — Houses  for  factory  operatives. 

2.  Jacquemyns,  Mindbehout,  Antwerp. — Type  of  an  agrieultoral 
workman's  house. 

3.  Eypens-Petees,  Neil,  Antwerp. — Materials  for  the  construction 
of  the  workmen's  houses  exhibitetl  by  Houget  &  Teslon. 

WtJRTEMBEEG. 

1.  Staut   &  Co.,  Kacheu. — Phma   and    descriptions  of  workmen's 
houses. 

SWITZERLAND. 

1.  SoHABCK,  .Tacquet,  Geneva. — Houses  constructed  for  benevolent 
purposes. 


1.  Neapolitan  Philanthropic  Assoolation,  Naples.— Plan  of  a 
group  of  houses  in  coiu'se  of  construction  at  Naples. 

GREAT  BRITAIN. 

1.  Lord  Digby,  Loudon. — ^Models  of  rural  dwellings. 

2.  Improved  Industrial  Dwellings  Company,  London.— Models 
and  plans  of  improved  dwelliugs  suited  to  different  classes  of  workmen. 

3.  Metropolitan  Association  por  Improving  the  DwELLiNas  op 
iHii  Industrial  Classes. — Models  of  dwellings. 

4.  Salt,  Titus  &  Co.,  Saltaire,  Bradford. — Designs  of  their  factory, 
and  of  the  village  of  Saltaire. 

6.  Society  por  Improving  the  Condition  of  the  Lahobing 
Classes,  London. — Designs  of  model  dwelling-houses  for  workmen,  and 
of  houses  which  have  bean  rebuilt. 

UNITED  STATES. 

Illinois  Cottage,  or  Westexin  Farmer's  Home. 
Portable  Cottage,  Louisiana. 
Country  District  School-house. 
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PRIZES  AWARDED  TO   EXHIBITORS  IN  CLASS  93. 

GEAXD  riilZE. 

The  Ejiperob  of  Ii'rakce. — Workmen's  lioiises,  Franee. 
GOLD  MEDALS. 

ilADAJiE  Louise  .Touffeoy-Eenault,  Paria. — Cite  Jouffroy-Eenault, 
at  Clieliy  la  GaroiiTie,  France. 

Socn^T^fi  DES  GiT^s  OuvEiiiRES  DB  MuLHOUSE.— Houses  arranged 
for  the  lodging,  of  four  families. — France. 

Metbopolitah  Association  fob  Impbovixg  the  Gondh'ion  of 
Workmen's  Houses,  Loudon. — Great  Britain. 

Society    pok   Improving    the    Condition    of    the    Working 
(jLAssbs,  Loudon. — Great  Britain. 

SILVER  MEDALS. 

Association  of  the  Workmen  op  Paris. — House  with  six  lodgings, 
for  aix  families. — France. 

Co-opbratite  Ebal  Estate  Association  of  Paris.-— Clieap  liouse 
for  a  single  family. — France. 

Japy  Brothers  &  Co. — Beanconi-t. — House. — France. 

HouGET   &  Teston,  Verviei's. — House  for  a  workman's  fauiUy. — 
Belgium. 

The  Company  of  Anzin. — ^Workmen's  quarters. — France. 

ScbiveBrothbes,  Mareq-eu-Bareull-pres- Lille.— Workmen's  liouses.— 
:^ranee. 

Baron  de  Behe,  Vargatz. — Houses  for  two  families  of  agricultural 
laborers. — Pm  ssia . 

Government  of  the  United  States. — Wooden  house  for  a  former. — 
Uuitcd  States. 

EEONZE  MEDALS. 

SCHNEiDEE  &  Co.,  Cieuzot. — Workmen's  houses. — France. 
Lord  Digbt,  Ireland. — House  for  the  families  of  agricultural  labor- 
ers.— Great  Britain. 
Staub  &  Co.,  Kuchen. — Workmen's  houses, — ^T\'"m-teinbei'g. 

HONOEABLE  MENTION'S. 

Tapien,  Paris. — Plans,  models,  and  workmen's  houses  for  Paris. — 
France. 

Society  of  the  mines  of  Blanzy, — Houses  for  two   families  of 
min  ers . — France. 

JAMIN  Brothers,  Montlu^on. — ^Workmen's  houses. — Fi-ance. 

Henry  Dbasohe,  Vienna. — Workmen's  houses. — Austria. 

Jean  Liebig  &  Co.,  Eeicheiiberg. — Workmen's  houses. — Austria. 
O 
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PREFACE, 


The  uiiitti  1  ul  tills  lepurt  was  subiLutted  to  the  Depivrtmeiit  of  8tat<.' 
by  the  Comiiiissiou,  iii  three  distinct  portions,  with  the  following  titles: 

First.  "Itepoit  ou  the  Exploitation  of  Mines,  by  Alfred  Hnet,  Civil 
Engineer,  Pans,  France,  and  Henry  F.  Q.  D'Aligny,  United  Staters  f'oin- 
inissioner." 

Second.  "Eeijort  on  Boring  Machines,  by  Alfred  Geyler,  Civil  Engi- 
neer, Paris,  France,  miA  Henry  F.  Q.  D'Aligny,  Unite*,!  States  Commis- 
sioner." 

Third.  "Eeport  on  the  Mechanical  Preparation  of  Minerals,  by  C, 
Ijepainteur,  Engineer  to  the  Syndicat  of  Class  47,  Paris,  France,  and 
Henrj-  F.  Q.  D'Aligny,  United  States  Commissioner." 

These  reports  were  originally  prepared  in  the  French  language,  and 
having  been  imperfectly  translated,  the  translation  required  revision. 
This  has  been  done  by  the  Editor,  and  cousideraWe  additions  and  changes 
have  been  made.  In  general,  however,  the  original  arrangement  and 
presentation  of  the  varions  subjects  treated  of  has  been  followed  as 
closely  as  possible,  and  in  some  portions  with  perhaps  not  as  many 
changes  in  the  diution  of  the  first  translation  as  a  due  regard  t-o  style 
wotdd  require. 

As  the  three  reports  were  upon  different  branches  of  the  art  of  mining, 
the  three  have  been  combined,  tuider  one  general  title,  into  one  report- 
in  thi'ee  parts,  corresponding  to  the  three  reports  originally  submitted. 
Their  distinct  character  is  thus,  to  a  certain  extent,  preserved. 

WILLIAM  P.  BLAKE, 
EfUtiyr  of  the  Reports  of  the  United  States  Commissioners. 
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BliOTHUliS, 

INTRODUCTION. 

Until  within  a  few  yearn  tools  and  apjwratus  for  boring  into  the  earth 
to  great  deiiths  were  userl  almost  exclusively  for  obtaining  water,  or  to 
explore  for  beds  of  coal  or  for  mineral  deposits.  Fifty  years  ago  the  art 
of  boring  WHS  in  a  primitive  con<lition,  i»s  practiced  by  the  well-borers  of 
Ai'tois  and  Italy ;  but  now,  thanks  to  the  French  societies  of  art,  agricul- 
ture, and  industry,  it  liaa  received  a  new  impulse,  and  scientific  engineers 
have  been  called  to  project  and  du'ect  extensive  operations  of  thia  uature. 
Under  their  infiueuce  the  art  which  was  so  long  neglected  has  been 
rapidly  developed,  and  the  boring  rod  has  passed  from  the  hands  of 
workmen  simply  into  those  of  skillful  engineers.  The  humble  boring  rod 
of  Bernard  Piiliasy  Viaa  now  been  converted  into  an  engine  which  is 
applied  in  many  ways,  and  which  accomplishes  results  at  the  depth  of 
several  hundreds  of  metres  as  complicated  and  difficult  as  an,y  which  may 
be  attained  at  or  near  the  surface. 

The  diameters  of  artesian  wells  tbrmerly  did  not  exceed  0™.30,  (11.81 
inches,)  but  they  have  been  increased  regularly,  until  at  Passy,  near 
Paris,  an  artesian  well  was  (iommenoed  at  more  than  one  metre  ui  dia- 
meter, and  was  completed  with  a  diameter  of  O^.TO  at  the  bottom.  It 
is  now  knoivn  to  be  itossihle  to  sink  shafts,  either  for  wells  or  for  mining 
piu'poses,  with  diameters  as  great  as  4'".10,  or  over  thirteen  feet,  and 
tlii'OUgh  strata  of  great  hardness. 

Apparatus  for  these  purposes,  shown  in  the  Exposition  by  Messrs. 
Kind  and  Ohaudron,  Degoua^e.  Charles  Laurent,  and  by  Dru  Brothers, 
mark  the  new  era  in  the  art  of  sinking  shafts  and  wells,  and  make  it  evi- 
dent that  the  new  methods  and  engines  are  destined  to  have  a  great  influ- 
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ence  upon  the  developmeut  of  coal-fieldis,  especially  such  as  underlie  per- 
meable strata  heavily  ohargefl  with  water,  and  alternating  with  imperme- 
able beds  of  solid  rock,  as  in  the  coal  baaiiis  of  Moiis  and  J^a  Moselle, 
in  France. 

I.— BOEING  I.AEGE  MINIiTG  SHAFTS. 

These  new  methods  of  boring  shafts  avoid  the  necessity  of  pumping 
out  the  water  during  the  operations  of  siuking,  as  must  always  be  done 
when  the  work  is  performed  by  hand  labor.  This  method  of  working  in 
a  shaft  full  of  wat-er  is  called  in  France  d,  niveau  pletn,  in  distinction 
to  the  other  and  old  methods  of  working  with  the  shaft  drained,  called 
&  niveau  plat. 

The  importance  of  this  mode  of  sinking  will  be  evident  from  the  tbl- 
lowiog  brief  notice  of  the  coal  basin  of  Saarbruck.  This  basin  extends 
beyond  the  limits  of  the  Rhine  provinces,  in  the  department  of  La 
Moselle.  The  coal  occurs  under  barren  strata,  composed  of  the  {gr^  des 
Vosges)  sandstone  formation  of  the  Vosges,  and  the  new  red  sandstoue 
formation,  (gr^  rouge.)  The  formations  are  at  first  very  silieious  aud  full 
of  Assures,  giving  fi-ee  passage  to  water.  They  then  become  argillaceous, 
and  finally,  near  the  jimctiou  with  the  coal  measures,  are  impermeable 
to  water. 

Eleven  mining  coucessions  have  been  made  in  this  department  since 
1820,  and  in  1858  it  was  estimated  that  twenty-one  millions  of  francs  had 
been  expended,  and  chiefly  in  prospecting, 

Boring  and  tubbing  (lining  the  shaft)  from  the  surface  was  completely 
successful  for  the  first  titpe,  from  1854  to  1S56,  at  St.  Vaast,  and  later  at 
Bessaix,  in  Belgium,  in  1862  and  1863 ;  but  iu  these  two  first  attempts 
the  water-bearing  strata  were  scarcely  Ur.70  thick,  and  the  pits  were  of 
small  dimensions. 

In  order  to  explain  the  apparatus  and  these  methods  of  sinking  iu 
det-ail,  we  give  a  description  of  the  work  of  shiking  shafts  of  large  dimen- 
sions in  the  department  of  the  Moselle. 

SHAl'Te  IN  THE  DEPARTMENT  OF  MOSELLE. 

The  works  about  to  be  described  were  executed  at  L'Hfipital  (Moselle) 
for  the  St.  Avoid  company,  represented  by  Messrs.  Pereii-e  and  Moniy, 
upon  the  method  called  the  niveau  plein  of  Messrs.  Kind  aud  Chaudron, 
under  the  direction  of  Mr.  Levy,  the  company's  engineer.  The  work 
was  under  the  superintendence  of  Mr,  Ohatelain,  engineer-,  formerly  a 
pupil  of  the  J^cole  GentraU  dex  Arts  et  Manufa-etures  of  Paris.  Two  pits 
were  sank;  one  for  an  air-shaft  (No.  1)  with  a  diameter  of  1™.80  within 
the  tubbing,  aud  2"^.56  in  its  greatest  diameter ;  the  other  (or  No.  2) 
for  a  windlug  or  hoisting  shaft  was  bored  with  a  diameter  of  4™,10,  and 
was  3™.40  when  flnishe<l.  The  operations,  according  to  this  method,  suc- 
ceed in  the  following  oi'der : 

1.  Oonstrnction  upon  the  surface — bniUIiiigs  ami  ilerri<'.ks, 

2.  Boring  the  pits. 
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3.  LoweriDg  the  tuV^bing, 

4.  Puddling  or  packing. 

5.  Packing  at  the  base  of  the  tubhiug. 

BOEING  SHAFT  No.  1. 

BUEPACE  PEBPAEATIONS. — The  preliminary  operations  consisted  in 
the  construction  of  the  necessary  buildings  for  the  engines  and  tools,  and 
the  erection  of  a  derrick  over  the  sit*  of  the  pit.  All  these  were  of  tem- 
porary construction,  intended  to  be  used  merely  during  the  progress  of 
the  work. 

The  derrick  was  made  of  four  sni^ports  strongly  framed  together,  and 
suatiiining  a  platform  about  thirty  feet  above  the  surface  of  the  ground. 
Upon  this  a  railway  or  tramroad  was  laid  for  the  tracks,  which  carried 
the  boring  tools  and  rods. 

The  engines  for  sinking  comprised  the  (Xipstan,  the  jumper,  and  the 
donkey-engine.  The  capstan  was  used  for  lowering  and  hoisting  the 
boring  tools  in  the  pits,  and  for  lowering  the  tubbing  or  lining  of  the  shaft-. 
The  engines  used  at  L'Hftpital  had  a  nominal  force  of  35  horse-power. 
The  diameter  of  the  cylinder  was  0™,56,  and  the  length  of  stroke  0™.70. 
The  respective  diameters  of  the  gearing  were  1™.70  and  0^.35.  Admit- 
tirg  an  effective  pressure  of  three  atmospheres,  the  initial  force  upon 
tha  dri\'ing  shaft  was  48,513  kilogrammes.  These  machines  worked  reg- 
ularly ;  nevertheless  we  think  it  would  be  well  to  increase  the  size  of  the 
engine,  inasmuch  as  the  tendency  is  constantly  to  an  inorea-se  of  the  size 
and  weight  of  tools  in  use. 

Tlie  first  rope  used  at  the  air-shaft  had  a  section  of  54  square  centime- 
tres, capable  of  sustaining  a  strain  of  5,400  kilogrammes.  It  was  made 
of  good  hemp ;  but  after  working  tbr  one  year,  it  broke  in  lifting  a  trepan 
weighing  3,858  kilogrammes.  The  tool  fell  from  a  height  of  86  metres, 
taking  with  it  17  metres  of  the  rope.  This  accident  occasioned  a  stop- 
page of  nine  days.  The  cable  was  replaced  by  another  having  a  section 
of  85  square  centimetres,  and  after  using  it  for  fourteen  months  the  work 
was  suspended  for  three  days  in  oixler  to  make  a  new  splice. 

Tlie  second  machine — the  jujnper — was  made  of  an  engine  cylinder, 
open  at  the  bottom  and  closed  at  the  top.  The  piston-rod  was  connected 
dii'ectly  with  the  wooden  beam,  carrying  the  tool  for  cutting  and  boring 
at  its  other  end.  By  the  alternate  lifting  and  falling  of  this  tool  with 
tlie  attached  beam,  the  rock  was  cut  away.  The  diameter  of  the  piston 
of  the  jumper  was  0™.(fO,  and  the  greatest  lengti  of  stroke  was  one 
metre.  The  jumper  did  not  require  any  repairs  during  the  whole  opera- 
tion of  sinking  the  shaft. 

The  third  machine — the  donkey-engine — wsis  used  to  work  a  pump  for 
hot  and  for  cold  water.  It  is  iiidisjwnsable  for  the  supply  of  the  boiler, 
as  the  capstan  and  the  jumper  work  iri'egularly.  Experience  has  shown 
that  the  feed-pumps  should  be  in  duplicate,  so  as  to  avoid  the  necessity 
of  stopping  for  I'epairs. 


>v  Google 


10  PARIS   UNIVERSAL    EXPOSITION. 

The  preparations  for  siuking  the  air-shaft  were  commenced  in  Oetoberj 
1862,  and  were  finished  in  the  following  month  of  April.  The  expense 
was  as  follows : 

Franofl. 

Buildings 28, 303. 65 

Machines  and  tools - 37, 320. 91 

Total - - 65, 62!>.  56 

Boeing  the  pits, — Before  commencing  the  sinking  with  the  special 
tools,  a  preparatory  pit  was  sunk  to  a  depth  of  21™.40,  and  was  lined  with 
masonry  to  a  diameter  of  S^'-SO  up  to  within  five  metres  of  the  surfece, 
where  the  diameter  was  increased  to  four  metres.  This  shoulder  in  the 
stone  lining  afforded  a  foundation  for  a  platform. 

The  sinking  was  accomplished  by  two  different  operations.  First,  a 
central  pit  of  1™.37  wa«  sunk  and  then  enlarged  to  2'«.26.  The  debris 
of  thiii  enlargement  fell  into  the  first  pit.  The  tubbing  was  inserted  iu 
the  enlarged  pit. 

The  boring  tools  employed  iu  these  operations  wilt  now  be  described ; 
the  scraper,  the  scrape-hook,  and  the  different  apparatus  used  indiscrim- 
inately in  the  two  pits  will  be  afterward  noticed. 

The  little  trepan  first  employed  is  represenced  by  Fig.  1,  Plate  I. 
It  weighs  2,085  kUogrammes,  and  is  formed  of  two  principal  parts — the 
fork  and  the  blade.  The  blade  is  1™.26  long,  and  is  provided  with  teeth 
of  cast-steel,  or  of  iron  faced  with  steel,  intended  to  cnt  the  rock.  These 
teeth  increase  the  diameter  of  the  trepan  to  1'".37.  The  blade  is  joined 
by  means  of  keys  to  two  strong  iron  arms,  which  are  united  above  with 
a  central  shaft,  which  was  connected  by  a  slide  with  the  suspension 


This  trepan  worked  easily  through  the  sandstone  of  the  Vosges — gres 
des  Vosges.  The  Ml  given  was  0n>.30.  The  progress  per  day  was  at  first 
O'^.ld,  and  it  diminished  to  0'°.52,  and  then  to  0".28  at  a  depth  of  121 
metres ;  but  at  135  metres  in  depth,  in  a  stratum  of  strongly  aggregated 
silicious  red  sandstone,  the  progress  was  only  ©"".IS  and  0™.ll.  It  was 
soou  found  that  this  trepan  was  too  light  to  stand  the  shocks  of  the 
blows,  and  three  successive  ruptures  of  the  stem  made  ifc  necessary  to 
procure  a  stronger  trepan,  shown  by  Fig.  2,  Plate  I,  weighing  3,858 
kilogrammes,  divided  among  the  various  parts  as  follows : 

Kilos. 

Body  of  trepan 2, 700 

Guide - 340 

Blade - 230 

Four  teeth  of  the  head 148 

Four  intermediate  teeth - 88 

Plates  and  keys 352 

Total  weight 3, 858 
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The  teeth  are  fixed  upon  this  ma^s  of  iron  by  means  of  keys.  The 
sockets  for  the  reception  of  the  tenons  are  conical,  and  areO'^.lO  in  diame- 
ter at  the  base  and  0™.t)9  at  the  top.  The  progress  in  the  work  made  by 
this  trepan,  from  the  commencement,  was  from  0".28  to  0™.32,  and  even 
as  high  as  0™.83,  giving  a  mean  of  0".39,  being  three  times  as  much  as 
made  by  the  first  trepan.  This  shows  clearly  that  the  heavy  trepans  are 
best  tor  the  hard  strata, 

The  trepan  which  was  first  used  for  the  enlargement  of  the  pit  to  the 
diameter  of  2n'.56  had  a  blade  2™.4C  in  length ;  it  was  formed  like  the  little 
trepan  first  used,  and  had  a  Made  fixed  upon  a  fork,  and  weighed  in  all 
3,980  kilogrammes,  divided  as  foUows : 

KiloB. 

Fork 2, 500 

Blade - 906 

Six  teeth  of  the  heart 103 

Three  intermediate  teeth 48 

Two  plates 430 

Total  weight 3, 980 

In  order  to  avoid  the  frequent  breaking  out  of  the  teeth,  this  trepan 
was  lifted  only  0™.20.  The  progress  made  with  it  daily  was  from  1™.10 
to  0™,18  at  the  last,  when  a  stratum  of  hard  sandstone  was  encountered 
and  the  weight  of  the  trepan  was  found  to  be  insufficient.  Two  blades, 
one  above  the  otlier,  were  then  united  to  the  fork  by  rings  and  bolts,  as 
shown  in  Fig.  3,  Plate  I.  Bach  of  these  blades  carried  the  teeth  so  as 
to  cut  the  strata  in  two  steps.  This  new  tool  weighed  about  5,000  kilo- 
grammes. It  worked  four  months,  and  required  frequent  repairs.  The 
rate  of  progress  per  day  was  only  O^.ll.  It  was  then  decided  to  replace 
this  ti'cpan  by  a  more  massive  one,  weighing  8,000  kilogrammes,  and 
2™.50  in  diameter,  constructed  as  shown  in  Pig.  4,  Plate  1.  With  this 
the  progress  was  increased  to  0°'.34  a  day,  thus  shoning  a  second  time 
that  in  hard  TOck  heavy  trepans  are  required. 

The  diameter  of  the  pit  at  the  beginning  was  2in.56 ;  at  134™  depth  it 
was  reduced  to  2™.45;  atl55™deptb  it  was  reduced  to  Sm.lO;  froml55™.00 
to  155".60  depth  it  was  reduced  to  2n'.33 ;  from.  155™.50  to  ISS^.OO  depth 
it  was  reduced  to  2™.25.  At  this  depth  the  little  pit  was  continued  for  a 
depth  of  seven  metres,  aud  a  circular  curb  of  0™.40  was  fixed  to  receive 
the  base  of  the  tubbing. 

The  work  of  sinking  this  air-shaft  lasted  about  twenty-eight  months 
and  a  half.  The  central  pit  required  392  days,  including  46  days  during 
which  work  was  stopped,  so  that  only  346  of  actual  work  were  necessary. 
The  enlarging  operations  to  a  diameter  of  2™.56  occupied  469  days, 
including  148J  days  of  no  work.  The  depth  of  the  central  pit  being 
143".70,  (equal  to  471,46  feet,)  the  mean  progress  for  each  working  day 
was  4'".15,  (13  feet,)  and  the  enlarging  to  2™.40  gave  a  daily  mean  of 
4™.35  tor  a  depth  ,of  f36i^.60. 
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The  expenses  of  boring  were  as  follows : 

FriiTics. 

Salaries  and  wages 55, 039. 81 

Fael 12, 513. 11 

Oil  and  grease 2, 381.  71 

Kopes 2, 987. 20 

Iron,  steel,  and  repairs  to  tools 12, 530. 90 

Cartage  and  sundries - -  7, 560. 66 

Total 93, 013. 39 


Tubbing. — Bfifore  entering  upon  a  description  of  the  operation  of 
tubbing  the  air-shaft,  it  will  be  best  to  explain  the  system  adopted  by 
Messrs.  Kind  and  Chaudron. 

The  tubbing  of  the  pits  is  aceompKshed  by  lowering  into  tliem  a 
metallic  cylinder,  which  finally  rests  upon  a  proper  seat  or  foundation, 
carefully  cut  for  it  at  the  bottom.  This  cylinder  is  made  smaller  than 
the  bore  of  the  pits,  and  tlie  space  between  the  cylinder  and  the  walls  is 
afterward  puddled  or  filled  in  with  concrete,  so  as  to  make  a  solid  con- 
tinuous lining.  The  metallic  cylinder  or  tubbing  is  formed  in  sections 
of  a  cylinder,  made  of  cast  iron,  and  provided  with  flanges  projecting 
inward,  by  which  they  are  securely  bolted  together.  (See  Figs.  5,  6,  7, 
and  8,  Plate  I.)  One  section  or  length  is  added  after  another  to  the  top 
as  the  whole  descends  in  the  pit,  so  that  at  the  completion  of  the  work 
the  whole  pit  is  lined  with  iron  from  the  top  to  the  bottom.  The  outer 
surface  of  all  these  sections  of  the  cylinder  is  quite  smooth ;  but  in  tlie 
inside,  besides  the  flanges  for  the  bolts,  there  are  horizontal  ribs  or  webs 
east  with  each  segment,  and  intended  to  strengthen  them. 

The  thickness  of  the  tubbing  will  evidently  vary  with  the  diameter  of 
the  pita  and  that  of  the  different  segnients,  according  to  their  position 
in  the  pit.  Messrs.  Kind  and  Ohaudron  determine  the  thickness  by  the 
following  formula  L 

E_(1...02x  "-!,/■ 
E  represents  the  thickness  of  the  tub,  B  the  radius,  and  P  the  pressure 
expressed  in  kilogrammes  upon  the  square.  The  flanges  for  bolting  the 
rings  together  should  be  carefully  faced  in  a  lathe,  and  exactly  at  right 
angles  with  the  perpendicular  of  the  shaft.  The  joints  are  made  tight 
by  a  packing  of  lead,  iu  the  form  of  a  ring,  0"'.O03  thick,  covering  all  the 
surface  of  the  flange,  so  that  after  the  bolts  are  tightened  there  will  be  a 
surplus  of  lead  along  the  points  suitable  for  calking.  The  first  attempts 
to  secure  a  tight  packing  for  the  joint  at  the  bottom  of  the  shaft  to  prevent 
the  entrance  of  water  at  the  lower  part  of  the  tubbing  were  unsuccess- 
ful, but  the  difficulty  was  finally  overcome  by  tlie  use  of  what  is  now 
known  as  the  "moss-box."  This  consists  of  an  attachment  to  the  lower 
end  of  the  tubbing  of  an  inner  tub,  or  cylinder,  provided  irith  a  flange 
at  the  bottom  projecting  outward.     The  bottom  of  the  tubbing  is  also 
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provided  with  a  flange  projectiug  outward  toward  the  sides  of  the  pit. 
The  space  between  the^e  two  flanges  is  filled  with  a  packing  or  wrapping 
of  moss. — (See  Fig.  5,  Plate  I.)  This  moss  is  secorely  held  in  its  place  by 
a  web  or  net  drawn  tightly  around  it.  The  whole,  including  the  inner 
cylinder,  is  snsjmnded  by  iron  tie-rods,  which  prevent  its  falling  out  from 
the  bottom  of  the  tnbbing,  but  which  do  not  interfere  with  the  descent  of 
the  tubbing  upon  the  moss  when  the  lower  flange  reaches  and  rests  in  the 
seat  or  shoulder  cut  in  the  rock  at  the  bottom  of  the  pit.  At  this  time  the 
whole  weight  of  the  tubbing  being  allowed  to  press  upon  the  moss  by 
means  of  the  upper  flange,  it  is  compressed  and  extended  outward  forei- 
blj'  against  the  side  of  the  pit,  and  thus  forma  a  complete  and  perfectly 
water-tight  joint.  Its  office  and  operation  ia  similar  to  that  of  the  "seed- 
bag"  used  by  the  borers  of  petroleum  wells  in  Pennsylvania.  The  out- 
ward movement  of  the  moas  is  facilitated  by  thin  segments  of  sheet  iron, 
0™.005  thick,  so  placed  at  the  upper  and  lower  parts  of  the  moss  box,  at 
an  angle  of  flfty  or  fifty-five  degrees,  that  they  present  a  sloping  surface, 
upon  which  the  moss  slides  outward  when  the  pressure  commences. 

The  operation  of  lowering  the  tubbing  into  its  place  in  the  pit  is  easily 
performed  by  means  of  the  arrangements  about  to  be  described.  Upon 
the  lower  edge  of  the  last  section  but  one  of  the  cylinder  a  hemispherical- 
shaped  bottom  is  attached,  which  closes  the  lower  end  of  the  column. 
The  attachment  to  the  tabbing  is  securely  made  by  means  of  a  flange 
bolted  to  an  annular  plate. — (See  Fig,  6,  Plate  I.)  This  hcraispherical 
bottom  plate  has  a  central  opening  into  a  cast-iron  column  rising  within 
the  tubbing.  This  column  is  called  the  equilibrium  column,  and  at  dis- 
tances of  from  seven  to  eight  metres  it  is  pierced  with  holes  O^.O! 
ia  diameter,  for  the  purpose  of  admitting  water  to  the  inside  of  the 
tubbing  as  fast  as  the  latter  is  sunk  in  Ulb  pit.  These  holes  axe  closed 
by  screws,  and  as  the  tubbing  is  lowered  into  the  pit  the  water  rises 
around  it  and  within  the  open  column  in  the  center,  until  the  weight  of 
the  water  displaced  is  equal  ta  the  weight  of  the  tubbing,  thus  causing 
the  whole  to  float  in  the  pit.  By  removing  some  of  the  screws  closing 
the  holes,  water  is  admitted  to  the  int«^rior,  and  the  cylinder  is  made  to 
sink.  It  is  found  in  practice  that  it  is  best  to  allow  sufficient  water  te 
enter  to  give  a  weight  of  from  twenty-five  to  thirty  tons  to  the  tubbing, 
or,  in  other  words,  to  permit  so  much  of  its  weight  to  be  suspended  from 
the  surfece  as  to  secure  its  vertical  position  am^l  its  descent  in  a  proper 
manner. 

The  apparatus  for  suspension  consists  of  four  upright  posts,  sustaining 
a  platform  through  which  the  six  suspending  iron  rods  pass,  and  are 
terminated  in  long  screws.  This  platform  must  be  strong  enough  to  sus- 
tain a  weight  of  thirty  tons.  Its  height  above  the  ground  must  be  equal 
to  that  of  the  four  lowest  sections  of  the  cylinder,  including  the  moss- box. 
All  these,  together  with  the  first  sections  of  the  equilibrium  column,  are 
first  united  before  being  lowered  into  the  pit.  Each  suspension  rod  is 
made  in  ihxne  parts ;  First,  the  lower  rod,  the  lower  end  of  which  is  cut 
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with  a  Bcrew-tbread,  for  the  reception  of  a  atop-nut  after  it  has  been 
passed  through  the  eye  of  a  flange ;  secontl,  an  adjusting  screw,  {the 
minimum  length  of  which  is  four  metres,)  placed  at  the  upper  part  of  the 
rod,  npon  which  a  nut  works  by  means  of  gearing  and  a  crank  on  the 
platform,  as  shown  in  Fig.  7,  Plate  I,  The  third  part  of  the  rods  con- 
sists of  the  intennediate  lengths,  each  four  metres  long,  and  eonpled  to- 
gether like  the  boring  rods.    These  are  added  as  the  tubbing  descends. 

The  connecting  flange  at  the  bottom  of  the  tubbing,  through  which 
these  suspending  rods  pass,  is  composed  of  six  segmeute,  bolted  together 
and  to  the  collar  of  the  third  section  of  the  tubbing.  Its  form  is  shown 
by  Fig.  8.     It  has  six  eyes  to  receive  the  suspending  rods. 

After  this  connecting  flange  has  been  bolted  to  the  tubbing  and  the 
moss-box,  the  hemispherical  bottom  and  the  four  lowest  sections  are 
placed  under  the  platform,  and  directly  over  the  mouth  of  the  pit ;  the 
adjusting  screws  are  united  to  the  conuecttng  flange  by  intermediate 
rods,  and  the  whole  apparatus  is  brought  into  suspension  by  means  of 
the  nuts  on  the  top  of  the  scaffolding.  Two  workmen  are  placed  at  each 
screw,  and  by  turning  the  nuts  this  first  portion  of  the  tubbing  descejids 
into  the  pit.  After  it  has  been  lowered  four  metres,  (the  length  of  the 
screw  on  the  rods,)  the  tubbing  is  suspended  to  beams  resting  aoross 
the  month  of  the  pit  by  means  of  holding-hooks  catching  upon  the 
shoulders  of  the  suspending  rods,  as  in  the  case  of  boring  apparatus. 
The  screws  are  then  detached  and  are  raised  by  means  of  the  nuts,  so  as 
to  leave  a  distance  of  four  metres  between  their  lower  ends  and  the  rods 
below.  A  new  set  of  intermediate  rods  is  then  added,  the  suspending 
hooks  are  removed,  the  tabbing  again  rests  upon  the  screws  above,  and 
the  lowering  is  proceeded  with  as  before.  This  operation  is  repeated  until 
the  tubbing  floats  in  the  water  of  the  pit.  It  is  then  made  fast  as  before, 
by  the  suspension  rods,  to  the  beams  at  the  mouth  of  the  pit.  The 
screws  are  raised  to  a  height  of  four  metres,  and  then  the  nest  section  to 
be  added  is  brought  forward  and  placed  on  beams  over  the  pit.  Fresh 
intermediate  rods  are  then  added  through  this  new  section  to  the  rods 
below,  and  the  suspending  hooks  are  removed.  The  new  section  is  then 
raised  a  little  by  means  of  the  capstan,  so  as  to  permit  the  removal  of 
the  beams  upon  which  it  rested.  It  is  then  lowered  by  means  of  the 
capstan  into  the  pit,  until  it  rests  upon  the  top  of  the  tubbing  below. 
The  joint  is  then  made,  and  the  adjusting  screws  are  worked  to  eftect  a 
further  descent  of  the  whole  tubbing. 

When  in  this  manner  all  the  sections  have  been  united,  and  the  me- 
tallic lining  is  upon  the  point  of  reaching  the  bottom  of  the  pit,  the  rim 
of  rock  or  seat  upon  whicli  the  flange  of  the  moss-box  is  to  rest  requires 
to  be  cleaned.  This  operation  is  effected  by  lowering  through  the  equi- 
librium column  a  tool  represented  by  Fig.  9,  which  sci-apes  the  bottom 
of  the  pit  and  throws  into  the  central  pit  any  firagments  of  rock  or  accu- 
mulations of  earth  which  rest  ui>on  the  foundation.  The  lowering  is  then 
continued  until  the  lower  ilaiige  of  the  uioss-box  rests  gontly  upon  tlie 
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rim  of  rock.  The  weiglit  of  the  tabbing  increases  slowly  as  the  water 
enters  ttirough  the  holes  of  the  equilibrium  colamu ;  the  moss-box  is 
shortened,  the  moss  is  expanded  and  compressed  against  the  sides  of  the 
pit  and  becomes  perfectly  tigbt  when  the  weight  of  the  tubbing  rests  upon 
it.  At  this  moment  the  tyubbing  must  not  be  abandoned  to  itself,  or  it 
may  iiicUne  to  one  side.  It  is  therefore  secured  carefully  at  the  top  by 
three  or  four  beams  flsed  upon  the  last  section.  The  puddling  or  con- 
creting can  then  be  proceeded  with,  and  the  suspension  rods  can  be 
removed. 

TUBBiNa  PIT  No.  1. — The  following  are  the  details  of  the  operation  of 
lining  the  air-shaft,  or  No.  1 :  The  tubbing  was  composed  of  seventy  sec- 
tions, eadi  two  metres  high,  and  1".80  in  diameter  iuside  of  the  flanges. 
The  thickness  of  the  cyUndrical  part  was  as  follows :  0™.04e  (1|  inch) 
for  the  sections  of  the  lower  part,;  0™.043  for  the  ten  succeeding,  and 
then  successively  Om.040,  O^.OSJ,  Om.034,  ©"'.OSl,  and  ©"'.028, 

Each  of  the  sections  was  provided  with  two  internal  flanges  0™,07 
broad  and  Om.OS  thick.  There  were  in  addition  two  little  ribs  O'n.Ol  thick 
and  0'».025  deep.  These  were  cast  at  equal  distances  between  the 
flanges.  The  flanges  had  twen^-eight  holes  for  bolts,  each  O'^M  in 
diameter  and  0™,31  apart.  The  entii-e  tubbing  weighed  258  tons,  in- 
cluding the  bolts.    It  was  furnished  by  the  Fourchambault  works. 

The  moss-box  cylinder  was  cast  without  any  flange  at  its  lower  part, 
and  an  oak.  ring  was  fitted  to  it  to  form  the  base.  The  width  of  this  box 
was  ©"".ITS,  its  height  l^.GO,  representing  a  capacity  of  1,824  cubic  centi- 
metres. The  iH^ssuPe  of  the  tubbing  upon  the  moss  reduced  it  to  one- 
sixth  of  its  former  volume. 

The  lowering  of  the  tubbing  was  effected  without  the  least  difficulty 
the  twelve  first  sections  took  about  fifteen  days,  but  the  operation  was 
afterward  .accelerated  and  .two  sections  were  added  daily.  Before  the 
addition  of  the  thirtieth  section  the  tabbing  was  heavier  than  the  water 
displaced;  it  was  afterward  necessary  t-o  introduce  water  to  the  interior 
by  the  equilibrium  coluom.  When  the  moss-box  reached  the  rocky  foun- 
dation the  compression  of  the  moss  commenced,  and  the  equilibrium 
column  maintained  its  upright  position.  The  tubbing  was  then  allowed 
to  fill  with  water  for  two  days,  in  order  to. gradually  obtain  the  maximum 
compression  of  the  moss. 

The  descent  of  this  tubbing  lasted  fortj  days,  and  the  .expense  attend  - 
ing  the  operation  was  as  follows: 

Fraucs. 

Cost  of  sections - i66, 426.  94 

Lead  for  joints 1,665.60 

Bolts,  &c 1, 340. 98 

Eedlead.&e 95.20 

Netting .' - -  - 21. 10 

Moss - 34. 80 

Wood 345, 00 
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rrsncs. 

Salary  aud  wages - 3, 447. 82 

Fuel  burned 1, 375.  25 

Oil  and  grease - 258.  (i;i 

Sundries 3, 5«G.  SO 

Total 78, 577.  53 

(jONOEBTiwa  PIT  So.  1. — It  has  beeu  shown  that  the  metallic  column 
which  forms  the  tubbing  can  be  maintained  perfectly  tight  throughout  its 
entire  height,  provided  the  joints  are  carefully  made.  At  the  bottoin  the 
moss-box,  resting  on  impermeable  soil,  is  intended  to  cut  off  all  communi- 
cation between  the  upper  water-level  and  the  pit  to  be  sunk  below.  Not- 
withstanding all  these  precautions,  it  is  indispensable,  in  order  to  insure  a 
permanent  impermeability  of  all  the  joints,  to  make  a  complete  eonci'eting 
around  the  enth'e  height  of  the  tubbing,  within  the  annular  space  left  be- 
tween the  soil  and  the  tubbing  itself.  The  expense  of  concreting  pit  So.  I 
wasrelatively  of  small  amount.  The  work  lasted  twenty-flve  days.  Three 
sets  of  workmen  were  employed,  working  three  spoons  of  a  mean  capacity 
of  three  hectolitres.  Each  set  was  composed  of  six  men — ^two  for  work- 
ing the  windlass,  to  which  the  spoon  was  attached  by  a  rope;  two  for 
working  the  windlass  for  the  piston-rope;  and,  lastly,  two  on  the  work- 
ing stage  to  fill  the  three  spoons  as  they  were  raised  from  the  pit.  The 
mortar  was  brought^  in  a  case,  upon  the  working  stage  by  the  capstan. 

The  spoon  for  concreting  (Fig.  10)  was  made  of  two  sheets  of  iron 
united  on  two  wooden  uprights.  It  is  jxcovided  at  its  upper  part  with  a 
irist-on,  which  tbrnis  part  of  a  movable  bottom  placed  at  its  lower  part. 
By  pushing  the  piston  the  bottom  is  expelled  and  the  mortar  filling  the 
ease  falls  out.  The  concrete  used  had  the  foUowiug  composition :  Tassy 
or  Rapjw  cement,  {Haute  Sadne,)  one-fourth;  hydraulic  lime,  one-fourth; 
sand,  one-fourth ;  and  powdered  trass,  one-foui-th. 

The  space  to  be  filled  around  the  tubbing  was  about  236  cubic  metres, 
neglecting  the  fissures  of  the  soil;  28i  cubic  metres  of  materials  were 
employed.  The  concrete  was  allowed  to  harden  for  one  month.  Lastly, 
the  water  was  pumped  out,  and  the  false  botton;i  of  the  tubbing  and  the 
equilibrium  column  were  taken  apart  and  removed.  The  moss-box  was 
found  to  be  in  good  order  and  perfectly  water-tight. 

The  expense  for  the  concreting  was  as  follo^\H :  FrancB. 

Salary  and  wages 4,440.43 

Cement - ---     1,396.33 

Trass 1, 329. 50 

Lime - 1, 586. 00 

Fuel  burned 599. 11 

Oil  and  grease - -  -  -   -  -  178. 05 

Sundries 2,281.78 

Total - 11,811.20 
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A  coffer-dam  is  sometimes  inserted  at  the  base  of  the  tntbiiig,  Tliis 
operation  is  not  iudiapenHable,  but  increases  the  solidity  of  tbe  base  of 
the  tubbing.  It  consisted  in  placing  at  two  metres  below  tlie  moss-box 
two  coffer-dama  of  oast-iron,  0™.25  high  each,  and  bolted  together ;  then 
a  cylinder  1™.60  high.  It  was  formed  of  six  pieces,  bolted  vertically, 
which  were  uTiited  on  the  one  part  to  the  coffer-dama  and  on  the  other 
part  to  the  bottom  of  the  moss-box,  where  a  little  horizontal  packing  was 
necessary  for  the  adjustment, 

The  expenses  of  pacliing  can  be  eatimated  as  follo\¥s: 

Cost  of  false  tabbing - 2, 347. 20 

Salary  and  wages  , -  - 2, 179. 23 

Fuel  burned 897.  20 

Oil  and  grease 14fi.  75 

Sundries - .  -  439. 10 

Total 0,  009. 1!) 

Fig.  11  reiiresents  the  two  coffer  dams  and  the  adjusthig  cylinder, 
To  sum  up,  the  entire  cost  of  sinking  through  watered  strata  to  a 
depth  of  140  metres,  the  internal  diameter  of  the  pit  being  1™,S0, 
amounted  to  256,041.16  franca,  divided  thus : 

Francs. 

Preliminary  works 05, 629.  56 

Sinking  the  pit 93, 013. 39 

Tubbing 78, 577. 53 

Concreting - 11, 811.  20 

Packing 6, 009.  59 

Total 255,  041.  27 

Wliich  gives  an  expense  of  1,009  francs  per  running  uictre. 

MAIN  SHAFT'  No,  3. 

The  information  which  we  have  furnished  npon  the  construction  of  the 
air-shaft  applies  to  the  pit  No.  2.  It  will  suffice  to  mention  the  modifi- 
cations in  this  second  piece  of  work. 

Thetowerforsiuking  the  winze  ofthe  main  shai't  was  built  in  masonry, 
and  was  intended  to  serve  subsequently  as  the  building  tor  extraction. 

The  capstan  was  of  the  same  size  as  the  one  employed  for  shaft  No.  1; 
yet  it  became  evident  that,  notwithstanding  the  exaggerated  dimensions 
of  tite  large  gearing  in  this  machine,  it  was  still  too  weak;  it  broke  at 
the  boas,  and  the  repairs  occasioned  a  loss  of  two  days. 

The  rope  was  O'^.SO  broad  by  0™.00  iu  thickness,  correspouding 
■with  a  practical  resistance  of  eighteen  tons.  Notwitiistauding  these 
dimensions,  it  was  necessary  to  replace  it  after  working  elevia 
months.     One  year  later  a  stoppage  of  two  days  was  necessary  tcr 
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repairs  to  the  new  rope;  and  toward  the  end  of  the  work  its  rupture 
appeared  so  threatening  that  another  stoppage  of  sixteen  days  was 
required  to  put  it  in  good  working  order.  The  jumper  piston  was 
0^.70  in  diameter.  Several  accidents  occurred  with  the  machine. 
In  the  first  place,  it  became  necessary  to  change  a  segment  and  two 
springs  broken  in  the  piston,  which  caused  a  stoppage  of  six  days ;  at 
a  later  period  the  piston-rod  broke,  and  one  month  later  one  of  the 
piston-rod  guides  also  gave  way ;  these  different  accidents  necessitated 
a  stoppage  of  eight  days. 

The  donkey-engine  was  common  to  the  two  engines  of  shafts  Wos.  1 
and  2.  We  have  already  mentioned  that  a  duplicate  engijie  was  neces- 
sary to  insure  regularity  in  the  sinking. 

The  preliminary  works  were  commenced  in  September,  1S63;  they 
lasted  nine  months,  and  the  expenses  attending  them  may  be  thus  dis- 
tributed : 

Francs. 

Building 46, 702. 47 

Machines  and  tools 57,869.30 

Total 104, 571. 77 


Tools  fob  bobiwg. — The  boring  tools  (Fig.  1)  and  the  first  enlarging 
tool  of  the  shaft  No.  1,  which  we  have  previously  described,  were  again 
employed  for  boring  the  main  shaft;  but  to  reach  the  diameter  of  4">.10 
a  third  tool  was  used,  the  blade  of  which  was  3™ .95  wide,  and  with  the 
teeth  4".10.  On  account  of  these  dimensions,  they  were  obliged  to  make 
it  of  five  pieces,  united  by  bolts  and  keys.  That  part  which  contains 
the  teeth  was  attached  to  the  three  arms  united  to  a  central  rod  adapted 
to  the  apparatus  to  which  the  boring  tool  is  suspended.  It  was  soon 
proved  that  the  appai'atus  weighing  eight  tons  was  too  light,  and  two 
additional  blades  had  to  be  attached  to  it  in  order  to  augment  its  weight. 
One  only  of  these  blades  was  provided  with  teeth.  The  wei^fc  of  the 
tool  with  these  two  additional  blades  reached  about  ten  tons,  but  it 
proved  still  too  light,  and  the  one  represented  by  Fig.  12,  weighing  four- 
teen tons,  was  used;  and  this  weight  was  considered  necessary  in  order 
to  produce  the  best  effect  on  hard  rocks. 

The  work  of  sinking  with  the  boring  tools  was  preceded  by  the  con- 
struction of  a  preliminary  shaft  21  metres  deep,  lined  with  masonry,. 
having  a  diameter  of  5'".50  up  to  the  working  »tage,  at  five  metres  from 
the  ground,  and  for  4™.50  at  the  lower  part. 

The  boring  operations  were  dirided  into  two  periods.  The  first  com- 
menced on  the  9th  o£  June,  1864;  and  on  the  18th  of  September,  1865, 
the  central  shaft  had  attained  a  depth  of  148™.03  with  the  small  forked 
trepan,  (Fig.  1.)    The  daily  progress- varied  from  0'°.89  to  0'^.2G. 

The  enlargement  was  immediately  made  to  4"  J.0  with  the  large  twc 
bladed  trepan,  and  at  that  period  ^Septembei  18^  1865)  it  reached  s 
depth  of  ni-^M, 
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Tliis  first  periotl  lasted  MSJ  days.  The  working  of  the  small  trepan 
was  only  stopped  one  day,  and  that  of  the  larger  22J  days;  and  it  must 
be  remembered  that  the  small  trepan  had.  already  traversed  hard  strata. 

The  second  part  of  the  operation  was  more  difficult,  on  aecotint  of  the 
hardness  of  the  rocks.  The  large  trepan  was  too  light,  while  it  could  not 
be  reasonably  augmented  on  account  of  the  weakness  of  the  machines 
that  worked  it. 

It  was  decided  to  bore  the  large  shaft  by  three  successive  operations. 
A  central  hole,  1™.37,  was  first  bored  with  the  small  trepan,  (I'ig.  2;)  it 
was  then  enlarged  to  2" .50  with  the  massive  trepan,  (Fig.  4 ;)  so  that 
there  only  remained  for  removal  by  the  large  tool  an  annular  surface  of 
about  0™.75, 

The  central  shaft  reached  in  this  second  i>eriod  of  42  days,  without 
stoppage,  a  depth  of  ITCf'.SS;  the  mean  daily  progress  was  0'".54. 
The  enlargement  to  2™ .50  required  103J  days,  including  13J  days' 
stoppage,  to  reaeh  a  depth  of  IGlm.OS;  the  daily  progress  averaged 
0".38,  "With  the  large  trepan,  in  order  to  increase  the  depth  irom 
121".08  to  159™ .28 — that  is  to  say,  to  enlarge  to  4™.10  tor  a  tottd  height 
of  38™ .20 — 216  days  were  required,  including  43  days  of  stoppage;  the 
daily  progress,  therefore,  was  only  0".22. 

3^otwithstanding  the  small  amount  of  labor  to  be  performed  by  the 
large  trepan,  the  accidents  which  occurred  proved  that  the  strength  of 
the  blade,  of  the  arms  of  the  holding  bolts,  as  well  as  the  teeth,  was 
insufficient  to  act  with  effect  against  the  red  sandstone. 

The  bottom  of  the  shaft  on  whicb  the  moss-box  was  placed  was  159 
metres  below  the  surface,  and  the  labor  lasted  twenty-nine  months  and 
a  half.    The  expenses  attending  this  operation  were  divided  as  follows : 

rrancs. 

Salary  and  wages 72, 738. 51 

Fuel  burned 27, 524. 60 

Oil  and  grease 4, 720.  49 

Ropes : 3, 602. 55 

Iron,  steel,  and  repairing  tools 16, 469. 83 

Sundries 16,  603.  50 

Total 141, 059. 31 


Tubbing-  shaft  ITo.  3. — The  tabbing  of  this  shaft  was  formed  of  94 
cylindrical  sections,  3".40  ndnimum  diameter  at  the  flanges.  The  height 
of  the  first  seetion  was  l^.TS,  and  that  of  the  others  1™.50.  The  flanges 
were  0".04  thick  and  O^.OS  wide  on  the  inside  of  the  cylinder.  Between 
the  flanges  there  are  two  little  horizontal  collars  0".04  high  and  0"|.04 
deep,  which  were  placed  at  equal  distances  apart.  The  general  thickness 
of  the  cylindrical  part  was  0™.06O  for  the  14  lower  sections,  0™.055  for  the 
following,  and  successively  0™.052,  0".048, 0°'.044, 0".04O,  0".036, 0™.032,, 
0".028. 
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The  shoulders  or  joints  were  faced  perpendicularly  with  the  axis,  so 
as  to  make  perfectly  parallel  siirfaces.  These  sections,  adjusted  and 
placed  one  on  the  other,  make  a  cylinder  141  metres  high.  Each  flange 
has  50  equidistant  holes  0™.O3  in  diameter,  drilled  in  the  center  of  the 
flange. 

In  order  to  do  away  with  the  use  of  the  wooden  shoe  which  had  been 
fixed  to  the  bottom  of  the  moss-box  in  shaft  No.  1,  an  outer  flange  was 
cast  with  the  piece,  which  is  much  stronger.  The  moss-box  is  1™.75 
high ;  consequently  the  packing  during  the  descent  of  the  column  was 
1™,54  high  by  0™.17  wide,  representing  a  capacity  of  three  cubic  metres. 

The  cast-iron  equilibrium  bottom  was  made  of  one  piece,  the  maximum 
diameter  of  which  at  the  flange  is  3™.36,  which  admitted  of  its  passing 
inside  the  tabbing.  This  false  bottom  was  bolted  on  an  adjustment  ring, 
as  shown  in  Fig,  6.  The  same  equilibrium  column  was  employed  as  for 
shaft  No.  1. 

The  castings  for  this  shaft  were  made  of  refined  iron  manufactured  at 
Hajanges,  in  the  works  of  Mr,  De  Wendel.  The  cylinders  were  tried  at 
a  pressure  of  28  atmospheres  for  the  largest,  of  24  for  the  second  series, 
and  successively  21, 18, 15, 12,  9,  6,  3  atmospheres  for  the  parts  com 
posing  the  following  series.  The  entire  metallic  column  weighed  about 
•CSS  tons,  including  the  bolts  and  other  accessories. 

The  lowering  of  the  column  was  conducted  in  a  similar  manner  to  the 
one  mentioned  for  the  shaft  No,  1.  The  moss-box  having  touched  the 
bottom,  the  column  descended  regularly,  compressing  the  moss,  which 
was  reduced  to  l)™,15  thickness — about  one-tenth  of  its  primitive  volume, 
The  weight  of  the  tabbing  exerted  a  pressure  of  33  kilogrammes  on  the 
square  centimetre.  On  the  29th  of  December,  1806,  all  the  psvrts  of  the 
tubbing  were  ready  for  lowering,  and  on  the  16th  of  February,  1867,  the 
moss-box  came  iu  contact  with  the  sole  of  the  pit. 

Thus,  this  work  was  effected  in  fifty  days.    The  expense  was : 

Price  «f  sections 138, 494. 34 

Lead  for  joints 3, 601. 10 

Bolts,  &e 4, 915. 20 

Bed  lead 126. 40 

Tar  for  painting 443. 80 

Netting 25. 00 

Moss 40. 00 

Wood 1, 461.  05 

Salary  and  wages 8, 456. 44 

Fuel  burned 3, 357. 45 

Oil  and  gi'ease 754. 40 

Yarioua  expenditures 7, 544.  79 

Total 169, 220.  07 
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OoNCiBETraG  AND  PACKiKft  SHAPT  No.  3. — Tlie  operation  of  Isiying 
the  concrete  in  this  sliat't  was  exactly  tlie  same  as  for  shaft  No.  1,  except 
that  four  spoons  were  used.  The  concrete  was  composed  of  the  same 
materials.  The  operation  commenced  on  the  1st  of  March,  1867,  was 
finished  on  the  6th  of  April  following,  and  cost  15,000  francs. 

The  operation  of  packing  was  eftfected  in  the  same  manner  as  for  the 
shaft  No.  1,  with  this  difference,  that  the  adjusting  cylinder  placed 
between  the  coffer-dams  and  the  moss-box  was  two  metres  high.  The 
cost  of  this  labor  was  estimated  at  10,000  francs. 

From  what  has  been  described,  the  cost  of  the  shaft  No.  2  can  be 
estimated  as  follows : 

Francs. 

Preliminary  works 104, 571.  77 

Boring  the  shaft 141, 659. 31 

Piping 169, 220. 07 

Concreting 15, 000. 00 

Packing 10, 000, 00 

Total 440, 451. 15 


or  at  the  rate  of  3,100  francs  per  running  metre. 

The  preliminary  works  commenced  in  September,  1863,  and  on  the  6th 
of  April  the  concreting  was  finished ;  the  work  lasted  three  years  and  a 
half. 

BORING  APPARATUS. 

The  slide  or  jar  represented  by  Pigs.  21  and  22,  P!ate  I,  is  one  of  the 
important  parts  of  the  boring  apparatus,  since  without  it  it  would  be 
scarcely  possible  to  strike  a  blow  with  the  trepan  without  breaking  the 
rods. 

The  boring  rods  in  the  operations  described  were  eighteen  metres 
long  and  eighteen  square  centimetres  in  section.  Their  dimensions  were 
increased  in  order  to  sustain  the  great  shocks  to  which  they  were  exposed. 

The  dredging  spoon  which  was  used  for  the  removal  of  the  debris  is 
represented  by  Pig.  15.  It  was  formed  of  a  sheet-iron  cylinder  one 
metre  iu  diameter  and  two  metres  high,  with  two  valves  at  the  bottom 
to  facilitate  emptying  the  mud  when  raised  to  the  mouth  of  the  pit.  Its 
construction,  it  will  be  seen,  is  similar  to  the  sand-pump  used  in  boring 
peti'oleum  wells,  but  it  was  much  broader  and  shorter.  Its  capacity  was 
about  l^.SO;  consequently  it  would  contain  from  three  to  four  tons  of 
debris,  and  this  amount  would  be  extracted  at  each  elevation.  It  was 
so  suspended,  a  little  above  the  center  of  gravity,  that  it  could  be  over- 
turned hy  a  slight  effort  after  removing  a  key  which  secured  it  in  its 
vertical  position  while  in  the  shaft.  The  hoisting  was  done  by  means  of 
the  capstan,  a  rope  being  used, 

BOHiNG  TOOI.S  USKD  AT  H6pitaij, — The  hook  represented  by  Pig. 
16   was  used  most  when  the  boring  rods  were  broken,    Its  epicycloidal 
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form  permits  it  to  hook  tlie  rods  which  may  be  standing  obliqiiely 
against  the  sides  of  the  pit  after  a  fracture.  By  turning  tlie  hook  they 
are  made  to  a^ume  a  vertical  position,  and  are  caught  below  the  shoulder, 
and  are  bronght  into  the  narrow  part  of  the  hook,  so  that  they  can  be 
raised.  The  pincers,  la  foAieUre,  (Fig.  17,)  are  for  a  similar  purpose, 
and  are  adapted  to  seizing  and  raising  rods  that  may  have  been  broken 
immediately  below  the  shoulder.  The  lower  part  is  an  annular  shoe,  or 
disk-shaped  ring,  which  limits  the  sepai'ation  of  two  blades  or  jaws 
pitted  with  sharp  teeth  on  their  inner  surfaces.  When  this  tool  is  used 
these  jaws  are  kept  open  by  a  block  of  wood ;  but  when  it  is  brought 
over  the  rod  or  object  to  be  seized  the  block  is  displaced  by  the  end  of 
the  latter,  and  the  jawa  then  close  tightly  upon  the  rod  and  hold  it  while 
it  is  raised  out  of  the  pit. 

The  grasping  hook  (Fig.  18)  was  used  with  advantage  to  raise  masses 
of  iron  or  steel  and  the  teeth  of  the  trepan  which  became  detached  or 
broken  during  the  work.  It  has  two  arms  jointed  like  a  parallelogram, 
on  the  ends  of  which  the  grasping  hooks  are  placed.  The  rods  which 
form  the  slide  are  loaded  with  a  weight,  placed  as  required  on  the  cross- 
bar a  a,  and  it  is  this  load  which  produces  the  friction  on  the  bottom. 
The  rods  are  raised  by  means  of  a  rope,  the  extremity  of  which  is  held 
at  the  surface.  This  tool  is  closed  while  it  is  suspended  to  the  boring 
rod  and  while  the  load  bears  on  the  cross-bar  a  a;  when  it  is  lowered 
the  load  is  raised  by  means  of  the  rope,  the  boring  rods  are  pushed 
down,  and  this  causes  the  gi'asping  irons  to  open.  If  at  this  moment 
the  load  is  again  placed  on  the  cross-bar  a  a,  and  if,  on  the  other  hand, 
the  boringrodearegentlydrawnnp,  the  grasping  hooks  close  and  scrape 
the  bottom,  retaining  tightly  between  them  any  hard  object  that  they 
encounter. 

The  stoppages  and  accidents  which  arose  from  tlie  trepans  employed 
at  the  works  of  L'H6pit-al,  as  well  as  those  which  occurred  from  the  nse 
of  instruments  too  weak  to  resist  the  shocks,  and  the  firequent  repairs 
of  the  slide,  led  Mr.  Kind  to  modify  the  construction  of  his  trepans.  He 
exhibited  a  model  of  a  aew  description  of  tool,  with  which  the  fell  is 
unimpeded,  and  which  we  will  now  briefly  describe. 

The  figure  of  the  trepan  (Fig.  19)  shows  that  the  teeth-holder,  instead 
of  having  a  smooth  surface  at  its  base,  is  graduated  in  steps,  so  as  to 
cut  the  earth  and  rock  in  steps  inclining  toward  the  center  of  the  pit. 
A  guide  fixed  by  four  bolts  to  the  teeth-holder  enters  the  central  shaft 
and  causes  the  enlarging  tool  to  remain  perfectly  verticaL 

Three  vertical  arms  or  standards  connect  the  teeth-holder  with  a 
double  cross-bar  placed  at  the  upper  part  of  the  tool.  Two  oak  bars  are 
fixed  to  the  arms  and  the  cross-bar,  and  serve  as  guides  for  the  tool  at  its 
upper  part.  The  middle  standaa'd,  or  central  shaft,  is  made  long  enough 
to  be  connected  by  keys  and  plates  to  the  apparatus  above,  designed  to 
give  the  unimpeded  fall  to  the  trepan. 

This  apparatus  for  unimpeded  or  free  fall  is  operated  in  the  following 
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manner :  When  the  entire  apparatus  is  raised  the  -water  of  the  shaft 
Ijears  on  the  disk  d,  and  the  carriers  e  e  are  tightened  under  the  blocks 
b  b,  which  allows  of  the  trepan  being  removed.  During  the  descent  the 
■water  opposes  resistance  to  the  disk,  the  carriers  e  e  separate  themselves 
by  the  action  of  the  rods,  and  the  trepan  falls  freely.  When  the  trepan 
has  to  be  raised,  the  wedges  g  g,  which  rise  in  contact  with  the  blocks, 
allow  of  the  entire  apparatus  being  raised. 

This  new  description  of  trepan  led  Mr.  Kind  to  believe  that  he  might 
make  nse  of  the  dredging  tool  represented  at  Fig.  20.  This  is  a  cylin- 
drical tub  or  vessel,  intended  to  receive  the  debris  while  the  central  shaft 
is  being  enlarged.  It  is  slightly  conical  and  provided  with  four  arms 
which  expand  Hke  a  parachute  and  sweep  around  the  top  and.  sides  of 
the  smaller  pit.  The  rock,  crushed  by  the  larger  trepan  sliding  on  the 
inclined  bottom,  falls  into  this  vessel,  and  the  broken  teeth  follow  the 
same  direction  and  no  longer  form  an  impediment  to  the  work.  This 
device  is  a  very  ingenious  one,  but  experience  must,  however,  decide 
whether  tliis  kind  of  spoon  will  meet  Mr.  Kind's  expectations. 

CONCLUSION. 

The  successful  boring  of  the  HopitaJ  shafts  leaves  no  room  to  doubt 
the  advantages  of  the  system  of  boring  a  niveau  plein;  and  we  recap- 
itulate these  advantages  aw  follows : 

1.  Complete  insulation  of  tlie  watered  strata,  by  means  of  the  water-tight 
tubhing. 

2.  Great  strength  of  the  lining  of  the  shaft. — It  is  evident  that  the  annu- 
lar circular  tubbings  are  stronger  than  the  segmental.  The  following 
experiment  made  at  Pourchambault  will  give  an  idea  of  the  resistance 
which  this  cylindrical  tubbing  offers:  A  section  1™.80  in  diameter 
inside  the  flanges  and  O^.OSS  thick  was  submitted  to  an  external  pres- 
sure of  37  atmospheres;  it  resisted  perfectly,  while  the  pipe  enveloping 
it,  which  was  (("'.oes  thick  besides  the  rims  inside,  broke  from  the  inter- 
nal pressure.  On  the  other  hand,  the  pumping  of  the  water  which 
arises  in  the  method  called  h  niveau  plat,  produces  excavations  varying 
in  size.  The  slides  and  broken  strata  which  follow,  besides  being  dan- 
gerous in  future  working,  often  prmluce  disasti'ous  effects  on  the  sides 
of  the  shafts. 

3.  GonsiderabU  reduction  of  expense. — In  every  case  where  water-bearing 
strata  have  to  be  traversed,  the  economy  cannot  be  contested ;  thus,  the 
two  shafts  at  the  H6pital  have  not  cost  700,000  francs,  while  those  of 
Garling,  Merleback,  and  Stiring,  in  the  same  department,  each  cost  sev- 
eral millions. 

4.  Economy  of  time. — We  have  shown  that,  notwithstanding  stoppages 
in  the  main  shaft,  the  boring  was  effected  in  twenty-nine  and  a  half 
mouths,  and  the  lowering  of  the  tubbing  in  four  and  a  half  months.  It 
is  to  be  expected  that  future  works  will  be  executed  more  rapidly  than 
the  first. 
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5.  Possibility  of  traversing  all  Mnds  of  strata,  of  wJiatever  thickness  or 
deseriptmn. — Boring  operutioiis  at  great  deptlis  are  very  limited.  Draw- 
ing off  tlie  water  and  making  water-tiglit  tubbing  offer  nearly  iueur- 
monntable  difficulties,  partienlai'ly  so  in  traversing  the  sauds  of  sliiftiug 
soils.  Tlie  extraction  of  tlie  water  itself  becomes  an  insurmountable 
obstacle,  irrespective  of  the  means  at  the  disposal  of  the  miner.  Un- 
doubtedly the  boring  d.  niveau  plein  at  large  diameters  will  necessi- 
tate great  precaution,  but  the  results  obtained  at  Beasaix  in  1802  and 
1863,  in  traversing,  with  a  diameter  of  3"'.65,  a  stratum  of  shifting  soil 
eight  metres  thick,  tend  to  sliow  that  the  difficulties  of  this  kind  of  work 
are  not  as  great  as  they  appear. 

11.— SIKK1>:G  AIND  BOEING  AllTESIAN  WELLS. 

The  apparatus  exhibited  by  the  houses  of  Degouaee  and  Ch.  Laurent 
and  by  Messrs.  Dru  Brothers  is  designed  chiefly  for  sinking  artesian 
wells  of  large  diameter,  but  is  equally  applicable  to  sinking  shafts  of 
large  section. 

The  apparatus,  doubtless,  does  not  present,  for  the  most  part,  the 
interest  of  a  new  invention ;  but  in  examining  the  details  of  its  construc- 
tion, it  is  easy  to  see  that  the  novel  and  diversifletl  condition  iu  which 
the  sinkings  have  been  executed,  and  the  unforeseen  accidents  which 
these  have  produced,  have  been  studied  with  great  care  and  intelligence 
by  these  able  engineers,  and  that  all  the  teachings  of  practice  have  been 
profited  by  and  liave  led  to  many  important  modifications  and  simplifi- 
cation of  the  forms  of  the  tools. 

We  have  already  stated,  in  describing  the  method  of  sinking  &  niveau 
pMn,  (sulking  a  shaft  kept  full  of  water,)  that  the  boring  rods  appli- 
cable to  artesian  wells,  before  the  wells  of  Passy  were  sank,  did  not 
exceed  0™.30  in  tliameter.  To-day  the  two  wells  undertaken  by  the  city 
of  Paris — one  at  La  Ohapelle,  by  Messrs.  Degousfie  and  Oh.  Laurent, 
the  other  at  La  Butte-aux-Cailles,  near  the  Ivry  station,  by  Messrs.  Dm 
Brothers — have  been  commenced  at  a  diameter  of  1™.80. 

We  will  now  give  some  explanations  of  the  tools  and  methods  employed 
iu  boring  these  wells.  It  is  evident  that  these  tools  and  methods  can  be 
applied  to  sink  mining  shafts  of  three  or  four  metres  iu  diameter. 

The  boring  apparatus  comprises  two  essential  parts — the  tools  which 
serve  to  excavate  the  earth,  and  the  appliances  at  the  surface  tor  work- 
ing or  handling  the  tools,  which  become  much  more  important  as  the 
diameter  of  the  wells  or  shafts  is  increased. 

CONSTRUCTIONS  AT  THE  SURFACE. 

The  preparations  for  sinking  made  at  the  surface  by  the  house  of 
Degous^e  and  Ch.  Laurent,  at  the  wells  of  La  Chapelle,  are  completely 
different  from  those  we  have  described  as  made  at  the  welis  of  the 
Hopital.    Their  preliminary  work  appears  to  be  much  better  designed 
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and  executed,  and  the  results  obtained  up  to  this  day  confirm  the  opin- 
ion. In  order  to  show  more  distinctly  the  difi'erenees  that  exist  between 
the  mode  of  jH'eparation  which  Mr.  Kind  still  follows  and  that  followed 
by  Messrs.  Degons^e  and  Ch.  Laurent,  we  will  describe,  hi  a  few  words, 
the  appliances  for  working  the  boring  tools  of  the  artesian  wells  of  La 
Chapelle. 

The  maeliiue  is  worked  by  a  horizontal  steam-engine  of  13  horse- 
power. The  fly-wheel  shaft  makes  50  revolutions  per  minute.  It  carries, 
first,  a  pinion  of  0™.30  diameter;  secondly,  two  brakes;  thirdly,  two 
clutches;  fourthly  and  lastly,  a  pulley  of  l^.SO  diameter. 

The  pinion  of  O'^.SO  diameter  drives  a  toothed  wheel  fixed  on  the  axle 
of  the  drum  of  the  capstan,  upon  which  the  chains  for  lifting  the  shafts  of 
the  torers  are  wound,  and  also  the  percussion  and  cleansing  apparatus. 
The  diameter  of  the  drum  of  the  capstan  is  0".55;  its  leugth  is  1™.60. 
It  has  a  spiral  groove  which  guides  the  chains  and  causes  them  to  wind 
regularly  upon  it.  The  pulley  of  lf.50  diameter  is  belted  to  another 
pulley  of  1",00  diameter,  fixed  at  the  extremity  of  an  axle  which  carries 
at  the  other  end  a  pinion  of  0™.4O  diameter.  This  pinion  is  geared  with 
a  wheel  of  Sm.OO  diameter,  fixed  on  a  second  axle,  where  is  also  fixed 
the  crank-plate  which,  by  means  of  a  connecting  rod,  gives  a  recip- 
rocating motion  to  the  striking  beam.  This  beam  is  sujtported  at  a  point 
about  two-thirds  of  its  whole  length  distant  from  the  conneeting-rod 
end. 

The  two  clutches  mentioned  serve,  on  one  part,  to  throw  into  gear  the 
pinion  of  0™.30  with  the  driving  wheel  of  the  drum  of  the  capstan,  and, 
on  the  other  part.,  to  drive  the  pulley  of  1™.50  diameter,  keyed  on  the 
fly-wheel  shaft,  by  which  motion  is  given  to  the  striking  beam,  at  the  end 
of  which  the  boring  tools  are  attached. 

The  two  brakes  placed  upon  the  fly-wheel  shaft,  are  for  the  purpose  of 
regulating  the  speed  of  the  descent  of  the  tools,  the  weight  of  which 
might  cause  a  great  acceleration  of  speed,  and,  consequently,  a  fraeture, 
which  is  always  to  be  dreaded. 

The  timber  framing  which  forms  the  derrick  or  tower  for  the  sinking 
of  the  wells  is  more  simply  arranged  than  that  adopted  by  Mr.  Kind. 
The  tools,  in  place  of  being  received  upon  a  platform  about  ten  metres 
above  the  surface,  are  upon  the  surface  itself,  and  it  is,  consequently, 
much  more  easy  to  work  them.  The  linked  chain  for  lifting  the  tools 
has  stood  the  wear  of  ten  years  without  any  accident;  while  the  break- 
ing of  the  cables  employed  in  the  system  of  Messrs.  Kind  and  Chaudron 
have  occasioned,  as  we  have  seen,  serious  accidents  and  delays. 

To  finish  the  comparison  of  the  two  different  methods  of  surface  prep- 
arations which  we  are  considering,  we  will  state  that  at  the  boring  of 
the  weUs  of  Passy,  undertaken  by  Mr,  Kind,  there  were  two  machines 
of  25  horse-power,  one  of  10  horse-power  working  the  striking  beam, 
and  one  of  15  horse-power  working  the  capstan  drum.  Tlie  trepan,  at 
the  shank,  did  not  weigh  more  than  about  two  tons.    Messrs.  Degousee 


.A_iOOgIc 


26  PARIS    UNIVERSAL    EXPOSITION. 

and  Cli.  Laurent  uaed  an  engine  of  only  15  horse-power  to  work  their 
trepan,  wLicli  weighed  about  four  tons,  and  to  bring  the  broken  or  bored 
earth  to  the  surface.  This  engine  did  not  require  any  repairs,  except 
such  as  ai'e  ordinarily  necessary  during  a  service  of  two  years. 

BOEING  TOOLS  OF  DEGOUSfiE  AND  LAURENT. 


We  will  now  consider  the  boring  tools  devised  by  J 
and  Oh.  Laurent. 

The  construction  of  the  trepan  employed  at  the  artesian  well  of  La 
Chapelle  differs  completely  from  that  of  Mr.  Kind.  It  is  represented  by 
Figs.  21  and  22,  Plate  I.  It  is  composed  of  six  branches,  so  arranged  as 
to  break  up  the  earth  in  an  annular  belt  or  zone,  leaving  a  central  core. 
The  six  teeth  which  are  keyed  into  tlie  blade-bolder  are  0'^.35  wide,  and 
the  mode  of  fixing  them  into  thesis;  branches  is  so  secure  and  solid  that, 
np  to  this  date,  no  accident  has  happened.  Even  when  a  tooth  becomes 
unkeyed  it  cannot  get  out  of  the  blade-holder,  "white  at  the  shaft  of  the 
Hdpital  there  have  been  twenty-three  teeth  out  of  their  sockets,  all  of 
which  fell  into  the  shaft.  One  of  these  accidents  caused  a  stoppage  of 
a  month. 

The  percussion  of  the  trepan  with  the  regular  rotating  movement  cuts 
out  an  annular  channel  of  0™.45  to  O^.SO  large,  learing  in  the  center 
of  the  shaft  an  nnworked  piece  of  earth,  or  core,  of  0i".80  or  O^.flO 
diameter.  This  mass,  when  in  slightly  coherent  earth,  crumbles  down 
and  forms  an  irregular  cone.  In  this  case  they  bolt  on  one  diameter  a 
transverse  blade,  which  triturates  the  core, 

This  trepan  weighs  about  four  tons.  Its  first  cost  is  greater  than  that 
of  Mr,  Kind's,  but  it  proves  in  practice  to  be  much  more  solid  and  diira- 
ble,  and  it  works  better. 
.  Messrs.  Degousee  and  Ch.  Laurent  have  been  very  successful  in  giv- 
ing a  free  fall  or  drop  to  their  trepan.  With  more  than  ten  thousand 
blows,  the  trepan  has  not  once  failed  to  be  caught  again  upon  the  descent 
of  the  rods,  and  its  fall  has  always  worked  with  the  greatest  regularity, 
while  at  the  shaft  of  the  HOpifcal  eighteen  fractures  of  pieces  of  the  sUde 
have  occasioned  a  stoppage  of  more  than  a  month.  The  contrivance  for 
the  free  faU  of  the  trepan  is  constructed  as  follows :  A  movable  piece 
surrounds  the  shaft  above  the  hooks  and  terminates  iu  a  fork,  of  which 
the  two  branches  extend  below  the  cutters  and  touch  the  bottom  of  the 
bore.  This  piece  is  not  lifted,  unless  the  borer  is  raised  more  than  the 
stroke  allowed  by  the  coUar  which  attaches  around  the  hooks.  The  upper 
part  of  the  hooks  lifted  by  the  boring  rod  slides,  therefore,  in  the  collar, 
and,  meeting  a  striker  which  makes  them  open,  the  tool  immediately 
falls  with  all  its  weight  on  the  bottom  of  the  bore.  The  boring  rod,  being 
lowered,  catches  the  tool  again  by  the  hooks,  and  this  action  is  repeated 
so  as  to  obtain  a  succession  of  blows.  The  figures  show  the  arrangement 
of  the  fixed  shaft  and  the  hooks  for  the  drop. 

The  suspension  rods  employed  by  Messrs.  Degousee  and  Oh.  Lan- 


.A_iOOg[c 


MINING BOEING   ARTESIAN    WELLS.  27 

rent  are  of  iron.  They  have  a  section  of  0™.O45  square,  aud  are  13".00 
long.  These  rods  have  worked  for  two  years  withont  accident,  and 
we  prefer  them  to  those  made  of  wood,  for  the  following  reasons : 
It  is  evident  that  wood  at  a  great  depth  will  take  from  the  pressure  of 
the  water  a  density  at  least  equal  to  that  of  the  water;  and,  moreover, 
the  iron  fittings  add  to  the  weight  in  a  certain  proportion;  and  if  we 
compare  the  sections  of  the  shafts  or  wooden  rods  of  the  wells  at  the 
Hfipital  to  those  of  iron  at  the  wells  of  La  ChapeUe,  it  is  seen  that  the 
metre  in  length  of  the  first  weighs  at  least  35  kilogrammes,  (70  pounds,) 
while  that  of  the  second  does  not  exceed  16  kilogrammes,  (32  poixnds.) 
It  is  true  that  as  the  wooden  rods  displace  a  greater  quantity  of  water 
their  weight  is  diminished,  but  this  small  advantage  is  largely  over- 
halanced  hy  their  rapid  deterioration,  whether  in  store  or  at  work.  The 
wood  in  drying  heats  and  loses  its  qualities.  Well  made,  their  construc- 
tion appears  to  ns  sufBciently  costly  to  malie  the  matter  of  renewing 
them  at  each  sinking  rather  an  important  item ;  they  augment  sensibly 
the  cost  of  work  to  be  done.  On  the  other  baud,  the  iron  shafts  that 
can  be  balanced  as  practiced  hy  Messrs.  Degons^  and  Laurent  require 
for  their  descent  and  elevation  but  a  little  more  force,  and  with  steam- 
engines  this  increase  of  expense  is  so  little  that  it  may  he  disregarded. 

The  draining  and  cleaning  tools  of  the  wells  at  La  ChapeUe  diflfer 
equally  from  those  of  Mr.  Kind;  and  we  think  them  also  superior.  The 
modification  of  the  trepan  intended  to  work  oxit  tlie  annular  groove  or 
zone  led  to  a  modification  of  the  auger,  which  is  annular  and  composed 
of  nine  augers  joined  together,  of  Q"'.55  diameter. 

The  spoon  or  bucket  which  lifts  the  detritus  in  the  middle  of  the  wells 
is  a  cylinder  1™.00  in  diameter  aud  2"'.50  ia  height.  The  bottom,  in 
place  of  carrying  two  valves,  is  pierced  with  seven  round  holes,  which 
are  closed  by  hemispherical  hollow  valves  carrying  in  their  axis  a  shaft 
which  traverses  the  whole  length  of  the  spoon.  This  shaft  is  terminated 
by  a  handle  which  permits  the  workmen  to  lift  up  the  valve  in  order  to 
empty  out  the  mud  when  the  bucket  is  withdrawn  from  the  well.  This 
arrangement  is  intended  to  obviate  the  inconvenience  of  the  hinged 
valves,  which  often,  by  not  completely  closing,  let  the  matter  in  the 
bucket  escape  during  the  a-scent  of  the  dredg*. 

The  bucket  at  La  ChapeUe  is  emptied  with  great  ease,  it  being  lifted 
one  metre  above  the  surface  and  placed  on  a  little  truck,  which  carries 
it  immediately  under  a  crane  placed  at  the  side  where  the  contents  are 
to  be  emptied. 

The  recovering  tools  are  composed  simply  of  the  ordinary  screw  hell, 
(olocke  &  «/s,)  a  grapnel,  and  a  new  form  of  pincers,  with  four  branches. 
These  four  branches  are  arranged  in  a  parallelogram,  and  one  of  their 
ends  is  fixed  to  a  single  piece  bored  aud  tapped  in  its  center.  It  is  easy 
to  understand  the  part  this  plays:  in  raising  or  lowering  the  nut  in  the 
screw  which  is  attached  to  the  boring  rods,  the  four  branches  expand  or 
contract  at  wUl,  which,  resting  on  the  bottom  of  the  well,  gather  the 
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objects  which  may  be  there.  The  working  o£  this  apparatus  is  very 
simple.  It  is  sufficient,  when  the  pincers  have  arrived  at  their  destina- 
tion, to  fcnrn  the  boring  rods,  and  when  the  piece  they  wish  to  catch  is 
taken  and  caught,  it  produces  a  resistance  which  indicates  that  there  is 
nothing  more  to  do  than  to  lift  the  whole  apparatus  to  the  surface. 
Every  time  this  apparatus  has  been  tried  it  has  given  the  rei.i-.:ts 
expected. 

TUBBING. 

The  artesian  well  of  La  Chapelle  traverses  the  Tertiary  strata  of  the 
Paris  basin,  and  penetrat«s  the  chalks  and  niEirls  of  the  Secondary. 

According  to  the  agreement  between  the  contractors  and  the  city,  the 
boring  is  expected  to  be  600  metres  deep  before  it  reaches  the  water- 
bearing bed  of  the  greensand  Ibrmatioii.  After  working  two  years,  the 
well  has  already  (1867)  reached  a  depth  of  337  metres,  but  it  has  been 
found  neeessarj'  to  tub  or  line  the  shaft  to  avoid  the  caving  which  would 
inevitably  happen  without  it. 

A  first  column  of  sheet-iron  lining,  1™,80  diameter,  34™  .50  high,  and 
weighing  about  thirty-six  tons,  was  put  in  immediately  below  the  pre- 
paratory pit,  which  last  was  lined  with  masonry  to  a  distance  of  about 
six  metres  below  the  surface,  where  the  working  platform  was  placed. 

A  second  column,  l'n.70  diameter,  135  metres  high,  and  weighing  11 
tons,  was  next  put  in ;  and  lastly,  a  third  column  was  put  down  just  to 
the  chalk.  This  column  has  a  height  of  139  metres,  its  diameter  1™.37, 
and  its  weight  about  110  tons. 

The  tnbes  are  made  of  sheet  iron  of  a  mean  thickness  of  0™.02 ; 
the  height  of  each  section  being  determined  by  the  breadth  of  the  iron 
plates.  These  plates  were  fastened  together  by  rivets  with  countersimk 
heads,  so  that  the  interior  and  exterior  surface  of  the  lining  were  c^uite 


To  form  one  of  these  cylinders,  two  sheets  of  iron  of  the  thickness 
of  O'o.Ol  are  taken  and  riveted  together  in  such  manner  that  one  of 
them,  the  inner  one  for  example,  projects  slightly  beyond  the  other,  and 
thus  forms  a  shoulder  to  which  the  next  section  above  can  be  riveted. 
By  this  arrangement  it  will  be  seen  that  each  column  of  tubbing  pre- 
sented the  same  diameter  throughout  its  length.  When  the  sections  of 
the  column  are  tlius  prepared,  they  are  lowered  and  put  together  as  they 
descend  into  the  well. 

This  operation  is  performed  in  the  following  manner ; 

A  wooden  frame  ia  made  and  suppoiied  upon  a  wheeled  truck.  This 
frame  is  composed  of  two  strong  vertical  walls  of  a  height  of  four  or  five 
metres,  connected  at  their  upper  part  by  a  cap  or  top,  to  which  four  nuts 
are  fixed  to  receive  four  screws  intended  to  sustain  the  pipe  in  its  descent. 
Each  of  these  screws  is  worked  by  two  men  by  means  of  a  crank  and 
conical  pinion  conveniently  arranged.    Plate  I,  Fig,  7. 

The  lower  part  of  these  four  screws  is  fixed  to  a  strong  circular  wooden 
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plate,  about  0"'.5O  thick,  and  equal  in  tliameter  to  the  inner  diameter 
of  the  column  that  is  to  be  lowered. 

Upou  the  working  platform  a  species  of  tubbing  in  -wood  is  placed,  the 
interior  diameter  of  which  is  equal  to  the  exterior  of  the  iron  tabbing  or 
pipe.  The  height  of  this  tubbing  is  two  metres ;  the  segments  of  which  it 
is  composed  are  xinited  together,  and  can  be  drawn  together  or  expanded 
by  means  of  screws,  so  as  to  squeeze  the  column  and  act  as  a  clamp  or 
support  during  its  descent.  When  this  kind  of  tubbing  is  put  in  place, 
and  the  frame  which  carries  the  screws  is  put  in  the  axis  of  the  well,  the 
first  section  of  pipe  is  brought  forward  and  placed  over  the  well.  Pre- 
viously several  iron  ears  are  bolted  upon  the  interior  face  of  the  tub,  and 
about  a  metre  below  its  upper  edge,  the  use  of  which  will  be  presently 
explained.  Other  projecting  ears  are  fixed  in  the  inside  of  the  tub,  and 
on  these  ears  the  lower  part  of  the  wooden  plate  is  allowed  to  rest,  and 
is  then  bolted  to  them.  When  the  work  is  thus  prepared,  this  first  tub 
is  lowered  until  the  outer  ears  rest  upon  the  upper  edge  of  the  wooden 
tubbing  which  surrounds  the  column  on  the  outside.  The  inside  ears 
are  then  removed  and  the  pipe  is  supported  upon  the  outer  tub.  The 
inner  plate  of  wood  is  then  lifted  up  by  the  aid  of  the  screws,  and  the 
rivet  holes  of  the  ears  are  closed  up  by  hot  rivets  with  countersunk 
heads.  The  second  cylinder  is  then  placed  in  the  axis  of  the  well.  This 
second  cylinder  has  inside  and  outside  ears  like  the  first,  and  the  circu- 
lar plate  is  introduced  and  bolted  to  the  ears.  These  hold  it  at  its  upper 
part,  and  it  is  tlien  lowered  regularly,  with  the  aid  of  the  screws,  until 
the  lower  part  Sts  into  the  first  cylinder.  The  two  sections  are  then  riv- 
eted together  by  hot  rivets.  The  tub  is  then  lifted  a  little  in  ortler  to 
remove  the  outside  ears  of  the  first  section  of  the  cylinder,  and  the  whole 
is  allowed  to  descend  by  its  own  weight  till  the  outer  ears  of  the  top 
cylinder  rest  in  their  turn  upon  the  upper  part  of  the  wooden  tubbing. 
They  proceed  in  the  same  way  for  all  the  other  sections  of  the  column'  or 
tubbing  of  the  well  until  it  is  finished. 

The  lowering  screws  are  each  calculated  to  withstand  a  strain  of  fifty 
tons ;  but  to  prevent  a  too  rapid  descent  of  the  lining  when  it  has  attained 
a  considerable  weight,  Messrs.  Degous^  and  Ch.  Laurent  make  use  of  the 
species  of  tubbing  upon  the  surface  of  the  working  pits  already  noticed. 
This  tubbing  not  onlj-  serves  to  guide  the  coliunn  and  to  make  it  descend 
vertically,  but  also,  and  above  all,  to  act  as  a  powerful  break,  and  thus 
enable  the  workmen  to  control  the  velocity  of  the  descent  at  will. 

Tightening  the  segment  screws  gives  a  strong  compression  and  fric- 
tion over  a  height  of  two  metres,  sufficient  to  control  the  descent  of  the 
tubbing. 

The  thi'ce  columns  of  sheet-iron  lining  which  liave  been  mentioned 

were  put  in  place  by  this  system  of  operating  with  the  greatest  ease,  at 

the  rate  of  four  metres  a  day,  including  the  time  spent  in  riveting  the 

eeetions  of  the  tubbing. 

When  the  artesian  well  of  La  Chapelle  is  sunk  to  the  depth  of  600 
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metres,  a  tub  in  one  eoluinu  will  be  lowered  to  the  same  depth.  Messrs. 
Degous^e  and  Ch.  Laui-ent  propose  to  employ  the  same  method  of  lower- 
ing, and  there  is  no  doubt  that  these  able  engineers  will  succeed  com- 
pletely in  this  magnificent  work. 

The  false  bottom  for  the  tubbing,  which  is  used  by  Messrs.  Kind  and 
Chaudron,  would  not  answer  in  this  case,  because  it  would  prevent  the 
water  from  rising  in  the  well.  The  work  carried  forward  at  La  Chapelle 
proves  that  by  the  system  h  niveau  pletn,  of  sinking  fi'om  the  surface, 
large  shafts  for  mines  can  be  executed  by  the  tools  and  method  of 
Messrs,  Degousi^e  and  Ch.  Laurent  with  great  success  in  similar  forma- 
tions. 

TREPAN  WITH  FKEE  FALL. 

There  remains  little  to  be  said  of  the  ordinary  boring  tools  shown  by 
this  house,  all  are  known ;  we  will  give  only  some  details  of  the  tool  with 
free  fall  and  on  the  bayonet  principle,  and  of  those  tools  for  verifying 
the  nature  and  the  inclination  of  the  strata. 

The  trepan  with  slides  working  the  free  fall  is  provided  internally 
with  two  bulges,  which  force  the  palls  to  open  and  to  abandon  the  head 
which  forms  the  upper  pai-t  of  the  slide  screwed  to  the  great  shaft  which 
carries  the  trepan.  The  height  of  the  fall  depends  on  the  distance  which 
exists  between  the  pincers  and  the  head  of  the  dlsengager  at  the  time 
when  the  trepans  of  the  little  additional  shaft  are  both  upon  the  bottom. 
Every  time  that  it  is  wished  to  alter  this  Ml,  it  is  sufficient  to  divide  the 
lower  part  of  the  additional  shaft,  and  to  replace  it  by  a  longer  or 
shorter  one. 

The  first  instrument  for  taking  a  sample  of  the  strata  is  called  the 
decoupeur.  It  is  made  with  ahead  terminated  by  four  vertical  branches 
carrying  at  their  ends  four  chisels.  The  four  branches  are  strength- 
ened together  between  two  concentric  pieces  of  sheet-iron,  and  riveted. 
Any  length  can  be  given  to  these  branches.  This  tool  is  used  by  per- 
cussion, like  the  trepan. 

The  core  once  formed,  they  lower  a  punch.  It  is  composed  of  a  pipe 
fastened  throughout  its  entire  height  to  a  fork,  one  of  the  branches  of 
which  receives  a  flat  band  of  iron  the  same  length  as  itself. 

A  wedge  is  intended  to  work  between  the  band  of  iron  and  the  band 
of  the  fork ;  the  first  is  furnished  with  three  pins  riveted  to  the  pipe  j 
the  iron  band  is  pierced  with  three  holes  intended  to  receive,  without 
being  fixed  thereto,  the  ends  of  these  pins. 

The  punch  is  lowered  into  the  well,  the  wedge  being  placed  as  low  as 
the  slide  will  admit  of.  At  the  moment  that  the  instrument  is  about 
0".10  or  0'".15  from  the  bottom,  the  rod  is  left  to  fallj  the  shock  makes 
the  wedge  enter  between  the  two  branches,  which  open,  and  presenting 
a  thickness  greater  than  that  of  the  annular  space  produced  by  le 
deoortpeur.  A  horizontal  thrnst  is  thus  created  which  throws  the  iron 
pipes  on  one  side,  and  consequently  the  cylinder  of  earth  which  it  euvel- 
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opes  is  detached  from  the  bottom  of  the  shaft  and  remains  caught  iu  the 
instrument  by  the  springs. 

Messrs.  Dru  Brothers,  successors  to  Messrs.  Mulot,  also  exhibited  a 
complete  series  of  boring  tools,  among  them  a  model  of  a  trepan  which 
thoy  employ  for  the  boriog  at  the  BuUe-aux-Gailles. 

This  trepan,  (Fig.  23,  Plate  I,)  is  a  lame  pleine,  {Ml  blade.)  The  teeth 
are  let  into  the  blade  their  fiiU  size,  and  are  maintained  in  their  sockets 
by  bolts.  This  arrangement  holds  them  more  solidly  than  keys,  and 
allows  of  their  being  tightened  when  they  get  loose. 

To  obtain  a  free  drop  of  the  trepan,  these  engineers  usually  employ  a 
mechanism  which  opens  the  hooks  by  the  shock  of  the  working  beam 
striking  against  a  fixed  point. 

For  the  large  shaft  they  have  replaced  this  apparatus  by  another. 
When  in  boring  the  rod  has  arrived  at  its  neatest  height  by  the  upward 
movement  of  the  working  beam,  the  tool  does  not  fall,  but  is  unhooked 
when  the  rod  descends.  This  is  effected  by  the  action  of  a  cleat  which 
bears  against  the  side  of  the  hook  and  opens  it ;  the  tool  then  falls  to 
the  bottom  of  the  shaft  and  is  followed  slowly  by  the  boring  rod,  which 
almost  immediately  re-seizes  the  tool.  Mr.  Dru  thinks  that  he  has  ob- 
tained by  this  arrangement  for  the  simultaneous  descent  of  the  tool  and 
the  boring  rod  the  most  favorable  condition  for  the  preservation  of  the 
working  parts,  and  for  the  regularity  of  the  sinking. 
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CHAPTER  II. 

DRILLING   ENGINES,    AND    COAL-CUTTING  MA- 
CHINES. 

Maciiisks  foh  liOM.vr,  or  duilung   bt  pkrcussion— Tuoi'iLi.ET'a   excavator— 

DjillXTKG  MACHINHS  ACTUATED  BT  STEAM  Oil  COMPRESeRD  AIR— SOMMEILIER's  DEILL- 
ING  ENGINE— DShING'S  DBllX — BEKGSTROEM's  DRILL — HaTJPT's  DRILI, — BBADMOKT 
AND  LOCOCK'9  DBUJJNO  BNGINB — DKLDLING  BY  ROTATION  OP  THE  TOOLS — LiSBBT 
ASD   jACQUET'e   BORER — LESCHOT'S  I>linj>-DE    Li   KOOHE-TOLLAY  AND   PBRRBTT'S 

BoiiiNG  APPARATUS— Machines  eok  cutt'isg  out  coal. 

The  application  of  machinery,  worked  by  steam  or  other  power,  to  the 
drilling  or  perforation  of  rocks  originated  in  the  United  States.  Before 
the  year  1853  several  such  machines  were  at  work  in  North  America. 
Some  ser\'ed  to  perforate  the  rock  by  means  of  drills  worked  by  percne- 
eion,  and  were  employed  simultaneonsly  with  powder ;  others,  applied  to 
the  driving  of  underground  galleries,  acted  directly  to  cut  and  break 
down  the  whole  of  the  rock  of  the  size  of  the  gallery,  and  were  not  in- 
tended to  prepare  the  rock  for  siibseqnent  use  of  powder.  Messrs.  Tal- 
bot and  Wilson  had  invented  one  of  these  machines,  which  drove  a  gal- 
lery of  5™.20  diameter  by  the  aid  of  catting  disks  fixed  to  the  arms  of  a 
kind  of  wheel  turning  on  a  central  axis.  These  disks,  in  turning  on 
their  axes,  scooped  Uke  a  plane  at  tlie  same  time  that  tliey  were  carried 
around  by  the  rotary  motion  of  the  central  axis.  They  formed  an  annu- 
lar groove  or  channel,  leaving  in  the  center  of  the  gallery  a  core  of  solid 
ground.  This  machine  had  a  certain  amount  of  success  in  the  talcose 
schists,  where  the  core  conld  be  easily  broken  off.  The  speed  of  working 
was  1".23  (4.0ifeet}  for  twelve  hours  of  work.  The  expense  was  estimated 
at  100  francs  per  running  metre,  but  it  is  evident  that  in  hai-d  rocks  this 
machine  could  not  compete  with  those  which  only  drilled  the  holes  or  cham- 
bers for  the  reception  of  powder,  by  which  the  rocks  could  be  blown  out 
much  cheaper  than  they  could  be  cut  away. 

Other  machines  were  constructed  so  as  to  cut  away  oBly  a  small  part 
of  the  rock,  Isolatiug  it  by  deep  grooves  or  channels  into  large  blocks, 
which  were  then  broken  up  either  with  levers  or  by  powder. 

All  these  machines  were  worked  by  steam,  and  their  mode  of  action 
was  sometimes  that  of  tlie  common  drill  of  the  miner,  sometimes  that  of 
a  cutting  tool,  but  in  neither  of  these  machines  had  the  idea  of  boring 
like  an  auger  iuto  wood,  or  a  drill  into  iron,  been  applied. 

For  some  years  this  last-mentioned  mode  of  boring  had  been  employed 
in  France  with  better  results  than  those  of  other  machines  which  had 


Perforator,  or  rock-drilling  machines,  can  be  divided,  according  to 
their  mode  of  working,  into  two  principal  systems — percussion  and 
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The  different  inacliiiies  of  the  two  systems  which  were  shown  at  the 
Exposition,  Or  ■which  have  been  employed  in  driving  large  tunnels, 
will  now  he  noticed. 

I.— MACHINES  eOR  E011IN(}  BY  PEEC fJSSION". 

The  apparatus  for  boring  by  percussion  can  be  divided  into  two  classes — 
the  first,  those  that  are  -worked  by  mannal  labor;  the  second,  those  which 
use  compressed  air  or  steam  as  the  motive  power.  Only  one  apparatus, 
the  cavateur  TrotiiUet,  is  comprised  in  the  first  class. 

TEOUILLET'S  EXCAVATOR. 

This  apparatus,  invented  hy  Mr.  Trouillet,  is  intended  to  scoop  out 
the  rock  at  the  bottom  of  the  drill  holes  in  mines,  so  as  to  give  a  cham< 
ber  for  the  reception  of  a  larger  qnantity  of  powder  than  the  drill  hole 
wonld  contain.  It  can  also  be  used  to  enlarge  a  round  hole  throughout 
its  whole  length,  beginning  the  work  at  the  bottom.' 

The  principal  parts  of  this  apparatus  are — 

1.  An  iron  bar  or  stem  d,  projecting  0™.8O  beyond  the  tube  J.  This 
stem  is  provided  with  a  pair  of  cutters  e  e,  (Fig.  1,  Plate  II,)  fixed  to- 
gether by  hinges,  which  allow  each  to  describe  a  quarter  of  a  circle. 
The  pin  g,  upon  which  they  are  hinged,  is  kept  in  place  by  the  side  of 
the  tube  Jc.  There  is,  however,  but  a  small  amount  of  pressure  on  this 
pin,  for  the  tools  are  so  arranged  as  to  receive  the  shock  due  to  the  per- 
cussion directly.    The  lower  part  of  the  stem  is  made  of  steel. 

2.  A  pair  of  tools  or  cutters  ee,  (I"ig- 1,)  in  steel,  destined  to  attack 
the  rock  by  the  movement  they  receive  from  the  stem,  worked  like  the 
ordinary  mining  bar.  For  convenience  of  working,  Mr.  Trouillet  has 
made  a  series  of  tools,  composed  of  four  pairs  of  different  sizes. 

3.  A  tightening  piece  composed  of  two  pieces,  united  by  nuts,  and 
intended  to  fix  the  tube  at  the  required  height.  This  piece  rests  by  its 
lower  extremity  ou  the  top  of  a  long  hollow  screw  which,  by  working  in 
a  nut  in  the  top  of  a  standard,  enables  the  operator  to  change  the  height 
of  the  tool.  The  hoUow  screw  is  made  of  bronze,  or  brass,  and  the  nut 
is  of  cast  iron. 

4.  A  tube  &,  (Fig.  1,)  for  guiding  the  stem.  This  is  a  little  longer 
than  the  depth  at  which  it  is  required  to  enlarge  the  hole.  The  lower 
part  of  this  tube  is  closed  by  a  piece  of  iron  solidly  riveted.  Two  steel 
anvils  rest  upon  this  piece,  (see  Fig.  2,)  and  the  width  of  each  anvil  is 
equal  to  that  of  the  steel  tools,  which,  by  striking  the  anvils,  are  sud- 
denly thrown  apart.  These  anvils  are  only  fixed  by  a  rivet,  which  can 
be  drawn  out  when  the  anvils  ought  to  be  renewed.  They  are  arranged 
so  that  the  tools  or  cutters  striking  them  can  be  extracted  from  the  inside 
of  the  tube  by  an  opening  left  for  that  purpose. 

'An  apparatus  similar  to  this  was  ma^e  in  San  Francisco,  California,  a  few  Vfi»T« 
since.    The  cntrtera  were  adapted  to  liand-drills  alone.— W.  P.  R. 
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In  working  with  this  machine  two  workmen  give  to  tlie  stem  d  a  ver- 
tical movement,  like  an  ordinary  jumper,  canaing  tlie  cuttera  ee  to 
strike  against  the  aides  of  the  rock.  Anotlier  workman  tni-na  the  whole 
machine  by  means  of  handles.  In  this  manner  the  cntters  are  made  to 
strike  successively  all  the  parts  of  tlie  cavity  to  be  hollowed  out,  and 
follow  a  series  of  heliacal  lines.  When  the  screw  haa  arrived  at  the  end 
of  its  stroke  the  operation  commences  ag-ain  in  the  contrary  direction, 
and  so  on  until  the  cutters  have  arrived  at  their  maximum  of  expansion. 
This  will  be  known  by  the  collar  of  the  stem  coming  in  contact  with  the 
tube.  The  tools  are  then  changed  for  larger  ones,  until  the  cavity  has 
been  sufflciently  enlarged ;  the  largest  tools  can  produce  a  chamber  with 
a  diameter  of  0™.30. 

Mr.  Trouillet  states  that,  beginning  with  the  little  tool,  tlie  jumper 
ought  to  strike  twenty  blows  for  one  turn  of  the  screw,  while  in  using 
the  largest  it  ought  to  make  seventy  blows.  He  also  says  that  a  chamber 
of  O^.SO  by  0°'.50  in  height,  holding  35  kilogrammes  of  powder,  requires 
fifty  hours'  work  in  rock  of  ordinary  hardness. 

The  price  of  this  percussion  apparatus  complete,  to  work  up  to  three 
metres  of  height,  is  650  francs,  delivered  In  Paris.  Inspection  alone  of  the 
machine  shows  that  it  is  only  applicable  to  rocks  of  a  certain  hardness, 
it  has  been  employed  with  success  in  some  sea-ports,  where  a  series  of 
holes  in  line  have  been  fired  with  the  electric  wire.  The  lifting  of  the 
debris  is  made  by  a  scoop,  shaped  like  an  Archimedian  screw. 

BOEIKG  BY  STEAM  OK  COMPRESSED  ATE. 

The  boring  machines  of  the  second  class,  actuated  by  steam  or  com- 
pressed air,  are  divided  into  two  systems,  according  to  their  mode  of 
working. 

The  first  includes  the  apparatus  which  serve  to  make  the  holes  to  be 
blasted  with  powder.  The  second  comprises  the  machines  intended  to 
cut  out  the  rock  the  size  of  the  gallery  by  direct  action,  unaided  by 
powder. 

The  best  known  power  machines  for  boring  blasting  holes  are — 

1.  Those  of  Mr.  Sommedier,  employed  at  Mont  Cents. 

2.  The  apparatus  of  Mr.  DSring,  of  Prussia,  employed  for  the  last  three 
years  at  the  Vieille  Montagne  mine. 

3.  The  borer  of  Mr.  Bergstroem,  of  Sweden. 

4.  And  lastly,  the  steam-borer  of  Mr.  Herman  Haupt,  C.  E.,  of  Phila- 
delphia, United  States. 

BORER  OF  MR.  SOMMEILIER. 
Before  undertaking  the  description  of  this  raachiae,  which  has  produced 
such  a  sensation  among  engineers,  we  will  give  a  few  words  upon  the 
machines  which  give  motion  to  the  striker.  These  machines  are  com- 
posed of  air-compressore  and  iron  pipes  to  carry  the  compressed  air  to 
the  boring  apparatus. 
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On  tbe  Italian  side  of  the  Alps,  at  Bardonneche,  (tlie  Piedmont  en- 
trance,) the  air- com  pressors  are  a  kind  of  hydraulic  ram,  the  valves  of 
■which  are  arranged  in  snch  a  way  that  at  ea«h  lift  of  the  valve  admitting 
water  a  certain  quantity  of  air,  at  a  pressure  of  five  atmospheres,  is  forced 
into  a  reservoir  ten  metres  long  and  seventeen  cubic  metres  capacity. 

The  air-compreasors  at  Modena  (north  side)  are  composed  of  a  hori- 
zontal cylinder  full  of  water,  in  which  a  piston  works,  and  of  two  vertical 
cylinders  receiving  the  air  and  provided  with  valves  in  their  upper  part. 
By  the  motion  of  the  piston  a  quantity  of  aii-,  equal  to  that  of  the  water 
displaced  hy  the  movement,  is  introduced  and  expelled  at  each  stroke. 
The  air  is  conducted  to  the  boring  machine  by  cast-iron  pipes  of  0'".20. 
It  has  been  ascertained  that  the  loss  due  to  friction  is  about  one-tenth 
of  an  atmosphere. 

The  boring  machines  of  Mr.  Sommeilier  (Figs.  6,  7,  8,  Plate  II}  are 
essentially  composed  of  a  cylinder  H,  in  which  the  compressed  air  works. 
The  piston-rod  traverses  the  heads  of  this  cylinder,  and  carries  on  one 
side  a  screw  which  commands  the  distributor.  A  machine  I,  similar  to 
a  steam-engine,  commands  the  slide-valve  of  this  distributor.  This  ar- 
rangement was  adopted  inasmuch  as  the  stroke  of  the  piston  which  car- 
ries the  drill  varies  with  the  hardness  of  the  rock  and  the  position  of  the 
drill  in  the  hole,  and  no  reliance  could  be  placed  upon  tbe  introdaction 
of  the  compressed  air  by  means  of  the  percussion  alone. 

The  whole  appai'atus  weighs  200  kilogi'ammes.  It  rests  upon  two 
beds  0^.03  wide  by  O^-OS  high,  and  0™.09  apart.  Their  length  is  2».70. 
They  are  cut  upon  their  inside  faces  in  the  form  of  a  nut,  in  which  the 
screw  V  moves,  (Pigs.  6,  7,)  and  the  edge  of  their  lower  faces  is  formed 
like  a  rack. 

The  cyhnder  of  the  distributing  machine  is  0"^.06  in  diameter.  The 
stroke  of  the  piston  is  Oo'.lO ;  it  is  furnished  with  a  connecting  rod  and 
a  crank,  and  by  means  of  gearing  gives  a  rotary  movement  to  a  square 
stem  T,  (Pig,  7,)  upon  which  is  fixed,  first,  a  pall  D,  which  advances 
tooth  by  tooth  the  ratchet-wheel  E,  provided  with  sixteen  teeth,  and  fixed 
invariably  on  the  prolongation  of  the  piston-rod  in  such  manner  that 
after  sixteen  blows  of  the  dnU,  the  ratchet,  the  piston,  and  the  drill  have 
made  a  complete  revolution;  second,  a  plate  furnished  with  a  cam  C,  which 
moves  tlie  slide-rod  *,  and  if  we  suppose  that  the  slide-valve  pushed  by 
this  cam  advances  and  stops  the  aperture  for  admission,  the  air  which 
acts  escajjes  through  the  opening  which  communicates  with  the  atmo^ 
sphere  by  the  hollow  passage  in  the  slide-valve,  and  the  piston  is  carried 
to  its  original  position  by  the  constant  pressure  which  is  exerted  on  its 
front  face.  At  this  instant  the  valve  abandoned  by  the  cam  0  is  pushed 
back  suddenly  to  its  initial  position  by  the  difference  of  pressure  which 
is  exerted  upon  the  two  faces,  and  thus  opens  the  inlet  port. 

The  diameter  of  the  piston  of  the  boring  machine  is  Om.Ofi,  its  stroke 
0"'.20,  and  it  gives  200  blows  per  minute.  This  macliine  is  single-acting. 
The  compressed  air  enters  by  the  opening  in  constant  communication  by 
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the  conduit  with  the  front  part  of  the  cylinder;  when  the  piston  is  at 
the  end  of  its  stroke  the  slide  opens  the  inlet  port,  and  the  piston  only 
advances  in  consequence  of  the  difference  of  the  pressure  of  air  on  its 
back  face  fitted  with  a  slender  rod,  and  on  its  internal  face,  of  which  the 
section  is  reduced  by  the  large  shaft  of  the  tool-eariier.  The  impul- 
sive force  upon  the  piston  is  for  some  of  these  machines  95  kilo- 
grammes, and  for  others  150  kilogrammes. 

We  have  before  explained  how  the  drill  is  made  to  rotate;  it  remains 
to  show  how  it  is  made  to  advance,  and  how  it  can  be  rapidly  taken  out  in 
case  of  need.  If  the  screw  V,  constantly  geai'ed  into  its  nut  formed  by 
the  internal  filleted  faces  of  the  beds,  were  fixed  permanently  upon  the 
shaft  T',  it  would  follow  that  in  each  rotation  of  the  drill  it  would 
advance  the  cylinder  by  a  length  equal  to  its  pitch ;  but  it  should,  on  the 
contrary,  only  advance  at  the  same  speed  that  the  drill  enters  the  rock, 
therefore  the  screw  V  works  loosely  upon  the  shaft,  and  only  turns  whea 
the  clutch-box  M  catches  it,  this  clutch  being  continually  pushed  by  the 
action  of  a  spiral  spring  N,  which  is  retained  by  the  rod  F,  the  use  of 
which  will  be  explained,  (Fig.  7.) 

The  rod  F  connected  with  the  clutch  carries  at  its  front  extremity — 

1.  A  fork,  the  teeth  of  which  rest  against  those  of  a  rack  on  the 
lower  part  of  the  bed  plate. 

2.  A  prolongation  Q,  terminated  by  a  semicircular  appendage. 

If  we  uow  suppose  that  the  piston  is  reaching  the  end  of  its  stroke,, 
with  the  drill  scarcely  touching  the  bottom  of  the  hole,  the  tappet  P 
fixed  upon  the  shaft  of  the  tool-carrier  (Fig-  6)  strikes  the  api)endage  Q, 
forces  it  to  drop,  and  detaches  the  tooth  8  from  the  rack.  Then  the 
clutch  box  M,  impelled  by  the  spring  N,  catches  and  turns  the  screw  V. 
The  striking  cylinder  advances  till  the  fork  S  is  caught  by  the  following 
tooth  of  the  rack,  and  thus  disengages  the  clutch. 

It  may  be  granted  that  Mr.  Sommeilier  has  constructed  an  ingenious 
machine,  which  fulfills  the  following  conditions: 

1.  It  strikes  hard  and  rapid  blows  upon  the  rock. 

3.  It  transmits  a  self-acting  rotary  motion  to  the  drill,  required  to 
prevent  it  from  becoming  fixed  in  the  hole. 

3.  It  imparts  also  a  progressive,  self-acting,  and  regular  advance  to 
the  drill  as  the  hole  deepens  in  working. 

4.  And  lastly,  it  can  be  rapidly  drawn  back  to  change  the  tools. 
The  tool  is  a  drill,  with  the  cutting  edge  in  the  form  of  a  Z ;  it  makes 

a  hole  of  0"i.09  and  0™.04,  but  in  the  first  case  it  is  furnished  for  011.20 
behind  its  head  with  a  bulge  which  trims  or  reams  tbe  boles  to  full  size. 
The  stroke  of  the  machine  is  but  0™.8O,  but  it  can  make  a  hole  to  a  depth 
of  0™.90  by  reason  of  the  length  of  the  drills,  which  vary  from  0™.50  to 
2°  .00. 

Let  us  now  inquire  if  this  apparatus  has  answered  the  expectations  of 
its  author,  and  if  this  system  of  percussion  will  really  render  the  service 
expected  from  it.    We  do  not  hesitate  to  express  the  opinion  that  it  has 
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not,  and  the  following  data  will,  we  tliiuk,  prove  beyond  a  doubt  tliat  a 
percussion  machine  is  not  the  one  that  should  be  employed  in  this  kind 
of  work. 

The  apparatus  placed  before  the  breast  of  the  gallery  to  be  attacked 
carries  8  drills,  which  cover  a  section  4  metres  wide  by  3  metres  high, 
equal  to  an  area  of  12  nquare  metres.  Eighty  holes  are  bored,  6  of  0™.O9 
and  74  of  O^.Ol  diameter,  and  O^-SO  deep.  The  daily  work  has  varied 
evide]itly  according  to  the  hardness  of  ttie  rock;  in  March,  1863,  it  was 
1™.10  in  twenty-four  hours,  in  April  l^.iO,  and  in  some  parts  of  the 
strata  even  2™.50 ;  but  when  the  hank  of  quartz  was  met,  (which  was 
308  nieti-es  thick,)  the  advance  was  hardly  0™.50  per  day. 

During  the  month  of  March,  1S63,  it  was  shown  that  each  explosion 
of  Q'^.IO  to  0".80  required  six  hours  for  boring  the  holes,  and  four  hours 
for  the  miners  carrying  away  the  rubbish. 

The  staff  employed  for  tlie  boring  of  the.  holes  during  tweiity-foiir 
hours  was  as  follows: 

Two  shifts IC, 

Miners 3 

Laborers  for  taking  away  the  debris 8 


Total 2S 

Although  we  have  not  to  take  into  aeeouiit  the  motive  engines,  we 
ought  to  add  that  the  compressors  required 0 

Total 37 

If  we  examine  the  staff  employed  in  repaii'ing  the  tools,  we  remark 

that  in  1863,  for  8  machines  working,  there  were  60  in  the  shop.  At  this 
time,  when  the  work  is  carried  on  both  from  the  French  and  the  Italian 
sides,  the  number  of  engines  working  is  16,  and  of  those  in  the  work- 
shops repairing  200- 

In  1863,  as  we  have  stated,  for  repairing  8  perforators  working  in  a 
coarse  sandstone,  {gr^s  a  gros  grains,)  the  staff  attached  to  the  workshops 
was  composed  ot: — 

Men, 

Blacksmiths  repairing  tools  and  parts  of  machines H 

Fitters,  turners,  firemen,  and  boiler-makers 10 

Total 24 

Thus  24  men  were  occupied  daily  in  repairing  8  machines.  At  this  time 
the  number  is  much  larger;  unfortunately  it  is  almost  impossible  to  ob- 
tain exact  accounts  of  the  cost  of  repairing.  All  tliat  we  know  to  be 
exact  is  that  at  this  time  the  work  has  been  offered  to  a  company  at 
6,000  francs  per  running  metre,  giving  them  all  the  apparatus;  they  to 
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repair  the  tools  and  clear  away  the  dirt.    This  was  refnseiJ,  altUougU 
the  price  was  equal  to  500  francs  per  cubic  metre. 

The  enormous  shocks  which  the  machine  was  subjected  to  obliged 
them  to  change  the  iron  beds  for  Krupp  steel  ones ;  the  springs  often 
broke,  aiid  the  drills  cannot  advance  Oin.20  or  0™.30  without  requiring 
repairs. 

Even  admitting  the  possibility  of  constructing  these  machines  strong 
enough  to  resist  these  causes  of  destruction,  we  still  say  the  percussion 
system  presents  such  disadvantages  that  renders  its  adoption  inip<^sible; 
for  when,  by  the  blows  of  the  drill,  pieces  of  rock  are  broken  off,  and 
instead  of  being  thrown  out  they  are  still  subjected  to  the  blows  and  re- 
duced to  powder,  this  causes  a  loss  of  work.  It  is  true  that,  to  aid  in 
clearing  the  holes  at  Mont  Oenis,  they  iiyected  water  under  a  pressure 
of  five  atmospheres,  but  this  was  abandoned  because  the  tool  became 
clogged.  At  this  time  a  jet  of  air  at  five  atmospheres  is  forced  in  and 
drives  the  dust  from  the  bottom  of  the  hole.  This  dusty  atmosphere 
must  be  injurious  to  the  health  of  the  workmen. 

Besides,  when  the  drill  has  penetrated  the  rock  a  short  distance,  it  is 
no  longer  guided  and  supported,  and  its  vibrations  are  so  considerable 
that  they  can  only  be  compared  to  tliose  of  the  axles  of  railway  wheels. 
These  vibrations  evidently  prevent  the  making  of  a  uniformly  circular 
hole,  and  leave  ridges  in  the  hole,  which  prevents  the  use  of  cartridges, 
which  are  mnch  better  than  (o  ram  in  powder. 

We  ought,  lastly,  to  add  that  the  boring  of  the  holes  is  but  a  part  of 
the  worit  to  be  done ;  there  still  remains  the  work  of  clearing  out  and 
removing  the  dirt  and  debris.  It  is  necjessary  that  the  boring  machine 
should  be  solid  enough  to  require  little  repair,  so  that  the  cost  for  tools 
shall  not  be  altogether  out  of  proportion  to  the  work  done. 
DORING'8  boker. 

This  apparatus  is  worked  by  compressed  air,  and  is  composed  of  a 
cylinder  0">.400  in  diameter,  and  0>".300  long,  (Fig.  10,  Plate  II.)  In  this 
cylinder  a  piston  moves,  to  which  is  fixed  the  stem  of  the  drill.  The 
compressed  air  is  distributed  by  means  of  a  slide-valve,  and,  after  acting 
freely,  escapes  into  the  air.  Two  ratchet-wheels,  furnished  with  dogs, 
are  placed  at  the  back  of  the  cylinder,  and  are  put  in  action  by  the  pro- 
longed rod  of  the  piston  by  means  of  a  fork  which  commands  the  dogs. 
One  of  the  ratchet-wheels  serves  to  give  to  the  drill  a  rotary  movement 
on  its  axis ;  the  other  ratchet,  which  is  nearest  to  the  cylinder,  is  equally 
commanded  by  the  forks  joined  to  the  prolongation  of  the  stem  of  this 
latter.  This  ratchet,  by  means  of  a  toothed  wheel  witb  which  it  is  con- 
nected, drives  a  gearing  which  advances  the  tool  upon  the  screwed  stem, 
which  forms  one  of  the  supports.  The  arrangement  of  the  tool  is  such 
that  the  drill  only  advances  when  the  jaston  has  run  its  stroke,  a  plan 
which  we  think  is  very  defective.  It  is  evident  that  the  advance  of  the 
tool  ought  not  to  depend  npon  the  stroke  of  the  piston,  but  uiKiu  the 
hardness  of  the  rock,  as  in  Mr.  Sommeitier's,  machine. 
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This  apparatus  of  Doring  weighs  forty-five  liilogrammes,  and  consti- 
tutes the  borer,  properly  so  called.  It  is  erected  iipou  a  special  carriage, 
wliich  allows  any  direction  to  be  given  to  the  drill  that  is  desired.  The 
pressure  of  the  air  varies  from  |  of  an  atmospliere  to  IJ.  This  machine 
has  been  employed  for  some  few  years  at  Moresnet,  at  La  Vieille  Mon- 
tague. The  following  information  has  been  given  to  us  by  the  chief  en- 
gineer of  this  company. 

The  rock  is  a  quartzose  aud  porous  dolomite.  A  six  horse-power  engine 
is  required  to  work  two  machines ;  the  air  is  compressed  to  IJ  atmo- 
spheres. For  one  working  machine  it  requires  two  in  reserve.  Tlie  speed 
per  minute  is  Om.OS,  ineludiug  replacing  the  drills.  Bach  drill  will  not 
bore  more  than  0"'.30  to  0™.30  without  being  replaced.  Its  speed  of  ad- 
vance at  Yieille  Montague  over  ordinary  borers  has  been  treble  iu  hard 
rock,  but  only  double  in  soft  rock. 

With  such  results  one  may  ask  what  is  the  real  advantage  of  such  an 
instrument  which,  with  a  foree  of  three  horse-power,  does  only  three 
times  or  tnice  the  work  of  a  man  1 

We  ought  to  add  to  these  explanations  that  we  assisted  at  experiments 
made  at  the  Universal  Exposition.  The  granite  rock  chosen  for  the 
trials  wa  s  of  ordinary  density,  and  perfectly  homogeneous.  Nevertheless 
the  tool  underwent  heavy  shocks,  although  the  pressure  of  the  air  did 
not  exceed  1 J  atmospheres.  The  rate  of  speed  was  from  Om.OS  to  0™.035 
per  mitmte ;  we  ought  also  to  a-dd  that  the  machine,  valued  at  about  350 
francs,  required  several  days'  repairing,  valued  at  nearly  500  fraucs. 

We  are  convinced  that  tMs  apparatus  would  not  stand  one  instant  the 
shock  produced  by  attacking  quartz  and  flint  under  a  pressure  of  five  at- 
mospheres. The  cutting  edge  of  the  drills  employed  is  about  the  same  as 
those  at  Mont  Oenis.   The  diameters  of  the  holes  are  of  Oin.025  and  0™.030. 

BEEGSTEOEM'S  PEEFOKATOK. 

This  borer,  of  which  we  can  only  give  a  very  brief  notice,  because  we 
did  not  see  it  at  work  at  the  Exposition,  although  efforts  were  made  for 
that  purpose,  is  operated  by  compressed  air,  but  has  the  disadvantage 
over  the  preceding  ones  of  not  having  a  self-acting  advance  movement. 
The  workman  gives  this  movement  by  hand  as  required.  It  is  repre- 
sented by  Figs.  11  and  12,  Plate  II.  A  A  is  a  slide  in  two  cylindrical 
parts,  united  with  the  rod  a,  luoved  by  means  of  the  fly-wheel  V  by  the 
connecting  rods  S  S.  B,  wedge,  driven  by  the  screw  D,  furnished  with  a 
fly  C,  allows  of  closing  more  or  less  the  escape- valve  E,  so  as  to  offer  a 
varying  resistance  to  the  motion  which  it  receives  from  the  tap[)ets  //. 
The  escape  takes  place  freely  into  the  air  by  the  opening  in  the  upper 
part  of  the  slide-valve  chest.  G,  cylinder,  in  which  moves  the  piston  H, 
0™,014  diameter,  with  a  stroke  of  0™.208.  I,  iron  rod,  forged  with  the 
piston,  and  provided  with  a  socket  K  to  receive  the  drill.  This  rod  is 
hollowed,  and  in  its  interior  there  is  another  cylindrical  rod  L,  attached 
to  the  body  of  the  piston  by  the  keys  >r.     Upon  this  rod  is  fixed  a  worui- 
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wheel  N,  gearing  into  an  endless  screw  P,  fixed  upon  the  fly-wheel 
shaft  T.  It  follows  from  this  ai'rangement  that  in  giving  motion  to  the 
fly-wheel,  motion  is  imparted  on  the  one  hand  to  the  pistOH  a  a,  in  order 
that  the  air  admitted  on  one  face  of  the  piston  H  may  cause  it  to  advance, 
and  on  the  other  hand  the  endless  screw  imparts  its  movement  to  the 
gearing  N — that  is,  to  the  piston  itself,  and,  consequently,  to  tlie  drill ; 
and  in  continuing  the  movement  of  rotation,  the  admission  of  air  talces 
place  at  the  opposite  face  of  the  piston,  and  the  air  on  the  other  side 
escapes  into  the  gallery,  and  so  on. 

The  forward  movement  is  effected  in  the  following  manner ;  The  whole 
arrangement  is  borne  upon  a  piece  T,  fixed  to  the  roof,  or  the  walls,  of 
the  gallery,  wliich  carries  a  rack  on  one  aide  in  wliich  a  wheel,  attiiched 
to  the  borer,  works  so  tliat  the  apparatus  may  be  raised  or  lowered. 

This  apparatus  weighs  65  kilogrammes ;  the  price  is  550  francs, 

It  works  with  air  compressed  to  one  atmosphere.  It  gives  300  to 
400  blows  per  minute.  The  diameter  of  the  drifls  varies  from  Om.OlS  to 
0-.025. 

This  apparatus  requires  power  to  compress  the  air,  and  a  regulating 
reservoir.  The  force  of  the  engine  required  varies  from  four  to  five 
horse-power. 

We  think  that  this  ajtparatns  has  imperfections  similar  to  those  that 
we  have  previously  pointed  out;  nevertheless  its  construction  appears 
to  be  such  that  it  can  resist  the  blows  in  working. 

HAUPT'S  DEILL. 

This  percussion  borer  differs  essentially  in  its  construction  from  those 
described.  It  works  by  means  of  steam.  The  drill  passes  down  a  hollow 
piston  rod,  to  which  it  is  fixed  by  the  extremity  which  is  before  the 
workman, — (See  Figs,  2,  3,  4  and  5,  Plate  II.}  The  reciprocating  move- 
ment is  communicated  directly  to  the  drill,  and  by  a  special  arrangement 
of  the  slide-valve  the  introduction  of  the  steam  into  the  cylinder  is  avoided 
until  the  piston  has  arrived  at  the  end  of  its  forward  stroke. 

The  force  of  the  blow  of  the  drDl  upon  the  rock  evidently  depends  on 
the  pressure  of  the  steam  upon  the  piston.  It  will  be  observed,  besides, 
that  the  useful  effect  of  the  drill  depends  much  more  upon  the  section  of 
the  piston  and  the  pressure  of  the  steam,  than  on  the  length  of  the  stroke 
of  the  piston,  and  that  tlie  consumption  is  proportioned  to  this  last  di- 
mension. The  length  of  the  stroke  of  the  piston  isO™.102,  and  the  num- 
ber of  blows  per  minute  is  375. 

The  movement  of  rotation  is  given  to  the  drill  in  the  following  way: 
The  box  in  which  the  shaft  of  the  drill  is  held,  and  wliich  turns  with  it, 
carries  a  ratchet-wheel  on  one  part  of  its  circumference,  and  aroimd  this 
wheel  is  a  ring  fumi8he<l  with  a  pall,  which  catches  in  the  teeth  of  the 
ratchet-wheel.  This  ring  also  carries  a  projecting  tappet,  which  passes 
in  an  indined  groove  left  in  the  outer  envelope  of  sheet-iron  which  sur- 
rounds the  steam-cylinder.    The  tappet  participates  in  the  movement  of 
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the  piston  and  drill,  and  by  sliding  in  the  inclined  "groove  turns  a  screw 
■witli  wliicb  it  is  combined,  and  by  means  of  the  pall  gives  the  ratchet- 
wheel  and  the  drill  a  rotary  motion. 

This  arrangement  would  be  insufficient  alone,  since  the  tappet  moving 
in  both  directions  in  the  groove  destroys,  to  a  certain  extent,  during  the 
forward  stroke,  the  useful  effect  produced  during  the  back  stroke.  To 
obviate  this  imperfection,  and  to  maintain  the  rotation  transmitted  to. 
the  drill,  there  is  a  second  ratchet-wheel  placed  at  the  front  end  of  the 
box  that  carries  the  drilL  A  steel  spindle  placed  in  a  recess  formed  by 
the  cylinder  jacket  locks  into  the  teeth  of  this  second  ratchet-wheel,  so 
that  the  movement  of  rotation  only  tatee  place  one  way.  The  first 
.ratchet-wheel  allows  the  transmission  of  the  I'otating  movement  to  the 
tool;  the  second  forces  this  movement  to  be  always  effected  one  way. 

Mr.  Haupt  has  contrived  a  special  arrangement  which  causes  the  drill 
to  always  stiike  upon  the  rock  with  the  same  force,  and  to  vary  its  ad- 
vance according  to  the  hardness  of  the  rock.  If  the  drill  is  put  into  the 
drill-carrier  in  such  manner  that  at  any  given  time  the  motion  of  this 
latter  can  be  suddenly  arrested  while  the  tool  itself  continues  to  move, 
it  is  clear  that  each  stoppage  of  the  tool-carrier  will  be  followed  by  an 
advance  of  the  tool ;  but  as  this  stoppage  would  diminish  the  force  of 
the  blow  upon  the  bottom  of  the  hole,  it  is  only  allowed  to  take  place  at 
intervals. 

Mr.  Haupt  estimates  that  three-horse  power  is  required  for  each 
borer,  and  that  the  rate  of  progress  in  rocks  of  ordinary  hardness  is 
0™.O5  per  minute. 

BEAUMONT  AND  LOCOCK'S  DRILLING  ENGINE. 

This  machine  is  worked  by  compressed  air ;  its  object  is  to  pierce  a 
gallery  of  two  metres  diameter  entirely  by  the  machine,  aided  by  powder 
for  disengaging  the  core  of  rock  which  is  left  in  the  middle  of  the  annu- 
lar trench  cut  by  the  drills. 

This  machine  is  composed  of  a  east-iron  plate  A,  (Figs.  1,  2,  3,  Plate 
in,}  which  earri(*s  on  its  circumference  fifty  drills  made  of  cast-steel,  aa, 
and  in  its  center  a  similar  drill  6.  The  diameter  of  the  plate  is  about  two 
metres,  and  is  the  same  as  that  of  the  gallery  to  be  driven.  It  is  flxed  on  a 
hollow  iron  shaft  B,  about  two-thirds  of  its  length  being  a  piston,  which 
moves  in  a  cylinder  C 

The  stroke  of  the  piston  is  about  0in.30.  D  is  the  slide-valve  which 
introduces  the  air  (compressed  to  two  atmospheres)  to  each  face  of  the 
piston,  and  gives  it  an  alternate  movement  of  250  blows  per  minute,  A 
worm  worked  by  a  special  mechanism  turns  the  axle  B,  with  the  drills 
by  means  of  the  screw  wheel  E,  combined  with  the  axle.  The  carriage 
on  which  the  piston  shaft  is  mounted  receives  a  forward  motion  by  a 
special  arrangement.  The  water  which  is  thrown  into  the  groove  formed 
by  the  diills  enters  the  interior  of  the  shaft  B,  and  by  pipes  branched 
upon  this  axle  is   conducted   to  the  circumference  of  the  plate  A. 
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We  will  not  dwell  longer  on  the  description  of  tliis  machine,  which 
has  seen  daylight,  but  which,  we  think,  ■will  never  see  the  end  of  a  gal- 
lery in  a  mine  or  tunnel.  Tlie  fifty-one  working  drills  augment  not  only 
in  a  considerable  proportion  the  causes  of  breaking  that  we  have  previ- 
ously pointed  out ;  but  even  admitting  that  this  machine  will  not  destroy 
itself,  tlie  regular  work  that  it  is  capable  of  doing  would  cause  its  rejec- 
tion. It  is  evident  that,  in  a  rock  of  ordinary  hardness,  the  drills  could 
not  do  more  than  ©".OO  without  being  replaced  once  or  twice ;  the  uiachine 
would  therefore  have  to  be  unscotched  and  driven  back  at  least  the 
length  of  the  work  to  replace  the  army  of  drills  of  which  it  is  composed, 
(this  last  work  does  not  appear  easy  to  do,)  and  again  advance,  scotch 
it,  and  set  it  at  work.  We  have  not  calculate.d  the  time  necessary  for 
all  these  operations;  but  this  we  do  know,  tha*  when  the  boring  is  fin- 
ished ftnd  it  is  necessary  to  draw  back  the  machine  for  the  hist  time  out 
of  the  galleiy  to  have  space  to  take  away  the  debris,  the  volume  of  this 
latter,  broken  up  by  the  powder,  would  not  exceed  2™  .82  cubic.  It  is 
evident  that  under  such  conditions  the  work  performed  would  be  com- 
paratively nothing.  But  it  is  evident  that  the  work  of  the  drills  will  be 
very  irregular  on  account  of  the  nature  of  the  rock  itself,  and  the  un- 
equal wear  of  the  drills ;  consequently  a  few  only  of  the  drills  would 
work  at  a  time,  and  these  would  receive  all  the  blow  of  the  machine ; 
under  these  cii'cumstances  they  would  frequently  break,  necessitating, 
as  we  have  stated,  the  frequent  withdrawal  of  the  machine,  which 
weighs  more  than  ten  tons. 

II.— BOllI^TG  BY  KOTATION. 

We  have  before  pointed  out  the  imperfections  inherent  and  inevitable 
in  the  system  of  boring  by  percussion,  and  however  ingenious  the  com- 
bination given  to  the  apparatus,  we  are  convinced  they  are  destined  to 
disappear  and  to  give  way  to  the  system  of  rotating  borers,  which  will 
now  be  described. 

The  borers  by  rotation  are  divided,  like  those  by  percussion,  into  two 
clashes;  the  first  comprises  those  worked  by  hand,  the  second  those 
which  require  water,  steam,  or  compressed  air  as  the  motive  power. 

Among  the  first  we  remark  the  borer  of  Lisbet  and  Jaoquet,  Mr, 
Leschot's  borer,  constructed  by  Mr.  Pitet.  and  lastly  Mr.  Trouillet's  rota- 
ting excavator. 

BORER  OF  LISBET  AND  -TACQUET, 

The  tool  of  this  borer  is  formed  of  a  blade  of  corrugated  steel  O^.OOT 
thick  and  0™.035  wide,  twisted  like  an  anger  bit,  so  that  it  draws  from 
the  hole  the  debris  of  the  rock  detached  by  the  cutting  end,  which  has 
two  edges,  making  a  very  obtuse  angle,  like  a  drill  for  perforating  metals. 
This  tool  offers  a  certain  peculiarity;  the  drill,  instead  of  advancing 
according  to  the  hardness  of  the  rock,  works  in  the  manner  of  a  screw 
turning  in  a  fixed  nut,  and  is  expected  to  penetrate  at  a  certain  rate, 


y,GoogIc 


MINING BOEING   AND    DRILLING.  43 

irrespective  of  the  hardness  of  the  material  being  bored.  By  this  ai-- 
rangeraent,  if  the  rock  is  too  hard  to  he  overcome  by  the  motive  power 
used,  the  drill  either  stops  or  breaks.  The  screw  of  the  driU-earrier  has 
four  threads  per  centimetre,  so  that  the  rate  of  progression  is  0™.Ol  for 
four  turns. 

The  frame  of  the  drill-carrier  is  ingeniously  arranged,  to  enable  it  to 
be  moved  rapidly  and  to  make  holes  in  all  directions. 

The  support  or  frame  for  this  drill  consists  of  an  upright,  or  standard, 
to  be  sustained  in  the  drift,  or  gallery,  by  steel  points  at  each  end,  one 
of  which  can  be  forced  against  the  roof  by  a  screw,  while  the  other  rests 
upon  the  floor.  The  body  of  this  standard  is  doable,  and  so  made  that 
a  sliding-drill  snpport  can  be  raised  or  lowered  in  it,  and  be  sustained  at 
any  desired  height  by  means  of  pins.  Motion  is  given  to  the  drill  by 
means  of  a  winch  and  ratchet  working  in  the  usnal  way. 

Result  op  the  experiments.  On  the  11th  May,  1861,  a  commission 
of  engineers  made  some  experiments  with  this  borer,  and  obtained  the 
following  results : 

Pirst  experiment — soft  schist;  rate  of  advance,  O^-IO  per  miuiite,  in- 
cluding fixing  the  tool. 

Second  experiment — a  little  harder  schist,  about  the  same  rate. 

Third  experiment — sandstone,  coarse  grains,  ordinary  hardness;  rate 
per  minute, '0°'.O23, 

Fourth  experiment — same  stone,  0™.086  per  miunte. 

Fifth  experiment — very  hard  sandstone,  O^.OIS  per  minute. 

These  experiments  only  lasted  6  hours  and  8  J  minutes  for  the  two  first, 
15  hours  for  the  third,  5  hours  and  6  minutes  for  the  fourth,  and  11  hours 
for  the  fifth,  and  the  workman  turning  the  handle  exerted  double  the 
force  of  regular  labor. 

Further  experiments  were  made  in  October,  1861,  at  the  pits  at  Car- 
ling,  (Moselle,)  giving  the  following  result-s : 

First.  Soft  coal  schist ;  rate,  Oia.Oie  per  minute. 

Second.  <h'ds  hotiUUm;  compact;  rate,  0™.05  per  minute. 

Third.  Coarse  grained,  hard  sandstone;  rate,  0™.035  per  minute. 

These  experiments  showed  that  the  advantages  resulting  from  the  em- 
ployment of  Lisbet  and  Jacquet's  borer  were  for  the  second  experiment  in 
the  proportion  of  3.64  to  1,  and  in  the  third  experiment  7  to  1. 

The  difference  of  the  results  obtained  in  the  third  and  fourth  experi- 
ments of  the  11th  May,  1861,  was,  that  in  the  third  experiment  the  sand- 
stone was  wet,  and  the  chips  and  dust  worked  up  by  the  tool  formed  a 
paste  which  required  the  tool  to  be  often  removed  for  cleaning,  from 
which  it  may  be  concluded  that  the  arrangement  of  the  bit  is  bad  for 
boring  holes  in  wet  strata. 

At  Monti gny-sur-Sambre,  in  an  experiment  in  ironstone,  the  following 
results  were  obtained : 

A  hole  in  compact  schist  of  0™.65  was  bored  in  7  hours.  A  hole  in 
compact  schist  of  0^.61  was  bored  in  7.30  hours ;  in  moderately  hard  sand- 
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stone  of  0'".^!,  in  10.30  liours ;  in  leas  liard  saudstou(^  of  O'n.67,  in  10 
hours. 

During  tliese  trials  the  workmen  made  greater  efforts  than  would  hare 
been  made  for  a  work  of  eight  or  ten  hours. 

In  the  carboniferous  sandstone  the  trials  were  not  decisive.  In  the 
hard  calcareous  rock  of  Soignes  the  advance  was  only  (Jn'.OlS  per  minute. 
In  the  hardest  coal  grit  the  trials  failed  completely ;  the  drill  only 
worked  out  a  small  quantity,  and  became  heated  and  blunted  in  a  few 
moments. 

In  1864,  at  La  Fosse  de  Villare  at  Anzin,  the  borer  was  experimented 
with  for  two  days ;  two  men  worked  it ;  the  rate  of  advance  was  0"i.O45 
l>er  minute,  in  a  pretty  hard  pyritous  rock. 

In  1864,  at  Si^raliig,  in  a  block  of  sandstone  of  medium  hardness,  a 
rate  of  O'n.Ol?  per  inbiute  was  obtained ;  the  diameter  of  the  hole  was 
0™.04,  and  two  men  worked  the  machine. 

From  what  has  preceded  it  may  be  observed— 

1.  That  the  erection  and  working  of  the  appiwatus  requiie  cou-iider- 
ahle  skill  aud  judgment. 

2.  That  in  granular  and  homogeneous  stone  the  borer  a«ts  well. 

3.  That  in  hard  sandstone  and  quartz  it  has  no  action  on  the  rock, 
and  the  tool  wears  up  quickly ;  also  that  it  works  iixegularly  in  rocks 
that  contain  masses  of  quartz. 

4.  Aud  lastly,  that  in  wet  rocks  the  AM>rk  is  difticult,  and  the  rote 
scarcely  appreciable. 

LESCHOT'S  DRILL. 

The  impei'fections  that  Mr.  Leschot,  civil  engineer  and  pupil  of  the 
Ceutrid  School,  had  recognized  in  the  employ  of  iron  or  steel  in  the  boring 
of  hard  rocks  or  of  met-als,  the  drills  softening  rapidly,  and  often  pro- 
ducing only  an  advance  of  0™.07  to  0">.10  per  hour,  gave  him  the  bappy 
idea  of  applj'lDg  a  rotating  tool  acting  in  the  manner  of  an  annular 
cutter,  aiid  in  which  steel  teeth  should  be  replaced  by  diamonds.  To 
accomplish  this,  he  sets  into  a  tubular  washer  or  ring,  about  0"".005  or 
0".O06  thick,  black  diainonds  projecting  O^.OOOo  at  the  most,  some  from 
within,  some  from  without,  and  some  in  front. 

The  opposite  end  carries  an  adjustment  like  a  bayonet  joint,  which 
admits  of  this  crown  behig  a<yusted  upon  a  tube  as  a  bayonet  is  placed 
upon  a  guu-baiTel.  He  imparts  to  this  ring  so  arranged  a  rotary  move- 
ment, and  at  the  same  time  pi'esses  it  witli  considerable  force  against  the 
stone  to  be  bored. 

The  flrat  experiments  that  were  made  with  this  apparati^,  which  was 
mounted  ou  a  frame  something  like  that  of  the  Lisbet  borer,  led  to  the 
belief  that  this  new  system  of  boring  the  rock  would  be  a  complete  suc- 
cess. In  a  granite  of  medium  hardness,  two  men  conld'  bore  0™.025  per 
hour;  the  cylindrical  core  left  in  the  center  was  0™.O31  in  diameter, 
and  the  annular  groove  0",043  in  diameter ;  consequently  the  part  pul- 
vexized  was  equal  to  a  cylinder  0™',012  thick. 
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Unfortnnately  experience  lias  not  since  confirmed  the  happy  rteljiit 
of  this  apparatus ;  not  because  the  employment  of  the  ring  was  bad,  but 
solely  on  account  of  the  mode  of  advancing  the  drill,  which  dependa  on 
the  velocity  of  the  rotation  of  the  cutting  ring.  The  principle  of  this 
arrangement  for  advancement  is  evidently  defective,  for  it  is  iuipoasible 
to  have  a  constant  regular  rate  of  advance  in  rocks  which,  by  their  na- 
ture, are  constantly  varying  in  hardness.  In  the  soft  parts  of  the  rock, 
the  advance  of  the  tool  not  having  been  quick  enough,  it  did  not  pro- 
duce its  maximum  amount  of  work ;  while  in  the  hard  rocks,  quartz  for 
instance,  the  advance  was  too  rapid,  and  the  dia-raonds  either  were  dis- 
placed or  reduced  into  powder. 

TKOUUAETS  EOTATING  EXCAVATOB. 

This,  like  the  jwrcussion  apparatus  by  the  same  inventor,  is  intended 
to  enlarge  the  lower  portions  of  ordinaiy  drill  holes  so  as  to  make  cham- 
bers for  the  reception  of  powder.  It  is  similarly  constructed,  except 
that  the  work  is  performed  by  the  rotation  of  steel  cutters,  attached  to 
a  central  stem  or  shaft,  to  which  motion  is  given  by  two  cranks  and 
gearing.  The  weight  of  the  apparatus  is  60  kilogrammes,  and  its  price 
Is  450  francs. 

DE  LA  EOCHE-TOLLAY  ASD  PEIfEET'S  BORING  APl'AliATTJS. 

The  complete  appai'atus  of  Messrs.  De  La  Eoche-Tollay  and  Perret  is 
composed  of  four  distinct  parts  : 

1.  The  carriage  which  beai's  the  borer. 

2.  The  motive  power. 

3.  The  borer, 
i.  The  tool. 

Oaeeiage  oe  support. — This  borer  is  intended  to  be  arranged  dif- 
ferently, according  to  the  conditions  under  which  it  is  to  work.  When 
it  is  mtended  to  bore  but  one  hole  a  single  tool  is  used ;  when  the  front 
of  a  gallery  or  a  tmmel  is  to  be  pierced  in  several  points  simultaneously, 
several  boring  machines  will  be  indispensable.  Consequently,  in  each 
particular  case,  the  carriage  or  tool-bearer  should  be  modified  according 
to  the  local  requirements.  We  do  not,  therefore,  enter  into  the  relative 
details  of  this  part  of  the  machine ;  we  will  merely  state  that  Messrs. 
Huet  and  Geyler,  engineers,  have  studied  the  different  arrangements  of 
the  tool-carrier,  and  they  have  succeeded  in  rendering  the  working  of 
the  borer  or  borers  easy  and  quick,  in  permitting  them  to  assume  any 
required  direction  ou  the  carriage  which  bears  them,  and  in  giving  an 
arrangement  by  which  the  carriage  or  support  can  be  attached  easily  to 
the  roof  or  wall  of  the  gallery  as  well  as  upon  the  sides,  and  removed 
away  rapidly  to  allow  the  powder  to  be  fired  and  to  carry  away  the 
debris.    This  arrangement  is  shown  by  Fig.  4,  Plate  III. 

Motive  powbe. — This  hydraulic  motor  has  been  contrived  by  Mr. 
Perret,  civil  eugineer  at  Bordeaux ;  it  is  composed  of  a  horizontal  cylin 
der  bolted  on  the  frame  of  the  borer. 
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This  cylinder  carries  at  its  tipper  part  a  nozzle,  to  which  is  adapted  a 
pipe  ill  india-rubber,  intended  to  conduct  the  water  to  the  engine. 

In  this  cylinder  a  bronze  tube  is  fitted,  which  we  call  the  regulator. 
This  is  bored  and  turned  with  the  greatest  nicety,  and  is  pierced  with 
port-holes  at  the  end.  It  receives  a  reciprocating  motion  from  an  eccen- 
.tric,  made  of  one  piece,  ujKin  the  axle  of  the  engine- 
Two  boxes  furnished  with  segments  in  bronze,  pressed  by  steel  springs, 
maintain  the  regulator  rigorously  in  the  asis  of  the  inner  cylinder,  which 
serves  to  envelop  it.  These  segments  have  the  eflfect  of  stopping  the 
passage  of  the  water  round  tbe  regulator  during  its  longitudinal  move- 
ment. 

In  the  interior  of  the  regulator  there  ia  a  movable  piston  0".055  in 
diameter,  furnished  with  capped  leathers,  upon  the  two  faces  of  which 
the  water  alternately  exerts  its  pressure.  The  length  of  stroke  is  0™.120, 
A  connecting  rod  changes  it  into  a  continuous  rotary  motion  iu  connec- 
tion with  a  cranked  shaft  provided  with  two  fly-wheels  acting  as  regu- 
lators. 

In  order  to  ascertain  the  power  of  this  new  motive  engine,  we  took 
300  litres  of  water,  the  pressure  of  wliich  varied  from  3  to  9J  atmo- 
spheres, and  we  proved,  by  means  of  Prony's  break,  in  seven  experi- 
ments that  we  made,  that  tlie  practical  result  of  the  eiigiue  was  47 
to  57  per  cent,  of  the  theoretical  efteet.  This  machine  represented, 
under  the  maximum  pressure  of  9J  atmospheres,  theoreticjilly  3.82  horse- 
power, and  practically  2.11  horse-power. 

We  shall  pi'esently  show  that  the  regular  speed  of  this  httle  machine 
ought  to  be  from  200  to  250  revolutions  per  minute.  This  is  represented 
by  140  litres  of  water  per  minute,  and  a  practical  effect  of  1.70  horse- 
power, the  water  being  at  a  pressure  of  8  atmospheres. 

It  will  at  once  be  seen  what  an  important  service  this  motive  power 
will  render  when  there  is  a  sufficient  supply  of  water.  For  example,  at 
Mont  Oenis  (Eai'donntehe)  the  torrent  of  Melzet  has  a  fall  of  45  metres ; 
admitting  that  it  is  35  metres  only,  to  give  allowance  for  loss,  it  follows 
that  each  machine  on  Mr,  Ferret's  principle  would  expend  320  litres  per 
minute  for  one  boring  tool ;  thus,  for  the  eight  macbiues  which  are  at 
work  on  tbe  face  of  the  rock,  2,560  htres,  or  44  litres  per  second,  woidd 
be  required.  The  quantity  of  water  at  present  used  for  working  the 
.  compressors  is  600  litres.  It  will  be  claimed  as  an  advantage  that  the 
compressed  air  serves  to  aerate  the  galleiy ;  this  is  true,  but  we  find  in 
the  official  returns  that  it  requires  for  working  the  eight  borers  6,250 
cubic  metres  of  air  for  24  hours,  while  2,160  cubic  metres  is  sufficient 
to  renew  the  air  vitiated  by  the  fifteen  men  at  work  in  the  head  of  the 
gallery ;  it  is  also  true,  that  they  have  sought  to  establish  the  fact  that 
the  balance,  4,000  cubic  metres,  were  necessary  to  expel  the  noxious 
gases  prodiiced  by  the  explosion  of  the  powder;  but  practice  has  proved 
that  much  more  powerful  and  altogether  artificial  means  were  required 
for  this  purpose.     It  would  appear  to  tis  more  rational  to  employ  a  part 
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of  the  566  litres  remaining  to  work  a  Peiret  maehine  to  drive  an  air  ven- 
tilator. We  ought  also  to  add  that  the  erection  of  the  compressors  and 
their  buildings  at  Bardonn^che  has  cost  1,250,000  francs,  and  three- 
fourtlis  of  this  expense  would  have  heeu  saved  by  the  employment  of 
Mr.  Perref  8  machine. 

The  horing  machine  of  Mr.  Perret  is  composed  of  a  six-sided  east-steel 
shaft,  in'.iS  long,  hored  throughout  its  entire  length  with  a  hole  0™.016 
diameter.     This  axle  receives  the  boring  tools  at  one  of  its  extremities. 

The  other  extremity  of  the  axle  carries  a  bixjiize  piston  O"".!!  diame- 
ter, upon  which  the  requisite  pressure  is  exerted  for  maintaining  and 
pressing  the  drill  against  the  face  of  the  rock.  This  pressure  is  varied 
according  to  the  hardness  or  the  nature  of  the  rock.  A  pressure  of  eight 
atmospheres  is  abundantly  sufBcient  for  boring  hard  rocks,  such  as  the 
quartz  of  Mont  Cenis  and  the  granite  of  the  Pyrenees.  The  pressure 
should  be  diminished  for  calcareous  rocks  to  five  or  six  atmospheres  at 
most.  Thus,  with  a  pressure  of  eight  atmosplieres,  the  effort  on  the  drill 
is  equal  to  7S4  kilogrammes. 

The  water  employed  to  act  against  the  piston  of  the  propeller  is  con- 
veyed by  an  india-rubber  hose,  the  extremity  of  which  is  provided  with 
a  cock  to  regulate  the  pressure  as  may  be  required. 

To  remove  the  perforating  tube  after  a  hole  has  been  cut,  the  passage 

of  the  water  to  the  cylinder  is  intercepted  by  a  cock,  and  the  flow  is  di- 

.    rectcd  against  the  front  face  of  the  piston,  admitting,  at  the  same  time, 

of  the  cylinder  being  emptied.    In  this  manner  the  tube  can  be  replaced 

with  the  greatest  facility. 

The  perforating  shaft  is  fitted  on  the  inside  with  a  bronze  frame,  accu- 
rately bored  to  a  depth  of  1™,14,  for  the  propelling  piston  to  work  in. 
Holes  from  O'^.flO  to  l^.OO  deep,  and  from  0".O35  to  O'^M,  can  be 
bored  by  this  maehine. 

The  tool-bearing  shaft  traverses  an  iron  socket  held  between  two 
bearings  arranged  in  front  of  the  fi-aming.  The  socket  is  provided  with 
a  bevel  pinion,  to  which  motion  is  imparted  through  the  medium  of  au 
inclined  shaft  by  a  brass  wheel  keyed  on  the  main  shaft. 

From  the  foregoing  it  will  be  seen  that  in  order  to  apply  this  borer  to 
the  Mont  Cenia  works,  it  should  have  a  piston  0™.16  diameter,  since  the 
pressure  of  the  water  there  is  only  3^  atmospheres. 

The  perforating  t«ol  made  use  of  until  recently  by  Messrs.  De  La 
Eoche-Tollay  and  Perret  is  the  Leschot  ring  previously  described,  but 
there  are  still  some  points  to  be  explained  to  complete  the  itifprmation 
relating  to  this  kind  of  drill. 

It  is  understood  that  after  the  ring  has  been  attached  to  the  six-sided 
perforating  shaft,  if  it  is  rotated  at  a  speed  of  about  two  hundred  revolu- 
lations  per  minute,  by  the  effect  of  pressure  exerted  on  the  propeller 
piston,  the  black  diamonds  brought  in  cont^act  with  a  softer  substance 
will  cut  and  wear  it  to  an  extent  which  will  depend  on  the  pressure  on 
the  piston  and  the  hardness  of  the  rock.    By  continuing  this  labor  the 
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groove  can  be  made  to  a  great  depth,  and  the  cylindi'ica!  core  which  re- 
mains attached  to  the  rock  enters  the  hole  through  the  axis  of  the  tool- 
carrier.  When  the  operation  is  terminated  the  core  is  taken  out  in  the 
shape  of  quite  a  regular  cylinder,  which  only  breaks  when  the  rock  is  of 
a  brittle  nature,  or  has  been  previously  cracked.  It  is  evident  that  the 
use  of  this  cutting  ring  saves  considerable  power,  since  a  part  of  the  rock 
is  not  pulverized.  In  the  example  which  we  have  given  in  describing 
the  Leschot  perforator,  the  effort  was  only  61.441  tons  per  hour,  while 
it  would  have  been  204.5  tons  if  the  entire  matter  Lad  been  pulver- 
ized. The  ring  employed  by  Messrs.  De  La  Eoche-Tollay  and  Perret  is 
only  0".O35  outside  diameter,  and  the  core  worked  was  0".014  in  diameter. 

Cost  op  the  tools. — We  will  now  reply  to  an  objection  which  has 
been  raised  as  to  the  price  of  the  tool.  It  is  true  that  when  the  ring  was 
first  used  a  difficulty  existed  in  the  selection  of  the  diamonds,  which, 
from  the  nature  of  their  cleavage;  would  be  the  most  serviceable.  The 
setting  was  not  always  performed  as  solidly  as  could  be  desired;  but 
these  difficulties  have  disappeared.  We  have  examined  two  rings  which 
were  worked  for  seven  months  at  the  Exposition,  and  which  have  per- 
fectly resisted.  We  believe  that  we  can  aliQrm  that  in  a  hard  stone  like 
granite,  a  ring  properly  worked  will  cut  holes  to  an  aggregate  depth  of 
150  metres.  A  ring  for  boring  holes,  0".036  diameter,  costs  about  150 
francs,  but  as  the  black  and  opaque  diamonds  used  in  its  construction 
are  ordinarily  employed  in  the  shape  of  dust  for  polishing  transparent 
diamonds,  and  as  their  wear  during  the  act  of  perforation  is  very  slight, 
they  can  be  extracted  from  the  socket  in  which  they  are  set,  and  he  re^ 
turned  to  the  trade  with  a  depreciation  proportionate  only  to  the  diminu- 
tion of  weight.  The  diamonds  extKicted  from  a  worn-out  ring  generally 
fetch  from  seventy  to  eighty  francs — that  is  to  say,  about  one-half  of  their 
first  cost. 

The  following  are  the  results  of  the  experiments  made  during  the  Expo- 
sition. The  pressure  on  the  propelling  piston  was  eight  atmospheres,  and 
the  speed  varied  from  two  liundred  and  fifty  to  two  hundred  and  eighty 
revolutions  per  minut«- 

Advance  per  minute :  In  the  pure  Mont  Cenis  quartz,  0™.054 ;  in  the 

Morvan  porphyries,  0".O42 ;  in  granite,  0".050 ;  in ,  0™.O18 ;  in 

very  hard  calcareous  dolomite,  O^.OSO. 

The  holes  were  perfectly  regular,  and  being  so,  were  well  adapted  to 
the  use  of  powder  cartridges,  which  are  much  less  dangerous  than  the 
ordinary  use  of  powder. 

As  the  pressure  of  the  water  injected  into  the  hole  through  the  hollow 
is  the  same  as  that  acting  on  the  piston,  the  powdered  debris  are  washed 
away  with  the  gi'eatest  facility. 

The  hydraulic  engine  and  the  perforator  have  worked  every  day,  during 
four  hours,  in  a  period  of  seven  months,  without  necessitating  any  seri- 
ous repairs.     The  most  important  were  repairing  the  piston-head  bear- 
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ings  of  the  water  engine  and  veiitying  the  state  of  the  segments  belong- 
ing to  the  engine. 

The  weight  of  the  entire  apparatus  is  equal  to  that  of  those  used  at 
Mont  Cenis,  viz:  about  two  hundred  kilogrammes;  its  price,  including 
the  engine,  hut  without  the  support,  is  2,500  francs, 

We  cannot  refrain  from  making  a  comparison  between  this  perforator 
and  the  one  employed  at  Mont  Cenis.  Its  solidity,  proved  by  seven 
months'  work,  gives  the  assiiranee  that  twenty  to  twenty-two  of  these 
perforators  would  be  sufficient  for  the  heads  of  both  galleries,  including 
duplicates,  instead  of  at  least  two  hundred  and  twenty  actually  existing. 
Mr.  Sommeilier's  perforators  cost  the  same  as  those  of  Messrs.  De  La 
Roche-Tollay  and  Ferret.  The  staff  would  be  four  times  less,  for  one 
man  can  easily  attend  four  perforators ;  thus  four  men  instead  of  sixteen 
would  sufBce  for  twenty-four  hours  at  the  two  galleries. 

The  repairs  to  the  rings  require  neither  forges,  lathes,  or  workshops ; 
and  we  are  convinced  that  a  workman  to  each  gallery  would  be  sufficient 
for  the  repairs  of  all  the  perforators.  We  have  stated  that  the  rate  of 
advance  in  the  Mont  Cenis  quartz  was  O^.OSi  x^^r  minute,  under  a 
pressure  of  874  kilogTammes  on  the  propelling  piston ;  therefore  a  hole 
O'l'.OO  could  have  been  driven  in  16  minutes,  say  20,  and  as  each  perfo- 
rator should  make  10  holes,  say  3J  hours,  even  doubling  this  time  for 
preparing  the  work,  it  will  he  seen  that  five  stopes  can  be  done  in  two 
days,  including  the  time  for  blasting  and  clearing  away  the  debris, 
which  is  equivalent  to  an  advance  of  2™.25  per  diem,  instead  of  barely 
0™.50,  the  actual  rate  of  advance. 

The  apparatus  of  Messrs.  De  La  Koche-Tollay  and  Ferret  is  not  sub- 
jected to  any  shock ;  the  pressure  is  exerted  on  the  rock  irrespective  of 
the  speed  of  the  tool,  and  such  pressure  can  be  regulate-d  as  may  be  de- 
sired ;  and  when  water  powei'  is  obtainable,  which  is  generally  the  case 
in  mines  and  tunnels,  the  motive  power  actually  costs  nothing. 

Mr.  Perref  s  machine  can  also  be  worked  by  compressed  air,  and  for 
this  it  would  be  sufficient  to  add  a  hydraulic  accumulator  to  the  per- 
forator carriage  Such  an  accumulator  would  be  but  small  since  the 
volume  of  water  required  for  advancing  the  piston  one  metre  is  9^ 
litres,  it  would  be  sufficient  to  add  two  or  three  litres  per  hole,  one  metre 
deep,  for  washing  out  the  holes, 

111.— COAL  CUTTING  MACHINES. 

The  two  machines  about  to  be  described  are  intended  for  use  in  eoal- 
uiines,  for  under-cutting  or  blocking  out  coal.  One  is  the  invention  of 
Messrs.  Jones  and  Levick ;  the  other,  of  Messrs.  Garrett,  Marshall  &  Co., 

of  England. 

JONES  AND  LEVICK'S  MACHINE. 
This  machine  is  composed  of  two  distinct  parts — the  fltst  for  cutting  or 
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Striking  the  coal ;  the  second,  the  motive  power  which  supplies  the  com- 


This  coal-getting  machine  may  be  said  to  he  a  miner's  pick,  actuateti 
by  compressed  air.  It  is  represented  in  section  by  Fig.  5,  Plate  III.  A 
is  a  cylinder  in  which  the  piston  B  works,  and  the  hollow  stem  of  which 
carries  at  its  extremity  a  connecting  rod  C,  driving,  by  means  of  an  arm 
D,  the  shaft  E,  to  which  the  pick  a  is  affixed.  This  shaft  E  is  held  be- 
tween two  species  of  lags  P  attached  to  the  cylinder  G. 

In  order  to  give  to  the  pick  a  any  requisite  position,  the  workman  has 
only  to  turn  the  hand-wheel  m;  the  pinion  n  keyed  on  the  same  shaft  as 
the  hand-wheel  and  gearing,  into  a  wheel  h  cast  with  or  attached  to  the 
cyhnder  G,  carries  with  it  this  cylinder,  which  rotates  freely  in  two  col- 
lars II  fixed  to  the  carriage  on  which  the  cylinder  A  is  tlxed,  thus  the 
pick  a  fixed  on  the  shaft  E  will  assume  any  position  which  may  be  re- 
quired, and  will  be  maintained  in  such  a  position  by  a  bolt  traversing 
one  of  the  holes  In  the  wheel  m.  A  very  ingenious  arrangement,  which 
we  describe  below,  admits  at  the  same  time  of  the  pick  being  brought 
back  automatically  in  case  it  experiences  any  resistance  before  having 
come  to  the  end  of  its  stroke. 

We  have  mentioned  above  that  the  piston  rod  is  hollow.  A  small  rod 
M,  hearing  a  tappet  at  each  extremity,  ent*rs  the  said  hollow  part,  and 
an  ellipsoidal  piece  P,  of  cast-iron  or  brass,  slides  without  friction  on  the 
rod  between  these  two  tappeta. 

The  rod  M,  at  its  free  end,  is  connected  to  one  of  the  arms  of  a  lever, 
the  fulcrum  of  which  is  at  o,  and  the  other  arm  actuates  the  rod  N  of 
the  slide  H. 

A  hand-lever  S  is  arranged  so  as  to  work  the  slide  by  hand. 
'  Supposing  that  the  piston  is  in  the  position  represented  by  the  figure, 
the  compressed  air  enters  at  K  and  drives  the  piston  in  the  direction  of 
the  arrow,  and  the  pick  strikes  the  coal  to  be  broken  up.  If  now  we 
suppose  that  the  pick  is  arrested  before  the  piston  has  finished  its  stroke, 
the  cylinder  P,  moving  forward  by  the  impulse  impacted  by  the  piston 
B,  will  continue  to  advance,  and  will  strike  the  tappet  and  the  rod  M, 
moving  in  the  direction  of  the  arrow,  which  will  alter  the  jwsition  of  the 
lever  o,  so  that  the  introduction  of  the  compressed  air  will  take  place  at 
L,  and  the  pick  a  will  be  brought  back  out  of  the  groove.  When  the 
machine  is  at  work  a  sharp  knock  is  distinctly  heard  at  each  stroke  of 
the  piston,  caused  by  the  motion  of  the  piece  P. 

This  machine  is  mounted  on  a  carriage  or  track  with  four  wheels,  and 
has  an  extended  cast-iron  platform  T  in  the  rear,  for  the  man  that 
works  the  machine.  A  crank-pin  on  a  fly-wheel  E  actuates  two  bevel- 
wheels  W,  for  moving  the  machine  back  or  forward  on  the  rails  of  the 
gallery. 

The  handling  of  this  machine  is  very  simple.  The  workman  on  the 
platform  turns  the  wheel  m  so  as  to  bring  the  pick  into  the  proper  direc- 
tion; he  then  opens  the  cock  adTiiitting  the  compressed  air,  and  admits 
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tlie  air  into  the  cylinder  A,  by  working  the  slide  with  the  lever  S.  The 
machine  being  thus  set  ia  motion,  it  is  merely  requisite  to  move  it  for- 
ward by  means  of  the  wheel  K  to  follow  up  the  work  done  by  the  pick. 
The  air,  ott  leaving  the  cylinder,  escapes  freely  into  the  gallery. 

We  subjoin  the  results  of  two  experiments  made  by  this  machine  in 
two  mines  in  England. 

In  the  High  Eoyd  colliery,  in  a  hard  coal,  and  in  a  gallery  in  which 
the  rails  were  in  a  bad  state,  with  an  air  pressure  of  from  2  to  2J 
atmospheres  and  70  to  80  blows  per  minute,  the  average  hour's  work 
of  the  machine  was  a  channel  from  8™ .20  to  9™.15  long  and  from  O^.^O 
to  1™.00  deep,  including  stoppages.  The  width  at  the  bottom  was  0™.037, 
and  on  the  face  O^.OS.  During  10  hours'  consecutive  work  the  work 
produced  by  this  machine  was  equal  to  that  of  30  miners  during  the 
same  time;  and  it  appears  that  the  consumption  of  air  is  equal  to  about 
3  horse-power. 

CAKRETT,  MARSHALL  &  CO.'S  COAL-CUTTING  MACHINE. 

Messrs.  Oarrett,  Marshall  &  Oo.'s  machine  works  like  a  hand-plane,  and 
is  actuated  by  water  at  a  pressure  of  twenty  atmospheres.  It  is  composed 
of  a  horizontal  cylinder  A,  (Fig.  6,  Plateni,)in  which  the  propelling  piston 
works.  To  the  rod  of  this  piston  is  attached  a  bar  M  M,  furnished  with 
steel  knives  cce  placed  about  sixteen  inches  apart.  A  vertical  cylinder 
B  is  connected  with  the  preceding  one,  and  its  piston  is  provided  with  a 
rod,  on  the  extremity  of  which  is  fixed  a  tappet  or  wedge  C  in  such  a 
manner  as  to  turn  around  the  point  on  which  it  is  suspended.  By  means 
of  a  special  combination  of  the  distribnting  slide  and  a  four-ways  cock, 
the  water  is  let  on  alternately  and  simultaneously  on  the  faces  of  the  two 
cylinder  pistons  in  such  a,  manner  that,  wbUe  the  knives  cc  c  are  work- 
ing, the  wedge  C  bears  solidly  against  thereof  of  the  gallery  and  scotches 
the  machine  on  the  rails.  On  the  contrary,  when  the  knives  are  retreat- 
ing the  piston  of  the  vertical  cylinder  descends,  the  wedge  abandons  its 
first  position,  and  the  machine  is  unscotched  and  moves  forward.  The 
horizontal  cylinder  can  turn  between  tlie  wheels  of  the  carriage  so  as  to 
work  either  to  the  right  or  to  the  left. 

These  two  cylinders  and  pistons,  with  their  accompanying  parts,  rest 
on  an  iron  framing,  which  can  be  raised  or  lowered  on  slides  fixed  to  the 
axles  of  the  carriage  by  means  of  screws. 

The  angle  at  which  the  instrument  works  in  the  gallery  can  be  vaiied 
by  means  of  the  pinion  G  and  the  semicircular  rack  H.  The  nuts  1 1 
afford  the  means  of  regulating  the  inclination  of  the  knife-carrier  M 
with  respect  to  the  breast  of  the  cut. 

The  machine  works  in  the  following  manner :  The  water  comes  iip  to 
the  distributing  valve,  acts  on  the  piston  of  the  press  B,  and  drives  the 
tappet  or  wedge  against  the  roof.  During  this  time  the  water  also  arrives 
at  the  bEick  of  the  piston  of  the  cylinder  A,  and  the  cutters  move  for- 
ward 0™.40  each,  which  gives  a  total  depth  of  1™.20  of  cutting  in  the 
coal  at  each  stroke  of  the  piston. 
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Wlien  the  tools  have  readied  the  end  of  their  stioke  the  water  pene- 
trates above  the  piston  of  the  press  B  aiid  unscotches  the  wedge  C,  while 
the  piston  of  the  cylinder  A  and  the  tools  return.  Daring  this  time  a 
special  mechanism  turns  the  ratchet  H;  the  machine  draws  on  the  chain 
K,  and  advances  the  requisite  distance  to  take  a  new  cut. 

According  to  the  statement  of  Mr.  Louis  Ferret,  engineer  at  Paris, 
Messrs.  Garrett,  Marshall  &  Oo.'s  agent,  this  machine,  working  at  the 
rate  of  fifteen  strokes  of  the  piston  per  minute,  requires  three  horse- 
power. One  hour's  work  produces  a  cut  I'n.SO  deep  and  13" .50  to  15"i.O0 
advance.  The  consumption  of  water  is  135  litres  per  minute  at  a  press- 
ure of  twenty  atmospheres.  The  weight  of  the  machine  is  about  one  ton. 

This  machine  does  not  make  vertical  cuts.  When  the  cuts  have  been 
run  successively  at  the  roof  and  at  the  foot  wall  of  the  gallery,  the  coal 
is  hewed  down  between  these  two  parallel  faces.  According  to  Mr.  Fer- 
ret, the  economy  of  waste  is  estimated  at  one-fifth,  and  the  coal  got  is 
worth  twenty -five  per  cent,  more  per  ton. 

This  machine  is  working  regularly  at  the  Bippax  colliery,  near  Leeds, 
in  several  Scotch  mines,  as  well  as  in  the  counties  of  Northumberland, 
York,  and  Stafford,    It  can  be  worked  by  a  man  and  a  boy. 

The  use  of  this  kirring  machine  is  not  exclusively  limited  to  coal- 
getting;  it  can  also  be  employed  in  iron  and  copper  mines,  freestone 
quarries,  and  generally  in  all  rocks  which  can  be  easily  cut — provided, 
however,  such  places  have  a  good  solid  roof  to  which  the  machine  can 
1)6  attached  by  means  of  the  wedge  or  tappet  at  the  top. 
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OHAPTEE    III. 

UNDERGROUND     TRAMMING  —  HOISTING    AND 
PUMPING    ENGINES. 

Introductoby— Teanspoktationukdeugeound;  TltAMMISa— Evkab's  luukicating 
BOXES  —  Examples  op  umdeugbound  tkanspoktation  —  HoiSTDta  BNGiiree— 
Steam-biiakes— Diameter  of  winding  deiim— Iron  dekbicks— Pumping  and 
draining  machinery — cornish  engines— ordinary  pumping  engines — raising 
water  by  guiiied  kibbles — chain  pump — russian  pumr. 

INTRODTJCTOET. 
AltJiough  few  of  the  macbines  in  this  class  at  the  Exposition  of  1867 
could  be  regarded  as  new  inventions,  most  of  them  having  been  known 
and  used  in  one  form  or  another  for  a  long  time,  great  improvements 
were  shown  in  their  construction  and  adaptation  to  the  increased  duty 
required  of  them  in  the  present  advanced  state  of  mining  industry. 

The  rapidly-increasing  production  of  the  coal  mines  of  G-reat  Britain 
and  the  Continent  has  necessitated  great  improvements  in  the  methods 
of  transportation  underground.  The  wagons  used  for  the  purpose  and 
their  running  gear  are  no  longer  roughly  and  rudely  constructed,  but 
are  made  with  great  care.  The  wheels  are  accurately  made,  well  bored, 
and  fitted  with  carefully-turaed  axles,  and  these  are  kept  weU  lubricated 
with  grease-boxes,  so  as  to  prevent  loss  of  power,  wear,  and  Mction.  In 
some  of  the  coal  mines  in  England  men  and  horses  for  drawing  the 
loaded  cars  have  been  replaced  by  steam-engines,  which,  by  means  of 
cables,  give  motion  to  twenty  or  thirty  wagons  at  one  time. 

In  hoisting  coal  or  ores  from  mines  very  great  improvements  have 
been  made  in  the  engines  and  in  the  cages  or  platforms  for  the  wagons. 
By  means  of  properly-guided  cages  over  four  times  as  much  material 
can  be  raised  now  in  a  given  time  as  was  formerly  possible.  This  is 
aecomplished,  not  only  by  increasing  the  quantity  or  weight  hoisted  at 
one  time,  but  by  increasing  the  velodiy  of  movement,  which  is  rendered 
possible  by  the  improvements  in  the  hoisting  engines,  and  by  the  appli- 
ances to  prevent  accidents,  such,  for  example,  as  powerful  steam-brakes, 
paiaehntes,  and  other  contrivances. 

Machines  have  been  made,  as  is  well  known,  to  convey  miners  from 
the  surface  to  the  bottom  of  the  mines,  or  the  reverse,  with  safety  and 
expedition,  and  without  exertion  or  fatigue  on  their  part.  Great  changes 
have  been  made  in  the  methods  of  sinking  shafts,  and  in  the  tools  for 
the  purpose,  and  in  machines  for  pumping,  ventilating,  and  for  drilling 
and  cutting  rocks  and  excavating  coal. 
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I.— TRANSPOETATIOK  UNDEKGKOUND— TEAM3IING. 
EVRAR'S  LUBRICATING  BOXES. 
This  is  a  contrivance  for  aui>plying  oil  in  moderate  and  regular  quaii- 
tlties  to  the  journals  or  bearings  of  tlie  wheels  of  wagons  for  under- 
ground tramming,  and  for  excluding  all  grit  and  dirt  from  the  heariug 
surfaces.  The  wheels  are  supported  by  journals  J  J,  (Fig.  1,)  working 
in  a  hollow  cyliuder  or  box  a  extending  across  the  bottom  of  the  car.  This 
cylinder  is  calibered  at  each  end,  for  one-third  of  its  length,  for  the  recep- 
tion of  the  journal.  The  middle  third  of  the  cylinder  is  left  rough,  and 
receives  an  oil-box,  which  may  be  filled  through  a  hole  in  the  cylinder, 
closed  by  a  screw  s,  with  a  conical  point  which  enters  the  oil-box  and 
nearly  closes  the  hole  m  it,  leaving  onl>  a  small  opening,  through  which 
oil  can  exude  m  small  quantities  whenever  a  bubble  of  air  enters.  The 
journals  are  lotained  m  their  place'^  by  caps  c  t,  fixed  to  the  truck  and 
fitting  over  the  ends  of  the  cylinder  ind  cdt<.hing  upon  a  shoulder  left 
upon  the  journal 
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Axles  of  this  kind  used  upon  wagons  at  the  mines  ot  the  Vicargne 
Company  consume  a  decilitre  of  oil  in  running  an  aggregate  distance 
of  150  kilometies — ibout  6J  miles     Oil  is  renewed  e\eiv  fortnight. 

Examples  of  UNDBBaEOUND  ibansportation.— In  most  of  the 
coal  mines  of  England  the  regularity  of  the  strata  is  such  that  a  shaft 
may  be  used  for  a  long  time  for  the  extraction  of  an  enormous  amount 
of  coal  brought  to  the  shaft  from  great  horizontal  distances  below.  It 
is  not  unusual  to  see  in  Great  Britain  shafts  from  which  600,  1,000, 
1,300,  and  even  1,500  or  1,600  tons  are  extracted  in  twenty-four  hours. 
Such  an  amount  of  work,  extending  over  great  periods  of  time,  requires 
all  the  parts  of  the  shaft  to  be  constructed  in  a  solid  and  permanent 
manner.  In  France  the  formations  are  generally  more  broken  and  dis- 
located. 

For  the  conveyance  of  such  immense  quantities  of  coal  to  the  shafts 
it  is  necessary  to  use  power  greater  than  is  afforded  by  men  trundling 
the  wagons  in  the  usual  way.  The  coal  is  loaded  into  wagons  contain- 
ing fix)m  350  to  450  kilogrammes  each,  and  five  or  six  of  these  wagons 
are  then  formed  into  trains,  which  are  drawn  by  horses  to  the  main 
tramways,  which  vary  in  length  from  a  few  hundred  yards  to  even  a 
mile. 

Tram- ways  may  be  divided  into  three  classes :  first,  those  in  which 
the  slope  towards  the  shaft  is  sufficient  for  trains  to  descend  by  their  own 
gravity,  and,  iu  descending,  to  draw  up  the  empty  trains ;  second,  those 
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in  whicli  the  grade  is  reversed,  and  suffleieut  to  permit  the  empty  traius 
to  descend  from  the  shaft  to  the  end  of  the  road  by  their  own  gravity ; 
third,  those  in  which  the  bed  or  grade  is  horizontal,  or  nearly  so,  neces- 
sitating i>ower  for  the  movement  of  the  trains  either  way. 

In  the  second' class  the  loaded  trains  are  usually  drawn  up  toward  the 
shaft  by  means  of  a  cable  wound  upon  a  drum  by  a  steam-engine,  while 
the  empty  cars  are  lowered  by  a  cable  unwinding  from  the  same  drum. 
In  the  third  class  an  endless  rope  or  cable,  which  traverses  the  gallery 
along  the  track  between  the  rails,  is  moved  by  an  engine,  and  the  trains 
are  coupled  to  this  moving  rope  and  so  carried  to  their  destination.  A 
few  details  upon  this  third  class  of  tram-roads  may  be  desirable.  It  is 
understood  that  a  double  track  is  laid  on  the  levels  where  this  method 
of  moving  the  trains  is  used.  The  general  arrangement  of  the  cables, 
the  engine,  &e.,  are  shown  by  Fig.  2. 

The  driving  engine  is  gen-  Fig.  a. 

erally  placed  in  a  recess  cut  at 
one  side  of  the  gallery,  and 
near  an  air-shaft,  by  which  the 
smoke  from  the  furnaces  can 
escape.  The  cable  is  wound 
upon  a  drum,  and  is  supported 
throughout  its  course  by  hoii 
zontal  rollers,  and  in  the  curves 
is  guided  by  vertical  rollers 
At  the  ends  of  the  route  the 
cable  turns  upon  drums  pliced 
between  the  tracks,  the  diame 
ter  of  which  is  equal  to  the  dis 
tance  from  the  center  of  the 
roads.  In  some  cases  the  ca 
bles  run  for  a  part  of  the  dis 
tance  underground.  In  oidei 
to  secure  a  proper  tension  of 
the  cable,  it  is  passed  over  a 
pulley  upon  a  movable  fi  ime, 
counterpoised  in  such  a  w  i^  as 
to  take  up  the  slack  of  the  ca 
ble  and  give  a  constant  ten 
sion.  The  cable  travels  ton 
stantly  in  one  direction  and 
thus  moves  oppcsite  ways  upon 
the  two  tracks.  Trains  ot 
twenty  or  thirty  wagons  are 
moved  by  this  arrangement. 

In  some  mines  the  engine 
was  established  on  the  surface. 
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and  the  cable  ■was  guided  to  the  bottom  by  pulleys  and  sheaves ;  this  was 
the  first  plan  adopted,  hut  it  occasions  too  much  frictloii  aud  wear  of  the 
rope,  and  now  the  engine  is  always  placed  undergronnd. 

To  st-art  or  stop  the  trains  it  is  not  necessary  to  stop  the  cables.  There 
is  a  conductor  in  the  first  wagon  of  each  ti'ain,  "When  he  wants  to  put 
the  train  in  motion  he  lifts  up  the  cable  with  a  hook,  makes  it  pass  along 
a  wooden  block  fixed  under  the  wagon,  and  by  means  of  a  lever  he  brings 
forward  a  wooden  wedge  which  squeezes  the  cable  against  the  wooden 
block.  Cable  and  wagon,  being  then  connected,  move  together.  By 
maneuvering  his  lever  the  other  way,  the  conductor  disconnects  the  rope 
and  stops  the  train.  When  the  train  arrives  opposite  the  machine,  or 
where  the  cable  runs  underground,  the  conductor  loosens  the  rope  and 
the  train  runs  alone.  The  momentum  carries  the  tram  op  to  the  point 
where  the  cable  reappears;  the  conductor  then  again  connects  the  rope 
to  the  train  as  before. 

In  the  coal  mines  of  Pelton  the  principal  road  is  Xj500  metres  in  length 
It  is  partly  horizontal  and  partly  on  a  slope  of  five  degrees.  The  driving 
Citble  is  0™.O22  in  diameter,  its  ninning  speed  is  6"" .00  per  secoiid,  and  it 
carries  a  train  of  30  wagons;  the  width  of  the  rail  is  O'n.OO ;  the  strength 
of  the  motive  power  is  40  horse-power;  and  the  cable  transports  52  trains 
in  12  hours,  representing  a  duty  of  560  tons  of  c^al. 

Francs, 

The  labor  costs 13, 50 

Coal  (reftise)  for  fuel,  6  tons  at  3  francs 18,  00 

Repairs,  interest,  &c 76. 50 

Total 108. 00 

Which  represents  a  cost  of  0.137  franc  per  ton  per  kilometre.  Under 
the  most  favorable  conditions  transportation  by  horses  costs  0.21  franc 
per  ton,  and  by  trammers,  0.67  franc. 

II.— HOISTING  EI^GINES. 

The  hoisting  engines  exhibited  in  the  palace  of  the  Champ  de  Mars 
were  aU  double- cylinder  engines,  acting  directly  on  the  drum  or  reel. 
This  style  now  predominates  throughout  the  mining  regions  of  England, 
France,  and  Belgium, 

Hoisting  was  formerly  done  at  a  very  low  speed,  and  consequently  the 
drums  turned  very  slowly.  To  run  them  directly  by  the  engine  wonld 
have  required  very  heavy  machinery,  and  considerable  expense  to  put 
them  up.  Practice  gradually  proved  that  engines  of  comparatively  small 
power  could  be  conveniently  run  at  high  speed.  Such  small  hoisting 
engines  were  from  thirty  to  thirty-five  horse-power.  They  were  quite 
light — had  only  one  cylinder — but  could  be  run  three  or  four  times  as 
fast  as  the  drum,  which  was  geared  by  a  cog-wheel. 

But  as  the  weight  of  stuff  to  be  hoisted  was  constantly  increasing,  as 
well  as  the  number  of  the  revolutions  of  the  dram,  the  motive  power 


.A_iOOg[c 


MINING — HOISTING    APPARATUS.  57 

was  also  increased  to  reduce  the  number  of  revolations  of  the  engine, 
until  the  number  of  revolutions  of  both  engine  and  drum  was  about 
equal.  At  that  time  it  was  thought  more  simple  to  get  rid  of  the  cog- 
wheel and  gearing  in  general,  and  to  connect  the  drum  directly  with  the 
connecting  rod  of  the  steam-cylinder. 

In  order  to  facilitate  the  reversing  of  the  motion  in  these  engines,  the 
power  was  divided  between  two  coupled  cylinders  instead  of  one.  The 
r.wo  connecting  rods  acted  on  the  drum  by  cranks  at  right  angles. 

This  method  has  both  advantages  and  iiieonvenieHces.  The  steam  can 
he  reversed  immediately,  and  the  drum  may  be  turned  at  will,  and  in  an 
mstant,  either  one  way  or  the  other.  With  the  fly-wheel  and  gearing 
construction,  it  was  quite  dangerous  to  reverse  the  steam.  On  the  other 
hand,  the  exhaust  of  the  steam  must  be  very  perlect,  or  the  action  of  the 
cylinders  would  be  irregular.  The  larger  the  cylinders  are  the  greater 
the  slide-valve  must  be — more  strength  must  be  exerted  by  the  engineer 
when  they  have  to  be  moved. 

Considerable  improvements  have  been  made  in  the  slide-valves.  In 
France  and  in  England  they  have  been  replaced  by  distributing  valves, 
which  require  very  little  exertion  to  operate,  and  can  be  maneuvered  as 
as  well  by  Mr.  Stevenson's  reversing  motion. 

The  double-cylinder  direct-acting  engines  are  matle  either  with  vertical 
or  horizontal  cylinders.  In  England  they  generally  prefer  the  former, 
inasmuch  as  they  have  the  advantage  of  permitting  the  main  drum  to 
be  placed  above  at  a  considerable  height,  and  thus  to  diminish  tlie  slope 
of  the  cable.  This  is,  doubtless,  an  important  point;  but  when  the  drums 
are  set  up  so  high  it  requires  very  strong  and  expensive  frameworks  to 
sustain  them,  and  such  frames  are  more  or  less  liable  to  vibrations? 
whereas  with  the  horizontal-cylinder  engines  the  drum  and  engine  are 
plaeed  on  the  same  foundation  and  are  much  more  stable  and  solid. 

The  Creuzot  company  exhibited  in  the  French  section  an  engine  with 
two  coupled  horizontal  cylindersj  with  very  long  strokes,  and  acting 
directly  on  the  drum. 

In  the  Belgian  section  j^lessrs.  Dorzee  and  Ondry  exhibited  a  double- 
cylinder  hoisting  engine,  some  features  of  which  are  new.  The  cylinders 
are  vertical,  and  are  supported  on  two  substantial  and  firm  cast-iron 
&ames  or  towers,  above  the  drum-shaft,  pliiced  level  with  the  floor.  The 
cylinders  act  downward  on  the  drum  instead  of  upward,  as  in  the 
English  vertical  engines.  This  style  does  not  diminish  the  obliquity  of 
the  cable,  and  although  it  may  secure  a  firm  foundation  for  the  drum, 
yet  we  believe  that  horizonta!  cylinders  would  act  better,  be  firmer,  and 
cost  less  to  put  up. 

STEAM-BEAKES. 

Powerful  steam-brakes  are  now  quite  extensively  used  to  avoid  acci- 
dents when  hoisting  at  high  speed.  Collisions  will  frequently  occur 
between  the  two  cages  or  buckets,  and  sometimes  the  cages  or  buckets 
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will  be  drawn  up  too  high  and  be  in  danger  of  passing  over  the  sheaves 
at  the  head  of  the  abaft.  It  is,  therefore,  necessary  to  have  the  means 
of  quickly  arresting  the  motion  of  the  drum.  A  great  deal  has  been 
said  against  steam-brakes ;  it  is  claimed  that  they  never  are  in  good 
workiug  order,  and  that  when  the  accident  happens  they  do  not  act  in 
a  satisfactory  manner.  These  objections  may  be  avoided  if  the  steam- 
brake  is  constantly  used  by  the  engineer  for  all  the  maneuvering. 

DIAMETER  OF  WINDING  DRUMS. 

Notwithstanding  the  great  increase  in  the  velocity  of  the  drum  and 
the  rate  of  hoisting,  it  was  long  before  the  diameter  of  the  drum  was 
altered.  It  used  to  vary  from  two  and  a  half  to  four  metres,  but  it  was 
found,  as  the  mines  grew  deeper,  that  the  weai'  and  tear  of  the  ropes  and 
cables  (wire  ropes  especially)  when  coiled  around  a  small  drum  were 
very  great.  To  avoid  the  short  bend  around  small  drums,  their  diameter 
was  greatly  increased,  and  was  finally  carried  to  seven  metres,  (from 
twenty-one  to  twenty-two  feet.)  Of  course,  in  this  case,  the  number  of 
revolutions  of  the  drum  for  the  same  hoisting  speed  has  been  reduced, 
but,  as  it  requires  very  expensive  engines  to  run  them  directly,  there  is 
a  tendency  to  return  to  the  old  style  of  gearing  the  drum  by  a  cog-wheel, 
and  to  run  it  with  lighter  hut  higher-speed  engines. 

These  large  drums  are  particularly  desirable  for  wire  ropes,  which  are 
destroyed  very  fast  by  a  short  bend.  On  tbese  large  circumferences  the 
tarns  are  fewer,  and  the  cable  need  not  be  coiled  several  times  over 
itself,  which  causes  great  wear  and  destruction  of  the  strands.  Each 
turn  of  a  drum  22  feet  in  diameter  represents  66  feet  of  length  of  cable, 
and  25  rounds  will  reach  1,650  feet  deep.  With  a  rope  one  and  a  half 
inch  thick  the  drum  would  have  to  be  a  little  over  three  feet  in  length. 
In  such  a  case  the  radius  of  the  drum  in  winding  would  remain  the  same 
wlieu  wire  i-ope  is  used ;  but  this  is  not  the  case  with  hemp  mpe,  which 
has  a  much  greater  diameter,  and  when  winding  up  around  the  drum  it 
must  coil  upon  itself  several  times,  and  thus  increase  considerably  the 
radius  of  the  drum,  and,  on  the  other  hand,  in  unwinding  or  lowering 
into  the  shaft,  the  radius  of  the  drum  is  rapidly  reduced. 

The  difference  of  radius  is  insufticient  to  compensate  for  the  weight  of 
the  unwound  cable,  and  such  an  an'angement  requires  powerful  engines 
to  lift  up  the  dead  weight  of  cable  at  the  start.  From  that  moment  less 
and  less  power  is  required  until  the  two  buckets  or  cages  meet  in  the 
shaft ;  then  the  descending  cable  gra<lually  takes  the  advantage  of  the 
ascending  one,  and  the  steam-engine,  instead  of  driving,  is  soon  driven 
with  an  increased  velocity  by  the  increasing  weight  of  the  descending 
cable.  To  avoid  these  inconveniences  a  system  of  counterpoises  is  used. 
Ropes  carrying  a  counterpoise  are  wound  around  sheaves  placed  on  the 
shaft  of  the  drum;  these  counterpoises  play  up  and  down  the  shaft  for 
about  fifty  or  sixty  metres  j  the  cable  unrolls  as  it  goes  down,  and  the 
radius  of  the  sheaves  diminishes.    It  is  so  arranged  that  when  the  entire 
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cable  is  paid  out  and  tlie  counterpoise  is  down,  the  two  buckets  or  cages 
pass  each  other  ia  the  shaft.  At  that  time  the  strain  upon  the  hoisting 
drum  changes,  as  also  the  action  of  the  counterpoise.  The  rotary  motion 
of, the  hoisting  drum  continues  in  the  same  dlreetion,  as  also  that  of  the 
sheave,  which  now  winds  up  the  rope  of  the  cotinterpolse  In  the  opposite 
direction.  Tlie  force  required  to  raise  up  this  counterpoise  counterbal- 
ances th6  weight  of  the  descending  cable. 

Another  way,  which  gives  better  results,  consists  in  using  a  v^ery 
heavy  cast-iron  chain  as  a  counterpoise. 

Some  attempts  have  lately  been  made  to  suppress  the  sheave  entirely, 
and  to  hoist  directly  with  the  drums,  by  placing  them  over  the  shaft. 

Drums  seven  metres  in  diameter  are  placed  on  the  top  of  the  shaft, 
instead  of  the  sheaves,  and  are  driven  directly  by  a  double-cylinder 
engine.  This  system,  which  is  fully  described  in  "Le  materiel  des  honil- 
Wes,"  by  Professor  A.  Burat,  has  not  been  entirely  successful  so  far ;  but 
it  has  shown,  however,  that  an  economy  of  fifty  per  cent,  can  be  realized 
on  the  wear  and  tear  of  cables. 

If  it  is  difficult  to  do  away  entirely  with  the  sheaves,  yet  it  is  quite 
easy  to  increase  their  diameter  so  as  to  avoid  giving  a  short  bend  to  the 
cables,  which  quickly  ruins  them,  and  particidarly  wire  ropes. 

A  series  of  rollers  placed  on  a  curve  of  a  very  large  radius  might  be 
advantageously  used  instead  of  large  sheaves. 

IRON  DEEEICKS. 

One  of  the  most  recent  improvements  is  the  substitution  of  iron  for 
wood  in  the  construction  of  poppet  heads  or  derricks  over  shafts.  Such 
constructions,  made  of  wood,  soon  decay,  and  are  insecure,  but  when 
made  of  iron  they  are  at  once  more  durable,  stronger,  and  lighter.  The , 
collective  exhibition  from  St.  Etienne  contained  a  fine  example  from  the 
mines  of  St.  Lonis,  This  structure  rises  about  thirty-five  feet  from  the 
mouth  of  the  shaft  to  the  axis  of  the  pulleys.  The  pillars  and  girders 
are  hollow,  and  are  formed  of  segments  of  east  iron  bolted  togethej  by 
means  of  suit-able  flanges.  The  principal  supports  are  oval,  the  longest 
diameter  being  placed  in  the  direction  of  the  greatest  strain.  The  total 
weight  of  the  iron  is  22,000  kilogrammes,  and  the  cost,  at  55  francs  per 
100  kilogrammes,  is  about  12,000  francs.  This  does  not  include  the 
pulleys  or  the  guides  for  the  cages,  or  the  painting.^ 

ni.— PUMPING  ANT>  DRAINING  MACRIKEEY. 

The  Universal  Exposition  of  1867  contained  no  full-size  model  of 
pumps  or  draining  machines.  Most  of  these  machines  are  only  made  to 
order,  and,  besides,  their  tremendous  weight  would  have  occasioned  too 
great  an  expense  for  transportation.    They  were  represented  only  by 

'  ViSe  Eevue  deFSirposilion  gelUffl,!  and  2,  with  an  excellent  plate  showing  the  details 
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drawings  and  small  models,  most  of  whicli  were  inventions  of  a  mere 
theoretical  kind  and  which  had  not  been  put  m  practice. 

Another  reason  which  explains  the  slight  importance  given  to  these 
macliines  at  the  Exposition  is  that  for  many  years  past  no  very  novel 
features  have  been  introduced  in  their  constmction.  Doubtless,  their 
construction  has  been  improved  as  well  as  that  of  all  other  kinds  of 
machines,  but  no  radical  change  has  been  effected  in  their  principle. 

Although  the  most  costly  of  all  kinds  of  machines,  as  far  as  the  erec- 
tion is  concerned,  the  Cornish  engine  continues  to  be  exclusively  used  for 
elevating  large  quantities  of  water  from  very  gi'eat  depths, 

COBNISH  ENGINES. 

The  Cornish  engine  has  been  for  some  time  past  constmcted  on  two 
difterent  plans,  viz,  the  beam  engine  and  the  direct-acting  engine. 

When  this  last  form  was  first  introduced  it  was  thought  to  be  a  great 
Improvement,  on  account  of  the  suppression  of  the  beam ;  but  it  was 
soon  discovered  that  the  working  of  these  machines  was  far  &om  being 
perfect,  and  the  beam  was  quickly  re-established,  as  much  for  the  sake 
of  carrying  the  weights  employed  for  counterbalancing  the  rods  as  for 
imparting  motion  to  the  condenser,  without  which  the  Cornish  engine 
loses  its  most  precious  advantage,  viz,  the  economy  of  fuel. 

Brought  back  to  this  new  form,  the  direct-acting  engine  has  all  the 
organs  of  the  old  Coi-nish  type,  and  costs  nearly  as  much.  If  it  has  the 
advantage  of  taking  leas  room,  and  consequently  necessitating  less  extent 
of  building,  on  the  other  hand  it  blocks  up  the  mouth  of  the  shaft,  and 
very  often  its  foundations  cost  as  much  as  those  of  the  first  kind. ' 

There  is,  therefore,  no  reason  for  giving  the  preference,  at  first  sight, 
to  eitlier  of  these  two  systems;  local  circumstances  wiU  cause  a  decision 
either  in  favor  of  one  or  the  other. 

Those  who  would  like  to  become  acquainted  with  all  the  newest  models 
of  this  sort  of  machine  will  find  full  descriptions  in  the  "ie  materiel  des 
houill^es,'"  by  Professor  Burat,  of  Paris,  and  in  the  ^^Fortfeuille  Cocker- 
ill,"  of  Belgium, 

With  regard  to  novelty  of  details,  we  have  none  to  call  attention  to, 
unless  it  be  the  increasing  tendency  of  placicg  the  main  rod  in  the  axis 
of  the  pumps.  When  the  rod  is  of  wood  it  is  separated  into  two  parts 
where  it  passes  a  pump  in  the  shaft,  and  the  pump  is  placed  between 
the  two  parts  of  the  rod.  When  the  rods  ai'e  made  of  iron  two  separate 
ones  are  placed  one  on  each  side  of  the  pumps,  and  they  are  united 
together  at  certain  distances  so  as  to  keep  them  equidistant. 

For  distributing  the  ateam  the  cataract  and  Hornblower's  well-known 
equilibrium  valve  are  employed. 

ORDINARY  PUMPING  ENGINES. 

Pumping  engines  of  a  smaller  description  show  considerable  variety 
in   their  construction;    none,  however,  possess  any  striking  novelty, 
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Among  them  we  would  mention  tlie  double-action  engine,  pla«ed  at  the 
bottom  of  the  works,  and  M'orking  directly  one  or  two  pamps  equally 
double-acting,  and  forcing  the  water  at  one  stroke  up  to  the  surface. 
This  system  is  simple  and  cheap  as  regards  first  cost,  but  consumes  too 
much  fliel,  as  it  is  generally  constructed  without  condensing  apparatus. 
It  can  hardly  be  used  except  when  the  machine  can  be  established  over 
some  large  excavations  deep  enough  to  gather  the  water  for  ten  or  tifteen 
days;  otherwise  it  would  be  impossible  to  make  any  repairs  either  to  the 
pumps  or  the  engine  without  danger  of  being  overflowed.  This  has 
tended  to  prevent  the  system  from  being  adopted,  notwithstanding  its 
simplicity. 

In  depths  not  exceeding  one  hundred  metres  (three  hundred  feet)  suc- 
tion and  lifting  pumps  are  used,  and  worked  directly  from  rods  at  the 
orifice  of  the  shaft.  These  rods,  which  are  either  of  wood  or  iron,  work 
in  the  pipes  of  the  pumps.  The  pipes  are  united  directly  to  the  body  of 
the  pumps,  and  have  a  slightly-increased  diameter,  so  as  to  permit  the 
easy  removal  of  the  pistons. 

In  many  cases,  when  the  driving  engine  has  more  power  than  is  abso- 
lutely necessary  for  bolstiDg,  the  surplus  of  power  can  be  made  available 
for  working  a  couple  of  lifting  pumps  of  the  kind  above  mentioned.  In 
this  case  the  pumps  work  under  the  same  conditions  as  the  hoisting 
itself,  stopping  when  necessary  to  fasten  or  unfasten  the  kibbles,  and 
turniDg  in  one  or  the  other  direction  according  to  the  change  of  the 
working. 

A  temporary  and  inexpensive  system  of  pumping  is  thus  obtained, 
and  is  very  serviceable  until  the  increasing  amount  of  water  requires  a 
special  pumping  engine. 

RAISING  WATEE  BY  GUIDED  KIBBLES. 

In  some  cases  one  of  the  most  ancient  systems  of  pumping  is  still  in 
use ;  we  allude  to  the  extraction  of  the  water  by  means  of  kibbles  sus- 
pended on  cables. 

As  at  first  established,  this  system  only  permitted  the  elevation  of 
small  quantities  of  water;  but  owing  to  the  perfection  of  the  engines 
now  employed,  this  class  of  machines  can  be  employed  with  great  advan- 
tage. Since  the  perfection  of  the  guides  employed  in  the  shafts  is  such 
that  ponderous  loads  of  wat«r  can  he  raised  veiy  rapidly,  the  ancient 
wooden  kibbles,  which  brought  up  500  to  600  quarts  at  a  time,  have  been 
replaced  by  iron  tanks  of  horizontal  rectangular  or  circular  form,  which 
will  hold  from  2,500  to  3,000  quarts,  and  travel  from  0  to  36  feet  (3  .00 
to  12™.00)  per  second. 

Under  these  circumstances  large  quantities  of  water  can  be  brought  to 

the  surface,  if  care  be  taken  to  render  as  easy  as  possible  the  filling  and 

emptying,  which  can  bereadly  accomplished  by  making  use  of  large  valves. 

HUET  AND  GEYLER'S  CHAIN  PIXMP. 

Lastly,  we  mention  a  trial  made  by  Messrs.  Huet  &  Geyler  of  their 
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well-known  system,  but  which  to  our  knowledg-e  had  not  been  employed 
before  for  the  drainage  of  mines. 

The  ehftin  pump,  which  has  been  much  used  for  domestic  purposes,  is 
composed  of  a  pipe  open  at  both  ends  and  in  which  an  endless  chain 
passes,  carrying  at  equal  distances  disks  of  iron,  which  nearly  fill  the 
pipe  and  act  as  buckets. 

Messrs.  Huet  &  Geyler  construct  these  bueliets  with  an  india-rubber 
ring,  which  acts  as  a  stufBng  and  fits  the  tube  closely. 

Two  twin  puinpa  were  mounted  and  had  to  lift  the  water  to  a  height 
of  twenty-flve  metres  (about  seventy-flve  feet)  only.  One  pump  alone 
was  intended  for  working,  the  other  being  simply  placed  there  for  use 
in  case  of  accident, 

The  internal  diameter  of  the  pipes  was  0™.07.  These  pipes  were  of 
copper  drawn  without  being  soldered,  and  only  0".O02  thick. 

They  were  made  in  lengths  of  sis  metres,  (eighteen  feet,)  and  were 
united  together  by  means  of  flanges  and  bolts.  The  endless  chain  was 
of  ordinary  construction ;  its  links  were  of  iron,  O^.Ol  in  diameter. 


Fig.  3. 


Hnet  &  Geyler's  Chaio  Pi 


The  pistons  or  buckets  were  made  in 
five  pieces;  (see  sketch.)  The  stufQog  was 
composed  of  a  single  india-rubber  ring. 
Experience  has  taught  that  in  order  to  ob- 
tain the  maximum  amount  of  work  it  was 
necessary  that  this  caoutchouc  ring  should 
come  in  contact  with  the  sides  of  the  pipe, 
Imt  without  pressing  on  them.  As  the  iu- 
did  rubber  wears,  it  is  acrewetl  up  by  a  nut 
tud  a  set  nut.  When  it  becomes  necessary 
to  lenew  the  ring,  it  is' easily  accomplished 
l)\  nnscrewing  the  two  nuts  and  removing 
the  key  A. 

These  pistons  were  placed  at  distances  of 
three  metres  (nine  feet)  apart.  The  chain 
passes  over  a  grooved  pulley  or  8X)roeket- 
wheel,  the  groove  of  which  is  0"^01  larger 
than  the  buckets.  Studs  introduced  in  this 
groove  prevent  the  chain  from  slipping; 
they  are  adapted  to  the  pulley  and  can  be 
easily  changed  as  may  be  desired.  The 
speed  of  tlie  chain  is  ninety  metres  (270  feet) 
per  minute. 

Thus  constructed,  this  pump,  which  has 
now  been  at  work  for  ten  months  without 
any  other  stoppage  or  repair  than  that  of 
changing  three  times  the  indiarrubber  stuff- 
ingjhas  constantly  raised  quantities  of  water 
varying  from  150  to  200  cubic  metres  per 
day  of  nine  to  ten  hours. 
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On  account  of  its  simplicity  and  its  small  amount  of  wear  and  tear, 
this  pump  might  be  well  adapted  to  larger  diameters  and  to  operate  at 
much  greater  depths,  taking  care  to  divide  the  column  at  every  tweuty 
OT  twenty-five  metres  by  means  of  reservoirs. 

RUSSIAN  PUMP. 

A  model  of  an  apparatus  for  raising  water  was  exhibited  in  the 
Russian  section.  It  is  very  ingenious,  but  has  not  been  yet  practically 
used.  This  apparatus  is  composed  of  a  tube  running  from  the  reservoir 
to  the  surface  outlet.  (Fig.  4.)  This  tube  is  di\ided  by  equidistant 
partitions,  mth  a  valve  in  the  centre  of  each. 

Pipes  flxed  in  the  partitions  and  under  eacli  valve, 
descend  into  each  compartmeut  and  stop  quite  near 
the  bottom.  Two  tubes  follow  the  length  of  the  cen- 
tral pipes,  and  by  means  of  elbow  pipes  establish  com- 
munication between  two  alternate  sections  of  the  cen- 
tral pipe.  The  pipe  which  communicates  with  the 
compartments  of  even  numbers  2,  4,  and  6  connects 
directly  with  the  outside  air. 

The  other  pii>e  in  communication  with  the  compart- 
ments of  odd  numbers  1,  3,  and  5  is  connected  with  a 
large  pump  which  alternately  rarifles  or  compresses 
the  air. 

A  vacuum  being  made  by  the  pump,  the  water  rises 
from  the  reservoir  and  runs  in  the  section  No.  1.  Then 
the  pump  compresses  air  and  the  water  passes  from 
section  No.  1  to  section  No.  2  by  the  connecting  tube, 
and  the  excess  of  compressed  air  escapes  through  the 
open  tube. 

When  the  pump  makes  the  vacuum  again  in  all  sec- 
tions of  odd  numbers,  the  compartment  one  tills  a 
before,  and,  at  the  same  time,  the  atmospheric  pressure 
forces  the  water  from  section  No.  2  into  section  No.  3, 
which  is  empty.    When  the  apparatus  is  put  iu  motion     K"«8iaii  Piimp. 
the  pumps  create  the  vacuum,  the  compartments  1, 3,  fi,  &c.,  fill  under  the 
influence  of  the  atmospheric  pressure,  and  when  the  pump  compresses 
the  air  in  the  odd  sections  the  water  runs  in  the  compartments  of  even 
numbers,  and  so  on. 

It  is  possible  that  air  contained  in  the  water,  when  escaping  under 
the  influence  of  the  vacuum,  might  prevent  the  action  of  this  pump.  It 
is  probable,  however,  that  the  greatest  amount  of  ah-  escapes  through  the 
open  pipe  at  the  time  the  water  is  forced  from  the  odd  to  the  even  num- 
bered sections. 

Practice  only  will  prove  whether  this  ingenious  contrivance  can  be 
made  available  for  mining  purposes. 
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CHAPTER    IV. 
MAN-ENGINES   AND   PAEACHDTES. 

Descent  ov  miners  by  means  op  pixbd  lapdeks — Lowering  men  by  mkaks  of 

CABLES— CONSTBUCTIOtf     OF    THE     MAN-ENGINE— THE    RODS— LANDING-PWCES    OB 

STiQEa—  SUPPOET  OP   THE   RODS— Hydbaulic   regulators— Movement   op   the 

MAN  ENGINE — PABAOHUTEa  FOE  THE  PHEVENTION   OP   ACCIDENTS  TO  CAGES — CAGES. 


I.— THE  DES0E2JT  OF  MINERS. 

Falirkiinst,  or  man-en  giues,  are  not  of  recent  invention  j  one  or  two 
early  examples  are  known  in  G-ermany,  and  -were  established  there, 
toward  the  middle  of  the  last  century.  These  flrst  machines  were  aban- 
doned, perhaps,  from  not  acting  properly  or  from  not  being  a  real  neces- 
sity at  the  time,  and  seventy  or  eighty  years  passed  away  before  they 
again  came  into  use. 

As  by  degrees  the  mines  of  Germany,  Belgium,  and  England  became 
deeper,  various  plane  were  devised  to  procure  cheap  and  easy  means  of 
descent  for  the  workmen ;  and  the  man-engine  was  again  brought  into 
notice.  From  the  most  remote  antiquity  three  metliods  have  been  in 
common  use  for  the  descent  into  mines,  viz :  inclined  planes,  ladders,  and 
ropes. 

Inclined  planes  have  been  used  only  in  shallow  mines ;  in  deep  mines 
the  length  and  cost  becomes  so  great  that  they  cannot  be  used. 

DESCENT  BY  FIXED  LADDERS. 

The  descent  by  fixed  ladders  is  the  most  common,  and  is  certainly  the 
safest  and  the  most  economical  of  all  the  ways  yet  tried  to  get  to  the 
bottom  of  mines  of  moderate  depth  and  in  all  preparatory  workings. 
Wheu  ladder- ways  are  well  made,  they  ai-e  isolated  from  the  rest  of  the 
shaft  by  partitions  or  bretticea.  The  serious  fall  of  aman  in  these  cases 
is  very  rare,  and  can  only  happen  through  imprudence  or  carelessness. 
The  workman  has  his  safety  in  his  own  hands,  and  the  accidents  are 
few  and  slight. 

Statistics  show  that  of  one  hundred  accidents  occurring  upon  ladders, 
there  are  only  about  twelve  fatal.  But  this  mode  of  descent  is  inadmis- 
sible in  deep  workings  and  is  then  subject  to  three  great  inconveniences — 
first,  it  ruins  the  health  of  the  miners  who  are  compelled  for  a  certain 
time  every  day  to  go  up  and  down ;  second,  the  fatigue  imposed  upon 
the  miners  deprives  them  of  some  of  their  energy  at  their  daily  work; 
third,  it  takes  a  considerable  time  to  change  the  shifts  of  mfen  or  relays. 

To  go  down  100  metres  of  ladder  requires  about  15  minutes,  (900 
seconds,}  equal  to  9  seconds  per  metre.     If  we  suppose  that  the  men 
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follow  each  other  at  2  metres  distance,  after  the  first  man  has  arrived  at 
the  bottom  of  the  shaft,  it  will  be  18  seconds  before  the  second  man 
gets  to  tlie  bottom,  and  so  on ;  so  that  if  the  shift  is  composed  of  200 
men,  it  will  require  900  seconds  +  200  x  18  seconds  =^  900  +  3600 
seconds  =  4500  seconds,  or  1  hour  15  minutes,  for  them  all  to  descend  to 
the  bottom. 

If  the  shaft  is  400  metres  deep,  15  minutes  per  100  metres  must  be 
added  for  the  descent  of  the  first  man,  which  makes  altogether  3  hours 
for  200  men ;  with  this  basis  for  calculation  it  is  easy  to  find  the  time 
required  for  the  descent  of  any  number  of  men  to  any  given  depth. 

The  ascent  of  100  metres  of  ladder  requires  about  twice  as  much  time 
Eis  the  descent ;  then  if  we  take  the  depth  of  400  metres,  and  the  num- 
ber of  men  200,  we  have  for  the  descent  by  ladders  2  hours,  and  for  the 
ascent  4  hours,  in  all  6  hours,  which,  added  to  8  hours  work  per  shift, 
makes  14  hours,  during  6  hours  of  which  the  work  in  ascending  and 
descending  is  much  harder  than  the  actual  mining'. 

It  is  impossible  for  men  to  continue  to  perform  such  labor,  so  that  m 
most  mines  over  250  metres  deep  the  hours  of  real  worlc  are  shortened 
and  the  balance  of  the  time  is  set  apart  for  the  work  of  ascending  and 


The  Polytechnic  Society  of  Coniwall,  in  comparing  tlie  rate  of  mor- 
tahty  amongst  meu  working  at  different  depths,  (accidents  deducted,) 
estimates  that  in  works  of  400  to  500  ijaetres  in  depth,  where  ladders 
are  used,  the  lives  of  themenare  shortened  by  twenty  years.  However 
this  may  be,  it  ia  certain  that  the  prolonged  use  of  ladders  gives  rise  to 
serious  derangements  of  the  organs  of  respiration  and  renders  a  certain 
number  of  men  unfit  for  work  before  they  ate  thirty  years  old. 

LOWERING  BY  ROPES  AND  CAGES. 

The  time  required  for  lowering  and  raising  a  shift  of  men  by  cables, 
is  not  as  easy  to  estimate  as  that  required  where  ladders  alone  are  used. 
It  depends,  in  fact,  on  two  variable  elements — the  rate  of  speed,  and  the 
number  of  men  that  can  be  lifted  at  each  time. 

The  rate  of  speed  varies  according  to  the  importance  of  the  workings; 
in  shafts  without  guides  it  is  often  from  one  to  two  metres  per  second ;  in 
shafts  provided  with  guides  and  cages,  it  is  from  three  to  twelve  metres 
per  second ;  but  when  the  men  are  taken  up  and  down  in  the  cages,  the 
speed  is  often  slackened,  beeping  it  about  three  to  sis  metres  per  second. 
The  number  of  men  carried  at  once  is  from  two  to  three  in  the  small  work- 
ings, and  sixteen  to  twenty,  or  more,  in  mines  of  greater  extent. 

A  comparison  of  the  time  required  for  the  descent  by  ladders  and  by 
lowering  in  cages  may  be  made  as  follows :  Assuming  that  there  are 
200  men  in  a  shift  and  that  the  depth  is  400  metres,  the  rate  of  speed, 
averaging,  say  five  metres,  and  that  eight  men  are  carried  at  once — at  five 
metres  ])er  second,  to  ascend  or  descend  400  metres  requires  ^§2  =  go 
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eecoDds.  To  this  must  be  added  abont  two  minutes  (120  seconds)  for 
the  stepping  in  and  outof  the  men,  and  the  starting  and  stopping  of  the 
engine,  which  makes  altogether  120  4.  80  =  200  seconds.  Lowering  8 
men  at  once,  we  have  ^^  ^  25  journeys  in  all  for  the  shift ;  the  time  will 
therefore  be  25  x  200  seconds  ^  5000  seconds  =  1  hour  24  minutes. 
Doubling  this  for  the  entire  time  in  going  into  and  out  of  the  mine,  will 
be  3  hours  48  minutes,  which  is  half  the  time  taken  for  the  ascent  and 
descent  of  the  same  number  of  men  by  ladders. 

But  these  figures  are  not  absolute ;  they  may  vary  widely,  either  more 
or  less,  according  to  the  extent  of  the  workings. 

The  advantages  and  disadvantages  of  the  rope  are  inversely  to  those 
of  the  ladders ;  the  health  of  the  men  does  not  suffer,  but  there  is  leas 
security,  and  accidents  are  much  more  serious. 

Accidents  by  ropes  and  by  ladders  are  as  3  to  2 ;  but  this  ratio  is  still 
increased  by  the  fact  that  of  100  accidents  to  men,  94  are  killed  and  6 
injured. 

These  deplorable  consequences  from  this  method  of  transportation  of 
miners  caused  the  Prussian  goverumeut  to  prohibit  the  lowering  or  rais- 
ing of  men  by  the  cages  in  the  mines  of  Prussia. 

In  other  countries  they  are  still  used  together  with  the  ladders  up  to 
this  time,  but  the  man-engine  has  again  come  into  use,  and  will  now  be 
described. 

CONSTRUCTION  OF  THE  MAN-ENGINE, 

The  movable  ladders  fecJielles  mobiles)  called  in  Germany  Fahrlcunst, 
and  in  England  man-engine,  present,  when  well  constructed  all  the 
desirable  conditions  for  security,  rapidity  of  motion,  and  for  health. 

They  are  all  alike  in  principle,  and  consist  essentially  of  two  strong 
beams  or  rods  hung  side  by  side  in  the  shaft  of  a  mine.  Bach  beam  has 
platforms  or  landings  large  enough  for  a  man  to  stand  upon  placed  at 
equal  distances  from  the  top  to  the  bottom.  Handles  to  be  grasped  by 
the  hands  of  the  men  are  attached  at  a  convenient  height  above  each 
platform. 

One  of  these  beams,  or  both  of  them,  is  connected  with  an  alterna- 
ting movement,  combined  in  such  a  manner  that,  at  the  moment  the 
movement  changes,  the  stages  of  both  beams  or  rods  are  level  with  eaeh 
other. 

The  difference  between  one  man-engine  and  another  consists  only  in 
the  particulars  of  construction,  and  in  the  manner  in  which  the  motion 
is  given  to  the  rods. 

There  was  nothing  especially  new  in  the  Exposition,  either  in  the  small 
models  or  in  the  drawings,  and  we  will  theretbre  abstain  from  describ- 
ing thera,  but  will  point  out  the  improvements  in  the  details  while 
reviewing  successively  all  the  separate  parts  forming  the  whole  of  the 
man -engine. 
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Before  noticing  tlieso  details,  we  will  give  a  description  of  the  princi- 
ple of  the  man-engino  for  those  persons  wlio  may  not  be  familiar  with 
its  action. 

Let  US  suppose  that  the  rods  E  and  D  I'ange  all  the  depth  of  the 
mine  shaft,  and  that  at  equal  distances  stages  A,  B,  C,  &c.,  ai'e  fixed 
to  the  rods  opposite  to  each  other.  Pig.  5. 

Fig.  5  shows  a  portion  of  the  rods  R  E',  with  tbeir  stages 
or  platforms  A  A',  B  B',  C  C,  placed  at  eqnal  distances.  An 
alternate  upward  and  downward  movement  is  given  to  each 
of  these  rods ;  while  the  rod  R,  with  its  stages,  is  ascending, 
the  opposite  rod  E'  is  descending.  This  movement  brings 
the  platform  A  on  the  ro(l  R  opposite  to  the  platform  B'  on 
rod  E',  and  the  platform  B  opposite  the  platform  C.  The  mo- 
tion is  then  arrested  for  a  moment,  aud  is  immediately  after- 
ward reversed,  and  the  platforms  return  to  their  original 
position.  If  now  miners  are  standing  upon  the  platforms  of 
R,  they  will  all  be  raised  by  the  upward  movement  a  distance 
equal  to  half  the  distance  between  the  platforms.  At  this 
point,  the  motion  ceasing,  the  miners  step  from  the  platforms  ■ 
of  the  rod  R  to  those  upon  the  rod  E',  and  by  the  next  move- 
ment are  again  lifted,  when  they  step  across  as  before,  and 
so  on  until  the  top  of  the  shaft  is  reached.  The  descent  is 
similarly  accomplished. 

In  a  few  cases  only  one  of  the  rods  moves,  and  the  other 
remains  stationary,  or  rather  the  second  rod  is  omitted  and 
stages  are  fixed  to  the  side  of  the  shaft  in  the  rock  itself;  in 
such  cases  the  single  rod  has  to  move  the  whole  distance 
between  two  stages  instead  of  half  that  distance,  as  when 
two  rods  are  used. 

When  a  single  rod  is  used  in  connection  with  fixed  stages, 
the  miners  pass  alternately  from  the  stage  on  the  rod  to  the 
stage  fixed  in  the  rock.  They  then  wait  until  the  half-stroke 
brings  a  fresh  stage  opposite  to  them,  on  which  they  place 
themselves,  and  so  on. 

The  distance  between  two  stages  on  the  same  shaft  gener- 
ally varies  from  4™. 50. to  S'^.OO.  The  stroke  of  the  apparatus  with  two 
movable  shafts  is  always  half  the,  distance  between  the  stages,  conse- 
quently it  varies  from  2°|.35  to  4™ .00.  There  are  &om  four  to  eight  dou- 
ble strokes  per  miuate. 

In  order  to  estimate  the  time  required  for  the  ascent  and  descent  of 
miners  by  this  engine,  let  us  take  our  standard  example,  400  metres  of 
depth  and  200  men  to  send  down  or  lift  up  for  each  shift. 

Allowing  the  stages  to  be  6  metres  distant  from  each  other,  and  the 
man-engine  to  make  6  double  strokes  per  minute — in  one  minute  a  man 
will  then  have  passed  upon  and  from  6  stages,  he  will  then  have  been 
lifted  fi'^.OO  X  6 ^36™ .00,  and  cousequently  will  rise  the  400  metres; 
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in  ^^  =  13  miuutes,  in  round  numbers.  Each  tloiible  stroke  thereafter 
will  deliver  anotlier  mau  at  the  surfiice,  or,  which  is  the  same  thing,  the 
machine  will  lift  6  men  per  minute ;  the  200  men  will  therefore  arrive  at 
the  surface  in  ^aii  ^  34  minutes  in  round  numbers,  which,  added  to  the 
12  minutes  required  for  the  whole  ascent  of  the  first  man  on  the  stages, 
gives  in  all  46  minutes ;  doubling  this  for  the  lowering  and  lifting  of  one 
shift  of  men,  and  we  have  92  minutes  (1  hour  and  33  minutes)  for  the 
whole,  and  that  without  either  danger  or  fatigue. 

So  that  for  200  men  and  400  metres  of  depth,  the  ascent  by  ladders 
requires  6  hours ;  by  hoisting,  varying  from  1  to  4  hours ;  by  the  man- 
engine,  only  IJ  hoiu:. 

The  fitting  up  of  a  man-engine  is  doubtless,  a  considerable  expense, 
but  it  is  soon  repaid  by  the  time  saved,  and  the  prevention  of  muscular 
fatigue  of  the  miner. 

DETAILS  OP  CONSTRUCTION. 

The  rods. — The  rods  are  eitber  made  of  wood  or  of  iron,  according 
to  the  local  convenience.  Ii'on  is  lighter  with  the  same  power  of  resist- 
ance, and  requires  less  room. 

Fig.  6-  Whether  the  rods  are  made  of  wood  or  of  iron,  they  are  all  made 
with  a  decreasing  section  from  the  top  to  the  bottom  of  the  appa- 
ratus. The  wooden  rods  are  made  in  two  ways — either  of  beams 
adjusted  end  to  end,  like  the  rods  of  lifting  pumps,  or  they  are  made 
with  planks,  the  ends  of  which  are  stepped  together,  as  indicated 
iu  the  annexed  figure.  {Fig,  6.)  Gi-adually,  as  the  load  to  he  car- 
ried allows  of  it,  a  plank  is  left  out  so  as  to  reduce  the  weight  as 
much  as  possible  and  yet  retain  all  the  necessary  solidity. 

Iron  rods  have  been  made  in  various  terms,  but  generally  in  the 
shape  of  angle  iron.  The  round  or  flat  iron  ha-s  the  inconvenience 
of  allowing  too  much  vibration,  especially  at  the  bottom. 

The  number  of  rods  for  each  side  of  the  man-engine  may  be  one, 
two,  three,  or  four.  The  single  rod  is  generally  used  in  the  inclined 
shafts.  It  is  composed  of  a  piece  of  wood  running  on  rollers  at 
about  six  or  eight  metres  apart.  These  rollers  of  wood  or  cast-iron 
are  laid  on  sills  of  wood  fixed  in  the  rock. 

The  stages  or  platforms  are  made  of  planks  large  enough  to  re- 
ceive both  feet,  and  are  firmly  supported  by  iron  brackets  below ; 
iron  handles  are  securely  fixed  by  bolts  to  the  rods,  at  a  height  of 
about  l^.OO  to  l™.;iO  above  each  stage,  to  enable  the  miner  to  teep 
his  balance. 

"Where  the  rods  Bve  separated  by  fixed  ladders,  as  in  some  in- 
stances, the  distance  required  to  pass  over  from  one  stage  to  the 
other  varies  from  0™.65  to  O^n-TS,  which  renders  the  apparatus  in- 
commodious and  even  dangerous. 
Man-engines  in  vertical  shafts  always  have  at  least  two  rods,  bal- 
ancing each  other. 
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Mr.  Ha^^^z,  manufacturer  in  Belgium,  and  exhibitor,  constructs  man- 
engines  witli  three  rods  in  eacli  of  the  lifts. 

Eods  are  sometimes  made  witli  the  landing-stages  large  enough  to 
carry  two  men  at  once,  which  permits  the  miners  to  pass  each  other 
with  ease  in  going  up  and  down,  some  ascending  while  others  are  de- 
scending. 

The  landing  places  oe  stages. — The  stages  are  made  of  the 
lightest  wood  possible,  and  their  dimensions  vary  according  to  the  space 
at  command;  they  should  not  be  less  than  0™,50  to  0  .00  square;  but 
some  are  made  which  are  only  O"".!©. 

But  with  these  small  dimensions  they  are  dangerous.  Tliese  stages 
are  generally  put  in  iron  frames,  which  serve  at  the  same  time  to  bind 
the  rods.  When  two  stages,  one  on  the  ascending,  the  other  on  the 
descending  rod,  are  level  with  each  other,  the  distance  which  separates 
them  varies  from  0^.03  to  0™.250,  and  even  to,  0".30. 

When  the  space  is  wide,  there  is  danger  in  crossing  from  one  stage  to 
the  other,  for  the  miner  may  step  into  the  empty  space  and  Ije  preci- 
pitated to  the  bottom.  But  if,  on  the  contrary,  the  space  is  very  narrow, 
the  passage  is  very  easy,  but  there  is  danger  that  the  miner  may  impru- 
dently let  his  head  or  his  shoulder  project  beyond  the  stage  on  which 
he  is,  so  as  to  be  struck  or  caoight  by  the  stage  of  the  opposite  rod  during 
the  movement. 

This  ditticulty  is  avoided  in  two  ways — either  by  making  the  stage  in 
two  pieces,  one  fixed  and  the  other  hinged,  so  that  it  rises  when  it  meete 
with  an  obstacle,  or  in  fixing  undei'  each  stage  inclined  planks,  well 
dressed  and  smoothed,  which  push  against  an  obstacle  and  force  it  back 
within  the  limits  of  the  opposite  stage.  This  last  plan  can  only  be  used 
where  the  movement  of  the  man-engine  is  not  too  rapid ;  if  the  motion 
is  rapid,  the  first  is  preferable. 

The  hinges  of  the  stages  ai-e  made  either  of  copper  or  of  very  strong 
leather  to  avoid  oxidation.  In  the  mines  of  Freiberg,  Saxony,  the 
stages  are  not  placed  opposite  each  other,  but  side  by  side. 

Balance  weights  and  pulleys. — ^The  rods  and  stages  work  in 
guides  at  distances  which  vary  from  twenty  to  fifty  metres  from  each 
other.  But  this  is  not  sufficient.  It  would  not  be  prudent  to  leave  such 
a  mass,  200  to  500  metres  long,  suspended  without  any  other  support. 

The  whole  weight  is  therefore  balanced  by  what  are  called  balance 
pulleys.  They  are  placed  two  and  two  alongside  the  rods.  The  opposite 
rods  are  then  connected  by  chains,  which  pEws  over  these  pulleys  and 
thus  sustain  a  part  of  the  weight  of  the  rods.  The  weight  of  one  rod 
also  counterbalances  the  weight  of  the  other.  Adjusting  screw  rods  at 
the  ends  of  the  chains  give  the  means  of  changing  the  length  of  the 
chain  so  as  to  secure  the  proper  strain  on  each  Support  or  pulley.  The 
arrangement  of  the  rods,  the  central  ladder- way,  and  the  balance  pulleys 
and  chains,  are  shown  in  tlie  annexed  figure. 
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Sapport  of  the  rods  of  tlio  Man-engine  in  an  inclined  sliaft. 

The  hydranlie  balance  has  been  tried  for  the  same  purpose.  It  ia  com- 
posed of  two  pistons :  one  is  placed  on  the  first  set  of  lifts,  the  other  on 
the  second.  To  these  pistons  two  pump-barrels  correspond,  connected 
with  each  other  by  a  pipe  giving  fre«  communication.  The  descending 
set  of  lifts  taking  the  piston  with  it,  forces  the  water  into  the  other 
pump-barrel,  and  as  the  water  has  no  outlet,  it  forces  up  the  other  piston, 
lifting  the  other  set  of  lifts  with  it. 

The  hydraulic  balance  would  be  very  good  if  the  packing  of  the  pis- 
tons could  be  kept  tight;  unfortunately  it  cannot,  water  is  lost,  and  then 
the  descending  piston  does  not  transmit  its  pressure  to  the  rising  piston 
before  some  part  of  the  stroke  is  lost,  so  that  the  balance  is  disturbed. 
It  has  been  abandoned  for  this  reason.  When  the  man-engine  is  single- 
acting,  (that  is  to  say,  where  there  ia  not  more  than  one  set  of  lifts  and 
the  other  set  replaced  by  a  line  of  fixed  stages,)  the  movable  lift  must 
be  balanced  to  prevent  the  shock  it  would  receive  at  the  bottom  by  the 
impetus  gained  during  its  desceut.  This  balance  can  be  obtained  by 
chains  attached  to  different  heightsof  the  lift,  passing  them  over  pulleys 
attached  to  the  rock,  and  attaching  to  their  ends  counterpoises  of  suffi- 
cient weight.  Such  an  arrangement  is  very  dangerous  from  the  liability 
of  the  chains  to  breakage. 

In  England  such  pulleys  ai-e  replaced  by  beams  carrying  balance 
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weights ;  but  althoagh  this  arrangement  is  safer,  it  is  much  more  expen- 
sive. The  stroke,  always  a  long  one  with  a  man-engine,  requires  beams 
of  large  dimensions,  and  they  cannot  be  lodged  in  the  shaft  without 
making  very  large  excavations  in  the  rock,  which  are  very  expensive. 

Hydraulic  eegulatobs. — To  regulate  the  descent,  a  hydraulic  regu- 
lator or  brake  is  also  used.  It  is  a  pump  furnished  with  a  suction-valve, 
and  the  outlet  of  the  pump  is  furnished  with  a  tap.  The  piston  of  this 
pump  is  fixed  to  the  shaft  of  the  lift ;  when  this  latter  rises  the  pump 
flUs  with  water ;  when  the  piston  falls  the  water  can  only  escape  by  the 
smaJl  opening,  and  the  issue  can  be  regulated  by  the  tap.  The  rapidity 
of  descent  may  thus  be  varied  at  will.  The  different  contrivances  we 
have  just  described  constitute,  properly  speaking,  tlie  whole  of  a  man- 
engine.  It  only  remains  to  mention  the  different  methods  of  putting  the 
apparatus  iu  motion, 

THE  MOVEMENT  OF  THE  MAN-ENGINE. 

Up  to  this  time  two  methods  have  been  employed — the  direct-action 
engines  and  the  ordinary  steam-engine,  giving  rotation  and  the  com- 
munication of  motion  by  a  crank.  The  first  idea  of  the  raan-englne  con- 
sisted in  employing  the  pump-rod  for  carrying  the  men.  Stages  were 
fixed  on  the  rod,  and  in  connectioQ  with  them  fixed  landing-stages. 
It  is  therefore  natural  that  with  this  origin  the  first  man-engines  should 
have  simple  motive  machines  and  cataracts.  Sinc«  that  time  motion 
has  been  given  to  the  man-engines  by  ordinary  engines,  with  connecting 
rods  and  cranks ;  but  as  the  man-engines  work  very  slowly,  several  con- 
trivances have  been  used  aa  intermediates  between  the  rods  and  the 
motive  power. 

When  direct-acting  engines  are  used,  there  is  a  stoppage  after  each 
stroke  to  give  the  miners  time  to  pass  &om  one  stand  to  the  other. 
This  stop  varies  from  two  to  eight  seconds,  which  is  ample,  as  the  passage 
ftom  one  stand  to  the  other  does  not  take  more  than  one  second.  This 
would  be  a  very  good  system  if  the  stop  were  always  rigorously  the  same. 
But  all  who  have  worked  the  machine  with  direct  single  action  and 
cataract  know  that  it  is  impossible  to  obtain  this  regularity.  The  irre- 
gularity may  indeed  cause  accidents.  The  miner  relying  on  the  normal 
time  of  the  stoppage  may  be  surprised  in  the  midst  of  the  movement  he 
is  making,  and  as  the  single-action  engine  starts  suddenly  and  very 
quickly  acquires  a  great  velocity,  he  may  have  one  leg  roughly  taken  up 
while  the  other  remains  on  the  stage  which  rapidly  goes  down. 

When  the  man-engiues  receive  their  reciprocal  motion  from  a  crank  on 
a  revolving  shaft,  there  is,  so  to  speak,  no  stoppage.  The  stages  which 
approach  each  other  are  hardly  on  the  same  level  when  they  separate 
again ;  but  by  taking  care  to  have  the  machines  provided  with  regula- 
tors and  heavy  fly-wheels,  the  movement  is  regular  and  there  is  no 
change  to  surprise  the  miner  at  tLe  moment  of  his  passage  from  one 
stage  to  the  other. 
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It  must  not  be  forgotten  that  the  movement  of  the  machine  being 
uniform,  that  of  the  connecting  rod  which  commands  the  man-engine  is 
variable.  It  is  very  slow  at  the  commencement  of  its  stroke,  is  acceler- 
ated at  the  middle  of  the  stroke,  and  becomes  slow  at  the  end.  The 
miner,  thanks  to  the  regulai'ity  of  the  movement  and  the  slowness  of 
speed,  when  the  stages  approach  the  same  level  and  separate  fi^om  each 
other,  can  begin  hia  passage  from  one  rod  to  the  other  a  little  before  the 
stroke,  and  continue  it  a  little  after. 

Experience  proves  that  this  second  method  is  the  safest  The  persons 
who  go  down  for  the  first  time  on  these  machines  do  not  experience  any  dis- 
agreeable sensation.  It  is  not  so  with  the  single  acting  machines ;  when, 
after  the  stoppage,  the  stage  lifts  or  lowers  a  person  suddenly  who  is  not  ac- 
customed to  them,  he  exijeriences  a  disagreeable  sensation,  (a  sinking  at  the 
stomach,)  which  is  increased  by  the  sudden  stop  at  the  end  of  the  stroke. 
Man-engines  worked  by  direct-acting  engines,  in  order  to  rnise  the 
same  number  of  men  in  a  given  time,  must  move  more  rapidly  than  when 
the  motion  is  communicated  by  a  crank. 

Let  us  suppose  two  man-engines,  worked  by  these  different  engines, 
having  a  stroke  of  S^.OO  and  making  6  double  strokes  per  minute.    The 
Fig.  8.  speed  per  min- 

ute is  equal  to 
S^xlS  strokes 
single  =  36™. 
Therefore, 
while  the  crank 
machine  will 
take  60  sec- 
onds to  go  over 
these  36m. 00, 
or  a  mean  ve- 

when  actuated  ijy  a  dou- the  single-act- 
ing engine  will 
take  60  seconds 
diminished  by 
12  stoppages, 
which  are  gen- 
erally of  2J  sec- 
onds =  30  sec- 
onds ;  its  speed 
mast  then  be 
double— 1"'.20. 
The  diagrams 
annexed  clear- 
>  ly  indicate  the 
difference  that 
exists  between  the  working  of  these  two  methods.  (Figs.  8  and  9.) 
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III  these  curves  the  abscisses  represent  the  niunber  of  seconds  from  the 
beginning  of  an  oscillatioii,  and  the  ordinat«s  the  corresponding  spaces 
passed  over  by  a  stage. 

The  machine  with  single  action  predominates  in  Beigium,  while  the 
crank  machine  is  more  iisedin  Gennany  and  England.  The  single-acting 
machines  are  generally  placed  directly  over  the  shaft. 

These  engines  are  composed  of  two  steam-cylinders  join  e<l  together;  the 
piston-rods  are  attached  directly  to  the  man-engine.  The  steam  acts  di- 
rectly and  alternately  underneath  or  above  one  or  the  other  of  the  pistons. 

But  there  is  an  important  condition  to  be  observed,  which  complicates 
this  arrangement  a  little.  The  platforms  of  the  man-engines  must  have 
exactly  the  same  velocity,  and  the  strokes  mast  terminate  at  exactly 
the  same  moment,  so  that  both  sets  of  platforms  will  be  connected. 
This  problem  has  been  solved  in  two  principal  ways. 

The  first  consists  in  extending  the  piston-rods  throngh  the  upper  cover 
of  the  cylinders,  so  that  these  two  rods  may  be  connected  by  a  chain  work- 
ing over  a  pulley.  Theythennecessarilymovesimultaneoualy.  Asapnlley 
working  between  the  cylinders  would  have  too  small  a  diameter,  two  lead- 
ing pulleys  are  placed  over  the  cylinders,  surmounted  by  a  larger  one. 

The  second  method  has  been  used  at  several  places  in  Belgium  by  Mr. 
Havrez,  already  mentioned.    The  constraction  is  shown  by  Fig.  10. 


A  sti'ong  rack  i; 
each  rod,  and  tliese  work  into 
opposite  sides  of  the  same  pin- 
ion, steadied  by  an  intermedi- 
ate guide-rod.  Uniformity  of 
motion  has  thus  been  secured, 
for  it  is  evident  thatwhen  one 
rod  descends,  the  other  must 
move  simultaneously  and 
equally.  Every  precaution 
has  been  taken  by  the  con- 
structor to  prevent  breakage. 
The  teeth  are  strong  and  care- 
fuDy  cut  and  flanged,  and  up 
to  this  time  very  few  accidents 
have  occurred. 

When  a  man-engine  receives 
the  motion  from  the  rotation 
of  a  crank,  the  two  rods  must 
also  be  connected  together  to 
secure  their  equal  motion,  and 
this  is  the  more  necessary 
where  there  is  only  one  engine. 

The  methods  of  lifting  are  va- 
ried, and  we  will  only  mention 
some  of  the  principal  ones. 


Fig,  10. 


goaring  of  rods. 
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lO  tilt)  I'ods  of  a  Man -engine. 
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Balance  "beams  aud  varlete  are  worked  together  by  a  coDnecting  rod, 
moved  Iby  another  coimecting  rod,  talcing  its  motion  from  a  gearing,  the 
pinion  of  which  is  placed  on  the  main  shaft  of  the  steam-engine.^ 

JPig.  11  will  give  an  idea  of  this  arrangement.  To  avoid  the  great 
expense  incurred  by  these  balances,  Mr.  Graffin  suspends  the  rods  to 
flat  cables  which  pass  over  leading  pulleys  and  are  attached  to  the  two 
extremities  of  a  wagon  roiling  on  rails  and  worked  by  a  connecting  rod 
moved  by  the  engine. 

An  ingenious  arrangement  by  Messrs.  Yanxand  Guibal  has  been  tried, 
but  its  utility  has  not  yet  been  established  by  practice ;  but  it  is  never- 
theless worthy  of  being  noticed. 

Two  cylinders  are  placed  above  the  rods,  as  in  the  direct-acting  engines. 
The  engine  gives  motion  to  a  strong  pump  without  valves,  which  alter- 
nately forces  and  draws  water  from  the  cylinders  over  the  shaft  of  the 
mine,  thus  alternately  raising  and  lowering  the  pistons  attached  to  the 
rods  of  the  man-engine.  The  result  is  an  alternate  and  opposed  action 
of  the  rods.  This  plan  would  be  excellent  if  the  loss  of  water  could  be 
prevented. 

The  force  required  for  the  action  of  the  man-engine  varies  from  ten  to 
fourteen  horse-power  for  100  metres  of  height.  So  far  as  our  knowledge 
extends,  the  strokes  have  never  exceeded  four  metres,  except  in  an  appa- 
ratus which  was  designed  for  extraction  as  well  as  for  a  man-engine,  but 
which  was  abandoned,  and  in  another  very  ingenious  apparatus  by  Mr. 
Colson,  of  which  a  brief  notice  will  be  added. 

Instead  of  making  the  rods  of  a  continuous  piece  for  the  whole  depth 
of  the  mine  shaft,  which  requires  them  to  be  strong  enough  at  the  top  to 
carry  the  whole  weight  of  the  apparatus,  Mi'.  Colson  divides  them  into 
a  certain  number  of  small  shafts,  suspended  by  chains  to  pulleys,  bal- 
ancing themselvea  two  and  two.  These  isolated  rods  are  much  lighter 
than  in  the  other  construction.  The  principal  rod,  extending  down  the 
whole  depth  of  the  mine,  binds  the  small  shafts  together,  without  sup- 
porting them ;  therefore  its  strength  must  be  proportioned  only  to  the 
strain  it  has  to  overcome,  which  is  very  little,  compared  with  the  strain 
in  the  man-eugines  with  continuous  rods.  Mr.  Colson  gives  a  stroke  of 
ten  metres,  which  he  obtains  by  the  alternate  winding  and  imwinding  of 
two  cables. 

The  velocity  of  movement  until  now,  except  in  the  Colson  machine, 
has  never  exceeded  fifty  metres  per  minute.  The  cost  of  construction 
varies  considerably,  according  to  the  construction,  and  above  all,  accord- 
ing to  the  price  of  materials  and  labor  in  different  countries.  It  varies 
between  seventy-flve  to  two  hundred  francs  a  metre  for  a  depth  of  200 
to  500  metres.  The  engines  made  recently  are  nearer  the  lesser  price, 
and  hardly  exceed  the  sum  of  100  francs  per  metre. 

Special  and  detailed  descriptions  of  this  apparatus  will  be  found  in  the 
following  named  works,  from  which  a  part  of  the  information  herein 
given  has  been  taken : 

'  lu  Froilwrg  the  Eairkunst  is  operatocl  by  wator-power. 
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Portefeuille  de  Cockerill ;  Zeitschrift  des  cesterreichischen  Ingenieur- 
Yereins,  10""^  Jalirgang ;  Aiinales  des  Travaux  Publics  de  Belgique,  vols. 
4  and  6 ;  Aimales  des  Mines  de  France,  5™^,  vol.  xv ;  Eevue  TTiiiverselle, 
vols,  iv,  V,  vi,  xiv,  xvi. 

PAEACHUTES. 

The  great  depths  to  wliich  milling  operations  are  now  carried;  the 
increased  rapidity  of  movement  of  iiie  cages,  (often  as  great  as  thirty 
and  forty  feet  in  a  second,)  and  the  paiamoant  obligation  to  protect  the 
lives  of  the  miners  who  often  ascend  aiid  descend  by  the  cages,  has  led 
to  the  adoption  of  a  variety  of  contrivances  for  arresting  the  fall  of  cages 
in  the  event  of  the  breakage  of  the  cables  by  wMch  they  are  suspended. 
Such  contrivances  are  known  a&  paraeMtes. 

The  great  velocity  of  hoisting  reqnires  the  cages  to  be  guided  in  the 
shafts  by  vertical  tracks,  which  are  commonly  constructed  of  wood, 
though  of  late  they  are  being  replaced  by  iron  and  steel ;  these  tracks, 
called  guides,  being  continuous  and  equidistant  along  the  path  of  the 
cage,  furnish  a  foundation  upon  which  the  various  parachutes  can  act  to 
austain  the  cage  in  the  event  of  breakage. 

A  large  number  of  patents  relating  to  this  imi>ortant  and  indispensa- 
ble apparatus  have  been  taken  out,  but  it  may  be  said  that  there  are  only 
three  plans,  and  that  these  originate  from  the  same  principle — levers 
drawn  up  and  inward  by  the  traction  of  the  cable,  and  in  au  opposite  direc- 
tion by  the  t-ension  of  a  spring  which  tends  to  throw  the  levers  outward 
upon  the  guides,  so  as  to  press  upon  or  into  them  with  a  force  capable 
of  stopping  the  fall  of  the  cage  in  case  of  the  rupture  of  the  cable. 

All  parachutes  combined  and  constructed  on  this  principle  have  given 
satisfactory  results,  and  it  may  be  said  that,  if  the  security  obtained  is 
not  complete  and  absolute,  they  have,  nevertheless,  rendered  such  great 
services  that  their  application  has  become  a  question  of  humanity,  which 
cannot  be  ignored.  The  following  figures  will  speak  in  a  stronger  and 
more  peremptory  manner  than  any  description  can  to  persuade  miners 
and  engineers  to  adopt  parachutes  in  their  mines.  At  the  mines  of 
Anzin,  from  1851  to  1859,^  in  fourteen  shafts  supplied  with  parachutes, 
twenty-nine  cable  ruptures  occurred,  after  which  parachutes  were  adopted 
and  saved  the  lives  of  one  hundred  and  fifty  men.  What  can  be  more 
eloquent  and  more  persuasive  than  this  fact? 

At  the  mines  of  Blanzy  the  experience  has  been  similar,  and  it  is  proba- 
ble that  if  an  stccount  had  been  taken  of  all  the  accidents  by  the  rui)ture 
of  cables  in  Europe  siuce  parachutes  came  into  use,  it  would  show  that 
the  men  who  have  been  thus  saved  from  certain  death  can  be  numbered 
by  thousands. 

In  order  that  a  parachute  should  act  well,  it  is  necessary  that  the 
strength  of  the  spring  should  be  equal  to  150  kilogTammes,  (300  pounds,) 
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and  then  the  weight  of  the  cage  makes  tlie  rest;  and  the  liea^-ier  that 
weight  the  more  energetic  is  the  grasp  on  the  guides. 
As  we  have  said  before,  there  are  three  types,  viz : 

1.  The  parachute  with  claws,  which  acts  by  a  pressure  exerted  upon 
the  guides  and  tending  to  penetrate  them  longitudinally. 

2.  The  parachute  with  eccentrics,  which  acts  by  a  pressure  exerted  lat- 
erally on  the  faces  of  the  guides,  and  perpendicularly  to  the  jilane 
which  passes  through  both  their  axes. 

3.  The  weSge  parachute,  which  acts  by  meaus  of  a  set  of  metallic  jaws 
taking  hold  of  the  guide,  which  is  made  wedge-shaped.  This  parachute 
gives  a  lateral  pressure  exercised  upon  the  faces  of  each  guide,  and  per- 
pendicularly to  the  plane  of  the  parachnte. 

These  several  types  will  be  considered  one  after  the  otiior. 

FONTAINE'S  CLAW  PARACHUTE, 

The  Fig.  12  represents  Fontaine's  parachute  with  claws.  It  is  the 
oldest,  and  was  coiistructsd  and  put  in  use  at  the  mines  of  Aiizin,  and 
may  be  said  to  have  originated  with  this  company.  At  first  this  para- 
chute wa-s  supplied  with  only  one  spring,  but  two  are  now  used,  as  shown 
by  the  drawing.  It  was  the  type  exhibited  in  Class  47,  upon  the  two- 
story  cage  sent  by  the  company  of  Auzin. 
Fig.  12. 


Guide.  Pontai 

The  two  stout  level's  or  claws  are  armed  with  sharp  steel  ]>oiiits,  and 
ire  so  placed  in  the  fi.'ame  that  when  the  cage  is  suspended  in  the  shaft 
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by  the  cable,  these  claws  are  drawn  up  so  as  not  to  touch  the  guides. 
Two  strong  spiral  springs,  replaced  in  some  parachutes  by  steel  elliptic 
springs,  are  placed  below,  and  in  the  event  of  the  breaking  of  the  cable 
they  draw  down  the  upper  ends  of  the  claws,  and  the  lower  and  steel- 
armed  ends  are  forced  outward  into  contact  with  the  wooden  guides, 
penetrating  and  sometimes  splitting  them.  The  cage  is  thus  arrested  in 
its  fall,  and  is  sustained  entirely  by  the  wedging  of  these  claws  against 
the  guides  and  timbers  of  the  shaft.  This  construction  has  given  satis- 
factory results  in  saving  the  lives  of  men,  but  the  claws  injure  or  destroy 
the  guides.  It  also  necessitates  the  use  of  very  heavy  timbers  for  the 
guides  and  their  supports,  inasmuch  as  pressure  fi?om  the  claws  is  ex- 
erted in  one  direction,  and  if  the  guides  should  yield  or  bend  outward 
the  effect  would  be  lost.  The  first  cost  of  such  heavy  guides  and  timber- 
ing is  very  great,  and  any  accident  by  destroying  a  portion  of  the  guides 
requires  a  great  expenditure  for  repairs. 

AUDKMAK'S  PAEACIIUTE. 

In  order  to  avoid  these  difficulties  other  conatractions  have  been  de- 
vised ;  one  by  Mr.  Audemar,  engineer  in  the  service  of  the  mining  com- 
pany at  Blanzy,  is  shown  by  Figs.  13  and  14.    It  consists  of  four  eeeen- 
Pio.  la. 


Aiideioar's  Paiacb 
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Audemar'a  Pavacliute — aeetiou  slioiving  one  of  the  springs. 
trie  wedges,  two  on  each  side,  and  placed  on  opposite  sides  of  the  gnidea ; 
the  release  of  the  springs  by  the  breaking  of  the  cable  causes  these 
eccentrics  to  turn  and  to  powerfully  squeeze  the  guides,  and  thus  stop 
the  descent  of  the  cage.  This  parachute  is  as  certain  in  its  action  as 
that  of  Fontaine,  and  does  not  split  the  guides.  The  guides  and  the 
framework  may  also  be  made  much  lighter,  for  there  is  no  outward 
thrust  or  pressure  tending  to  bend  or  break  the  timber. 

The  spiral  springs  used  by  Mr.  Audemar  are  made  of  steel  wire  O^.Ol 
in  diameter.  JVhen  fiilly  expanded  they  are  0>''.39  long,  (nearly  10 
inches,)  and  they  may  be  condensed  to  a  length  of  0".25 ;  but  in  order  to 
preserve  their  full  elasticity,  the  springs  are  condensed  from  0"'.O9  to 
0™.ll  only.  A  compression  of  0^.09  is  sufficient,  and  this  gives  a  re- 
sistance of  ISO  kilogrammes,  (about  360  pounds.)  Motion  is  commmii- 
cated  from  the  springs  to  the  eccentrics  by  means  of  arms  and  levers,  as 
shown  in  the  figures.  Fig.  13  shows  the  poaition  of  these  arms  and  the 
eccentrics  when  the  cage  is  suspended  by  the  cable ;  and  Fig.  14  shows 
their  position  when  the  strain  from  the  cable  is  released  and  the  springs 
are  expanded.  The  spiral  springs  are  conteined  in  cylindrical  boxes, 
one  part  sliding  over  the  other.  One  of  these  boxes  and  the  spring  are 
shown  in  section  in  Fig.  14. 

MICHAT'S  PARACHUTE. 

A  variety  of  the  same  type  as  the  Blanzy  construction  was  exliibited 


,\^iOOg[c 


80 


PARIS    UNIVERSAL    EXPOSITION. 


by  a  model  in  the  Freneli  section,  designed  hy  Mr.  Michat.  The  construc- 
tion is  sliown  with  sufficient  clearness  by  Tig.  15,  appended,  and  a  de- 
scription is  unnecessary.  It  ia  evident  that  it  does  not  differ  essentially 
front  the  parachute  just  described. 

Hg.  15.  Fig.  10. 


Mieliat's  Pacaolmte. 


BRAUNE'S  PARACHUTE. 

Fig.  16  iiidi(;ates  a  thii'd  variety  of  the  same  type,  but  it  differs  from 
the  others  by  its  extreme  simplicity  and  the  nature  of  the  spring.  This 
apparatus  was  exhibited  in  Class  47  of  the  Prussian  section,  and  origin- 
ated with  Mr.  Branne,  the  chief  engineer  of  the  mines  of  the  Vieille 
Montague  Company.  Instead  of  steel  springs  he  uses  an  india-rubber 
hand  spring.  It  has  been  in  use  for  the  last  three  years  with  satisfac- 
tory results,  but  we  regard  it  as  designed  for  the  protection  of  the  mate- 
rial of  the  shaft,  rather  than  for  the  safety  of  the  men,  and  we  should 
hesitate  to  apply  it  to  cages  used  for  the  ascent  and  descent  of  miners. 
It  has  been  used  chiefly  in  mines  where  the  loads  to  be  lifted  are  not  so 
heavy  as  those  raised  from  collieries. 

PAKACIIUTE  WITH  WEDGES. 

The  third  type  of  parachute  is  constructed  with  wedges.  It  may  be 
called  a  parachute  with  claws,  in  which  the  latter  are  replaced  by  a 
metallic  jaw,  in  the  form  of  a  hollow  wedge,  fitting  to  the  form  of  the 
guide,  which  is  made  wedge-shaped.  When  the  parachute  with  the  cage 
is  sustained  by  the  cable,  the  jaw  moves  along  the  guide  without  touch- 
ing it;  but  if  a  rupture  occurs,  it  then  presses  upon  the  guide  in  such  a 
manner  that  the  jaws  wedge  powerfully,  and  arrest  the  descent  of  the 
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cage  within  a  distance  of  only  0™.25  or  Om-SO.  The  action  is  thus  very 
prompt,  but  it  is  so  gradual  that  there  is  no  perceptible  shock. 

Thia  construction  does  not  injure  tlie  guides,  and  it  has  the  advantage 
over  the  parachutes  of  the  second  type  that  iron  guides  may  be  used, 
the  reduced  size  of  which  is  much  less  euniberaome  in  shafts  than  heavy 
timbers.  It,  however,  requires  the  guides  to  be  made  with  great  accu- 
racy, and  uniform  in  size  and  angle  of  the  wedge,  and  the  difticnlty  of 
obtaining  them  has  prevented  this  construction  of  para<ihute  from 
coming  into  general  use. 

In  conclusion,  it  may  be  observed  that  although  parachutes  cannot  be 
said  to  have  reached  pertection,  (there  certainly  being  great  room  for 
improvement,)  they  have  rendered  the  gTeatest  service  in  nuning  opera- 
tions, have  prevented  great  losses  of  life  and  property,  and  should  be 
attached  to  every  mining  cage  iu  use. 
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CHAPTER  V. 

OUE-CRUSHING  AND  ORE-DRESSINS  MACHINERY 
AND  PROCESSES. 


iNTHODUCTOltY  ISIOTICP.  OF  THE  COSDITIOS  OP  THE  ART— SUBSTITUTION  OF  IRON  FOR 
WOOD  IN  ORE-DREBSMG  MACHINES — OltE-BRBAKINQ  AND  CRDSHING  MACHINES  — 
BLAKE'S  KOCK-BRBAKBB,  its  CONSTRUCTION  AND  OPERATION— CBUSHINO  BY  ROLL- 
KRS — STAMP-MILLS— EITTIKGEE'S  IMPROVED  STAMP-MILL — DiON'STEM  STAMPS — OHE- 
DRBSaiNO    MACHINERY    AND     PROCESSES — MACHINES     FOR    CLASSIFYING    OR    SIZING 

ORUSHED  ORES— Treatment  of  stamp  stuff— 'WiSHiHe  by  sieves  and  jigs- 
Separation  OP  ORES  BY  FAU.TNG  THROUGH  A  COLDMN  OF  WATER- SLTME  SEPARA- 
TORS— Shaking  tables  and  circular  buddles — Chain  elevators— Conclubiok. 

rNTRODTTCTlOS. 

The  art  of  ore-dressing,  or  the  aeparatioii,  cleansing,  and  concieutra- 
tion  of  minerals  and  ores  by  mechanical  means,  has  mjide  great  progress 
■within  the  last  twenty  years.  It  is  an  art  which  has  occnpied  the  atten- 
tion of  government  mining  engineers  and  praetical  men  in  all  mining 
<!onntries,  but  particularly  in  Austria,  France,  Prussia,  Saxony,  and  in 
Great  Britain  and  the  United  States.  Not  only  have  great  improve- 
meuts  and  modifications  been  made  in  machines  and  processes  long  in 
Oise,  and  many  new  and  Important  machines  been  invented,  bot  the  con- 
struction of  all  machinerj'  for  these  purposes  has  been  carried  to  a  great 
degree  of  accuracy  and  perfection.  This  was  shown  in  a  striking  man- 
ner by  the  exhibits  in  this  chisa  at  the  Exposition.  These  exhibits  com- 
prised some  of  the  moat  important  and  interesting  of  the  modern 
inacliiiies,  of  fall  size  and  in  operation,  together  with  models  and  draw- 
ings of  others.  It  was  evident  that  with  these  improved  machines  it  is 
possible  to  obtain  economical  results  of  great  importance,  and  to  a  great 
extent  to  supersede  hand  labor  in  ore-dressing,  and  at  the  same  time  to 
perform  the  work  better  and  with  greater  rapidity,  so  that  rough  ores 
which  were  formerly  too  poor  to  be  worked  can  now  be  concentrated 
with  proflt, 

The  two  moat  prominent  exhibitors  were  Mr.  P.  de  Eittinger,  of  Aus- 
tria, and  Messrs.  Haet  and  Geyler,  of  Prance.  The  machinery  now  in  iiae 
in  the  United  States  and  in  Australia  was  not  represented.  To  each  of 
the  above-mentioned  exhibitors  gold  medals  were  awarded  for  their 
respective  machines.  The  materials  used  by  these  exhibitors  in  the  con- 
struction of  their  apparatus  are  quite  different.  Eittingei''s  machines 
were  made  of  wood  and  iron ;  those  of  Huet  and  tleyler,  of  metal  alone. 
The  choice  of  materials  for  the  construction  of  such  machines  depends 
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npoii  the  relative  cost  of  the  materials  at  the  place  of  maniifactHrc,  and 
upon  the  couditiona  under  which  the  machines  are  to  be  used.  At  the 
Austrian  and  HuDgariau  mines  wood  is  abundant  and  cheap,  and  is  used 
in  construction  almost  to  the  exclusion  of  iron.  In  Paris,  however,  the 
reverse  is  the  case,  and  Messrs.  Huet  and  Geyler  have  excluded  wood  from 
all  the  machines  which  they  manufacture.  It  is  claimed  by  these  con- 
structors, also,  tbat  iron  is  much  better  than  wood  for  all  ore-dressing 
machinery  for  several  reasons,  which  are  enumerated  at  considerable 
length  by  them  in  a  memoir  upon  the  mechanical  preparation  of  ores.' 
They  urge  that  although  wooden  machines  may  be  made  with  the  gi'eat- 
est  accuracy  and  care,  they  are  no  sooner  put  into  place  for  work  than 
they  begui  to  swell  and  warp,  and  in  the  ease  of  a  circular  buddle,  for 
example,  the  whole  surface  must  be  made  anew.  Then,  if  for  any  cause 
the  operation  of  such  machines  is  suspended  for  a  time,  the  wood  dries  and 
shrmkg,  and  when,  they  ate  again  set  in  operation  they  are  always  found  to 
be  out  of  order,  and  to  require  extensive  repairs.  Another  imjwrtant 
objection  to  wood  is  the  great  bulk  of  the  machines  made  of  it  as  cxira- 
pared  with  those  made  of  iron  of  equal  strength.  Again,  wooden  machines 
do  not  bear  transportation  to  distant  regions,  neither  are  they  so  durable 
or  so  exact  and  regular  in  their  operation  as  machines  made  of  iron. 

With  cast  iron  the  most  fevorable  forms  can  be  given  to  those  parts 
with  which  the  stuff  to  be  worked  comes  in  contact.  All  unfavorable 
angles  and  joints  can  be  avoided.  The  constructors  aay  that  with  iron 
and  cast  iron  the  forms  of  machines,  and  of  their  various  parts,  recog- 
nized in  practice  as  the  most  favorable  to  the  end  in  view  can  be  adopted. 
The  joints  being  perfectly  tight,  the  loss  of  earth,  water,  or  ore  is  pre- 
vented. No  change  of  form  jn  the  machines,  or  any  injury  to  them, 
need  be  feared  by  their  exposure  to  either  dryness  or  moisture.  If  they 
are  required  to  remain  unused  for  a  greater  or  less  time,  or  if  they  have 
to  be  transported  to  a  great  distance,  they  are  not  injured.  Changes  of 
season  or  climate  do  not  affect  such  machines.  During  the  severity  of 
winter,  the  taps  being  opened  and  the  tubs  and  pipes  being  drained  of 
water,  the  hard^t  fiosta  will  not  injuriously  aftfect  them. 

These  advantages,  and  the  necessity  for  machines  that  can  be  trans- 
ported to  distant  regions  unchanged,  has  already  been  recognized  in  the 
United  States.  Iron  has  for  several  years  past  been  extensively  substi- 
tuted for  wood  in  the  construction  of  stamps,  batteries,  and  concen- 
trating machines  in  California  and  Wevada.  Most  of  the  concentrating 
machines  and  batteries  now  in  use  in  California,  Nevada,  Idaho,  and  Noi'th- 
em  and  Western  Mexico  are  made  of  east  iron.  Wben  such  machines 
(made  in  San  Francisco)  arrive  at  their  destination,  they  can  be  set  up 
and  put  in  operation  at  once,  without  requiring  alteration  or  repairs. 

Without  attempting  in  this  report  to  consider  the  whole  subject  of  the 
mechanical  preparation  of  ores,  or  the  principles  involved,  we  shall  briefly 

'M^moire  ear  Voutillage  nouveau  et  les  modifleations  apport^ea  dans  les  proc^d^ 
d'euticliiesement  dea  minerals;  par  Messrs.  Huet  et  Geyler,  Iugi5nieur8,  aucious  flfeves 
de  I'Etole  Centrale,  Paris,  1866. 
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ilesraibe  some  of  the  most  important  of  the  machines  brought  to  the 
notice  of  the  public  at  the  Exposition,  and  note  ineideni  ally  some  others,  in 
order  to  give,  as  far  as  possible  within  the  limits  of  tliis  report,  a  connected 
view  of  the  art  of  ore-dressing.    We  shall  thus  successively  consider — 

1.  Machines  for  breaking  and  pulverizing  ores ; 

2.  Sorting  or  classification  of  the  fragments  and  fine  materials. 

I.— MACHINES  FOE  BREAKING  JlND  PULVEEIZING  OEES. 

BLAKE'S  ROCK- BREAKER. 

The  preliminary  breaking  or  crushing  of  large  masses  of  ore  is  mow 
effected,  to  a  great  extent,  in  Europe  and  the  United  States  bj  means 
of  the  machine  known  as  Blake's  rock-breaker,  the  invention  of  Eli 
Whitney  Blake,  of  New  Haven,  Connecticut.  Two  machines  of  this  kind 
were  exhibited  in  the  French  section  by  Messrs.  Huet  and  Geyler,  who 
manufacture  under  the  pate.nt  in  France.  The  general  construction  of 
this  machine  has  been  rendered  familiar  by  numerous  figures  and-publi- 
catipns  in  the  United  States  and  in  Europe.  It  consists,  essentially,  of 
a  strong  iron  frame,  supporting  upright  convergent  iron  jaws,  actuated 
by  a  revolving  shaft.  The  stones  or  masses  of  ore  to  be  broken  are 
dropped  between  these  jaws,  and  a  short  reciprocating  or  vibratory 
motion  being  given  to  one  or  both  of  them,  the  stones  are  crushed,  and 
drop  lower  and  lower  in  the  converging  or  wedge-shaped  space,  until 
they  are  sufficiently  broken  to  drop  out  at  the  bottom.  The  size  of  the 
broken  fragments  may  be  i-egnlated  by  increasing  or  diminishing  the 
size  of  this  opening  between  the  jaws. 

The  type  of  the  machine  made  in  France  is  the  same  as  that  gener- 
ally used  In  England,  and  differs  from  the  common  construction  in  this 
respect:  that  the  lever  is  dispensed  with,  and  the  pitman  from  the  eccen- 
tric shaft  or  crank  operates  directly  upon  the  toggles.  A  few  machines 
of  this  pattern  have  been  made  in  California.  The  arrangement  of  the 
parts  is  shown  by  the  section,  Fig.  17.  The  mouth  of  this  machine,  as 
constructed  by  Huet  &  Creyler,  is  expanded,  hopper-like,  so  as  to  be 
more  convenient  for  the  reception  of  the  masses  to  be  broken.  This  may 
be  a  desirable  addition  in  some  cases,  where  comparatively  small  stuff 
is  to  be  broken  and  is  to  be  shoveled  in  from  a  floor  lower  than  the 
mouth  of  the  machine;  but  when  the  mouth  is  placed,  as  it  should  be, 
on  a  level  with  the  floor  of  the  dump  pile,  the  hopper  is  not  required. 

The  rock-breaker  may  be  successfully  used  instead  of  stamps  to  obtain 
either  coarse  or  fi.ne  fragments  suited  to  concentration.  Messrs.  Huet  and 
Geyler  seek  to  increase  the  fineness  of  the  product  of  the  machine  by 
placing  an  "  obturator"  or  obstruction,  such  as  a  triangular  bar  of  iron, 
under  the  outlet  between  the  jaws,  arranging  it  so  that  it  can  be  raised 
or  lowered  bj  means  of  screws,  so  as  to  diminish  or  increase  the  size  of 
the  outlet  for  the  delivery  of  the  crushed  stuff.  The  effect  of  this 
ob-vtructinn  i^  to  letam  the  Stuff  between  the  jaws  until  it  is  so  much 
broken  and  comminuted  tliat  it  will  sift  tlirongh  the  narrow  slits  left  on 
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Blakf  's  Rock-breaktv. 

each  Side  ot  the  bd,i.  This  method  of  operating  is  successful  with  some 
matenals,  but  involves  a  con'siderable  expenditure  of  power,  and  it  is 
attended  with  some  danger  to  the  machine. 

The  fragments  of  ores  produced  by  rock-breakers  are  better  adapted, 
io  size  and  shape,  to  washing  and  concentration  by  jigging  than  those 
from  rollers  and  stamps.  With  hard  and  silicioas  rocks  the  breakers 
work  dry,  but  when  the  ores  are  argillaceous,  and  are  inclined  to  pack, 
it  is  necessary  to  employ  a  large  quantity  of  water  in  order  to  obtain  the 
best  results. 

CKUSHiMft  BY  ROLLERS. — A  modification  of  the  well-known  Cornish 
crasher  was  exhibited  by  Messrs.  Huet  and  Geyler.  They  substitute 
springs  of  vulcanized  rubber  for  the  lever  coimterpoiae  usually  employed 
to  keep  the  surface  of  the  rolls  in  contact.  "With  springs,  the  resist- 
ance increases  as  the  rolls  become  more  and  more  widely  separated 
■  by  the  stuff  to  be  crushed.  These  rollers  were  beautifully  made,  and 
worked  very  well.  They  were  geared  together,  but  were  driven  by  a 
belt. 

Stamps. — ^There  were  two  exhibitors  of  stamp-mills — one  from  Sweden, 
a  wooden  model  showing  the  ordinary  construction ;  the  other  by  Mr.  de 
Eittinger,  of  Austria,  also  a  model.  This  last  showed  some  interesting 
modifications  of  ordinary  stamp-batteries,  intended  to  increase  the  de- 
livery of  crushed  stuff  through  the  grates  in  wet  crushing. 

Eittikg-er's  battery. — The  general  construction  of  the  battery  is 
the  same  as  in  common  use  in  Europe,  with  this  difference,  that  a 
water-box  is  adapted  to   the  front   of  the  grates  so  that  they   arc 
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are  wholly  or  paitly  immersed  in 
water,  as  shown  in  the  accompa- 
nying drawing,  Fig.  18.  The 
swash  and  strong  currents  pro- 
duced by  the  fall  of  the  stamps 
wash  both  faces  of  the  grates 
and  keep  the  openings  clean  and 
tree,  so  that  the  stuff  passes  more 
rapidly,  while,  at  the  same  time, 
a  dehvery  or  escape-pipe,  lead 
ing  &om  the  bottom  of  the  watei 
box  considerably  below  the  level 
of  the  water  in  the  morcar,  detei 
mines  a  strong  and  constant  cux 
rent  through  the  meshes  of  the 
grates  outward.  An  increase  of 
the  product,  with  a  dimination  in 
the  amount  of  slime,  is  claimed 
to  be  the  result  of  this  construc- 
tion. The  crushed  stuff  passes  off  _ 
with  the  water  through  the  cs-  ffjirfi*^;'''  I  'k  fhM 
cape-pipe,  and  the  amount  of  wa-          r^         ]'      y^     t" 

ter  required  is  less  than  in  the  I 1 

ordinary  construction.  Eittinger's  impi-oved  Stamps. 

lEON-STEM  STAMPS.— Some  iron-stem  stamps,  with  cast-iron  frames 
and  mortars,  have  been  made  by  Messrs.  Huet  and  Geyler  for  the  mill  at 
the  mines  of  Serena,  in  Estramadura,  Spain.  The  stamps  do  not  revolve, 
and  the  cams  work  through  the  center  of  the  stem,  and  not  upon  a  cylin- 
drical tappet  surrounding  a  revolving  stem,  as  in  the  California  batteries. 

II.— OBE-DEESSING  MACHIIfEEY  ASD  PEOCBSSES. 

MACHINES  FOE  CLASSIFYING  OR  SIZING  CRUSHED  ORES. 

In  the  mechanical  concentration  of  ores  a  proper  classification  or  sizmg 
of  the  particles  is  one  of  the  principal  elements  of  success.  It  must  not 
be  carried  to  a  great  extreme,  or  be  performed  too  roughly.  A  great 
variety  of  forms  and  combinations  of  sieves,  sci'eeus,  and  trommels  are 
used  for  the  separation  of  the  coarse  from  the  fine  particles. 

Tbommbls.— Messrs.  Huet  and  Geyler  exhibited  a  classiifying  trommel 
which  is  in  some  respects  novel  in  its  arrangement.  It  is  not  snpported 
upon  a  shaft  passing  through  from  end  to  end,  but  it  is  sustained  by,  and 
revolves  on,  trunnions  at  each  end,  as  shown  by  Fig.  19,  which  is  a  sec- 
tional representation  of  a  distributing  trommel  constructed  so  as  to 
supply  a  system  of  four  twin  sieves.  This  trommel  was  in  operation  in 
the  annecee  of  Class  47. 

The  ojushed  stuff  is  iiitroduced  by  the  hollow  trunnion  A,  and  falls 
upon  a  grate  or  iron  plate  B,  ]>erforated  with  lai'ge  holes.     Tlie  stuff  which 
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passes  this  plate  falls  upon  a  second  plate  C,  with  finer  boles,  where 
Fig.  19.  it  is  again  divided,  and  the  finer 

parts  pass  through  to  the  outer 
plate  of  all.  Each  compartment 
haa  snitable  openings  at  inter- 
vals in  the  annular  crown  at  the 
end  for  the  delivery  of  the  dif- 
ferent grades  of  stuff.  With 
this  apparatus  four  grades  are 
■""  usually  obtained. 

™  PeBPOEATEDIBON  PLATES. — 
Perforated  iron  plates  are  now 
generally  used  instead  of  wire 
screens,  which  wear  out  too 
quickly.  It  is  essential  to  the 
best  working  eftect  that  the 
thickness  of  perforated  plates 
Section  of  a  Distributiag  Trommel.  should  always  be  less  than  the 

diameter  of  the  holes  punched  in  them.  The  space,  also,  between  the 
holes  in  the  finer  plates  should  not  be  greater  than  the  diameter  of  the 
holes,  and  in  the  medium  plates  half  a  diameter,  and  in  the  coarser 
jjlates  one-third  of  the  diameter  of  the  holes.  In  France,  perforations 
less  than  Om.002  in  diameter  are  considered  as  fine;  those  between 
O'n.002  and  Om.005  are  medium.  The  fine  numbers  begin  at  0".0005.  The 
finely-perforated  plates  for  trommels  are  generally  made  of  copper,  and 
the  other  sizes  of  steel. 

Some  of  the  best  exhibits  of  metal  plates  that  we  observed  were  made 
by  Mr.  Deny  aud  by  Mr.Callard,  of  Paris,  and  by  Henry  Foulon,  of  Liege, 
Belgium.  In  the  United  States  section  samples  of  perforated  iron  plates 
of  different  grades,  such  as  are  used  for  batterj'  screens  in  stamp-millg 
in  crushing  gold-bearing  quartz,  were  shown  by  the  Union  Iron  Works 
of  San  Francisco,  through  J.  S.  Detrick. 

TKBATMENT  OF  STAMP  STUFF— WASHING  BY  SIEVES  AND  JIGS. 

The  simple  hand-sieve  is  the  most  ancient  form  of  apparatus  for  sorting 
and  concentrating  ores  in  water,  aud  it  is  still  in  use.  Numerous  modifi- 
cations have  been  made  from  time  to  time,  with  the  object  of  increasing 
the  product  by  increasing  the  size  of  the  sieve  and  supporting  it  in  a 
frame,  as  in  the  haud-jig  or  brake-sieve,  the  construction  of  which  is  fa- 
miliar, and  by  substituting  machine  power  for  that  of  the  hand.  Much 
attention  has  also  been  directed  to  the  constniction  of  automatic,  or  con- 
tinuously working,  jigs,  by  which  the  stuff  to  be  washed  enters  in  a  con- 
stant stream,  and,  after  being  washed  and  concentrated,  is  delivered  in 
two  separate  portions,  without  stopping  or  requiring  mauipulation. 

In  such  machines  the  sieves,  instead  of  being  alternately  plunged  into 
and  raised  out  of  a  vessel  of  water,  are  made  stationary — are  fixed  firmly 
in  a  tub — and  the  water  is  made  to  alternately  rise  and  fall,  so  as  to  pass 
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in  a  strong  current  tbrougli  tlie  meshes  of  the  sieve  aud  the  layer  of  ore 
above  it.  This  motion  of  the  water  is  produced  by  means  of  pbmgers 
or  pistons  acting  below  the  sieve,  either  vertically  or  horizontally,  or  by 
elastic  diaphragms,  (as  in  Petheriek's  separator  at  Fowey  Consols,  1831,  y 
which  are  alternately  pushed  out  and  in,  as,  for  example,  also  in  Edwards 
and  IJeacher's  patent  mineral  and  coal-washing  machine. 

In  France 
some  ot  the 
ewliestauto 
matic  sieve 
washmg  mi 
chines  were 
designed  foi 
wishingcoal, 
a'5  m  thit  of 
Beraid  md  o 
Memer  the 
geuenl  ir 
r^n^cmi 

^  hith  1         I  ~ 

by  Fi„  -U  I, 

In  lb55  Messrs  Huet  lud 
Gejler  eonstrticted  an  into 
matic  machine  with  a  i  al\  e 
in  the  center  of  the  sieve, 
through  which  the  coucen- 
trate^  stuff  could  be  deliv- 
ered. Although  the  first 
trials  were  not  successfii!, 
the  results  were  sufficient  to 
encourage  further  efforts 
The  great  difficulty  was  that, 
after  the  concentration  had 
been  effected  upon  the  grate, 
opening  the  valve  caused 
such  a  current  that  the  waste 
stuff  was  carried  down  with 
the  rich  material.  To  pie 
vent  this  difficulty  the  engi 
neers  of  the  Harz — Mr.  Vo 
gel,  of  Joachim  sthal,  and 
Mr.  Wimmer,  of  Clausthal — 
iiiverted  an  arrangement 
shown  by  Fig.  21. 

The  central  outlet  for  the  nch  Ktii 
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from  a  bar  of  -wood  above  and  reaching  down  through  the  layer  of  poor 
stuff  80  low  that  only  the  heavy  and  richer  portions  resting  directly 
upon  or  near  the  sieve  can  pass  dowuivard  into  the  discharge  pipe  &/. 
This  pipe  is  alternately  opened  and  closed  at  the  top  by  an  iron  stop- 
per placed  at  the  end  of  a  vertical  rod  the  upper  part  of  which  slides 
through  a  supporting  ring  g.  By  means  of  an  arm  i,  supported  on  a 
pivot  at  Jc,  the  stopper  is  alternately  raised  and  lowered  as  the  piston 
P  rises  and  falls.  The  opening  in  the  discharge  pipe  is  thns  opened  when 
the  piston  descends,  and  is  closed  when  it  ascends.^  It  has  been  found 
in  practice,  however,  that  this  arrangement  for  opening  and  closing  the 
discharge  pipe  does  not  give  satisfactory  results,  and  it  has  been  aban- 
doned. A  similar  machine,  in  use  in  the  Harz,  has  a  perforated  cylinder 
d  surrounding  the  outlet  in  the  sieve,  and  the  bottom  of  the  hutch  is  in- 
clined toward  a  central  orifice,  so  that  it  becomes  self-discharging.  The 
general  construction  is  shown  by  Figs.  22  and  23.    From  five  to  six 


Fig.  22. 


Fig.  2ii. 


Self  diaehaigmg  Jig — Hai7 
cubit,  metres  ot  stduip  stuit  tan  be  pissed  thiough  this  apparatus  in 
tv.  eh  e  houi  s 


'  Vide  La  Preparation  M&ani([ae  des  Min 
Qillon;  Paris,  1858. 


u  Haiz  en  1857.    Rappovt  pai  M,  I 
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CONTINUOUSLY- 
WOEKING  JIG,  HAEZ.— 
In  1863  Mr.  Geyer,  an 
engineer  from  Baden, 
introduced  continuous- 
Iy--working  jigs  into  the 
great  ore-dre«sing  es- 
tablishment erected  by 
him  on  the  banks  of  the 
Lahn.  In  the  constnic- 
tion  of  these  machines 
both  wood  and  metal 
were  employed.  Thear- 
rangeuieiit  of  the  parts 


24  and  25.  It  is  a  dou- 
ble machine,  composed 
of  two  grates  and  two 
pistons,  aUnig  simulta 
neously  The  grates  are 
inclined  iorwaid,  and 
are  provided  with  a 
chink  or  gutter  tt  the 
lower  edge,  thton^h 
which  the  concentidted 
ore  fall'^  into  mclmi'd 
troughs  c  The  staff 
passes  tiom  one  grate 
to  another,  and  thus 
two  different  grades  of 
fineness  ma>  be  se 
cured.  lion  plates  or 
partition's  ire  placed  io 
as  to  go\ein  the  dis 
chai'ge,  and  these  may 
he  raised  or  loweied  at 
pleasuie  by  the  thumb 
screws  ee  These  ma- 
chines, woiked  at  sev 
enty  stiokes  per  mm 
ute,  will  wash  about 
nine  cubic  meties  of 
stamp  stuff,  diameter 
of  0^.005,  m  a  day,  and 
they  require  aljont  300 
litres  of  ^^  atei 


Continuously  wrrkmf,  Jig — section  tlinugli  \ 
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Eitiingeb's  feELF  ACTING  TIC  — One  of  the  iiijtt  iiiteiPsting  macMiiM 
of  thi'<  (.liss  w^a  exliibited  m  tlie  Austinn  section,  md  ih  the  invention 
of  Eittins>ei  It  IS  represented  by  Fig  2f>,  and  is  thirauterized  by  the 
inchnation  of  the  grates 
•ind  the  lowness  of  the 
ft  ont  pnrtitioii ,  over 
which  the  poor  and 
hghter  stuff  falls  con- 
tinuously, and  with  very 
little  water,  while  the 
hea\  ler  and  richer  por- 
tions fall  through  the 
^j  opening  or  slit  o,  at  the 
b  tse  of  the  partition, 
This  partition  is  the 
segment  of  a  cylinder, 
\nd  18  supported  upon 
the  level  or  arin  d,  so 
as  to  be  movable  back 
ind  forth  in  such  a 
ininnei  thit  the  open- 
ing or  slit  0  may  be  in- 
E.ttii.ger'sSelfa^tiDgJ.g  erex^A   or   diminished 

at  plea&ure  The  heavy  stufl:  passing  through  the  opening  falls  into  the 
box  K,  ftom  which  it  is  removed  a^  reqiured  The  inclination  of  the 
grate  m  this  m  ichine  is  fi:om  five  to  eight  degiees  It  is  fed  through  the 
hopper  B,  which  plunges  below  the  surface  of  the  stuff  accumulated  on 
the  grate.  The  loss  of  water  which  occurs  at  each  stroke  of  the  piston 
is  replaced  from  a  reservoir  W,  at  the  back  of  the  apparatus.  Accord- 
ing to  Eittinger,  experience  has  shown  that  the  duty  of  self  acting  ma- 
chines of  this  kind  is  generally  three  times  as  great  as  that  from  the 
ordinary  intermittent  working  apparatus. 

■HtnsT  AND  Gbylee's  SBLP-ACTiNa  JIG Most  self-acting  jige  require 

a  large  quantity  of  water,  and  this  in  many  localities  is  a  great  objection 
to  their  use.  Messrs.  Huet  aud  Geyler  exhibited  several  jigs  designed 
to  work  with  but  little  loss  of  water,  aud,  at  the  same  time,  by  the  aid 
of  an  automatic  scraper,  to  increase  the  product  of  the  macihine.  These 
jigs  are  consti'acted  entirely  of  iron,  and  have  the  form  shown  in  Fig.  27. 
The  tub  is  shaped  like  the  letter  U,  and  is  divided  into  two  compart- 
ments, one  for  the  piston  and  the  other  for  the  working  grate.  Water 
is  supplied  through  the  valve  A,  at  the  side,  and  the  fine  staff  or  slime 
which  falls  through  the  sieve  settles  upon  the  bottom,  and  is  discharged 
through  an  opening  B,  controlled  by  a  lever  reaching  out  to  the  front  of 
the  apparatus.  The  piston  is  operated  by  means  of  a  shaft  and  crank, 
which  works  in  an  inclined  slide  C,  connected  with  a  lever  carrying  the 
piston,  so  as  to  give  a  rapid  descending  stroke  with  a  period  of  rest  at 
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iutouiatio  JiK  (f  Huet  &  (reylcr 
t!ie  bottom,  mid  tlicn  a  slow  upwaid  movement ,  thus  giving  the  most 
favorable  eonditious  tor  the  rapid  aud  perfect  beparation  ot  the  stuft 
upon  the  grate. 

The  motion  of  the  jlistoii  may  be  varied  at  will,  in  order  to  secure  the 
beat  flow  or  motion  of  the  water  for  different  grades  of  ore.  Tliis  adjust- 
ment is  effected  by  shifting  the  position  of  the  head  of  the  piston  along 
the  lever  or  arm,  and  by  this  means  increasing  or  diminishing  the  aini>li- 
tude  of  its  motion.  The  construction  of  this  slide  is  shown  in  the  ligure. 
Byturning  the  fixed  screws*,  Fig.  Fig  28 

2S,  the  head  of  the  piston  may  be        /^-^ 
moved  forward  or  backward.  fMrS 

The  .machine  is  provided  with  a  Mr^  f — Hi  -^11- 

scraper  B,  Fig.  28,  actuated  by  the  ^^^ 
longrod  I>,  which  is  attached  to  an 
eccentric  on  the  main  shaft  and 
moves  the  levers  E  and  F,  giving 
to  the  scraper  a  forward  and  back- 
ward motion  over  the  top  of  tlie 
stuff  upon  the  grate,  and  throw- 
ing out  a  portion  of  it  at  each  movement.  The  path  of  the  scraper  is 
determined  by  the  guides  G-,  attached  to  each  side  of  the  tub.  It  can 
be  varied  by  means  of  screws  upon  the  lever  or  arm  F.  lu  passing 
backward,  the  roller  or  projection  on  the  scraper,  which  follows  the 
guides,  rises  upon  the  movable  inclined  plane  G,  and  on  its  return  passes 
below  this  plane,  following  the  donble-dotted  line  in  the  figure.    The 
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poor  sttiff  from  the  top,  ■which  is  constantly  thrown  forward  and  off  by 
this  scraper,  falls  over  the  front  of  the  tub  at  E,  along  the  ehute  M.  The 
grate  is  inclined  as  in  the  machine  of  Eittinger,  and  the  opening  for  the 
escape  of  the  heavier  and  rich  portion  is  similarly  placed  at  the  foot  of 
the  incline  and  just  below  the  bridge  over  which  the  poor  stuff  is  scraped. 
The  opening  is  shown  at  H.  It  is  closed  by  a  valve  which  extends 
along  the  whole  front  edge  of  the  sieve,  and  can  be  opened  and  closed 
at  pleasure  by  a  lever.  The  stuff  passing  through  this  valve  fella  into 
a  receptacle  K,  from  which  it  may  be  removed  at  pleasure  through  the 
opening  L.  The  scraper  is  so  made  of  perforated  sheet-iron  that  it  does 
not  throw  the  water  out  together  with  the  waste.  These  jigs  are  made 
with  great  care  and  accuracy,  and  work  in  a  satisfactory  manner. 

SEPARATION  OP  ORES  BY  FALLING  TH.ROUGH  A  COLUMN  OF  WATER. 

Various  forms  of  apparatus  have  been  devised  to  effect  the  separation 
of  the  gTains  of  either  coarse  or  fine  stamp  stuff  having  nearly  the  same 
volume,  but  differing  in  density,  by  allowing  them  to  fall  through  a 
column  of  water  either  at  rest  or  in  motion.  Such  machines  may  be  re- 
garded as  modihcations  of  the  jig ;  a  greater  length  of  fall  of  the  mate- 
rials in  water  being  substituted  for  a  succession  of  short  falls,  the  result 
of  the  repeated  shocks  or  jerks  given  to  the  sieve.  Apparatus  of  this 
kind  forms  a  connecting  link  between  jigs  and  the  slime  separators. 
Three  different  forms  of  this  apparatus  were  shown  at  the  Exposi- 
tion, viz : 

1.  The  apparatus  of  Mr.  Hundt,  engineer  from  Baden.  2.  The  appa- 
ratus of  Mr.  de  Eittinger.    3.  The  apparatus  of  Huet  and  Geyler. 

HuNDT's  APPARATUS. — ^This  was  6xhlbite<l  in  the  Prussian  section. 

Class  47.     Mr.  Hundt,  who  has  had  large  esiierience  in  the  separation 

Fig.  39. 


^  ttliii,  appantus  <f  Mr  dp  Rittinger 


„Google 


MIKING MECHANICAL   PBEPARATION   OF    ORES.  Ho 

of  coal,  states  tliat  lie  has  obtainecl  excellent  results  with  this  machine. 
It  was  first  put  into  operation  at  the  mills  of  the  Landerliroue  mines, 
near  Wilnsdorf,  in  July,  1864. 

ItlTTiNGEE's  APPAEATTTS. — The  Construction  is  shown  by  Fig.  29.  It 
consists  of  a  stationary  wooden  tub  aa,  the  bottom  of  which  is  dividedinto 
eight  conical  compartments  connecting  with  pipes  c,  which,  after  descend- 
ing for  a  short  distance  into  the  foundation,  turn  upward  and  outward,  and 
are  curved  at  the  end  so  as  to  deliver  the  water  from  the  tab  into  an  annular 
trough  3.  A  double  cylinder//,  supported  by  a  shaft  g,  is  made  to  turn  in 
the  tub  a.  The  stuff  to  be  separated  is  delivered  in  a  constaut  stream 
through  the  hopper  and  distributor  fc  into  the  revolving  cylinder,  and  fall- 
ing through  the  water  in  this  space  is  sorted  and  collected  iu  the  conical  re- 
servoirs and  tubes  i.  A  branch  tube,  closed  by  valves  «  s,  permits  the  re- 
moval of  this  concentrated  stuff  from  time  to  time.  The  waste  stuff  deliver- 
ed through  the  tubes  b  into  the  annular  trough  d,  flows  into  another  trough 
or  conduit  w,  whence  it  is  lifted  by  the  wheel  n,  and  returned  to  the  tub  a. 


Apparatus  of  Htjet  &  Gey- 
JJER. — ^This  was  shown  in  the 
French  section,  and  consists  of 
two  stationary  concentric  cylin- 
ders, about  three  feet  long — (Fig. 
30,  E  and  I.)  The  enter  cylinder 
is  terminated  at  the  bottom  by 
a  movable  cone  C,  with  an  outlet 
in  the  center^  A  rotating  tub  B 
is  divided  into  compartments,  and 
is  80  placed  under  the  aperture 
of  the  cylinders,  that  it  receives 
the  stuff  that  falls  from  them. 
The  stuff  for  separation  is  dropped 
at  intervals  into  the  hopper- 
shaped  top  of  the  cylinder  I,  and, 
in  falling  through  the  column  of 
water,  is  separated  according  to 
the  difference  of  the  specific  grav- 
ities. The  revolution  of  the  re- 
ceiving tub  B  must  correspond  in 
time  to  the  time  required  for  the 
descent  of  the  different  grades 
of  the  stuff.  The  level  of  the 
water  in  the  apparatus  is  main 
tained  by  a  supply  pipe  T,  and 
any  excess  of  water  o\  eiflowi  bj 
the  gutter  G  around  the  top  of 
the  outer  cylinder.  The  same 
water  may  be  used  ovei  and  ovei 
by  pumpiug  it  from  the  bottom 


Fig.  so. 


dbyCoogle 


PARIS     UNIVKRSAlj    EXPOSITION. 


of  the  apparatus.    It  is  esseutial  that  tbo  stuft'  should  be  well  sized 
before  it  enters  the  ai)paratns. 

The  Ibllowing  tabular  st-at«ment  shows  the  time  required  for  the  fall 


of  stamp  stulf  of  different  minerals,  and  of  different  diameters 

Size  of  the 
in  DiUlimetces. 

Galena, 
gravity  T,  58. 

Pyiites, 

gravity  4.  SO 

toMlO. 

Barjtea, 
gcftvit.v4.50. 

Eleiide, 

Qnavtz, 
gravity  a  70. 

CflTluuate  of 

lime, 
gravity  2. 00. 

From      to 

Seconds. 

0-m 

Secrmdi. 

SecoM.. 

Se^<t>. 

Swmdi. 
2.30 

Seconds. 

. 

1.84 

t'u   i'^ 

3.43 

S.30 

ass 

4.01 
9.78 

5.ac 

f  ni 

ID  17 

1.00 

"' 

.0.36 

14.04 

IT,  SI 

Thi.s  table  shows  that  the  velocity  of  the  receiving  tub  must  ba  pro- 
Ijortioned  to  the  size  of  the  particles  of  the  stuff'  to  be  separated  and  to 
the  height  of  the  fall.  For  a  height  of  1™.00,  the  number  of  revolu- 
tions of  the  tub  per  niiuute  must  be,  for  particles  of  0™.016  in  diameter 
21  revolutions ;  0».004, 11  revolutions ;  O^.OOl,  6  revolutions ;  0'".00025, 
2.7  revolutions. 

This  apparatus  has  not  yet  beeu  long  enough  in  practical  operation  to 
prove  its  value,  and  it  requires  to  be  studied  and  experimented  with 
fnrtter  before  the  results  will  be  satisfactory,  yet  it  has  already  been 
found  that  a  thorough  classification  of  the  stuff  is  esseutial ;  that  the 
feeding  and  the  motion  of  the  rotating  tub  must  be  regular;  that  the 
grains  which  separate  beat  are  those  between  O'".004  and  O'^-Ol  in 
diameter ;  and  that  with  fine  stuff  the  results  are  incomplete.  When 
the  particles  are  0".014  in  diameter  and  have  a  density  of  3.15,  they 
will  precipitate  from  compartment  to  compartment  in  the  following 
order : 

First  compartment  .  -  -  .  -  density,  4.2 ;  7  per  cent. 
Second  compartment  ....  density,  3.3 ;  52  per  cent. 
Third  compartment  -----  density,  2.9  ;  24  per  cent. 
Fourth  compartment  ....  density,  2.9  j  12  per  cent. 
Fifth  compartment        .        -        .        .  .   density,  2.9 ;     3  per  cent. 

Sixth  compartment deusity,  2.8 ;    2  per  cent. 

For  the  particles  of  0™.014  in  diameter,  the  proper  number  of  tnms 
is  three  and  a  half,  and  for  particles  of  0™.004,  Ave  turns.  One  of  these 
eontrivaaces  will  deliver  about  750  quarts  of  gravel  iter  hour. 

Ill  conclusion,  it  may  be  said  that  although  the  different  forms  of 
apparatus  described  have  not  yet  given  results  in  all  respect  satisfac- 
tory, several  mills  have  found  it  advantageous  to  use  thein.  There  is 
no  doubt  that  great  improvements  may  yet  be  made  in  this  direction. 
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In  conclading  these  observations  upon  apparatus  for  separating  stamji 
stuif,  where  the  particles  are  more  than  0  ".00025  in  diameter,  it  may 
be  mentioned  that  Messrs.  Huet  and  Geyler  are  still  engaged  in 
constructing  an  apparatus  for  the  purpose.  It  consists  of  a  series  of 
inclined  fixed  sieves  connected  with  a  piston,  which  \vill  make  from 
150  to  200  strokes  i>e.r  minute,  so  aa  to  keep  the  stuff  suspended  as  long 
as  possible  in  its  passage  across  the  sieves.  Some  preliminary  trials 
with  the  apparatus  promise  good  results. 

CLASSIFICATION  OF  SANDY  STUFF. 

In  classifying  gravelly  or  comparatively  coarse  materials  in  Jigs,  it  is 
sought  to  obtain  by  means  of  the  trommels  particles  of  equal  volume, 
but  for  the  classification  of  sands  it  is  the  reverse ;  for  it  is  necessary  to 
obtain  a  combination  between  the  weight  and  the  volume,  or,  in  other 
words,  to  unite  smaller  grains  or  particles  of  great  density  with  larger 
or  coarser  particles  of  less  density,  thus  obtaining  a  mixture  which  is 
very  fevorable  for  enrichment  by  concentration  on  tables  or  buddies. 

In  general,  the  apparatus  for  classifying  or  separating  the  sandy  and 
flue  stuff  consists  of  vessels  or  cisterns  into  which  the  mixtures  are 
delivered  in  currents  of  water,  so  that  the  lighter  portions  flow  off  at 
the  top,  while  the  sand  and  heavy  particles  fall  to  the  bottom  and  are 
drawn  off  through  a  small  aperture.  The  sizing  cisterns  and  separ- 
ating boxes  with  sloping  sides,  in  use  at  Schemnitz,  are  of  this  character. 
Fig.  31. 


Conical  Separators. 
The  conical  separators  shown  by  Fig.  31,  mate  one  of  the  most  com- 
plete and  effective  forms  of  apparatus,  but  they  requii'e  a  large  quantity 
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oi  water.    Tlie  coiistmctioii  may  be  readily  understood  from  the  draw- 
ing.   It  consists  of  two  concentric  fixed  cones,  so  placed  that  tlie  space 
Fig.  32.  between  them  may  be  iucreaaed  or  dimin- 

ished at  pleasure  by  means  of  an  adjasting 
screw  which  raises  or  lowers  the  inner  cone. 
The  mixed  stuft'  enters  by  the  middle  cone 
and  falls  thi'ough  holes  into  the  annular 
space  between  the  cones,  where  it  encoun- 
ters-an  ascending  current  of  water.  In  the 
upward  flow  of  this  water  the  lighter  stnflf 
is  removed  and  the  heavier  particles  fall  to 
the  bottom  and  are  discharged  in  a  constant 
stream  through  a  conical  valve.  A  series  of 
such  separating  cones  placed  one  below 
another,  so  that  the  second  may  receive 
the  overflow  of  the  first,  and  so  on  in  succes- 

*  sion,  is  one  of  the  best  ibrms  of  apparatus 
for  the  separation  of  sliuie  from  sand. 

RlTTlNGBR'S  SEPAEATIHG  TUBS  WITH  AS- 
CENDING CTJEEENTS. — In  this  apparatus, 
shown  in  section  by  Fig.  32,  tobs  or  com- 
partments increasing  in  size  are  placed  one 

.  below  another  so  as  to  form  a  continuous 
series,  and  they  are  supported  upon  an  in- 
clined frame  so  as  to  give  free  access  to  the 
bottoms  of  the  tubs.  The  sides  of  these  tuba 
slope  toward  a  central  opening  at  the  bot- 
tom, thus  forming  hopper-shaped  vessels,  or 
inverted  hollow  pyramids.  The  opening  at 
the  bottom  is  closed  by  a  valve  or  plug  A, 
through  which  the  heavy  stuff  which  col- 
lects may  be  drawn  off.  The  tubs  are 
joined  together  by  the  edges,  and  the  outer 

'  edg-es  of  the  series  are  the  highest,  so  that 
when  filled  with  water  the  edges  between 
one  tub  and  the  next  are  below  the  sur- 
liice,  and  thus  permit  a  continuous  flow  of 
waterfromoneendof  tbeseriesto  the  other. 
A  long  suppiy-water  pipe  extends  over  the 
top  of  the  tubs,  and  by  means  of  branches 
B  B  delivers  a  current  of  water  near  the 
bottom  of  each  tub.  The  stuff  enters  by  a 
launder  at  0,  and  the  heaviest  particles  fall 
gradually  toward  the  bottom  of  the  vessel, 
and  in  their  descent  meet  with  an  ascend- 
ing Tiiijs-nitli  irig  current  from  the  pipe  B.    Tlie  lighter 
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portions  are  tbi^s  carried  upward  and  flow  over  into  the  next  tub,  and 
80  on  to  the  third,  and  finally  are  delivered  at  the  outlet  into  the  waste 
pipe  at  W.  As  the  size  of  the  tub  increases  the  asceniJing  eurreuts  from 
the  pijies  have  less  aiid  less  force  and  only  tie  finest  and  poorest  por- 
tions are  carried  away. 

This  arrangement  gives  very  satisfactory  results.  It  will  wash  and 
separate  about  a  ton  of  saud  each  hoar,  and  it  requires  from  120  to  150 
qnart-8  of  water  per  minute.  The  apparatus  is  usually  coustructed  of 
wood,  but  tlie  figure  represents  it  as  made  of  iron,  the  advantages  of 
which  for  such  appai'atus  have  already  been  noted. 

SLIME  SEPARATORS,  SHAKING  TABLES,  AMD  CIRCULAR  BUDDLE8. 

Several  forms  of  apparatus  for  concentrating  fine  stuff  and  tte  sepai-- 
ation  of  slime  from  sands  by  washing  upon  inclined  surfaces  were  shown 
in  the  different  sections  of  the  Exposition,  but  none  of  the  various  con- 
trivances for  this  puri:iose  which  have  originated  and  are  in  use  iu  the 
United  States  were  shown.  The  principal  exhibits  were  a  shaking  table 
with  an  endless  belt,  or  cloth,  constructed  by  Messrs.  Huet  and  Geyler, 
shaking  or  percussion  tables  with  lateral  motion,  (the  stossheerd  of 
Eittinge-r,)  and  rotary  tables,  or  circular  buddies,  constructed  entirely 
of  metal. 

Shaking  table  with  endless  cloth. — A  machine  of  this  descrip- 
tion was  exhibited  by  Messrs,  Huet  and  Geyler,  in  connection  with  their 
otiier  apparatus  for  ore-dressing.  It  consists  of  a  strong  iron  frame,  with 
rollers  at  each  end,  over  which  an  endless  band  of  cloth  as  wide  as  the 
table  is  stretched.  This  cloth,  which  forms  the  surface  of  the  inclined 
table  upon  which  the  stuff  is  to  be  washed,  is  made  to  revolve  by  means 
of  motion  communicated  to  the  upper  roller  by  a  pulley.  The  whole 
table  with  the  frame  is  so  suspended  in  an  outer  frame  that  a  shaking 
motion  or  shock  can  be  given  to  it  by  cams  acting  on  each  side  of  the 
frame.  With  the  exception  of  this  shaking  or  percussion,  it  is  similar 
in  construction  to  Brunton's  machine,  used  at  Devon  Great  Consols,  in 
Cornwall,  and  described  in  the  supplement  to  TJre's  dictionary. 

'Ihe  slope  of  the  surface  of  the  cloth,  and  its  speed  of  rotation,  may 
be  changed  at  will,  and  the  number  of  jerks  and  their  strength  can  be 
varied  by  means  of  the  adjusting  screw  provided  for  the  purposa 

Eittingbb's  continuouslt  "WObking  stossheerd. — This  is  one  of 
the  most  interesting  and  important  concentrating  machines  which  has 
yet  been  Invented,  It  was  shown  by  models  iu  the  Austrian  section, 
and  was  e?  amiued  by  one  of  the  writers  at  the  Kronprinz  Concentration 
Works,  near  Freiberg,  Saxony.  Avery  full  description  of  thisstossheerd, 
with  large  drawings  made  to  scale,  has  been  published  by  Mr.  Eittinger ; 
bnt  as  that  in  o.  mation  is  inacoess.ble  to  t.ie  majority  of  the  persons 
interested  in  the  mechauica]  concentration  of  ores  in  the  United  States, 
a  brief  description  is  desirable. 
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Fig.  33. 


Eittinger'B  ContiuHOusIy- working  Stossheord — vortical  y 

A  side  view  of  this  apparatus  is  given  in  Fig.  33,  and  a  vertitia!  view 
in  Fig.  34.  It  coasists  of  a  wooden  table  or  platform,  about  eight  feet 
long  and  four  wide,  suspended  at  tliefour  corners,  and  inclined  forward 


y,GoogIc 


MINlNfi MECHANICAL   PREPARATION    OF    ORES.  101 

SO  that  water  and  fine  stuff  poured  upon  the  upper  part  will  flow  evenly 
down  to  the  front  edge.  A  lateral  throw  and  percussion  is  given  to  the 
whole  table  by  means  of  cams  c  upon  a  shaft  at  the  side,  and  the  reacting 
wooden  spring  S  upon  the  opposite  side  of  the  table.  Two  tablesare  usu- 
ally combiued  iu  one,  and  they  are  separated  by  a  narrow  strip  of  wood 
extending  the  whole  length ;  similar  strips  are  placed  on  each  side  of  the 
table,  and  serve  to  keep  the  water  and  stuff  from  flowing  off.  The  stufl 
to  be  washed  is  delivered  upon  the  tables  at  the  upper  left-hand  corner, 
at  A,inFig.34.  The  distiibutors  PP  P  flirnish  clear  water.  While  the 
table  is  at  rest,  the  tendency  of  the  stuff  is  to  flow  down  the  slope  in  a 
direct  line  from  A  to  A'.  By  means  of  the  lateral  percussion,  however, 
the  path  of  the  heavier  particles  is  changed,  aud  they  are  gradually 
thrown  from  left  to  right,  along  the  surface  of  the  table,  at  right  angles 
to  the  direction  of  the  current  of  clear  water.  This  curreut  tends  at  the 
same  time  to  sweep  the  particles  downward,  and  it  acts  upon  the  light 
sterile  matters  more  rapidly  than  upon  the  heavy  ore.  The  result  is, 
that  the  heavier  and  richer  particles  are  gradually  separated  from  the 
poor  stuft'  and  describe  the  path  upon  the  table  indicated  by  the  dotted 
lines.  By  the  time  the  particles  have  reached  the  foot  of  the  table,  the 
lichest  portions  have  been  transferred  to  the  corner  of  the  table  diag- 
onally opposite  to  that  upon  which  the  stuff  entered,  aud  they  flow 
off  into  the  compartment  B.  The  "  middlings"  are  dropped  into  the 
next  corapartmeut  D,^nd  the  poor  falls  into  0. 

In  order  that  good  results  may  be  obtained  with  this  apparatus,  the 
following  conditions,  must  be  observed : 

1   The  surface  of  the  table  must  be  very  smooth. 

.2  The  length  must  be  about  2'".50,  and  the  mdth  from  1"".25  to  1  ".50. 
The  width  of  space  over  which  the  stuff  is  dehvered  must  be  from  On'.SO 
too  .30. 

3,  The  incliuation  of  the  table  must  be  in  direct  ratio  to  the  size  of  the 
stuff  to  be  washed.  For  sand,  it  requires  to  be  about  six  degrees,  and 
for  fine  powders  about  three  degrees. 

4.  The  amount  of  clear  water  to  be  admitted  at  the  top  of  the  table, 
and  to  be  spread  over  a  width  of  from  0™,30  to  0in,35,  will  be  nearly  con- 
stant. For  sand,  about  six  quai-ts  a  minute  is  necessary ;  and  for  dust, 
or  fine  stuff,  from  three  to  three  and  a  half  quarts.  If  the  slope  of  the 
table  is  diminished,  and  the  size  of  the  stuff  remains  the  same,  the  quan- 
tity of  water  should  be  increased.  It  is  necessary  to  distribute  this 
supply  of  water  quite  near  to  the  stuff  to  be  washed,  so  as  to  facilitate 
the  separation  of  the  light  and  poor  stuff  from  the  rich. 

5,  The  number  of  shocks  per  minute  should  be,  for  sand,  from  70  to  SO; 
for  dost,  90  to  100 ;  for  poor  and  fine  slime  and  dust  it  is  sometimes 
advantageous  to  catTy  the  number  of  shocks  or  jerks  as  high  asl20,  and 
sometimes  liO  pei'  minute. 

6.  The  teusion  of  the  spring  is  equal  to  100  or  112  kilogrammes.  The 
amount  of  movement  necessary  to  produce  the  requisite  vibrations  is, 
for  sand,  0"'.O65 :  and  for  dust,  0"'.020  to  0"'.013. 
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